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QUANTITY 7(S) 8(M) 9(L) 10(XL)

PAIR UPC 1 NA NA NA NA
INNER PACK UPC 12/PACK 810292027551 810292024864 810292024871 810292024888

CASE GTIN 6 PK/CASE 10810292027558 10810292024861 10810292024878 10810292024885

CASE WEIGHT (IN POUNDS) 33 35 40 43.2
OVERCAST COLOR RED GREEN BROWN BLUE

PACKAGING

•	 ANSI Cut Level A4
•	 Tested to ASTM F2675
•	 Arc Rating (ATPV) = 35 Cal/cm²
•	 Heat Attenuation Factor (HAF) = 94%
•	 NFPA 70E Arc Flash PPE Category: 3

•	 Premium-grade grain cowhide leather shell
•	 4-inch split leather cuff
•	 Sewn with aramid fiber for cut protection and 

heat resistance
•	 Wing thumb

FEATURES

INDUSTRY
MIG/TIG Welding
Steel Welding
Electric/Power 
Plants

Flame or Spark 
Applications

The premium welder features a soft grain cowhide leather 
shell, an Aralene® cut resistant inner liner and 4-inch 
straight, split leather cuff. It is sewn with aramid fiber for 
added heat protection and includes a wing thumb for 
comfort and ease of grip.

DESCRIPTION
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Grain Cowhide Beige Aralene Wing Split Leather Level A4 1538 Grams 3 94% 35 Cal/CM2 Yes

SPECIFICATIONS

Premium Cowhide Cut Resistant Mig/Tig Welding Gloves
HAND PROTECTION


