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Personalized Solutions. Exceptional Value. 
That’s our promise. That’s our mission.
Since 1939 we have delivered the highest quality 
maintenance, repair, and operation (MRO) supplies 
to our customers. We have made a commitment to 
building strong, enduring relationships with both 
customers and suppliers and place a high value on 
each one.

Our business is founded on four pillars of success: 
Outstanding Service, Quality Products, Detailed 
Product Knowledge, and Exceptional Value. 

This philosophy has enabled us to grow into a 
leading supplier of industrial supplies throughout 
North Carolina and beyond. 

Burlington (336) 227-2723  |  Asheboro (336) 629-9104  |  SykesSupply.com

Satisfied customers have come to experience 
the Sykes difference, our formula of dependable 
products, top-notch service, and a convenient, cost-
effective partnership that helps their business thrive. 

At Sykes Supply, we listen to our customers and 
respond in ways that improve their bottom line. 

Let’s work together to meet your MRO needs with 
our personalized solutions specifically designed for 
your business.
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Line Card

• Ridge Tool Company
• WD-40 Company

Communication
• Motorola

Cutting Tools 
• Alvord Polk Tool
• American Carbide Tool
• Apex Tool Group, LLC

Abrasives
• Desmond Stephan 
• Formax Manufacturing Corporation
• Norton Abrasives (Saint-Gobain) 
• Pferd
• Random Products
• Superior Abrasives
• Weiler

Adhesives, Sealants & Tape
• Alvin Products (division of Dampney)
• CRC Industries
• Federal Process
• Gorilla Glue Company
• Intertape  Polymer Group
• Loctite
• ORS Nasco
• Shurtape Tech, Inc.

Batteries
• Energizer Industrial
• UPG - Universal Power Group

Cleaning Supplies
• CRC Industries
• Kimberly-Clark
• Loctite
• ORS Nasco

• Bahco
• Champion Cutting Tool
• Clauss
• DoAll Sawing Products
• Dykem
• General Tools & Instruments
• Greenfield Industries

• Armstrong
• Crescent
• Delta
• Dotco

• GearWrench
• Jacobs
• Jobox
• Lufkin

• Nicholson
• Weller
• Wiss
• Xcelite

• Bassett
• Chicago-Latrobe

• Cleveland
• Cle-Force

• Greenfield 
Threading

• Huot Manufacturing Company
• G.L. Huyett
• Hyde Tools
• Irwin Industrial Tool
• Klein Cutlery

• Morse Cutting Tools 
• Norton Abrasives (Saint-Gobain)
• ORS Nasco
• Regal Cutting Tools
• Republic Dril
• Starrett
• Tru-Cut Manufacturing
• Walton Co.

Facility Maintenance
• CRC Industries, Inc.
• Eder Flag
• Ice Melt
• J&H LED
• Rubbermaid Commercial

Fasteners
• Ajax Wire
• Brighton Best
• Cable Tie Express
• E-Z LOK
• Howmet Global Fastening
• G.L. Huyett

Hardware
• Ajax Wire
• Chicago Hardware & Fixture
• INCOM/Do It Best

HVAC
• Airmaster
• Flanders
• Koch Filters

Lighting
• Coast Portland
• Energizer Industrial
• J&H LED
• Nebo

Lubrication
• Blaster Fulfillment - PB Blaster
• CRC Industries
• KANO Laboratories - Aerokroil
• Loctite
• Lubrication Technologies
• Monroe Fluid Technology
• NEVER-SEEZ
• Plews & Edelmann
• Relton Corporation
• SKF
• Thetford Corporation - Chain Life
• WD-40 Company
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Line Card

Material Handling & Storage
• Ballymore Company
• BenchPro
• Durham Manufacturing
• Dutton-Lainson Company
• Flexco 
• INCOM/Do It Best
• Jet
• LDS Industries
• Lift-All
• Lyon Metal Products
• Omni Metalcraft
• Payson Casters
• Quantum Storage Systems
• Roll-A-Way
• Werner
• Wesco
• Wilton

Matting
• Durable Corporation
• M+A Matting

Packaging & Shipping
• SME

Paint, Equipment & Supplies
• Aervoe Industries

• Dykem (ITW Family)
• Hoke Distributing
• Krylon/Sprayon
• Loctite

Plumbing
• Armstrong Traps
• Conbraco Industries
• Service Metal
• Smith-Blair, Inc.
• United Pipe

Pneumatics
• Apollo Valves
• Chicago Pneumatic
• Coilhose Pneumatics
• Granzow
• Guard Air
• Ingersoll Rand
• Midland Metals
• Milton Industries
• Wilkerson

Power Transmission
• Acor Materials
• Amec
• Ametric
• AMI Bearings

• Benshaw
• Boca Bearings
• Bonfiglioli
• Bunting Bearing
• Collars & Couplings
• Cone Drive
• Daido Corporation
• Dayton Superior
• FYH Bearings
• Gates Corporation
• GMN Bearings
• Hub City
• IKO International
• Isostatic
• Lee Linear
• Leeson
• Lovejoy
• Masterdrive
• Marathon Motors 
• Megadyne
• MRC
• Omni Metalcraft
• ORS Bearings
• P.T. International
• Peer Chain Company
• R+W
• Regal Beloit

• S.I.T. Indeva
• Senqcia
• SKF
• Speed Control
• Timken
• USDI Bearings
• Worldwide Electric

Raw Materials
• Buffalo Precision Products
• Precision Brand Products
• Precision Marshall

Safety Supplies
• 3M
• Brady
• C.H. Hanson 
• ERB Safety
• Fuller Specialty
• Gateway Safety
• Justrite
• Master Lock
• MCR Safety
• NuTrend Disposables
• PIP - Protective Industrial Products
• Seattle Glove
• Showa

• Browning
• Grove Gear
• Hub City

• Leeson
• McGill
• Morse

• Sealmaster
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Sykes Supply

YOUR BEST SOURCE FOR

Motors

Gearboxes

MOTORS & GEARBOXES

To request a quote
Call 336-967-6937 (336-96POWER)

Email Quote@SykesSupply.com
Visit SykesSupply.com

Sykes Supply – Asheboro
210 West Kivett Street
Asheboro, NC 27203
Phone: (336) 629-9104
Fax: (336) 629-4977

Sykes Supply – Burlington
1015 Stokes Street
Burlington, NC 27215
Phone: (336) 227-2723
Fax: (336) 227-0715

High Quality, Low Cost    Extended Warranties    Quick Turnaround on Quotes

For pricing & availability, contact Sykes Supply or visit us at SykesSupply.com

Line Card
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Spill Control Supplies
• Brady
• Oil-Dri

Test Instruments
• Ashcroft Gauges
• Trerice

Tools
• Apex Tool Group

• Williams

• Baldor
• Bondhus
• Brighton Best
• Channellock
• Chapman Manufacturing
• DeWalt
• Irwin Industrial Tool
• Knipex
• Lutz Tool Company
• Mayhew Steel Products
• Milwaukee Tool
• Norton Abrasives (Saint-Gobain)
• Nupla Corporation
• Osborne & Company
• Ridgid

• Armstrong
• Crescent
• Delta
• Dotco

• GearWrench
• Jacobs
• Jobox
• Lufkin

• Nicholson
• Weller
• Wiss
• Xcelite

• Stanley Black & Decker

• Bahco • CDI

• Starrett
• TE-CO Tooling
• Ullman Devices
• Vaughan & Bushnell
• Wellsaw

Tubing, Hose & Fittings
• Coilhose Pneumatics
• Continental
• Exlon Extrusion
• Flexaust
• Ideal Tridon
• Megadyne
• Masterduct
• Novaflex
• Reelcraft
• Tramec Sloan
• ZSI-Foster

Valves
• Apollo Valves
• United Brass Works

Welding & Soldering
• Bernzomatic

• Blackhawk
• DeWalt

• Irwin
• Lennox

• Stanley
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Abrasives

BlueFire ZA Type 01/41 Chop Saw 
Cut-Off Wheel
Save money on your grinding costs on light- to heavy-
pressure applications by using the BlueFire ZA Type 
01/41 chop saw cut-off wheel. Featuring the latest 
generation zirconia alumina and premium aluminum 
oxide abrasive blend, this wheel offers twice the 
longevity and cut rate of a normal wheel. With a 
high-performance resin bond, the wheel’s construction allows it to outperform its 
competitors by 20 percent on difficult-to-cut metals such as 400 stainless steel and 
hard and soft carbon steels. Abrasive: Zirconia Alumina. Wheel type: Type 01/41.

 NT10648

Gemini Portable Cut-Off Tool Small Long 
Life Cut-Off Wheel
Portable cut-off tool small. Diameter straight cut-off wheels. 
Type 01/41.

MFG# Sykes# Arbor
Hole Dia. Max

RPM Specs. Thickness UOM

66252843257 NT10197 1" 16" 3820 BLUE FIRE 
LONG LIFE 7/64" Ea

 NT10197

Gemini AO Type 01/41 Small Diameter 
Cut-Off Wheel (Smaller than 3 in.)
Get a consistent performance quality and impressive 
bang for your buck out of this Gemini A AO Type 01/41 
small diameter cut-off wheel. Its high-quality aluminum 
oxide grain produces a versatile abrasive face that’s ideal 
for both tough cuts through hard carbon steels and for 
precise incisions into softer alloys. This wheel’s ultra-thin side reinforcing helps you 
make a straight, thin cut without encumbering the cutting edge. Ideal for 400-series 
stainless steel, this cutting wheel works from either your portable cut off tool or a 
handheld power drill for maximum convenience. Abrasive: Aluminum Oxide. Wheel 
type: Type 01/41.

MFG# Sykes# Arbor
Hole Dia. Max

RPM Specs. Thickness UOM

66243510628 NT10628 3/8" 3" 25465 GEMINI 
FREE CUT .035" Ea

66243510645 NT10645 1/4" 3" 25465 GEMINI 
FREE CUT 1/16" Ea

 NT10628

Gemini AO Type 01/41 Small Diameter 
Cut-Off Wheel (Larger than 3 in.)
Place this Gemini A AO Type 01/41 small diameter cut-
off wheel into your portable cut-off tool to easily and 
efficiently cut 400-series stainless steel and both hard and 
soft carbon steel. Suitable for toolrooms, metalworking 
applications and precision machining, the ultra-thin side reinforcement makes this 
wheel ideal for quickly making thin cuts with a minimum of material loss. High-
quality aluminum oxide offers a sensible price and steady, reliable performance. 
Abrasive: Aluminum Oxide. Wheel type: Type 01/41.

MFG# Sykes# Arbor
Hole Dia. Max

RPM Specs. Thickness UOM

66243510655 NT10655 3/8" 4" 19100 GEMINI 
FREE CUT 1/16" Ea

 NT10655

MFG# Sykes# Diameter Thickness UOM
66243510648 NT10648 3" 1/16" Ea

Bear-Tex Series 1000 SC Fine Grit 
Non-Woven Convolute Wheel
Enjoy consistent, high-quality results from this Bear-Tex 
Series 1000 SC fine grit non-woven convolute wheel, 
which features a smear-free, heat-free resin bond as 
well as uniform grain dispersion that conditions without 
changing your workpiece’s dimensions or causing any 
gouges. This wheel is an excellent choice for fine grit deburring, blending, and final 
finishing. It’s offered in a variety of web densities, ranging from a cool-cutting 7 
to an 8 for light deburring and a dense 9 for deburring and polishing. This wheel’s 
silicon carbide abrasive leaves a fine scratch pattern, and its reduced cut rate 
results in better finishes. Abrasive: Silicon Carbide.

MFG# Sykes# Arbor
Hole Density Dia. Grade Max

RPM
Thickness/
Width UOM

66261055223 NT55223 1" 7 6"
Fine
Grit

6000 1" Ea

66261018639 NT55230 3" 7 8"
Fine
Grit

4500 1" Ea

 NT55223

A275OP AO Fine Grit Paper Hook-and-
Loop Disc
Quickly attach the A275OP fine grit paper H&L disc to a 
random orbital sander or a right angle grinder by means 
of the convenient hook and loop back. The P-graded, 
heat-treated aluminum oxide abrasive provides fast cuts 
and reliable results, while the fiber-reinforced B-weight 
latex-saturated backing delivers 50 to 60 percent greater tear resistance without 
sacrificing flexibility. The water-based, non-pigmented stearate No-Fil coating 
ensures there’s no color transfer to your workpiece, and the open coat design helps 
resist loading. This disc is an ideal tool for fine grit dry sanding, micro-finishing and 
finishing jobs on woods, aluminum, fiberglass and composites. Abrasive: Aluminum 
Oxide. Attachment: Hook & Loop. Backing Material: B-wt. Anti Loading Paper. Max 
Operating Speed Guideline: Determined by back-up pad.

MFG# Sykes# Dia. Grade Grit Max
RPM UOM

66261131544 NT31544 6" Very Fine
Grit P220 15000 Ea

66261131546 NT31546 8" Fine Grit P150 15000 Ea

  A275OP AO FINE GRIT PAPER
HOOK-AND-LOOP DISC

A275OP AO Medium Grit Paper Hook-
and-Loop Disc
Help your random orbital sander or right-angle grinder 
make quick work of dry sanding and finishing jobs with 
the A275OP medium grit paper H&L disc. The P-graded, 
heat-treated aluminum oxide abrasive ensures fast 
cuts and outstanding longevity. For 50- to 60-percent 
better tear resistance, the flexible B-weight latex-saturated backing features fiber 
reinforcement. The open coat design helps reduce loading, and the water-based, 
non-pigmented stearate No-Fil coating prevents color transfer. Disc installation 
and removal are quick and convenient, due to the hook and loop back. Abrasive: 
Aluminum Oxide. Attachment: Hook & Loop. Backing Material: B-wt. Anti Loading 
Paper. Max Operating Speed Guideline: Determined by back-up pad.

MFG# Sykes# Dia. Grade Grit Max
RPM UOM

66261131547 NT31547 5" Medium Grit P120 15000 Ea

NT31547

Bear-Tex Rapid Prep AO Fine Grit Non-
Woven Hook-and-Loop Disc
Help your random orbital sander or right-angle grinder 
make quick work of dry sanding and finishing jobs with 
the A275OP medium grit paper H&L disc. The P-graded, 
heat-treated aluminum oxide abrasive ensures fast 
cuts and outstanding longevity. For 50- to 60-percent 
better tear resistance, the flexible B-weight latex-saturated backing features fiber 
reinforcement. The open coat design helps reduce loading, and the water-based, 
non-pigmented stearate No-Fil coating prevents color transfer. Disc installation 
and removal are quick and convenient, due to the hook and loop back. Abrasive: 
Aluminum Oxide. Attachment: Hook & Loop. Backing Material: B-wt. Anti Loading 
Paper. Max Operating Speed Guideline: Determined by back-up pad.

MFG# Sykes# Diameter UOM

66261055020 NT04453 4" Ea

NT04453

Bear-Tex Rapid Prep AO Medium Grit 
Non-Woven Hook-and-Loop Disc
Perfectly prepare, blend, clean and detail your metal 
projects with the Bear-Tex Rapid Prep AO medium grit 
non-woven hook & loop disc. The disc works with stainless 
steels; tool steels; welds; aluminum; fiberglass; composites; 
carbon steels; super alloys; titanium; and cast, gray and 
ductile iron. With a long life, the aluminum oxide abrasive grain coating gives 
better performance and a 20 percent higher cut rate than comparable competitors. 
Clean Bond resin technology means smear-free finishes, while the nylon scrim 
backing gives the disc superior durability and stiffness. Abrasive: Aluminum Oxide. 
Attachment: Hook & Loop. Backing Material: Nylon. Max Operating Speed Guideline: 
Determined by back-up pad.

MFG# Sykes# Diameter UOM
66261055019 NT04443 4" Ea
66261004444 NT04444 4 1/2" Ea

  BEAR-TEX RAPID PREP AO
MEDIUM GRIT NON-WOVEN

HOOK & LOOP DISC

Bear-Tex Rapid Prep AO Coarse Grit 
Non-Woven Hook-and-Loop Disc
Make your cuts up to 20 percent faster, and get generally 
better performance, with this Bear-Tex Rapid Prep AO 
coarse grit non-woven hook & loop disc on your angle 
grinder. This sturdy disc uses a high-quality aluminum 
oxide abrasive to produce a coarse grain for first passes that efficiently shave away 
the metal you’re working with. The high-loft nylon fiber material in the backing 
pads the disc face and extends its useful life, while Clean Bond resin technology 
helps ensure a smear-free finish even on alloys with a high nickel content. 
Abrasive: Aluminum Oxide. Attachment: Hook & Loop. Backing Material: Nylon. Max 
Operating Speed Guideline: Determined by back-up pad.

NT04433

MFG# Sykes# Diameter UOM
66261055018 NT04433 4" Ea

A275OP AO Fine Grit Paper PSA Disc Roll
Improve your dry-sanding, finishing and micro-finishing 
capabilities with this high-performance A275OP fine grit 
paper PSA disc roll designed for all materials. Heat-treated 
and toughened, the P-graded aluminum oxide abrasive 
supports a long life, a fast cut rate, and consistent finishes 
for optimized use. The fiber-reinforced, latex-saturated 
B-weight backing delivers a 50 to 60 percent improvement in tear strength while 
maintaining its flexibility. A water-based, non-pigmented stearate No-Fil treatment 
keeps the open coat resistant to loading while preventing color transfer. You can 
easily dispense and apply this linked disc roll thanks to the pressure sensitive 
adhesive. Abrasive: Aluminum Oxide. Attachment: Pressure Sensitive Adhesive. 
Backing Material: B-wt. Anti Loading Paper. Max Operating Speed Guideline: 
Determined by back-up pad.

 A275OP AO FINE GRIT
PAPER PSA DISC ROLL

MFG# Sykes# Dia. Grade Grit Max RPM UOM
66261131454 NT31454 5" Super Fine Grit P400 15000 Rl
66261131456 NT31456 5" Extra Fine Grit P320 15000 Rl
66261131457 NT31457 5" Very Fine Grit P280 15000 Rl
66261131459 NT31459 5" Very Fine Grit P220 15000 Rl

Metalite R228 AO Coarse Grit Cloth PSA Disc
Enjoy exceptional life and impressive performance with this 
Metalite R228 coarse grit cloth PSA disc on your random orbital 
sander. Its premium aluminum oxide abrasive makes a good 
coarse grit surface that provides an excellent initial cut rate and 
consistent finish on both hard and soft woods, as well as most 
metal substrates. The durable X-weight cotton backing achieves good tear resistance 
and achieves a good balance between flexibility and resilience under the stress of 
normal use. This disc’s pressure sensitive adhesive back allows quick and simple 
peel-and-stick disc changes while you work. Abrasive: Aluminum Oxide. Attachment: 
Pressure Sensitive Adhesive. Backing Material: X-wt. Cotton. Max Operating Speed 
Guideline: Determined by back-up pad. Determined by back-up pad.

MFG# Sykes# Dia. Grade Grit Max RPM UOM
66261136555 NT36555 3" Coarse Grit 80 8000 Ea

NT36555

Blaze R980P CA Medium Grit Center 
Mount Plastic Flat Flap Disc
Featuring a latest-generation ceramic alumina adhesive 
grain that lasts 50 to 200 percent longer than other flap 
discs when faced with hard-to-grind materials, this Blaze 
R980P medium grit center mount plastic flat flap disc 
is ideal for cleaning, finishing and detailing 300 and 400 series stainless steel, 
superalloys, and titanium. The quick trim flexible plastic backing makes this disc 
conformable and sets a high standard for trimmability. Y-weight polyester flaps 
with a super sized grinding aid, significantly improves lifespan, resists fraying and 
retains disc grain while offering cool, quick cutting. Abrasive : Premium Ceramic 
Alumina. Attachment : Center Mount. Backing Material : Y-wt. Polyester.

NT05279

MFG# Sykes# Arbor
Hole Dia. Grade Grit Max

RPM UOM

66254400256 NT05279 7/8" 4 1/2" Medium Grit 120 13300 Ea
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Abrasives

Blaze R980P CA Coarse Grit Center 
Mount Plastic Flat Flap Disc
Get a cool and fast cut rate on your blending, deburring 
and stock-removal projects with the Blaze R980P coarse grit 
center mount plastic flat flap disc. The type 27 flat flap disc 
has a ceramic alumina abrasive grain that gives you up to a 
200 percent longer life on hard-to-grind materials, making it a cost-efficient choice. 
The Y-weight polyester flaps resist fraying and retain grains, while the flexible 
plastic backing plate allows for some flexibility. Abrasive : Premium Ceramic 
Alumina. Attachment : Center Mount. Backing Material : Y-wt. Polyester.

MFG# Sykes# Arbor
Hole Dia. Grade Grit Max

RPM UOM

66254400253 NT04877 7/8" 4 1/2" Extra 
Coarse Grit 40 13300 Ea

66254400254 NT04878 7/8" 4 1/2" Coarse Grit 60 13300 Ea

66254400255 NT04879 7/8" 4 1/2" Coarse Grit 80 13300 Ea

NT04877

Blaze R980P Type 29 Conical Standard 
CA Flap Discs
Grind and finish in one step. Used on right angle grinders, 
pneumatic and air. Designed for anything from light 
surface finishing to heavy stock removal of carbon steel, 
stainless steel, and aluminum. Ceramic Alumina abrasive 
with fiberglass backing.

 NT04332

MFG# Sykes# Dia. Thickness Grit Max RPM UOM
66261183489 NT04332 4 1/2" 7/8" 80 13300 Ea
66261183501 NT36161 7" 5/8"-11 80 8600 Ea

Blaze R980P CA Coarse Grit Arbor 
Thread Fiberglass Conical Flap Disc
Outfit your right angle grinder with this Blaze R980P 
coarse grit arbor thread fiberglass conical flap disc and 
enjoy two-to-five times better performance on hard-to-
grind materials such as stainless and super alloys. The 
Type 29 conical flap disc has a latest-generation ceramic 
alumina grain and durable Y-weight polyester flaps for 
consistent grinding that resists fraying and provides good 
gain retention. Right angle flaps provide greater surface 
contact, ideal for fast stock removal. Fiberglass and resin backing plates provide 
high strength at a light weight, which helps cut down vibrations and improve 
operator comfort. Abrasive : Premium Ceramic Alumina. Attachment : Arbor Thread. 
Backing Material : Y-wt. Polyester.

MFG# Sykes# Arbor
Hole Dia. Grade Grit Max

RPM UOM

66261183487 NT04330 7/8" 4 1/2" Extra 
Coarse Grit 40 13300 Ea

66261183488 NT04331 7/8" 4 1/2" Coarse Grit 60 13300 Ea

NT04330

Metal R207 AO Coarse Grit Steel Shank 
Mini Flap Wheel
This Metal R207 coarse grit steel shank mini flap wheel is a 
great choice for small deburring and cleaning applications, 
especially when price is a major consideration. With its 
P-graded aluminum oxide abrasive, this wheel helps you 
achieve consistent results on stock removal projects. 
This long-lasting wheel features flaps made of a blend 
of cotton and polyester that provide strength and durability without sacrificing 
conformability. An integrated steel shank enhances balance and reduces chatter. 
Additionally, this wheel is easy to install and remove on tools with a collet design. 
Abrasive: Aluminum Oxide.

MFG# Sykes# Dia. Grit Max
RPM Shank Dia. Width UOM

63642502581 NT02581 1" P80 30000 1/4" 1" Ea
63642502593 NT02593 1 1/2" P80 25000 1/4" 1" Ea
63642502601 NT02601 2" P80 25000 1/4" 1" Ea
63642502621 NT02621 3" P80 20000 1/4" 1" Ea

 METAL R207 AO COARSE GRIT
STEEL SHANK MINI FLAP WHEEL

Metalite R265 AO Flap Wheel 60 Grit
P-graded, aluminum oxide abrasive for uniform stock 
removal and long life. Flexible cotton backing for superior 
conformability and life. Coarse grit for removing flash, 
parting lines and heavy scratch patterns. Arbor hole 
design for use on larger portable and fixed-base tools 
where the wheel must fit an existing arbor. Due to the 
flap wheel design and the flexibility of the material, flap wheels leave a finer finish 
grit that other coated abrasive products. Flap wheels are an ideal choice for a wide 
variety of blending, deburring and finishing applications common in the metal 
fabrication, welding and polishing industries. Flap wheels are conformable to 
intricate shapes and contours. Designed to deliver a consistent finish with a uniform 
rate of cut, flap wheels wear away, continually exposing fresh abrasives.

• Material: Aluminum Oxide  
• Style: Coated 
• Face Width: 1"  
• Backing Material: Heavy Cotton

MFG# Sykes# Dia. Grade Arbor
Size

Max
RPM Grit UOM

63642502697 NT02697 8" Coarse Grit 1" 4,700 60 Ea

  NT02697

Metal F240 AO Medium Grit Fiber Disc
Featuring an aluminum oxide abrasive ideal for a multitude 
of purposes, including cleaning, detailing and rust removal, 
the Metal F240 medium grit fiber disc includes a heavy 
fiber backing to withstand tearing and improve durability. 
The full resin bond provides additional strength to enhance 
the disc’s longevity. Use this affordable disc with a right 
angle grinder or pistol grip air sander on 300 or 400 series stainless, titanium, super 
alloys and a range of other metals to get the job done at an economical price point. 
Abrasive: Aluminum Oxide. Attachment: Center Mount. Backing Material: Fiber. Max 
Operating Speed Guideline: Determined by back-up pad.

MFG# Sykes# Arbor 
Hole Dia. Grade Grit Max

RPM UOM

66623353314 NT33507 7/8" 4 1/2" Medium Grit 120 11000 Ea
66623353313 NT33509 7/8" 4 1/2" Medium Grit 100 11000 Ea

 METAL F240 AO MEDIUM
GRIT FIBER DISC

Metal F240 AO Coarse Grit Fiber Disc
Armed with a versatile, multi-purpose aluminum oxide 
abrasive, this Metal F240 coarse grit fiber disc delivers 
consistent results in a variety of applications when 
you need to keep initial costs to a minimum. Pair this 
handy disc with your right-angle grinder or pistol-grip 
air sander to bevel, blend, debur and remove stock from 
a wide range of materials, including aluminum, cast iron, titanium, super alloys, 
and 300- and 400-series stainless. The full-resin bond and heavy fiber backing 
provide strength, durability and resistance to tearing. Abrasive: Aluminum Oxide. 
Attachment: Center Mount. Backing Material: Fiber. Max Operating Speed Guideline: 
Determined by back-up pad.

MFG# Sykes# Arbor
Hole Dia. Grade Grit Max

RPM UOM

66623353309 NT33519 7/8" 4 1/2" Extra Coarse Grit 24 11000 Ea

 NT33519

Gemini F726 AO Coarse Grit Fiber Disc
Delivering greater durability and faster cutting action 
than other aluminum oxide discs, the Neon F726 coarse 
grit fiber disc features a premium aluminum oxide blend 
for outstanding performance on beveling, stock removal, 
deburring and blending applications. The heavier fiber 
backing helps minimize tearing, and the full resin bond 
further enhances the disc’s strength. This affordable disc is an excellent tool 
for use in combination with a right-angle grinder or pistol grip air sander on 
challenging materials, including titanium, soft carbon steels and super alloys. 
Abrasive: Aluminum Oxide. Attachment: Center Mount. Backing Material: Fiber. 
Max Operating Speed Guideline: Determined by back-up pad.

MFG# Sykes# Arbor
Hole Dia. Grade Grit Max

RPM UOM

66623395011 NT33511 7/8" 4 1/2" Coarse Grit 80 11000 Ea
66623395010 NT33513 7/8" 4 1/2" Coarse Grit 60 11000 Ea
66623395008 NT33517 7/8" 4 1/2" Extra Coarse Grit 36 11000 Ea
66623395029 NT33755 7/8" 7" Extra Coarse Grit 24 8600 Ea

 GEMINI F726 AO COARSE
GRIT FIBER DISC

Bear-Tex Series 4000 SC Fine Grit 
Non-Woven Convolute Wheel
Equipped with a sharp silicon carbide abrasive, the 
Bear-Tex Series 4000 SC fine grit non-woven convolute 
wheel delivers a bright scratch pattern and fast, 
aggressive cutting action. A great choice when you 
need dependable results in a hurry, the wheel is ideal 
for heavy deburring, parting line removal and edge-breaking applications on 
challenging metals. This non-woven wheel features a synthetic web that helps 
ensure longevity and a resin bond system that enables free cutting ability. Abrasive: 
Silicon Carbide.

MFG# Sykes# Arbor
Hole Density Dia. Grade Max

RPM Thickness UOM

66261004284 NT04284 5" 8 Density 12" Fine Grit 3000 1" Ea

 NT04284

39C SC Type 01 Toolroom Wheel 
(Larger than 4 in.)
Use this 39C SC Type 01 toolroom wheel for stock 
removal, surface grinding, tool sharpening, tool and 
cutter grinding, and truing and dressing non-steel 
applications as well as 300 series stainless steel. Featuring 
a sharp, high-purity green silicon carbide abrasive, these 
straight wheels are also useful for grinding metal matrix composites, plasma 
sprayed materials, masonry, and stone. Its vitrified bond is engineered especially 
to maximize the life of silicon carbide abrasives when used with your CNC cutting 
tool machine, cylindrical grinder or surface grinder. Abrasive: Silicon Carbide. 
Wheel type: Type 01.

MFG# Sykes# Arbor
Hole Dia. Max

RPM Specs. Thickness UOM

66252837717 NT37717 1 1/4" 6" 4140 39C100-IVK 3/4" Ea

 NT37717

Bear-Tex Hook-and-Loop Disc Back-Up 
Pads
Hook-and-loop disc back-up pads.

MFG# Sykes# Dia. Max RPM Spindle/Hole Size UOM
66261006948 NT06948 4 1/2" 10000 5/8-11 Ea

NT06948

Norton Hard Density Back-Up Pad
Rubber back-up pad. For use with hook-and-loop discs. 4" 
Dia. 5/8"-11 Arbor. Max. RPM: 13,000.

MFG# Sykes# Arbor/Shank Size Dia. Material Max RPM UOM
66261059304 NT59304 5/8-11 4" Rubber 13000 Ea

 NT59304

37C SC Type 01 Dressing Wheel
For surface conditioning, deburring, and cleaning 
operations. This brush features knots that are twisted 
approximately 75% of the trim length. The loosely-
twisted knots cover a larger surface area and are ideal 
for heavy-duty cleaning and surface conditioning on 
uneven surfaces. For weld cleaning, weld spatter removal, deburring and rubber 
flash removal. Materials that can be worked: aluminum, bronze, other non-ferrous 
metals, hard non-ferrous metal, stainless steel (INOX), high-temperature-resistant 
materials, cobalt-based alloys, hard non-ferrous metal, nickel-based alloys (e. g. 
Inconell and Hasteloy), nickel- or titanium-based superalloys, titanium, titanium 
alloys, soft titanium alloys (tensile strength 500 N/mm²), soft non-ferrous metal, 
other non-ferrous metals. Applications: removing heat discoloration, cleaning, 
deburring, removing paint, de-rusting, descaling, work on fillet welds, weld 
dressing, removing oxide layers, cleaning, weld dressing, root seam processing. 
Drive types: angle grinder.

MFG# Sykes# Arbor Hole Dia. Specs. Thickness UOM
66243529166 NT29166 1/2" 3" 37C60-MVK 1" Ea

 NT29166
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Abrasives

Metalite R215/R255 AO Coarse Grit 
Cloth Narrow Benchstand Belt
Increase your performance with the fast initial cut speed 
produced by the premium aluminum oxide abrasive on the 
Metalite R215/R255 coarse grit cloth narrow benchstand 
belt. A heavy X-weight cotton backing is durable enough 
to handle heat-sensitive applications. A strong butt 
joint increases the versatility of the belt by allowing 
it to run in either direction. When initial price point 
is your primary criteria, opt for the value of an open-coat coarse grit for minimal 
loading on wood and soft metal surfaces. Abrasive: Aluminum Oxide. Backing 
Material: X-wt. Cotton.

METALITE R215/R255 AO COARSE GRIT
CLOTH NARROW BENCHSTAND BELT

MFG# Sykes# Grade Grit Length Width UOM
78072727983 NT27983 Coarse Grit 80 48" 6" Ea
78072727959 NT27959 Coarse Grit 80 36" 4" Ea
78072727984 NT27984 Coarse Grit 60 48" 6" Ea
78072727986 NT27986 Extra Coarse Grit 40 48" 6" Ea
78072727987 NT27987 Extra Coarse Grit 36 48" 6" Ea

Bear-Tex Series 1000 SC Medium 
Grade Convolute Non-Woven 
Abrasive Wheel
Silicon carbide convolute non-woven abrasive wheel. 
Applicable materials: non-ferrous metals. 

• Arbor/Shank Size: 1" 
• Density: 7 
• Grade: Medium 
• Maximum Speed: 6000 RPM

MFG# Sykes# Diameter Thickness UOM
66261055224 NT55224 6" 1" Ea

  NT55224

Charger Reinforced Type 1 Cut-Off 
Wheel
Aluminum oxide abrasive cut off wheel. Application: 
cutting sheet metal, cutting pipe and metal plate 
dimensioning. Applicable materials: aluminum, ferrous 
metal, gray iron and stainless steel.

MFG# Sykes# Abrasive
Material

Arbor/
Shank
Size

Dia. Grade Grit Max
RPM Thickness UOM

66243528573 NT28573 Aluminum
Oxide

1/4" 3"
Coarse
Grit

A60 25465 0.035" Ea

  NT28573

Gemini AO Type 27 Grinding Wheel
The Gemini A AO Type 27 grinding wheel is a cost-effective 
and dependable choice for smoothing welds and for stock 
removal applications. Use this versatile 1/4-inch-thick 
wheel with your right angle grinder at a 30-degree angle 
for offhand stock removal, weld smoothing and beveling 
a variety of metals, including stainless and hard and soft 
carbon steels. With an aluminum-oxide abrasive and a solid 
performance bond, this wheel delivers both a consistent cut rate and good wheel life. 
Abrasive: Aluminum Oxide. Wheel type: Type 27.

MFG# Sykes# Arbor
Hole Dia. Max

RPM Specs. Thickness UOM

66253049104 NT49104 5/8"-11 9" 6600 GEMINI 1/4" Ea
66252940148 NT40148 5/8"-11 7" 8600 GEMINI 1/4" Ea
66252939259 NT39259 5/8"-11 7" 8600 GEMINI 1/8" Ea
66252843594 NT30611 7/8" 4 1/2" 13580 GEMINI 1/4" Ea
66252843591 NT30609 7/8" 4 1/2" 13580 GEMINI 1/8" Ea
66252843593 NT30432 5/8"-11 4 1/2" 13580 GEMINI 1/4" Ea
66252842019 NT30620 5/8" 4" 15280 GEMINI 1/4" Ea

GEMINI AO TYPE 27
GRINDING WHEEL

Gemini Right Cut AO Type 27 Extra 
Coarse Depressed Center Wheel
Aluminum oxide Type 27 depressed center wheel. 
Application: ferrous metal, gray iron, stainless.

MFG# Sykes# Arbor
Hole Dia. Grade Grit Max

RPM Thickness UOM

66252841940 NT41940 7/8" 4 1/2"
Extra Coarse 
Grit

24 13,580 3/32" Ea

  NT41940

BlueFire R823P ZA Coarse Grit 
Cloth File Belt
Streamline your workload with the fast, aggressive cuts from the BlueFire R823P 
coarse grit cloth file belt. Self-sharpening zirconia alumina abrasive increases the 
belt life by 30 percent when compared to other zirconia belts. Moderately flexible yet 
strong, this belt features X-weight polyester waterproof backing to efficiently handle 
wet or dry use with light to moderate pressure. A durable resin bond improves the 
grain retention and extends product life for improved results. Handle all of your all 
coarse grit metal and wood projects for light to moderate stock removal with this 
belt. Abrasive: Zirconia Alumina. Backing Material: X-wt. Polyester.

  NT36062

MFG# Sykes# Grade Grit Length Width UOM
78072736062 NT36062 Coarse Grit 80 13" 3/8" Ea

Metalite R283 AO Coarse Grit 
Cloth File Belt
Cut stainless and carbon steels with cool, consistent cuts thanks to the P-graded 
premium aluminum oxide abrasive on the Metalite R283 coarse grit cloth file belt. 
Designed for coarse grit applications requiring an economical initial price, this cloth 
file belt offers reliable grain retention and product life with help from its durable 
resin coating. Its X-weight rayon waterproof backing produces a strong, semi-
flexible, smooth construction that works well on projects requiring moderate-to-
light pressure. Abrasive: Aluminum Oxide. Backing Material: X-wt. Cotton.

MFG# Sykes# Grade Grit Length Width UOM
78072727559 NT27559 Coarse Grit P80 18" 1/2" Ea
78072727561 NT27561 Extra Coarse Grit P40 18" 1/2" Ea

  METALITE R283 AO COARSE
GRIT CLOTH FILE BELT

BlueFire R884P ZA Coarse Grit 
Cloth Narrow Backstand Belt
Make the most of your demanding coarse grit stock 
removal applications when using the BlueFire R801/
R823P/R884P coarse grit cloth narrow backstand 
belt. The durable self-sharpening zirconia alumina 
abrasive improves the life-span of your belt by 30 percent, while the lubricating 
grinding aid in R801 belts makes it perfect for cutting heat-sensitive materials. 
The R823 features a flexible X-weight polyester waterproof backing for light to 
moderate applications, while the R801 and R884P excel on medium- to high-demand 
applications with their Y-weight polyester waterproof cloth backings. Abrasive: 
Zirconia Alumina. Backing Material: Y-wt. Polyester, X-wt. Polyester.

MFG# Sykes# Grade Grit Length Width UOM
78072750008 NT50008 Coarse Grit 80 132" 2" Ea

  NT50008

MFG# Sykes# Grade Grit Length Width UOM
78072727981 NT27981 Medium Grit 120 48" 6" Ea
78072727982 NT27982 Medium Grit 100 48" 6" Ea
78072727958 NT27958 Medium Grit 120 36" 4" Ea

METALITE R215/R255 AO MEDIUM GRIT
CLOTH NARROW BENCHSTAND BELT

Metalite R215/R255 AO Medium 
Grit Cloth Narrow Benchstand Belt
Arm your bench grinders with Metalite R215/R255 
medium grit cloth narrow backstand belts for 
intermediate work on stainless and carbon steels 
when initial price is a primary factor. They’re crafted 
with a premium aluminum oxide abrasive to deliver 
fast initial cutting, and a durable, heavy x-weight 
backing makes them ideal for applications where 
keeping heat to a minimum is necessary. Featuring a strong butt joint, these belts can 
be run in either direction for time-saving convenience. Abrasive: Aluminum Oxide. 
Backing Material: X-wt. Cotton.

Metalite R228 AO Medium Grit 
Cloth Narrow Benchstand Belt
Get a fast initial cut rate when you use the 
Metalite R228 medium grit cloth narrow 
benchstand belt thanks to its premium aluminum oxide abrasive. This belt features 
a durable, heavy X-weight cotton backing perfect for heat-sensitive applications. 
Increase flexibility with a strong butt joint that lets you run the belt in either 
direction. This belt is an ideal option when initial price is the primary concern for 
your medium grit intermediate metalworking jobs. Abrasive: Aluminum Oxide. 
Backing Material: X-wt. Cotton.

NT21225

MFG# Sykes# Grade Grit Length Width UOM
78072721225 NT21225 Medium Grit 120 48" 2" Ea

Metalite R228 AO Coarse Grit 
Cloth Narrow Benchstand Belt
Opt for the Metalite R228 coarse grit cloth 
narrow benchstand belt with premium aluminum 
oxide abrasive when you want a fast initial cut rate. A durable X-weight cotton 
backing makes this belt ideal for heat-sensitive applications. With a strong butt 
joint for reinforcement, this belt can run in either direction for increased versatility. 
Designed for projects where initial price is the focus, this belt is ideal for coarse 
grit metalworking for stock removal, deburring and dimensioning applications. 
Abrasive: Aluminum Oxide. Backing Material: X-wt. Cotton.

MFG# Sykes# Grade Grit Length Width UOM
78072721235 NT21235 Coarse Grit 80 48" 2" Ea
78072721240 NT21240 Coarse Grit 60 48" 2" Ea
78072720900 NT20900 Coarse Grit 60 42" 1" Ea
78072721605 NT21605 Extra Coarse Grit 40 60" 2 1/2" Ea
78072721255 NT21255 Extra Coarse Grit 36 48" 2" Ea

 METALITE R228 AO COARSE GRIT
CLOTH NARROW BENCHSTAND BELT

Metalite K225 AO Coarse Grit Cloth Roll
Coated abrasive rolls are designed for fast and easy 
sanding of various surfaces, and can be torn to exact 
lengths as needed. Cloth rolls are typically used for 
polishing lathe turnings, rolls and cylinders, light 
deburring, blending machine tool marks, removing rust 
and scale, and fine sanding and polishing. Rolls are used 
for hand or machine sanding. Abrasive: Aluminum Oxide. 
Attachment: Machine Dependent. Backing Material: X-wt. Cotton, J-wt. Cotton.

 METALITE K225 AO
COARSE GRIT CLOTH ROLL

MFG# Sykes# Grade Grit Length Width UOM
66261126299 NT26299 Coarse Grit P80 50 yds. 2" Ea
66261127733 NT27733 Coarse Grit P60 50 yds. 2" Ea
66261127732 NT27732 Coarse Grit P50 50 yds. 2" Ea

Metalite K225 AO Fine Grit Cloth Roll
Coated abrasive rolls are designed for fast and easy 
sanding of various surfaces, and can be torn to exact 
lengths as needed. Cloth rolls are typically used for 
polishing lathe turnings, rolls and cylinders, light 
deburring, blending machine tool marks, removing rust 
and scale, and fine sanding and polishing. Rolls are used 
for hand or machine sanding. Abrasive: Aluminum Oxide. 
Attachment: Machine Dependent. Backing Material: J-wt. Cotton.

MFG# Sykes# Grade Grit Length Width UOM
66261126290 NT26290 Super Fine Grit P400 50 yds. 2" Ea
66261126291 NT26291 Extra Fine Grit P320 50 yds. 2" Ea
66261126293 NT26293 Very Fine Grit P240 50 yds. 2" Ea
66261126294 NT26294 Very Fine Grit P220 50 yds. 2" Ea
66261126295 NT26295 Fine Grit P180 50 yds. 2" Ea
66261126296 NT26296 Fine Grit P150 50 yds. 2" Ea

 METALITE K225 AO
FINE GRIT CLOTH ROLL

Metalite K225 AO Medium Grit 
Cloth Roll
Coated abrasive rolls are designed for fast and easy 
sanding of various surfaces, and can be torn to exact 
lengths as needed. Cloth rolls are typically used for 
polishing lathe turnings, rolls and cylinders, light 
deburring, blending machine tool marks, removing 
rust and scale, and fine sanding and polishing. Rolls 
are used for hand or machine sanding. Abrasive: 
Aluminum Oxide. Attachment: Machine Dependent. Backing Material: J-wt. Cotton.

MFG# Sykes# Grade Grit Length Width UOM
66261126297 NT26297 Medium Grit P120 50 yds. 2" Ea
66261126298 NT26298 Medium Grit P100 50 yds. 2" Ea

 METALITE K225 AO
MEDIUM GRIT CLOTH ROLL
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Abrasives / Adhesives, 
Sealants, & Tapes

Bear-Tex 747 Maroon Non-Woven Hand Pad
Made of a nylon web impregnated with abrasive grain and resin 
bond. Designed for applications ranging from heavy-duty cleaning to 
polishing. Excellent replacement for steel wool.

NT74700

MFG# Sykes# Description Sizes UOM
66261074700 NT74700 Non-woven hand pad 6" x 9" Ea

Bear-Tex 748 Gray Non-Woven Hand Pad
Non-Woven hand pads are made of a nylon web 
impregnated with abrasive grain and resin bond. The 
are designed for applications ranging from heavy-duty 
cleaning to polishing. They are an excellent replacement for steel wool. Abrasive: 
Silicon Carbide.
MFG# Sykes# Length Thickness Width UOM

66261074800 NT74800 9" 1/4" 6" Ea

NT74800

Metalite K225 AO Fine Grit Cloth Sheet
A smart option for general purpose metal polishing, this 
Metalite K225/K227 fine grit cloth sheet features a P-graded 
aluminum oxide abrasive for fast, reliable cutting action. 
Attached to a flexible J-weight backing that allows you 
to reach every nook and cranny of the surface you are 
polishing, the cloth sheet offers a full resin bond system for 
durability and secure grain adhesion. The cloth not only 
polishes metal, it also sands and finishes fiberglass composites and woods, making 
it a versatile choice for a wide range of home and commercial applications. Abrasive: 
Aluminum Oxide. Attachment: Machine Dependent. Backing Material: J-wt. Cotton.

MFG# Sykes# Grade Grit Length Width UOM

66261126332 NT26332 Extra 
Fine Grit P320 11" 9" Ea

NT26332

Emery Cloth Sandpaper Sheets
Emery is a natural or mined abrasive that is not hard 
enough for production grinding of metal products. 
Emery Cloth is generally black in color and is used for 
general maintenance, light cleaning and polishing of 
metal surfaces. 9" x 11".

MFG# Sykes# Grade UOM
15122 NT01308 Fine grit Ea
15121 NT01309 Medium grit Ea
12120 NT01307 Coarse grit Ea

EMERY CLOTH SANDPAPER SHEETS

SHUR-KUT® Silicon Carbide Sheets
Silicon carbide abrasive with paper backing. Closed 
coat grain coverage. A-Wt. Black. 9" x 11" sheet.

MFG# Sykes# Grade UOM
12165 NT39361 500 Grit Ea
12164 NT39362 400 Grit Ea

 SHUR-KUT® SILICON CARBIDE SHEETS

Crimped Wheel Brushes - Bench 
Wheels - Standard Face (Solid 
Centre) - Quality Line
High performance, general purpose wheel for bench 
and pedestal machines. Use for edge blending, flash 
removal, cleaning, removing paint, rust and corrosion, 
roughening, matte finishing, and light deburring work.
• Arbor hole: 1/2", 3/8"
• Face width: 3/4"
• Carbon steel wire filament
• 6000 Max RPM
• 1 13/16" Trim length
• 0.008" Wire dia.

MFG# Sykes# Description UOM
81444 AD81444 6" Crimped wheel brushes standard face (solid centre) Ea

AD81444

Carbon Steel Crimped Wheel Brushes
Designed for medium to heavy-duty use either individually 
or gang mounted. The metal components and adapters 
are designed for a flush fit when gang-mounted. This 
ensures a consistent, seamless surface finish.

MFG# Sykes# Description Max
RPM RPM UOM

81115 AD81115 6" Carbon steel crimped wheel brush 6,000 3000-4500 Ea
81121 AD81121 7" Carbon steel crimped wheel brush 6,000 3000-4500 Ea
81127 AD81127 8" Carbon steel crimped wheel brush 4,500 2300-3400 Ea
81133 AD81133 10" Carbon steel crimped wheel brush 3,600 1800-2700 Ea

AD81115

AD81449

Unthreaded Power Brushes with 
Crimped Wheels
For surface conditioning, deburring, and cleaning 
operations. Designed for individual use in confined 
areas, or mounted on a shaft. Best suited for brushing 
uneven surfaces and areas inaccessible to wider 
brushes. Used for light to medium duty brushing action such as removal of light 
scale, dirt, rust, corrosion. Materials that can be worked: elastomers, cast iron, 
wood, steel, cast steel. Applications: roughening, deburring, removing paint, 
cleaning, de-rusting, removing oxide layers. Drive types: stationary machines.
• Adapter style: A
• Arbor hole: 1/2", 1 1/4"
• 3/4" Face width
• Carbon steel wire filament
• RPM: 3000-4500; 6000 max.
• 1 1/2" Trim length
• 0.014" Wire dia.

MFG# Sykes# Description UOM
81449 AD81449 8" Bench wheel, standard face Ea

AD81665

Carbon Steel Knot Wheel Brushes- 
Standard Twist - Single Row, 
Standard Flag
Standard twist knot wheel brushes feature knots that 
are twisted approximately 75% of the length of the trim. 
Loosely-twisted knots cover a larger surface area and are 
ideal for heavy-duty cleaning and surface conditioning. For weld cleaning, weld spatter 
removal, scale removal, cleaning, deburring, and flash removal. Single row, standard flag.
• Adapter: F
• Arbor hole: 5/8", 9/16"
• Face width: 5/8"
• Carbon steel wire filament
MFG# Sykes# Description UOM
81665 AD81665 6" CS Knot wheel brush, standard, single row Ea

Knot Wire Cup Brush - External Nut - 
Single Row - Standard Twist
For surface conditioning, deburring, and cleaning operations. 
This brush features knots that are twisted approximately 75% of the trim length. The 
loosely-twisted knots cover a larger surface area and are ideal for heavy-duty cleaning 
and surface conditioning on uneven surfaces. For weld cleaning, weld spatter removal, 
deburring and rubber flash removal. Materials that can be worked: aluminium, 
bronze, other non-ferrous metals, hard non-ferrous metal, stainless steel (INOX), 
high-temperature-resistant materials, cobalt-based alloys, hard non-ferrous metal, 
nickel-based alloys (e. g. Inconell and Hasteloy), nickel- or titanium-based superalloys, 
titanium, titanium alloys, soft titanium alloys (tensile strength 500 N/mm²), soft non-
ferrous metal, other non-ferrous metals. Applications: removing heat discolouration, 
cleaning, deburring, removing paint, derusting, descaling, work on fillet welds, weld 
dressing, removing oxide layers, cleaning, weld dressing, root seam processing. Drive 
types: angle grinder.
• Stainless steel wire filament
• RPM: 5500-14000; 14000 max.

AD82330

MFG# Sykes# Description UOM

82330 AD82330 2 3/4" Knot cup brush, external nut, 
single row, standard twist Ea

18 38A AO Dressing Stick
Engineered with a white aluminum oxide abrasive and a highly versatile vitrified bond, 
38A AO dressing sticks deliver cool, efficient results when used in toolroom and dressing 
applications. Pair them with your manual sharpeners to true and dress a variety of 
materials, including soft-carbon steels, tool steels and alloys. These sticks are perfect for 
dressing and cleaning resin and vitrified cBN wheels and work great on diamond wheels 
as well. Use them with confidence to open, clean and reshape grinding wheels to extend 
their lifespans and maximize their performance. Abrasive: Aluminum Oxide.
MFG# Sykes# Length Specs. Thickness Width UOM
61463639635 NT04748 4" 38A150-IVBE 3/8" 3/4" Ea
61463610362 NT10362 4" 38A80-MVBE 3/4" 3/4" Ea

  NT10362

Vitrified Dressing Sticks - Silicon 
Carbide (Black)
Coarse grit (24) and hard-grade (R and harder) 
sticks are used for dressing conventional vitrified 
wheels. Finer grit and softer grades are used for 
dressing diamond wheels.

MFG# Sykes# Sizes Specifications UOM
61463610462 NT10462 6" L x 1" W x 1" H 37C24-SVK Ea
61463610490 NT10490 8" L x 2" W x 2" H 37C24-SVK Ea

 VITRIFIED DRESSING STICKS
SILICON CARBIDE (BLACK)

• RPM: 4500-6500; 9000 max.
• 1 1/8" Trim length
• 0.012" Wire dia.

• 7/8" Trim length
• 0.020" Wire dia.

4 oz. Original Gorilla Glue
Damp it, glue it, clamp it. Tough, expanding, sticks to everything 
glue. 100% Waterproof, safe for indoor and outdoor use, and strong 
enough to stand up to the elements- in hot or cold temperatures. 
Incredibly strong, Gorilla Glue is known for its industrial holding 
power and versatility, regardless of the surface. Easily bonds wood, 
stone, metal, ceramic, foam, glass, concrete and much more. 
Expands 3X into the materials to form an incredibly strong bond. 
Sandable, paintable and stainable. 4 oz.

MFG# Sykes# Description UOM
50004 MF50004 Original Gorilla Glue Ea

 MF50004

Loctite® 21425 Fixmaster® Fast Cure Epoxy 
Mixer Cup
Adhesive for use with ceramic, concrete, glass, metal, plastic and 
wood. 12-Hr. cure time. Maximum temperature 180° F. 2,000 psi 
Tensile strength. Gray paste. Contains 10 cups, 0.12 fl oz. each.

 PR21425

MFG# Sykes# Description UOM
209717 PR21425 Fixmaster fast cure epoxy mixer cup Ea

Loctite® 592™ PST® Pipe Sealant with PTFE
An opaque, off-white, thick acrylic dimethacrylate ester lubricating 
thread sealant paste which prevents galling on pipe threads and 
fittings. It provides immediate low pressure sealing and allows the 
readjustment of fittings shortly after assembly. The joint seals against 
pipe burst pressure after 72 hours. Suits applications up to +399° F 
(+204° C). White paste. 50 mL tube. Unsuitable for plastic piping.

• Prevents galling on pipe threads and fittings
• Provides immediate low pressure sealing and allows the readjustment 

of fittings shortly after assembly
• High viscosity
• Anaerobic cure

MFG# Sykes# Description UOM
209761 PR59231 592 PST pipe sealant w/ PTFE Ea

 PR59231

Loctite® 9017 Fixmaster® Fast Cure Poxy Pak™
A 2-part, room temperature curing epoxy adhesive used for high 
strength, permanent bonding of metals, ceramics, concrete, wood, 
glass and most plastics. Can withstand temperatures up to 300° 
F (149° C). Pre-measured resin and hardener for easy application, 
consistent strength and time savings - no waste, no mess, no 
clumping. Bonds virtually any material. Repair, fill and seal holes, 
cracks and worn surfaces. May be drilled, tapped, sanded, or 
machined and painted after cure. Reaches handling strength in 
4 to 6 mins., fully cures in 45 to 60 mins. Easy to use in a syringe 
applicator.

MFG# Sykes# Description UOM
1324007 PR1324007 Fixmaster fast cure Poxy Pak Ea

 PR1324007
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General Purpose Black Electrical Tape
General purpose vinyl electrical tape. Features a matte SPVC 
film coated with a rubber-based adhesive. High adhesion 
and conformability. Ideal to electrically insulate joints 
and splices in wires and cables. 0 to 80° C/0 to 176° F. Dielectric strength: 6.8KV 
(according to ASTM D1000). 7 mil thick. 3/4" W x 60'. UL® Listed.

MFG# Sykes# Description UOM
505705 TAEV57 General purpose black electrical tape Rl

 TAEV57

Cox EasiFlow 10 Oz. 7:1 Thrust 
Professional Skeleton Caulk Gun
Caulk gun for the professional or quality conscious 
homeowner. Sturdy lightweight epoxy-coated steel handle and frame. Compact size for 
easy storage. Operator controls the extrusion rate with smooth effortless action. Quick 
pressure release. Convenient spike is attached to puncture tubes. Standard gun with 
seal puncher and automatic pressure relief device. Non-drip 10 oz. cartridge cradle. 
Mechanical advantage 7:1.

MFG# Sykes# Description UOM
786624 CRC14054 Professional caulk gun Ea

3M™ Scotch® Super 33+™ Electrical Tape
A 7-mil thick, premium grade tape that provides electrical 
insulation for all wires and cables rated up to 600 V. Designed 
for above/below grade, indoor/outdoor, low and high voltage 
applications and for harnessing cables. Combination of pressure-sensitive, rubber-
resin adhesive and PVC backing offers electrical and mechanical protection. Resists 
UV rays, abrasion, moisture, alkalis, solvents and acids. Flame-retardant and inhibits 
the corrosion of electrical conductors. Compatible with rubber and synthetic splicing 
compounds. Withstands a temperature range of 0 to 221° F (-18 to 105° C). UL® Listed, 
CSA Certified and RoHS 2011/65/EU Compliant. Black, 3/4" x 66’.

MFG# Sykes# Description UOM
517550 TA33 3M™ Scotch® Super 33+™ Electrical Tape Rl

 TA33

Loctite® 59530 Superflex™ RTV Silicone Sealant
General-purpose, one-part silicone adhesive sealant cures at room 
temperature to form a tough rubber seal. Will not slump in overhead 
or vertical applications. Formulated to withstand extreme temperature 
cycling, UV light and ozone. Cannot be painted. Temperature Range: -65° 
to 450° F, acetoxy base, 24-hr. cure time. Clear paste. 3 oz. Tube.

 PR59530

CRC® RTV Silicone 
Sealants
For general-purpose sealing, 
bonding, protecting and 
waterproofing applications. Ideal 
for use with HVAC, electrical, 
construction and metal working.

• Clear: forms a barely visible water-tight seal 
• Blue: heavy-duty industrial gasket sealant 
• Red: high temperature, low-odor, non-corrosive gasket sealant
 
MFG# Sykes# Description Color Sizes UOM
1004787 CRC14055 RTV silicone sealant, tube Clear 8 oz. Ea
901005961 CRC14057 RTV silicone sealant, tube Blue 8 oz. Ea
1004793 CRC14059 RTV silicone sealant, tube Red 8 oz. Ea
1004801 CRC14073 RTV silicone sealant, cartridge Clear 12 oz. Ea
1004805 CRC14075 RTV silicone sealant, cartridge Red 12 oz. Ea

 CRC14055  CRC14057  CRC14059  CRC14073  CRC14075

 TACT

BT 100 Non-Adhesive Barricade Tape
General purpose, non-adhesive barricade tape for 
marking restricted areas and managing access to 
work sites by professionals in the safety, construction, 
utilities, hardware and other industries. Features 2" 
letters that are easy to read, is resistant to moisture 
and humidity and resists sagging for long-term use, even when stretched over long 
distances. Stays pliant in cold temperatures. Various warning messages available.

MFG# Sykes# Description Color Sizes UOM
232531 TACT Non-adhesive caution tape Caution 3" x 1000' Rl

Striped Floor Caution Tape
Yellow and black striped caution tape ideal for 
marking aisles. Bright yellow attracts attention for 
safety. Durable, 6-mil. pressure-sensitive PVC adhesive tape. 2" x 54’ roll.

MFG# Sykes# Description UOM
360104 TABY Striped floor caution tape Rl

 TABY

ShurStik Safety Tread Rolls
Waterproof material with an abrasive surface of tough 
mineral grains with a wear-resistant backing. Easy to apply to 
a clean surface: trim to desired length, remove liner, and stick 
adhesive back. Reduces hazards quickly and economically 
wherever slipping is possible. Use on steps and ladder treads 
to identify levels in darker areas.

MFG# Sykes# Description Sizes UOM
8834171098 NT71098 Safety tread roll 2"x 60' Rl
8834171099 NT71099 Safety tread roll 4" x 60' Rl

 NT71099

Adhesives, Sealants, & Tapes

Loctite® Instant Adhesives
• 380 Black Max® Toughened: Elastomer modified adhesive provides 
excellent peel and impact strength.

• 406 Prism® Instant Adhesive: Low viscosity, fast curing. Ideal for 
bonding plastics and elastomeric materials where very fast fixturing is 
required. Combining with Loctite 770 or Loctite 7239 primer improves 
adhesion of difficult-to-bond substrates.

• 454 Prism® Surface Insensitive Gel: General purpose, universal instant 
adhesive gel. Will not drip or run. Ideal for vertical surfaces and overhead 
applications. Designed for difficult-to-bond materials which require 
uniform stress distribution and high tensile and/or shear strength. Rapid 
bonding of a wide range of materials, including metals, plastics and 
elastomers. Also suited to bonding porous materials such as wood, paper, 
leather and fabric. Perfect for all quick repair jobs.

• 480™ Prism® Instant High Gap Adhesive: A toughened, fast curing instant 
adhesive ideal for bonding metal to metal, rubber or magnets, particularly 
in humid environments. Rubber-reinforced adhesive offering increased 
flexibility and peel strength along with enhanced shock resistance. Rapid 
bonding for a wide range of materials, including metals, plastics and 
rubbers.

• 495 Super Bonder®: General purpose, low viscosity. Bonds plastic, 
rubber and metal parts. Fast bonding (5-20 secs. fixture time). Can 
also bond polyolefins when used in combination with Primer Loctite 
SF 770 or SF 7239. Available in 20 g, 50 g and 500 g pack sizes. 

MFG# Sykes# Description Sizes UOM
232834 PR38004 380 Black Max Toughened 3 g Ea
233684 PR40604 406 Prism instant adhesive 3 g Ea
233998 PR45404 454 Prism surface insensitive gel, tube 3 g Ea
135462 PR45440 454 Prism surface insensitive gel, tube 20 g Ea
135466 PR48040 480 Prism instant high gap adhesive 20 g Ea
135467 PR49550 495 Super Bonder, bottle 1 oz. Ea

 PR38004

 PR40604

 PR48040

 PR49550

Loctite® MR 5416 All-Purpose Spray Adhesive
All-purpose, pressure-sensitive, spray adhesive that allows both 
permanent and re-positionable bonding. Bonds lightweight, porous, 
and non-porous surfaces including paper, fabric, leather, cardboard, 
polystyrene foam, foam rubber, foil, metal, most plastics, rubber, 
felt, cork, glass, and wood. Fast drying- won’t shrink or bleed. 
Resists water and humidity. No zone-depleting compounds.

MFG# Sykes# Description UOM
2383478 PR30544 All-purpose spray adhesive Ea

 PR30544

Loctite® 30560 Superflex™ RTV Silicone Sealant
Replaces almost any cut gasket. Makes reliable "formed-in-place" 
gaskets that resist cracking, shrinking and migrating. Coats pre-cut 
gaskets to increase reliability. Temperature range -65° F to 500° 
F intermittent. Resists auto and shop fluids. Will not foul oxygen 
sensors. Acetoxy base. 24-Hr. cure time. Blue paste. 80 mL tube.

MFG# Sykes# Description UOM
270642 PR30560 Superflex silicone sealant Ea

 PR30560

 CRC14054

CP 11 14-Day Clean Removal
Paint Masking Tape
Medium adhesion paint masking tape that offers 
14-day clean removal for general purpose painting 
applications. CP 11 is economical, flexible, and suitable 
for use on surfaces like painted walls, glass, vinyl, metal and wood. Various sizes 
available.

MFG# Sykes# Description Color Sizes UOM

104950 TAPT14-38 14-Day clean removal 
paint masking tape Blue 1.88" x 60 yds. Rl

 TAPT14-38

Colonial® Premium Grade, High 
Adhesion Masking Tape
Premium grade, high adhesion, crepe paper masking 
tape for use in industrial and automotive paint 
applications that do not require the use of a bake 
oven, and can also be used for general purpose masking applications that 
demand a premium performance tape. Formulated with a rubber-based adhesive 
and flexible backing, making it highly durable for use on rough surfaces and in 
temperatures up to 200° F. Easy to unwind, good quick stick and conformable. 
Various sizes available.

MFG# Sykes# Description Color Sizes UOM

100743 TAC008 Premium high adhesion 
masking tape Natural 0.94" x 60 yds. Rl

101534 TAC016 Premium high adhesion 
masking tape Natural 1.88" x 60 yds. Rl

 COLONIAL PREMIUM

CP 107 Industrial Grade, Medium-
High Adhesion Masking Tape
Industrial grade, medium-high adhesion masking tape 
for non-critical painting and industrial applications 
that demand good adhesion, quick stick and clean removal. Designed with a 
synthetic rubber adhesive; conforms to a variety of surfaces, including vinyl, glass, 
plastic and rubber, without tearing or lifting; and can be used in temperatures up 
to 150° F. Easy to unwind. Conformable without tearing or lifting. Various sizes 
available.

MFG# Sykes# Description Color Sizes UOM

100652 TA51306 Industrial grade, med-high 
adhesion masking tape Natural 0.7" x 60 yds. Rl

100653 TA51308 Industrial grade, med-high 
adhesion masking tape Natural 0.94" x 60 yds. Rl

100466 TA51316 Industrial grade, med-high 
adhesion masking tape Natural 1.88" x 60 yds. Rl

 CP 107

VP 410 Line Set Tape
UV-resistant SPVC line set tape, available in a variety 
of colors, used for general purpose floor, lane and aisle 
marking, color-coding and identification applications, as well as in the HVAC 
industry to wrap line sets, seam Rubatex and Armaflex, and insulate air ducts 
and underground pipes. Engineered with a non-corrosive adhesive and flexible 
backing; can be used in extensive temperature, moisture and humid conditions. 
Various colors available. Meets OSHA color-coding requirements.

MFG# Sykes# Description Color Sizes UOM
202793 TAVP500W Line set tape White 2" x 36 yds. Rl
202795 TAVP500 Line set tape Yellow 2" x 36 yds. Rl

 VP 410

MFG# Sykes# Description UOM
160809 PR59530 RTV silicone sealant Ea
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GS 490 Economy Grade Fiberglass 
Reinforced Strapping Tape
Economy grade fiberglass reinforced strapping tape for 
light duty strapping, packaging, bundling and palletizing 
applications. Good adhesion, quick stick and shock resistance for a range of tasks. 
Moisture- and solvent-resistant. Will not split or crack. Various sizes available.

MFG# Sykes# Description Color Sizes UOM

101219 TAGS08 Economy grade fiberglass 
reinforced strapping tape White 0.94" x 60 yds. Rl

 GS 490

GS 521 High Performance Grade 
Fiberglass Reinforced Strapping Tape
High performance grade fiberglass reinforced strapping 
tape for heavy-duty closing, strapping, packaging, 
bundling, unitizing, palletizing and L-Clip applications. High tensile strength 
and good adhesion, quick stick and shock resistance to hold strong against the 
distribution network. Moisture- and solvent-resistant. Will not delaminate, split or 
crack. Various sizes available.

MFG# Sykes# Description Color Sizes UOM

101374 TAGS06
High performance grade 
fiberglass reinforced 
strapping tape

White 0.7" x 60 yds. Rl

 GS 521

HP 200® Production Grade Hot 
Melt Packaging Tape
Production grade, medium-duty, hot melt 
packaging tape used to create instant closures on medium-weight cartons in 
everyday manufacturing and shipping environments. For manual or automated 
industrial carton sealing applications. Excellent holding power and superior 
performance. Instant, permanent bond to a wide range of substrates and surfaces. 
Special release coating for consistent, low force unwind off the roll. Performs 
reliably to the core for efficient tape consumption. Various colors and sizes 
available.

MFG# Sykes# Description Color Sizes UOM

207149 TA710016 Production grade hot 
melt packaging tape Clear 1.88" x 109 yds. Rl

 

VF 719 Economy Grade UPVC Film 
Tape
Economy grade UPVC film tape for use with a 
hand dispenser to seal cartons with recycled fiber 
content, heavy ink coverage or rough surfaces. 
Offers high tack, is quick to apply without needing excessive rub-down, and is an 
excellent choice when moisture and subfreezing temperatures are involved. Various 
colors and sizes available.

MFG# Sykes# Description Color Sizes UOM

101265 TAVF71916 Economy grade 
UPVC film tape Natural 1.88" x 54.5 yds. Rl

 VF 719

T-REX®/PC 745 Super-Tough 
Premium Cloth Tape
Super-tough, premium co-extruded cloth tape for 
all-weather use on rough surfaces, for heavy-duty 
repairs, and can also be used as a bottom board 
tape in the manufactured housing industry. Combines a waterproof, reinforced 
backing with twice the adhesive to deliver a ferociously strong tape with unrivaled 
staying power. Quick stick, even to rough or dirty surfaces. Various colors and 
sizes available.

MFG# Sykes# Description Color Sizes UOM

152502 TADTBTREX Super-tough premium 
cloth tape Black 1.88" x 35 yds. Rl

 T-REX®/PC 745

SD 932 Standard Pistol-Grip Tape Dispenser
Standard pistol-grip tape dispenser for manual carton sealing 
applications. Durable, hand-held packaging solution is 
easy to load and can accommodate rolls up to 2" in width. 
Anti-reverse bar keeps tape from rolling up onto itself. 
Recommended products: AP Series, HP Series, PP Series, FP 
96, FP 97, FP 202, VF 719.

MFG# Sykes# Description Color UOM
900617 TASD932 Standard pistol-grip tape dispenser Blue/black Ea

 TASD932

SD 935 Professional Pistol-Grip
Tape Dispenser
Professional pistol-grip tape dispenser for manual carton 
sealing applications. High-impact polycarbonate handle with 
metal frame and wipe-down plate for better adhesion of the 
tape to the surface. Easy to load and can accommodate rolls up 
to 3" wide.

MFG# Sykes# Description Color UOM
909535 TASD935 SD 935 tape dispenser Gray Ea

 TASD935

Adhesives, Sealants, & Tapes

CP 631 General Purpose Grade, 
Medium-High Adhesion Colored 
Masking Tape
General purpose grade colored masking tape for labeling, color-coding, decorating 
and identification purposes, as well as for packaging, bundling, binding, holding, 
splicing and banding applications. Flexible paper backing offers excellent adhesion 
and release from a variety of surfaces, and is the only colored masking tape on 
the market tested and approved for arts and crafts against LHAMA requirements 
(conformance to ASTM D-4236). Various colors and widths available.

MFG# Sykes# Description Color Sizes UOM

180703 TACP18 GP med-high adhesion 
masking tape Blue 0.7" x 60 yds. Rl

 CP 631

PC 9 Contractor Grade Co-Extruded 
Duct Tape
Contractor grade cloth duct tape featuring aggressive 
adhesive and cold temperature performance for sealing, 
seaming, repairing, holding and waterproofing applications, as well as for tasks in 
the restoration industry, such as holding poly-sheeting. Co-extruded repair duct tape 
provides superior adhesion with quick stick; excellent holding power for indoor and 
outdoor use; and easy tearability to finish jobs with speed and ease. Consistent, low-
force unwind off the roll. Hand-tearable in machine and cross directions. Excellent 
cold temperature performance. Various colors and widths available.

MFG# Sykes# Description Color Sizes UOM

152322 TADTB Contractor grade 
co-extruded duct tape Black 1.88" x 60 yds. Rl

 PC 9

PC 618S Performance Grade, 
Co-Extruded Cloth Duct Tape
Performance grade cloth duct tape for holding, securing, 
seaming, repairing, bundling, splicing, packaging 
and masking in HVAC, industrial, commercial, utilities, trucking and automotive 
applications, and can also be used as a condensation barrier in appliance 
assemblies. Co-extruded PC 618 is easy to unwind and tear, conforms well to a 
variety of surfaces and offers excellent holding power, no matter the job. Excellent 
tack and conformability. Waterproof backing. Various sizes available.

MFG# Sykes# Description Color Sizes UOM

201458 TADT Performance grade 
co-extruded cloth duct tape Silver 1.88" x 60 yds. Rl

203257 TADT-3 Performance grade 
co-extruded cloth duct tape Silver 2.83" x 60 yds. Rl

 PC 618S

DF 65 General Purpose Grade Double-
Coated Flat Paper Tape
General purpose grade double-coated flat paper tape 
for mounting, holding, splicing, tabbing and fastening applications that demand 
aggressive adhesion. For use on a variety of substrates and offers good tensile 
strength, durability and wrinkle-resistance, making it a versatile solution for a 
variety of tasks. Hand-tearable. Various sizes available.

MFG# Sykes# Description Color Sizes UOM

100761 TADF6504 GP double-coated 
flat paper tape Natural 0.5" x 36 yds. Rl

100765 TADF6524 GP double-coated 
flat paper tape Natural 0.94" x 36 yds. Rl

 DF 65

DT 200 Premium Performance Grade 
Double-Coated Nonwoven Tissue Tape
Premium performance grade double-coated nonwoven 
tissue tape designed for high-speed splicing in the corrugated cardboard 
production process in temperatures up to 400° F, and can also be used as a 
mounting and laminating system for irregularly shaped metals, foams, foils and 
nameplates. Features high adhesion, quick stick and hand tearability for a range 
of manual applications. Excellent conformability to irregular surfaces. Various 
sizes available.

MFG# Sykes# Description Color Sizes UOM

232166 TADT20008 Premium double-coated 
nonwoven tissue tape White 0.94" x 54.5 yds. Rl

232167 TADT20012 Premium double-coated 
nonwoven tissue tape White 1.41" x 54.5 yds. Rl

232165 TADT20016 Premium double-coated 
nonwoven tissue tape White 1.88" x 54.5 yds. Rl

 DT 200

Loctite® 248™ Medium Strength Oil Tolerant
Primerless Threadlocker
For metal fasteners ranging 1/4"-3/4" dia. 
5-Min. application, 24 hrs. curing at 70° F (full), 
10 mins. at 70° F (fix), -65° to 300° F, 110 psi 
tensile strength. Semi-solid blue. 9 g Stick.

MFG# Sykes# Description UOM
826034 PR37684 Medium strength oil tolerant primerless threadlocker Ea

 PR37684

Loctite® 262™ Red Threadlocker High Strength
A red, general purpose, medium to high strength, thixotropic 
methacrylate-based adhesive. Steel fixture time is 15 min, brass 
8 min and stainless steel 180 min. It fluoresces under UV light to 
allow monitoring. Ideal for applications where any migration of the 
adhesive must be prevented. Can tolerate slight contaminations of 
industrial oils. Suitable for all metal fasteners. Red liquid.
• Resistant to vibration
• Fluoresces to allow quality control and inspection
• Suitable for all metal fasteners
 

 PR26231

MFG# Sykes# Description Sizes UOM

231926 PR26221 262 Red threadlocker high strength 10 mL Ea

135374 PR26231 262 Red threadlocker high strength 50 mL Ea

Loctite® 27121 1-Part High Strength Threadlocker
For use on metal fasteners. 10-Min. setting time, 24 hrs. curing, -65° to 300° 
F temperature range, 250 psi tensile strength. Red liquid. 10 mL bottle.

MFG# Sykes# Description UOM
135380 PR27121 1-Part high strength threadlocker Ea

 PR27121

Loctite® 27240 High Strength High 
Temperature Threadlocker
A red, medium viscosity, methacrylate-based threadlocking adhesive 
with high strength. With a fixture time on steel of 10 min., brass 5 
min. and stainless steel 15 min., it is ideal for applications where any 
migration of the adhesive must be prevented. Can tolerate slight 
contaminations of industrial oils. Suitable for all metal fasteners. It 
has a breakaway torque on M10 bolts of 23 Nm. High temperature 
resistant, resists vibration, seals threads - allows through-hole 
tapping. Red liquid. 50 mL bottle.

MFG# Sykes# Description UOM
88442 PR27240 High strength high temp threadlocker Ea

 PR27240

Loctite® 242™ Medium Strength Threadlocker
A medium strength, medium viscosity, methacrylate-based 
threadlocking adhesive offering general purpose qualities. The product 
provides quick fixture times on steel, brass and stainless steel of 5, 
15 and 20 min respectively. LOCTITE 242 is thixotropic to prevent 
migration after application and is intended for fasteners that require 
normal disassembly with standard hand tools. Blue liquid.

MFG# Sykes# Description UOM

135354 PR24221 Medium strength & viscosity 
threadlocker, 10 ml bottle Ea

135355 PR24231 Medium strength & viscosity 
threadlocker, 50 ml bottle Ea

 PR24221

HP200



2120 For pricing & availability, contact Sykes Supply or visit us at SykesSupply.com Burlington (336) 227-2723  |  Asheboro (336) 629-9104  |  SykesSupply.com

Loctite® 58730 High Performance Gasket Maker
For use on metal. Fills gaps to 0.25" between parts that are mated. 
Curing: 24 hrs. at 77° F, 30 min. at 77° F. -75° to 500° F temperature 
range, 1.31 specific gravity, 199.4° F flash point, 3.33% VOC, 232 psi 
tensile strength. Composition: limestone, silicone resin, oximino 
silane, aluminum, octadecanoic acid, reactive silane, white mineral 
oil, tristearate-Al and quartz. Blue paste. 70 mL tube.

MFG# Sykes# Description UOM
135504 PR58730 High performance gasket maker Ea

 PR58730

Loctite® 59830 High Performance Gasket Maker
A metallic black, 1-part, thixotropic, room temperature vulcanizing 
oxime silicone paste sealant. It cures on exposure to moisture in 
the air to form a tough, flexible, silicone rubber gasket. It resists 
ageing, weathering and thermal cycling without hardening, 
shrinking or cracking. This product is typically used in applications 
with an operating range of -54 to +260° C. Excellent resistance 
to automotive motor oils. Enhances load bearing & shock 
absorbing characteristics of the bond area. Typical applications include oil pans, 
transmission pans, valve covers, valves and guides, timing gear covers, and 
differential covers. Black paste. 70 mL tube.

MFG# Sykes# Description UOM
234609 PR59830 High performance gasket maker Ea

 PR59830

Loctite® 609™ Retaining Compound
A green, high strength methacrylate ester acrylic retaining compound 
designed for the bonding of cylindrical fitting parts. The product cures 
in the absence of air between close fitting metal surfaces. Typical 
applications include rotor to shafts in fractional and subfractional 
horsepower motors. Locks bushings and sleeves in housings on shafts. 
Augments press fits. Low viscosity. Prevents loosening and leakage from shock 
and vibration. Augments press fits. Tested to the lot requirements of Military 
Specification Mil-R-46082B (this is a regional approval). Green liquid.

MFG# Sykes# Description Sizes UOM
135511 PR60921 Retaining compound 10 mL Ea
135512 PR60931 Retaining compound 50 mL Ea

 PR60931

Loctite® QuickStix™ 268 High Strength 
Oil Tolerant Primerless Threadlocker
A high-strength threadlocker for maximum efficacy in the 
securing and sealing of bolts, nuts and studs to prevent 
loosening due to vibration. The product serves to permanently lock assemblies 
which must not come loose. It is available in a stick format and easy and effective 
in overhead applications. The product works on all metals, including passive 
substrates such as stainless steel, aluminum and plated surfaces. It tolerates 
slight contamination by industrial oils, corrosion prevention oils and cutting 
fluids. High bond strength. Convenient stick format prevents dripping. Proven 
to be tolerant of minor contamination due to industrial oils, e.g. motor oils, 
corrosion prevention oils and cutting fluids. Can be disassembled by heating to 
300° C. 9 g Red semi-solid stick.

MFG# Sykes# Description UOM
826036 PR37685 High strength oil tolerant primerless threadlocker Ea

 PR37685

Adhesives, Sealants, & 
Tapes / Batteries

Loctite® 30512 MR GS1 Gasket Sealant
Solvent-based, paste-like gasket sealant, dressing, and coating for 
extended gasket life. Sets quickly to a hard set and is recommended 
for rigid, permanent assemblies. 24-Hr. cure time. Resistant to 
gasoline and other solvents. Temperature range: -65° F to 400° F. 
Reddish brown paste. 7 fl. oz. Tube.

MFG# Sykes# Description UOM
234887 PR30512 1 Gasket sealant Ea

 PR30512

Loctite® 30514 MR GS2 Gasket Sealant
Reliable, paste-like gasket sealant, dressing and coating. Sets more 
slowly to a pliable film best suited for non-rigid, vibrating assemblies. 
Temperature range -65° to 400° F. Viscosity: 75,000 to 110,000 cP. 
Resistant to gasoline and other solvents. 5000 psi Maximum pressure. 
Alcohol/modified resin base. Black paste. 3 oz. Tube.

MFG# Sykes# Description UOM
234891 PR30514 Gasket sealant Ea

 PR30514

Loctite® 54531 Thread Sealant Hydraulic/
Pneumatic Sealant
A pipe thread sealant designed for locking and sealing of metal pipes 
and fittings. It is specially formulated to offer high lubricity for easy 
assembly and removal. Recommended for fine threaded fittings 
as used in hydraulic and pneumatic installations and small fittings 
in general. Suitable for fittings up to 50 mm in diameter including 
pneumatic and hydraulic fittings. Excellent solvent resistance. 
ABSSM approved; CFIA approved. Contains no fillers or particles that could 
contaminate system fluids, foul valves, or clog fine filters and screens. -65° to 300° 
F temperature range. Purple liquid. 50 mL bottle.

MFG# Sykes# Description UOM
135486 PR54531 1-Part hydraulic pneumatic pipe thread sealant Ea

 PR54531

Loctite® 29021 Low Viscosity Medium High 
Strength Wicking Grade Threadlocker
Designed for locking and sealing threaded fasteners. Low viscosity 
and capillary action. Wicks between engaged threads and eliminates 
need for disassembly prior to application. Cures when confined in 
the absence of air between close-fitting metal surfaces and prevents 
loosening and leakage due to shock and vibration. Fills porosities in 
welds, castings and powdered metal parts. For metal only. Tolerant of 
minor contamination. Requires heat for disassembly. Green liquid. 10 
mL bottle.

MFG# Sykes# Description UOM

233731 PR29021 Low viscosity medium high strength 
wicking grade threadlocker Ea

 PR29021

Loctite® 5113™ Thread Sealant with PTFE
An off-white, smooth, solvent-based paste for general purpose 
metal pipe sealing. Typical applications include lubricating 
and sealing threaded pipes, pipe fittings and flanges. Ideal 
for water pipes. Can be used on lines carrying alkalis (10%), 
ethylene glycol, petroleum and lubricating oil. It can withstand 
temperatures ranging from -59.8° F to +300.2° F (-51° C to +149° 
C). Flow similar to SAE 40 Motor Oil. Non-curing. Ideal for water pipes. Can be used 
on lines carrying alkalis (10%), ethylene glycol, petroleum and lubricating oil. 
White paste. 16 fl. oz. brush can.

MFG# Sykes# Description UOM
1527514 PR1527514 5113 Thread sealant w/ PTFE Ea

 PR1527514

Loctite® 56531 PST® Pipe/Thread Sealant
A white to off-white, 1-part, low strength, high viscosity, 
anaerobically-cured, methacrylate ester, acrylic thread sealant 
designed for the locking and sealing of metal pipes and fittings. The 
product cures when confined in the absence of air between close 
fitting metal surfaces and prevents loosening and leakage from 
shock and vibration. Prevents loosening and leakage from shock and 
vibration. Replaces most tapes and pipe dopes and cures rapidly 
to withstand 10,000 psi. Can be used on fittings up to 2" in dia. CSA 
3319-81 and 3319-01, UL® MH007(N), NSF/ANSI 61 Certified, ULC-Canada Approved, 
CFIA Approved. White. 50 mL tube.

MFG# Sykes# Description UOM
88551 PR56531 Thread sealant Ea

 PR56531

Loctite® 56747 High Viscosity Low Strength 
Thread Sealant
An off-white, low strength, high/very high viscosity, thixotropic 
methacrylate thread sealant. It cures in the absence of air and by 
contact with metals when confined within threads up to M80/R3". 
Provides an instant low pressure seal. Doesn’t creep, shrink or block 
systems. Single component - clean and easy to apply. It is best suited 
for use on coarse metal threads and its breakaway torque rating is 
1.7Nm. Viscosity is 280,000 - 800,000 mPa·s and service temperature -55 to +150º 
C. UL® approved. White paste. 50 mL tube.

MFG# Sykes# Description UOM
2087067 PR56747 High viscosity low strength thread sealant Ea

 PR56747

Loctite® 561™ Thread Sealant Stick
White, semi-solid methacrylate thread sealant stick, an ideal 
toolbox product for maintenance and repair that won’t spill or leak. 
Fast, reliable curing on metal, tapered pipe threads and fittings 
with a thread size up to M80/R3"; its breakaway torque rating is 
2Nm. This is a low strength product for easy disassembly. Service 
temperature is from -55 to +150º C; NSF approved.

• Easily portable
• Won’t spill or leak
• Provides instant low pressure seal
• Doesn’t creep, shrink or block systems
• Low disassembly strength
• NSF approved

MFG# Sykes# Description UOM
463973 PR37127 561 Thread sealant stick Ea

 PR37127

Energizer® 357/303 Battery
Long-lasting zero mercury specialty battery powers medical devices, 
glucose monitors, calculators, watches, toys, etc. 1.5 V, silver oxide, 
357/303 cell size. Replacement for: 280-03, 280-08, 303/357, D303/357, 
SB-A9, SR 1154 SW, SR 44 SW, SR 44SW, SR44SW, WS14.

MFG# Sykes# Description UOM
357/303 EV357BP 357/303 1.5 V silver oxide battery Ea

 EV357BP

Energizer® CR2032 Battery
Used in heart-rate monitors, keyless entry, glucose monitors, toys 
and games, etc. Holds power for 8 years in storage. Performs in 
extreme temperatures (-22° to 140° F). Child-resistant packaging. 3 
V, lithium coin, 2032 cell size. IEC: CR2032. Replacement for: 5004LC, 
BR2032, DL2032, ECR2032, ST-T15.

MFG# Sykes# Description UOM
CR2032 EVECR2032 CR2032 3 V lithium coin battery Ea

 EVECR2032

Energizer® CR2450 Battery
Reliable power for a range of devices: heart-rate monitors, keyless 
entry, glucose monitors, toys and games, etc. Holds power for 8 
years in storage. Performs in extreme temperatures (-22° to 140° F). 
Child-resistant packaging. 3 V lithium coin, 2450 cell size. IEC: CR2450. 
Replacement for: 5029LC, CR2450, DL2450, ECR2450.

MFG# Sykes# Description UOM
CR2450 EVCR2450 CR2450 3 V lithium coin battery Ea

 EVCR2450

Energizer® Industrial Batteries
Ideal for most general purpose applications.

MFG# Sykes# Description UOM
EN95 EVEN95 D Alkaline batteries Ea
EN93 EVEN93 C Alkaline batteries Ea
EN91 EVEN91 AA Alkaline batteries Ea
EN92 EVEN92 AAA Alkaline batteries Ea
EN22 EVEN22 9 V Alkaline batteries Ea

 INDUSTRIAL BATTERIES
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Brakleen® Brake Parts Cleaner
Formulated to quickly and actively remove grease, 
brake dust, brake fluids, oils, and other contaminants 
from brake parts. Use on ABS, disc, drum, brake 
cylinders, brake drums, brake linings, brake shoes, 
calipers, clutch discs, disc brake pads and discs. 20 oz. 
aerosol; 14 or 19 wt. oz. 

 
• CRC05089 Restricted from sale in CA and NJ 
• CRC05088 Restricted from sale in CA, CO, CT, DE, IL, IN, MD, MA, ME, NH, NJ, NY, 
OH, PA, RI, VA, and parts of UT

MFG# Sykes# Description UOM

1003706 CRC05089 Brakleen® Brake Parts Cleaner, 
strongest formula, 19 oz. Ea

1003703 CRC05088 Brakleen® Brake Parts Cleaner, high strength 
formula, non-chlorinated, 14 oz. Ea

 CRC05088  CRC05088

Contact Cleaner 2000® Precision Cleaner
Aggressive general purpose cleaner, removes dirt, light oil and other 
contaminates. Leaves no residue and has no flash point. Evaporates 
quickly. Not for use in CA. Not recommended for use on Lexan®, Noryl®, 
or polycarbonate-type plastics. NSF K2 registered for use in meat and 
poultry plants. 16 oz. aerosol; 13 wt. oz.

MFG# Sykes# Description UOM
1003223 CRC02140 Contact Cleaner 2000® Precision Cleaner Ea

 CRC02140

Duster™ Moisture-Free Dust and Lint Remover
Provides a powerful blast of product to remove embedded debris 
without damaging sensitive components or surface finishes. Reaches 
areas where normal hand dusting cannot. Plastic safe. 16 oz. aerosol; 
8 wt. oz.

MFG# Sykes# Description UOM
‘05185 CRC05185 Duster™ Moisture-Free Dust & Lint Remover Ea

 CRC05185

Gasket Remover
Removes baked on fiber gaskets, gasket adhesives and sealants. 
Dissolves and aids removal of paints, lacquers, adhesives, and varnish. 
Contains no methylene chloride. 16 oz. aerosol; 12 wt. oz.

MFG# Sykes# Description UOM
1003265 1003265 Gasket Remover Ea

 CRC03017

Heavy Duty Degreaser
Effectively removes grease, oil, tar, etc. to increase operating efficiency 
of equipment. Evaporates quickly and leaves no residue. No flash point, 
making it an excellent alternative to 1,1,1-based cleaners. Use caution on 
plastics. Contains no Class I or Class II ODC’s. NSF K1 Registered for use 
in meat and poultry plants. Item is restricted from sale in some states. 20 
oz. aerosol; 19 wt. oz.

MFG# Sykes# Description UOM
1003363 CRC03095 Heavy Duty Degreaser Ea

 CRC03095

HydroForce® Glass Cleaner, Professional 
Strength
Cuts through dirt, dust, fingerprints and haze deposits. Provides streak-
free glass cleaning even on delicate glass surfaces. Biodegradable, ready 
to use. 20 oz. aerosol; 18 wt. oz.

MFG# Sykes# Description UOM
1004965 CRC14412 HydroForce® Glass Cleaner, Professional Strength Ea

 CRC14412

WD-40® Specialist™ Industrial 
Strength Degreaser
For cleaning and degreasing. Solvent-based 
formulation leaves no residue behind. 
For dissolving adhesives, grease, dirt, oil, 
adhesive and more.

MFG# Sykes# Description UOM
300280 WD30028 Specialist industrial strength degreaser, 15 oz. Ea
300363 WD300363 Specialist industrial strength degreaser, 1 gal. Ea

 WD30028  WD300363

VF5000 3-Layer Fine Dust Filter
Three-layer pleated paper filter features a double-pleated 
design that captures fine particles such as dust, drywall 
sanding and fireplace ash. With its patented Qwik 
Lock™ feature, it simply snaps on or off the vacuum for 
easy cleaning. Captures 99% of all particles 1 micron 
in size and larger. Fits all RIDGID vacs 5 gallons and 
larger. Washable and reusable. Best for sawdust, typical 
basement, garage, or car dirt, drywall dust, cement dust, 
cold ashes (fireplace, BBQ grill), and fine powders (flour, 
talcum power, baby powder, chalk).

MFG# Sykes# Description UOM
72952 RD72952 VF5000 3-layer fine dust filter Ea

 RD72952

Cleaners
& Degreasers
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GOJO® NATURAL* ORANGE™ 
Pumice Hand Cleaners
Quick-acting, lotion hand cleaner with pumice 
scrubbers. Cleans without harsh solvents. Effective 
on dirt, oil and grease.1 Gal. 
 
*Natural citrus ingredient.

MFG# Sykes# Description UOM
0955-02 GJ0955 Pumice hand cleaner w/ pump dispenser Ea

 GJ0955

GOJO® NATURAL* ORANGE™ 
Smooth Hand Cleaner
Quick-acting, lotion hand cleaner. Cleans 
without harsh solvents. Effective on dirt 
and oil.
 
*Natural citrus ingredient.

MFG# Sykes# Description Sizes UOM

0945-04 GJ0945 GOJO NATURAL* ORANGE smooth 
hand cleaner w/ pump dispenser 1 gal. Ea

0947-651-8 GJ0947 GOJO NATURAL* ORANGE 
smooth hand cleaner 14 oz. Ea

 GJ0955 GJ0947

Scott® Kitchen Roll Towels
Each paper towel roll has 128 perforated towels. Single-ply kitchen 
paper features fast-drying Absorbency Pockets which soak up 
water fast, so users need fewer towels to dry their hands and wipe 
up spills. Fits easily into standard roll towel dispensers – such as a 
countertop towel holder or a roll holder for under kitchen cabinets. 
Rolls contain a mix of recycled fiber and post-consumer waste to 
meet EPA minimum guidelines for (kitchen tissue) paper towel 
products. 128 Sheets/roll; 20 rolls/case.

MFG# Sykes# Description UOM

41482 KC41482 Scott® kitchen roll towels w/ fast 
dry absorbency pockets 20/Cs

 KC41482

Portable, Free-Standing Jumbo Roll 
Dispenser
For use with Kimtech™ and WypAll® Wipes. Keeps wipers at your 
fingertips, right in your workspace. No more carrying a bulky box 
around or not having what you need, when you need it. Standing 
dispenser saves valuable counter space. Designed to work with 
compatible WypAll® Towels and Kimtech™ Wipes, in the jumbo 
roll format. Because of a built-in perforator, you can tear off just 
what you need to get the job done, reducing waste. Roll changing 
is quick and easy. Black. Measures 16.8" x 18.5" x 33".

MFG# Sykes# Description UOM
80596 KC80596 Portable, free-standing jumbo roll dispenser Ea

 KC80596

Wypall* L40 Towels
Made of bonded cellulose using DRC (double 
re-creped) technology for strength, softness and 
absorbency. Soaks up liquids fast. Soft, plush, 
touchable outer layer. Specially designed to absorb 
liquids, lubricants and oils, yet soft enough for use 
on face and hands. White. 12.5" x 12". 56 Towels per 
pack; 18 packs per case. Eco-friendly packaging.

MFG# Sykes# Description UOM
05701 KC05701 1/4 Fold towels Ea

 KC05701

Wypall* Waterless Cleaning Wipes
Pre-saturated cleaner for on-the-go cleaning of hands, tools, 
parts and non-porous work surfaces. Alcohol-free, natural 
citrus solvents cut through grease, grime and oil, while 
soothing ingredients moisturize the skin. Textured side for 
scrubbing; smooth side wipes away dirt from your hand or 
a work surface. Middle absorbent layer soaks up and holds 
the dirt. Green/white. Orange/citrus fragrance. 9.5" x 12". 75 
wipes per bucket; 6 buckets per case.

MFG# Sykes# Description UOM
91371 KC91371 Waterless cleaning wipes Ea

 KC91371

Wypall* X60 Cloths
Versatile reusable cloth to replace assorted rags. 
Absorbs 2 times more water and oil than rags for faster 
clean-up. Tough enough for big jobs yet soft enough 
for face and hands. On average, WypAll* X60 reduces 
disposal waste by 78% versus rags. White, 12.5" x 13.4" 
cloths; 1,100 per roll.

MFG# Sykes# Description UOM
34955 KC34955 Jumbo roll 1,100/Rl

 KC34955

Wypall* X80 Cloths
Proprietary HydroKnit technology is fast absorbing to 
wick away moisture. Made of soft pulp fibers, bonded 
to a polypropylene base sheet for absorbency and 
durability. Durable wipes absorb more water and oil 
than textile shop rags and stay strong for superior 
performance. Safer alternative to laundered rental 
shop towels or cloth rags (which can harbor dangerous 
chemicals like lead, even after washing, according to a 2013 
Gradient study). Suitable for removing dirt, oil, grime and 
solvents. Reusable cloths are reinforced for strength when 
wet and dry. Contaminant-free. 12.5" x 13.4", red Jumbo 
roll cloths. 12.5" x 16.8", blue Brag* box cloths.

MFG# Sykes# Description UOM
41055 KC41055 Jumbo roll 475/Rl
41041 KC41041 Brag* box 160/Bx

 KC41041

 KC41055

BM Pointed Cone Shape Bur
• Pointed cone shape bur
• Standard cut 
• Carbide with bright finish
• BM style
• 7° Included angle
• SM-43 SCTI number
• 1/8" Diameter
• 0.6250" (15.88 mm) Length of cut
• 1.5000" (38.10 mm) Overall length
• A = 1/8" Solid Carbide shank configuration
• 0.1250" (3.17 mm) Shank size

 CXB55648

MFG# Sykes# Description UOM
B55648 CXB55648 BM Pointed cone shape bur Ea

MFG# Sykes# Style Dia. Length of Cut Overall Length Shank Size Tool Size Shank Config. Bur Construction UOM

C17562 CXC17562 1854 5/16" 0.7500" (19.05 mm) 2.5000" (63.50 mm) 0.2500" (6.35 mm) 5/16" x 1/4" C = 1/4" Hardened Steel Flame Shape Ea

C17601 CXC17601 1845 3/32" 0.4375" (11.11 mm) 1.5000"(38.10 mm) 0.1250" (3.17 mm) 3/32" x 1/8" A = 1/8" Solid Carbide Cylindrical w/o End Cut Ea

C17602 CXC17602 1845 1/8" 0.5625" (14.29 mm) 1.5000" (38.10 mm) 0.1250" (3.17 mm) 1/8" x 1/8" A = 1/8" Solid Carbide Cylindrical w/o End Cut Ea

C17609 CXC17609 1845 1/4" 0.6250" (15.88 mm) 2.0000" (50.80 mm) 0.2500" (6.35 mm) 1/4" x 1/4" D = 1/4" Solid Carbide Cylindrical w/o End Cut Ea

C17635 CXC17635 1847 1/8" 0.4375" (11.11 mm) 1.5000" (38.10 mm) 0.0938" (2.38 mm) 1/8" x 3/32" A = 1/8" Solid Carbide Cylindrical Ball Nose Ea

C17636 CXC17636 1847 1/8" 0.5625" (14.29 mm) 1.5000" (38.10 mm) 0.1250" (3.17 mm) 1/8" x 1/8" A = 1/8" Solid Carbide Cylindrical Ball Nose Ea

C17642 CXC17642 1847 1/4" 0.6250" (15.88 mm) 2.0000" (50.80 mm) 0.2500" (6.35 mm) 1/4" x 1/4" D = 1/4" Solid Carbide Cylindrical Ball Nose Ea

C17651 CXC17651 1848 1/8" 0.5000" (12.70 mm) 1.5000" (38.10 mm) 0.1250" (3.17 mm) 1/8" x 1/8" A = 1/8" Solid Carbide Round Nose Tree Shape Ea

C17654 CXC17654 1848 1/4" 0.6250" (15.88 mm) 2.0000" (50.80 mm) 0.2500" (6.35 mm) 1/4" x 1/4" D = 1/4" Solid Carbide Round Nose Tree Shape Ea

C17657 CXC17657 1848 1/2" 0.7500" (19.05 mm) 2.5000" (63.50 mm) 0.2500" (6.35 mm) 1/2" x 1/4" C = 1/4" Hardened Steel Round Nose Tree Shape Ea

C17675 CXC17675 1849 1/8" 0.2500" (6.35 mm) 1.5000" (38.10 mm) 0.1250" (3.17 mm) 1/8" x 1/8" A = 1/8" Solid Carbide Pointed Tree Shape Ea

C17681 CXC17681 1849 1/4" 0.6250" (15.88 mm) 2.0000" (50.80 mm) 0.2500" (6.35 mm) 1/4" x 1/4" D = 1/4" Solid Carbide Pointed Tree Shape Ea

C17694 CXC17694 1850 1/4" 0.5000" (12.70 mm) 2.0000" (50.80 mm) 0.2500" (6.35 mm) 1/4" x 1/4" D = 1/4" Solid Carbide Pointed Cone Shape Ea

C17698 CXC17698 1850 3/8" 0.8750" (22.22 mm) 2.7500" (69.85 mm) 0.2500" (6.35 mm) 3/8" x 1/4" C = 1/4" Hardened Steel Pointed Cone Shape Ea

C17700 CXC17700 1851 1/8" 0.2188" (5.56 mm) 1.5000" (38.10 mm) 0.1250" (3.17 mm) 1/8" x 1/8" A = 1/8" Solid Carbide Egg Shape Ea

C17703 CXC17703 1851 1/4" 0.3750" (9.52 mm) 2.0000" (50.80 mm) 0.2500" (6.35 mm) 1/4" x 1/4" D = 1/4" Solid Carbide Egg Shape Ea

C17713 CXC17713 1852 1/4" 0.6250" (15.88 mm) 2.0000" (50.80 mm) 0.2500" (6.35 mm) 1/4" x 1/4" D = 1/4" Solid Carbide Included Angle Shape Ea

C17724 CXC17724 1853 0.1181" 0.1181" (3.00 mm) 1.5000" (38.10 mm) 0.1181" (3.00 mm) 3.00mm x 3mm A = 3mm Solid Carbide Ball Shape Ea

C17732 CXC17732 1853 1/4" 0.2500" (6.35 mm) 2.0000" (50.80 mm) 0.2500" (6.35 mm) 1/4" x 1/4" D = 1/4" Solid Carbide Ball Shape Ea

C17760 CXC17760 N/A N/A N/A N/A N/A N/A A = 1/8" Solid Carbide N/A Ea

C17762 CXC17762 N/A N/A N/A N/A N/A N/A C = 1/4" Hardened Steel N/A Ea

CLE Carbide Burs and Sets
Carbide burs with bright finish. Sets include plastic case.
• Standard bur cut

 CLE CARBIDE BURS AND SETS

Cleaners & Degreasers / 
Cutting Tools
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Hand-Tite Chuck
• Split bite jaw: increases grip over standard bite chucks by providing more contact with the bit.
• Superior gripping force: provides high mechanical advantage to convert hand tightening torque into superior bit gripping force.
• Hammerlock® mechanism: positive locking mechanism prevents loosening in hammer and other high vibration applications.
• Anti-lock nut: prevents chuck from locking open.
• Versatility: models available to fit all 10 mm (3/8") and 13 mm (1/2") variable speed corded and cordless portable drills.
• Precision operation: meet or exceed stringent din run-out and dimensional specifications.
• Ergonomic design: material and surface finish combinations result in increased comfort and performance.
• Rugged construction: constructed of high performance material to maximize durability and performance.

 HAND-TITE CHUCK

MFG# Sykes# Description Max. Capacity Min. Capacity Mount Size Sleeve Outer Diameter UOM

30354 JK030354 Hand-tite chuck 0.375" 0.040" 3/8"-24 1.68" Ea

Plain Type Countersink
Used to provide a heavy chamfer in the entrance to a drilled hole.

• Plain type center drill
• 60° Countersink
• Center drill style
• Right hand cut
• High Speed Steel
• 2 Flutes
• Bright finish
• Straight shank
• 217 Style
• Double ended

 PLAIN TYPE COUNTERSINK

MFG# Sykes# Diameter Overall
Length

Body
Dia.

Flute
Length

Shank
Size Tool Size Center Drill

Dia.
Center Drill
Length UOM

56700 CX021756700 1/32" (0.79 mm) 1.2500" 
(31.75 mm)

0.1250" 
(3.175 mm)

0.2500" 
(6.35 mm)

0.1250" 
(3.18 mm) #0 1/32" (0.79 mm) 0.0380" (0.76 mm) Ea

56701 CX021756701 3/64" (1.19 mm) 1.2500" 
(31.75 mm)

0.1250" 
(3.18 mm)

0.4060" 
(10.31 mm)

0.1250" 
(3.18 mm) #1 3/64" (1.19 mm) 0.0469" (0.97 mm) Ea

56702 CX021756702 5/64" (1.98 mm) 1.8750" 
(47.63 mm)

0.1875" 
(4.76 mm)

0.5310" 
(13.49 mm)

0.1875" 
(4.76 mm) #2 5/64" (1.98 mm) 0.0781" (1.19 mm) Ea

56703 CX021756703 7/64" (2.78 mm) 2.0000" 
(50.80 mm)

0.2500" 
(6.35 mm)

0.6870" 
(17.45 mm)

0.2500" 
(6.35 mm) #3 7/64" (2.78 mm) 0.1094" (1.98 mm) Ea

56704 CX021756704 1/8" (3.18 mm) 2.1250" 
(53.97 mm)

0.3125" 
(7.94 mm)

0.8120" 
(20.62 mm)

0.3125" 
(7.94 mm) #4 1/8" (3.18 mm) 0.1250" (3.17 mm) Ea

56705 CX021756705 3/16" (4.76 mm) 2.7500" 
(69.85 mm)

0.4375" 
(11.11 mm)

1.0000" 
(25.40 mm)

0.4375" 
(11.11 mm) #5 3/16" (4.76 mm) 0.1875" (4.76 mm) Ea

56706 CX021756706 7/32" (5.56 mm) 3.0000" 
(76.20 mm)

0.5000" 
(12.70 mm)

1.1250" 
(28.57 mm)

0.5000" 
(12.70 mm) #6 7/32" (5.56 mm) 0.2188" (5.56 mm) Ea

56707 CX021756707 1/4" (6.35 mm) 3.2500" 
(82.55 mm)

0.6250" 
(15.88 mm)

1.2500" 
(31.75 mm)

0.6250" 
(15.88 mm) #7 1/4" (6.35 mm) 0.2500" (6.35 mm) Ea

Multi-Craft Drill Chuck
• Offered in 1/4", 3/8" and 1/2" capacities  MULTI-CRAFT DRILL CHUCK

MFG# Sykes# Description Max. Capacity Min. Capacity Mount Size Sleeve Outer Dia. UOM

30247D JK030247 Multi-craft drill chuck 0.375" 0.062" 3/8"-24 1.22" Ea

30598 JK030598 Multi-craft drill chuck 0.5" 0.078" 3/8"-24 1.61" Ea

30602 JK030602 Multi-craft drill chuck 0.5" 0.078" 1/2"-20 1.61" Ea

• Through-hardened jaws for hard, wear-resistant gripping surfaces

Cutting Tools

Single Flute Countersink
Used to provide a heavy chamfer in the entrance to a drilled hole. 
• High Speed Steel
• 1 Flute
• Steam oxide finish
• Straight shank

MFG# Sykes# Description Overall Length Shank Size Tool Diameter UOM
C46120 CTC46120 82° 10001 Single flute countersink 2.2500" (57.15 mm) 0.3750" (9.52 mm) 5/8" Ea

56736 CX020956736 82° 209-SF Single flute countersink 1.5000" (38.10 mm) 0.1875" (4.76 mm) 1/4" Ea

56738 CX020956738 82° 209-SF Single flute countersink 1.7500" (44.45 mm) 0.2500" (6.35 mm) 3/8" Ea

56740 CX020956740 82° 209-SF Single flute countersink 2.0000" (50.80 mm) 0.2500" (6.35 mm) 1/2" Ea

56744 CX020956744 82° 209-SF Single flute countersink 2.6250" (66.67 mm) 0.5000" (12.70 mm) 3/4" Ea

56748 CX020956748 82° 209-SF Single flute countersink 2.7500" (69.85 mm) 0.5000" (12.70 mm) 1" Ea

56758 CX020956758 90° 209-SF Single flute countersink 1.7500" (44.45 mm) 0.2500" (6.35 mm) 3/8" Ea

56760 CX020956760 90° 209-SF Single flute countersink 2.0000" (50.80 mm) 0.2500" (6.35 mm) 1/2" Ea

56774 CX020956774 90° 209-SF Single flute countersink 2.6250" (66.67 mm) 0.5000" (12.70 mm) 3/4" Ea

 SINGLE FLUTE COUNTERSINK

Hexagon Die
• Hexagon rethreading die
• Carbon steel with bright finish

 HEXAGON DIE

MFG# Sykes# Die
Construction

Outer
Dia. Thickness Thread

Form
Thread
Pitch

Thread
Size

Thread
Size Equiv Tool Size UOM

C65571 CTC65571 Taper Pipe 1.0625" (26.99 mm) 0.3750" (9.52 mm) NPT 27 1/8" 0.1250" (3.17 mm) 1/8-27 NPT Ea

C65572 CTC65572 Taper Pipe 1.2500" (31.75 mm) 0.6250" (15.88 mm) NPT 18 1/4" 0.2500" (6.35 mm) 1/4-18 NPT Ea

C65601 CTC65601 Standard 0.5938" (15.08 mm) 0.2500" (6.35 mm) UNC 20 1/4" 0.2500" (6.35 mm) 1/4-20 UNC Ea

C65603 CTC65603 Standard 0.6875" (17.46 mm) 0.3125" (7.94 mm) UNC 18 5/16" 0.3125" (7.94 mm) 5/16-18 UNC Ea

C65605 CTC65605 Standard 0.6875" (17.46 mm) 0.3125" (7.94 mm) UNF 24 5/16" 0.3125" (7.94 mm) 5/16-24 UNF Ea

C65606 CTC65606 Standard 0.7812" (19.84 mm) 0.3750" (9.52 mm) UNC 16 3/8" 0.3750" (9.52 mm) 3/8-16 UNC Ea

C65607 CTC65607 Standard 0.7812" (19.84 mm) 0.3750" (9.52 mm) UNF 24 3/8" 0.3750" (9.52 mm) 3/8-24 UNF Ea

C65608 CTC65608 Standard 0.8750" (22.22 mm) 0.4375" (11.11 mm) UNC 14 7/16" 0.4375" (11.11 mm) 7/16-14 UNC Ea

C65610 CTC65610 Standard 1.0625" (26.99 mm) 0.5000" (12.70 mm) UNC 13 1/2" 0.5000" (12.70 mm) 1/2-13 UNC Ea

C65611 CTC65611 Standard 1.0625" (26.99 mm) 0.5000" (12.70 mm) UNF 20 1/2" 0.5000" (12.70 mm) 1/2-20 UNF Ea

C65612 CTC65612 Standard 1.0625" (26.99 mm) 0.5000" (12.70 mm) UNC 12 9/16" 0.5625" (14.29 mm) 9/16-12 UNC Ea

C65613 CTC65613 Standard 1.0625" (26.99 mm) 0.5000" (12.70 mm) UNF 18 9/16" 0.5625" (14.29 mm) 9/16-18 UNF Ea

C65614 CTC65614 Standard 1.2500" (31.75 mm) 0.6250" (15.88 mm) UNC 11 5/8" 0.6250" (15.88 mm) 5/8-11 UNC Ea

C65615 CTC65615 Standard 1.2500" (31.75 mm) 0.6250" (15.88 mm) UNF 18 5/8" 0.6250" (15.88 mm) 5/8-18 UNF Ea

C65618 CTC65618 Standard 1.4375" (36.51 mm) 0.7500" (19.05 mm) UNC 10 3/4" 0.7500" (19.05 mm) 3/4-10 UNC Ea

C65619 CTC65619 Standard 1.4375" (36.51 mm) 0.7500" (19.05 mm) UNF 16 3/4" 0.7500" (19.05 mm) 3/4-16 UNF Ea

C65620 CTC65620 Standard 1.6250" (41.27 mm) 0.8750" (22.22 mm) UNC 9 7/8" 0.8750" (22.22 mm) 7/8-9 UNC Ea

C65621 CTC65621 Standard 1.6250" (41.27 mm) 0.8750" (22.22 mm) UNF 14 7/8" 0.8750" (22.22 mm) 7/8-14 UNF Ea

C65622 CTC65622 Standard 1.8125" (46.04 mm) 1.0000" (25.40 mm) UNC 8 1" 1.0000" (25.40 mm) 1-8 UNC Ea

C65624 CTC65624 Standard 1.8125" (46.04 mm) 1.0000" (25.40 mm) UNS 14 1" 1.0000" (25.40 mm) 1-14 UNS Ea

C65625 CTC65625 Standard 2.0000" (50.80 mm) 1.0000" (25.40 mm) UNC 7 1 1/8" 1.1250" (28.57 mm) 1 1/8-7 UNC Ea

C65627 CTC65627 Standard 2.0000" (50.80 mm) 1.0000" (25.40 mm) UNF 12 1 1/8" 1.1250" (28.57 mm) 1 1/8-12 UNF Ea

C65628 CTC65628 Standard 2.1875" (55.56 mm) 1.0000" (25.40 mm) UNC 7 1 1/4" 1.2500" (31.75 mm) 1 1/4-7 UNC Ea
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Adjustable Round Die
• Round adjustable standard die with bright finish

 ADJUSTABLE ROUND DIE

MFG# Sykes# Outer
Dia. Thickness Thread

Form
Thread
Pitch

Thread
Size

Thread
Size Equiv Tool Size UOM

Style 0610 Carbon Steel

C65069 CTC65069 0.8125" (20.64 mm) 0.2500" (6.35 mm) UNC 32 #8 0.1640" (4.17 mm) #8-32 UNC Ea
C65075 CTC65075 0.8125" (20.64 mm) 0.2500" (6.35 mm) UNC 24 #10 0.1900" (4.83 mm) #10-24 UNC Ea
C65083 CTC65083 0.8125" (20.64 mm) 0.2500" (6.35 mm) UNC 24 #12 0.2160" (5.49 mm) #12-24 UNC Ea
C65114 CTC65114 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNC 32 #6 0.1380" (3.51 mm) #6-32 UNC Ea
C65119 CTC65119 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNC 32 #8 0.1640" (4.17 mm) #8-32 UNC Ea
C65124 CTC65124 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNC 24 #10 0.1900" (4.83 mm) #10-24 UNC Ea
C65125 CTC65125 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNF 32 #10 0.1900" (4.83 mm) #10-32 UNF Ea
C65140 CTC65140 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNC 20 1/4" 0.2500" (6.35 mm) 1/4-20 UNC Ea
C65142 CTC65142 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNF 28 1/4" 0.2500" (6.35 mm) 1/4-28 UNF Ea
C65147 CTC65147 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNC 18 5/16" 0.3125" (7.94 mm) 5/16-18 UNC Ea
C65148 CTC65148 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNF 24 5/16" 0.3125" (7.94 mm) 5/16-24 UNF Ea
C65159 CTC65159 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNC 16 3/8" 0.3750" (9.52 mm) 3/8-16 UNC Ea
C65160 CTC65160 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNF 24 3/8" 0.3750" (9.52 mm) 3/8-24 UNF Ea
C65171 CTC65171 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNC 14 7/16" 0.4375" (11.11 mm) 7/16-14 UNC Ea
C65172 CTC65172 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNF 20 7/16" 0.4375" (11.11 mm) 7/16-20 UNF Ea
C65470 CTC65470 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNC 13 1/2" 0.5000" (12.70 mm) 1/2-13 UNC Ea
C65192 CTC65192 1.0000" (25.40 mm) 0.5000" (12.70 mm) UNC 20 1/4" 0.2500" (6.35 mm) 1/4-20 UNC Ea
C65193 CTC65193 1.0000" (25.40 mm) 0.5000" (12.70 mm) UNF 28 1/4" 0.2500" (6.35 mm) 1/4-28 UNF Ea
C65197 CTC65197 1.0000" (25.40 mm) 0.5000" (12.70 mm) UNC 18 5/16" 0.3125" (7.94 mm) 5/16-18 UNC Ea
C65198 CTC65198 1.5000" (38.10 mm) 0.5000" (12.70 mm) UNF 24 5/16" 0.3125" (7.94 mm) 5/16-24 UNF Ea
C65208 CTC65208 1.5000" (38.10 mm) 0.5000" (12.70 mm) UNC 16 3/8" 0.3750" (9.52 mm) 3/8-16 UNC Ea
C65209 CTC65209 1.5000" (38.10 mm) 0.5000" (12.70 mm) UNF 24 3/8" 0.3750" (9.52 mm) 3/8-24 UNF Ea
C65220 CTC65220 1.5000" (38.10 mm) 0.5000" (12.70 mm) UNC 14 7/16" 0.4375" (11.11 mm) 7/16-14 UNC Ea
C65221 CTC65221 1.5000" (38.10 mm) 0.5000" (12.70 mm) UNF 20 7/16" 0.4375" (11.11 mm) 7/16-20 UNF Ea
C65232 CTC65232 1.5000" (38.10 mm) 0.5000" (12.70 mm) UNC 13 1/2" 0.5000" (12.70 mm) 1/2-13 UNC Ea
C65233 CTC65233 1.5000" (38.10 mm) 0.5000" (12.70 mm) UNF 20 1/2" 0.5000" (12.70 mm) 1/2-20 UNF Ea
C65243 CTC65243 1.5000" (38.10 mm) 0.5000" (12.70 mm) UNC 11 5/8" 0.6250" (15.88 mm) 5/8-11 UNC Ea
C65244 CTC65244 1.5000" (38.10 mm) 0.5000" (12.70 mm) UNF 18 5/8" 0.6250" (15.88 mm) 5/8-18 UNF Ea
C65250 CTC65250 1.5000" (38.10 mm) 0.5000" (12.70 mm) UNC 10 3/4" 0.7500" (19.05 mm) 3/4-10 UNC Ea
C65251 CTC65251 1.5000" (38.10 mm) 0.5000" (12.70 mm) UNF 16 3/4" 0.7500" (19.05 mm) 3/4-16 UNF Ea
Style 0710 HSS

C65789 CTC65789 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNC 32 #8 0.1640" (4.17 mm) #8-32 UNC Ea
C65792 CTC65792 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNC 24 #10 0.1900" (4.83 mm) #10-24 UNC Ea
C65793 CTC65793 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNF 32 #10 0.1900" (4.83 mm) #10-32 UNF Ea
C65804 CTC65804 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNC 20 1/4" 0.2500" (6.35 mm) 1/4-20 UNC Ea
C65808 CTC65808 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNC 18 5/16" 0.3125" (7.94 mm) 5/16-18 UNC Ea
C65809 CTC65809 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNF 24 5/16" 0.3125" (7.94 mm) 5/16-24 UNF Ea
C65817 CTC65817 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNF 24 3/8" 0.3750" (9.52 mm) 3/8-24 UNF Ea
C65828 CTC65828 1.0000" (25.40 mm) 0.3750" (9.52 mm) UNC 14 7/16" 0.4375" (11.11 mm) 7/16-14 UNC Ea
C65855 CTC65855 1.5000" (38.10 mm) 0.5000" (12.70 mm) UNC 16 3/8" 0.3750" (9.52 mm) 3/8-16 UNC Ea
C65865 CTC65865 1.5000" (38.10 mm) 0.5000" (12.70 mm) UNC 14 7/16" 0.4375" (11.11 mm) 7/16-14 UNC Ea
C65875 CTC65875 1.5000" (38.10 mm) 0.5000" (12.70 mm) UNC 13 1/2" 0.5000" (12.70 mm) 1/2-13 UNC Ea
C65876 CTC65876 1.5000" (38.10 mm) 0.5000" (12.70 mm) UNF 20 1/2" 0.5000" (12.70 mm) 1/2-20 UNF Ea
C65885 CTC65885 1.5000" (38.10 mm) 0.5000" (12.70 mm) UNF 18 5/8" 0.6250" (15.88 mm) 5/8-18 UNF Ea
Style 0710M HSS

C65724 CTC65724 0.8125" (20.64 mm) 0.2500" (6.35 mm) Metric ‘0.5 M3 0.1181" (3.00 mm) M3x0.5 Ea
C65732 CTC65732 0.8125" (20.64 mm) 0.2500" (6.35 mm) Metric ‘0.6 M3.5 0.1378" (3.50 mm) M3.5x0.6 Ea
C65737 CTC65737 0.8125" (20.64 mm) 0.2500" (6.35 mm) Metric ‘0.7 M4 0.1575" (4.00 mm) M4x0.7 Ea
C65747 CTC65747 0.8125" (20.64 mm) 0.2500" (6.35 mm) Metric ‘0.8 M5 0.1969" (5.00 mm) M5x0.8 Ea
C65757 CTC65757 0.8125" (20.64 mm) 0.2500" (6.35 mm) Metric 1 M6 0.2362" (6.00 mm) M6x1.0 Ea
C65807 CTC65807 1.0000" (25.40 mm) 0.3750" (9.52 mm) Metric 1 M7 0.2756" (7.00 mm) M7x1.0 Ea
C65813 CTC65813 1.0000" (25.40 mm) 0.3750" (9.52 mm) Metric 1.25 M8 0.3150" (8.00 mm) M8x1.25 Ea
C65824 CTC65824 1.0000" (25.40 mm) 0.3750" (9.52 mm) Metric 1.5 M10 0.3837" (9.75 mm) M10x1.5 Ea
C65833 CTC65833 1.0000" (25.40 mm) 0.3750" (9.52 mm) Metric 1.75 M12 0.4724" (12.00 mm) M12x1.75 Ea
C65880 CTC65880 1.5000" (38.10 mm) 0.5000" (12.70 mm) Metric 2 M14 0.5512" (14.00 mm) M14x2.0 Ea
C65889 CTC65889 1.5000" (38.10 mm) 0.5000" (12.70 mm) Metric 2 M16 0.6299" (16.00 mm) M16x2.0 Ea

Cutting Tools

Black & Gold Drill Bit
• High Speed Steel with Black & Gold coating to prevent rust
• Tapered web design provides extreme durability to resist breakage
• Bits feature a 3-flats shank to reduce spin-out in the chuck 
• Jobber drill 
• Heavy-duty drill construction
• 2 Spiral flutes

MFG# Sykes# Diameter Overall
Length

Flute
Length

Shank
Length Shank Size Tool

Size
Shank End
Feature

Shank End
Feature Length UOM

C18000 CXC18000 1/16”
1.8750” 
(47.63 mm)

0.8750” 
(22.22 mm)

1.0000” 
(25.40 mm)

0.0625” 
(1.59 mm)

1/16” N/A N/A Ea

C18001 CXC18001 5/64”
2.0000” 
(50.80 mm)

1.0000” 
(25.40 mm)

1.0000” 
(25.40 mm)

0.0781” 
(1.98 mm)

5/64” N/A N/A Ea

C18002 CXC18002 3/32”
2.2500” 
(57.15 mm)

1.2500” 
(31.75 mm)

1.0000” 
(25.40 mm)

0.0938” 
(2.38 mm)

3/32” N/A N/A Ea

C18003 CXC18003 7/64”
2.6250” 
(66.67 mm)

1.5000” 
(38.10 mm)

1.1250” 
(28.57 mm)

0.1094” 
(2.78 mm)

7/64” N/A N/A Ea

C18004 CXC18004 1/8”
2.7500” 
(69.85 mm)

1.6250” 
(41.27 mm)

1.1250” 
(28.57 mm)

0.1250” 
(3.17 mm)

1/8” N/A N/A Ea

C18005 CXC18005 9/64”
2.8750” 
(73.02 mm)

1.7500” 
(44.45 mm)

1.1250” 
(28.57 mm)

0.1406” 
(3.57 mm)

9/64” N/A N/A Ea

C18006 CXC18006 5/32”
3.1250” 
(79.38 mm)

2.0000” 
(50.80 mm)

1.1250” 
(28.57 mm)

0.1562” 
(3.97 mm)

5/32” N/A N/A Ea

C18007 CXC18007 11/64”
3.2500” 
(82.55 mm)

2.1250” 
(53.97 mm)

1.1250” 
(28.57 mm)

0.1719” 
(4.37 mm)

11/64” N/A N/A Ea

C18008 CXC18008 3/16”
3.5000” 
(88.90 mm)

2.3125” 
(58.74 mm)

1.1875” (30.16 
mm)

0.1875” 
(4.76 mm)

3/16” 3 Flats 0.7500” Ea

C18009 CXC18009 13/64”
3.6250” 
(92.07 mm)

2.4375” 
(61.91 mm)

1.1875” (30.16 
mm)

0.2031” 
(5.16 mm)

13/64” 3 Flats 0.7500” Ea

C18010 CXC18010 7/32”
3.7500” 
(95.25 mm)

2.5000” 
(63.50 mm)

1.2500” 
(31.75 mm)

0.2188” 
(5.56 mm)

7/32” 3 Flats 0.7500” Ea

C18011 CXC18011 15/64”
3.8750” 
(98.42 mm)

2.6250” 
(66.67 mm)

1.2500” 
(31.75 mm)

0.2344” 
(5.95 mm)

15/64” 3 Flats 0.7500” Ea

C18012 CXC18012 1/4”
4.0000” 
(101.60 mm)

2.7500” 
(69.85 mm)

1.2500” 
(31.75 mm)

0.2500” 
(6.35 mm)

1/4”-E 3 Flats 0.7500” Ea

C18013 CXC18013 17/64”
4.1250” 
(104.77 mm)

2.8750” 
(73.02 mm)

1.2500” 
(31.75 mm)

0.2656” 
(6.75 mm)

17/64” 3 Flats 0.7500” Ea

C18014 CXC18014 9/32”
4.2500” 
(107.95 mm)

2.9375” 
(74.61 mm)

1.3125” 
(33.34 mm)

0.2812” 
(7.14 mm)

9/32” 3 Flats 0.7500” Ea

C18015 CXC18015 19/64”
4.3750” 
(111.13 mm)

3.0625” 
(77.79 mm)

1.3125” 
(33.34 mm)

0.2969” 
(7.54 mm)

19/64” 3 Flats 0.7500” Ea

C18016 CXC18016 5/16”
4.5000” 
(114.30 mm)

3.1875” 
(80.96 mm)

1.3125” 
(33.34 mm)

0.3125” 
(7.94 mm)

5/16” 3 Flats 0.7500” Ea

C18017 CXC18017 21/64”
4.6250” 
(117.47 mm)

3.3125” 
(84.14 mm)

1.3125” 
(33.34 mm)

0.3281” 
(8.33 mm)

21/64” 3 Flats 0.7500” Ea

C18018 CXC18018 11/32”
4.7500” 
(120.65 mm)

3.4375” 
(87.31 mm)

1.3125” 
(33.34 mm)

0.3438” 
(8.73 mm)

11/32” 3 Flats 0.7500” Ea

C18019 CXC18019 23/64”
4.8750” 
(123.82 mm)

3.5000” 
(88.90 mm)

1.3750” 
(34.92 mm)

0.3594” 
(9.13 mm)

23/64” 3 Flats 0.7500” Ea

C18020 CXC18020 3/8”
5.0000” 
(127.00 mm)

3.6250” 
(92.07 mm)

1.3750” 
(34.92 mm)

0.3750” 
(9.52 mm)

3/8” 3 Flats 0.8750” Ea

C18021 CXC18021 25/64”
5.1250” 
(130.17 mm)

3.7500” 
(95.25 mm)

1.3750” 
(34.92 mm)

0.3906” 
(9.92 mm)

25/64” 3 Flats 0.8750” Ea

C18022 CXC18022 13/32”
5.2500” 
(133.35 mm)

3.8750” 
(98.42 mm)

1.3750” 
(34.92 mm)

0.4062” 
(10.32 mm)

13/32” 3 Flats 0.8750” Ea

C18023 CXC18023 27/64”
5.3750” 
(136.53 mm)

3.9375” 
(100.01 mm)

1.4375” (36.51 
mm)

0.4219” 
(10.72 mm)

27/64” 3 Flats 0.8750” Ea

C18024 CXC18024 7/16”
5.5000” 
(139.70 mm)

4.0625” 
(103.19 mm)

1.4375” (36.51 
mm)

0.4375” 
(11.11 mm)

7/16” 3 Flats 0.8750” Ea

C18025 CXC18025 29/64”
5.6250” 
(142.88 mm)

4.1875” 
(106.36 mm)

1.4375” (36.51 
mm)

0.4531” 
(11.51 mm)

29/64” 3 Flats 0.8750” Ea

C18026 CXC18026 15/32”
5.7500” 
(146.05 mm)

4.3125” 
(109.54 mm)

1.4375” (36.51 
mm)

0.4688” 
(11.91 mm)

15/32” 3 Flats 0.8750” Ea

C18027 CXC18027 31/64”
5.8750” 
(149.22 mm)

4.3750” 
(111.13 mm)

1.5000” 
(38.10 mm)

0.4844” 
(12.30 mm)

31/64” 3 Flats 0.8750” Ea

C18028 CXC18028 1/2”
6.0000” 
(152.40 mm)

4.5000” 
(114.30 mm)

1.5000” 
(38.10 mm)

0.5000” 
(12.70 mm)

1/2” 3 Flats 0.8750” Ea

 BLACK & GOLD DRILL BIT

• Right hand cut
• Right hand spiral
• 135° Split point angle
• Straight shank
• Fractional drill size system
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Taper Pipe Die
• Taper pipe die
• Carbon steel with bright finish

MFG# Sykes# Outer Diameter Thickness Thread Pitch Thread Size Thread Size Equiv Tool Size UOM
C65492 CTC65492 1.5000" (38.10 mm) 0.5000" (12.70 mm) 27 1/8" 0.1250" (3.17 mm) 1/8-27 NPT Ea
C65493 CTC65493 1.5000" (38.10 mm) 0.5000" (12.70 mm) 18 1/4" 0.2500" (6.35 mm) 1/4-18 NPT Ea
C65494 CTC65494 2.0000" (50.80 mm) 0.6250" (15.88 mm) 18 3/8" 0.3750" (9.52 mm) 3/8-18 NPT Ea

 TAPER PIPE DIE

Cobalt Drill Bit Set
Bits designed with a pilot point and split tip. Specially designed for strong metals and maximum speeds.
• Manufactured to NAS 907 Type J geometry aerospace specifications
• Heavy-duty construction for drilling in tough, high-tensile, and work-hardening materials under extreme 

operating conditions
• Premium Cobalt High Speed Steel
• Metric drills are manufactured to din 338 OAL and flute length specifications

 CX055057850

MFG# Sykes# Description UOM

57850 CX055057850 550 Cobalt drill bit set Ea

DR Jobber Length Drill Bit
• DR style
• Carbide with bright finish
• General purpose drill construction

MFG# Sykes# Diameter Drill Size System Flute Length Overall Length Shank Length Shank Size UOM
B53635 CXB53635 0.2010" Wire 1.7500" (44.45 mm) 3.0000" (76.20 mm) 1.2500" (31.75 mm) 0.2010" (5.11 mm) Ea

B53560 CXB53560 3/32" Fractional 1.0000" (25.40 mm) 2.0000" (50.80 mm) 1.0000" (25.40 mm) 0.0938" (2.38 mm) Ea

B53583 CXB53583 1/8" Fractional 1.2500" (31.75 mm) 2.2500" (57.15 mm) 1.0000" (25.40 mm) 0.1250" (3.17 mm) Ea

B53603 CXB53603 5/32" Fractional 1.3750" (34.92 mm) 2.5000" (63.50 mm) 1.1250" (28.57 mm) 0.1563" (3.97 mm) Ea

B53625 CXB53625 3/16" Fractional 1.6250" (41.27 mm) 2.7500" (69.85 mm) 1.1250" (28.57 mm) 0.1875" (4.76 mm) Ea

B53647 CXB53647 7/32" Fractional 1.7500" (44.45 mm) 3.0000" (76.20 mm) 1.2500" (31.75 mm) 0.2188" (5.56 mm) Ea

B53666 CXB53666 1/4" Fractional 2.0000" (50.80 mm) 3.2500" (82.55 mm) 1.2500" (31.75 mm) 0.2500" (6.35 mm) Ea

B53694 CXB53694 5/16" Fractional 2.3750" (60.32 mm) 4.0000" (101.60 mm) 1.3750" (34.92 mm) 0.3125" (7.94 mm) Ea

B53720 CXB53720 3/8" Fractional 2.7500" (69.85 mm) 4.2500" (107.95 mm) 1.5000" (38.10 mm) 0.3750" (9.52 mm) Ea

B53744 CXB53744 1/2" Fractional 3.0000" (76.20 mm) 4.7500" (120.65 mm) 1.7500" (44.45 mm) 0.5000" (12.70 mm) Ea

 DR JOBBER LENGTH DRILL BIT

• 2 Spiral flutes
• Right hand cut
• Right hand spiral

• Round non-adjustable die style
• Right hand cut

• 118° Point angle
• 4-Facet point style
• Straight shank

Drill and Tap Set
• High Speed Steel
• Bright finish
• 18 Pieces
• 9 Sizes

 CX015052541

MFG# Sykes# Description UOM
52541 CX015052541 HM18 Drill/Tap set Ea

52580 CX015052580 HT18 Drill/Tap set Ea

• 52541 Set drill sizes: 2.05, 2.50, 2.90, 3.30, 4.20, 5.00, 6.70, 8.5, 10.20
• 52541 Set tap sizes: M2.5x0.45, M3x0.5, M3.5x0.6, M4x0.7, M5x0.8, M6x1.0, M8x1.25, M10x1.5, M12x1.75
• 52580 Set drill sizes: #36, #29, #25, #21, #7, F, 5/16, U, 27/64 
• 52580 Set tap sizes: #6-32 NC, #8-32 NC, #10-24 NC, #10-32 NF, 1/4-20 NC, 5/16-18 NC, 3/8-16 NC, 7/16-14 NC, 1/2-13 NC

• Jobber drill style
• Spiral flute
• Right hand cut
• Right hand spiral

• 135° Split point angle
• Straight shank
• 550 Style
• Metal index set case

• NPT thread
• 0620 Style

Cutting Tools

Drill Index Container
• Each storage hole precisely sized for accurate, quick 

drill selection
• Fits in 2" deep tool drawer
• Corrosion-resistant, epoxy baked on coating
• Secure, snap-lock steel cover
• Rugged, heavy gauge all–steel case
• 4" Width

 CX015057802

MFG# Sykes# Description Weight Height Depth
For Jobbers
Length Drill
Size

UOM

10450 CX015057802 Drill index 
container, imperial 1 lb. 1 1/8" 6" 1/16" to 3/8" 

x 64ths Ea

10550 CX015057804 Drill index 
container, imperial 2 lb. 1 3/4" 7" 1/16" to 1/2" 

x 64ths Ea

11150 CX015057809 Drill index 
container, metric 3 lb. 1 3/4" 7" 1 to 3 mm, 

0.5 mm Ea

Extra Length Drill Bit
Heavy-duty construction for portable or machine drilling with high tensile 
strength alloy steel.
• Material applications: carbon steel, alloy steel, cast iron; long reach applications
• Multiple lengths available 
• Premium High Speed Steel 
• Black oxide finish
• Fractional drill size system 
• 2 Spiral flutes 
• Right hand cut 
• Right hand spiral 
• 118° Point angle 
• Notched point style 
• Straight shank

 EXTRA LENGTH DRILL BIT

MFG# Sykes# Diameter Shank Size Tool Size UOM
50461 CX012050461 1/8" (3.18 mm) 0.1250" (3.17 mm) 1/8" Ea
50718 CX012050718 5/32" (3.97 mm) 0.1562" (3.97 mm) 5/32" Ea
50723 CX012050723 3/16" (4.76 mm) 0.1875" (4.76 mm) 3/16" Ea
50729 CX012050729 7/32" (5.56 mm) 0.2188" (5.56 mm) 7/32" Ea
50735 CX012050735 1/4" (6.35 mm) 0.2500" (6.35 mm) 1/4"-E Ea
50740 CX012050740 5/16" (7.94 mm) 0.3125" (7.94 mm) 5/16" Ea
50743 CX012050743 3/8" (9.53 mm) 0.3750" (9.52 mm) 3/8" Ea
50572 CX012050572 1/2" (12.70 mm) 0.5000" (12.70 mm) 1/2" Ea

General Purpose Drill Bit Set
• High Speed Steel
• Jobber drill style
• Spiral flute
• Right hand cut
• Right hand spiral
• 118° Radial point angle
• Straight shank
• Steam oxide finish
• Metal index case

 CX015057711

MFG# Sykes# Description Tool Size Drill Size
System

Set Size
Range

Set Size
Increment UOM

57725 CX015057725 25-Pc. Set 1 mm
to 13 mm Metric 1 mm

to 3 mm 0.5 mm Ea

57718 CX015057718 26-Pc. Set A to Z Letter A to Z N/A Ea

57728 CX015057728 115-Pc. Set 1/16 to 1/2, A 
to Z, #1 to # 60

Fractional 
&  Letter

1/16" to 1/2", A 
to Z, #1 to #60 1/64" Ea

57711 CX015057711 13-Pc. Set 1/16" to 1/4" Fractional 1/16" to 1/4" 1/64" Ea

57713 CX015057713 15-Pc. Set 1/16" to 1/2" Fractional 1/16" to 1/2" 1/32" Ea

57712 CX015057712 21-Pc. Set 1/16" to 3/8" Fractional 1/16" to 3/8" 1/64" Ea

57714 CX015057714 29-Pc. Set 1/16" to 1/2" Fractional 1/16" to 1/2" 1/64" Ea

29-Piece Heavy-Duty Drill Bit Set
• Jobber drill style
• High Speed Steel with Black & Gold finish
• Fractional drill size system
• Spiral flute
• Right hand cut
• Right hand spiral
• 135° Split point angle
• 1/64” Set size increment
• Set range: 1/16”-1/2”
• Straight shank

 CXC18125

MFG# Sykes# Description UOM
C18125 CXC18125 1878 Drill bit set Ea

Heavy-Duty Screw Machine Drill
• Material application: tool steel (black oxide, TiN), alloy steel (black oxide, TiN), 

carbon steel (black oxide, TiN), cast iron (black oxide, TiN)
• Heavy-duty for drilling tougher materials 
• Shorter flute and overall length provide superior rigidity to minimize deflection 

when using heavy feed rates
• Premium High Speed Steel
• 135° P3 split point is self-centering for reduced thrust and easier penetration
• Black oxide finish
• Titanium nitride (TiN) PVD coating adds lubricity and hardness which enhances 

chip flow, finish hole quality, and drill life
• 159 Style
• 2 Spiral flutes
• Right hand cut
• Right hand spiral
• Straight shank
• Fractional drill size system

 HEAVY-DUTY SCREW MACHINE DRILL

MFG# Sykes# Dia. Overall
Length

Flute
Length

Shank
Length

Shank
Size UOM

49208 CX015949208 1/8"
(3.18 mm)

1.8750"
(47.63 mm)

0.8750" 
(22.22 mm)

1.0000" 
(25.40 mm)

0.1250" 
(3.17 mm) Ea

49212 CX015949212 3/16"
(4.76 mm)

2.1875"
(55.56 mm)

1.1250" 
(28.57 mm)

1.0625" 
(26.99 mm)

0.1875" 
(4.76 mm) Ea

49213 CX015949213 13/64"
(5.16 mm)

2.2500"
(57.15 mm)

1.1875" 
(30.16 mm)

1.0625" 
(26.99 mm)

0.2031" 
(5.16 mm) Ea

49216 CX015949216 1/4"
(6.35 mm)

2.5000"
(63.50 mm)

1.3750" 
(34.92 mm)

1.1250" 
(28.57 mm)

0.2500" 
(6.35 mm) Ea

49220 CX015949220 5/16"
(7.94 mm)

2.8125"
(71.44 mm)

1.6250" 
(41.27 mm)

1.1875" 
(30.16 mm)

0.3125" 
(7.94 mm) Ea

49224 CX015949224 3/8"
(9.53 mm)

3.1250"
(79.38 mm)

1.8125" 
(46.04 mm)

1.3125" 
(33.34 mm)

0.3750" 
(9.52 mm) Ea

49228 CX015949228 7/16"
(11.11 mm)

3.4375"
(87.31 mm)

2.0625" 
(52.39 mm)

1.3750" 
(34.92 mm)

0.4375" 
(11.11 mm) Ea

49232 CX015949232 1/2"
(12.70 mm)

3.7500"
(95.25 mm)

2.2500" 
(57.15 mm)

1.5000" 
(38.10 mm)

0.5000" 
(12.70 mm) Ea
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General Purpose 150 Style Jobber Length Drill
• Material application: carbon steel (TiN, black oxide), cast iron (TiN, black oxide), non-ferrous materials (bright)
• General-purpose for a wide range of operating conditions and materials
• Premium High Speed Steel
• Metric sizes are manufactured to DIN 338 specifications
• Titanium nitride (TiN) PVD coating adds lubricity and hardness which enhances chip flow, finish hole quality, and drill life
• 2 Spiral flutes
• Right hand cut
• Right hand spiral
• 118° Radial point
• Straight shank
• Steam oxide finish

MFG# Sykes# Diameter Diameter
(Wire/Let) Overall Length Flute Length Shank Length Shank Size UOM

Fractional Drill Size System

44003 CX015044003 3/64" (1.19 mm) N/A 1.7500" (44.45 mm) 0.7500" (19.05 mm) 1.0000" (25.40 mm) 0.0469" (1.19 mm) Ea
44004 CX015044004 1/16" (1.59 mm) N/A 1.8750" (47.63 mm) 0.8750" (22.22 mm) 1.0000" (25.40 mm) 0.0625" (1.59 mm) Ea
44005 CX015044005 5/64" (1.98 mm) N/A 2.0000" (50.80 mm) 1.0000" (25.40 mm) 1.0000" (25.40 mm) 0.0781" (1.98 mm) Ea
44006 CX015044006 3/32" (2.38 mm) N/A 2.2500" (57.15 mm) 1.2500" (31.75 mm) 1.0000" (25.40 mm) 0.0938" (2.38 mm) Ea
44007 CX015044007 7/64" (2.78 mm) N/A 2.6250" (66.67 mm) 1.5000" (38.10 mm) 1.1250" (28.57 mm) 0.1094" (2.78 mm) Ea
44008 CX015044008 1/8" (3.18 mm) N/A 2.7500" (69.85 mm) 1.6250" (41.27 mm) 1.1250" (28.57 mm) 0.1250" (3.17 mm) Ea
44009 CX015044009 9/64" (3.57 mm) N/A 2.8750" (73.02 mm) 1.7500" (44.45 mm) 1.1250" (28.57 mm) 0.1406" (3.57 mm) Ea
44010 CX015044010 5/32" (3.97 mm) N/A 3.1250" (79.38 mm) 2.0000" (50.80 mm) 1.1250" (28.57 mm) 0.1562" (3.97 mm) Ea
44011 CX015044011 11/64" (4.37 mm) N/A 3.2500" (82.55 mm) 2.1250" (53.97 mm) 1.1250" (28.57 mm) 0.1719" (4.37 mm) Ea
44012 CX015044012 3/16" (4.76 mm) N/A 3.5000" (88.90 mm) 2.3125" (58.74 mm) 1.1875" (30.16 mm) 0.1875" (4.76 mm) Ea
44013 CX015044013 13/64" (5.16 mm) N/A 3.6250" (92.07 mm) 2.4375" (61.91 mm) 1.1875" (30.16 mm) 0.2031" (5.16 mm) Ea
44014 CX015044014 7/32" (5.56 mm) N/A 3.7500" (95.25 mm) 2.5000" (63.50 mm) 1.2500" (31.75 mm) 0.2188" (5.56 mm) Ea
44015 CX015044015 15/64" (5.95 mm) N/A 3.8750" (98.42 mm) 2.6250" (66.67 mm) 1.2500" (31.75 mm) 0.2344" (5.95 mm) Ea
44016 CX015044016 1/4" (6.35 mm) E 4.0000" (101.60 mm) 2.7500" (69.85 mm) 1.2500" (31.75 mm) 0.2500" (6.35 mm) Ea
44017 CX015044017 17/64" (6.75 mm) N/A 4.1250" (104.77 mm) 2.8750" (73.02 mm) 1.2500" (31.75 mm) 0.2656" (6.75 mm) Ea
44018 CX015044018 9/32" (7.14 mm) N/A 4.2500" (107.95 mm) 2.9375" (74.61 mm) 1.3125" (33.34 mm) 0.2812" (7.14 mm) Ea
44019 CX015044019 19/64" (7.54 mm) N/A 4.3750" (111.13 mm) 3.0625" (77.79 mm) 1.3125" (33.34 mm) 0.2969" (7.54 mm) Ea
44020 CX015044020 5/16" (7.94 mm) N/A 4.5000" (114.30 mm) 3.1875" (80.96 mm) 1.3125" (33.34 mm) 0.3125" (7.94 mm) Ea
44021 CX015044021 21/64" (8.33 mm) N/A 4.6250" (117.47 mm) 3.3125" (84.14 mm) 1.3125" (33.34 mm) 0.3281" (8.33 mm) Ea
44022 CX015044022 11/32" (8.73 mm) N/A 4.7500" (120.65 mm) 3.4375" (87.31 mm) 1.3125" (33.34 mm) 0.3438" (8.73 mm) Ea
44023 CX015044023 23/64" (9.13 mm) N/A 4.8750" (123.82 mm) 3.5000" (88.90 mm) 1.3750" (34.92 mm) 0.3594" (9.13 mm) Ea
44024 CX015044024 3/8" (9.53 mm) N/A 5.0000" (127.00 mm) 3.6250" (92.07 mm) 1.3750" (34.92 mm) 0.3750" (9.52 mm) Ea
44025 CX015044025 25/64" (9.92 mm) N/A 5.1250" (130.17 mm) 3.7500" (95.25 mm) 1.3750" (34.92 mm) 0.3906" (9.92 mm) Ea
44026 CX015044026 13/32" (10.32 mm) N/A 5.2500" (133.35 mm) 3.8750" (98.42 mm) 1.3750" (34.92 mm) 0.4062" (10.32 mm) Ea
44027 CX015044027 27/64" (10.72 mm) N/A 5.3750" (136.53 mm) 3.9375" (100.01 mm) 1.4375" (36.51 mm) 0.4219" (10.72 mm) Ea
44028 CX015044028 7/16" (11.11 mm) N/A 5.5000" (139.70 mm) 4.0625" (103.19 mm) 1.4375" (36.51 mm) 0.4375" (11.11 mm) Ea
44029 CX015044029 29/64" (11.51 mm) N/A 5.6250" (142.88 mm) 4.1875" (106.36 mm) 1.4375" (36.51 mm) 0.4531" (11.51 mm) Ea
44030 CX015044030 15/32" (11.91 mm) N/A 5.7500" (146.05 mm) 4.3125" (109.54 mm) 1.4375" (36.51 mm) 0.4688" (11.91 mm) Ea
44031 CX015044031 31/64" (12.30 mm) N/A 5.8750" (149.22 mm) 4.3750" (111.13 mm) 1.5000" (38.10 mm) 0.4844" (12.30 mm) Ea
44032 CX015044032 1/2" (12.70 mm) N/A 6.0000" (152.40 mm) 4.5000" (114.30 mm) 1.5000" (38.10 mm) 0.5000" (12.70 mm) Ea
44033 CX015044033 33/64" (13.10 mm) N/A 6.6250" (168.27 mm) 4.8125" (122.24 mm) 1.8125" (46.04 mm) 0.5156" (13.10 mm) Ea
Letter Drill Size System

44171 CX015044171 0.2340" (5.94 mm) A 3.8750" (98.42 mm) 2.6250" (66.67 mm) 1.2500" (31.75 mm) 0.2340" (5.94 mm) Ea
44172 CX015044172 0.2380" (6.05 mm) B 4.0000" (101.60 mm) 2.7500" (69.85 mm) 1.2500" (31.75 mm) 0.2380" (6.05 mm) Ea
44173 CX015044173 0.2420" (6.15 mm) C 4.0000" (101.60 mm) 2.7500" (69.85 mm) 1.2500" (31.75 mm) 0.2420" (6.15 mm) Ea
44174 CX015044174 0.2460" (6.25 mm) D 4.0000" (101.60 mm) 2.7500" (69.85 mm) 1.2500" (31.75 mm) 0.2460" (6.25 mm) Ea
44176 CX015044176 0.2570" (6.53 mm) F 4.1250" (104.77 mm) 2.8750" (73.02 mm) 1.2500" (31.75 mm) 0.2570" (6.53 mm) Ea
44177 CX015044177 0.2610" (6.63 mm) G 4.1250" (104.77 mm) 2.8750" (73.02 mm) 1.2500" (31.75 mm) 0.2610" (6.63 mm) Ea
44178 CX015044178 0.2660" (6.76 mm) H 4.1250" (104.77 mm) 2.8750" (73.02 mm) 1.2500" (31.75 mm) 0.2660" (6.76 mm) Ea
44179 CX015044179 0.2720" (6.91 mm) I 4.1250" (104.77 mm) 2.8750" (73.02 mm) 1.2500" (31.75 mm) 0.2720" (6.91 mm) Ea
44180 CX015044180 0.2770" (7.04 mm) J 4.1250" (104.77 mm) 2.8750" (73.02 mm) 1.2500" (31.75 mm) 0.2770" (7.04 mm) Ea
44181 CX015044181 0.2810" (7.14 mm) K 4.2500" (107.95 mm) 2.9375" (74.61 mm) 1.3125" (33.34 mm) 0.2810" (7.14 mm) Ea
44182 CX015044182 0.2900" (7.37 mm) L 4.2500" (107.95 mm) 2.9375" (74.61 mm) 1.3125" (33.34 mm) 0.2900" (7.37 mm) Ea

 GENERAL PURPOSE 150
STYLE JOBBER LENGTH DRILL

Cutting Tools

MFG# Sykes# Diameter Diameter
(Wire/Let) Overall Length Flute Length Shank Length Shank Size UOM

Letter Drill Size System

44183 CX015044183 0.2950" (7.49 mm) M 4.3750" (111.13 mm) 3.0625" (77.79 mm) 1.3125" (33.34 mm) 0.2950" (7.49 mm) Ea
44184 CX015044184 0.3020" (7.67 mm) N 4.3750" (111.13 mm) 3.0625" (77.79 mm) 1.3125" (33.34 mm) 0.3020" (7.67 mm) Ea
44185 CX015044185 0.3160" (8.03 mm) O 4.5000" (114.30 mm) 3.1875" (80.96 mm) 1.3125" (33.34 mm) 0.3160" (8.03 mm) Ea
44186 CX015044186 0.3230" (8.20 mm) P 4.6250" (117.47 mm) 3.3125" (84.14 mm) 1.3125" (33.34 mm) 0.3230" (8.20 mm) Ea
44187 CX015044187 0.3320" (8.43 mm) Q 4.7500" (120.65 mm) 3.4375" (87.31 mm) 1.3125" (33.34 mm) 0.3320" (8.43 mm) Ea
44188 CX015044188 0.3390" (8.61 mm) R 4.7500" (120.65 mm) 3.4375" (87.31 mm) 1.3125" (33.34 mm) 0.3390" (8.61 mm) Ea
44189 CX015044189 0.3480" (8.84 mm) S 4.8750" (123.82 mm) 3.5000" (88.90 mm) 1.3750" (34.92 mm) 0.3480" (8.84 mm) Ea
44190 CX015044190 0.3580" (9.09 mm) T 4.8750" (123.82 mm) 3.5000" (88.90 mm) 1.3750" (34.92 mm) 0.3580" (9.09 mm) Ea
44191 CX015044191 0.3680" (9.35 mm) U 5.0000" (127.00 mm) 3.6250" (92.07 mm) 1.3750" (34.92 mm) 0.3680" (9.35 mm) Ea
44192 CX015044192 0.3770" (9.58 mm) V 5.0000" (127.00 mm) 3.6250" (92.07 mm) 1.3750" (34.92 mm) 0.3770" (9.58 mm) Ea
44193 CX015044193 0.3860" (9.80 mm) W 5.1250" (130.17 mm) 3.7500" (95.25 mm) 1.3750" (34.92 mm) 0.3860" (9.80 mm) Ea
44194 CX015044194 0.3970" (10.08 mm) X 5.1250" (130.17 mm) 3.7500" (95.25 mm) 1.3750" (34.92 mm) 0.3970" (10.08 mm) Ea
44195 CX015044195 0.4040" (10.26 mm) Y 5.2500" (133.35 mm) 3.8750" (98.42 mm) 1.3750" (34.92 mm) 0.4040" (10.26 mm) Ea
44196 CX015044196 0.4130" (10.49 mm) Z 5.2500" (133.35 mm) 3.8750" (98.42 mm) 1.3750" (34.92 mm) 0.4130" (10.49 mm) Ea
Metric Drill Size System

47223 CX015047223 0.0394" (1.00 mm) N /A 1.3386" (34.00 mm) 0.4724" (12.00 mm) 0.8662" (22.00 mm) 0.0394" (1.00 mm) Ea
47233 CX015047233 0.0591" (1.50 mm) N /A 1.5748" (40.00 mm) 0.7087" (18.00 mm) 0.8661" (22.00 mm) 0.0591" (1.50 mm) Ea
47243 CX015047243 0.0787" (2.00 mm) N /A 1.9291" (49.00 mm) 0.9449" (24.00 mm) 0.9842" (25.00 mm) 0.0787" (2.00 mm) Ea
47253 CX015047253 0.0984" (2.50 mm) N /A 2.2441" (57.00 mm) 1.1811" (30.00 mm) 1.0630" (27.00 mm) 0.0984" (2.50 mm) Ea
47258 CX015047258 0.1142" (2.90 mm) N /A 2.4016" (61.00 mm) 1.2992" (33.00 mm) 1.1024" (28.00 mm) 0.1142" (2.90 mm) Ea
47259 CX015047259 0.1181" (3.00 mm) N /A 2.4016" (61.00 mm) 1.2992" (33.00 mm) 1.1024" (28.00 mm) 0.1181" (3.00 mm) Ea
47261 CX015047261 0.1260" (3.20 mm) N /A 2.5591" (65.00 mm) 1.4173" (36.00 mm) 1.1418" (29.00 mm) 0.1260" (3.20 mm) Ea
47263 CX015047263 0.1299" (3.30 mm) N /A 2.5591" (65.00 mm) 1.4173" (36.00 mm) 1.1418" (29.00 mm) 0.1299" (3.30 mm) Ea
47265 CX015047265 0.1378" (3.50 mm) N /A 2.7559" (70.00 mm) 1.5354" (39.00 mm) 1.2205" (31.00 mm) 0.1378" (3.50 mm) Ea
47271 CX015047271 0.1575" (4.00 mm) N /A 2.9528" (75.00 mm) 1.6929" (43.00 mm) 1.2599" (32.00 mm) 0.1575" (4.00 mm) Ea
47273 CX015047273 0.1654" (4.20 mm) N /A 2.9528" (75.00 mm) 1.6929" (43.00 mm) 1.2599" (32.00 mm) 0.1654" (4.20 mm) Ea
47277 CX015047277 0.1772" (4.50 mm) N /A 3.1496" (80.00 mm) 1.8504" (47.00 mm) 1.2992" (33.00 mm) 0.1772" (4.50 mm) Ea
47283 CX015047283 0.1969" (5.00 mm) N /A 3.3858" (86.00 mm) 2.0472" (52.00 mm) 1.3386" (34.00 mm) 0.1969" (5.00 mm) Ea
47287 CX015047287 0.2087" (5.30 mm) N /A 3.3858" (86.00 mm) 2.0472" (52.00 mm) 1.3386" (34.00 mm) 0.2087" (5.30 mm) Ea
47289 CX015047289 0.2165" (5.50 mm) N /A 3.6614" (93.00 mm) 2.2441" (57.00 mm) 1.4173" (36.00 mm) 0.2165" (5.50 mm) Ea
47295 CX015047295 0.2362" (6.00 mm) N /A 3.6614" (93.00 mm) 2.2441" (57.00 mm) 1.4173" (36.00 mm) 0.2362" (6.00 mm) Ea
47301 CX015047301 0.2559" (6.50 mm) N /A 3.9764" (101.00 mm) 2.4803" (63.00 mm) 1.4961" (38.00 mm) 0.2559" (6.50 mm) Ea
47303 CX015047303 0.2638" (6.70 mm) N /A 3.9764" (101.00 mm) 2.4803" (63.00 mm) 1.4961" (38.00 mm) 0.2638" (6.70 mm) Ea
47307 CX015047307 0.2756" (7.00 mm) N /A 4.2913" (109.00 mm) 2.7165" (69.00 mm) 1.5748" (40.00 mm) 0.2756" (7.00 mm) Ea
47308 CX015047308 0.2795" (7.10 mm) N /A 4.2913" (109.00 mm) 2.7165" (69.00 mm) 1.5748" (40.00 mm) 0.2795" (7.10 mm) Ea
47309 CX015047309 0.2835" (7.20 mm) N /A 4.2913" (109.00 mm) 2.7165" (69.00 mm) 1.5748" (40.00 mm) 0.2835" (7.20 mm) Ea
47311 CX015047311 0.2874" (7.30 mm) N /A 4.2913" (109.00 mm) 2.7165" (69.00 mm) 1.5748" (40.00 mm) 0.2874" (7.30 mm) Ea
47313 CX015047313 0.2953" (7.50 mm) N /A 4.2913" (109.00 mm) 2.7165" (69.00 mm) 1.5748" (40.00 mm) 0.2953" (7.50 mm) Ea
47319 CX015047319 0.3150" (8.00 mm) N /A 4.6063" (117.00 mm) 2.9528" (75.00 mm) 1.6535" (42.00 mm) 0.3150" (8.00 mm) Ea
47320 CX015047320 0.3189" (8.10 mm) N /A 4.6063" (117.00 mm) 2.9528" (75.00 mm) 1.6535" (42.00 mm) 0.3189" (8.10 mm) Ea
47323 CX015047323 0.3268" (8.30 mm) N /A 4.6063" (117.00 mm) 2.9528" (75.00 mm) 1.6535" (42.00 mm) 0.3268" (8.30 mm) Ea
47325 CX015047325 0.3346" (8.50 mm) N /A 4.6063" (117.00 mm) 2.9528" (75.00 mm) 1.6535" (42.00 mm) 0.3346" (8.50 mm) Ea
47326 CX015047326 0.3386" (8.60 mm) N /A 4.9213" (125.00 mm) 3.1890" (81.00 mm) 1.7323" (44.00 mm) 0.3386" (8.60 mm) Ea
47327 CX015047327 0.3425" (8.70 mm) N /A 4.9213" (125.00 mm) 3.1890" (81.00 mm) 1.7323" (44.00 mm) 0.3425" (8.70 mm) Ea
47331 CX015047331 0.3543" (9.00 mm) N /A 4.9213" (125.00 mm) 3.1890" (81.00 mm) 1.7323" (44.00 mm) 0.3543" (9.00 mm) Ea
47337 CX015047337 0.3740" (9.50 mm) N /A 4.9213" (125.00 mm) 3.1890" (81.00 mm) 1.7323" (44.00 mm) 0.3740" (9.50 mm) Ea
47343 CX015047343 0.3937" (10.00 mm) N /A 5.2362" (133.00 mm) 3.4252" (87.00 mm) 1.8110" (46.00 mm) 0.3937" (10.00 mm) Ea
47344 CX015047344 0.4134" (10.50 mm) N /A 5.2362" (133.00 mm) 3.4252" (87.00 mm) 1.8110" (46.00 mm) 0.4134" (10.50 mm) Ea
47345 CX015047345 0.4331" (11.00 mm) N /A 5.5905" (142.00 mm) 3.7008" (94.00 mm) 1.8897" (48.00 mm) 0.4331" (11.00 mm) Ea
47346 CX015047346 0.4528" (11.50 mm) N /A 5.5905" (142.00 mm) 3.7008" (94.00 mm) 1.8897" (48.00 mm) 0.4528" (11.50 mm) Ea
47347 CX015047347 0.4724" (12.00 mm) N /A 5.9449" (151.00 mm) 3.9764" (101.00 mm) 1.9685" (50.00 mm) 0.4724" (12.00 mm) Ea
47348 CX015047348 0.4921" (12.50 mm) N /A 5.9449" (151.00 mm) 3.9764" (101.00 mm) 1.9685" (50.00 mm) 0.4921" (12.50 mm) Ea
47349 CX015047349 0.5118" (13.00 mm) N /A 5.9449" (151.00 mm) 3.9764" (101.00 mm) 1.9685" (50.00 mm) 0.5118" (13.00 mm) Ea
47362 CX015047362 0.5512" (14.00 mm) N /A 6.2992" (160.00 mm) 4.2520" (108.00 mm) 2.0472" (52.00 mm) 0.5512" (14.00 mm) Ea
Wire Drill Size System

44071 CX015044071 0.2280" (5.79 mm) 1 3.8750" (98.42 mm) 2.6250" (66.67 mm) 1.2500" (31.75 mm) 0.2280" (5.79 mm) Ea
44072 CX015044072 0.2210" (5.61 mm) 2 3.8750" (98.42 mm) 2.6250" (66.67 mm) 1.2500" (31.75 mm) 0.2210" (5.61 mm) Ea
44073 CX015044073 0.2130" (5.41 mm) 3 3.7500" (95.25 mm) 2.5000" (63.50 mm) 1.2500" (31.75 mm) 0.2130" (5.41 mm) Ea

General Purpose 150 Style Jobber Length Drill, cont'd



3534 For pricing & availability, contact Sykes Supply or visit us at SykesSupply.com Burlington (336) 227-2723  |  Asheboro (336) 629-9104  |  SykesSupply.com

MFG# Sykes# Diameter Diameter
(Wire/Let) Overall Length Flute Length Shank Length Shank Size UOM

Wire Drill Size System

44074 CX015044074 0.2090" (5.31 mm) 4 3.7500" (95.25 mm) 2.5000" (63.50 mm) 1.2500" (31.75 mm) 0.2090" (5.31 mm) Ea
44075 CX015044075 0.2055" (5.22 mm) 5 3.7500" (95.25 mm) 2.5000" (63.50 mm) 1.2500" (31.75 mm) 0.2055" (5.22 mm) Ea
44076 CX015044076 0.2040" (5.18 mm) 6 3.7500" (95.25 mm) 2.5000" (63.50 mm) 1.2500" (31.75 mm) 0.2040" (5.18 mm) Ea
44077 CX015044077 0.2010" (5.11 mm) 7 3.6250" (92.07 mm) 2.4375" (61.91 mm) 1.1875" (30.16 mm) 0.2010" (5.11 mm) Ea
44078 CX015044078 0.1990" (5.05 mm) 8 3.6250" (92.07 mm) 2.4375" (61.91 mm) 1.1875" (30.16 mm) 0.1990" (5.05 mm) Ea
44079 CX015044079 0.1960" (4.98 mm) 9 3.6250" (92.07 mm) 2.4375" (61.91 mm) 1.1875" (30.16 mm) 0.1960" (4.98 mm) Ea
44080 CX015044080 0.1935" (4.91 mm) 10 3.6250" (92.07 mm) 2.4375" (61.91 mm) 1.1875" (30.16 mm) 0.1935" (4.91 mm) Ea
44081 CX015044081 0.1910" (4.85 mm) 11 3.5000" (88.90 mm) 2.3125" (58.74 mm) 1.1875" (30.16 mm) 0.1910" (4.85 mm) Ea
44082 CX015044082 0.1890" (4.80 mm) 12 3.5000" (88.90 mm) 2.3125" (58.74 mm) 1.1875" (30.16 mm) 0.1890" (4.80 mm) Ea
44083 CX015044083 0.1850" (4.70 mm) 13 3.5000" (88.90 mm) 2.3125" (58.74 mm) 1.1875" (30.16 mm) 0.1850" (4.70 mm) Ea
44084 CX015044084 0.1820" (4.62 mm) 14 3.3750" (85.72 mm) 2.1875" (55.56 mm) 1.1875" (30.16 mm) 0.1820" (4.62 mm) Ea
44085 CX015044085 0.1800" (4.57 mm) 15 3.3750" (85.72 mm) 2.1875" (55.56 mm) 1.1875" (30.16 mm) 0.1800" (4.57 mm) Ea
44086 CX015044086 0.1770" (4.50 mm) 16 3.3750" (85.72 mm) 2.1875" (55.56 mm) 1.1875" (30.16 mm) 0.1770" (4.50 mm) Ea
44087 CX015044087 0.1730" (4.39 mm) 17 3.3750" (85.72 mm) 2.1875" (55.56 mm) 1.1875" (30.16 mm) 0.1730" (4.39 mm) Ea
44088 CX015044088 0.1695" (4.31 mm) 18 3.2500" (82.55 mm) 2.1250" (53.97 mm) 1.1250" (28.57 mm) 0.1695" (4.31 mm) Ea
44089 CX015044089 0.1660" (4.22 mm) 19 3.2500" (82.55 mm) 2.1250" (53.97 mm) 1.1250" (28.57 mm) 0.1660" (4.22 mm) Ea
44090 CX015044090 0.1610" (4.09 mm) 20 3.2500" (82.55 mm) 2.1250" (53.97 mm) 1.1250" (28.57 mm) 0.1610" (4.09 mm) Ea
44091 CX015044091 0.1590" (4.04 mm) 21 3.2500" (82.55 mm) 2.1250" (53.97 mm) 1.1250" (28.57 mm) 0.1590" (4.04 mm) Ea
44092 CX015044092 0.1570" (3.99 mm) 22 3.1250" (79.38 mm) 2.0000" (50.80 mm) 1.1250" (28.57 mm) 0.1570" (3.99 mm) Ea
44093 CX015044093 0.1540" (3.91 mm) 23 3.1250" (79.38 mm) 2.0000" (50.80 mm) 1.1250" (28.57 mm) 0.1540" (3.91 mm) Ea
44094 CX015044094 0.1520" (3.86 mm) 24 3.1250" (79.38 mm) 2.0000" (50.80 mm) 1.1250" (28.57 mm) 0.1520" (3.86 mm) Ea
44095 CX015044095 0.1495" (3.80 mm) 25 3.0000" (76.20 mm) 1.8750" (47.63 mm) 1.1250" (28.57 mm) 0.1495" (3.80 mm) Ea
44096 CX015044096 0.1470" (3.73 mm) 26 3.0000" (76.20 mm) 1.8750" (47.63 mm) 1.1250" (28.57 mm) 0.1470" (3.73 mm) Ea
44097 CX015044097 0.1440" (3.66 mm) 27 3.0000" (76.20 mm) 1.8750" (47.63 mm) 1.1250" (28.57 mm) 0.1440" (3.66 mm) Ea
44098 CX015044098 0.1405" (3.57 mm) 28 2.8750" (73.02 mm) 1.7500" (44.45 mm) 1.1250" (28.57 mm) 0.1405" (3.57 mm) Ea
44099 CX015044099 0.1360" (3.45 mm) 29 2.8750" (73.02 mm) 1.7500" (44.45 mm) 1.1250" (28.57 mm) 0.1360" (3.45 mm) Ea
44100 CX015044100 0.1285" (3.26 mm) 30 2.7500" (69.85 mm) 1.6250" (41.27 mm) 1.1250" (28.57 mm) 0.1285" (3.26 mm) Ea
44101 CX015044101 0.1200" (3.05 mm) 31 2.7500" (69.85 mm) 1.6250" (41.27 mm) 1.1250" (28.57 mm) 0.1200" (3.05 mm) Ea
44102 CX015044102 0.1160" (2.95 mm) 32 2.7500" (69.85 mm) 1.6250" (41.27 mm) 1.1250" (28.57 mm) 0.1160" (2.95 mm) Ea
44103 CX015044103 0.1130" (2.87 mm) 33 2.6250" (66.67 mm) 1.5000" (38.10 mm) 1.1250" (28.57 mm) 0.1130" (2.87 mm) Ea
44104 CX015044104 0.1110" (2.82 mm) 34 2.6250" (66.67 mm) 1.5000" (38.10 mm) 1.1250" (28.57 mm) 0.1110" (2.82 mm) Ea
44105 CX015044105 0.1100" (2.79 mm) 35 2.6250" (66.67 mm) 1.5000" (38.10 mm) 1.1250" (28.57 mm) 0.1100" (2.79 mm) Ea
44106 CX015044106 0.1065" (2.71 mm) 36 2.5000" (63.50 mm) 1.4375" (36.51 mm) 1.0625" (26.99 mm) 0.1065" (2.71 mm) Ea
44107 CX015044107 0.1040" (2.64 mm) 37 2.5000" (63.50 mm) 1.4375" (36.51 mm) 1.0625" (26.99 mm) 0.1040" (2.64 mm) Ea
44108 CX015044108 0.1015" (2.58 mm) 38 2.5000" (63.50 mm) 1.4375" (36.51 mm) 1.0625" (26.99 mm) 0.1015" (2.58 mm) Ea
44109 CX015044109 0.0995" (2.53 mm) 39 2.3750" (60.32 mm) 1.3750" (34.92 mm) 1.0000" (25.40 mm) 0.0995" (2.53 mm) Ea
44110 CX015044110 0.0980" (2.49 mm) 40 2.3750" (60.32 mm) 1.3750" (34.92 mm) 1.0000" (25.40 mm) 0.0980" (2.49 mm) Ea
44111 CX015044111 0.0960" (2.44 mm) 41 2.3750" (60.32 mm) 1.3750" (34.92 mm) 1.0000" (25.40 mm) 0.0960" (2.44 mm) Ea
44112 CX015044112 0.0935" (2.37 mm) 42 2.2500" (57.15 mm) 1.2500" (31.75 mm) 1.0000" (25.40 mm) 0.0935" (2.37 mm) Ea
44113 CX015044113 0.0890" (2.26 mm) 43 2.2500" (57.15 mm) 1.2500" (31.75 mm) 1.0000" (25.40 mm) 0.0890" (2.26 mm) Ea
44114 CX015044114 0.0860" (2.18 mm) 44 2.1250" (53.97 mm) 1.1250" (28.57 mm) 1.0000" (25.40 mm) 0.0860" (2.18 mm) Ea
44115 CX015044115 0.0820" (2.08 mm) 45 2.1250" (53.97 mm) 1.1250" (28.57 mm) 1.0000" (25.40 mm) 0.0820" (2.08 mm) Ea
44116 CX015044116 0.0810" (2.06 mm) 46 2.1250" (53.97 mm) 1.1250" (28.57 mm) 1.0000" (25.40 mm) 0.0810" (2.06 mm) Ea
44117 CX015044117 0.0785" (1.99 mm) 47 2.0000" (50.80 mm) 1.0000" (25.40 mm) 1.0000" (25.40 mm) 0.0785" (1.99 mm) Ea
44118 CX015044118 0.0760" (1.93 mm) 48 2.0000" (50.80 mm) 1.0000" (25.40 mm) 1.0000" (25.40 mm) 0.0760" (1.93 mm) Ea
44119 CX015044119 0.0730" (1.85 mm) 49 2.0000" (50.80 mm) 1.0000" (25.40 mm) 1.0000" (25.40 mm) 0.0730" (1.85 mm) Ea
44120 CX015044120 0.0700" (1.78 mm) 50 2.0000" (50.80 mm) 1.0000" (25.40 mm) 1.0000" (25.40 mm) 0.0700" (1.78 mm) Ea
44121 CX015044121 0.0670" (1.70 mm) 51 2.0000" (50.80 mm) 1.0000" (25.40 mm) 1.0000" (25.40 mm) 0.0670" (1.70 mm) Ea
44122 CX015044122 0.0635" (1.61 mm) 52 1.8750" (47.63 mm) 0.8750" (22.22 mm) 1.0000" (25.40 mm) 0.0635" (1.61 mm) Ea
44123 CX015044123 0.0595" (1.51 mm) 53 1.8750" (47.63 mm) 0.8750" (22.22 mm) 1.0000" (25.40 mm) 0.0595" (1.51 mm) Ea
44124 CX015044124 0.0550" (1.40 mm) 54 1.8750" (47.63 mm) 0.8750" (22.22 mm) 1.0000" (25.40 mm) 0.0550" (1.40 mm) Ea
44125 CX015044125 0.0520" (1.32 mm) 55 1.8750" (47.63 mm) 0.8750" (22.22 mm) 1.0000" (25.40 mm) 0.0520" (1.32 mm) Ea
44126 CX015044126 0.0465" (1.18 mm) 56 1.7500" (44.45 mm) 0.7500" (19.05 mm) 1.0000" (25.40 mm) 0.0465" (1.18 mm) Ea
44127 CX015044127 0.0430" (1.09 mm) 57 1.7500" (44.45 mm) 0.7500" (19.05 mm) 1.0000" (25.40 mm) 0.0430" (1.09 mm) Ea
44128 CX015044128 0.0420" (1.07 mm) 58 1.6250" (41.27 mm) 0.6875" (17.46 mm) 0.9375" (23.81 mm) 0.0420" (1.07 mm) Ea
44129 CX015044129 0.0410" (1.04 mm) 59 1.6250" (41.27 mm) 0.6875" (17.46 mm) 0.9375" (23.81 mm) 0.0410" (1.04 mm) Ea
44130 CX015044130 0.0400" (1.02 mm) 60 1.6250" (41.27 mm) 0.6875" (17.46 mm) 0.9375" (23.81 mm) 0.0400" (1.02 mm) Ea

General Purpose 150 Style Jobber Length Drill, cont'd

Cutting Tools

General Purpose 150D Style Jobber Length Drill
• Material application: carbon steel (TiN, black oxide), cast iron (TiN, black oxide), non-ferrous materials (bright)
• General-purpose for a wide range of operating conditions and materials
• Premium High Speed Steel
• Metric sizes are manufactured to DIN 338 specifications
• Titanium nitride (TiN) PVD coating adds lubricity and hardness which enhances chip flow, finish hole quality, and drill life
• 2 Spiral flutes
• Right hand cut
• Right hand spiral
• 118° Radial point
• Straight shank
• Bright finish

 GENERAL PURPOSE 150D
STYLE JOBBER LENGTH DRILL

MFG# Sykes# Diameter Diameter
(Wire/Let)

Drill Size
System Flute Length Overall Length Shank Length Shank Size UOM

Fractional Drill Size System

44201 CX015044201 1/64" (0.40 mm) N/A Fractional 0.1875" (4.76 mm) 0.7500" (19.05 mm) 0.5625" (14.29 mm) 0.0156" (0.40 mm) Ea
44202 CX015044202 1/32" (0.79 mm) N/A Fractional 0.5000" (12.70 mm) 1.3750" (34.92 mm) 0.8750" (22.22 mm) 0.0312" (0.79 mm) Ea
Wire Drill Size System

44331 CX015044331 0.0390" (0.99 mm) 61 Wire 0.6875" (17.46 mm) 1.6250" (41.27 mm) 0.9375" (23.81 mm) 0.0390" (0.99 mm) Ea
44332 CX015044332 0.0380" (0.97 mm) 62 Wire 0.6250" (15.88 mm) 1.5000" (38.10 mm) 0.8750" (22.22 mm) 0.0380" (0.97 mm) Ea
44333 CX015044333 0.0370" (0.94 mm) 63 Wire 0.6250" (15.88 mm) 1.5000" (38.10 mm) 0.8750" (22.22 mm) 0.0370" (0.94 mm) Ea
44334 CX015044334 0.0360" (0.91 mm) 64 Wire 0.6250" (15.88 mm) 1.5000" (38.10 mm) 0.8750" (22.22 mm) 0.0360" (0.91 mm) Ea
44335 CX015044335 0.0350" (0.89 mm) 65 Wire 0.6250" (15.88 mm) 1.5000" (38.10 mm) 0.8750" (22.22 mm) 0.0350" (0.89 mm) Ea
44336 CX015044336 0.0330" (0.84 mm) 66 Wire 0.5000" (12.70 mm) 1.3750" (34.92 mm) 0.8750" (22.22 mm) 0.0330" (0.84 mm) Ea
44337 CX015044337 0.0320" (0.81 mm) 67 Wire 0.5000" (12.70 mm) 1.3750" (34.92 mm) 0.8750" (22.22 mm) 0.0320" (0.81 mm) Ea
44338 CX015044338 0.0310" (0.79 mm) 68 Wire 0.5000" (12.70 mm) 1.3750" (34.92 mm) 0.8750" (22.22 mm) 0.0310" (0.79 mm) Ea
44339 CX015044339 0.0292" (0.74 mm) 69 Wire 0.5000" (12.70 mm) 1.3750" (34.92 mm) 0.8750" (22.22 mm) 0.0292" (0.74 mm) Ea
44340 CX015044340 0.0280" (0.71 mm) 70 Wire 0.3750" (9.52 mm) 1.2500" (31.75 mm) 0.8750" (22.22 mm) 0.0280" (0.71 mm) Ea
44341 CX015044341 0.0260" (0.66 mm) 71 Wire 0.3750" (9.52 mm) 1.2500" (31.75 mm) 0.8750" (22.22 mm) 0.0260" (0.66 mm) Ea
44342 CX015044342 0.0250" (0.64 mm) 72 Wire 0.3125" (7.94 mm) 1.1250" (28.57 mm) 0.8125" (20.64 mm) 0.0250" (0.64 mm) Ea
44343 CX015044343 0.0240" (0.61 mm) 73 Wire 0.3125" (7.94 mm) 1.1250" (28.57 mm) 0.8125" (20.64 mm) 0.0240" (0.61 mm) Ea
44344 CX015044344 0.0225" (0.57 mm) 74 Wire 0.2500" (6.35 mm) 1.0000" (25.40 mm) 0.7500" (19.05 mm) 0.0225" (0.57 mm) Ea
44345 CX015044345 0.0210" (0.53 mm) 75 Wire 0.2500" (6.35 mm) 1.0000" (25.40 mm) 0.7500" (19.05 mm) 0.0210" (0.53 mm) Ea
44346 CX015044346 0.0200" (0.51 mm) 76 Wire 0.1875" (4.76 mm) 0.8750" (22.22 mm) 0.6875" (17.46 mm) 0.0200" (0.51 mm) Ea
44347 CX015044347 0.0180" (0.46 mm) 77 Wire 0.1875" (4.76 mm) 0.8750" (22.22 mm) 0.6875" (17.46 mm) 0.0180" (0.46 mm) Ea
44348 CX015044348 0.0160" (0.41 mm) 78 Wire 0.1875" (4.76 mm) 0.8750" (22.22 mm) 0.6875" (17.46 mm) 0.0160" (0.41 mm) Ea
44349 CX015044349 0.0145" (0.37 mm) 79 Wire 0.1250" (3.17 mm) 0.7500" (19.05 mm) 0.6250" (15.88 mm) 0.0145" (0.37 mm) Ea
44350 CX015044350 0.0135" (0.34 mm) 80 Wire 0.1250" (3.17 mm) 0.7500" (19.05 mm) 0.6250" (15.88 mm) 0.0135" (0.34 mm) Ea

Screw Machine Length Split Point Drill Bit
• Material application: tool steel (TiAlN, TiN, straw), alloy steel (TiAlN, straw), carbon steel (TiAlN, TiN, straw), cast iron (TiAlN, TiN, straw). 
• Heavy-duty for tougher materials 
• Shorter flute and overall length provide superior rigidity to minimize deflection when using heavy feed rates 
• Premium Cobalt High Speed Steel 
• Straw finish with titanium nitride (TiN) PVD coating; adds lubricity and hardness which enhances chip flow, finish hole quality, and drill life 
• 559 Style 
• 2 Spiral flutes 
• Right hand cut 
• Right hand spiral 
• 135° Point angle 
• Straight shank

 SCREW MACHINE LENGTH SPLIT POINT DRILL BIT

MFG# Sykes# Diameter Overall Length Flute Length Shank Length Shank Size Tool Size Diameter (Wire/Let) UOM
50807 CX055950807 5/32" (3.97 mm) 2.0625" (52.39 mm) 1.0000" (25.40 mm) 1.0625" (26.99 mm) 0.1563" (3.97 mm) 5/32" N/A Ea
50813 CX055950813 1/4" (6.35 mm) 2.5000" (63.50 mm) 1.3750" (34.92 mm) 1.1250" (28.57 mm) 0.2500" (6.35 mm) 1/4"-E E Ea
50820 CX055950820 23/64" (9.13 mm) 3.0625" (77.79 mm) 1.7500" (44.45 mm) 1.3125" (33.34 mm) 0.3594" (9.13 mm) 23/64" U Ea
50829 CX055950829 1/2" (12.70 mm) 3.7500" (95.25 mm) 2.2500" (57.15 mm) 1.5000" (38.10 mm) 0.5000" (12.70 mm) 1/2" N/A Ea
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General Purpose Taper Length Drill
• Material application: carbon steel, alloy steel, cast iron
• General-purpose for a wide range of operating conditions and materials
• Taper length provides longer overall length and flute length for deeper drilling
• Premium High Speed Steel

 GENERAL PURPOSE TAPER LENGTH DRILL

MFG# Sykes# Diameter Overall Length Flute Length Shank Length Shank Size UOM
49708 CX012049708 1/8" (3.18 mm) 5.1250" (130.17 mm) 2.7500" (69.85 mm) 2.3750" (60.32 mm) 0.1250" (3.17 mm) Ea
49712 CX012049712 3/16" (4.76 mm) 5.7500" (146.05 mm) 3.3750" (85.72 mm) 2.3750" (60.32 mm) 0.1875" (4.76 mm) Ea
49716 CX012049716 1/4" (6.35 mm) 6.1250" (155.57 mm) 3.7500" (95.25 mm) 2.3750" (60.32 mm) 0.2500" (6.35 mm) Ea
49717 CX012049717 17/64" (6.75 mm) 6.2500" (158.75 mm) 3.8750" (98.42 mm) 2.3750" (60.32 mm) 0.2656" (6.75 mm) Ea
49720 CX012049720 5/16" (7.94 mm) 6.3750" (161.92 mm) 4.0000" (101.60 mm) 2.3750" (60.32 mm) 0.3125" (7.94 mm) Ea
49722 CX012049722 11/32" (8.73 mm) 6.5000" (165.10 mm) 4.1250" (104.77 mm) 2.3750" (60.32 mm) 0.3438" (8.73 mm) Ea
49724 CX012049724 3/8" (9.53 mm) 6.7500" (171.45 mm) 4.2500" (107.95 mm) 2.5000" (63.50 mm) 0.3750" (9.52 mm) Ea
49732 CX012049732 1/2" (12.70 mm) 7.7500" (196.85 mm) 4.7500" (120.65 mm) 3.0000" (76.20 mm) 0.5000" (12.70 mm) Ea

Left-Hand Helix Jobber Length Drill
• Material application: carbon steel, cast iron, non-ferrous materials
• General-purpose for a wide range of operating conditions and materials
• Premium High Speed Steel
• Left-hand helix is ideal for use in screw machines where machine spindle rotation 

is counter-clockwise
• Can substitute for screw extractors to remove broken parts without damaging 

threaded holes

 LEFT-HAND HELIX JOBBER LENGTH DRILL

MFG# Sykes# Diameter Overall Length Flute Length Shank Length Shank Size UOM

44408 CX015044408 1/8" (3.18 mm) 2.7500" (69.85 mm) 1.6250" (41.27 mm) 1.1250" (28.57 mm) 0.1250" (3.17 mm) Ea

44412 CX015044412 3/16" (4.76 mm) 3.5000" (88.90 mm) 2.3125" (58.74 mm) 1.1875" (30.16 mm) 0.1875" (4.76 mm) Ea

44416 CX015044416 1/4" (6.35 mm) 4.0000" (101.60 mm) 2.7500" (69.85 mm) 1.2500" (31.75 mm) 0.2500" (6.35 mm) Ea

44420 CX015044420 5/16" (7.94 mm) 4.5000" (114.30 mm) 3.1875" (80.96 mm) 1.3125" (33.34 mm) 0.3125" (7.94 mm) Ea

44424 CX015044424 3/8" (9.53 mm) 5.0000" (127.00 mm) 3.6250" (92.07 mm) 1.3750" (34.92 mm) 0.3750" (9.52 mm) Ea

Reduced Shank Drill Bit
• Material application: carbon steel, alloy steel, cast iron 
• Larger size general-purpose drills with 1/2” reduced shank 
• Premium Cobalt High Speed Steel 
• Three flats on shank for tighter chucking 
• Standard 6” overall length and 3 1/8” flute length for increased rigidity, less 

deflection, and better hole accuracy 
• Straw finish and TiN coating standard; adds lubricity and easily identifies cobalt drills 

 REDUCED SHANK DRILL BIT

MFG# Sykes# Diameter Shank Neck Diameter UOM

53434 CX019053434 17/32" (13.49 mm) 0.4872" Ea

53436 CX019053436 9/16" (14.29 mm) 0.5185" Ea

53440 CX019053440 5/8" (15.88 mm) 0.5810" Ea

53444 CX019053444 11/16" (17.46 mm) 0.6435" Ea

53448 CX019053448 3/4" (19.05 mm) 0.7060" Ea

53464 CX019053464 1" (25.40 mm) 0.9560" Ea

• Black oxide finish
• 120 Style
• 2 Spiral flutes
• Right hand cut

• Right hand spiral
• 118° Radial point
• Straight shank
• Fractional drill size system

• Left hand spiral
• 118° Radial point
• Straight shank
• Fractional drill size system

• 150L Style
• Bright finish
• 2 Spiral flutes
• Left hand cut

• Silver and deming drill 
• Fractional drill size system 
• 190C Style 
• 2 Spiral flutes 
• Right hand cut 
• Right hand spiral 
• 118° Split point angle 
• Reduced shank

Cutting Tools

Heavy-Duty Jobber Length Drill
• High Speed Steel with Black & Gold finish
• 1878 Style
• 2 Spiral flutes
• Right hand cut
• Right hand spiral
• 135° Point angle
• Straight shank
• ASME B94.11M, DIN 338 Standard

 HEAVY-DUTY JOBBER LENGTH DRILL

MFG# Sykes# Diameter Overall
Length

Flute
Length

Shank
Length

Shank
Size

Diameter
(Wire/Let)

Drill Size 
System

Point
Style

Shank End
Feature

Shank End
Feature
Length

UOM

C18029 CXC18029 0.2340" 3 7/8"
(98.42 mm)

2 5/8"
(66.67 mm)

1.2500" 
(31.75 mm)

0.2340" 
(5.94 mm) A Letter Split 3 Flats 0.7500" Ea

C18030 CXC18030 0.2380" 4"
(101.60 mm)

2 3/4"
(69.85 mm)

1.2500" 
(31.75 mm)

0.2380" 
(6.05 mm) B Letter Split 3 Flats 0.7500" Ea

C18031 CXC18031 0.2420" 4"
(101.60 mm)

2 3/4"
(69.85 mm)

1.2500" 
(31.75 mm)

0.2420" 
(6.15 mm) C Letter Split 3 Flats 0.7500" Ea

C18032 CXC18032 0.2460" 4" 
(101.60 mm)

2 3/4"
(69.85 mm)

1.2500" 
(31.75 mm)

0.2460" 
(6.25 mm) D Letter Split 3 Flats 0.7500" Ea

C18033 CXC18033 0.2570" 4 1/8"
(104.77 mm)

2 7/8"
(73.02 mm)

1.2500" 
(31.75 mm)

0.2570" 
(6.53 mm) F Letter Split 3 Flats 0.7500" Ea

C18034 CXC18034 0.2610" 4 1/8"
(104.77 mm)

2 7/8"
(73.02 mm)

1.2500" 
(31.75 mm)

0.2610" 
(6.63 mm) G Letter Split 3 Flats 0.7500" Ea

C18035 CXC18035 0.2660" 4 1/8"
(104.77 mm)

2 7/8" 
(73.02 mm)

1.2500" 
(31.75 mm)

0.2660" 
(6.76 mm) H Letter Split 3 Flats 0.7500" Ea

C18036 CXC18036 0.2720" 4 1/8"
(104.77 mm)

2 7/8"
(73.02 mm)

1.2500" 
(31.75 mm)

0.2720" 
(6.91 mm) I Letter Split 3 Flats 0.7500" Ea

C18037 CXC18037 0.2770" 4 1/8"
(104.77 mm)

2 7/8"
(73.02 mm)

1.2500" 
(31.75 mm)

0.2770" 
(7.04 mm) J Letter Split 3 Flats 0.7500" Ea

C18038 CXC18038 0.2810" 4 1/4"
(107.95 mm)

2 15/16" 
(74.61 mm)

1.3125" 
(33.34 mm)

0.2810" 
(7.14 mm) K Letter Split 3 Flats 0.7500" Ea

C18039 CXC18039 0.2900" 4 1/4"
(107.95 mm)

2 15/16" 
(74.61 mm)

1.3125" 
(33.34 mm)

0.2900" 
(7.37 mm) L Letter Split 3 Flats 0.7500" Ea

C18040 CXC18040 0.2950" 4 3/8"
(111.13 mm)

3 1/16" 
(77.79 mm)

1.3125" 
(33.34 mm)

0.2950" 
(7.49 mm) M Letter Split 3 Flats 0.7500" Ea

C18041 CXC18041 0.3020" 4 3/8"
(111.13 mm)

3 1/16" 
(77.79 mm)

1.3125" 
(33.34 mm)

0.3020" 
(7.67 mm) N Letter Split 3 Flats 0.7500" Ea

C18042 CXC18042 0.3160" 4 1/2" 
(114.30 mm)

3 3/16" 
(80.96 mm)

1.3125" 
(33.34 mm)

0.3160" 
(8.03 mm) O Letter Split 3 Flats 0.7500" Ea

C18043 CXC18043 0.3230" 4 5/8"
(117.47 mm)

3 5/16" 
(84.14 mm)

1.3125" 
(33.34 mm)

0.3230" 
(8.20 mm) P Letter Split 3 Flats 0.7500" Ea

C18044 CXC18044 0.3320" 4 3/4"
(120.65 mm)

3 7/16" 
(87.31 mm)

1.3125" 
(33.34 mm)

0.3320" 
(8.43 mm) Q Letter Split 3 Flats 0.7500" Ea

C18045 CXC18045 0.3390" 4 3/4"
(120.65 mm)

3 7/16" 
(87.31 mm)

1.3125" 
(33.34 mm)

0.3390" 
(8.61 mm) R Letter Split 3 Flats 0.7500" Ea

C18046 CXC18046 0.3480" 4 7/8"
(123.82 mm)

3 1/2"
(88.90 mm)

1.3750" 
(34.92 mm)

0.3480" 
(8.84 mm) S Letter Split 3 Flats 0.7500" Ea

C18047 CXC18047 0.3580" 4 7/8"
(123.82 mm)

3 1/2"
(88.90 mm)

1.3750" 
(34.92 mm)

0.3580" 
(9.09 mm) T Letter Split 3 Flats 0.7500" Ea

C18048 CXC18048 0.3680" 5" 
(127.00 mm)

3 5/8"
(92.07 mm)

1.3750" 
(34.92 mm)

0.3680" 
(9.35 mm) U Letter Split 3 Flats 0.8750" Ea

C18049 CXC18049 0.3770" 5"
(127.00 mm)

3 5/8"
(92.07 mm)

1.3750" 
(34.92 mm)

0.3770" 
(9.58 mm) V Letter Split 3 Flats 0.8750" Ea

C18050 CXC18050 0.3860" 5 1/8"
(130.17 mm)

3 3/4"
(95.25 mm)

1.3750" 
(34.92 mm)

0.3860" 
(9.80 mm) W Letter Split 3 Flats 0.8750" Ea

C18051 CXC18051 0.3970" 5 1/8"
(130.17 mm)

3 3/4"
(95.25 mm)

1.3750" 
(34.92 mm)

0.3970" 
(10.08 mm) X Letter Split 3 Flats 0.8750" Ea

C18052 CXC18052 0.4040" 5 1/4"
(133.35 mm)

3 7/8"
(98.42 mm)

1.3750" 
(34.92 mm)

0.4040" 
(10.26 mm) Y Letter Split 3 Flats 0.8750" Ea

C18053 CXC18053 0.4130" 5 1/4"
(133.35 mm)

3 7/8"
(98.42 mm)

1.3750" 
(34.92 mm)

0.4130" 
(10.49 mm) Z Letter Split 3 Flats 0.8750" Ea
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MFG# Sykes# Diameter Overall
Length

Flute
Length

Shank
Length

Shank
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Diameter
(Wire/Let)

Drill Size 
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Shank End
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C18054 CXC18054 0.2280" 3 7/8"
(98.42 mm)

2 5/8"
(66.67 mm)

1.2500" 
(31.75 mm)

0.2280" 
(5.79 mm) 1 Wire Split 3 Flats 0.7500" Ea

C18055 CXC18055 0.2210" 3 7/8"
(98.42 mm)

2 5/8"
(66.67 mm)

1.2500" 
(31.75 mm)

0.2210" 
(5.61 mm) 2 Wire Split 3 Flats 0.7500" Ea

C18056 CXC18056 0.2130" 3 3/4"
(95.25 mm)

2 1/2"
(63.50 mm)

1.2500" 
(31.75 mm)

0.2130" 
(5.41 mm) 3 Wire Split 3 Flats 0.7500" Ea

C18057 CXC18057 0.2090" 3 3/4"
(95.25 mm)

2 1/2"
(63.50 mm)

1.2500" 
(31.75 mm)

0.2090" 
(5.31 mm) 4 Wire Split 3 Flats 0.7500" Ea

C18058 CXC18058 0.2055" 3 3/4"
(95.25 mm)

2 1/2"
(63.50 mm)

1.2500" 
(31.75 mm)

0.2055" 
(5.22 mm) 5 Wire Split 3 Flats 0.7500" Ea

C18059 CXC18059 0.2040" 3 3/4"
(95.25 mm)

2 1/2"
(63.50 mm)

1.2500" 
(31.75 mm)

0.2040" 
(5.18 mm) 6 Wire Split 3 Flats 0.7500" Ea

C18060 CXC18060 0.2010" 3 5/8"
(92.07 mm)

2 7/16" 
(61.91 mm)

1.1875" 
(30.16 mm)

0.2010" 
(5.11 mm) 7 Wire Split 3 Flats 0.7500" Ea

C18061 CXC18061 0.1990" 3 5/8"
(92.07 mm)

2 7/16" 
(61.91 mm)

1.1875" 
(30.16 mm)

0.1990" 
(5.05 mm) 8 Wire Split 3 Flats 0.7500" Ea

C18062 CXC18062 0.1960" 3 5/8"
(92.07 mm)

2 7/16" 
(61.91 mm)

1.1875" 
(30.16 mm)

0.1960" 
(4.98 mm) 9 Wire Split 3 Flats 0.7500" Ea

C18063 CXC18063 0.1935" 3 5/8"
(92.07 mm)

2 7/16" 
(61.91 mm)

1.1875" 
(30.16 mm)

0.1935" 
(4.91 mm) 10 Wire Split 3 Flats 0.7500" Ea

C18064 CXC18064 0.1910" 3 1/2"
(88.90 mm)

2 5/16" 
(58.74 mm)

1.1875" 
(30.16 mm)

0.1910" 
(4.85 mm) 11 Wire Split 3 Flats 0.7500" Ea

C18065 CXC18065 0.1890" 
(4.80 mm)

3 1/2"
(88.90 mm)

2 5/16" 
(58.74 mm)

1.1875" 
(30.16 mm)

0.1890" 
(4.80 mm) 12 Wire Split 3 Flats 0.7500" Ea

C18066 CXC18066 0.1850" 
(4.70 mm)

3 1/2"
(88.90 mm)

2 5/16" 
(58.74 mm)

1.1875" 
(30.16 mm)

0.1850" 
(4.70 mm) 13 Wire Split N/A N/A Ea

C18067 CXC18067 0.1820" 3 3/8"
(85.72 mm)

2 3/16" 
(55.56 mm)

1.1875" 
(30.16 mm)

0.1820" 
(4.62 mm) 14 Wire Split N/A N/A Ea

C18068 CXC18068 0.1800" 3 3/8"
(85.72 mm)

2 3/16" 
(55.56 mm)

1.1875" 
(30.16 mm)

0.1800" 
(4.57 mm) 15 Wire Split N/A N/A Ea

C18069 CXC18069 0.1770" 3 3/8"
(85.72 mm)

2 3/16" 
(55.56 mm)

1.1875" 
(30.16 mm)

0.1770" 
(4.50 mm) 16 Wire Split N/A N/A Ea

C18070 CXC18070 0.1730" 3 3/8"
(85.72 mm)

2 3/16" 
(55.56 mm)

1.1875" 
(30.16 mm)

0.1730" 
(4.39 mm) 17 Wire Split N/A N/A Ea

C18071 CXC18071 0.1695" 3 1/4"
(82.55 mm)

2 1/8"
(53.97 mm)

1.1250" 
(28.57 mm)

0.1695" 
(4.31 mm) 18 Wire Split N/A N/A Ea

C18072 CXC18072 0.1660" 3 1/4"
(82.55 mm)

2 1/8"
(53.97 mm)

1.1250" 
(28.57 mm)

0.1660" 
(4.22 mm) 19 Wire Split N/A N/A Ea

C18073 CXC18073 0.1610" 3 1/4"
(82.55 mm)

2 1/8"
(53.97 mm)

1.1250" 
(28.57 mm)

0.1610" 
(4.09 mm) 20 Wire Split N/A N/A Ea

C18074 CXC18074 0.1590" 3 1/4"
(82.55 mm)

2 1/8"
(53.97 mm)

1.1250" 
(28.57 mm)

0.1590" 
(4.04 mm) 21 Wire Split N/A N/A Ea

C18075 CXC18075 0.1570" 3 1/8"
(79.38 mm)

2"
(50.80 mm)

1.1250" 
(28.57 mm)

0.1570" 
(3.99 mm) 22 Wire Split N/A N/A Ea

C18076 CXC18076 0.1540" 3 1/8"
(79.38 mm)

2"
(50.80 mm)

1.1250" 
(28.57 mm)

0.1540" 
(3.91 mm) 23 Wire Split N/A N/A Ea

C18077 CXC18077 0.1520" 3 1/8"
(79.38 mm)

2"
(50.80 mm)

1.1250" 
(28.57 mm)

0.1520" 
(3.86 mm) 24 Wire Split N/A N/A Ea

C18078 CXC18078 0.1495" 3"
(76.20 mm)

1 7/8"
(47.63 mm)

1.1250" 
(28.57 mm)

0.1495" 
(3.80 mm) 25 Wire Split N/A N/A Ea

C18079 CXC18079 0.1470" 3"
(76.20 mm)

1 7/8"
(47.63 mm)

1.1250" 
(28.57 mm)

0.1470" 
(3.73 mm) 26 Wire Split N/A N/A Ea

C18080 CXC18080 0.1440" 3"
(76.20 mm)

1 7/8"
(47.63 mm)

1.1250" 
(28.57 mm)

0.1440" 
(3.66 mm) 27 Wire Split N/A N/A Ea

C18081 CXC18081 0.1405" 2 7/8"
(73.02 mm)

1 3/4"
(44.45 mm)

1.1250" 
(28.57 mm)

0.1405" 
(3.57 mm) 28 Wire Split N/A N/A Ea

C18082 CXC18082 0.1360" 2 7/8"
(73.02 mm)

1 3/4"
(44.45 mm)

1.1250" 
(28.57 mm)

0.1360" 
(3.45 mm) 29 Wire Split N/A N/A Ea

C18083 CXC18083 0.1285" 2 3/4" 
(69.85 mm)

1 5/8"
(41.27 mm)

1.1250" 
(28.57 mm)

0.1285" 
(3.26 mm) 30 Wire Split N/A N/A Ea

Heavy-Duty Jobber Length Drill, cont'd

Cutting Tools
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C18084 CXC18084 0.1200" 2 3/4"
(69.85 mm)

1 5/8"
(41.27 mm)

1.1250" 
(28.57 mm)

0.1200" 
(3.05 mm) 31 Wire Split N/A N/A Ea

C18085 CXC18085 0.1160" 2 3/4"
(69.85 mm)

1 5/8"
(41.27 mm)

1.1250" 
(28.57 mm)

0.1160" 
(2.95 mm) 32 Wire Split N/A N/A Ea

C18086 CXC18086 0.1130" 2 5/8"
(66.67 mm)

1 1/2"
(38.10 mm)

1.1250" 
(28.57 mm)

0.1130" 
(2.87 mm) 33 Wire Split N/A N/A Ea

C18087 CXC18087 0.1110" 2 5/8"
(66.67 mm)

1 1/2"
(38.10 mm)

1.1250" 
(28.57 mm)

0.1110" 
(2.82 mm) 34 Wire Split N/A N/A Ea

C18088 CXC18088 0.1100" 2 5/8"
(66.67 mm)

1 1/2"
(38.10 mm)

1.1250" 
(28.57 mm)

0.1100" 
(2.79 mm) 35 Wire Split N/A N/A Ea

C18089 CXC18089 0.1065" 2 1/2"
(63.50 mm)

1 7/16" 
(36.51 mm)

1.0625" 
(26.99 mm)

0.1065" 
(2.71 mm) 36 Wire Split N/A N/A Ea

C18090 CXC18090 0.1040" 2 1/2"
(63.50 mm)

1 7/16" 
(36.51 mm)

1.0625" 
(26.99 mm)

0.1040" 
(2.64 mm) 37 Wire Split N/A N/A Ea

C18091 CXC18091 0.1015" 2 1/2"
(63.50 mm)

1 7/16" 
(36.51 mm)

1.0625" 
(26.99 mm)

0.1015" 
(2.58 mm) 38 Wire Split N/A N/A Ea

C18092 CXC18092 0.0995" 2 3/8"
(60.32 mm)

1 3/8"
(34.92 mm)

1.0000" 
(25.40 mm)

0.0995" 
(2.53 mm) 39 Wire Split N/A N/A Ea

C18093 CXC18093 0.0980" 2 3/8"
(60.32 mm)

1 3/8"
(34.92 mm)

1.0000" 
(25.40 mm)

0.0980" 
(2.49 mm) 40 Wire Split N/A N/A Ea

C18094 CXC18094 0.0960" 2 3/8"
(60.32 mm)

1 3/8"
(34.92 mm)

1.0000" 
(25.40 mm)

0.0960" 
(2.44 mm) 41 Wire Split N/A N/A Ea

C18095 CXC18095 0.0935" 2 1/4"
(57.15 mm)

1 1/4"
(31.75 mm)

1.0000" 
(25.40 mm)

0.0935" 
(2.37 mm) 42 Wire Split N/A N/A Ea

C18096 CXC18096 0.0890" 2 1/4"
(57.15 mm)

1 1/4"
(31.75 mm)

1.0000" 
(25.40 mm)

0.0890" 
(2.26 mm) 43 Wire Split N/A N/A Ea

C18097 CXC18097 0.0860" 2 1/8"
(53.97 mm)

1 1/8"
(28.57 mm)

1.0000" 
(25.40 mm)

0.0860" 
(2.18 mm) 44 Wire Split N/A N/A Ea

C18098 CXC18098 0.0820" 2 1/8"
(53.97 mm)

1 1/8"
(28.57 mm)

1.0000" 
(25.40 mm)

0.0820" 
(2.08 mm) 45 Wire Split N/A N/A Ea

C18099 CXC18099 0.0810" 2 1/8"
(53.97 mm)

1 1/8"
(28.57 mm)

1.0000" 
(25.40 mm)

0.0810" 
(2.06 mm) 46 Wire Split N/A N/A Ea

C18100 CXC18100 0.0785" 2"
(50.80 mm)

1" 
(25.40 mm)

1.0000" 
(25.40 mm)

0.0785" 
(1.99 mm) 47 Wire Split N/A N/A Ea

C18101 CXC18101 0.0760" 2"
(50.80 mm)

1"
(25.40 mm)

1.0000" 
(25.40 mm)

0.0760" 
(1.93 mm) 48 Wire Split N/A N/A Ea

C18102 CXC18102 0.0730" 2"
(50.80 mm)

1"
(25.40 mm)

1.0000" 
(25.40 mm)

0.0730" 
(1.85 mm) 49 Wire Split N/A N/A Ea

C18103 CXC18103 0.0700" 2"
(50.80 mm)

1"
(25.40 mm)

1.0000" 
(25.40 mm)

0.0700" 
(1.78 mm) 50 Wire Split N/A N/A Ea

C18104 CXC18104 0.0670" 2"
(50.80 mm)

1"
(25.40 mm)

1.0000" 
(25.40 mm)

0.0670" 
(1.70 mm) 51 Wire Split N/A N/A Ea

C18105 CXC18105 0.0635" 1 7/8"
(47.63 mm)

7/8"
(22.22 mm)

1.0000" 
(25.40 mm)

0.0635" 
(1.61 mm) 52 Wire Split N/A N/A Ea

C18106 CXC18106 0.0595" 1 7/8"
(47.63 mm)

7/8"
(22.22 mm)

1.0000" 
(25.40 mm)

0.0595" 
(1.51 mm) 53 Wire Radial N/A N/A Ea

C18107 CXC18107 0.0550" 1 7/8"
(47.63 mm)

7/8"
(22.22 mm)

1.0000" 
(25.40 mm)

0.0550" 
(1.40 mm) 54 Wire Radial N/A N/A Ea

C18108 CXC18108 0.0520" 1 7/8"
(47.63 mm)

7/8"
(22.22 mm)

1.0000" 
(25.40 mm)

0.0520" 
(1.32 mm) 55 Wire Radial N/A N/A Ea

C18109 CXC18109 0.0465" 1 3/4"
(44.45 mm)

3/4"
(19.05 mm)

1.0000" 
(25.40 mm)

0.0465" 
(1.18 mm) 56 Wire Radial N/A N/A Ea

C18110 CXC18110 0.0430" 1 3/4"
(44.45 mm)

3/4"
(19.05 mm)

1.0000" 
(25.40 mm)

0.0430" 
(1.09 mm) 57 Wire Radial N/A N/A Ea

C18111 CXC18111 0.0420" 1 5/8"
(41.27 mm)

11/16"
(17.46 mm)

0.9375" 
(23.81 mm)

0.0420" 
(1.07 mm) 58 Wire Radial N/A N/A Ea

C18112 CXC18112 0.0410" 1 5/8"
(41.27 mm)

11/16"
(17.46 mm)

0.9375" 
(23.81 mm)

0.0410" 
(1.04 mm) 59 Wire Radial N/A N/A Ea

C18113 CXC18113 0.0400" 1 5/8"
(41.27 mm)

11/16"
(17.46 mm)

0.9375" 
(23.81 mm)

0.0400" 
(1.02 mm) 60 Wire Radial N/A N/A Ea

Heavy-Duty Jobber Length Drill, cont'd
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Split Point Jobber Length Drill Bit
• Manufactured to NAS 907 type j geometry aerospace specifications 
• Heavy-duty construction for tough, high-tensile, and work-hardening materials under extreme operating conditions
• Premium Cobalt High Speed Steel 
• Metric drills are manufactured to din 338 OAl and flute length specifications 
• 550 Style 
• Straw finish 
• 2 Spiral flutes 
• Right hand cut 
• Right hand spiral 
• 135° Split point angle 
• Straight shank

 SPLIT POINT JOBBER LENGTH DRILL BIT

MFG# Sykes# Diameter Diameter
(Wire/Let)

Drill Size
System Flute Length Overall Length Shank Length Shank Size UOM

Fractional Drill Size System

46604 CX055046604 1/16" (1.59 mm) N/A Fractional 0.8750" (22.22 mm) 1.8750" (47.63 mm) 1.0000" (25.40 mm) 0.0625" (1.59 mm) Ea

46605 CX055046605 5/64" (1.98 mm) N/A Fractional 1.0000" (25.40 mm) 2.0000" (50.80 mm) 1.0000" (25.40 mm) 0.0781" (1.98 mm) Ea

46606 CX055046606 3/32" (2.38 mm) N/A Fractional 1.2500" (31.75 mm) 2.2500" (57.15 mm) 1.0000" (25.40 mm) 0.0938" (2.38 mm) Ea

46607 CX055046607 7/64" (2.78 mm) N/A Fractional 1.5000" (38.10 mm) 2.6250" (66.67 mm) 1.1250" (28.57 mm) 0.1094" (2.78 mm) Ea

46608 CX055046608 1/8" (3.18 mm) N/A Fractional 1.6250" (41.27 mm) 2.7500" (69.85 mm) 1.1250" (28.57 mm) 0.1250" (3.17 mm) Ea

46609 CX055046609 9/64" (3.57 mm) N/A Fractional 1.7500" (44.45 mm) 2.8750" (73.02 mm) 1.1250" (28.57 mm) 0.1406" (3.57 mm) Ea

46610 CX055046610 5/32" (3.97 mm) N/A Fractional 2.0000" (50.80 mm) 3.1250" (79.38 mm) 1.1250" (28.57 mm) 0.1562" (3.97 mm) Ea

46611 CX055046611 11/64" (4.37 mm) N/A Fractional 2.1250" (53.97 mm) 3.2500" (82.55 mm) 1.1250" (28.57 mm) 0.1719" (4.37 mm) Ea

46612 CX055046612 3/16" (4.76 mm) N/A Fractional 2.3125" (58.74 mm) 3.5000" (88.90 mm) 1.1875" (30.16 mm) 0.1875" (4.76 mm) Ea

46613 CX055046613 13/64" (5.16 mm) N/A Fractional 2.4375" (61.91 mm) 3.6250" (92.07 mm) 1.1875" (30.16 mm) 0.2031" (5.16 mm) Ea

46614 CX055046614 7/32" (5.56 mm) N/A Fractional 2.5000" (63.50 mm) 3.7500" (95.25 mm) 1.2500" (31.75 mm) 0.2188" (5.56 mm) Ea

46615 CX055046615 15/64" (5.95 mm) N/A Fractional 2.6250" (66.67 mm) 3.8750" (98.42 mm) 1.2500" (31.75 mm) 0.2344" (5.95 mm) Ea

46616 CX055046616 1/4" (6.35 mm) E Fractional 2.7500" (69.85 mm) 4.0000" (101.60 mm) 1.2500" (31.75 mm) 0.2500" (6.35 mm) Ea

46617 CX055046617 17/64" (6.75 mm) N/A Fractional 2.8750" (73.02 mm) 4.1250" (104.77 mm) 1.2500" (31.75 mm) 0.2656" (6.75 mm) Ea

46618 CX055046618 9/32" (7.14 mm) N/A Fractional 2.9375" (74.61 mm) 4.2500" (107.95 mm) 1.3125" (33.34 mm) 0.2812" (7.14 mm) Ea

46619 CX055046619 19/64" (7.54 mm) N/A Fractional 3.0625" (77.79 mm) 4.3750" (111.13 mm) 1.3125" (33.34 mm) 0.2969" (7.54 mm) Ea

46620 CX055046620 5/16" (7.94 mm) N/A Fractional 3.1875" (80.96 mm) 4.5000" (114.30 mm) 1.3125" (33.34 mm) 0.3125" (7.94 mm) Ea

46621 CX055046621 21/64" (8.33 mm) N/A Fractional 3.3125" (84.14 mm) 4.6250" (117.47 mm) 1.3125" (33.34 mm) 0.3281" (8.33 mm) Ea

46622 CX055046622 11/32" (8.73 mm) N/A Fractional 3.4375" (87.31 mm) 4.7500" (120.65 mm) 1.3125" (33.34 mm) 0.3438" (8.73 mm) Ea

46623 CX055046623 23/64" (9.13 mm) N/A Fractional 3.5000" (88.90 mm) 4.8750" (123.82 mm) 1.3750" (34.92 mm) 0.3594" (9.13 mm) Ea

46624 CX055046624 3/8" (9.53 mm) N/A Fractional 3.6250" (92.07 mm) 5.0000" (127.00 mm) 1.3750" (34.92 mm) 0.3750" (9.52 mm) Ea

46625 CX055046625 25/64" (9.92 mm) N/A Fractional 3.7500" (95.25 mm) 5.1250" (130.17 mm) 1.3750" (34.92 mm) 0.3906" (9.92 mm) Ea

46626 CX055046626 13/32" (10.32 mm) N/A Fractional 3.8750" (98.42 mm) 5.2500" (133.35 mm) 1.3750" (34.92 mm) 0.4062" (10.32 mm) Ea

46627 CX055046627 27/64" (10.72 mm) N/A Fractional 3.9375" (100.01 mm) 5.3750" (136.53 mm) 1.4375" (36.51 mm) 0.4219" (10.72 mm) Ea

46628 CX055046628 7/16" (11.11 mm) N/A Fractional 4.0625" (103.19 mm) 5.5000" (139.70 mm) 1.4375" (36.51 mm) 0.4375" (11.11 mm) Ea

46629 CX055046629 29/64" (11.51 mm) N/A Fractional 4.1875" (106.36 mm) 5.6250" (142.88 mm) 1.4375" (36.51 mm) 0.4531" (11.51 mm) Ea

46630 CX055046630 15/32" (11.91 mm) N/A Fractional 4.3125" (109.54 mm) 5.7500" (146.05 mm) 1.4375" (36.51 mm) 0.4688" (11.91 mm) Ea

46631 CX055046631 31/64" (12.30 mm) N/A Fractional 4.3750" (111.13 mm) 5.8750" (149.22 mm) 1.5000" (38.10 mm) 0.4844" (12.30 mm) Ea

46632 CX055046632 1/2" (12.70 mm) N/A Fractional 4.5000" (114.30 mm) 6.0000" (152.40 mm) 1.5000" (38.10 mm) 0.5000" (12.70 mm) Ea
Letter Drill Size System

46776 CX055046776 0.2570" (6.53 mm) F Letter 2.8750" (73.02 mm) 4.1250" (104.77 mm) 1.2500" (31.75 mm) 0.2570" (6.53 mm) Ea
Wire Drill Size System

46677 CX055046677 0.2010" (5.11 mm) 7 Wire 2.4375" (61.91 mm) 3.6250" (92.07 mm) 1.1875" (30.16 mm) 0.2010" (5.11 mm) Ea

46691 CX055046691 0.1590" (4.04 mm) 21 Wire 2.1250" (53.97 mm) 3.2500" (82.55 mm) 1.1250" (28.57 mm) 0.1590" (4.04 mm) Ea

46695 CX055046695 0.1495" (3.80 mm) 25 Wire 1.8750" (47.63 mm) 3.0000" (76.20 mm) 1.1250" (28.57 mm) 0.1495" (3.80 mm) Ea

46699 CX055046699 0.1360" (3.45 mm) 29 Wire 1.7500" (44.45 mm) 2.8750" (73.02 mm) 1.1250" (28.57 mm) 0.1360" (3.45 mm) Ea

46706 CX055046706 0.1065" (2.71 mm) 36 Wire 1.4375" (36.51 mm) 2.5000" (63.50 mm) 1.0625" (26.99 mm) 0.1065" (2.71 mm) Ea

46714 CX055046714 0.0860" (2.18 mm) 44 Wire 1.1250" (28.57 mm) 2.1250" (53.97 mm) 1.0000" (25.40 mm) 0.0860" (2.18 mm) Ea

Cutting Tools

Silver & Deming Drill Bit
• Material application: carbon steel, cast iron, alloy steel, wood; use wherever 

maximum chuck capacity is 1/2" 
• Larger size general purpose drills with 1/2" reduced shank 
• Premium High Speed Steel 
• 118° Radial split point through 1 1/4" size 
• Standard 6" overall length and 3 1/8" flute length for increased rigidity, less 

deflection, and better hole accuracy 
• Fractional drill system 
• 190 Style 
• Steam oxide finish 
• 2 Spiral flutes 
• Right hand cut 
• Right hand spiral 
• Reduced shank

 SILVER & DEMING DRILL BIT

MFG# Sykes# Diameter Shank Neck Diameter UOM

55433 CX019055433 33/64" (13.10 mm) 0.4716" Ea

55434 CX019055434 17/32" (13.49 mm) 0.4872" Ea

55435 CX019055435 35/64" (13.89 mm) 0.5029" Ea

55436 CX019055436 9/16" (14.29 mm) 0.5185" Ea

55437 CX019055437 37/64" (14.68 mm) 0.5341" Ea

55438 CX019055438 19/32" (15.08 mm) 0.5498" Ea

55439 CX019055439 39/64" (15.48 mm) 0.5654" Ea

55440 CX019055440 5/8" (15.88 mm) 0.5810" Ea

55441 CX019055441 41/64" (16.27 mm) 0.5966" Ea

55442 CX019055442 21/32" (16.67 mm) 0.6122" Ea

55443 CX019055443 43/64" (17.07 mm) 0.6279" Ea

55444 CX019055444 11/16" (17.46 mm) 0.6435" Ea

55445 CX019055445 45/64" (17.86 mm) 0.6591" Ea

55446 CX019055446 23/32" (18.26 mm) 0.6748" Ea

55447 CX019055447 47/64" (18.65 mm) 0.6904" Ea

55448 CX019055448 3/4" (19.05 mm) 0.7060" Ea

55449 CX019055449 49/64" (19.45 mm) 0.7216" Ea

55450 CX019055450 25/32" (19.84 mm) 0.7373" Ea

55452 CX019055452 13/16" (20.64 mm) 0.7685" Ea

55454 CX019055454 27/32" (21.43 mm) 0.7998" Ea

55456 CX019055456 7/8" (22.23 mm) 0.8310" Ea

55458 CX019055458 29/32" (23.02 mm) 0.8623" Ea

55459 CX019055459 59/64" (23.42 mm) 0.8779" Ea

55460 CX019055460 15/16" (23.81 mm) 0.8935" Ea

55462 CX019055462 31/32" (24.61 mm) 0.9248" Ea

55464 CX019055464 1" (25.40 mm) 0.9560" Ea

55468 CX019055468 1 1/16" (26.99 mm) 1.0185" Ea

55472 CX019055472 1 1/8" (28.58 mm) 1.0810" Ea

55476 CX019055476 1 3/16" (30.16 mm) 1.1435" Ea

55480 CX019055480 1 1/4" (31.75 mm) 1.2060" Ea

55488 CX019055488 1 3/8" (34.93 mm) 1.3310" Ea

55496 CX019055496 1 1/2" (38.10 mm) 1.4560" Ea

Tap and Drill Index
Combines taps with the corresponding tap drill. Clips 
mounted in the cover provide a handy place for securing 
T-handle or adjustable tap wrench. All-steel reamer 
cases. Each storage hole precisely sized for accurate, quick tool selection. Raised 
embossed lettering for permanent identification. Corrosion-resistant, epoxy baked 
on coating. Secure, snap-lock steel cover. Rugged, heavy gauge all–steel case. 4" x 
7" x 1 1/4".

• 12600: Holds National Coarse sizes: 6-32 tap #36 drill, 8-32 #29, 10-24 #25, 10-32 
#21, 1/4-20 #7, 5/16-18#F, 3/8-16 #5/16, 7/16-14#U, 1/2-13#27/64
• 12675: I.S.O. 529 1975; Holds Metric sizes: 2.5 x 0.45 tap 2.05 drill, 3.0 x 0.50 2.50, 
3.5 x 0.60 2.90, 4.0 x 0.70 3.30, 5.0 x 0.80 4.20, 6.0 x 1.00 5.00, 8.00 x 1.25 6.70, 10.0 x 
1.50 8.50, 12.0 x 1.75 10.20

 CX015012600

MFG# Sykes# Description UOM

12600 CX015012600 Tap & drill index, holds National Coarse sizes Ea

12675 CX015012675 Tap & drill index, holds Metric sizes Ea

Cobalt High Speed Left-Hand Drill Bit
Constructed of M-42 8 percent cobalt high speed steel 
for super abrasive resistance in tough metals. Heavy-
duty spiral flute design produces faster chip ejection. 
Shorter cutting lips reduce torque for drilling in high 
tensile strength materials. 135° Split point reduces 
feed pressure for easier penetration without work 
hardening. Ideal for use with screw extractors.

MFG# Sykes# Diameter Overall Length Flute Length UOM
30505ZR VG30505 5/64" 2" 1" Ea

30507 VG30507 7/64" 2 3/16" 1" Ea

30508 VG30508 1/8" 2 1/4" 1 1/16" Ea

30510 VG30510 5/32" 2 9/16" 1 1/4" Ea

30512ZR VG30512 3/16" 2 7/8" 1 1/2" Ea

30514 VG30514 7/32" 3 1/8" 1 5/8" Ea

30516 VG30516 1/4" 3 5/16" 1 3/4" Ea

30518ZR VG30518 9/32" 3 9/16" 2" Ea

30524 VG30524 3/8" 4 1/8" 2 3/8" Ea

31520 VG30520 5/16" 3 3/4" 2 1/8" Ea

 COBALT HIGH SPEED STEEL
DRILL BIT

Professional Hole Saw Set
Assortment of commonly used hole saws and accessories. 
Each packed in a durable plastic carrying case for 
convenience.
• For use with 9/16" to 13/16" and 1 1/4" to 6" hole saws.
• Kit includes: 5/8", 3/4", 7/8", 1", 1 1/8", 1 1/4", 1 3/8", 1 1/2", 1 3/4", 2", 2 1/2", 3" 
(hole saws); 834-ARBR-730 and 3834-ARBR- 11152QC (arbors); 3834-ADP (adapter); 
(3) pieces 3834-DRL-1 (pilot drill).

MFG# Sykes# Description UOM

862017 ML45498 17-Pc. Hole saw set Set

 ML45498
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Duo-Bit® Masonry Drill Bits
Premium quality, heavy-duty carbide-tipped masonry drills.

 DUO-BIT® MASONRY DRILL BIT

MFG# Sykes# Sizes UOM
W1253 GLW1253 1/8" x 3" Ea

W1256 GLW1256 1/8" x 6" Ea

W1876 GLW1876 3/16" x 6" Ea

W2506 GLW2506 1/4" x 6" Ea

W3126 GLW3126 5/16" x 6" Ea

W5006 GLW5006 1/2’ x 6’ Ea

W5626 GLW5626 9/16" x 6" Ea

Hole Saw Arbor
Arbor suitable for use with Fast Cut (FCH), 
Carbide Tipped (CT) and Diamond (D) hole 
saws (Diamond hole saw applications will usually require an arbor with a carbide 
tipped pilot drill).

 HOLE SAW ARBOR

MFG# Sykes# Description
Fits
Chuck
Size

Fits Hole
Saw Dia. Length

Pilot
Drill
Size

Screw
Thread

Shank
Size UOM

55141 STA1 Hole saw 
arbor, HSS

3/8"
(9.5 mm)

9/16" to 
13/16"
(14 mm to 
30 mm)

3 1/8" 
(79 mm)

1/4"
(6.35 mm) 1/2"-20 11/32" 

(8.75 mm) Ea

55142 STA2
Hole saw
arbor, quick 
hitch

3/8"
(9.5 mm)

1 1/4" to 
8 9/32"
(32 mm to 
210 mm)

N/A 1/4"
(6.35 mm) 1/2"-20 7/16"

(11 mm) Ea

56615 STA10
Hole saw
arbor, quick 
hitch, HSS

3/8"
(9.5 mm)

1 1/4" to 
8 9/32"
(32 mm to 
210 mm)

N/A 1/4"
(6.35 mm) 1/2"-20 11/32" 

(8.75 mm) Ea

56651 STA-15
Hole saw
arbor
extension bar

3/8"
(9.5 mm) N/A 12"

(300 mm) N/A 3/8"
(9.5 mm) Ea

ThunderTwist® SDS Max Drill Bit
Ideal for use at the highest drilling speeds. Solid carbide S-cutter and inclined side 
cutters enable very fast drilling. Vibration-optimized flute design offers the best 
power transfer and increases in speed. For use in concrete and reinforced concrete, 
limestone and masonry. Compatible with rotary hammers with SDS max holders.
• TriCarb grade tip guarantees longer life with faster penetration due to increased 

chiseling action
• ThunderTwist flute design combined with copper brazing alloy
• American chrome-molybdenum-nickel steel

MFG# Sykes# Sizes UOM
PM50018 GLPM50018 1/2" x 18" Ea
PM50021 GLPM50021 1/2" x 23 1/2" Ea
PM62518 GLPM62518 5/8" x 18" Ea
PM62521 GLPM62521 5/8" x 23 1/2" Ea
PM75018 GLPM75018 3/4" x 18" Ea
PM75021 GLPM75021 3/4" x 23 1/2" Ea
PM87518 GLPM87518 7/8" x 18" Ea
PM87521 GLPM87521 7/8" x 23 1/2" Ea
PM100021 GLPM100021 1" x 23 1/2" Ea
PM112521 GLPM112521 1 1/8" x 23 1/2" Ea
PM125021 GLPM125021 1 1/4" x 23 /2" Ea

 THUNDERTWIST® SDS MAX DRILL BIT

Cyclo Impak® Hex Shank Hammer Drill Bits
Premium quality, heavy-duty carbide-tipped hammer drills. Hex shank eliminates 
spinning in all hammer drill chucks. Optimizes the benefits of a keyless chuck. 
Longer life at higher speeds due to “Super H” grade carbide tips.

 CYCLO IMPAK® HEX SHANK HAMMER DRILL BIT

MFG# Sykes# Sizes UOM
H1566 GLH1566 5/32" x 6" Ea

H2506 GLH2506 1/4" x 6" Ea

H3126 GLH3126 5/16" x 6" Ea

H3756 GLH3756 3/8" x 6" Ea

H5006 GLH5006 1/2" x 6" Ea

H6256 GLH6256 5/8" x 6" x 3/8" Ea

H7506 GLH7506 3/4" x 6" x 3/8" Ea

H8756 GLH8756 7/8" x 6" Ea

H10006 GLH10006 1" x 6" Ea

A014C Hole Saw Arbor
Standard high speed steel replacement pilot 
drill. Suitable for all Starrett arbors starting with ‘A’ except A3-Ulti Mate and 
A6-KWIK Change.
Specifications:
• Fits all arbors except A3, A6
• For all bi-metal saws
• Length: 79 mm/3 1/8"
• Diameter: 6.5 mm/1/4"

 STA014C

MFG# Sykes# Description UOM
60163 STA014C A014C Hole saw arbor Ea

Cyclo Twist® Fast Spiral Masonry Drill Bits
Premium quality, heavy-duty carbide-tipped masonry drills.

MFG# Sykes# Sizes UOM
X25013 GLX25013 1/4" x 13" Ea

X25018 GLX25018 1/4" x 18" Ea

X37513 GLX37513 3/8" x 13" Ea

X37518 GLX37518 3/8" x 18" Ea

X50013 GLX50013 1/2" x 13" Ea

X50018 GLX50018 1/2" x 18" Ea

X62513 GLX62513 5/8" x 13" Ea

X62518 GLX62518 5/8" x 18" Ea

X75013 GLX75013 3/4" x 13" Ea

X75018 GLX75018 3/4" x 18" Ea

 CYCLO TWIST® FAST SPIRAL MASONRY DRILL BIT

Cutting Tools

Deep Cut Hole Saw
Hardened, heat-resistant, positive rake HSS teeth with alloy backing. Strong and shatter-resistant. Economical. Cuts wood, metal and steel. For hand held or 
fixed drills. 51 mm (2”) Cutting depth. For use on a wide range of materials, regardless of thickness. Material applications: metal, inox (stainless), non-ferrous 
metals, cast iron, wood, nail embedded wood, veneer, plastic, acrylic, fiberglass, Formica, plaster, suspended floors (wood).
Features: 
• Aggressive material penetration and swarf clearance, removing the need to carry a Constant and Variable Pitch Hole Saw
• Constructed of hardened steel and abrasion resisting High Speed Steel teeth with a tough alloy body and cap
• NVP tooth geometry delivers maximum cut rate, chip flow and service life
• Reduced vibration and smooth cutting action for excellent ergonomics, reducing user fatigue
• Bi-metal steel
• Smooth cut, quiet operation

 DEEP CUT HOLE SAW

MFG# Sykes# Diameter Length RPM Thread Size UOM
Arbor Type: A1-E or A4-E

00427 STHDC0034 3/4” (19 mm) 0.196' 230-690 1/2”-20 Ea
00428 STHDC0078 7/8” (22 mm) 0.229' 195-585 1/2”-20 Ea
00429 STHDC0100 1” (25 mm) 0.262' 175-525 1/2”-20 Ea
00432 STHDC0116 1 1/16” (27 mm) 0.278' 160-500 1/2”-20 Ea
00433 STHDC0118 1 1/8” (29 mm) 0.295' 150-450 1/2”-20 Ea
00435 STHDC0136 1 3/16” (30 mm) 0.311' 145-430 1/2”-20 Ea
Arbor Type: A2-E or A10-E

00431 STHDC0114 1 1/4” (32 mm) 0.327' 140-410 5/8”-18 Ea

00437 STHDC0156 1 5/16” (33 mm) 0.344' 135-390 5/8”-18 Ea

00436 STHDC0138 1 3/8” (35 mm) 0.360' 125-375 5/8”-18 Ea

00439 STHDC0176 1 7/16” (37 mm) 0.376' 120-360 5/8”-18 Ea

00430 STHDC0112 1 1/2” (38 mm) 0.393' 115-345 5/8”-18 Ea

00438 STHDC0158 1 5/8” (41 mm) 0.425' 105-315 5/8”-18 Ea

00434 STHDC0134 1 3/4” (44 mm) 0.458' 95-295 5/8”-18 Ea

00400 STHDC0178 1 7/8” (48 mm) 0.491' 90-270 5/8”-18 Ea

00442 STHDC0200 2” (51 mm) 0.524' 85-255 5/8”-18 Ea

00446 STHDC0218 2 1/8” (54 mm) 0.556' 80-240 5/8”-18 Ea

00444 STHDC0214 2 1/4” (57 mm) 0.589' 75-225 5/8”-18 Ea

00448 STHDC0238 2 3/8” (60 mm) 0.622' 70-220 5/8”-18 Ea

00443 STHDC0212 2 1/2” (64 mm) 0.655' 65-205 5/8”-18 Ea

00450 STHDC0258 2 5/8” (67 mm) 0.687' 65-195 5/8”-18 Ea

00447 STHDC0234 2 3/4” (70 mm) 0.720' 60-185 5/8”-18 Ea

00451 STHDC0278 2 7/8” (73 mm) 0.753' 60-180 5/8”-18 Ea

00453 STHDC0300 3” (76 mm) 0.785' 55-170 5/8”-18 Ea

00456 STHDC0318 3 1/8” (79 mm) 0.818' 55-165 5/8”-18 Ea

00455 STHDC0314 3 1/4” (83 mm) 0.851' 50-155 5/8”-18 Ea

00458 STHDC0338 3 3/8” (86 mm) 0.884' 50-150 5/8”-18 Ea

00454 STHDC0312 3 1/2” (89 mm) 0.916' 45-145 5/8”-18 Ea

00459 STHDC0358 3 5/8” (92 mm) 0.949' 45-140 5/8”-18 Ea

00457 STHDC0334 3 3/4” (95 mm) 0.982' 45-135 5/8”-18 Ea

00460 STHDC0378 3 7/8” (98 mm) 1.014' 45-135 5/8”-18 Ea

00461 STHDC0400 4” (102 mm) 1.047' 40-130 5/8”-18 Ea

00464 STHDC0418 4 1/8” (105 mm) 1.080' 40-120 5/8”-18 Ea

00463 STHDC0414 4 1/4” (108 mm) 1.113' 40-120 5/8”-18 Ea

00466 STHDC0438 4 3/8” (111 mm) 1.145' 40-120 5/8”-18 Ea

00462 STHDC0412 4 1/2” (114 mm) 1.178' 35-105 5/8”-18 Ea

00465 STHDC0434 4 3/4” (121 mm) 1.244' 35-95 5/8”-18 Ea

00467 STHDC0500 5” (127 mm) 1.309' 30-90 5/8”-18 Ea

00468 STHDC0512 5 1/2” (140 mm) 1.440' 30-85 5/8”-18 Ea

00471 STHDC0600 6” (152 mm) 1.571' 25-85 5/8”-18 Ea
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We Sell
Power & Machining Tools

ThunderTwist® SDS-Plus Masonry Drill Bits
• TriCarb grade tip guarantees longer life with faster penetration due to increased 

chiseling action
• ThunderTwist flute design combined with copper brazing alloy 
• American chrome-molybdenum-nickel steel
• Vacuum heat treated, and shortened for superior strength under the roughest 

conditions

MFG# Sykes# Sizes UOM
SDS1876 GLSDS1876 3/16” x 6 3/8” Ea

SDS25011 GLSDS25011 1/4” x 4 3/8” Ea

SDS2506 GLSDS2506 1/4” x 6 3/8” Ea

SDS2508 GLSDS2508 1/4” x 8 5/8” Ea

SDS3126 GLSDS3126 5/16” x 6 5/8” Ea

SDS3756 GLSDS3756 3/8” x 6 5/8” Ea

SDS37512 GLSDS37512 3/8” x 12 5/8” Ea

SDS5006 GLSDS5006 1/2” x 6 5/8” Ea

SDS50012 GLSDS50012 1/2” x 12 5/8” Ea

SDS50018 GLSDS50018 1/2” x 18 5/8” Ea

SDS50024 GLSDS50024 1/2” x 24” Ea

SDS6256 GLSDS6256 5/8” x 6 34” Ea

SDS62512 GLSDS62512 5/8” x 12 3/4” Ea

SDS7506 GLSDS7506 3/4” x 6 3/4” Ea

SDS75012 GLSDS75012 3/4” x 12 3/4” Ea

SDS75018 GLSDS75018 3/4” x 18 3/4” Ea

SDS87518 GLSDS87518 7/8” x 18 3/4” Ea

SDS100018 GLSDS100018 1” x 18 3/4” Ea

 THUNDERTWIST® SDS-PLUS MASONRY DRILL BIT

ThunderTwist® Spline Hammer Bit
• TriCarb grade tip guarantees longer life with faster penetration due to increased 

chiseling action
• ThunderTwist flute design combined with copper brazing alloy
• American chrome-molybdenum-nickel steel

 THUNDERTWIST® SPLINE HAMMER BIT

MFG# Sykes# Sizes UOM
PB37512 GLPB37512 3/8" x 12" Ea

PB37518 GLPB37518 3/8" x 18" Ea

PB50012 GLPB50012 1/2" x 12" Ea

PB50018 GLPB50018 1/2" x 18" Ea

PB50023 GLPB50023 1/2" x 23 1/2" Ea

PB62512 GLPB62512 5/8" x 12" Ea

PB62518 GLPB62518 5/8" x 18" Ea

PB62523 GLPB62523 5/8" x 23 1/2" Ea

PB75018 GLPB75018 3/4" x 18" Ea

PB75023 GLPB75023 3/4" x 23 1/2" Ea

PB87518 GLPB87518 7/8" x 18" Ea

PB87523 GLPB87523 7/8" x 23 1/2" Ea

PB100018 GLPB100018 1" x 18" Ea

PB100023 GLPB100023 1" x 23 1/2" Ea

PB112523 GLPB112523 1 1/8" x 23 1/2" Ea

PB125023 GLPB125023 1 1/4" x 23 1/2" Ea

PB137523 GLPB137523 1 3/8" x 23 1/2" Ea

Unibit® HSS Fractional Self-Starting Drill Bit
Single-flute cutting edge for greater control through steps. 
Hex shank prevents slipping in drill chuck. Also available with 
(TiN) coating for longer life. SpeedPoint tip penetrates faster 
than previous Unibits and prevents walking. Ideal for drilling 
holes into thin materials such as stainless steel, copper, brass, 
aluminum, plastic and laminates. 1/8" to 1/2".

MFG# Sykes# Hole Size
Maximum
Material
Thickness

Number
of Holes Sizes UOM

10231 VG1 1/8" to 1/2" 1/8" 13 (Steps) #1 Ea

10232 VG2 3/16" to 1/2" 3/8" 6 (Steps) #2 Ea

10233 VG3 1/4" to 3/4" 1/8" 9 (Steps) #3 Ea

10234 VG4 3/16" to 7/8" 1/8" 12 (Steps) #4 Ea

10235 VG5 1/4" to 1 3/8" 1/8" 10 (Steps) #5 Ea

 UNIBIT® HSS FRACTIONAL
SELF-STARTING DRILL BIT

Cobalt End Mill
• Square finishing end mill
• HSS-CO 8% (M42) with bright finish
• High red hardness for high heat conditions
• HDC-4C Style
• 4 Spiral flutes
• Right hand cut
• Right hand spiral
• Center cutting
• Double ended
• Straight or straight with weldon flat shank

 COBALT END MILL

MFG# Sykes# Dia. Length
of Cut

Overall
Length

Shank
Size Tool Size UOM

C52174 CXD4C52174 1/4" 0.6250" 
(15.88 mm)

3.3750" 
(85.72 mm)

0.3750" 
(9.52 mm)

1/4" x 3/8" x 
5/8" x 3 3/8" Ea

C52176 CXD4C52176 5/16" 0.7500" 
(19.05 mm)

3.5000" 
(88.90 mm)

0.3750" 
(9.52 mm)

5/16" x 3/8" x 
3/4" x 3 1/2" Ea

C52178 CXD4C52178 3/8" 0.7500" 
(19.05 mm)

3.5000" 
(88.90 mm)

0.3750" 
(9.52 mm)

3/8" x 3/8" x 
3/4" x 3 1/2" Ea

C52182 CXD4C52182 1/2" 1.0000" 
(25.40 mm)

4.1250" 
(104.77 mm)

0.5000" 
(12.70 mm)

1/2" x 1/2" x 
1" x 4 1/8" Ea

C52184 CXD4C52184 5/8" 1.3750" 
(34.92 mm)

5.0000" 
(127.00 mm)

0.6250" 
(15.88 mm)

5/8" x 5/8" x 
1 3/8" x 5" Ea

Cutting Tools

Screw Extractors and Sets
Carbon High Speed Steel screw extractors.

 CX080065023

MFG# Sykes# Description Flute
Length

For Size
(Machine Screw)

For Size
(Pipe)

Overall
Length

Taper
Dia. Max

Taper
Dia. Min

Tool
Size

Use Drill
Size UOM

65001 CX080065001 800 Screw extractor
0.7500" 
(19.05 mm)

#8 to 1/4" N/A
2.0000" 
(50.80 mm)

0.1562" 
(3.97 mm)

0.0625" 
(1.59 mm)

#1 5/64" Ea

65003 CX080065003 800 Screw extractor
0.7500" 
(19.05 mm)

#12 to 5/16" N/A
2.3750" 
(60.32 mm)

0.1800" 
(4.57 mm)

0.0860" 
(2.18 mm)

#2 7/64" Ea

65005 CX080065005 800 Screw extractor
1.0000" 
(25.40 mm)

5/16" to 7/16" N/A
2.7500" 
(69.85 mm)

0.2500" 
(6.35 mm)

0.1250" 
(3.17 mm)

#3 5/32" Ea

65007 CX080065007 800 Screw extractor
1.0000" 
(25.40 mm)

7/16" to 9/16" 1/8"
3.0000" 
(76.20 mm)

0.3125" 
(7.94 mm)

0.1875" 
(4.76 mm)

#4 1/4" Ea

65009 CX080065009 800 Screw extractor
1.5000" 
(38.10 mm)

9/16" to 3/4" 1/8"
3.3750" 
(85.72 mm)

0.4375" 
(11.11 mm)

0.2500" 
(6.35 mm)

#5 17/64" Ea

65013 CX080065013 800 Screw extractor
1.7500" 
(44.45 mm)

3/4" to 1" 3/8"
3.7500" 
(95.25 mm)

0.5938" 
(15.08 mm)

0.3750" 
(9.52 mm)

#6 13/32" Ea

65017 CX080065017 800 Screw extractor
2.2500" 
(57.15 mm)

1" to 1 3/8" N/A
4.1250" 
(104.77 mm)

0.7812" 
(19.84 mm)

0.5000" 
(12.70 mm)

#7 17/32" Ea

65021 CX080065021 800 Screw extractor
2.2500" 
(57.15 mm)

1 3/8" to 1 3/4" 3/4"
4.3750" 
(111.13 mm)

1.0312" 
(26.19 mm)

0.7500" 
(19.05 mm)

#8 13/16" Ea

65023 CX080065023 800 Screw extractor
2.2500" 
(57.15 mm)

1 3/4" to 2 1/8" 1"
4.6250" 
(117.47 mm)

1.2812" 
(32.54 mm)

1.0000" 
(25.40 mm)

#9 1 1/16" Ea

65036 CX181665036 6-Pc. Carbon steel screw 
extractor set, #1-#6

1.5000" 
(38.10 mm)

11/16" to 15/16" 1/4"
3.3750" 
(85.72 mm)

0.5312" 
(13.49 mm)

0.3438" 
(8.73 mm)

#5 1/4 N/A Ea

Square Tool Bits
Square tool bits.
• 850 High Speed Steel tool bits: Designed for general-purpose work in moderate materials: steel, cast iron
• 855 Cobalt High Speed Steel tool bits: Ideal for general-purpose work in harder materials: steel, stainless steel, cast iron

 SQUARE TOOL BIT

MFG# Sykes# Description Height Overall Length Tool Size Width UOM
C44509 CX850C44509 850 HSS tool bit 0.1875" (4.76 mm) 2.5000" (63.50 mm) 3/16" 0.1875" (4.76 mm) Ea

C44513 CX850C44513 850 HSS tool bit 0.2500" (6.35 mm) 2.5000" (63.50 mm) 1/4" 0.2500" (6.35 mm) Ea

C44514 CX850C44514 850 HSS tool bit 0.3125" (7.94 mm) 2.5000" (63.50 mm) 5/16" 0.3125" (7.94 mm) Ea

C44516 CX850C44516 850 HSS tool bit 0.3750" (9.52 mm) 3.0000" (76.20 mm) 3/8" 0.3750" (9.52 mm) Ea

C44518 CX850C44518 850 HSS tool bit 0.4375" (11.11 mm) 3.5000" (88.90 mm) 7/16" 0.4375" (11.11 mm) Ea

C44520 CX850C44520 850 HSS tool bit 0.5000" (12.70 mm) 4.0000" (101.60 mm) 1/2" 0.5000" (12.70 mm) Ea

C44544 CX855C44544 855 Cobalt HSS tool bit 0.2500" (6.35 mm) 2.5000" (63.50 mm) 1/4" 0.2500" (6.35 mm) Ea

C44545 CX855C44545 855 Cobalt HSS tool bit 0.3125" (7.94 mm) 2.5000" (63.50 mm) 5/16" 0.3125" (7.94 mm) Ea

C44547 CX855C44547 855 Cobalt HSS tool bit 0.3750" (9.52 mm) 3.0000" (76.20 mm) 3/8" 0.3750" (9.52 mm) Ea
C44551 CX855C44551 855 Cobalt HSS tool bit 0.5000" (12.70 mm) 4.0000" (101.60 mm) 1/2" 0.5000" (12.70 mm) Ea

HSS Ball Nose End Mill
• High Speed Steel with bright finish
• Center cutting
• 2 Spiral flutes
• Right hand cut

 HSS BALL NOSE END MILL

MFG# Sykes# Diameter Double Ended Length of Cut Overall Length Shank Size Tool Size UOM
C42111 CXS2C42111 3/16" No 0.5000" (12.70 mm) 2.3750" (60.32 mm) 0.3750" (9.52 mm) 3/16" x 3/8" x 1/2" x 2 3/8" Ea

C42114 CXS2C42114 1/4" No 0.6250" (15.88 mm) 2.4375" (61.91 mm) 0.3750" (9.52 mm) 1/4" x 3/8" x 5/8" x 2 7/16" Ea

C42119 CXS2C42119 3/8" No 0.7500" (19.05 mm) 2.5000" (63.50 mm) 0.3750" (9.52 mm) 3/8" x 3/8" x 3/4" x 2 1/2" Ea

C42124 CXS2C42124 1/2" No 1.0000" (25.40 mm) 3.2500" (82.55 mm) 0.5000" (12.70 mm) 1/2" x 1/2" x 1" x 3 1/4" Ea

C42186 CXD2C42186 3/16" Yes 0.4375" (11.11 mm) 3.2500" (82.55 mm) 0.3750" (9.52 mm) 3/16" x 3/8" x 7/16" x 3 1/4" Ea

C42189 CXD2C42189 1/4" Yes 0.5000" (12.70 mm) 3.3750" (85.72 mm) 0.3750" (9.52 mm) 1/4" x 3/8" x 1/2" x 3 3/8" Ea

C42194 CXD2C42194 3/8" Yes 0.5625" (14.29 mm) 3.5000" (88.90 mm) 0.3750" (9.52 mm) 3/8" x 3/8" x 9/16" x 3 1/2" Ea

C42197 CXD2C42197 7/16" Yes 0.8125" (20.64 mm) 4.1250" (104.77 mm) 0.5000" (12.70 mm) 7/16" x 1/2" x 13/16" x 4 1/8" Ea    

• Right hand spiral
• Finishing ball nose end mill style
• Straight with weldon flat shank

Call us or

at SykesSupply.com
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HSS Square End Mill
• High Speed Steel with bright finish
• Set and center cutting
• Spiral flute
• Right hand cut
• Right hand spiral
• Finishing square end mill style
• Straight with weldon flat shank

 HSS SQUARE END MILL
DOUBLE ENDED

 HSS SQUARE END MILL
SINGLE ENDED

MFG# Sykes# Description Diameter Length
of Cut

Overall
Length

Number
of Flutes

Shank
Size

Tool
Size UOM

Single-Ended

C41602 CXS2C41602 HG-2 HSS End mill 1/8" 0.3750" (9.52 mm) 2.3125" 
(58.74 mm) 2 0.3750" 

(9.52 mm) 1/8" x 3/8" x 3/8" x 2 5/16" Ea

C41604 CXS2C41604 HG-2 HSS End mill 3/16" 0.4375" 
(11.11 mm)

2.3750" 
(60.32 mm) 2 0.3750" 

(9.52 mm) 3/16" x 3/8" x 7/16" x 2 3/8" Ea

C41607 CXS2C41607 HG-2 HSS End mill 1/4" 0.5000" 
(12.70 mm)

2.4375" 
(61.91 mm) 2 0.3750" 

(9.52 mm) 1/4" x 3/8" x 1/2" x 2 7/16" Ea

C41609 CXS2C41609 HG-2 HSS End mill 5/16" 0.5625" 
(14.29 mm)

2.5000" 
(63.50 mm) 2 0.3750" 

(9.52 mm) 5/16" x 3/8" x 9/16" x 2 1/2" Ea

C41612 CXS2C41612 HG-2 HSS End mill 3/8" 0.5625" 
(14.29 mm)

2.5000" 
(63.50 mm) 2 0.3750" 

(9.52 mm) 3/8" x 3/8" x 9/16" x 2 1/2" Ea

C41615 CXS2C41615 HG-2 HSS End mill 7/16" 0.8125" 
(20.64 mm)

2.6875" 
(68.26 mm) 2 0.3750" 

(9.52 mm) 7/16" x 3/8" x 13/16" x 2 11/16" Ea

C41618 CXS2C41618 HG-2 HSS End mill 1/2" 1.0000" 
(25.40 mm)

3.2500" 
(82.55 mm) 2 0.5000" 

(12.70 mm) 1/2" x 1/2" x 1" x 3 1/4" Ea

C41622 CXS2C41622 HG-2 HSS End mill 5/8" 1.1250" 
(28.57 mm)

3.3750" 
(85.72 mm) 2 0.5000" 

(12.70 mm) 5/8" x 1/2" x 1 1/8" x 3 3/8" Ea

C41629 CXS2C41629 HG-2 HSS End mill 3/4" 1.3125" 
(33.34 mm)

3.7500" 
(95.25 mm) 2 0.6250" 

(15.88 mm) 3/4" x 5/8" x 1 5/16" x 3 3/4" Ea

C41724 CXS2C41724 HG-2 HSS End mill 3/4" 2.2500" 
(57.15 mm)

4.5000" 
(114.30 mm) 2 0.7500" 

(19.05 mm) 3/4" x 3/4" x 2 1/4" x 4 1/2" Ea

C41635 CXS2C41635 HG-2 HSS End mill 7/8" 1.5000" 
(38.10 mm)

4.0000" 
(101.60 mm) 2 0.6250" 

(15.88 mm) 7/8" x 5/8" x 1 1/2" x 4" Ea

C41641 CXS2C41641 HG-2 HSS End mill 1" 1.5000" 
(38.10 mm)

4.0000" 
(101.60 mm) 2 0.6250" 

(15.88 mm) 1" x 5/8" x 1 1/2" x 4" Ea

C41853 CXS2C41853 HGA-2 HSS End mill 1/2" 1.2500" 
(31.75 mm)

3.2500" 
(82.55 mm) 2 0.5000" 

(12.70 mm) 1/2" x 1/2" x 1 1/4" x 3 1/4" Ea

C41243 CXS4C41243 HG-4C HSS End mill 1/8" 0.3750" (9.52 mm) 2.3125" 
(58.74 mm) 4 0.3750" 

(9.52 mm) 1/8" x 3/8" x 3/8" x 2 5/16" Ea

C41245 CXS4C41245 HG-4C HSS End mill 3/16" 0.5000" 
(12.70 mm)

2.3750" 
(60.32 mm) 4 0.3750" 

(9.52 mm) 3/16" x 3/8" x 1/2" x 2 3/8" Ea

C41248 CXS4C41248 HG-4C HSS End mill 1/4" 0.6250" 
(15.88 mm)

2.4375" 
(61.91 mm) 4 0.3750" 

(9.52 mm) 1/4" x 3/8" x 5/8" x 2 7/16" Ea

C41326 CXS4C41326 HG-4C HSS End mill 1/4" 1.2500" 
(31.75 mm)

3.0625" 
(77.79 mm) 4 0.3750" 

(9.52 mm) 1/4" x 3/8" x 1 1/4" x 3 1/16" Ea

C33164 CXS4C33164 HG-4C HSS End mill 5/8" 1.3750" 
(34.92 mm)

3.3750" 
(85.72 mm) 4 0.5000" 

(12.70 mm) 5/8" x 1/2" x 1 3/8" x 3 3/8" Ea

C41250 CXS4C41250 HG-4C HSS End mill 5/16" 0.7500" 
(19.05 mm)

2.5000" 
(63.50 mm) 4 0.3750" 

(9.52 mm) 5/16" x 3/8" x 3/4" x 2 1/2" Ea

C41253 CXS4C41253 HG-4C HSS End mill 3/8" 0.7500" 
(19.05 mm)

2.5000" 
(63.50 mm) 4 0.3750" 

(9.52 mm) 3/8" x 3/8" x 3/4" x 2 1/2" Ea

C41331 CXS4C41331 HG-4C HSS End mill 3/8" 1.5000" 
(38.10 mm)

3.2500" 
(82.55 mm) 4 0.3750" 

(9.52 mm) 3/8" x 3/8" x 1 1/2" x 3 1/4" Ea

C41254 CXS4C41254 HG-4C HSS End mill 7/16" 1.0000" 
(25.40 mm)

2.6875" 
(68.26 mm) 4 0.3750" 

(9.52 mm) 7/16" x 3/8" x 1" x 2 11/16" Ea

C41257 CXS4C41257 HG-4C HSS End mill 1/2" 1.2500" 
(31.75 mm)

3.2500" 
(82.55 mm) 4 0.5000" 

(12.70 mm) 1/2" x 1/2" x 1 1/4" x 3 1/4" Ea

C41335 CXS4C41335 HG-4C HSS End mill 1/2" 2.0000" 
(50.80 mm)

4.0000" 
(101.60 mm) 4 0.5000" 

(12.70 mm) 1/2" x 1/2" x 2" x 4" Ea

C41338 CXS4C41338 HG-4C HSS End mill 5/8" 2.5000" 
(63.50 mm)

4.6250" 
(117.47 mm) 4 0.6250" 

(15.88 mm) 5/8" x 5/8" x 2 1/2" x 4 5/8" Ea

C33169 CXS4C33169 HG-4C HSS End mill 3/4" 1.6250" 
(41.27 mm)

3.7500" 
(95.25 mm) 4 0.6250" 

(15.88 mm) 3/4" x 5/8" x 1 5/8" x 3 3/4" Ea

C75020 CXS4C75020 HG-4C HSS End mill 7/8" 1.8750" 
(47.63 mm)

4.0000" 
(101.60 mm) 6 0.6250" 

(15.88 mm) 7/8" x 5/8" x 1 7/8" Ea

C75023 CXS4C75023 HG-4C HSS End mill 1" 1.8750" 
(47.63 mm)

4.0000" 
(101.60 mm) 6 0.6250" 

(15.88 mm) 1" x 5/8" x 1 7/8" x 4" Ea

Cutting Tools

MFG# Sykes# Description Diameter Length
of Cut

Overall
Length

Number
of Flutes

Shank
Size

Tool
Size UOM

Double-Ended

C42051 CXD2C42051 HD-2 HSS End mill 1/8" 0.3750" (9.52 mm) 3.0625" 
(77.79 mm) 2 0.3750" 

(9.52 mm) 1/8" x 3/8" x 3/8" x 3 1/16" Ea

C42052 CXD2C42052 HD-2 HSS End mill 5/32" 0.4375" 
(11.11 mm)

3.1250" 
(79.38 mm) 2 0.3750" 

(9.52 mm) 5/32" x 3/8" x 7/16" x 3 1/8" Ea

C42054 CXD2C42054 HD-2 HSS End mill 3/16" 0.4375" 
(11.11 mm)

3.2500" 
(82.55 mm) 2 0.3750" 

(9.52 mm) 3/16" x 3/8" x 7/16" x 3 1/4" Ea

C42056 CXD2C42056 HD-2 HSS End mill 7/32" 0.5000" 
(12.70 mm)

3.2500" 
(82.55 mm) 2 0.3750" 

(9.52 mm) 7/32" x 3/8" x 1/2" x 3 1/4" Ea

C42058 CXD2C42058 HD-2 HSS End mill 1/4" 0.5000" 
(12.70 mm)

3.3750" 
(85.72 mm) 2 0.3750" 

(9.52 mm) 1/4" x 3/8" x 1/2" x 3 3/8" Ea

C42060 CXD2C42060 HD-2 HSS End mill 9/32" 0.5625" 
(14.29 mm)

3.3750" 
(85.72 mm) 2 0.3750" 

(9.52 mm) 9/32" x 3/8" x 9/16" x 3 3/8" Ea

C42061 CXD2C42061 HD-2 HSS End mill 5/16" 0.5625" 
(14.29 mm)

3.5000" 
(88.90 mm) 2 0.3750" 

(9.52 mm) 5/16" x 3/8" x 9/16" x 3 1/2" Ea

C42063 CXD2C42063 HD-2 HSS End mill 11/32" 0.5625" 
(14.29 mm)

3.5000" 
(88.90 mm) 2 0.3750" 

(9.52 mm) 11/32" x 3/8" x 9/16" x 3 1/2" Ea

C42065 CXD2C42065 HD-2 HSS End mill 3/8" 0.5625" 
(14.29 mm)

3.5000" 
(88.90 mm) 2 0.3750" 

(9.52 mm) 3/8" x 3/8" x 9/16" x 3 1/2" Ea

C42067 CXD2C42067 HD-2 HSS End mill 13/32" 0.8125" 
(20.64 mm)

4.1250" 
(104.77 mm) 2 0.5000" 

(12.70 mm) 13/32" x 1/2" x 13/16" x 4 1/8" Ea

C42069 CXD2C42069 HD-2 HSS End mill 7/16" 0.8125" 
(20.64 mm)

4.1250" 
(104.77 mm) 2 0.5000" 

(12.70 mm) 7/16" x 1/2" x 13/16" x 4 1/8" Ea

C42070 CXD2C42070 HD-2 HSS End mill 15/32" 0.8125" 
(20.64 mm)

4.1250" 
(104.77 mm) 2 0.5000" 

(12.70 mm) 15/32" x 1/2" x 13/16" x 4 1/8" Ea

C42072 CXD2C42072 HD-2 HSS End mill 1/2" 0.8125" 
(20.64 mm)

4.1250" 
(104.77 mm) 2 0.5000" 

(12.70 mm) 1/2" x 1/2" x 13/16" x 4 1/8" Ea

C42074 CXD2C42074 HD-2 HSS End mill 9/16" 1.1250" 
(28.57 mm)

5.0000" 
(127.00 mm) 2 0.6250" 

(15.88 mm) 9/16" x 5/8" x 1 1/8" x 5" Ea

C42076 CXD2C42076 HD-2 HSS End mill 5/8" 1.1250" 
(28.57 mm)

5.0000" 
(127.00 mm) 2 0.6250" 

(15.88 mm) 5/8" x 5/8" x 1 1/8" x 5" Ea

C42080 CXD2C42080 HD-2 HSS End mill 3/4" 1.3125" 
(33.34 mm)

5.6250" 
(142.88 mm) 2 0.7500" 

(19.05 mm) 3/4" x 3/4" x 1 5/16" x 5 5/8" Ea

C42084 CXD2C42084 HD-2 HSS End mill 7/8" 1.5625" 
(39.69 mm)

6.1250" 
(155.57 mm) 2 0.8750" 

(22.22 mm) 7/8" x 7/8" x 1 9/16" x 6 1/8" Ea

C43312 CXD4C43312 HD-4 HSS End mill 7/32" 0.5625" 
(14.29 mm)

3.2500" 
(82.55 mm) 4 0.3750" 

(9.52 mm) 7/32" x 3/8" x 9/16" x 3 1/4" Ea

C43317 CXD4C43317 HD-4 HSS End mill 5/16" 0.7500" 
(19.05 mm)

3.5000" 
(88.90 mm) 4 0.3750" 

(9.52 mm) 5/16" x 3/8" x 3/4" x 3 1/2" Ea

C43308 CXD4C43308 HD-4 HSS End mill 3/8" 0.4380" 
(11.13 mm)

3.1250" 
(79.38 mm) 4 0.3750" 

(9.52 mm) 3/8" x 3/8" x 7/16" x 3 1/8" Ea

C43310 CXD4C43310 HD-4 HSS End mill 3/8" 0.5000" 
(12.70 mm)

3.2500" 
(82.55 mm) 4 0.3750" 

(9.52 mm) 3/8" x 3/8" x 1/2" x 3 1/4" Ea

C43314 CXD4C43314 HD-4 HSS End mill 3/8" 0.6250" 
(15.88 mm)

3.3750" 
(85.73 mm) 4 0.3750" 

(9.52 mm) 3/8" x 3/8" x 5/8" x 3 3/8" Ea

C43316 CXD4C43316 HD-4 HSS End mill 3/8" 0.6875" 
(17.46 mm)

3.3750" 
(85.73 mm) 4 0.3750" 

(9.52 mm) 3/8" x 3/8" x 11/16" x 3 3/8" Ea

C43321 CXD4C43321 HD-4 HSS End mill 3/8" 0.7500" 
(19.05 mm)

3.5000" 
(88.90 mm) 4 0.3750" 

(9.52 mm) 3/8" x 3/8" x 3/4" x 3 1/2" Ea

C43323 CXD4C43323 HD-4 HSS End mill 13/32" 1.0000" 
(25.40 mm)

4.1250" 
(104.77 mm) 4 0.5000" 

(12.70 mm) 13/32" x 1/2" x 1" x 4 1/8" Ea

C43326 CXD4C43326 HD-4 HSS End mill 15/32" 1.0000" 
(25.40 mm)

4.1250" 
(104.77 mm) 4 0.5000" 

(12.70 mm) 15/32" x 1/2" x 1" x 4 1/8" Ea

C43325 CXD4C43325 HD-4 HSS End mill 1/2" 1.0000" 
(25.40 mm)

4.5000" 
(114.30 mm) 4 0.5000" 

(12.70 mm) 1/2" x 1/2" x 1" x 4 1/2" Ea

C43332 CXD4C43332 HD-4 HSS End mill 5/8" 1.3750" 
(34.92 mm)

5.0000" 
(127.00 mm) 4 0.6250" 

(15.88 mm) 5/8" x 5/8" x 1 3/8" x 5" Ea

C41202 CXD4C41202 HD-4C HSS End mill 1/8" 0.3750" (9.52 mm) 3.0625" 
(77.79 mm) 4 0.3750" 

(9.52 mm) 1/8" x 3/8" x 3/8" x 3 1/16" Ea

C33038 CXD4C33038 HD-4C HSS End mill 11/32" 0.7500" 
(19.05 mm)

3.5000" 
(88.90 mm) 4 0.3750" 

(9.52 mm) 11/32" x 3/8" x 3/4" x 3 1/2" Ea

C41207 CXD4C41207 HD-4C HSS End mill 1/4" 0.6250" 
(15.88 mm)

3.3750" 
(85.72 mm) 4 0.3750" 

(9.52 mm) 1/4" x 3/8" x 5/8" x 3 3/8" Ea

C41209 CXD4C41209 HD-4C HSS End mill 5/16" 0.7500" 
(19.05 mm)

3.5000" 
(88.90 mm) 4 0.3750" 

(9.52 mm) 5/16" x 3/8" x 3/4" x 3 1/2" Ea

C41212 CXD4C41212 HD-4C HSS End mill 3/8" 0.7500" 
(19.05 mm)

3.5000" 
(88.90 mm) 4 0.3750" 

(9.52 mm) 3/8" x 3/8" x 3/4" x 3 1/2" Ea

HSS Square End Mill, cont'd
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MFG# Sykes# Description Diameter Length
of Cut

Overall
Length

Number
of Flutes

Shank
Size

Tool
Size UOM

Double-Ended

C41216 CXD4C41216 HD-4C HSS End mill 1/2" 1.0000" 
(25.40 mm)

4.1250" 
(104.77 mm) 4 0.5000" 

(12.70 mm) 1/2" x 1/2" x 1" x 4 1/8" Ea

C33048 CXD4C33048 HD-4C HSS End mill 9/16" 1.3750" 
(34.92 mm)

5.0000" 
(127.00 mm) 4 0.6250" 

(15.88 mm) 9/16" x 5/8" x 1 3/8" x 5" Ea

C41219 CXD4C41219 HD-4C HSS End mill 5/8" 1.3750" 
(34.92 mm)

5.0000" 
(127.00 mm) 4 0.6250" 

(15.88 mm) 5/8" x 5/8" x 1 3/8" x 5" Ea

C41223 CXD4C41223 HD-4C HSS End mill 3/4" 1.6250" 
(41.27 mm)

5.6250" 
(142.88 mm) 4 0.7500" 

(19.05 mm) 3/4" x 3/4" x 1 5/8" x 5 5/8" Ea

C41227 CXD4C41227 HD-4C HSS End mill 7/8" 1.8750" 
(47.63 mm)

6.1250" 
(155.57 mm) 4 0.8750" 

(22.22 mm) 7/8" x 7/8" x 1 7/8" x 6 1/8" Ea

C43328 CXD4C43328 HSS End mill 1/2" 1.0000" 
(25.40 mm)

4.1250" 
(104.78 mm) 4 0.5000" 

(12.70 mm) 1/2" x 1/2" x 1" x 4 1/8" Ea

Miniature End Mill
• High Speed Steel with bright finish
• Center cut and double ended
• 2 Spiral flutes
• Right hand cut
• Right hand spiral
• Finishing end mill
• HMD-2 square style
• 0.1875” Straight shank

MFG# Sykes# Description Diameter Length of Cut Overall Length Tool Size UOM

C41005 CXD2C41005 422RH HS End mill 1/16" 0.0938" (2.38 mm) 2.0000" (50.80 mm) 1/16" x 3/16" x 0.0938" x 2" Ea

C41036 CXD2C41036 426RH HS End mill 1/16" 0.1875" (4.76 mm) 2.2500" (57.15 mm) 1/16" x 3/16" x 3/16" x 2 1/4" Ea

C41039 CXD2C41039 426RH HS End mill 3/32" 0.2812" (7.14 mm) 2.2500" (57.15 mm) 3/32" x 3/16" x 0.2812" x 2 1/4" Ea

 MINIATURE END MILL

Reamer
• 4001 Style
• High Speed Steel with bright finish
• Straight flute
• Right hand cut
• Straight shank
• Chucking style

MFG# Sykes# Diameter Flute Length Number of Flutes Overall Length Shank Size UOM

C25140 CX4001C25140 3/32" 0.7500" (19.05 mm) 4 3.0000" (76.20 mm) 0.0875" (2.22 mm) Ea

C25216 CX4001C25216 1/8" 0.8750" (22.22 mm) 6 3.5000" (88.90 mm) 0.1185" (3.01 mm) Ea

C25366 CX4001C25366 3/16" 1.1250" (28.57 mm) 6 4.5000" (114.30 mm) 0.1800" (4.57 mm) Ea

C25513 CX4001C25513 1/4" 1.5000" (38.10 mm) 6 6.0000" (152.40 mm) 0.2400" (6.10 mm) Ea

C25661 CX4001C25661 5/16" 1.5000" (38.10 mm) 6 6.0000" (152.40 mm) 0.2787" (7.08 mm) Ea

C25807 CX4001C25807 3/8" 1.7500" (44.45 mm) 6 7.0000" (177.80 mm) 0.3100" (7.87 mm) Ea

C25947 CX4001C25947 7/16" 1.7500" (44.45 mm) 6 7.0000" (177.80 mm) 0.3725" (9.46 mm) Ea

C26083 CX4001C26083 1/2" 2.0000" (50.80 mm) 6 8.0000" (203.20 mm) 0.4350" (11.05 mm) Ea

C26217 CX4001C26217 9/16" 2.0000" (50.80 mm) 8 8.0000" (203.20 mm) 0.4350" (11.05 mm) Ea

C26351 CX4001C26351 5/8" 2.2500" (57.15 mm) 8 9.0000" (228.60 mm) 0.5613" (14.26 mm) Ea

C26615 CX4001C26615 3/4" 2.5000" (63.50 mm) 8 9.5000" (241.30 mm) 0.6238" (15.84 mm) Ea

C27137 CX4001C27137 1" 2.7500" (69.85 mm) 8 10.5000" (266.70 mm) 0.8738" (22.19 mm) Ea

 REAMER

HSS Square End Mill, cont'd

Cutting Tools

3851-Cobra™ High Speed Steel Saw Blades
Flexible solution for cutting, from general purpose to production.
• Improved edge chipping resistance without compromising hardness
• Less vibrations, consequently less heat and better wear resistance
• New geometry with variable teeth pattern mathematically formulated to maximize cutting performance
• Wider area of operation within each Teeth Per Inch
• Superior surface finish generates less friction and vibration for improved performance
• Optimized high speed steel gives a combination of higher hardness and higher toughness
• Excellent choice for production cutting of the toughest materials
• General purpose applications, solids, bundle, even profiles and castings
• Contour cutting, including aluminum and stainless steel
• Combo tooth: new tooth geometry with variable teeth 8-10° rake angle makes the 3851 toothing more robust and increases performance
• Hook tooth: Traditional tooth design with 10° rake angle, used for non-ferrous metals, wood and plastics

MFG# Sykes# Dimensions (Inches) Dimensions (mm) Length TPI Tooth Type UOM

3851-10-0.6-10/14 10' ML1210C10GD 3/8 x .025 10 x 0.6 10' 10/14 Combo Ea

3851-13-0.6-10/14 5' 4 1/2" ML1210C545GD 1/2 x .025 13 x 0.6 5' 4 1/2" 10/14 Combo Ea

3851-13-0.6-10/14 7' 5" ML1210C75GD 1/2 x .025 13 x 0.6 7' 5" 10/14 Combo Ea

3851-13-0.9-10/14 7' 9" ML1210C79GD 1/2 x .035 13 x 0.9 7' 9" 10/14 Combo Ea

3851-13-0.6-10/14 12' 6" ML1210C126GD 1/2 x .025 13 x 0.6 12' 6" 10/14 Combo Ea

3851-20-0.9-10/14 7' 9" ML3410C79GD 3/4 x .035 20 x 0.9 7' 9" 10/14 Combo Ea

3851-20-0.9-10/14 9' 7 1/2" ML3410C975GD 3/4 x .035 20 x 0.9 9' 7 1/2" 10/14 Combo Ea

3851-20-0.9-8/12 12' 10" ML3408C1210GD 3/4 x .035 20 x 0.9 12' 10" 8/12 Combo Ea

3851-27-0.9-4/6 8' 8 1/2" ML10C885 1 x .035 27 x 0.9 8' 8 1/2" 4/6 Combo Ea

3851-27-0.9-10/14 8' 11" ML10C811 1 x .035 27 x 0.9 8' 11" 10/14 Combo Ea

3851-27-0.9-5/8 11' ML1005C11GD 1 x .035 27 x 0.9 11' 5/8 Combo Ea

3851-27-0.9-5/8 14' 3" ML1005C143GD 1 x .035 27 x 0.9 14' 3" 5/8 Combo Ea

 3851-COBRA™ HSS BLADE

3857-Easy-Cut® M42 Bi-metal Bandsaw Blades
Designed exclusively for general purpose sawing in tool rooms, machine shops, maintenance rooms, fabricating shops and welding shops. 
Combination of rake angle, unique patented tooth geometry and M42 high speed steel material produce the tough, resilient and versatile 
blade. Unique patented tooth design cuts any shape or size in virtually any material, while eliminating the need to specify pitch or tooth 
form. Patented anti-tooth-stripping design and M-42 tooth tips combine to create a blade that lasts longer and will not strip teeth like other 
blades, allowing the operator to spend more time cutting and less time changing saw blades. Applications: tool steel, mild steel, stainless 
steel, aluminum, copper, brass, wood, plastic, sheet metal, tubing, solids, bundles, pipe, channel, angle iron, I beams, H beams and drill rods. 
 
*EZ: This patented design gives a very versatile blade, able to cut all common materials in addition to being very resistant to tooth stripping. Ideal for small workshops 
cutting different sizes in a wide range of materials.

MFG# Sykes# Dimensions
(Inches)

Dimensions
(mm) Length TPI UOM

3857-20-0.9-EZ-M 10' ML10M10 3/4 x .035 20 x 0.9 10' Medium Ea

3857-20-0.9-EZ-M 10' 2" ML10M102 3/4 x .035 20 x 0.9 10' 2" Medium Ea

3857-20-0.9-EZ-M 10' 5" ML34M105 3/4 x .035 20 x 0.9 10' 5" Medium Ea

3857-20-0.9-EZ-M 10' 6" ML34M106 3/4 x .035 20 x 0.9 10' 6" Medium Ea

3857-20-0.9-EZ-M 10' 10 1/2" ML10M10105 3/4 x .035 20 x 0.9 10' 10 1/2" Medium Ea

3857-20-0.9-EZ-M 10' 10 1/2" ML34M10105 3/4 x .035 20 x 0.9 10' 10 1/2" Medium Ea

3857-20-0.9-EZ-M 11' 6" ML10M116 3/4 x .035 20 x 0.9 11' 6" Medium Ea

3857-20-0.9-EZ-M 11' 6" ML34M116 3/4 x .035 20 x 0.9 11' 6" Medium Ea

3857-20-0.9-EZ-M 12' ML12C120Hook 3/4 x .035 20 x 0.9 12' Medium Ea

3857-20-0.9-EZ-M 12' 6" ML34M126 3/4 x .035 20 x 0.9 12' 6" Medium Ea

 3857-EASY-CUT® M42 BI-METAL BLADE
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Flexback Carbon Steel Blades - Hook Teeth
Carbon steel blades for less demanding applications.

MFG# Sykes# Dimensions (Inches) Dimensions (mm) Length TPI Tooth Type UOM

3849-13-0.6-H-6 12' ML1206C120GD 1/2 x .025 13 x 0.6 12' 6 Hook Ea

 FLEXBACK CS BLADE

Hack Saw Blade
Bi-metal blade with precision teeth for metal sawing. Combines extreme cutting 
performance and wear resistance. Blade back is strong, flexible spring steel and 
a tooth line in high-alloyed super HSS. Virtually unbreakable and shatterproof. 
Excellent wear properties from the super HSS tooth strip on a flexible back. 
Guaranteed to keep its sharpness for a long time. Increased comfort and easier cut. 
Superior performance, fast cut and increased longevity.

• 30 mm L x 0.65 mm T x 13 mm W
• 10 Bundles of 10 blades in black plastic box with transparent cover

MFG# Sykes# TPI UOM

3906-300-18-100 ML3806-300-18 18 Ea

3906-300-24-100 ML3806-300-24 24 Ea

 ML3806-300-18

Hand Hacksaw Frames
Features a 300 mm (12") Sandflex® 24 TPI 
bi-metal blade. Blade tensioning mechanism 
with blade retaining spring for easy blade 
change. Very high blade tension for straight and accurate cuts. Alternative 55° 
blade mounting pins for flush cutting. Comfortable aluminum handle. Extra blade 
storage in tubular frame. Frame can be used as a compass saw.

MFG# Sykes# Blade Length Length Weight Width UOM

225-PLUS ML225 12" (300 mm) 390 mm 700 g 120 mm Ea

 ML225

Sandflex® M42 High Speed Steel Saw Blades
Manufactured from M42 High Speed Steel for durability and longer tool life. 
• Perfect for solids, bundles, pipes, profiles and castings
• Multi-purpose tooth shapes for a variety of applications
• Designed for production and general purpose sawing
• Combo tooth shape traditional shape tooth with 0° rake angle
• Suitable for multipurpose cutting of thin-walled tubes and profiles in most materials

MFG# Sykes# Dimensions (Inches) Dimensions (mm) Length TPI Tooth Type UOM

M42-27-0.9-4/6 10' 1 3/4 ML1004M10175 1 x .035 27 x 0.9 10' 1 3/4” 4/6 Combo Ea

 SANDFLEX® M42 HSS BLADE

HSS Bi-Metal Saw Blade
High Speed Steel tooth tips combined with flexible alloy steel backing material. Effective for most metal sawing applications: non-ferrous 
soft metal, soft/medium steel, stainless steel.

 STBM14

MFG# Sykes# Description Thickness Width TPI Tooth Shape Rake Angle Set Type UOM

14601 STBM14 8 7/8" HSS bi-metal saw blade 0.02" 0.5" 14 RG S R Ea

Cutting Tools

Bottom Hand Tap
• High Speed Steel with bright finish
• USCTI Table 302A tap blank construction
• HTGP style
• Straight flute

 BOTTOM HAND TAP

MFG# Sykes# Dia. Number
of Flutes

Overall
Length Pitch Shank

Size
Shank
Square
Length

Shank
Square
Width

TPI Tap
Limit

Tap
Neck
Length

Thread
Form

Thread
Length

Thread
Size

Thread
Tolerance UOM

300835 VT300835 0.1120" 3 1.8800" 
(47.75 mm) N/A 0.1410" 

(3.58 mm)
0.1875" 
(4.76 mm)

0.1100" 
(2.79 mm) 40 H2 0.2600" UNC 0.3100" 

(7.87 mm) #4 2B Ea

301072 VT301072 0.1250" 3 1.9400" 
(49.28 mm) N/A 0.1410" 

(3.58 mm)
0.1875" 
(4.76 mm)

0.1100" 
(2.79 mm) 40 H2 0.3300" UNC 0.3100" 

(7.87 mm) #5 2B Ea

301379 VT301379 0.1380" 3 2.0000" 
(50.80 mm) N/A 0.1410" 

(3.58 mm)
0.1875" 
(4.76 mm)

0.1100" 
(2.79 mm) 32 H3 0.3200" UNC 0.3800" 

(9.65 mm) #6 2B Ea

301767 VT301767 0.1640" 4 2.1300" 
(54.10 mm) N/A 0.1680" 

(4.27 mm)
0.2500" 
(6.35 mm)

0.1310" 
(3.33 mm) 32 H3 0.3900" UNC 0.3800" 

(9.65 mm) #8 2B Ea

302211 VT302211 0.1900" 4 2.3800" 
(60.45 mm) N/A 0.1940" 

(4.93 mm)
0.2500" 
(6.35 mm)

0.1520" 
(3.86 mm) 24 H3 0.3900" UNC 0.5000" 

(12.70 mm) #10 2B Ea

302484 VT302484 0.1900" 4 2.3800" 
(60.45 mm) N/A 0.1940" 

(4.93 mm)
0.2500" 
(6.35 mm)

0.1520" 
(3.86 mm) 32 H3 0.3900" UNF 0.5000" 

(12.70 mm) #10 2B Ea

302542 VT302542 0.2160" 4 2.3800" 
(60.45 mm) N/A 0.2200" 

(5.59 mm)
0.2812" 
(7.14 mm)

0.1650" 
(4.19 mm) 24 H3 0.4500" UNC 0.5000" 

(12.70 mm) #12 2B Ea

305081 VT305081 0.2500" 4 2.5000" 
(63.50 mm) N/A 0.2550" 

(6.48 mm)
0.3125" 
(7.94 mm)

0.1910" 
(4.85 mm) 20 H3 0.3900" UNC 0.6300" 

(16.00 mm) 1/4" 2B Ea

305230 VT305230 0.2500" 4 2.5000" 
(63.50 mm) N/A 0.2550" 

(6.48 mm)
0.3125" 
(7.94 mm)

0.1910" 
(4.85 mm) 28 H3 0.3900" UNF 0.6300" 

(16.00 mm) 1/4" 2B Ea

305412 VT305412 0.3125" 4 2.7200" 
(69.09 mm) N/A 0.3180" 

(8.08 mm)
0.3750" 
(9.52 mm)

0.2380" 
(6.05 mm) 18 H3 0.4500" UNC 0.6900" 

(17.53 mm) 5/16" 2B Ea

305537 VT305537 0.3125" 4 2.7200" 
(69.09 mm) N/A 0.3180" 

(8.08 mm)
0.3750" 
(9.52 mm)

0.2380" 
(6.05 mm) 24 H3 0.4500" UNF 0.6900" 

(17.53 mm) 5/16" 2B Ea

305719 VT305719 0.3750" 4 2.9400" 
(74.68 mm) N/A 0.3810" 

(9.68 mm)
0.4375" 
(11.11 mm)

0.2860" 
(7.26 mm) 16 H3 0.5100" UNC 0.7500" 

(19.05 mm) 3/8" 2B Ea

305834 VT305834 0.3750" 4 2.9400" 
(74.68 mm) N/A 0.3810" 

(9.68 mm)
0.4375" 
(11.11 mm)

0.2860" 
(7.26 mm) 24 H3 0.5100" UNF 0.7500" 

(19.05 mm) 3/8" 2B Ea

306014 VT306014 0.4375" 4 3.1600" 
(80.26 mm) N/A 0.3230" 

(8.20 mm)
0.4062" 
(10.32 mm)

0.2420" 
(6.15 mm) 14 H3 0.5700" UNC 0.8800" 

(22.35 mm) 7/16" 2B Ea

306139 VT306139 0.4375" 4 3.1600" 
(80.26 mm) N/A 0.3230" 

(8.20 mm)
0.4062" 
(10.32 mm)

0.2420" 
(6.15 mm) 20 H3 0.5700" UNF 0.8800" 

(22.35 mm) 7/16" 2B Ea

306311 VT306311 0.5000" 4 3.3800" 
(85.85 mm) N/A 0.3670" 

(9.32 mm)
0.4375" 
(11.11 mm)

0.2750" 
(6.99 mm) 13 H3 0.7300" UNC 0.9400" 

(23.88 mm) 1/2" 2B Ea

306469 VT306469 0.5000" 4 3.3800" 
(85.85 mm) N/A 0.3670" 

(9.32 mm)
0.4375" 
(11.11 mm)

0.2750" 
(6.99 mm) 20 H3 0.7300" UNF 0.9400" 

(23.88 mm) 1/2" 2B Ea

306642 VT306642 0.5625" 4 3.5900" 
(91.19 mm) N/A 0.4290" 

(10.90 mm)
0.5000" 
(12.70 mm)

0.3220" 
(8.18 mm) 12 H3 0.6700" UNC 1.0000" 

(25.40 mm) 9/16" 2B Ea

306766 VT306766 0.5625" 4 3.5900" 
(91.19 mm) N/A 0.4290" 

(10.90 mm)
0.5000" 
(12.70 mm)

0.3220" 
(8.18 mm) 18 H3 0.6700" UNF 1.0000" 

(25.40 mm) 9/16" 2B Ea

306949 VT306949 0.6250" 4 3.8100" 
(96.77 mm) N/A 0.4800" 

(12.19 mm)
0.5625" 
(14.29 mm)

0.3600" 
(9.14 mm) 11 H3 0.7300" UNC 1.0900" 

(27.69 mm) 5/8" 2B Ea

307061 VT307061 0.6250" 4 3.8100" 
(96.77 mm) N/A 0.4800" 

(12.19 mm)
0.5625" 
(14.29 mm)

0.3600" 
(9.14 mm) 18 H3 0.7300" UNF 1.0900" 

(27.69 mm) 5/8" 2B Ea

307368 VT307368 0.7500" 4 4.2500" 
(107.95 mm) N/A 0.5900" 

(14.99 mm)
0.6875" 
(17.46 mm)

0.4420" 
(11.23 mm) 10 H3 0.7900" UNC 1.2200" 

(30.99 mm) 3/4" 2B Ea

307483 VT307483 0.7500" 4 4.2500" 
(107.95 mm) N/A 0.5900" 

(14.99 mm)
0.6875" 
(17.46 mm)

0.4420" 
(11.23 mm) 16 H3 0.7900" UNF 1.2200" 

(30.99 mm) 3/4" 2B Ea

308085 VT308085 1.0000" 4 5.1250" 
(130.17 mm) N/A 0.8000" 

(20.32 mm)
0.8125" 
(20.64 mm)

0.6000" 
(15.24 mm) 8 H4 N/A UNC 2.5000" 

(63.50 mm) 1" 2B Ea

• Square shank end
• 2xD Depth of Cut
• Material application: K: Cast Iron, M: Stainless Steel, 

N: Non-Ferrous Metal, P: Steel

• Right hand cut
• Bottoming tap chamfer
• Standard hand tap
• Tap ground threads
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Standard/Deep Cut Portable Band 
Saw Blades
Designed to maximize performance of any portable band saw and deliver long tooth 
life and exceptional durability in metal-cutting applications, including strut, conduit, 
angle iron, copper tube, threaded rod, and pipe. Tooth form, pitch, and set have been 
designed to deliver straight, accurate cuts across a broad range of materials. 
• Matrix II high speed steel teeth deliver maximum durability
• Alloy backing steel provides extended blade life
• Precision formed teeth create fast, clean cuts
• 44 7/8" x 1/2" x .020"

 ML1214R3878

MFG# Sykes# TPI UOM

48-39-0512 ML1214R3878 14 Ea

48-39-0544 ML1218R3878 18 Ea

Gemini A AO Type 01/41 Chop Saw 
Cut-Off Wheel
A durable and versatile chop saw cut-off wheel. The 
aluminum oxide abrasive and side reinforced with harder 
grade maximizes the wheel’s performance and promotes 
optimal cut on low HP machines. This wheel works well 
on 400 series stainless steel and soft and hard carbon steel 
projects, and its construction gives it a long life, making it a smart economical 
option.

MFG# Sykes# Arbor
Hole Dia. Max

RPM Specs. Thickness UOM

66253207554 NT07554 1" 12" 5095 GEMINI 
FREE CUT 7/64" Ea

66253306626 NT06626 1" 14" 4365 GEMINI 
LONG LIFE 7/64" Ea

 GEMINI A AO TYPE 01/41
CHOP SAW CUT-OFF WHEEL

MFG# Sykes# Dia. Number
of Flutes

Overall
Length Pitch Shank

Size
Shank
Square
Length

Shank
Square
Width

TPI Tap
Limit

Tap
Neck
Length

Thread
Form

Thread
Length

Thread
Size

Thread
Tolerance UOM

308291 VT308291 1.0000" 4 5.1250" 
(130.17 mm) N/A 0.8000" 

(20.32 mm)
0.8125" 
(20.64 mm)

0.6000" 
(15.24 mm) 14 H4 N/A UNS 2.5000" 

(63.50 mm) 1" 2B Ea

328208 VT328208 0.1181" 3 1.9400" 
(49.28 mm) 0.5 mm 0.1410" 

(3.58 mm)
0.1875" 
(4.76 mm)

0.1100" 
(2.79 mm) N/A D3 0.3300" Metric 0.3100" 

(7.87 mm) M3 6H Ea

328299 VT328299 0.1575" 4 2.1300" 
(54.10 mm) 0.7 mm 0.1680" 

(4.27 mm)
0.2500" 
(6.35 mm)

0.1310" 
(3.33 mm) N/A D4 0.3900" Metric 0.7500" 

(19.05 mm) M4 6H Ea

328380 VT328380 0.1969" 4 2.3800" 
(60.45 mm) 0.8 mm 0.1940" 

(4.93 mm)
0.2500" 
(6.35 mm)

0.1520" 
(3.86 mm) N/A D4 0.3900" Metric 0.5000" 

(12.70 mm) M5 6H Ea

328448 VT328448 0.2362" 4 2.5000" 
(63.50 mm) 1 mm 0.2550" 

(6.48 mm)
0.3125" 
(7.94 mm)

0.1910" 
(4.85 mm) N/A D5 0.3900" Metric 0.6300" 

(16.00 mm) M6 6H Ea

328562 VT328562 0.3150" 4 2.7200" 
(69.09 mm) 1.25 mm 0.3180" 

(8.08 mm)
0.3750" 
(9.52 mm)

0.2380" 
(6.05 mm) N/A D5 0.4500" Metric 0.6900" 

(17.53 mm) M8 6H Ea

328620 VT328620 0.3937" 4 2.9400" 
(74.68 mm) 1.5 mm 0.3810" 

(9.68 mm)
0.4375" 
(11.11 mm)

0.2860" 
(7.26 mm) N/A D6 0.5100" Metric 0.7500" 

(19.05 mm) M10 6H Ea

328687 VT328687 0.4724" 4 3.3800" 
(85.85 mm) 1.75 mm 0.3670" 

(9.32 mm)
0.4375" 
(11.11 mm)

0.2750" 
(6.99 mm) N/A D6 0.7300" Metric 0.9400" 

(23.88 mm) M12 6H Ea

Die Stock
Keeps cutting tools aligned properly for creating uniform threads.

MFG# Sykes# Description Outside
Dia.

Overall
Length UOM

420548 VT420548 1853 Die stock 1 1/2" 14 1/2" Ea
423009 VT420522 1750 Round die stock 1" 9" Ea

 DIE STOCK

Carbon Steel Taper Pipe Tap
Used to create screw threads (threading). Material 
application K: cast iron, M: stainless steel, N: non-
ferrous metal, P: steel.

 CARBON STEEL
TAPER PIPE TAP

MFG# Sykes# Number
of Flutes

Overall
Length

Thread
Length UOM

304-1/8-27 CT30401 4 2 1/8" 3/4" Ea

304-1/4-18 CT30402 4 2 4/9" 1 1/9" Ea

304-3/8-18 CT30403 4 2 5/9" 1 1/9" Ea

304-1/2-14 CT30404 4 3 1/8" 1 3/8" Ea

304-3/4-14 CT30406 5 3 1/4" 1 3/8" Ea

304-1-11-1/2 CT30408 5 3 3/4" 1 3/4" Ea

304-1-1/4-11-1/2 CT30410 5 4" 1 3/4" Ea

304-1-1/2-11-1/2 CT30412 6 4 1/4" 1 3/4" Ea

304-2-11-1/2 CT30416 6 4 1/2" 1 3/4" Ea

Bottom Hand Tap, cont'd

Cutting Tools

HSS Taper Pipe Tap
• Tapered pipe tap, square shank
• PTT style
• NPT thread
• Medium (5-10) tap hook
• Straight flute

MFG# Sykes# Dia. Overall
Length

Number
of Flutes

Shank
Size

Thread
Length

Thread
Pitch TPI

Shank
Square
Length

Shank
Square
Width

Tap Standard
Projection UOM

385364 VT385364 1/8" 2.1250" (53.97 mm) 4 2.1250" (53.97 mm) 2.1250" (53.97 mm) 27 1/8" 0.3750" (9.52 mm) 0.3280" (8.33 mm) 0.3120" Ea

385398 VT385398 1/4" 2.4375" (61.91 mm) 4 2.4375" (61.91 mm) 2.4375" (61.91 mm) 18 1/4" 0.4375" (11.11 mm) 0.4210" (10.69 mm) 0.4590" Ea

385422 VT385422 3/8" 2.5625" (65.09 mm) 4 2.5625" (65.09 mm) 2.5625" (65.09 mm) 18 3/8" 0.5000" (12.70 mm) 0.5310" (13.49 mm) 0.4540" Ea

385455 VT385455 1/2" 3.1250" (79.38 mm) 4 3.1250" (79.38 mm) 3.1250" (79.38 mm) 14 1/2" 0.6250" (15.88 mm) 0.5150" (13.08 mm) 0.5790" Ea

385489 VT385489 3/4" 3.2500" (82.55 mm) 5 3.2500" (82.55 mm) 3.2500" (82.55 mm) 14 3/4" 0.6875" (17.46 mm) 0.6790" (17.25 mm) 0.5650" Ea

 HSS TAPER PIPE TAP

Plug Hand Tap
• HTGP style
• High Speed Steel with bright finish
• USCTI Table 302A tap blank construction
• Straight flute hand tap with square shank

 PLUG HAND TAP

MFG# Sykes# Dia. Number
of Flutes

Overall
Length Pitch Shank

Size
Shank
Square
Length

Shank
Square
Width

TPI Tap
Limit

Tap Neck
Length

Thread
Form

Thread
Length

Thread
Size

Thread
Tolerance UOM

300520 VT300520 0.0990" 3 1.8125" 
(46.04 mm) N/A 0.1410" 

(3.58 mm)
0.1875" 
(4.76 mm)

0.1100" 
(2.79 mm) 48 H2 N/A UNC 0.5000" 

(12.70 mm) #3 2B Ea

300827 VT300827 0.1120" 3 1.8800" 
(47.75 mm) N/A 0.1410" 

(3.58 mm)
0.1875" 
(4.76 mm)

0.1100" 
(2.79 mm) 40 H2 0.2600" UNC 0.3100" 

(7.87 mm) #4 2B Ea

301361 VT301361 0.1380" 3 2.0000" 
(50.80 mm) N/A 0.1410" 

(3.58 mm)
0.1875" 
(4.76 mm)

0.1100" 
(2.79 mm) 32 H3 0.3200" UNC 0.3800" 

(9.65 mm) #6 2B Ea

301759 VT301759 0.1640" 4 2.1300" 
(54.10 mm) N/A 0.1680" 

(4.27 mm)
0.2500" 
(6.35 mm)

0.1310" 
(3.33 mm) 32 H3 0.3900" UNC 0.3800" 

(9.65 mm) #8 2B Ea

302203 VT302203 0.1900" 4 2.3800" 
(60.45 mm) N/A 0.1940" 

(4.93 mm)
0.2500" 
(6.35 mm)

0.1520" 
(3.86 mm) 24 H3 0.3900" UNC 0.5000" 

(12.70 mm) #10 2B Ea

302476 VT302476 0.1900" 4 2.3800" 
(60.45 mm) N/A 0.1940" 

(4.93 mm)
0.2500" 
(6.35 mm)

0.1520" 
(3.86 mm) 32 H3 0.3900" UNF 0.5000" 

(12.70 mm) #10 2B Ea

302534 VT302534 0.2160" 4 2.3800" 
(60.45 mm) N/A 0.2200" 

(5.59 mm)
0.2812" 
(7.14 mm)

0.1650" 
(4.19 mm) 24 H3 0.4500" UNC 0.5000" 

(12.70 mm) #12 2B Ea

305073 VT305073 0.2500" 4 2.5000" 
(63.50 mm) N/A 0.2550" 

(6.48 mm)
0.3125" 
(7.94 mm)

0.1910" 
(4.85 mm) 20 H3 0.3900" UNC 0.6300" 

(16.00 mm) 1/4" 2B Ea

305222 VT305222 0.2500" 4 2.5000" 
(63.50 mm) N/A 0.2550" 

(6.48 mm)
0.3125" 
(7.94 mm)

0.1910" 
(4.85 mm) 28 H3 0.3900" UNF 0.6300" 

(16.00 mm) 1/4" 2B Ea

305404 VT305404 0.3125" 4 2.7200" 
(69.09 mm) N/A 0.3180" 

(8.08 mm)
0.3750" 
(9.52 mm)

0.2380" 
(6.05 mm) 18 H3 0.4500" UNC 0.6900" 

(17.53 mm) 5/16" 2B Ea

305529 VT305529 0.3125" 4 2.7200" 
(69.09 mm) N/A 0.3180" 

(8.08 mm)
0.3750" 
(9.52 mm)

0.2380" 
(6.05 mm) 24 H3 0.4500" UNF 0.6900" 

(17.53 mm) 5/16" 2B Ea

305701 VT305701 0.3750" 4 2.9400" 
(74.68 mm) N/A 0.3810" 

(9.68 mm)
0.4375" 
(11.11 mm)

0.2860" 
(7.26 mm) 16 H3 0.5100" UNC 0.7500" 

(19.05 mm) 3/8" 2B Ea

• Right hand cut
• Bright finish
• Semi-bottoming tap chamfer
• USCTI Table 311 tap blank construction
• Material application: K: Cast Iron, M: Stainless Steel, N: Non-Ferrous Metal, P: Steel

• Plug tap chamfer
• Right hand cut
• 2xD depth of cut
• Material application: K: Cast Iron, M: Stainless Steel, N: Non-Ferrous Metal, P: Steel
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MFG# Sykes# Dia. Number
of Flutes

Overall
Length Pitch Shank

Size
Shank
Square
Length

Shank
Square
Width

TPI Tap
Limit

Tap Neck
Length

Thread
Form

Thread
Length

Thread
Size

Thread
Tolerance UOM

305826 VT305826 0.3750" 4 2.9400" 
(74.68 mm) N/A 0.3810" 

(9.68 mm)
0.4375" 
(11.11 mm)

0.2860" 
(7.26 mm) 24 H3 0.5100" UNF 0.7500" 

(19.05 mm) 3/8" 2B Ea

306006 VT306006 0.4375" 4 3.1600" 
(80.26 mm) N/A 0.3230" 

(8.20 mm)
0.4062" 
(10.32 mm)

0.2420" 
(6.15 mm) 14 H3 0.5700" UNC 0.8800" 

(22.35 mm) 7/16" 2B Ea

306121 VT306121 0.4375" 4 3.1600" 
(80.26 mm) N/A 0.3230" 

(8.20 mm)
0.4062" 
(10.32 mm)

0.2420" 
(6.15 mm) 20 H3 0.5700" UNF 0.8800" 

(22.35 mm) 7/16" 2B Ea

306303 VT306303 0.5000" 4 3.3800" 
(85.85 mm) N/A 0.3670" 

(9.32 mm)
0.4375" 
(11.11 mm)

0.2750" 
(6.99 mm) 13 H3 0.7300" UNC 0.9400" 

(23.88 mm) 1/2" 2B Ea

306451 VT306451 0.5000" 4 3.3800" 
(85.85 mm) N/A 0.3670" 

(9.32 mm)
0.4375" 
(11.11 mm)

0.2750" 
(6.99 mm) 20 H3 0.7300" UNF 0.9400" 

(23.88 mm) 1/2" 2B Ea

306634 VT306634 0.5625" 4 3.5900" 
(91.19 mm) N/A 0.4290" 

(10.90 mm)
0.5000" 
(12.70 mm)

0.3220" 
(8.18 mm) 12 H3 0.6700" UNC 1.0000" 

(25.40 mm) 9/16" 2B Ea

306758 VT306758 0.5625" 4 3.5900" 
(91.19 mm) N/A 0.4290" 

(10.90 mm)
0.5000" 
(12.70 mm)

0.3220" 
(8.18 mm) 18 H3 0.6700" UNF 1.0000" 

(25.40 mm) 9/16" 2B Ea

306931 VT306931 0.6250" 4 3.8100" 
(96.77 mm) N/A 0.4800" 

(12.19 mm)
0.5625" 
(14.29 mm)

0.3600" 
(9.14 mm) 11 H3 0.7300" UNC 1.0900" 

(27.69 mm) 5/8" 2B Ea

307053 VT307053 0.6250" 4 3.8100" 
(96.77 mm) N/A 0.4800" 

(12.19 mm)
0.5625" 
(14.29 mm)

0.3600" 
(9.14 mm) 18 H3 0.7300" UNF 1.0900" 

(27.69 mm) 5/8" 2B Ea

307350 VT307350 0.7500" 4 4.2500" 
(107.95 mm) N/A 0.5900" 

(14.99 mm)
0.6875" 
(17.46 mm)

0.4420" 
(11.23 mm) 10 H3 0.7900" UNC 1.2200" 

(30.99 mm) 3/4" 2B Ea

307475 VT307475 0.7500" 4 4.2500" 
(107.95 mm) N/A 0.5900" 

(14.99 mm)
0.6875" 
(17.46 mm)

0.4420" 
(11.23 mm) 16 H3 0.7900" UNF 1.2200" 

(30.99 mm) 3/4" 2B Ea

307715 VT307715 0.8750" 4 4.6875" 
(119.06 mm) N/A 0.6970" 

(17.70 mm)
0.7500" 
(19.05 mm)

0.5230" 
(13.28 mm) 9 H4 N/A UNC 2.2188" 

(56.36 mm) 7/8" 2B Ea

307830 VT307830 0.8750" 4 4.6875" 
(119.06 mm) N/A 0.6970" 

(17.70 mm)
0.7500" 
(19.05 mm)

0.5230" 
(13.28 mm) 14 H4 N/A UNF 2.2188" 

(56.36 mm) 7/8" 2B Ea

308077 VT308077 1.0000" 4 5.1250" 
(130.17 mm) N/A 0.8000" 

(20.32 mm)
0.8125" 
(20.64 mm)

0.6000" 
(15.24 mm) 8 H4 N/A UNC 2.5000" 

(63.50 mm) 1" 2B Ea

308283 VT308283 1.0000" 4 5.1250" 
(130.17 mm) N/A 0.8000" 

(20.32 mm)
0.8125" 
(20.64 mm)

0.6000" 
(15.24 mm) 14 H4 N/A UNS 2.5000" 

(63.50 mm) 1" 2B Ea

308432 VT308432 1.1250" 4 5.4375" 
(138.11 mm) N/A 0.8960" 

(22.76 mm)
0.8750" 
(22.22 mm)

0.6720" 
(17.07 mm) 7 H4 N/A UNC 2.5625" 

(65.09 mm) 1 1/8" 2B Ea

308465 VT308465 1.1250" 4 5.4375" 
(138.11 mm) N/A 0.8960" 

(22.76 mm)
0.8750" 
(22.22 mm)

0.6720" 
(17.07 mm) 12 H4 N/A UNF 2.5625" 

(65.09 mm) 1 1/8" 2B Ea

308556 VT308556 1.2500" 4 5.7500" 
(146.05 mm) N/A 1.0210" 

(25.93 mm)
1.0000" 
(25.40 mm)

0.7660" 
(19.46 mm) 7 H4 N/A UNC 2.5625" 

(65.09 mm) 1 1/4" 2B Ea

308580 VT308580 1.2500" 6 5.7500" 
(146.05 mm) N/A 1.0210" 

(25.93 mm)
1.0000" 
(25.40 mm)

0.7660" 
(19.46 mm) 12 H4 N/A UNF 2.5625" 

(65.09 mm) 1 1/4" 2B Ea

308796 VT308796 1.5000" 4 6.3750" 
(161.92 mm) N/A 1.2330" 

(31.32 mm)
1.1250" 
(28.57 mm)

0.9250" 
(23.50 mm) 6 H4 N/A UNC 3.0000" 

(76.20 mm) 1 1/2" 2B Ea

308820 VT308820 1.5000" 6 6.3750" 
(161.92 mm) N/A 1.2330" 

(31.32 mm)
1.1250" 
(28.57 mm)

0.9250" 
(23.50 mm) 12 H4 N/A UNF 3.0000" 

(76.20 mm) 1 1/2" 2B Ea

328190 VT328190 0.1181" 3 1.9400" 
(49.28 mm) 0.5 mm 0.1410" 

(3.58 mm)
0.1875" 
(4.76 mm)

0.1100" 
(2.79 mm) N/A D3 0.3300" Metric 0.3100" 

(7.87 mm) M3 6H Ea

328372 VT328372 0.1969" 4 2.3800" 
(60.45 mm) 0.8 mm 0.1940" 

(4.93 mm)
0.2500" 
(6.35 mm)

0.1520" 
(3.86 mm) N/A D4 0.3900" Metric 0.5000" 

(12.70 mm) M5 6H Ea

328430 VT328430 0.2362" 4 2.5000" 
(63.50 mm) 1 mm 0.2550" 

(6.48 mm)
0.3125" 
(7.94 mm)

0.1910" 
(4.85 mm) N/A D5 0.3900" Metric 0.6300" 

(16.00 mm) M6 6H Ea

328554 VT328554 0.3150" 4 2.7200" 
(69.09 mm) 1.25 mm 0.3180" 

(8.08 mm)
0.3750" 
(9.52 mm)

0.2380" 
(6.05 mm) N/A D5 0.4500" Metric 0.6900" 

(17.53 mm) M8 6H Ea

328612 VT328612 0.3937" 4 2.9400" 
(74.68 mm) 1.5 mm 0.3810" 

(9.68 mm)
0.4375" 
(11.11 mm)

0.2860" 
(7.26 mm) N/A D6 0.5100" Metric 0.7500" 

(19.05 mm) M10 6H Ea

Plug Hand Tap, cont'd

Cutting Tools

Spiral Point Tap
• High Speed Steel with bright finish
• SPGP Style
• Spiral point machine tap
• Straight flute with square shank
• Right hand cut
• USCTI Table 302A Tap Blank Construction
• Plug tap chamfer
• 2xD depth of cut
• Material application: N: Non-Ferrous Metal, P: Steel

 SPIRAL POINT TAP

MFG# Sykes# Dia. Number
of Flutes

Overall
Length Pitch Shank

Size
Shank
Square
Length

Shank
Square
Width

TPI Tap
Limit

Tap Neck
Length

Thread
Form

Thread
Length

Thread
Size

Thread
Tolerance UOM

356142 VT356142 0.0860" 2 1.7500" 
(44.45 mm) N/A 0.1410" 

(3.58 mm)
0.1875" 
(4.76 mm)

0.1100" 
(2.79 mm) 56 H2 N/A UNC 0.4375" 

(11.11 mm) #2 2B Ea

356225 VT356225 0.0990" 2 1.8125" 
(46.04 mm) N/A 0.1410" 

(3.58 mm)
0.1875" 
(4.76 mm)

0.1100" 
(2.79 mm) 48 H2 N/A UNC 0.5000" 

(12.70 mm) #3 2B Ea

356324 VT356324 0.1120" 2 1.8800" 
(47.75 mm) N/A 0.1410" 

(3.58 mm)
0.1875" 
(4.76 mm)

0.1100" 
(2.79 mm) 40 H2 0.2600" UNC 0.3100" 

(7.87 mm) #4 2B Ea

356407 VT356407 0.1250" 2 1.9400" 
(49.28 mm) N/A 0.1410" 

(3.58 mm)
0.1875" 
(4.76 mm)

0.1100" 
(2.79 mm) 40 H2 0.3300" UNC 0.3100" 

(7.87 mm) #5 2B Ea

356506 VT356506 0.1380" 2 2.0000" 
(50.80 mm) N/A 0.1410" 

(3.58 mm)
0.1875" 
(4.76 mm)

0.1100" 
(2.79 mm) 32 H3 0.3200" UNC 0.3800" 

(9.65 mm) #6 2B Ea

356633 VT356633 0.1640" 2 2.1300" 
(54.10 mm) N/A 0.1680" 

(4.27 mm)
0.2500" 
(6.35 mm)

0.1310" 
(3.33 mm) 32 H3 0.3900" UNC 0.3800" 

(9.65 mm) #8 2B Ea

356704 VT356704 0.1900" 2 2.3800" 
(60.45 mm) N/A 0.1940" 

(4.93 mm)
0.2500" 
(6.35 mm)

0.1520" 
(3.86 mm) 24 H3 0.3900" UNC 0.5000" 

(12.70 mm) #10 2B Ea

356761 VT356761 0.1900" 2 2.3800" 
(60.45 mm) N/A 0.1940" 

(4.93 mm)
0.2500" 
(6.35 mm)

0.1520" 
(3.86 mm) 32 H3 0.3900" UNF 0.5000" 

(12.70 mm) #10 2B Ea

357041 VT357041 0.2500" 2 2.5000" 
(63.50 mm) N/A 0.2550" 

(6.48 mm)
0.3125" 
(7.94 mm)

0.1910" 
(4.85 mm) 20 H3 0.3900" UNC 0.6300" 

(16.00 mm) 1/4" 2B Ea

357165 VT357165 0.2500" 2 2.5000" 
(63.50 mm) N/A 0.2550" 

(6.48 mm)
0.3125" 
(7.94 mm)

0.1910" 
(4.85 mm) 28 H3 0.3900" UNF 0.6300" 

(16.00 mm) 1/4" 2B Ea

357280 VT357280 0.3125" 2 2.7200" 
(69.09 mm) N/A 0.3180" 

(8.08 mm)
0.3750" 
(9.52 mm)

0.2380" 
(6.05 mm) 18 H3 0.4500" UNC 0.6900" 

(17.53 mm) 5/16" 2B Ea

357405 VT357405 0.3125" 2 2.7200" 
(69.09 mm) N/A 0.3180" 

(8.08 mm)
0.3750" 
(9.52 mm)

0.2380" 
(6.05 mm) 24 H3 0.4500" UNF 0.6900" 

(17.53 mm) 5/16" 2B Ea

357520 VT357520 0.3750" 3 2.9400" 
(74.68 mm) N/A 0.3810" 

(9.68 mm)
0.4375" 
(11.11 mm)

0.2860" 
(7.26 mm) 16 H3 0.5100" UNC 0.7500" 

(19.05 mm) 3/8" 2B Ea

357603 VT357603 0.3750" 3 2.9400" 
(74.68 mm) N/A 0.3810" 

(9.68 mm)
0.4375" 
(11.11 mm)

0.2860" 
(7.26 mm) 24 H3 0.5100" UNF 0.7500" 

(19.05 mm) 3/8" 2B Ea

357686 VT357686 0.4375" 3 3.1600" 
(80.26 mm) N/A 0.3230" 

(8.20 mm)
0.4062" 
(10.32 mm)

0.2420" 
(6.15 mm) 14 H3 0.5700" UNC 0.8800" 

(22.35 mm) 7/16" 2B Ea

357769 VT357769 0.4375" 3 3.1600" 
(80.26 mm) N/A 0.3230" 

(8.20 mm)
0.4062" 
(10.32 mm)

0.2420" 
(6.15 mm) 20 H3 0.5700" UNF 0.8800" 

(22.35 mm) 7/16" 2B Ea

357827 VT357827 0.5000" 3 3.3800" 
(85.85 mm) N/A 0.3670" 

(9.32 mm)
0.4375" 
(11.11 mm)

0.2750" 
(6.99 mm) 13 H3 0.7300" UNC 0.9400" 

(23.88 mm) 1/2" 2B Ea

357868 VT357868 0.5000" 3 3.3800" 
(85.85 mm) N/A 0.3670" 

(9.32 mm)
0.4375" 
(11.11 mm)

0.2750" 
(6.99 mm) 20 H3 0.7300" UNF 0.9400" 

(23.88 mm) 1/2" 2B Ea

357926 VT357926 0.6250" 3 3.8100" 
(96.77 mm) N/A 0.4800" 

(12.19 mm)
0.5625" 
(14.29 mm)

0.3600" 
(9.14 mm) 11 H3 0.7300" UNC 1.0900" 

(27.69 mm) 5/8" 2B Ea

357942 VT357942 0.6250" 3 3.8100" 
(96.77 mm) N/A 0.4800" 

(12.19 mm)
0.5625" 
(14.29 mm)

0.3600" 
(9.14 mm) 18 H3 0.7300" UNF 1.0900" 

(27.69 mm) 5/8" 2B Ea

357967 VT357967 0.7500" 3 4.2500" 
(107.95 mm) N/A 0.5900" 

(14.99 mm)
0.6875" 
(17.46 mm)

0.4420" 
(11.23 mm) 10 H3 0.7900" UNC 1.2200" 

(30.99 mm) 3/4" 2B Ea

360797 VT360797 0.0984" 2 1.8125" 
(46.04 mm) 0.45 mm 0.1410" 

(3.58 mm)
0.1875" 
(4.76 mm)

0.1100" 
(2.79 mm) N/A D3 N/A Metric 0.5000" 

(12.70 mm) M2.5 6H Ea

360805 VT360805 0.1181" 2 1.9400" 
(49.28 mm) 0.5 mm 0.1410" 

(3.58 mm)
0.1875" 
(4.76 mm)

0.1100" 
(2.79 mm) N/A D3 0.3300" Metric 0.3100" 

(7.87 mm) M3 6H Ea
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MFG# Sykes# Dia. Number
of Flutes

Overall
Length Pitch Shank

Size
Shank
Square
Length

Shank
Square
Width

TPI Tap
Limit

Tap Neck
Length

Thread
Form

Thread
Length

Thread
Size

Thread
Tolerance UOM

360821 VT360821 0.1378" 2 2.0000" 
(50.80 mm) 0.6 mm 0.1410" 

(3.58 mm)
0.1875" 
(4.76 mm)

0.1100" 
(2.79 mm) N/A D4 0.3200" Metric 0.3800" 

(9.65 mm) M3.5 6H Ea

360839 VT360839 0.1575" 2 2.1300" 
(54.10 mm) 0.7 mm 0.1680" 

(4.27 mm)
0.2500" 
(6.35 mm)

0.1310" 
(3.33 mm) N/A D4 0.3900" Metric 0.3800" 

(9.65 mm) M4 6H Ea

360862 VT360862 0.1969" 2 2.3800" 
(60.45 mm) 0.8 mm 0.1940" 

(4.93 mm)
0.2500" 
(6.35 mm)

0.1520" 
(3.86 mm) N/A D4 0.3900" Metric 0.5000" 

(12.70 mm) M5 6H Ea

360888 VT360888 0.2362" 2 2.5000" 
(63.50 mm) 1 mm 0.2550" 

(6.48 mm)
0.3125" 
(7.94 mm)

0.1910" 
(4.85 mm) N/A D5 0.3900" Metric 0.6300" 

(16.00 mm) M6 6H Ea

360904 VT360904 0.2756" 2 2.7200" 
(69.09 mm) 1 mm 0.3180" 

(8.08 mm)
0.3750" 
(9.52 mm)

0.2380" 
(6.05 mm) N/A D5 0.4500" Metric 0.6900" 

(17.53 mm) M7 6H Ea

360920 VT360920 0.3150" 2 2.7200" 
(69.09 mm) 1.25 mm 0.3180" 

(8.08 mm)
0.3750" 
(9.52 mm)

0.2380" 
(6.05 mm) N/A D5 0.4500" Metric 0.6900" 

(17.53 mm) M8 6H Ea

360946 VT360946 0.3937" 3 2.9400" 
(74.68 mm) 1.5 mm 0.3810" 

(9.68 mm)
0.4375" 
(11.11 mm)

0.2860" 
(7.26 mm) N/A D6 0.5100" Metric 0.7500" 

(19.05 mm) M10 6H Ea

360961 VT360961 0.4724" 3 3.3800" 
(85.85 mm) 1.75 mm 0.3670" 

(9.32 mm)
0.4375" 
(11.11 mm)

0.2750" 
(6.99 mm) N/A D6 0.7300" Metric 0.9400" 

(23.88 mm) M12 6H Ea

360995 VT360995 0.5512" 3 3.5900" 
(91.19 mm) 2 mm 0.4290" 

(10.90 mm)
0.5000" 
(12.70 mm)

0.3220" 
(8.18 mm) N/A D7 0.6700" Metric 1.0000" 

(25.40 mm) M14 6H Ea

361019 VT361019 0.6299" 3 3.8100" 
(96.77 mm) 2 mm 0.4800" 

(12.19 mm)
0.5625" 
(14.29 mm)

0.3600" 
(9.14 mm) N/A D7 0.7300" Metric 1.0000" 

(25.40 mm) M16 6H Ea

Tap Wrench
Tap wrench with steam oxide finish.

 TAP WRENCH

MFG# Sykes# Description For Size
(Fractional)

For Size
(Machine Screw)

For Size
(Metric)

Overall
Length Tool Size UOM

420803 VT420803 330 T-handle tap wrench 1/16" to 1/4" #0 to #14 M1.5 to M6.3 2.7500" (69.85 mm) T11 Ea

420829 VT420829 330 T-handle tap wrench 7/32" to 1/2" #12 to #14 M5.5 to M12.5 3.6250" (92.07 mm) T12 Ea

420845 VT420845 330 T-handle tap wrench 1/16" to 1/4" #0 to #14 M1.5 to M6.3 2.7500" (69.85 mm) T9 Ea

420860 VT420860 330 T-handle tap wrench 1/16" to 1/4" #0 to #14 M1.5 to M6.3 3.7500" (95.25 mm) T13 Ea

420878 VT420878 330 T-handle tap wrench 7/32" to 1/2" #12 to #14 M5.5 to M12.5 5.0000" (127.00 mm) T14 Ea

420936 VT420936 300 Straight tap wrench 5/32" to 1/2" #8 to #14 M4 to M12.5 11.0000" (279.40 mm) #5 Ea

420944 VT420944 300 Straight tap wrench 5/32" to 3/4" #8 to #14 M4 to M19 15.0000" (381.00 mm) #6 Ea

C67213 VTC67213 45 T-handle tap wrench 7/32" to 1/2" #12 to #14 M5.5 to M12.5 10.6250" (269.88 mm) T17 Ea

T-Handle Tap Wrench
For holding taps, drills, reamers and other small tools to be turned by hand. Properly heat-treated to withstand ordinary shop use. 
Body is centered, enabling use on lathe centers or on an upright drilling machine to start the tap straight. Jaw conforms to tool being 
held, making it rigid and less apt to loosen.

 ST93A

MFG# Sykes# Description Overall Length Square Shank Length Capacity Tap Size UOM

50427 ST93A 93A T-Handle tap wrench 2” (50 mm) 1/16” to 5/32” (1.6 to 4 mm) 1/16” to 3/16” (1.6 to 4.7 mm) Ea

50428 ST93B 93B T-Handle tap wrench 2 1/2” (65 mm) 5/32” to 1/4” (4 to 6.4 mm) 7/32” to 7/16” (5.5 to 11 mm) Ea

50429 ST93C 93C T-Handle tap wrench 3 1/2” (90 mm) 1/4” to 1/2” (6.4 to 12.7 mm) 3/16” to 5/16” (4.7 to 8 mm) Ea

Spiral Point Tap, cont'd

Cutting Tools

Tap Set
• High Speed Steel with bright finish
• 3-Piece set
• Straight flute hand tap with square shank
• Taper plug bottoming tap chamfer
• Right hand cut
• USCTI Table 302 Tap Blank Construction
• 2xD depth of cut
• Material application: K: cast iron, M: stainless steel, N: non-ferrous metal, P: steel

 TAP SET

MFG# Sykes# Dia. Overall
Length

Number
of Flutes

Thread
Size

Shank
Size

Thread
Length Pitch TPI Thread

Form
Set Size
Range

Tap
Limit

Shank
Square
Length

Shank
Square
Width

Tap Neck
Length UOM

174519 VT174519 0.1181” 1.9400” 
(49.28 mm) 3 M3 0.1410” 

(3.58 mm)
0.3100” 
(7.87 mm) 0.5 mm N/A Metric M3 x 0.5 mm D3 0.1875” 

(4.76 mm)
0.1100” 
(2.79 mm) 0.3300” Ea

174520 VT174520 0.1575” 2.1300” 
(54.10 mm) 4 M4 0.1680” 

(4.27 mm)
0.3800” 
(9.65 mm) 0.7 mm N/A Metric M4 x 0.7 mm D4 0.2500” 

(6.35 mm)
0.1310” 
(3.33 mm) 0.3900” Ea

174521 VT174521 0.1969” 2.3800” 
(60.45 mm) 4 M5 0.1940” 

(4.93 mm)
0.5000” 
(12.70 mm) 0.8 mm N/A Metric M5 x 0.8 mm D4 0.2500” 

(6.35 mm)
0.1520” 
(3.86 mm) 0.3900” Ea

174522 VT174522 0.2362” 2.5000” 
(63.50 mm) 4 M6 0.2550” 

(6.48 mm)
0.6300” 
(16.00 mm) 1 mm N/A Metric M6 x 1.0 mm D5 0.3125” 

(7.94 mm)
0.1910” 
(4.85 mm) 0.3900” Ea

174524 VT174524 0.3150” 2.7200” 
(69.09 mm) 4 M8 0.3180” 

(8.08 mm)
0.6900” 
(17.53 mm) 1.25 mm N/A Metric M8 x 1.25 mm D5 0.3750” 

(9.52 mm)
0.2380” 
(6.05 mm) 0.4500” Ea

174548 VT174548 0.3937” 2.9400” 
(74.68 mm) 4 M10 0.3810” 

(9.68 mm)
0.7500” 
(19.05 mm) 1.5 mm N/A Metric M10 x 1.5 mm D6 0.4375” 

(11.11 mm)
0.2860” 
(7.26 mm) 0.5100” Ea

174549 VT174549 0.4724” 3.3800” 
(85.85 mm) 4 M12 0.3670” 

(9.32 mm)
0.9400” 
(23.88 mm) 1.75 mm N/A Metric M12 x 1.75 mm D6 0.4375” 

(11.11 mm)
0.2750” 
(6.99 mm) 0.7300” Ea

174550 VT174550 0.5512” 3.5900” 
(91.19 mm) 4 M14 0.4290” 

(10.90 mm)
1.0000” 
(25.40 mm) 2 mm N/A Metric M14 x 2.0 mm D7 0.5000” 

(12.70 mm)
0.3220” 
(8.18 mm) 0.6700” Ea

341623 VT341623 0.1120” 1.8800” 
(47.75 mm) 3 #4 0.1410” 

(3.58 mm)
0.3100” 
(7.87 mm) N/A 40 UNC #4-40 UNC H2 0.1875” 

(4.76 mm)
0.1100” 
(2.79 mm) 0.2600” Ea

341664 VT341664 0.1250” 1.9400” 
(49.28 mm) 3 #5 0.1410” 

(3.58 mm)
0.3100” 
(7.87 mm) N/A 40 UNC #5-40 UNC H2 0.1875” 

(4.76 mm)
0.1100” 
(2.79 mm) 0.3300” Ea

341706 VT341706 0.1380” 2.0000” 
(50.80 mm) 3 #6 0.1410” 

(3.58 mm)
0.3800” 
(9.65 mm) N/A 32 UNC #6-32 UNC H3 0.1875” 

(4.76 mm)
0.1100” 
(2.79 mm) 0.3200” Ea

341748 VT341748 0.1640” 2.1300” 
(54.10 mm) 4 #8 0.1680” 

(4.27 mm)
0.3800” 
(9.65 mm) N/A 32 UNC #8-32 UNC H3 0.2500” 

(6.35 mm)
0.1310” 
(3.33 mm) 0.3900” Ea

341789 VT341789 0.1900” 2.3800” 
(60.45 mm) 4 #10 0.1940” 

(4.93 mm)
0.5000” 
(12.70 mm) N/A 24 UNC #10-24 UNC H3 0.2500” 

(6.35 mm)
0.1520” 
(3.86 mm) 0.3900” Ea

341813 VT341813 0.1900” 2.3800” 
(60.45 mm) 4 #10 0.1940” 

(4.93 mm)
0.5000” 
(12.70 mm) N/A 32 UNF #10-32 UNF H3 0.2500” 

(6.35 mm)
0.1520” 
(3.86 mm) 0.3900” Ea

342522 VT342522 0.2500” 2.5000” 
(63.50 mm) 4 1/4” 0.2550” 

(6.48 mm)
0.6300” 
(16.00 mm) N/A 20 UNC 1/4”-20 UNC H3 0.3125” 

(7.94 mm)
0.1910” 
(4.85 mm) 0.3900” Ea

342530 VT342530 0.2500” 2.5000” 
(63.50 mm) 4 1/4” 0.2550” 

(6.48 mm)
0.6300” 
(16.00 mm) N/A 28 UNF 1/4”-28 UNF H3 0.3125” 

(7.94 mm)
0.1910” 
(4.85 mm) 0.3900” Ea

342555 VT342555 0.3125” 2.7200” 
(69.09 mm) 4 5/16” 0.3180” 

(8.08 mm)
0.6900” 
(17.53 mm) N/A 18 UNC 5/16”-18 UNC H3 0.3750” 

(9.52 mm)
0.2380” 
(6.05 mm) 0.4500” Ea

342563 VT342563 0.3125” 2.7200” 
(69.09 mm) 4 5/16” 0.3180” 

(8.08 mm)
0.6900” 
(17.53 mm) N/A 24 UNF 5/16”-24 UNF H3 0.3750” 

(9.52 mm)
0.2380” 
(6.05 mm) 0.4500” Ea

342589 VT342589 0.3750” 2.9400” 
(74.68 mm) 4 3/8” 0.3810” 

(9.68 mm)
0.7500” 
(19.05 mm) N/A 16 UNC 3/8”-16 UNC H3 0.4375” 

(11.11 mm)
0.2860” 
(7.26 mm) 0.5100” Ea

342597 VT342597 0.3750” 2.9400” 
(74.68 mm) 4 3/8” 0.3810” 

(9.68 mm)
0.7500” 
(19.05 mm) N/A 24 UNF 3/8”-24 UNF H3 0.4375” 

(11.11 mm)
0.2860” 
(7.26 mm) 0.5100” Ea

342613 VT342613 0.4375” 3.1600” 
(80.26 mm) 4 7/16” 0.3230” 

(8.20 mm)
0.8800” 
(22.35 mm) N/A 20 UNF 7/16”-20 UNF H3 0.4062” 

(10.32 mm)
0.2420” 
(6.15 mm) 0.5700” Ea

342621 VT342621 0.5000” 3.3800” 
(85.85 mm) 4 1/2” 0.3670” 

(9.32 mm)
0.9400” 
(23.88 mm) N/A 13 UNC 1/2”-13 UNC H3 0.4375” 

(11.11 mm)
0.2750” 
(6.99 mm) 0.7300” Ea

342639 VT342639 0.5000” 3.3800” 
(85.85 mm) 4 1/2” 0.3670” 

(9.32 mm)
0.9400” 
(23.88 mm) N/A 20 UNF 1/2”-20 UNF H3 0.4375” 

(11.11 mm)
0.2750” 
(6.99 mm) 0.7300” Ea

342662 VT342662 0.6250” 3.8100” 
(96.77 mm) 4 5/8” 0.4800” 

(12.19 mm)
1.0900” 
(27.69 mm) N/A 11 UNC 5/8”-11 UNC H3 0.5625” 

(14.29 mm)
0.3600” 
(9.14 mm) 0.7300” Ea

342670 VT342670 0.6250” 3.8100” 
(96.77 mm) 4 5/8” 0.4800” 

(12.19 mm)
1.0900” 
(27.69 mm) N/A 18 UNF 5/8”-18 UNF H3 0.5625” 

(14.29 mm)
0.3600” 
(9.14 mm) 0.7300” Ea
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Taper Hand Tap
• High Speed Steel with bright finish
• HTGP style
• Straight flute hand tap with square shank
• Plug tap chamfer

MFG# Sykes# Dia. Number
of Flutes

Overall
Length Pitch Shank

Size
Shank
Square
Length

Shank
Square
Width

TPI Tap
Limit

Tap Neck
Length

Thread
Form

Thread
Length

Thread
Size

Thread
Tolerance UOM

301056 VT301056 0.1250” 3 1.9400” 
(49.28 mm) N/A 0.1410” 

(3.58 mm)
0.1875” 
(4.76 mm)

0.1100” 
(2.79 mm) 40 H2 0.3300” UNC 0.3100” 

(7.87 mm) #5 2B Ea

301064 VT301064 0.1250” 3 1.9400” 
(49.28 mm) N/A 0.1410” 

(3.58 mm)
0.1875” 
(4.76 mm)

0.1100” 
(2.79 mm) 40 H2 0.3300” UNC 0.3100” 

(7.87 mm) #5 2B Ea

301353 VT301353 0.1380” 3 2.0000” 
(50.80 mm) N/A 0.1410” 

(3.58 mm)
0.1875” 
(4.76 mm)

0.1100” 
(2.79 mm) 32 H3 0.3200” UNC 0.3800” 

(9.65 mm) #6 2B Ea

301742 VT301742 0.1640” 4 2.1300” 
(54.10 mm) N/A 0.1680” 

(4.27 mm)
0.2500” 
(6.35 mm)

0.1310” 
(3.33 mm) 32 H3 0.3900” UNC 0.3800” 

(9.65 mm) #8 2B Ea

302195 VT302195 0.1900” 4 2.3800” 
(60.45 mm) N/A 0.1940” 

(4.93 mm)
0.2500” 
(6.35 mm)

0.1520” 
(3.86 mm) 24 H3 0.3900” UNC 0.5000” 

(12.70 mm) #10 2B Ea

302468 VT302468 0.1900” 4 2.3800” 
(60.45 mm) N/A 0.1940” 

(4.93 mm)
0.2500” 
(6.35 mm)

0.1520” 
(3.86 mm) 32 H3 0.3900” UNF 0.5000” 

(12.70 mm) #10 2B Ea

302526 VT302526 0.2160” 4 2.3800” 
(60.45 mm) N/A 0.2200” 

(5.59 mm)
0.2812” 
(7.14 mm)

0.1650” 
(4.19 mm) 24 H3 0.4500” UNC 0.5000” 

(12.70 mm) #12 2B Ea

305065 VT305065 0.2500” 4 2.5000” 
(63.50 mm) N/A 0.2550” 

(6.48 mm)
0.3125” 
(7.94 mm)

0.1910” 
(4.85 mm) 20 H3 0.3900” UNC 0.6300” 

(16.00 mm) 1/4” 2B Ea

305214 VT305214 0.2500” 4 2.5000” 
(63.50 mm) N/A 0.2550” 

(6.48 mm)
0.3125” 
(7.94 mm)

0.1910” 
(4.85 mm) 28 H3 0.3900” UNF 0.6300” 

(16.00 mm) 1/4” 2B Ea

305396 VT305396 0.3125” 4 2.7200” 
(69.09 mm) N/A 0.3180” 

(8.08 mm)
0.3750” 
(9.52 mm)

0.2380” 
(6.05 mm) 18 H3 0.4500” UNC 0.6900” 

(17.53 mm) 5/16” 2B Ea

305511 VT305511 0.3125” 4 2.7200” 
(69.09 mm) N/A 0.3180” 

(8.08 mm)
0.3750” 
(9.52 mm)

0.2380” 
(6.05 mm) 24 H3 0.4500” UNF 0.6900” 

(17.53 mm) 5/16” 2B Ea

305693 VT305693 0.3750” 4 2.9400” 
(74.68 mm) N/A 0.3810” 

(9.68 mm)
0.4375” 
(11.11 mm)

0.2860” 
(7.26 mm) 16 H3 0.5100” UNC 0.7500” 

(19.05 mm) 3/8” 2B Ea

305818 VT305818 0.3750” 4 2.9400” 
(74.68 mm) N/A 0.3810” 

(9.68 mm)
0.4375” 
(11.11 mm)

0.2860” 
(7.26 mm) 24 H3 0.5100” UNF 0.7500” 

(19.05 mm) 3/8” 2B Ea

305990 VT305990 0.4375” 4 3.1600” 
(80.26 mm) N/A 0.3230” 

(8.20 mm)
0.4062” 
(10.32 mm)

0.2420” 
(6.15 mm) 14 H3 0.5700” UNC 0.8800” 

(22.35 mm) 7/16” 2B Ea

306113 VT306113 0.4375” 4 3.1600” 
(80.26 mm) N/A 0.3230” 

(8.20 mm)
0.4062” 
(10.32 mm)

0.2420” 
(6.15 mm) 20 H3 0.5700” UNF 0.8800” 

(22.35 mm) 7/16” 2B Ea

306295 VT306295 0.5000” 4 3.3800” 
(85.85 mm) N/A 0.3670” 

(9.32 mm)
0.4375” 
(11.11 mm)

0.2750” 
(6.99 mm) 13 H3 0.7300” UNC 0.9400” 

(23.88 mm) 1/2” 2B Ea

306444 VT306444 0.5000” 4 3.3800” 
(85.85 mm) N/A 0.3670” 

(9.32 mm)
0.4375” 
(11.11 mm)

0.2750” 
(6.99 mm) 20 H3 0.7300” UNF 0.9400” 

(23.88 mm) 1/2” 2B Ea

306923 VT306923 0.6250” 4 3.8100” 
(96.77 mm) N/A 0.4800” 

(12.19 mm)
0.5625” 
(14.29 mm)

0.3600” 
(9.14 mm) 11 H3 0.7300” UNC 1.0900” 

(27.69 mm) 5/8” 2B Ea

307046 VT307046 0.6250” 4 3.8100” 
(96.77 mm) N/A 0.4800” 

(12.19 mm)
0.5625” 
(14.29 mm)

0.3600” 
(9.14 mm) 18 H3 0.7300” UNF 1.0900” 

(27.69 mm) 5/8” 2B Ea

307343 VT307343 0.7500” 4 4.2500” 
(107.95 mm) N/A 0.5900” 

(14.99 mm)
0.6875” 
(17.46 mm)

0.4420” 
(11.23 mm) 10 H3 0.7900” UNC 1.2200” 

(30.99 mm) 3/4” 2B Ea

307467 VT307467 0.7500” 4 4.2500” 
(107.95 mm) N/A 0.5900” 

(14.99 mm)
0.6875” 
(17.46 mm)

0.4420” 
(11.23 mm) 16 H3 0.7900” UNF 1.2200” 

(30.99 mm) 3/4” 2B Ea

308275 VT308275 1.0000” 4 5.1250” 
(130.17 mm) N/A 0.8000” 

(20.32 mm)
0.8125” 
(20.64 mm)

0.6000” 
(15.24 mm) 14 H4 N/A UNS 2.5000” 

(63.50 mm) 1” 2B Ea

328273 VT328273 0.1575” 4 2.1300” 
(54.10 mm) 0.7 mm 0.1680” 

(4.27 mm)
0.2500” 
(6.35 mm)

0.1310” 
(3.33 mm) N/A D4 0.3900” Metric 0.3800” 

(9.65 mm) M4 6H Ea

328281 VT328281 0.1575” 4 2.1300” 
(54.10 mm) 0.7 mm 0.1680” 

(4.27 mm)
0.2500” 
(6.35 mm)

0.1310” 
(3.33 mm) N/A D4 0.3900” Metric 0.3800” 

(9.65 mm) M4 6H Ea

328364 VT328364 0.1969” 4 2.3800” 
(60.45 mm) 0.8 mm 0.1940” 

(4.93 mm)
0.2500” 
(6.35 mm)

0.1520” 
(3.86 mm) N/A D4 0.3900” Metric 0.5000” 

(12.70 mm) M5 6H Ea

328422 VT328422 0.2362” 4 2.5000” 
(63.50 mm) 1 mm 0.2550” 

(6.48 mm)
0.3125” 
(7.94 mm)

0.1910” 
(4.85 mm) N/A D5 0.3900” Metric 0.6300” 

(16.00 mm) M6 6H Ea

328547 VT328547 0.3150” 4 2.7200” 
(69.09 mm) 1.25 mm 0.3180” 

(8.08 mm)
0.3750” 
(9.52 mm)

0.2380” 
(6.05 mm) N/A D5 0.4500” Metric 0.6900” 

(17.53 mm) M8 6H Ea

328661 VT328661 0.4724” 4 3.3800” 
(85.85 mm) 1.75 mm 0.3670” 

(9.32 mm)
0.4375” 
(11.11 mm)

0.2750” 
(6.99 mm) N/A D6 0.7300” Metric 0.9400” 

(23.88 mm) M12 6H Ea

 TAPER HAND TAP

• Right hand cut
• USCTI Table 302A Tap Blank Construction
• 2xD depth of cut
• Material application: K: Cast Iron, M: Stainless Steel, N: Non-Ferrous Metal, P: Steel

Dykem® Remover & Prep
The preferred solution for removal of Dykem® Layout Fluids. Dykem® Remover & Prep is non-chlorinated and leaves no residue, preparing the part for the 
next production
• Removes layout fluids from metal surfaces
• Dries in minutes
• Does not contain toluene or chlorinated solvents
• Leaves no residue
• 16 oz. aerosol

Cutting Tools

 DKSP1138

MFG# Sykes# Description Sizes UOM

82038 DKSP1138 Layout Fluid Remover 16 oz. Ea

Dykem® Steel Blue® Layout Fluid
Machine shop operators depend on Dykem® Steel Blue Layout Fluid to scribe sharp, clear, precise lines. When applied, our layout fluids 
provide a uniform deep blue color that prevents glare and dries in minutes. All Dykem® Layout Fluids create an extremely thin film which 
adds practically no thickness to the work piece and remains flexible without cracking and chipping.

Features: 
• Meets A-A 59168 dated 21st May 2014 paragraph 3.1.1 thru 3.2.4.4 with the exception of 3.3 (chemical resistance to chlorinated solvents) 
• Reveals defects and pinholes in a variety of surfaces 
• Great for inspection of gear tooth contact patterns 
• Available in multiple package sizes 
• Does not contain any reportable amounts of Xylene

 DYKEM® STEEL BLUE® LAYOUT FLUID

MFG# Sykes# Description Color UOM

80300 DKDX100 4 oz. Steel Blue layout fluid w/ brush in cap White Ea

80000 DKSP1100 16 oz. Steel Blue layout fluid, aerosol Yellow Ea

Carbide End Mill
• General purpose mill construction
• 10% Cobalt submicron grain carbide substrate
• Bright finish
• 30° Right-hand spiral, right-hand cut helix designed for maximum chip clearance
• 2-, 3-, and 4-Flute configurations available

 CARBIDE END MILL

MFG# Sykes# Diameter Double Ended Length of Cut Number of Flutes Overall Length Shank Configuration Shank Size UOM

B52107 CXB52107 1/8" No 1/2" 4 1 1/2" Straight 1/2" Ea
B52113 CXB52113 3/16" No 5/8" 4 2" Straight 5/8" Ea
B52120 CXB52120 1/4" No 3/4" 4 2 1/2" Straight 3/4" Ea
B52132 CXB52132 3/8" No 1" 4 2 1/2" Straight 1" Ea
B52138 CXB52138 7/16" No 1" 4 2 1/2" Straight 1" Ea
B52145 CXB52145 1/2" No 1" 4 3" Straight 1" Ea
B52403 CXB52403 5/32" Yes 7/16" 2 3" Straight w/ Weldon Flat 7/16" Ea
B52405 CXB52405 3/16" Yes 1/2" 2 3" Straight w/ Weldon Flat 1/2" Ea
B52410 CXB52410 1/4" Yes 5/8" 2 3 1/2" Straight w/ Weldon Flat 5/8" Ea
B52414 CXB52414 5/16" Yes 3/4" 2 3 1/2" Straight w/ Weldon Flat 3/4" Ea
B52418 CXB52418 3/8" Yes 3/4" 2 3 1/2" Straight w/ Weldon Flat 3/4" Ea
B52420 CXB52420 7/16" Yes 7/8" 2 4" Straight w/ Weldon Flat 7/8" Ea
B52423 CXB52423 1/2" Yes 1" 2 4" Straight w/ Weldon Flat 1" Ea
B52441 CXB52441 1/8" Yes 7/16" 4 3" Straight w/ Weldon Flat 7/16" Ea
B52445 CXB52445 3/16" Yes 1/2" 4 3" Straight w/ Weldon Flat 1/2" Ea
B52450 CXB52450 1/4" Yes 5/8" 4 3 1/2" Straight w/ Weldon Flat 5/8" Ea
B52454 CXB52454 5/16" Yes 3/4" 4 3 1/2" Straight w/ Weldon Flat 3/4" Ea
B52458 CXB52458 3/8" Yes 3/4" 4 3 1/2" Straight w/ Weldon Flat 3/4" Ea
B52463 CXB52463 1/2" Yes 1" 4 4" Straight w/ Weldon Flat 1" Ea

• Square end mill
• Multiple lengths in select styles and sizes
• TiCN-coated tools available in most styles
• Spiral flute
• Center cutting
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Acid Flux Brushes
Acid, dope, flux, and adhesive brush with tinplate metal handles. Pure, stiff black 
natural horsehair bristle. Good hobbyist brush. 5 1/4" Length. 48/Box.

MFG# Sykes# Description UOM

414026 AD89603 1/2" No. 3 Acid flux brush Ea

414034 AD89602 3/8" No. 2 Acid flux brush Ea

 AD89602

Loctite® Fixmaster® PC 9410 Magna-Crete®
Gray, 2-part, rapid setting, liquid magnesium phosphate-
based concrete repair and grouting system that outperforms 
conventional concrete repairs. Typically used wherever 
concrete is used in the construction and roads industries. 
Operating range of -58° F to 2012° F (-50° C to 1100° C). Can 
be applied at virtually any temperature without shrinkage. 
Freeze/thaw and de-icing salt-resistant. Bonds to new and old concrete as well as 
most construction materials including wood and steel.

MFG# Sykes# Description UOM
235572 PR95551 1 Gal. Magna-Crete concrete Ea

235573 PR95555 5 Gal. Magna-Crete concrete Ea

 PR95555

Wasp and Hornet Killer PLUS™
Fast acting, high strength insecticide features ergonomic trigger that 
provides control, even with gloved hands. Dense spray reaches over 
20’. Safe on most plastics and contains no chlorinated solvents. High 
dielectric strength of 47,600 volts. 20 oz. aerosol; 14 wt. oz.

MFG# Sykes# Description UOM
1004767 CRC14010 Wasp and Hornet Killer PLUS™ Ea

 CRC14010

Commercial Non-Oscillating Air 
Circulator
Features:
• 2-Year warranty
• UPS shippable in one carton
• Wall/ceiling mount with included safety cable
• Steel housing
• Galvanized steel propeller, 3 blades
• 115 V, 1/4 hp, 1 phase, 3 speed, totally enclosed air over ball bearing motor
• 230 W, 3.5 A, 60 Hz, 76 dBA
• 15’ Supply cord and three prong plug included
• 6100/4400/2700 CFM
• 1100/800/600 RPM

MFG# Sykes# Description UOM

71573 AM71573 Commercial non-oscillating air circulator Ea

 AM71573

Commercial Non-Oscillating Pedestal Fan
Features:
• 2-Year warranty
• UPS shippable in one carton
• Pedestal model, adjusts 43" to 63"; 26" base diameter
• 3.5 A, 115 V, 1/4 hp, 1 phase, 3 speed, totally enclosed air over 

ball bearing motor
• 30" Dia., galvanized steel propeller
• 15’ Supply cord and three prong plug included
• 6100/4400/2700 CFM
• 1100/800/600 RPM

MFG# Sykes# Description UOM

71586 AM71586 Commercial non-oscillating pedestal fan Ea

 AM71586

Portable Mancooler EMC42D
EMC42D MC Belt Drive Model 115 V 
Features:
• 2-Year warranty
• Guards and barrel epoxy-coated
• 1 Phase, 2 speed, 1/2 hp motor, ODP, ball bearing motor, 

rocker switch
• Aluminum 3-blade propeller
• 8" Steel wheels
• Epoxy-coated steel spiral, resilient mounted guards
• 45" Dia. barrel with 15" width
• Fully assembled
• Full width easy grip handle
• 20 ga. roll form epoxy-coated housing
• 14,000/8,000 CFM
• 540/400 RPM

 AM60007

MFG# Sykes# Description UOM

60007 AM60007 Portable Mancooler EMC42D Ea

Absorbs-It All Purpose Clay Absorbent
A blended formula of select grades of absorbent clay engineered 
to achieve good absorbency at a low cost, making it the best 
"valued" granular product in the Oil-Dri family. Use to absorb 
most types of oils, soluble oils, acids, inks, paints water and 
more. Proper use of this product can reduce slipping accidents, 
prevent flash oil fires, and keep floors clean and dry. Do not use 
with turpentine, vegetable oil, unsaturated organic compounds, 
or hydroflouric acid. 35-Qt. bag.

MFG# Sykes# Description UOM
I01135G50 ODC0041 Absorbs-It all purpose clay absorbent Bg

 ODC0041

Facility

Stripe® Inverted Tip Marker – Waterbase
A fast drying marking paint designed to be sprayed in an inverted 
position. Produces vivid marks, does not clog, and is safe for 
grass. Meets APWA color standards and is VOC compliant. May be 
sprayed by hand or with the Z-605 marking gun or Z-606 marking 
wand. Suggested uses: utility marking, golf courses, landscaping, 
construction sites, surveying, mining, etc. Many other colors available.  
16 oz.

MFG# Sykes# Description Color UOM

16-658 RU16-658 Inverted tip marker - waterbase Fluorescent 
red orange Ea

 RU16-658

Stripe® Traffic Markers
Ideal for parking lots, factories and warehouses. Makes (2) 4" wide 
stripes and is traffic ready in 60 minutes. Sharp, well defined lines; 
good hide with one application. One can will stripe approximately 250 
linear feet. VOC compliant. Other colors available. 20 oz.

MFG# Sykes# Description Color UOM
20-646 RU20-646 Water-based traffic paint Yellow Ea

 RU20-646

 RU16-210

Farm and Industry Enamel
Heavy-duty farm tractor and implement paint that is 
available in many popular manufacturer colors. This 
high solids formulation has excellent hiding qualities, 
protects against fading, and is heat- and gas-resistant. 
For maximum protection, a primer is recommended. 
Suggested uses: restore antique tractors, touch 
up rusted areas, refinish farm implements, paint 
Caterpillar, John Deere, Allis Chalmers, International 
Harvestor, and case machinery. Wide variety of colors available. 12 oz.

MFG# Sykes# Description Color UOM
16-210 RU16-210 Farm & industry enamel Allis Chalmers Orange Ea
16-212 RU16-212 Farm & industry enamel Old Equipment Yellow Ea

 RU16-212

HOT SPOT® Hi-Heat Resistant Paint 
Heat-resistant spray paint designed to withstand 
temperatures up to 1200° F (648° C) on a continuous 
basis. Creates a porcelain-like bond at high 
temperatures. Resists peeling, loss of adhesion, 
and blistering. Must be heat cured at a minimum 
temperature of 400° F for two hours. Do not use a 
primer. Suggested uses: headers, manifolds, mufflers, 
exhaust pipes, diesel stacks, furnaces, etc. Other 
colors available. 12 oz.

MFG# Sykes# Description Color UOM
16-201 RU16-1201 Hi-heat resistant paint Aluminum Ea
16-203 RU16-1203 Hi-heat resistant paint Black Ea

 RU16-1201  RU16-1201

Oil-Dri Premium Absorbent
Made from an all-natural mineral, these highly porous clay 
granules are used to absorb most types of oils, soluble oils, acids, 
inks, paints water and more. Proper use of this product can reduce 
slipping accidents, prevent flash oil fires, and keep floors clean and 
dry. Do not use with turpentine, vegetable oil, unsaturated organic 
compounds, or hydroflouric acid. 25-Lb. bag.

MFG# Sykes# Description UOM
I01025G70 ODC1025 Oil-Dri premium absorbent Bg

 ODC1025

Oil-Only Sorbents
Used to absorb petroleum based fluids while repelling water. 
Perfect for  automotive and industrial plant applications, 
outdoor applications, and ideal for marine applications as 
this material can quickly remove floating oils from water. 
Quick absorbing speed and superior retention make this 
product an effective and safe solution for any petroleum 
based spill problem. Available in heavy, middle and 
lightweight pads. Smart pads are constructed of meltblown 
polypropylene and are easy to cut. Smart drum pads keep 
55-gal. drums clean and are ideal for drums that are stored 
outside. White. 15" x 19" Pads packaged 100/box. 30" x 150’ 
Rolls sold individually. 22" Dia. drum pads are packaged 25/
box. Made in USA.

 OD90781

 OD90812

 OD90851 OD90910

Cob Socks
Designed to conform and fit snugly in tight spaces 
and around corners. Filled with corn cob granules 
and will absorb up to 1 qt. of fluid per 12" of 
product. 3" x 42". 40/Box. Made in USA.

MFG# Sykes# Description UOM
L90862 OD90862 Cob socks Ea

 OD90862

Universal Bonded Pads and Rolls
Reinforced with cover stock and rolls and bonded for 
extra durability. Able to handle aggressive and non-
aggressive leaks and spills in high-traffic areas, tool 
cribs and routine industrial applications. Constructed 
with treated, chemically inert polypropylene. Strong bonded layers allow fluid to 
spread through the material quickly for the best absorption rate. 15" x 19" Pads 
packaged 100/case. 30" x 150’ Rolls sold individually. Made in USA.

MFG# Sykes# Description UOM
L90902 OD90902 Heavyweight pads Ea
L90901 OD90901 Heavyweight roll Rl

 OD90902

MFG# Sykes# Description UOM

L90781 OD90781 Medium-duty roll Rl

L90812 OD90812 Heavy-duty pads Ea

L90910 OD90910 Smart drum pads Bx

L90904 OD90904 Smart pads, middle weight Bx

L90851 OD90851 Smart pads, lightweight Bx
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Spray-Glo Fluorescent Spray Paint
Ultra high visibility spray paint for any project that requires a brilliant 
color. It has 400% greater visibility than regular paint. When topcoated 
with Seymour’s UV-resistant Clear coating, it provides exceptional 
outdoor durability. For best results use Seymour’s Hi-Tech White Primer 
(#16-805) as a base coat. Two coats of Spray Glo are recommended 
followed by a UV-resistant clear coating of Hi-Tech Gloss Clear Acrylic 
(#16-121). Suggested uses: hobby models, crafts, house numbers, 
outdoor equipment, industrial identification, safety markings, warning 
signs, etc. Other colors available. 12 oz.

MFG# Sykes# Description Color UOM

16-1618 RU16-1618 Fluorescent spray paint Fluorescent red Ea

 RU16-1618

Loctite® Chisel® SF 790™ Paint Stripper
Removes gaskets from any type of assembly in 10 to 15 minutes. Prepares 
metal parts for new gaskets, eliminating scraping and sanding. Works on 
wood; non-corrosive on aluminum. Not for use on plastics, linoleum, or 
synthetic fibers. Composition: methanol, flammable propellant. 24 oz. 
Aerosol can.

MFG# Sykes# Description UOM

135544 PR79040 SF 790 Paint stripper Ea

 PR79040

MRO® Industrial Primer
A superior, lead-free industrial coating formulated for 
maintenance operations where maximum performance is 
required. This high solids paint does not run or sag, and 
gives twice the coverage of conventional aerosol enamels. A 
rust proof industrial primer formulated specifically for use 
with MRO® Industrial Protective Coatings. Heat-resistant, 
VOC compliant, and fast drying. Suggested uses: rusted 
metal, restore equipment, refinish machinery, protect metal 
structures, etc. 17 oz.

MFG# Sykes# Description Color UOM

620-1407 RU20-1407 Industrial primer Red oxide Ea

620-1431 RU20-1431 Industrial primer Light gray Ea

 RU20-1407 RU20-1431

MRO® Industrial Enamel
A superior industrial spray paint 
formulated for maintenance operations 
where maximum performance is required. 
This high solids paint does not run 
or sag, and gives twice the coverage 
of conventional spray paints. Can be 
applied to bare metal, but for maximum 
protection, use our MRO Red Iron Oxide 
Primer (620-1407) or Light Gray Primer (620-1431). Resists oil, gas, heat, and 
sunlight. Many other colors available. 16 oz.

MFG# Sykes# Description Color UOM

620-1411 RU20-1411 MRO Industrial enamel Aluminum Ea

620-1413 RU20-1413 MRO Industrial enamel Gloss white Ea

620-1415 RU20-1415 MRO Industrial enamel Gloss black Ea

620-1417 RU20-1417 MRO Industrial enamel ANSI 49 Dark Gray Ea

620-1418 RU20-1418 MRO Industrial enamel ASA 70 Light Gray Ea

620-1419 RU20-1419 MRO Industrial enamel Safety yellow Ea

620-1423 RU20-1423 MRO Industrial enamel Safety red Ea

620-1427 RU20-1427 MRO Industrial enamel Safety blue Ea

620-1433 RU20-1433 MRO Industrial enamel Flat black Ea

620-1451 RU20-1451 MRO Industrial enamel Safety orange Ea

620-1452 RU20-1452 MRO Industrial enamel Safety green Ea

 RU20-1411  RU20-1413  RU20-1415  RU20-1417

BRITE-MARK® 916 Medium Tip 
Permanent Paint Markers
General purpose permanent marker ideal for 
making clear, bold markings on almost any surface. 
Quick drying, oil-based paint withstands indoor 
and outdoor conditions without fading, chipping or 
losing opacity. Can be used to permanently identify 
inventory, assemblies, tools, finished products 
or work-in-progress while resisting most work-related abuses or compounds. 
Formula is not xylene-based. Valve actuated mechanism prevents paint in barrel 
from drying when cap is left off. Heavy-duty aluminum body with large paint 
capacity. Bullet tips are replaceable to ensure complete use of paint in each 
marker. Drying Time: 25 to 35 seconds. Medium tip for clear, bold markings. Also 
available in fine tip.

MFG# Sykes# Description Color UOM

84001 DK84001 BRITE-MARK 916 medium tip marker Blue Ea

84002 DK84002 BRITE-MARK 916 medium tip marker Black Ea

84003 DK84003 BRITE-MARK 916 medium tip marker White Ea

84004 DK84004 BRITE-MARK 916 medium tip marker Yellow Ea

84005 DK84005 BRITE-MARK 916 medium tip marker Orange Ea

84006 DK84006 BRITE-MARK 916 medium tip marker Red Ea

84007 DK84007 BRITE-MARK 916 medium tip marker Green Ea

PBE Professional Trim Paints
Formulated using an acrylic resin that resists fading from ultraviolet light 
and degradation from chemicals. Spray like a professional without the 
equipment, prep time, cleanup, or waste. Several light coats produce a 
better finish than one heavy coat. A heavy coat applied over an enamel 
may cause lifting. Bare surfaces or rusted metal surfaces should first be 
primed with the PBE sandable primers. Other colors available. 16 oz.

 RU20-1679

MFG# Sykes# Description Color UOM

20-1679 RU20-1679 Professional trim paint Semi-gloss black Ea

Miniature 18-lb. Cable Ties
Miniature cable ties offer the ideal solution for small, light 
duty cable and wire bundling applications up to 18 lbs. The 
one-piece construction allows for consistent performance 
and reliability. Natural ties are preferred for indoor use 
applications while UV Black is recommended for outdoor 
applications, providing greater resistance to ultraviolet light. 
Miniature 18 lb. ties are available in both bulk 1,000-piece 
bags and smaller 100-piece bags. A full range of standard and 
fluorescent colors of the Miniature ties are available.

 MINIATURE 18-LB. CABLE TIES

MFG# Sykes# Description Color Length Tensile
Strengh UOM

4-18-N-100 AL04189C 18-lb. Mini 
cable ties Natural 4.1" 18 lbs. 100/Pk

4-18-UV-100 AL04180C 18-lb. Mini 
cable ties Black 4.1" 18 lbs. 100/Pk

6-18-N-100 AL06189C 18-lb. Mini 
cable ties Natural 6.1" 18 lbs. 100/Pk

6-18-UV-100 AL06180C 18-lb. Mini 
cable ties Black 6.1" 18 lbs. 100/Pk

8-18-N-100 AL08409C 18-lb. Mini 
cable ties Natural 8" 18 lbs. 100/Pk

8-18-UV-100 AL08400C 18-lb. Mini 
cable ties Black 8" 18 lbs. 100/Pk

Standard 50-lb. Cable Ties
Standard 50-lb. cable ties or zip ties. One-piece 
construction allows for consistent performance and 
reliability. Offer the perfect solution in a wide variety 
of applications in industry, wire bundling, and cable 
management. Maximum tensile strength of 50 lbs. 
Available in a full range of lengths from 4"–36". Natural 
ties are preferred for indoor use applications while UV 
Black is recommended for outdoor applications, providing greater resistance to 
ultraviolet light. Available in eight standard and five fluorescent colors.

MFG# Sykes# Description Color Length Tensile
Strengh UOM

11-50-N-100 AL11409C Standard 50-lb. 
cable ties Natural 11.1" 50 lbs. 100/Pk

11-50-UV-100 AL11500C Standard 50-lb. 
cable ties Black 11.1" 50 lbs. 100/Pk

14-50-9-D AL14509D Standard 50-lb. 
cable ties Natural 14" 50 lbs. 500/Pk

14-50-N-100 AL14409C Standard 50-lb. 
cable ties Natural 14.5" 50 lbs. 100/Pk

14-50-UV-100 AL14500C Standard 50-lb. 
cable ties Black 14.5" 50 lbs. 100/Pk

17-50-N-100 AL17509C Standard 50-lb. 
cable ties Natural 17" 50 lbs. 100/Pk

17-50-UV-100 AL17500C Standard 50-lb. 
cable ties Black 17" 50 lbs. 100/Pk

 STANDARD 50-LB. CABLE TIES

Heavy-Duty 120-lb. & 175-lb. Cable Ties
tHeavy-duty cable ties (or zip ties) are effective in 
applications requiring higher tensile strengths. The one 
piece construction allows for consistent performance and 
reliability. Available in lengths from 6"–21". Natural ties 
are preferred for indoor use applications while UV Black 
is recommended for outdoor applications, providing 
greater resistance to ultraviolet light. 

MFG# Sykes# Description Color Length Tensile UOM

14-120-UV-100 AL14120C 120-lb. Cable ties Black 15" 120 lbs. 100/Pk
24-175-UV-50 AL241750L 175-lb. Cable ties Black 24.5" 175 lbs. 50/Pk
36-175-UV-50 AL361750L 175-lb. Cable ties Black 36.7" 175 lbs. 50/Pk

 HEAVY-DUTY 120-LB. CABLE TIES

E-Z LOK™ Carbon Steel Threaded 
Inserts for Metal
External threads are standard size and pitch to permit 
the use of standard drills and taps. Will not back 
out or vibrate loose. Immediately upon installation, 
microencapsulated adhesive begins to set and the 
newly installed inserts are fastener-ready in 3-5 
minutes. The adhesive seals against liquids and gases to 6,000 psi when fully 
cured (72 hours). Threaded inserts are self-locking and open immediately upon 
installation. The pre-applied LOCTITE™ on the external threads sets immediately 
allowing for the newly installed insert to be fastener ready.

Features
• Easy to install: solid threaded inserts install with standard tools, simply drill, tap 

and thread like any ordinary fastener (no special taps or installation tools are 
necessary)

• Strength: carbon steel solid threaded inserts are screw machined out of solid 
steel for a stronger overall product

• Standard OD Threads: solid threaded inserts for metal permit the use of 
standard drills and taps

• Self-Locking: pre-applied adhesive activates upon installation
• Vibration-Resistant: adhesive secures the carbon steel solid threaded insert into 

place so it won’t back out
• Seals against Liquids/Gases: solid threaded inserts are pressurized up to 6,000 psi.

THREADED INSERTS

MFG# Sykes# Description Ext. Thread Int. Thread UOM

329-332 IN329332 Fine thread size 3/8-16 10-32 Ea

329-624 IN329624 Fine thread size 9/16-12 3/8-24 Ea

329-428 IN329428 Fine thread size 7/16-14 1/4-28 Ea

329-524 IN329524 Fine thread size 1/2-13 5/16-24 Ea

329-820 IN329820 Fine thread size 3/4-10 1/2-20 Ea

329-3 IN32903 Coarse thread size 3/8-16 10-24 Ea

329-4 IN32904 Coarse thread size 7/16-14 1/4-20 Ea

329-5 IN32905 Coarse thread size 1/2-13 5/16-18 Ea

329-6 IN32906 Coarse thread size 9/16-12 3/8-16 Ea

329-7 IN32907 Coarse thread size 5/8-11 7/16-14 Ea

329-8 IN32908 Coarse thread size 3/4-10 1/2-13 Ea

329-10 IN32910 Coarse thread size 7/8-9 5/8-11 Ea

329-12 IN32912 Coarse thread size 1-8 3/4-10 Ea

329-16 IN32916 Coarse thread size 1 3/8-12 1-8 Ea

450-4 IN45004 Metric thread sizes M8-1.25 M4-0.7 Ea

450-5 IN45005 Metric thread sizes M8-1.25 M5-0.8 Ea

450-6 IN45006 Metric thread sizes M10-1.5 M6-1.0 Ea

650-6 IN65006 Metric thread sizes 3/8-16 M6-1.0 Ea

650-8 IN65008 Metric thread sizes 1/2-13 M8-1.25 Ea

650-10 IN65010 Metric thread sizes 9/16-12 M10-1.5 Ea

Facility / Fasteners
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Recoil Inserts
Recoil helically wound wire thread inserts can be used to strengthen threads, giving applications a longer life. Each insert sharing the load 
over the entire bolt and hole, improving holding or pull out resistance. With a Recoil insert installed, a more even distribution of load and 
stress can be achieved. Recoil inserts are generally made of type 304(18-8) stainless steel wire rolled into a diamond shape cross-section.

Recoil inserts can be supplied in other materials such as Inconel, Nimonic 90, Nitronic 60, Phosphor Bronze and type 316 Stainless Steel.

Standard inserts are free-running, but screw-locking inserts are also available. Both free-running and screw-locking inserts are available 
on plastic strips for automated tooling systems.

 RECOIL INSERTS

MFG# Sykes# Description UOM

25043 RC25043 M4 x 0.7 Recoil insert 10/Pk

25053 RC25053 M5 x .8 Recoil insert 10/Pk

07082 RC07082 M8 x 1.0 x 1D Recoil insert Ea

08122 RC08122 M12 x 1.25 x 1D Recoil insert Ea

08123 RC08123 M12 x 1.25 x 1.5D Recoil insert Ea

01024 RC01024 1/8-28BSP x 2D Recoil insert Ea

23043 RC23043 1/4-20 Recoil insert 10/Pk

24043 RC24043 1/4-28 Recoil insert 10/Pk

23053 RC23053 5/16-18 Recoil insert 10/Pk

24053 RC24053 5/16-24 Recoil insert 10/Pk

23063 RC23063 3/8-16 Recoil insert 10/Pk

24063 RC24063 3/8-24 Recoil insert 10/Pk

23073 RC23073 7/16-14 Recoil insert 10/Pk

24073 RC24073 7/16-20 Recoil insert 10/Pk

23083 RC23083 1/2-13 Recoil insert 10/Pk

24083 RC24083 1/2-20 Recoil insert 10/Pk

23103 RC23103 5/8-11 Recoil insert 5/Pk

23123 RC23123 3/4-10 Recoil insert 5/Pk

23543 RC23543 4-40 Recoil insert 10/Pk

23563 RC23563 6-32 Recoil insert 10/Pk

23583 RC23583 8-32 Recoil insert 10/Pk

23603 RC23603 10-24 Recoil insert 10/Pk

24603 RC24603 10-32 Recoil insert 10/Pk

25063 RC25063 6 x 1.0 Recoil insert 10/Pk

25083 RC25083 8 x 1.25 Recoil insert 10/Pk

25103 RC25103 10 x 1.5 Recoil insert 10/Pk

25123 RC25123 12 x 1.75 Recoil insert 10/Pk

01042G RC01042 1/4-19BSP x 1D Recoil insert, green Bulk

01044G RC01044G 1/4-19BSP x 2.0D Recoil insert, green Bulk

03042G RC03042G 1/4-20 x 1.0D Recoil insert, green Bulk

03052G RC03052G 5/16-18 x 1.0 Recoil insert, green Bulk

03053G RC03053G 5/16-18 x 1.5D Recoil insert, green Bulk

03054G RC03054G 5/16-18 x 2.0D Recoil insert, green Bulk

MFG# Sykes# Description UOM

03062G RC03062G 3/8-16 x 1.0D Recoil insert, green Bulk

03063G RC03063G 3/8-16 x 1.5D Recoil insert, green Bulk

03064G RC03064G 3/8-16 x 2.0D Recoil insert, green Bulk

03073G RC03073G 7/16-14 x 1.5D Recoil insert, green Bulk

03082G RC03082G 1/2-13 x 1.0D Recoil insert, green Bulk

03083G RC03083G 1/2-13 x 1.5D Recoil insert, green Bulk

03084G RC03084G 1/2-13 x 2.0D Recoil insert, green Bulk

03102G RC03102G 5/8-11 x 1.0D Recoil insert, green Bulk

03103G RC03103G 5/8-11 x 1.5D Recoil insert, green Bulk

03104G RC03104G 5/8-11 x 2.0D Recoil insert, green Bulk

03123G RC03123G 3/4-10 x 1.5D Recoil insert, green Bulk

05062B RC05062B M6 x 1.0 x 1.0D Recoil insert, blue Bulk

05063B RC05063B M6 x 1.0 x 1.5D Recoil insert, blue Bulk

05082B RC05082B M8 x 1.25 x 1.0D Recoil insert, blue Bulk

05083B RC05083B M8 x 1.25 x 1.5D Recoil insert, blue Bulk

05084B RC05084B M8 x 1.25 x 2.0D Recoil insert, blue Bulk

05085B RC05085B M8 x 1.25 x 2.5D Recoil insert, blue Bulk

05102B RC05102B M10 x 1.5 x 1.0D Recoil insert, blue Bulk

05103B RC05103B M10 x 1.5 x 1.5D Recoil insert, blue Bulk

05104B RC05104B M10 x 1.5 x 2.0D Recoil insert, blue Bulk

05122B RC05122B M12 x 1.75 x 1.0D Recoil insert, blue Bulk

05123B RC05123B M12 x 1.75 x 1.5D Recoil insert, blue Bulk

05124B RC05124B M12 x 1.75 x 2.0D Recoil insert, blue Bulk

07140B-7MB RC07140B-7MB M14 x 1.5 x 7MM Recoil insert, blue Bulk

07140B-10.5MB RC07140B-10.5MB M14 x 1.5 x 10.5MM Recoil insert, blue Bulk

08180B-9MB RC08180B-9MB M18 x 1.5 x 9MM Recoil insert, blue Bulk

08180B-13.5MB RC08180B-13.5MB M18 x 1.5 x 13.5MM Recoil insert, blue Bulk

TL05084B RCTL05084B M8 x 1.25 x 2.0D Recoil tangless insert, blue Bulk

TL05085B RCTL05085B M8 x 1.25 x 2.5D Recoil tangless insert, blue Bulk

TL05103B RCTL05103B M10 x 1.5 x 1.5D Recoil tangless insert, blue Bulk

TL05104B RCTL05104B M10 x 1.5 x 2.0D Recoil tangless insert, blue Bulk

TL05124B RCTL05124B M12 x 1.75 x 2D Recoil tangless insert, blue Bulk

Fasteners

 PRO XL SERIESTHREAD REPAIR KIT

Pro XL Series Thread Repair Kit
Everything you need for complete thread repair in one handy box. New Magnetic Tang Break Tool for easy 
tang removal in blind holes. Magnetized to ensure no broken tangs are left in the application after installation. 
Combo Tap and Installation Tool has been redesigned to accommodate a tap holder in the handle, so the same 
tool can be used for two functions in the thread repair process. Re-designed box, giving it a more modern look 
and feel. Includes a pivoting tool holder, allowing the user easy access to the kit components.

• The best thread repair kit on the market has gotten even better
• New combo tap and installation tool
• New magnetic tang break tool
• New box design with transparent lid, including pivoting tool holder
• Up to 100% more inserts
• Drill included

MFG# Sykes# Description Sizes # of Inserts in Kit UOM

34108 RC34108 Repair kit w/ standard installation tool, tap UNF 5/8-18 6 Kit

34128 RC34128 Repair kit w/ standard installation tool, tap UNF 3/4-16 6 Kit

33098 RC33098 Repair kit w/ standard installation tool, tap UNC 9/16-12 6 Kit

34098 RC34098 Repair kit w/ standard installation tool, tap UNC 9/16-18 6 Kit

33108 RC33108 Repair kit w/ standard installation tool, tap UNC 5/8-11 6 Kit

33128 RC33128 Repair kit w/ standard installation tool, tap UNC 3/4-10 6 Kit

35048 RC35048 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill M4-0.7 15 Kit

35058 RC35058 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill M5-0.8 15 Kit

35068 RC35068 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill M6-1 15 Kit

35088 RC35088 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill M8-1.25 15 Kit

35108 RC35108 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill M10-1.5 15 Kit

35128 RC35128 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill M12-1.75 10 Kit

34608 RC34608 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill UNF 10-32 15 Kit

34048 RC34048 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill UNF 1/4-28 15 Kit

34058 RC34058 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill UNF 5/16-24 15 Kit

34068 RC34068 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill UNF 3/8-24 15 Kit

34078 RC34078 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill UNF 7/16-20 10 Kit

34088 RC34088 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill UNF 1/2-20 10 Kit

33548 RC33548 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill UNC 4-40 15 Kit

33568 RC33568 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill UNC 6-32 15 Kit

33588 RC33588 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill UNC 8-32 15 Kit

33608 RC33608 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill UNC 10-24 15 Kit

33048 RC33048 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill UNC 1/4-20 15 Kit

33058 RC33058 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill UNC 5/16-18 15 Kit

33068 RC33068 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill UNC 3/8-16 15 Kit

33078 RC33078 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill UNC 7/16-14 10 Kit

33088 RC33088 Repair kit w/ magnetic tang break tool, combo tap & installation tool, drill UNC 1/2-13 10 Kit
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Dry Moly Lube
Lowers friction, prevents galling and helps to reduce torque and energy 
consumption. High anti-friction and anti-seizure properties. Fast drying 
film resists dirt and dust build-up. Applications: gaskets, transfer belts, 
conveyor belts, motors, plant machinery and handling equipment, rubber 
moldings, high temperature, low load, or high rpm slides, rollers, wheels, 
gears, chains and hoists. 16 oz. aerosol; 11 wt. oz.  CRC03084

MFG# Sykes# Description UOM

1003350 CRC03084 Dry Moly Lube Ea

Chain and Wire Rope Lubricant
A special blend of synthetic lubricants, solvents and Molybdenum 
designed to keep chains and wire rope in peak operating condition. 
Ideal for low speed conveyors, drive chains, hoists, winches, pulleys, 
rollers and come-alongs. Resists water wash-off and high-temperature 
sling off. NSF H2 Registered. 16 oz. aerosol; 10 wt. oz.

MFG# Sykes# Description UOM

1003305 CRC03050 Chain & Wire Rope Lubricant Ea

 CRC03050

Food Grade Belt Dressing
A Food Grade Belt Dressing to extend the life of drive belts by 
improving traction & allowing runs under reduced belt tension. 
Applications: industrial machinery, conveyor systems, portable 
motorized equipment and vehicle belts. 16 oz. aerosol; 10 wt. oz.

 CRC03065

MFG# Sykes# Description UOM

1003325 CRC03065 Food Grade Belt Dressing Ea

Extreme Duty Silicone
Silicone fluid with superior lubrication and temperature viscosity 
characteristics. Use on all metallic and non-metallic surfaces. Reduces 
friction and galling even on metal-to-metal contact areas. Applications: plant 
conveyors, guides and rails, mold release agents, vending machines, electric 
motors and rollers and sliding mechanisms. 16 oz. aerosol; 10 wt. oz.

 CRC03030

MFG# Sykes# Description UOM

1003284 CRC03030 Extreme Duty Silicone Ea

Food Grade Silicone
Multi-purpose silicone spray for food processing and handling 
applications. Forms a colorless, odorless, non-staining film. Eliminates 
binding and sticking in most metal to non-metal applications. Meets FDA 
Regulation 21 CFR 178.3570. NSF H1 Registered. 16 oz. aerosol; 10 wt. oz.

 CRC03040

MFG# Sykes# Description UOM

1003295 CRC03040 Food Grade Silicone Ea

Cutting Oil Thread Cutting Lubricant
Cutting Oil is a superior thread cutting lubricant for use on all types of 
metals, including brass, copper and aluminum. Applications: tapping, 
threading, drilling, sawing, shearing, turning, and reaming metal 
parts, pipes, conduit, screws, bolt holes, housings, aluminum sheets, 
strapping, gears and chains. 16 oz. aerosol; 12 wt. oz.

 CRC14050

MFG# Sykes# Descriptiont UOM

1004783 CRC14050 Cutting Oil Thread Cutting Lubricant Ea

Food Grade Penetrating Oil
An effective and efficient general purpose lubricant for use on food 
processing equipment. It penetrates and loosens rust, scale, corrosion 
and dirt to free corroded parts and fasteners. Contains no silicones. 
Applications: food processing equipment exposed to food products 
including scales, fans, carts, galleys, bottlers, chutes, conveyors, racks, 
ovens, stoves, fillers, mixers, freezers, rails and cooking appliances. 16 
oz. aerosol; 11 wt. oz.

MFG# Sykes# Description UOM

1003354 CRC03086 Food Grade Penetrating Oil Ea

 CRC03086

Knock’er Loose® Penetrating Solvent
Industrial strength, low viscosity lubricant and penetrant designed 
to quickly loosen and free seized, bound or frozen fasteners. Quickly 
permeates rust, scale, gum, grease and corrosion with a low surface 
tension formula that creeps into cracks, seams, threads and joints with 
greater efficiency than the competition. Lubricating residue prevents 
corrosion. Product can be sprayed from any position - even upside 
down. NSF H2 registered for use in meat and poultry plants. VOC compliant. 16 oz. 
aerosol; 13 wt. oz.

 CRC03020

MFG# Sykes# Description UOM

1003269 CRC03020 Knock’er Loose® Penetrating Solvent Ea

3-36® Multi-Purpose Lubricant and Corrosion 
Inhibitor
Multi-purpose petroleum based product lubricates, protects, displaces 
moisture, and cleans. Compound forms a clear, thin film that lubricates 
and protects against wear and corrosion. Ideal for heat treated parts, 
machined surfaces, finished welds, aluminum extrusions and frozen 
joints. 16 oz. aerosol; 11 wt. oz.  CRC03005

MFG# Sykes# Description UOM

1003254 CRC03005 3-36® Multi-Purpose Lubricant 
& Corrosion Inhibitor, 11 oz. Ea

03006 CRC03006 3-36® Multi-Purpose Lubricant 
& Corrosion Inhibitor, 1 gal. Ea

Lubrication

Minimal Expansion Foam
Fill, seal, bond, retrofit, insulate and deaden sound in and around 
cracks and cavities. Forms a permanent, waterproof and airtight bond 
to most surfaces. UL classified as a caulking sealant. Applications: 
filling, insulating, sealing, bonding, HVAC, electrical, industrial, 
plumbing, around electrical outlets, utility panels, ducts, pipes, doors, 
windows, base plates, joints, cracks, crawlspaces, foundations, spot 
insulating, touch-ups. 16 oz. aerosol; 12 wt. oz.

MFG# Sykes# Description UOM
1004807 CRC14077 Minimal Expansion Foam Ea

 CRC14077

Red Grease
Heavy-duty lubricant that withstands high temperature and high 
pressure. Red color allows for easy visual inspection of film coverage. 
Applications: bearings, pillow blocks, U-joints, heavy equip., 5th 
wheels, electrical motor shafts, roller chain, pulley, hinges, latches, 
overhead door track, open gears, chains, cables, slide conveyors, guide 
rails, cams, pistons, machinery, tools, and equipment. 16 oz. aerosol; 
11 wt. oz.

 CRC03079

MFG# Sykes# Description UOM
1003338 CRC03079 Red Grease Ea

SUPER WHITE™ Multi-Purpose Lithium Grease
A high purity, NLGI Grade 1.5 multi-purpose white lithium grease. 
Provides superior lubrication & durability in any weather and most 
temperatures. Bright white in color. Ideal for when appearance is 
important. Applications: assembly lubes, bearings, break-in lubrication 
for bearings, cables, chains, chassis points, conveyor bearings, door 
tracks, garage door channels & openers, hinges, latches, machinery, 
open gears, overhead door tracks, roller bearings, sleeve bearings. 14 oz. 
cartridge.

MFG# Sykes# Description UOM
1007872 CRCSL3150 SUPER WHITE™ Multi-Purpose Lithium Grease Ea

 CRCSL3150

Sta-Lube® API/GL-5 Plus New Generation™ 
Limited Slip Gear Oil 80W90
GL-5 Heavy Duty Gear Oil is an extreme pressure, multi-
purpose, automotive gear lubricant. Excellent performance 
for differentials operating under high speed, low torque; and 
low speed, high torque conditions. It meets SAE, military and 
commercial specs. Applications: for complete fill or topping 
off of: manual transmissions, hypoid type differentials, limited-slip/twin grip/
trac-lok/sure-grip differentials. Performance equivalent to Ford M2C197A, Chrysler 
MS9020, Mack GO-H, G, & F.

 CRCSL2472

MFG# Sykes# Description UOM

1007815 CRCSL2472 API/GL-5 Plus New Generation™ 
Limited Slip Gear Oil 80W90, 32 oz. Ea

1007817 CRCSL2473 API/GL-5 Plus New Generation™ 
Limited Slip Gear Oil 80W90, 1 gal. Ea

Sta-Lube® Soluble Oil
For use in most machine shop applications, particularly grinding. 
Use for improved wetting, cleaning & lubricating during metal 
cutting and grinding applications. Applications: cutting, grinding 
(30:2 - 50:1 water to oil), grinding of ferrous metals, grinding of 
non-ferrous metals, machining (10:1 - 30:1 water to oil). 1 gal.

 CRCSL2513

MFG# Sykes# Description UOM
1007829 CRCSL2513 Sta-Lube® Soluble Oil Ea

Screwloose® Penetrating Lubricant
Quickly penetrates through rust and corrosion to rapidly free 
corroded bolts, screws, fasteners, pins and bound mechanisms. Clear, 
no mess formula. 16 oz. aerosol; 11 wt. oz.

 CRC03060

MFG# Sykes# Description UOM
1003321 CRC03060 Screwloose® Penetrating Lubricant Ea

White Lithium Grease
A high quality, multi-purpose grease for machinery, tools and 
equipment. Provides long lasting lubrication with excellent water and 
heat resistance and film strength in any weather or temperature. Ideal 
for all metal to metal lubrication. Use on overhead door tracks, open 
gears, chains, machinery and tools. NSF H2 Registered for use in meat 
and poultry plants. White color allows for easy visual inspection. 16 oz. 
aerosol; 10 wt. oz.  CRC03080

MFG# Sykes# Description UOM
1003340 CRC03080 White Lithium Grease Ea

ZINC-IT® Instant Cold Galvanize™ Coating
High-performance coating of greater than 92% pure zinc 
electrochemically bonds with ferrous metals to form a galvanic cell. 
Actively fights rust and corrosion. Use as a touch-up for damaged 
galvanized coatings. Dries quickly. Product is labeled extremely 
flammable. Excellent welding properties. 16 oz. aerosol; 13 wt. oz.  CRC18412

MFG# Sykes# Description UOM
1005239 CRC18412 Zinc-It® Instant Cold Galvanize™ Coating Ea
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Tool Crib® Silicone Lube
A clear silicone lubricant for use on all sliding and rubbing surfaces. 
Authorized by USDA for use in Federally inspected meat and poultry 
plants. Comes with an extension tube for pinpoint application, and 
sprays in any position. Withstands high pressures, does not stain, and 
has low odor. Suggested uses: windows, doors, linkage, speedometer 
cables, shovels, chutes, etc. 13 oz.

MFG# Sykes# Description UOM

620-1500 RU20-1500 Silicone lube Ea

 RU20-1500

Loctite® LB 8104 Food Grade Grease
Extreme pressure grease, NLGI Grade 2. Synthetic oil base, aluminum 
complex grease thickener. Operating temperature range: -40° F to 392° F. 
Flash point: 350° F. Specific gravity: 0.89. NSF registered, category code 
H-1 food grade. Does not contain reproductive or developmental toxins 
(as Per State of CA List). White. 14.5 oz. Cartridge.

 PR51252

MFG# Sykes# Description UOM

209754 PR51252 LB 8104 food grade grease, 14.5 oz. Ea

Aero Kroil Penetrating Oil
Quickly loosens rusted nuts and bolts - frees 
frozen shafts, pulleys and more. Penetrates 
to 1 millionth inch spaces, dissolves rust, 
lubricates, cleans and prevents rust. 
Displaces moisture.

MFG# Sykes# Description UOM

AEROKROIL-10OZ KAAERO Aerokroil penetrating oil, 10 oz. Ea

AEROKROIL-GAL KAGAL Aerokroil penetrating oil, 1 gal. Ea

 AERO KROIL PENETRATING OIL

Loctite® LB 8060 Silver Grade Stick Anti-Seize
A silver colored, heavy-duty, high temperature, anti-seize naphthenic 
oil thread lubricant in a stick form. Its smooth texture is suitable for 
protecting fine threads, snug slip fits or other closely mated parts. It is 
used to lubricate and permit easy disassembly of assemblies exposed 
to high temperatures. It is typically used in applications up to +1,598° 
F (+870° C). Thread lubricant in a stick form. Suitable for protecting 
fine threads, snug slip fits or other closely mated parts. Used to 
lubricate and to permit easy disassembly of assemblies exposed to high 
temperatures. 0.70 oz.

MFG# Sykes# Description UOM

466864 PR37230 LB 8060 Silver grade stick anti-seize Ea

 PR37230

Loctite® LB 8421 Gear Chain and Cable Lubricant
Solvent-based, oily lubricant spray that foams up when applied. 
Typically used on chain-driven equipment. Pale yellow, clear, solvent-
based, oily lubricant spray that foams up when applied. Typically 
used on chain-driven equipment - chain, pin, roller and bushing 
areas. Sprockets, open gears, wire rope, pulleys, snatch blocks, 
hoists, conveyors, fork lifts, elevators, overhead door drives, mining, 
construction, earthmoving and materials handling equipment. 
Foaming action permits fast, deep penetration with reduced amount of run off. 
Protects parts exposed to harmful or corrosive elements - lubricates, protects 
and prolongs the life of gears, chains, cables and wire rope. Repels dirt, sand and 
dust leaving the chain clean and minimizing wear on the gear, chain or cable. 
Formulated with additives that reduce the "throw-off" from centrifugal force - 
reduces the frequency of repeat applications. Does not contain CFC.

 PR1906177

MFG# Sykes# Description UOM

1906177 PR1906177 LB 8421 Gear chain & cable lubricant, 12 oz. Ea

Never Seez Pure Nickel Special
Bostik Never Seez Pure Nickel Special, is a superior, high 
temperature anti-seize and extreme pressure lubricant 
recommended for use when applications prohibit the presence 
of copper, especially when resistance to corrosive acidic and 
caustic solutions is required. This high-quality grease contains 
flake particles of pure nickel, graphite and other additives in a special grease 
carrier found to enhance anti-seize performance. Contains no molybdenum 
disulfide, lead, or mercury except as trace elements and is recommended for use 
on stainless steel pipe fittings, flanges, steam generators, fasteners exposed to 
high temperatures, and fasteners in exhaust manifolds and boilers. The use of 
this high quality grease prevents seizure at high temperatures, as well as galling 
on stainless steel, titanium, magnesium and other hard metals. Never Seez Pure 
Nickel Special resists alkaline solutions, most chemical and acid vapors, road salt, 
steam, salt water and ionized water. Protects parts up to 2,400° F and meets GE 
Aviation A50TF198 S2 Specification and GE EMPIS D6Y28C1 Specification.

MFG# Sykes# Description UOM

NSBT-8N NSBT8N Never Seez Pure Nickel Special, 8 oz. brush top can Ea

NSN-8 NSN8 Never Seez Pure Nickel Special, 8 lb. can Ea

 NSBT8N

Never Seez Regular Grade Lubricant and 
Anti-Seize Compound
Never Seez Regular Grade Anti-Seize and Lubricant, is an extreme 
pressure grease formulated to protect metal parts in high 
heat, high pressure and corrosive environments. Comprised of 
graphite, copper flake, aluminum powder and zinc oxide, Bostik’s 
Regular Grade Never Seez offers superior protection against rust, 
corrosion and seizure, allowing parts to work longer with less wear. Excellent in 
water, salt water and ionized water, prevents galling on steel to stainless steel, 
titanium, magnesium and other hard metals. Recommended for use in operating 
temperatures ranging from -297° F to 1800° F, this lubricating compound may be 
applied to nuts, bolts, screws, shafts, gaskets, metal fittings, chain drives, valve 
assemblies, boom guides, as well as a host of other applications. The use of 
NSA-16 minimizes parts replacement costs and enables faster disassembly when 
repairs are needed. Not recommended for use on high speed bearings.

 NSBT16

MFG# Sykes# Description UOM

NSBT-8 NSBT8 Never Seez regular grade, 8 oz. brush top can Ea

NSBT-16 NSBT16 Never Seez regular grade, 16 oz. brush top can Ea

NSA-16 NSA16 Never Seez regular grade, 16 oz. spray Ea

NSC-1 NSC1 Never Seez lubricant & anti-seize compound, 1-lb. cartridge Ea

Lubrication

MFG# Sykes# Description UOM

21030 PR21030 Multi-Purpose Synthetic Grease 
w/ Syncolon®, 3 oz. tube Ea

41150 PR82328 Multi-Purpose Synthetic Grease w/ 
Syncolon®, 14.1 oz. (400 g) cartridge Ea

Super Lube® Multi-Purpose 
Synthetic Grease with Syncolon® 
(PTFE)
Super Lube® Multi-Purpose Synthetic Grease with 
Syncolon® (PTFE) is a patented synthetic, heavy-
duty, multipurpose lubricant with Syncolon® 
(PTFE). Synthetic base fluids and the addition of 
Syncolon® (PTFE) micro powders combine to form 
a premium lubricant that provides longer life protection against friction, wear, 
rust and corrosion over a temperature range of -45° F to 450° F (-43° C to 232° 
C). Machinery lasts longer, downtime is reduced and productivity is increased. 
Dielectric, food grade, clean and environmentally friendly. It offers good 
mechanical stability, does not evaporate or form gummy deposits. It will not 
melt or separate. NSF registered Food Grade lubricant, rated H1 for incidental 
food contact and meets former USDA (H1) guidelines. Kosher Certified. NGLI 
Grade 2 Grease is NLGI GCLB Certified. Available in NLGI Grades: 1, 0, 00, 000. 
Part numbers are identified by /1, /0, /00, /000. NLGI 2 is available with UV 
additive for traceability – validates the existence of the lubricant. Part numbers 
are identified by /UV.

 PR21030 PR82328

Super Lube® Multi-Purpose Synthetic Lubricant 
with Syncolon® (PTFE)
Super Lube® Multi-Purpose Synthetic Lubricant with Syncolon® 
(PTFE) is a synthetic, heavy duty multi-purpose aerosol, safe to 
use on anything that slides, rolls, swivels or squeaks. It withstands 
temperatures within a range of -45° F to 450° F (-43° C to 232° C). Super Lube® 
Multi-Purpose Synthetic Lubricant with Syncolon® (PTFE) contains our Multi-
Purpose Synthetic Grease with Syncolon® (PTFE) as its base. It is compatible with 
most other lubricants. It is temporarily thinned with a solvent that cleans and 
penetrates the components to be lubricated, carrying the grease to hard to reach 
areas. The solvent completely evaporates, leaving behind a thin film of grease 
that provides long term lubrication that does not evaporate, dry or wash out. 
Super Lube® Multi-Purpose Synthetic Lubricant with Syncolon® (PTFE) is an NSF 
registered Food Grade lubricant, rated H1 for incidental food contact and meets 
former USDA (H1) guidelines. Super Lube® Multi-Purpose Synthetic Lubricant with 
Syncolon® (PTFE) is Kosher Certified.

MFG# Sykes# Description UOM

31110 PR20029 Multi-Purpose Aerosol w/ Syncolon®, 11 oz. aerosol can Ea

 PR20029

Super Lube® Multi-Use Synthetic Oil 
with Syncolon® (PTFE)
Super Lube® Multi-Use Synthetic Oil with Syncolon® (PTFE) is 
a dielectric oil with a blend of Syncolon® (PTFE) micron sized 
powder, premium oils and powerful additives. It provides 
superior lubrication protection against friction, wear, rust 
and corrosion. Machinery lasts longer, downtime is reduced, and productivity is 
increased. It is an ISO Grade 100 oil and has a temperature range of -45° F to 450° 
F (-43° C to 232° C). Super Lube® Multi-Use Synthetic Oil is dielectric, food grade, 
clean and environmentally friendly. It is safe on metal, wood, leather, fabric, 
painted surfaces, most plastics and rubbers. Super Lube® Multi-Use Synthetic Oil is 
an NSF registered Food Grade lubricant, rated H1 for incidental food contact and 
meets former USDA (H1) guidelines. Super Lube® Multi-Use Synthetic Oil is Kosher 
Certified. Available with UV additive for traceability – validates the existence of the 
lubricant. Part numbers are identified by /UV.

 PR51040

MFG# Sykes# Descriptionz UOM
51040 PR51040 Multi-Purpose Synthetic Oil w/ Syncolon®, 1 gal. bottle Ea

CL17

Chain Life® Foaming Chain Lubricant
• Creates a barrier between moving parts

• Withstands extreme heat and pressure

• Repels dust, grime and lint

• Eliminates overspray and waste

MFG# Sykes# Description UOM
35017PA CL17 17 oz. Chain Life, aerosol Ea

Bulk Lubricant
Larger quantities available to meet essential maintenance needs 
for factories or shops. 50 State VOC compliant.

MFG# Sykes# Description UOM

490118 WD40101 1 Gal. Bulk lubricant Ea

49012 WD40105 5 Gal. Bulk lubricant Ea

 WD40101
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Lubrication
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Aerosol Lubricant
Low surface tension penetrates, loosens and frees stuck, frozen or rusted 
parts. Excellent corrosion inhibitor protects metal against moisture and 
corrosive elements. 50 State VOC compliant. 16 oz. aerosol.

 WD10116

MFG# Sykes# Description UOM
490088 WD10116 Aerosol lubricant Ea

EZ-Reach® Aerosol Lubricant
8" Flexible straw bends and keeps its shape, getting to hard-to-reach 
areas. 50 State VOC compliant. 14.4 oz.; 12/case.

MFG# Sykes# Description UOM

49019 WD49019 14.4 oz. EZ-Reach aerosol lubricant Ea

 WD49019

Smart Straw® Lubricant
Straw is permanently attached to aerosol can. Flip it up for precision 
stream and down for regular spray action. Design allows for 1-handed 
operation. 50 State VOC compliant.

 WD490057

MFG# Sykes# Description UOM

490057 WD490057 12 oz. Smart Straw lubricant Ea

WD-40 Specialist® Rust Remover Soak
WD-40 Specialist® Rust Remover Soak quickly dissolves rust and 
restores tools, equipment, and surfaces to bare metal without 
chipping, scraping or scrubbing. Great for removing rust from 
tools, metal, cast iron, chrome parts, and more without harming 
paint, gaskets, trim, or other surrounding parts. This rust-removal formula has 
no toxic fumes, does not use acids or caustic chemicals, is non-irritating to skin,  
and is safe to use on most metals. To remove light rust, leave parts in the solution 
for 1-3 hours. To remove heavy rust, leave parts in the rust removal solution 
overnight. Do not use on parts that have bluing, browning or protective oxide 
paints, as those protective coatings would be removed. Ideal for use on auto 
restoration, tractors, antiques, farm equipment and implements, trailers and 
hitches, and rusty tools. Non-irritating to skin. Non-toxic fumes and acid-free. NSF 
Category P1 (#146753).

MFG# Sykes# Description UOM

300042 WD300042 1 Gal. Specialist rust remover soak Ea

 WD300042

WD-40 Specialist® Dry Lube with PTFE
WD-40 Specialist Dry Lube with PTFE provides superior lubrication 
and long-lasting corrosion protection with no oily residue. Best used 
where cleanliness and maximum performance are required as it dries 
quick leaving behind a lubricating film that resists dirt, dust and oil 
buildups. Great for reducing friction and wear on blades and bits, door 
and window tracks, slides, conveyor belts, rollers, hinges, table saws, lathes, 
power tools and equipment. Keeps your equipment running smoothly with long-
lasting corrosion protection. Effective in temperatures ranging from -50° F to 500° 
F. Applications: blades and bits, door and window tracks, slides, rollers, hinges, 
conveyor belts, power tools and equipment. 

Features and benefits:
• Lubricates
• Won’t attract dirt and dust
• Great for table saws, drills and lathes
• Safe on wood, glass, fabric, metal, leather and most plastics
• NSF H2 Reg. # 146856

 WD300059

MFG# Sykes# Description UOM

300059 WD300059 10 oz. Specialist dry lube w/ PTFE Ea

3-in-1 Multipurpose Oil
Mineral oil base, operating temp. -25° F to 300° F, viscosity index 24, 
flash point 305° F, SAE Grade 17. NSF H-2.

 WD100703

MFG# Sykes# Description UOM
10135 WD10035 3 oz. 3-In-1 oil Ea
100703 WD100703 4 oz. 3-In-1 oil Ea
10138 WD10038 8 oz. 3-In-1 oil Ea

Material Handling

Shop and Order Online with a 
Personalized Customer Portal!

Visit SykesSupply.com

Contract Pricing

PO Checkout

Order History

Over 100K Items

Quick Lists

Punchout Capability
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Clipper® Size U2-U7 Unibar® Hooks
Ideal for applications with a minimum pulley diameter 
of 2" to 7" (51 mm to 175 mm) and ranging in thickness 
from 5/32" to 25/64" (4.0 mm to 10.0 mm).

Fastener details: 
• Design: Individual Clipper Hooks welded to a common bar.
• Belt Thickness: 5/32" to 25/64" (4.0 mm to 10.0 mm)
• Minimum Pulley Diameter: 2" to 7" (51 mm to 175 mm)
• Approximate Hinge Pin Diameter: 0.093-0.156 (2.4 mm to 4.0 mm)
• Wire Diameter: 0.054" (1.4 mm)
• Metal Selection: 430 Stainless Steel, High Tensile, Coated Steel, 316 Stainless Steel
• Installation Method: Machine applied

 LC01144

MFG# Sykes# Description UOM
01144 LC01144 U3-1S12 Unibar hooks 12/Bx

Clipper® Size UX1 Unibar® Hooks
Ideal for applications with a minimum pulley diameter 
of 2" and ranging in thickness from 1/8" to 5/32".

Fastener details:
• Design: Individual Clipper Hooks welded to a common bar.
• Belt Thickness: 1/8" to 5/32" (3.2 mm to 4.0 mm)
• Minimum Pulley Diameter: 2" (51 mm)
• Approximate Hinge Pin Diameter: 0.065 (1.7 mm)
• Wire Diameter: 0.040" (1.0 mm)
• Metal Selection: 430 Stainless Steel
• Installation Method: Machine applied

 LC01184

MFG# Sykes# Description UOM
01184 LC01184 UX1SPS12 Unibar hooks 12/Bx

02598 LCNY065C NY065-C PINPAK 100' of (.065" dia.) 
nyosteel hinge pin w/ dispenser 100/Bx

02628 LCNY093C NY093-C PINPAK 100' of (.093" dia.) 
nyosteel hinge pin w/ dispenser 100/Bx

Flexco® 375X Bolt Hinged Fasteners
Providing a flexible joint for belts operating over small pulleys, Flexco® 
375X Bolt Hinged Fasteners are ideal for belts 1/4" to 13/32" (6 mm to 11 
mm) thick with a PIW up to 190 (33 kN/m). 

Details:
• Design: Hinged plates with high-strength bolts
• Belt Thickness: 1/4" to 13/32" (6 mm to 11 mm)
• Minimum Pulley Diameter: 6" (152 mm)
• Maximum PIW: 190 (33 kN/m)
• Belt Widths: 12", 14", 16", 18", 20", 24", 26", 30", 36", 42", 48", 72" (300 mm, 350 

mm, 400 mm, 450 mm, 500 mm, 600 mm, 650 mm, 750 mm, 900 mm, 1050 mm, 
1200 mm, 1500 mm, 1800 mm)

• Metal Selection: Steel; Stainless Steel and Everdur also available
• Installation Method: Hammer or power tool and templet

 LC375XJ48

MFG# Sykes# Description Belt Width UOM
40005 LC375XJ24 375XJ24NC Bolt hinged fastener pkg 24" Pkg
40008 LC375XJ36 375XJ36NC Bolt hinged fastener pkg 36" Pkg
40010 LC375XJ48 375XJ48NC Bolt hinged fastener pkg 48" Pkg

Flexco® Bolt Solid Plate Fastening 
System Size 190
Available in various metal options, Flexco® Bolt Solid Plate 
Fastening System Size 190 also comes in VP™, featuring a rubber-covered top plate 
for increased impact protection and conveyor component compatibility. 

Details:
• Design: Solid plate; piloted bolts with tapered tips
• Belt Thickness: 5/16" to 9/16" (8 mm to 14 mm)
• Minimum Pulley Diameter: 18" (460 mm)
• Maximum PIW: 375 (65 kN/m)
• Belt Widths: 12", 18", 24", 30", 36", 42", 48", 54", 60", 72" (300 mm, 450 mm, 600 mm, 

750 mm, 900 mm, 1050 mm, 1200 mm, 1350 mm, 1500 mm, 1800 mm)
• Metal Selection: Steel; Stainless Steel, MegAlloy®, VP™ rubber covered balance 

steel, VP™ rubber covered MegAlloy®, Promal® and Everdur also available
• Installation Method: Hammer or power tool and templet

 LC20001

MFG# Sykes# Description Belt Thickness UOM
20001 LC20001 90E Bolt solid plate fasteners 5/16"-9/16" 25 Sets/Bx

Grade 30 Proof Coil Chain
Excellent low carbon steel chain for general purpose 
applications.

• Frequently used for fabricating tow chains, binding 
and logging chains, marine and other general applications

• Standard finish: zinc plated or galvanized
• Hallmarking: "C3" and "USA" on 5/16" and larger
• Proof tested
• Design factor: 4 to 1
• Packaged in pails, order unit is "each"
• Made in the USA
• Do not use for overhead lifting
• DO NOT EXCEED THE WORKING LOAD LIMIT

 GRADE 30 PROOF COIL CHAIN

MFG# Sykes# Description Length Finish Sizes UOM

0140323 CAPC03 Grade 30 Proof coil 
chain, round pail 250' Zinc 

Plated 3/16" Ft.

0140423 CAPC04 Grade 30 Proof coil 
chain, round pail 141' Zinc 

Plated 1/4" Ft.

Grade 43 High Test Chain
Designed for use in load binding, towing, logging and 
other applications requiring high strength.

• Standard material: carbon steel
• Standard finish: bright, galvanized or zinc plated
• Hallmarking: "C4" all sizes and "USA" on 1/4" and 5/16"
• Proof tested
• Design factor: 3 to 1
• Packaged in pails, order unit is "each"
• Made in the USA
• Do not use for overhead lifting
• DO NOT EXCEED THE WORKING LOAD LIMIT

 GRADE 43 HIGH TEST CHAIN

MFG# Sykes# Description Length Finish Sizes UOM

0184516 CAHT05 Grade 43 High test 
chain, square pail 60' Bright 5/16" Ft.

0184416 CAHT04 Grade 43 High test 
chain, square pail 100' Bright 1/4" Ft.

0181623 CAHT06 Grade 43 High test 
chain, round pail 75' Zinc 

Plated 3/8" Ft.

Material Handling

Base for 12" x 33 3/4" Products
Base for products 12" x 33 3/4". Powder coat gloss 
gray. For use with 329, 330, 351, 353, 354, 356, 357, 359, 360, 361, 363, 396, 397, 
398, 399, 725, 730, 735, 740, 745, 002, 005, 007, 013, 014, 030, 031, 034, 017, 019, 
022, 024, 025, 026.

 PC364

MFG# Sykes# Description UOM
364-95 PC364 Base for 12" x 33 3/4" products Ea

Box or Rack Base
Cold rolled steel base. Gray. 20 5/8" W x 12 5/8" D x 15 
1/8" H. For use with 310B.

 PC31195

MFG# Sykes# Description UOM
311-95 PC31195 Box or rack base for 310B Ea

Large Triple Track Bearing Rack with 
4 Compartments
Cold rolled steel slide rack. Heavy-duty bearing slides. 
Holds 4 large compartment boxes. Gray. 20" W x 12 1/2" D 
x 15" H.

MFG# Sykes# Description UOM
310B-95 PC31095 Large triple track bearing rack w/ 4 compartments Ea

 PC31095

Racks with Drawers
Small cold rolled steel slide rack. Easy glide. Holds 4 
small compartment boxes. Gray. 15 1/4" W x 11 3/4" D x 
11 1/4" H.

MFG# Sykes# Description UOM
307-05 PC30705 Rack w/ 4 drawers Ea
307-95 PC30795 Small slide rack w/ 4 compartments Ea

 PC30795

Steel Compartment Boxes
Cold rolled steel compartment box. Standard handle. 
Powder coat gloss gray.

MFG# Sykes# Description Sizes UOM

119-95 PCADLC
Large steel compartment box, 
adjustable (for use w/ 302, 303, 
303B, 305B, 309B, 310B, 321B)

18" W x 12" 
D x 3" H Ea

202-95 PCDS24C Small steel compartment box, 24 
opening (for use w/ 306, 307, 308)

13 3/8" W x 9 
1/4" D x 2" H Ea

215-95 PCADSC Small steel compartment box, 
adjustable (for use w/ 306, 307, 308)

13 3/8" W x 9 
1/4" D x 2" H Ea

 PCADLC

Clipper® Size 1 (40) Series Carded 
Hooks
Ideal for applications with a minimum pulley diameter 
of 1" and thin belts ranging in thickness from 1/8" to 
5/32".

Details:
• Design: Individual Clipper hooks secured to carding paper
• Belt Thickness: 1/8" to 5/32" (3.2 mm to 4.0 mm)
• Minimum Pulley Diameter: 1" (25 mm)
• Approximate Hinge Pin Diameter: 0.065 (1.7 mm)
• Wire Diameter: 0.040" (1.0 mm)
• Metal Selection: Galvanized, High Tensile, 430 Stainless Steel, 316L Stainless Steel
• Installation Method: Machine applied

 LC01

MFG# Sykes# Description UOM
02075 LC01 1G6NY Carded hooks Ea

Alligator® Lacing
Alligator® Lacing produces an easy-to-install, 
economical, low-profile belt splice. Hinged; 
continuous teeth-like lacing. Metal Selection: Steel, 
316 Stainless Steel. Installation method: hammer or 
power tool. Alligator lacing package includes: (4) sets 
lacing, (4) hinge pins, (1) gauge pin, and the required number of clips.

MFG# Sykes# Description UOM
10090 LC0712 Size 7-12 Alligator lacing pkg Ea
10094 LC0720 Size 7-20 Alligator lacing pkg Ea
10482 LC15 Size 15-12 Alligator lacing pkg Ea
10483 LC20 Size 20-12 Alligator lacing pkg Ea
10484 LC25D Size 25-12 Alligator lacing pkg Ea
10485 LC27K Size 27-12 Alligator lacing pkg Ea
10486 LC35N Size 35-12 Alligator lacing pkg Ea
10487 LC45U Size 45-12 Alligator lacing pkg Ea

 ALLIGATOR® LACING

Clipper® Size Regular (54) Series 
Carded Hooks
Ideal for a wide range of applications with a minimum 
pulley diameter of 2" (51 mm) to 7" (175 mm) and belts 
ranging in thickness from 5/32" to 25/64" (4.0 mm to 
10 mm).

Details: 
• Design: Individual Clipper hooks secured to carding paper

• Belt Thickness: 5/32" to 25/64" (4.0 mm to 10.0 mm)

• Minimum Pulley Diameter: 2" to 7" (51 mm to 175 mm)

 LC04

MFG# Sykes# Description UOM
02155 LC02 2GNY Carded hooks Ea
02183 LC03 3GNY Carded hooks Ea
02217 LC04 4GNY Carded Hooks Ea
02301 LC045 4-1/2GW Carded hooks Ea
18227 LC05 5GW Carded hooks Ea
18228 LC06 6GW Carded hooks Ea
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 HCH16

Flexcoil® with Reusable Fittings
Constructed of 95A polyurethane resin, 
lightweight and resists kinking. Temperature 
range: -40° F to 125° F. High quality brass fittings provide strong and durable 
connection. Swivel fittings feature factory-applied thread sealant. Made in USA. All 
colors, sizes and configurations available to order.
• Green
• 1/4" NPT reusable swivel fitting
• 1/4" ID; 50' OAL
• 32.5" Retracted length; 42.5' working length

MFG# Sykes# Description UOM

PR14-50B-G HCPR14-50B-G Flexcoil w/ reusable fittings Ea

 HCPR14-50B-G

Flexcoil® with Reusable Strain Relief Fittings
Constructed of lightweight, tough polyurethane. High-quality brass fittings provide 
a strong and durable connection. Made in USA. All colors, sizes and configurations 
available to order.
• Blue
• 1/4" NPT swivel strain relief fitting
• 1/4" ID; 25' OAL
• 40" Retracted length; 22.5' working length

 HCPU1425BB

MFG# Sykes# Description UOM
PU14-25B-B HCPU1425BB Flexcoil w/ reusable strain relief fittings Ea

MFG# Sykes# Description Overall
Length

Inside
Dia.

Retracted
Length

Working
Length UOM

N14-12B HCN1412B Nylon coil 
w/ fittings

12' 1/4" 5.25" 11' Ea

N14-25B HCN1425B Nylon coil 
w/ fittings

25' 1/4" 10.5" 22' Ea

N38-124B HCN38124B Nylon coil 
w/ fittings

12' 3/8" 5.13" 10.5' Ea

N38-254B HCN38254B Nylon coil 
w/ fittings

25' 3/8" 10.25" 21' Ea

Nylon Coil with Fittings
Nylon coil with 1/4" NPT swivel fittings. Yellow.  HCN1412B

Air Tool Lubricant, Winter Grade
Specially formulated ISO 22 lubricant, designed to prolong the life of 
air tools and accessories. Inhibits the formation of rust and removes 
moisture. Non-detergent, non-corrosive, no-reactive and stable. Winter 
Grade temperature range: -45° F. Made in USA.

 HCATL016W

MFG# Sykes# Description UOM

ATL016W HCATL016W 16 oz. Air tool lubricant, winter grade Ea

ATL128W HCATL128W 128 oz. Air tool lubricant, winter grade Ea

Sta-Lube® Air Tool Oil
Designed for pneumatic equipment and tools. Applications: impact 
wrenches, air ratchets, sanders, grinders, air motors, hammers, 
drills, etc.  CRCSL2531

MFG# Sykes# Description UOM

1007834 CRCSL2531 15 oz. Sta-Lube® Air Tool Oil Ea

1007836 CRCSL2533 1 Gal. Sta-Lube® Air Tool Oil Ea

Sta-Lube® Compressor Oil
Helps promote longer life in all types of reciprocating and rotary 
compressors. Solvent refined and clay filtered for long lasting, 
anti-foul operation. Cleans valve seat deposits and extends life. 
Applications: portable and stationary rotary screw, rotary vane 
compressors, single and multi-stage reciprocating compressors. 
1 gal.

MFG# Sykes# Description UOM

1007785 CRCSL22133 Compressor Oil Ea

 CRCSL22133

C18 Series Combination Units
This modular particulate filter includes:
• Components integrated into single unit
• Modern design and appearance
• Lightweight, ready-to-mount assembly comes standard with 

pressure gauge and modular T-bracket/joiner assembly
• Highflow capacity
• Quick-disconnect bowl/bowl guard
• Port sizes 1/4, 3/8, 1/2; Flows to 85 SCFM
• Plastic bowl with guard, manual drain
• Diaphragm/spring: 0-125 PSIG (8 Bar), relieving, nitrile
• End blocks
• Round pressure gauge

MFG# Sykes# Description UOM

C18-04-FKBG WKC18-04-FKBG 1/2" Filter/regulator + lubricator combo Ea

 C18 SERIES

B18 Series Filter/Regulator Combination Units
This filter/regulator includes:
• 5 Micron filtration
• Balanced valve design
• Spring-loaded diaphragm
• 1/2" NPT/BSPP-G over-ported
• Quick-disconnect bowl/bowl guard
• Light weight
• High flow capacities
• Port sizes 1/4, 3/8, 1/2; Flows to 164 SCFM
• Plastic bowl with guard, manual drain
• Diaphragm/spring: 0-125 PSIG (8 Bar), relieving, nitrile

MFG# Sykes# Description UOM

B18-02-FK00 WKB18-02-FK00 1/4" Filter/regulator combo Ea

B18-03-FK00B WKB18-03-FK00 3/8" Filter/regulator combo Ea

B18-04-FK00B WKB18-04-FK00 1/2" Filter/regulator combo Ea

 B18 SERIES

Material Handling / Pneumatics

Hydraulic Bottle Jack
Capacities from 2 to 100 tons and are available in standard 
and low profile heights. Pump piston and ram are chrome-
plated for added corrosive resistance increasing durability. 
Each JHJ model functions in upright, angled or horizontal 
positions for increased versatility. Complies with ANSI/ASME 
B30.1 and PALD-1 standards

Features:
• Precision machined and polished cylinders provide non-abrasive, leak-free, 

durable performance
• Heavy-duty bases are electrically welded providing a stable platform
• Hydraulic system is protected from damage by internal by-pass mechanism
• Chrome-plated piston and ram are corrosion-resistant for use in any industrial 

environment
• Industrial-duty construction permits use in extreme climates
• Lifting, pushing, spreading, bending, pressing or straightening capabilities
• Upright, horizontal or angled operating positions increase versatility
• Pump handle included
• Complies with ANSI/ASME B30.1 and PALD-1 Standards 
• Operating temperature range from -4° F to 158° F

 JH3T

MFG# Sykes# Weight Load
Capacity

Min.
Height

Max.
Height

Piston
Height

Head
Screw UOM

453303 JH3T 6 lbs. 3 Tons 7 1/2" 14 3/8" 4 1/2" 2 3/8" Ea

453305 JH5T 9 lbs. 5 Tons 7 7/8" 15 1/2" 4 5/8" 2 3/4" Ea

453308 JH8T 13 lbs. 8 Tons 7 7/8" 15 1/2" 4 5/8" 2 3/4" Ea

453312 JH12T 18 lbs. 12 1/2 Tons 9 1/2" 18 1/2" 5 7/8" 3 1/8" Ea

453322 JH20T 28 lbs. 22 1/2 Tons 10 5/8" 16 7/8" 6 1/4" 1 1/2" Ea

6200 Series Fiberglass Stepladder
• 300 lbs. load capacity (combined weight)
• Fiberglass
• For working around electricity
• Non-conductive side rails
• Edge® Bracing Energy Diffusing Geometry
• Every rivet backed up by metal part or washer to protect rails
• Optional yellow molded pail shelf kit, model no. 76-2

MFG# Sykes# Description Sizes UOM
6206 LDF6 Fiberglass stepladder IA 6' Ea
6208 LDF8 Fiberglass stepladder IA 8' Ea

 6200 SERIES FIBERGLASS STEPLADDER

1/4" NPT Pistol Grip Blow Gun
A multi-use blow gun constructed of durable zinc die cast with chrome 
plating. Accepts Milton #122, 6" extension or #123, 10" extension.
Features:
• Maximum working pressure of 150 pounds per square inch
• 10.0 Standard cubic feet per minute at 100 pounds per square inch
• 1/4" National pipe thread air inlet
• 1/8"-27 NPS nozzle thread
• Convenient hang hook

 MLS160

MFG# Sykes# Description UOM

S-160 MLS160 1/4" NPT Pistol grip blow gun Ea

600 Series Blow Guns
Tough zinc die-cast body made to last in even the 
harshest environments. Ergonomic design of body 
and large operating lever reduce user fatigue and 
discomfort, even during long-term use. Supplied with 1/4" NPT female inlet thread and 
1/8" NPS female outlet thread. Pressure rating: 150 psi. Operating temperature: 32° F 
to 175° F.

 HC600S

MFG# Sykes# Description UOM

601 HC601 600 Series blow gun w/ rubber tip Ea

600-S HC600S 600 Series blow gun w/ safety tip Ea

610-S HC610S 600 Series blow gun w/ 10" safety extension Ea

993 Series Pressure Gauges
• Sizes: 1 1/2", 2" 2 1/2", 3 1/2", 4 1/2"
• Case: Black steel
• Ring: Chrome-plated steel
• Window: Acrylic
• Dial: White with black and blue scales
• Pointer: Black aluminum
• Connection: 1 1/2" - 1/8" Lower and back
    - 2" - 1/8" and 1/4" Lower and back
    - 2 1/2" - 1/4" Lower and back
    - 3 1/2" - 1/4" Lower only
    - 4 1/2" - 1/4" Lower only
• Tube and Socket: Bronze tube and brass socket
• Movement: Brass
• Ranges: See Range Availability chart
    - All ranges are dual scale PSI & kPa
• Accuracy: ASME B40.1, Grade B. ±3-2-3%

 993 SERIES PRESSURE GAUGES

MFG# Sykes# Description UOM

120119280 HC26G-60 1 1/2" Pressure gauge 0-60 1/8" CBM Ea

120119300 HC26G-160 1 1/2" Pressure gauge 0-160 1/8" CBM Ea

99301476 HC8800-60 2" Pressure gauge 0-60 1/4" CBM Ea

120119540 HC8800-160 2" Pressure gauge 0-160 1/4" CBM Ea

Brass Closed Ball Chuck
Brass closed check ball chuck.

 HCCH10

MFG# Sykes# Description UOM

CH10 HCCH10 Brass closed check ball chuck, 1/4" FPT Ea

Dual Foot Chuck
Closed check: contains a tang that engages 
the tire valve, air only flows once the tire 
valve is engaged.

MFG# Sykes# Description UOM

CH16 HCH16 Dual foot chuck, closed check, 1/4" FPT Ea
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 L30 ECONOMIST™ SERIES

L30 EconOmist™ Series Lubricators
This modular lubricator includes:
• Full view sight dome
• Siphon tube filter provides clean lubricant downstream
• Quick-disconnect clamp ring for easy bowl removal
• Adjustable oil feed
• Standard transparent bowl with metal bowl guard
• Optional petcock in polycarbonate bowl
• Fill-under pressure design
• Port Size 3/4, 1; Flows to 374 SCFM
• Polycarbonate bowl/bowl guard

MFG# Sykes# Description UOM

L30-08-000 WKL30-08-000 1" EconOmist lubricator Ea

R18 Series Regulators
This modular regulator includes:
• Balanced valve design
• Spring-loaded diaphragm
• 4 Adjusting pressure ranges available
• 1/2" NPT/BSPP-G over-port
• 2 Gauge ports
• Regulator will reverse flow as standard
• Port Sizes 1/4, 3/8, 1/2; Flows to 165 SCFM
• Diaphragm/spring: 0-125 PSIG (8 Bar), relieving, nitrile

MFG# Sykes# Description UOM

R18-02-F000 WKR18-02-F000 1/4" Regulator, compact Ea

 R18 SERIES

R08 Series Regulators
This modular regulator includes:
• Balanced valve design
• 2 Gauge ports
• Serviceability and ease of maintenance
• Unique flush-mounted pressure gauge
• Light weight
• Modern design and appearance
• Port Sizes 1/4; Flows to 68 SCFM
• Diaphragm/spring: 0-125 PSIG (8 Bar), relieving, nitrile

MFG# Sykes# Description UOM

R08-02-F000B WKR08-02-F000 1/4" Mini regulator Ea

 R08 SERIES

R28 Series Regulators
This modular regulator includes:

• Balanced valve design
• Spring-loaded diaphragm
• 4 Adjusting pressure ranges available
• 3/4" NPT/BSPP-G over-port
• 2 Gauge ports
• Reverse flow available
• Port Size 3/8, 1/2, 3/4; Flows to 233 SCFM
• Diaphragm/spring: 0-125 PSIG (8 Bar), relieving, nitrile

MFG# Sykes# Description UOM

R28-03-F000 WKR28-03-F000 3/8" Regulator, standard Ea

R28-04-F000 WKR28-04-F000 1/2" Regulator, standard Ea

R28-06-F000B WKR28-06-F000 3/4" Regulator, standard Ea

 R28 SERIES

R30 Series Regulators
This modular regulator includes:

• Balanced valve design
• Standard self-relieving
• (2) 1/4" NPT/BSPT-Rc gauge ports standard
• Piston operated
• High flow capacity
• Port Sizes 3/4, 1; Flows to 800 SCFM
• Diaphragm/spring: 10-125 PSIG (0.7-8.6 Bar), relieving

MFG# Sykes# Description UOM

R30-08-000 WKR30-08-000 1" Regulator Ea

 R30 SERIES

Accessories and Repair Kits

MFG# Sykes# Description UOM

FRP-95-236 WKFRP95-236 Repair kit for F20 Kit

FRP-95-610 WKFRP95-610 Flexible drain Ea

FRP-96-315 WKFRP96-315 Replacement plastic bowl/
manual drain for F30/M30 Ea

FRP-96-639 WKFRP96-639 Replacement element kit, 
Type A 5 micron for F18 Ea

GPA-96-607 WKGPA96-607 R28 Mounting L-bracket Ea

GRP-95-256 WKGRP95-256 F30 O-ring Ea

GRP-95-973 WKGRP95-973 Automatic drain, nitrile Ea

GRP-95-981 WKGRP95-981 Automatic drain, fluorocarbon Ea

GRP-96-634 WKGRP96-634 F18/M18 Plastic bowl/bowl 
guard, manual drain Ea

GRP-96-739 WKGRP96-739 R08/R09 Mounting L-bracket Ea

GRP-96-808 WKGRP96-808 BB3 Bowl Ea

LRP-96-160 WKLRP96-160 L30 Plastic bowl, petcock drain Kit

MSP-96-649 WKMSP96-649 M21/M28 Type B 0.5 micron 
coalescing filter Ea

RRP-95-159 WKRRP95-159 R30 Valve assembly kit Ea

RRP-95-590 WKRRP95-590 1/4" NPT mounting bracket 
- gauge port adapter Ea

RRP-95-591 WKRRP95-591 RB3/RA3/R03 1/4" NPT wall mounting 
bracket - gauge port adapter Ea

RRP-96-238 WKRRP96-238 R26 Self-relieving diaphragm kit Kit

X02-04-FOO WKX02-04-F00 1/2" Drain Ea

 ACCESSORIES & REPAIR KITS

BB3 (Brass) Series Miniature Filter/Regulator 
Combination Units
This miniature filter/regulator includes:
• Brass construction handles most corrosive environments
• Large diaphragm to valve area ratio for precise regulation and high 

flow capacity
• Plastic bowl or black painted zinc metal bowl
• High flow: 1/4" -16 SCFM
• Fluorocarbon seals optional
• Port size 1/4; Flows to 16 SCFM
• No bowl guard, manual drain
• Diaphragm/spring: 2-125 PSIG (0.14-8.6 Bar), relieving

MFG# Sykes# Description UOM
BB3-02-FK00 WKBB3-02-FK00 1/4" Mini filter/regulator combo, brass Ea

 BB3 (BRASS)
SERIES

F08 Series Particulate Filters
This modular particulate filter includes:
• Standard 5 micron filtration
• Quick-disconnect bowl
• Bowl guard
• High flow capacity
• Port sizes 1/4; Flows to 42 SCFM
• Plastic bowl with guard, manual drain
• 5 Micron particulate element, Type A

 F08 SERIES

MFG# Sykes# Description UOM
F08-01-SK00 WKF08-01-SK00 1/8" Particulate filter Ea
F08-02-SK00 WKF08-02-SK00 1/4" Particulate filter Ea

F18 Series Particulate Filters
This modular particulate filter includes:
• Standard 5 micron filtration
• High flow capacities
• 1/2" NPT/BSPP-G over-port
• Quick-disconnect bowl
• Bowl guard
• Light weight
• Barbed manual drain connection with pipe-away
• Port Sizes 1/4, 3/8, 1/2; Flows to 82 SCFM
• Plastic bowl with guard
• Diaphragm/spring: 5 Micron particulate element, Type A

 F18 SERIES

MFG# Sykes# Description UOM
F18-02-SG00 WKF18-02-SG00 1/4" Particulate filter, auto drain Ea
F18-02-SK00 WKF18-02-SK00 1/4" Particulate filter, manual drain Ea
F18-03-SK00 WKF18-03-SK00 3/8" Particulate filter, manual drain Ea
F18-04-SK00B WKF18-04-SK00 1/2" Particulate filter, manual drain Ea

F28 Series Particulate Filters
This modular particulate filter includes:

• Standard 5 micron filtration
• High flow capacities
• 3/4" NPT/BSPP-G over-port
• Quick-disconnect bowl
• Bowl guard
• Light weight
• Barbed manual drain connection with pipe-away
• Port Sizes 3/8, 1/2, 3/4; Flows to 82 SCFM
• Plastic bowl with guard, auto drain
• Diaphragm/spring: 5 Micron particulate element, Type A

MFG# Sykes# Description UOM
F28-04-SG00B WKF28-04-SG00 1/2" Particulate filter Ea

F28-06-SK00 WKF28-06-SK00 3/4" Particulate filter Ea

 F28 SERIES

F30 Series Particulate Filters
This modular particulate filter includes:

• Standard manual drain
• Standard 5 micron rated element
• Quick-disconnect clamp ring for easy bowl removal
• Bowl guard
• Port Sizes 3/4, 1; Flows to 323 SCFM
• Polycarbonate bowl/bowl guard, manual drain

MFG# Sykes# Description UOM

F30-08-000 WKF30-08-000 1" Particulate filter Ea

 F30 SERIES

L08 Series Lubricators
This modular lubricator includes:
• Integral sight dome and adjustment knob
• Fill-under pressure design
• Modern design and appearance
• Light weight
• High flow capacity
• Quick-disconnect bowl
• Port sizes 1/4; Flows to 52 SCFM
• Plastic bowl with guard, no drain
• Lubricator: EconOmist polycarbonate drip control

 L08 SERIES

MFG# Sykes# Description UOM

L08-02-KC00 WKL08-02-KC00 1/4" AutoMist mini lubricator Ea

L18 EconOmist™ Series Lubricators
This modular lubricator includes:
• Integral sight dome and adjustment knob
• 1/2" NPT/BSPP-G over-port
• Fill-under pressure design
• Quick-disconnect bowl/bowl guard
• Manual drain
• High flow capacity
• Port Sizes 1/4, 3/8, 1/2; Flows to 96 SCFM
• Plastic bowl with guard, no drain
• Lubricator: EconOmist polycarbonate drip control

MFG# Sykes# Description UOM

L18-02-KC00 WKL18-02-KC00 1/4" EconOmist lubricator, compact Ea

 L18 ECONOMIST™ SERIES

L28 EconOmist™ Series Lubricators
This modular lubricator includes:
• Integral sight dome and adjustment knob
• 3/4" NPT/BSPP-G over-port
• Fill-under pressure design
• Quick-disconnect bowl/bowl guard
• High flow capacity
• Port Sizes 3/8, 1/2, 3/4; Flows to 150 SCFM
• Plastic bowl with guard, no drain 
• Lubricator: EconOmist polycarbonate drip control

MFG# Sykes# Description UOM

L28-03-KC00 WKL28-03-KC00 3/8" EconOmist lubricator, standard Ea

L28-04-KC00 WKL28-04-KC00 1/2" EconOmist lubricator, standard Ea

L28-06-KC00 WKL28-06-KC00 3/4" EconOmist lubricator, standard Ea

 L28 ECONOMIST™ SERIES

Pneumatics
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Collar
Collar available in various sizes for various 
applications. For KR Series, KRR Series, KRRB Series, 
KL Series, KLB Series, KLL Series, KLLB Series, KLLG 
Series, SM Series, RA-RR Series, RA-RRB Series, 
RA-DD Series, VAK Series, RAS Series, TAS Series, 
LAS Series, VAS Series, RSA Series, LSA Series, RCJ 
Series, TCJ Series, LCJ Series, VCJ Series, RCJT 
Series, TCJT Series, LCJT Series, VCJT Series, FLCT Series, RC Series, GVFD Series, 
GVFDR Series, GRFD Series, GRFDR Series, RAK/S Series, RABR Series, RCSM Series, 
RCR Series, CR Series, RAT Series, RRT Series, RA Series, RR Series, PB Series, PBR 
Series, GVFTD Series, GVFTDR Series, VFTD Series, VFTDR Series.

 COLLAR

MFG# Sykes# Description UOM

S1015K FFS1015K Collar for 15/16" shaft ball bearing housed units Ea

Extra Small 33 and S Inch Series Ball Bearing
Standard and special extra small bearings are available and often used in business machine applications. They include clamp-type collar bearings 
for slip-fit mounting on shafts, bearings with Wireloc in the outer ring, and rubber cushioned "O" series with special housed units.

• Designed for small shafts
• Can sustain radial, thrust and combined loads, proportionate to capacities of small shafts
• Suitable for use in fractional horsepower motors, domestic appliances, precision instruments and similar devices
• Include combinations of shields and seals, as listed below
• Electric motor quality for applications where quietness is required
• Several sizes are manufactured both in standard bearing-quality steel and stainless steel, as indicated in the tables

 EXTRA SMALL 33 AND
S INCH SERIES BALL BEARING

MFG# Sykes# Bore Diameter Fillet Radius Dynamic Load Rating Outside Diameter Static Load Rating Width UOM

Seal/Shield Type: Two Shield

S1KDD FFS1KDD 0.2500" (6.350 mm) 0.016" (0.4 mm) 695 lb. (3100 N) 0.7500" (19.050 mm) 260 lb. (1160 N) 0.219" (5.56 mm) Ea

S1KDD7 FFS1KDD7 0.2500" (6.350 mm) 0.012" (0.3 mm) 365 lb. (1630 N) 0.6250" (15.875 mm) 125 lb. (560 N) 0.196" (4.98 mm) Ea

S3KDD FFS3KDD 0.3750" (9.525 mm) 0.016" (0.4 mm) 830 lb. (3650 N) 0.8750" (22.225 mm) 312 lb. (1400 N) 0.219" (5.56 mm) Ea

S5KDD FFS5KDD 0.5000" (12.700 mm) 0.016" (0.4 mm) 1270 lb. (5600 N) 1.1250" (28.575 mm) 500 lb. (2240 N) 0.250" (6.35 mm) Ea

S7KDD FFS7KDD 0.6250" (15.875 mm) 0.031" (0.8 mm) 1700 lb. (7500 N) 1.3750" (34.925 mm) 682 lb. (3050 N) 0.281" (7.14 mm) Ea

S8KDD FFS8KDD 0.7500" (19.050 mm) 0.031" (0.8 mm) 2320 lb. (10400 N) 1.6250" (41.275 mm) 1000 lb. (4400 N) 0.312" (7.92 mm) Ea

S10KDD FFS10KDD 1.0000" (25.400 mm) 0.031" (0.8 mm) 2500 lb. (11000 N) 2.0000" (50.800 mm) 1120 lb. (4900 N) 0.375" (9.52 mm) Ea

Seal/Shield Type: Two Seal

S7PP FFS7PP 0.6250" (15.875 mm) 0.031" (0.8 mm) 1700 lb. (7500 N) 1.3750" (34.925 mm) 682 lb. (3050 N) 0.281" (7.14 mm) Ea

Radial Ball Bearing
Features two contact rubber seals and two non-contact 
metal shields, one of each on each side of the ball 
bearing. One of the shields or seals can be removed if 
application requires a ball bearing with only one seal or 
shield. Will service electric motor demands.

*From select sources

 FF203-625

MFG# Sykes# Bore
Dia.

Outside
Dia.

Overall
Width UOM

6202-2RS 5/8 FF202-625 5/8" 35 mm 11 mm Ea
6203-2RS 5/8 FF203-625 5/8" 40 mm 12 mm Ea

Light, Wide Type W200PP Series Ball Bearings
Made with standard bores and outside diameters, but in widths equal to the corresponding sizes of double-row bearings. This series offers a larger 
support area for shaft and housing contact and extra space for lubricant. 
• Rubber seal 
• Made with standard bores, standard outside diameters and a single row of balls
• Same widths as double-row bearings of corresponding size 
• Extra width offers a larger support area for shaft and housing contact and added space for prepacked lubricant
• Wide-type rubber seal bearings are particularly suited for use in electric motors, where they simplify housing design by eliminating auxiliary seals
• Wide-type Mechani-Seal ball bearings are designed for applications where frictionless sealing and large grease capacity are required
• Extremely effective grease retention and exclusion of foreign matter are assured by close running clearance between the seal members and slinger action of the outer member

 LIGHT, WIDE TYPE
W200PP SERIES

MFG# Sykes# Width Outside Diameter Bore Diameter Fillet Radius Static Load Rating Dynamic Load Rating UOM

Seal/Shield Type: Contact Seal

W202PP FFW202PP 0.625" (15.88 mm) 1.3780" (35 mm) 0.5906" (15 mm) 0.024" (0.6 mm) 780 lb. (3450 N) 1930 lb. (8650 N) Ea

W203PP FFW203PP 0.688" (17.48 mm) 1.5748" (40 mm) 0.6693" (17 mm) 0.024" (0.6 mm) 1000 lb. (4400 N) 2360 lb. (10600 N) Ea

W204PP FFW204PP 0.812" (20.62 mm) 1.8504" (47 mm) 0.7874" (20 mm) 0.039" (1.0 mm) 1400 lb. (6200 N) 3200 lb. (14300 N) Ea

Power Transmission
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Sykes Supply – Asheboro
210 West Kivett Street
Asheboro, NC 27203
Phone: (336) 629-9104
Fax: (336) 629-4977

Sykes Supply – Burlington
1015 Stokes Street
Burlington, NC 27215
Phone: (336) 227-2723
Fax: (336) 227-0715

THE RIGHT MOTOR. THE OPTIMAL FIT. THE PERFECT SOLUTION.
MORE CHOICES FROM THREE LEADING BRANDS.

COMMERCIAL AND INDUSTRIAL MOTORS

IEC - METRIC MOTORS

DEFINITE PURPOSE MOTORS

PERMANENT MAGNET MOTORS

BRAKE MOTORS

INVERTER & VECTOR DUTY MOTORS

PUMP MOTORS

SEVERE DUTY MOTORS

AC & DC CONTROLS

EXPLOSION PROOF MOTORS

The most comprehensive range of robust, reliable motors in the industry.
Rely on Regal to help you find the right motor for your toughest application challenges.
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Power
Transmission

Farm Radial Special Ball Bearing
Special bearings often used on various cultivators, 
gauge wheels, planters, disc tillers, mowers, 
spindles, lawnmowers and other implement 
applications. Extra loose radial play. 204RR6 
Replaces 204KRNP2 E872.

 FF204RR6

MFG# Sykes# Description Bore
Dia.

Outside
Dia. Width UOM

204RR6 FF204RR6 Ball bearing 0.7505" 1.7805" 0.610" Ea

Extra Small 30 Metric Series Ball Bearing
Standard and special extra small bearings are available 
and often used in business machine applications. They 
include clamp-type collar bearings for slip-fit mounting on 
shafts, bearings with Wireloc in the outer ring, and rubber 
cushioned "O" series with special housed units.

• Designed for small shafts
• Can sustain radial, thrust and combined loads, proportionate to capacities of 

small shafts
• Suitable for use in fractional horsepower motors, domestic appliances, precision 

instruments and similar devices
• Offer various combinations of shields and seals, as listed below
• Electric motor quality for applications where quietness is required
• Stainless steel series, denoted by a prefix A before the bearing number

 EXTRA SMALL 30 METRIC SERIES

MFG# Sykes# Bore
Dia.

Dynamic
Load
Rating

Fillet
Radius

Outside
Dia.

Static
Load
Rating

Width UOM

Seal/Shield Type: Two Shield

36KDD FF36KDD 0.2362" 
(6 mm)

560 lb. 
(2450 N)

0.012" 
(0.3 mm)

0.7480" 
(19 mm)

195 lb. 
(865 N)

0.236"
(6 mm) Ea

37KDD FF37KDD 0.2756" 
(7 mm)

830 lb. 
(3650 N)

0.012" 
(0.3 mm)

0.8661" 
(22 mm)

312 lb. 
(1400 N)

0.276"
(7 mm) Ea

38KDD FF38KDD 0.3150" 
(8 mm)

830 lb. 
(3650 N)

0.012" 
(0.3 mm)

0.8661" 
(22 mm)

312 lb. 
(1400 N)

0.276"
(7 mm) Ea

39KDD FF39KDD 0.3543" 
(9 mm)

1120 lb. 
(5000 N)

0.012" 
(0.3 mm)

1.0236" 
(26 mm)

440 lb. 
(1960 N)

0.315"
(8 mm) Ea

Medium 300K Series Ball Bearing
The 300 Series radial ball bearings are similar in construction to the 200 Series, but have considerably heavier cross sections throughout. They provide 
greater radial and thrust capacity and are able to withstand heavier shock loads. Because of their rugged construction, these bearings are particularly 
suited for heavy-duty applications like those found in large electric motors, woodworking machinery and gear boxes. This series includes both Conrad 
and maximum capacity designs as well as shielded, sealed and snap ring variations.

• A heavier cross section than the 200 Series
• Capable of carrying considerably heavier radial, thrust and combined loads for a given bore size
• Capable of withstanding heavy shock loads; a ball bearing of heavier cross section is rarely required
• Uses Conrad-type bearing that is well-balanced with deep races and uninterrupted race shoulders
• Electric motor quality where quietness is a requirement

 MEDIUM 300K SERIES

MFG# Sykes# Bore Diameter Dynamic Load Rating Fillet Radius Outside Diameter Static Load Rating Width UOM

Seal/Shield Type: Two Seal

303PP FF303PP 0.6693" (17 mm) 1460 lb. (6550 N) 0.039" (1.0 mm) 1.8504" (47 mm) 3450 lb. (15300 N) 0.551" (14 mm) Ea

304PP FF304PP 0.7874" (20 mm) 1760 lb. (7800 N) 0.039" (1.0 mm) 2.0472" (52 mm) 4050 lb. (17900 N) 0.591" (15 mm) Ea

305PP FF305PP 0.9843" (25 mm) 2750 lb. (12200 N) 0.039" (1.0 mm) 2.4409" (62 mm) 6000 lb. (26600 N) 0.669" (17 mm) Ea

306PP FF306PP 1.1811" (30 mm) 3550 lb. (15600 N) 0.039" (1.0 mm) 2.8346" (72 mm) 7650 lb. (33900 N) 0.748" (19 mm) Ea

309PP FF309PP 1.7717" (45 mm) 7100 lb. (31500 N) 0.059" (1.5 mm) 3.9370" (100 mm) 13400 lb. (59500 N) 0.984" (25 mm) Ea

Seal/Shield Type: Two Shield

301KDD FF301KDD 0.4724" (12 mm) 815 lb. (3620 N) 0.039" (1.0 mm) 1.4567" (37 mm) 2120 lb. (9400 N) 0.472" (12 mm) Ea

302KDD FF302KDD 0.5906" (15 mm) 1180 lb. (5240 N) 0.039" (1.0 mm) 1.6535" (42 mm) 3000 lb. (13300 N) 0.512" (13 mm) Ea

303KDD FF303KDD 0.6693" (17 mm) 1460 lb. (6550 N) 0.039" (1.0 mm) 1.8504" (47 mm) 3450 lb. (15300 N) 0.551" (14 mm) Ea

306KDD FF306KDD 1.1811" (30 mm) 3550 lb. (15600 N) 0.039" (1.0 mm) 2.8346" (72 mm) 7650 lb. (33900 N) 0.748" (19 mm) Ea

307KDD FF307KDD 1.3780" (35 mm) 4150 lb. (18400 N) 0.059" (1.5 mm) 3.1496" (80 mm) 8500 lb. (37700 N) 0.827" (21 mm) Ea

309KDD FF309KDD 1.7717" (45 mm) 7100 lb. (31500 N) 0.059" (1.5 mm) 3.9370" (100 mm) 13400 lb. (59500 N) 0.984" (25 mm) Ea

310KDD FF310KDD 1.9685" (50 mm) 8500 lb. (37700 N) 0.079" (2.0 mm) 4.3307" (110 mm) 15600 lb. (69300 N) 1.063" (27 mm) Ea

Mini 600 Series Deep Groove Ball 
Bearing
Timken’s deep groove ball bearings deliver reliable 
performance in a wide range of applications and 
conditions. With super-finished raceways and 
controlled geometries, our premium design helps 
ensure consistent quality.

 FF609ZZ

MFG# Sykes# Bore
Dia.

Dynamic
Load
Rating

Outer
Ring
Width

Outside
Dia.

Static
Load 
Rating

UOM

/609 FF609ZZ 9 mm 3.4 kN 7 mm 24 mm 1.4 kN Ea
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Power Transmission

Light 200K Series Ball Bearings
Bearings in the 200 Series have a greater section height than the Extra Light 9300 and 9100 Series bearings and feature a close dimensional 
balance between bore, outside diameter and width. These characteristics make them well-suited for a broad range of applications involving light 
to medium loads combined with relatively high speeds. Their versatility has made them a popular design choice of designers and has resulted in 
many variations in the series. They are available in either the Conrad or maximum capacity type and with shields, rubber seals, Mechani-Seals, 
felt seals or a combination of shield and seal. Snap ring combinations are also included.

• Excellent, general-purpose bearing
• Conrad-type bearing is well-balanced, with deep races and uninterrupted race shoulders
• Capacity to carry radial and thrust in either direction or combined loads
• Electric motor quality for applications where quietness is a requirement

 LIGHT 200K SERIES BALL BEARINGS

MFG# Sykes# Bore Diameter Dynamic
Load Rating Fillet Radius Outside

Diameter
Static
Load Rating Weight Width UOM

Seal/Shield Type: Two Sheilds DD

200KDD FF200KDD 0.3937" (10 mm) 1530 lb. (6800 N) 0.024" (0.6 mm) 1.1811" (30 mm) 585 lb. (2600 N) 0.06 lbs. (0.027 kg) 0.3543" (9 mm) Ea

201KDD FF201KDD 0.4724" (12 mm) 1730 lb. (7600 N) 0.024" (0.6 mm) 1.2598" (32 mm) 680 lb. (3000 N) 0.08 lbs. (0.036 kg) 0.3937" (10 mm) Ea

202KDD FF202KDD 0.5906" (15 mm) 1930 lb. (8650 N) 0.024" (0.6 mm) 1.3780" (35 mm) 830 lb. (3470 N) 0.09 lbs. (0.041 kg) 0.4331" (11 mm) Ea

203KDD FF203KDD 0.6693" (17 mm) 2450 lb. (10900 N) 0.024" (0.6 mm) 1.5748" (40 mm) 1060 lb. (4700 N) 0.14 lbs. (0.064 kg) 0.4724" (12 mm) Ea

204KDD FF204KDD 0.7874" (20 mm) 3250 lb. (14400 N) 0.039" (1.0 mm) 1.8504" (47 mm) 1460 lb. (6500 N) 0.23 lbs. (0.104 kg) 0.5512" (14 mm) Ea

205KDD FF205KDD 0.9843" (25 mm) 3600 lb. (16000 N) 0.039" (1.0 mm) 2.0472" (52 mm) 1760 lb. (7800 N) 0.28 lbs. (0.127 kg) 0.5906" (15 mm) Ea

206KDD FF206KDD 1.1811" (30 mm) 5000 lb. (22200 N) 0.039" (1.0 mm) 2.4409" (62 mm) 2550 lb. (11300 N) 0.43 lbs. (0.195 kg) 0.6299" (16 mm) Ea

207KDD FF207KDD 1.3780" (35 mm) 6550 lb. (29100 N) 0.039" (1.0 mm) 2.8346" (72 mm) 3450 lb. (15300 N) 0.64 lbs. (0.290 kg) 0.6693" (17 mm) Ea

208KDD FF208KDD 1.5748" (40 mm) 8130 lb. (36200 N) 0.039" (1.0 mm) 3.1496" (80 mm) 4460 lb. (19800 N) 0.83 lbs. (0.376 kg) 0.7087" (18 mm) Ea

209KDD FF209KDD 1.7717" (45 mm) 8160 lb. (36300 N) 0.039" (1.0 mm) 3.3465" (85 mm) 4600 lb. (20500 N) 0.94 lbs. (0.426 kg) 0.7480" (19 mm) Ea

210KDD FF210KDD 1.9685" (50 mm) 9000 lb. (40000 N) 0.039" (1.0 mm) 3.5433" (90 mm) 5200 lb. (23100 N) 1.05 lbs. (0.476 kg) 0.7874" (20 mm) Ea

Seal/Shield Type: Two Seals PP

201PP FF201NPP 0.4724" (12 mm) 1730 lb. (7600 N) 0.024" (0.6 mm) 1.2598" (32 mm) 680 lb. (3000 N) 0.08 lbs. (0.036 kg) 0.3937" (10 mm) Ea

202PP FF202NPP 0.5906" (15 mm) 1930 lb. (8650 N) 0.024" (0.6 mm) 1.3780" (35 mm) 830 lb. (3470 N) 0.09 lbs. (0.041 kg) 0.4331" (11 mm) Ea

203PP FF203PP 0.6693" (17 mm) 2450 lb. (10900 N) 0.024" (0.6 mm) 1.5748" (40 mm) 1060 lb. (4700 N) 0.14 lbs. (0.064 kg) 0.4724" (12 mm) Ea

204PP FF204PP 0.7874" (20 mm) 3250 lb. (14400 N) 0.039" (1.0 mm) 1.8504" (47 mm) 1460 lb. (6500 N) 0.23 lbs. (0.104 kg) 0.5512" (14 mm) Ea

205PP FF205PP 0.9843" (25 mm) 3600 lb. (16000 N) 0.039" (1.0 mm) 2.0472" (52 mm) 1760 lb. (7800 N) 0.28 lbs. (0.127 kg) 0.5906" (15 mm) Ea

206PP FF206PP 1.1811" (30 mm) 5000 lb. (22200 N) 0.039" (1.0 mm) 2.4409" (62 mm) 2550 lb. (11300 N) 0.43 lbs. (0.195 kg) 0.6299" (16 mm) Ea

207PP FF207PP 1.3780" (35 mm) 6550 lb. (29100 N) 0.039" (1.0 mm) 2.8346" (72 mm) 3450 lb. (15300 N) 0.64 lbs. (0.290 kg) 0.6693" (17 mm) Ea

208PP FF208PP 1.5748" (40 mm) 8130 lb. (36200 N) 0.039" (1.0 mm) 3.1496" (80 mm) 4460 lb. (19800 N) 0.83 lbs. (0.376 kg) 0.7087" (18 mm) Ea

209PP FF209PP 1.7717" (45 mm) 8160 lb. (36300 N) 0.039" (1.0 mm) 3.3465" (85 mm) 4600 lb. (20500 N) 0.94 lbs. (0.426 kg) 0.7480" (19 mm) Ea

210PP FF210PP 1.9685" (50 mm) 9000 lb. (40000 N) 0.039" (1.0 mm) 3.5433" (90 mm) 5200 lb. (23100 N) 1.05 lbs. (0.476 kg) 0.7874" (20 mm) Ea

Seal/Shield Type: Two Seals NPP

211NPP FF211NPP 2.1654" (55 mm) 11000 lb. (49000 N) 0.059" (1.5 mm) 3.9370" (100 mm) 6550 lb. (29100 N) 1.40 lbs. (0.635 kg) 0.8268" (21 mm) Ea

212NPP FF212PP 2.3622" (60 mm) 13400 lb. (62100 N) 0.059" (1.5 mm) 4.3307" (110 mm) 8000 lb. (35500 N) 1.78 lbs. (0.807 kg) 0.8661" (22 mm) Ea

Standard 6000 Series Deep Groove Ball Bearing
Deep groove ball bearings can be used in a wide range of applications and conditions, including electric motor applications to minimize vibration 
and noise. For severe conditions, ask for deep grove ball bearings with brass cages. Metric design ensures interchangeability among brands.

*From select sources

 DEEP GROOVE BALL BEARINGS

MFG# Sykes# Description Bore
Dia.

Dynamic
Load
Rating

Grease
Reference
Speed

Oil
Reference
Speed

Outside
Dia.

Outside
Ring
Width

Radius
Static
Load
Rating

UOM

Seal/Shield Type: Contact Seal

6000-2RS KB60002RS M10 x M26 x M8 10 mm 4.6 kN 26000 rpm 38000 rpm 26.000 mm   8.000 mm 0.300 mm 2 kN Ea

6001-2RS KB60012RS M12 x M28 x M8 12 mm 5.1 kN 23000 rpm 33000 rpm 28.000 mm   8.000 mm 0.300 mm 2.4 kN Ea

6201-2RS KB62012RS M12 x M32 x M10 12 mm 6.8 kN 21000 rpm 30000 rpm 32.000 mm 10.000 mm 0.600 mm 3 kN Ea

6002-2RS KB60022RS M15 x M32 x M9 15 mm 5.6 kN 20000 rpm 30000 rpm 32.000 mm   9.000 mm 0.300 mm 2.8 kN Ea

6202-2RS KB62022RS M15 x M35 x M11 15 mm 7.6 kN 19000 rpm 28000 rpm 35.000 mm 11.000 mm 0.600 mm 3.7 kN Ea

6003-2RS KB60032RS M17 x M35 x M10 17 mm 6 kN 19000 rpm 28000 rpm 35.000 mm 10.000 mm 0.300 mm 3.3 kN Ea

6203-2RS KB62032RS M17 x M40 x M12 17 mm 9.6 kN 17000 rpm 25000 rpm 40.000 mm 12.000 mm 0.600 mm 4.8 kN Ea

6004-2RS KB60042RS M20 x M42 x M12 20 mm 9.4 kN 17000 rpm 25000 rpm 42.000 mm 12.000 mm 0.600 mm 5 kN Ea

6204-2RS KB62042RS M20 x M47 x M14 20 mm 12.8 kN 15000 rpm 22000 rpm 47.000 mm 14.000 mm 1.000 mm 6.6 kN Ea

6304-2RS KB63042RS M20 x M52 x M15 20 mm 15.9 kN 13000 rpm 20000 rpm 52.000 mm 15.000 mm 1.100 mm 7.8 kN Ea

6005-2RS KB60052RS M25 x M47 x M12 25 mm 10.1 kN 14000 rpm 21000 rpm 47.000 mm 12.000 mm 0.600 mm 5.8 kN Ea

6205-2RS KB62052RS M25 x M52 x M15 25 mm 14 kN 14000 rpm 20000 rpm 52.000 mm 15.000 mm 1.000 mm 7.9 kN Ea

6305-2RS KB63052RS M25 x M62 x M17 25 mm 20.6 kN 12000 rpm 17000 rpm 62.000 mm 17.000 mm 1.100 mm 11.2 kN Ea

6006-2RS KB60062RS M30 x M55 x M13 30 mm 13.2 kN 12000 rpm 18000 rpm 55.000 mm 13.000 mm 1.000 mm 8.3 kN Ea

6206-2RS KB62062RS M30 x M62 x M16 30 mm 19.5 kN 11000 rpm 16000 rpm 62.000 mm 16.000 mm 1.000 mm 11.3 kN Ea

6306-2RS KB63062RS M30 x M72 x M19 30 mm 26.6 kN 10000 rpm 15000 rpm 72.000 mm 19.000 mm 1.100 mm 14.9 kN Ea

6007-2RS KB60072RS M35 x M62 x M14 35 mm 15.9 kN 11000 rpm 16000 rpm 62.000 mm 14.000 mm 1.000 mm 10.3 kN Ea

6207-2RS KB62072RS M35 x M72 x M17 35 mm 25.7 kN 10000 rpm 14000 rpm 72.000 mm 17.000 mm 1.100 mm 15.3 kN Ea

6208-2RS KB62082RS M40 x M80 x M18 40 mm 29.5 kN 8800 rpm 13000 rpm 80.000 mm 18.000 mm 1.100 mm 18.1 kN Ea

6209-2RS KB62092RS M45 x M85 x M19 45 mm 31.2 kN 8200 rpm 12000 rpm 85.000 mm 19.000 mm 1.100 mm 20.3 kN Ea

6309-2RS KB63092RS M45 x M100 x M25 45 mm 48.8 kN 7800 rpm 11000 rpm 100.000 mm 25.000 mm 1.500 mm 29.3 kN Ea

6010-2RS KB60102RS M50 x M80 x M16 50 mm 21.80 kN 8300 rpm 12000 rpm 80.000 mm 16.000 mm 1.000 mm 16.5 kN Ea

6012-2RS KB60122RS M60 x M95 x M18 60 mm 29.5 kN 7200 rpm 10000 rpm 95.000 mm 18.000 mm 1.100 mm 22.7 kN Ea

6014-2RS KB60142RS M70 x M110 x M20 70 mm 38.6 kN 6400 rpm 9300 rpm 110.000 mm 20.000 mm 1.100 mm 30.4 kN Ea
Seal/Shield Type: Shielded

6000-ZZ KB6000ZZ M10 x M26 x M8 10 mm 4.6 kN 26000 rpm 38000 rpm 26.000 mm  8.000 mm 0.300 mm 2 kN Ea

6200-ZZ KB6200ZZ M10 x M30 x M9 10 mm 5.10 kN 22000 rpm 32000 rpm 30.000 mm   9.000 mm  0.600mm 2.40 kN Ea

6001-ZZ KB6001ZZ M12 x M28 x M8 12 mm 5.1 kN 23000 rpm 33000 rpm 28.000 mm   8.000 mm 0.300 mm 2.4 kN Ea

6201-ZZ KB6201ZZ M12 x M32 x M10 12 mm 6.8 kN 21000 rpm 30000 rpm 32.000 mm 10.000 mm 0.600 mm 3 kN Ea

6202-ZZ KB6202ZZ M15 x M35 x M11 15 mm 7.6 kN 19000 rpm 28000 rpm 35.000 mm 11.000 mm 0.600 mm 3.7 kN Ea

6203-ZZ KB6203ZZ M17 x M40 x M12 17 mm 9.6 kN 17000 rpm 25000 rpm 40.000 mm 12.000 mm 0.600 mm 4.8 kN Ea

6303-ZZ KB6303ZZ M17 x M47 x M14 17 mm 13.6 kN 15000 rpm 22000 rpm 47.000 mm 14.000 mm 1.000 mm 6.6 kN Ea

6302-ZZ KB6302ZZ M18 x M42 x M13 15 mm 11.4 kN 16000 rpm 24000 rpm 42.000 mm 13.000 mm 1.000 mm 5.40 kN Ea

6204-ZZ KB6204ZZ M20 x M47 x M14 20 mm 12.8 kN 15000 rpm 22000 rpm 47.000 mm 14.000 mm 1.000 mm 6.6 kN Ea

6304-ZZ KB6304ZZ M20 x M52 x M15 20 mm 15.9 kN 13000 rpm 20000 rpm 52.000 mm 15.000 mm 1.100 mm 7.8 kN Ea

6205-ZZ KB6205ZZ M25 x M52 x M15 25 mm 14 kN 14000 rpm 20000 rpm 52.000 mm 15.000 mm 1.000 mm 7.9 kN Ea

6305-ZZ KB6305ZZ M25 x M62 x M17 25 mm 20.6 kN 12000 rpm 17000 rpm 62.000 mm 17.000 mm 1.100 mm 11.2 kN Ea

6206-ZZ KB6206ZZ M30 x M62 x M16 30 mm 19.5 kN 11000 rpm 16000 rpm 62.000 mm 16.000 mm 1.000 mm 11.3 kN Ea

6306-ZZ KB6306ZZ M30 x M72 x M19 30 mm 26.6 kN 10000 rpm 15000 rpm 72.000 mm 19.000 mm 1.100 mm 14.9 kN Ea

6207-ZZ KB6207ZZ M35 X M72 x M17 35 mm 25.7 kN 10000 rpm 14000 rpm 72.000 mm 17.000 mm 1.100 mm 15.3 kN Ea

6307-ZZ KB6307ZZ M35 x M80 x M21 35 mm 33.4 kN 9300 rpm 13000 rpm 80.000 mm 21.000 mm 1.500 mm 19.2 kN Ea

6208-ZZ KB6208ZZ M40 x M80 x M18 40 mm 29.5 kN 8800 rpm 13000 rpm 80.000 mm 18.000 mm 1.100 mm 18.1 kN Ea

6308-ZZ KB6308ZZ M40 x M90 x M23 40 mm 40.7 kN 8500 rpm 12000 rpm 90.000 mm 23.000 mm 1.500 mm 24 kN Ea

6209-ZZ KB6209ZZ M45 x M85 x M19 45 mm 31.2 kN 8200 rpm 12000 rpm 85.000 mm 19.000 mm 1.100 mm 20.3 kN Ea

6210-ZZ KB6210ZZ M50 x M90 x M20 50 mm 35 kN 7700 rpm 11000 rpm 90.000 mm 20.000 mm 1.100 mm 23.2 kN Ea
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Extra Light 9100K Series Ball Bearing
The 9100 Series is generally available with shields, rubber seals and snap ring combinations. For applications where housing diameters 
are restricted and it is desirable to maintain relatively large shaft diameters. Electric motor quality for applications where quietness is a 
requirement.

 EXTRA LIGHT 9100K SERIES

MFG# Sykes# Bore Diameter Dynamic Load Rating Fillet Radius Outside Diameter Static Load Rating Width UOM

Seal/Shield Type: Two Shield

9100KDD FF9100KDD 0.3937" (10 mm) 1160 lb. (5160 N) 0.012" (0.3 mm) 1.0236" (26 mm) 440 lb. (1960 N) 0.3150" (8 mm) Ea

9101KDD FF9101KDD 0.4724" (12 mm) 1320 lb. (5870 N) 0.012" (0.3 mm) 1.1024" (28 mm) 530 lb. (2360 N) 0.3150" (8 mm) Ea

Seal/Shield Type: Two Seal

9100PP FF9100PP 0.3937" (10 mm) 1160 lb. (5160 N) 0.012" (0.3 mm) 1.0236" (26 mm) 440 lb. (1960 N) 0.3150" (8 mm) Ea

9101PP FF9101PP 0.4724" (12 mm) 1320 lb. (5870 N) 0.012" (0.3 mm) 1.1024" (28 mm) 530 lb. (2360 N) 0.3150" (8 mm) Ea

9102PP FF9102PP 0.5906" (15 mm) 1430 lb. (6360 N) 0.012" (0.3 mm) 1.2598" (32 mm) 630 lb. (2800 N) 0.3543" (9 mm) Ea

9103PP FF9103PP 0.6693" (17 mm) 1530 lb. (6800 N) 0.012" (0.3 mm) 1.3780" (35 mm) 720 lb. (3200 N) 0.3937" (10 mm) Ea

9104PP FF9104PP 0.7874" (20 mm) 2400 lb. (10700 N) 0.024" (0.6 mm) 1.6535" (42 mm) 1120 lb. (5000 N) 0.4724" (12 mm) Ea

9105PP FF9105PP 0.9843" (25 mm) 2550 lb. (11300 N) 0.024" (0.6 mm) 1.8504" (47 mm) 1290 lb. (5740 N) 0.4724" (12 mm) Ea

9106PP FF9106PP 1.1811" (30 mm) 3350 lb. (14600 N) 0.039" (1.0 mm) 2.1654" (55 mm) 1800 lb. (8010 N) 0.5118" (13 mm) Ea

9107PP FF9107PP 1.3780" (35 mm) 4050 lb. (18000 N) 0.039" (1.0 mm) 2.4409" (62 mm) 2240 lb. (9960 N) 0.5512" (14 mm) Ea

9108PP FF9108PP 1.5748" (40 mm) 4500 lb. (20000 N) 0.039" (1.0 mm) 2.6772" (68 mm) 2750 lb. (12200 N) 0.5906" (15 mm) Ea

9109PP FF9109PP 1.7717" (45 mm) 5400 lb. (24000 N) 0.039" (1.0 mm) 2.9528" (75 mm) 3350 lb. (14900 N) 0.6299" (16 mm) Ea

9110PP FF9110PP 1.9685" (50 mm) 5600 lb. (24900 N) 0.039" (1.0 mm) 3.1496" (80 mm) 3600 lb. (16000 N) 0.6299" (16 mm) Ea

R Series Imperial Deep Groove Ball Bearings
Engineered for easy maintenance and fitting and to carry both radial and axial loads, R Series ball bearings can be used in a wide 
range of operating conditions. Imperial measurements vs. metric.

*From select sources

MFG# Sykes# Bore 
Diameter

Dynamic
Load Rating

Grease
Reference
Speed

Oil
Reference
Speed

Outside
Diameter

Outside
Ring Width Radius Static

Load Rating UOM

Seal/Shield Type: Two Seal

R10 2RS KBEE5S2RS 0.6250" 1585 lb. 14000 rpm 23000 rpm 1.3750" 0.3438" 0.03" 735 lb. Ea

Seal/Shield Type: Two Shield

R4 ZZ KBEE2SZZ 0.2500" 333 lb. 30000 rpm 45000 rpm 0.6250" 0.1960" 0.01" 131 lb. Ea

R6 ZZ KBEE3SZZ 0.3750" 749 lb. 22000 rpm 38000 rpm 0.8750" 0.2812" 0.02" 301 lb. Ea

R8 ZZ KBEE4SZZ 0.5000" 1149 lb. 18000 rpm 30000 rpm 1.1250" 0.3125" 0.02" 511 lb. Ea

R10 ZZ KBEE5SZZ 0.6250" 1585 lb. 14000 rpm 25000 rpm 1.3750" 0.3438" 0.03" 735 lb. Ea

R12 ZZ KBEE6SZZ 0.7500" 2477 lb. 12000 rpm 21000 rpm 1.6250" 0.4375" 0.03" 1177 lb. Ea

R16 ZZ KBEE9SZZ 1.0000" 1735 lbs. 13000 rpm 16000 rpm 2.0000" 0.5000" 0.03" 1110 lbs. Ea

 R SERIES BALL BEARING

Power Transmission

More solutions from SKF

Discover world-class reliability with  
mounted bearings from SKF
Maximize performance, reduce maintenance costs,  

and depend on SKF’s unparalleled industry experience.

Mounted ball  
bearings

Mounted roller  
bearings

SKF Maintenance Products
The right tools to help you prevent premature bearing failure

CR seals from SKF

System 24 
single point 
lubricators

SFD Separator Dryers

SKF Pulse 
Vibration & temperature 
sensor/app

20088 Id01e SKF Sykes supply ad - Dec 2020.indd   120088 Id01e SKF Sykes supply ad - Dec 2020.indd   1 12/10/20   11:10 AM12/10/20   11:10 AM



8988 For pricing & availability, contact Sykes Supply or visit us at SykesSupply.com Burlington (336) 227-2723  |  Asheboro (336) 629-9104  |  SykesSupply.com

MFG# Sykes# Bearing
Number

Bolt
Hole Size

Bolt Hole
Spacing

Bolt
Size

Center of Bearing
from Housing End A2 Collar Collar Width Dynamic

Load Rating Foot Height Housing Housing Width Inside Ring
Outside Diameter Overall Size Shaft Diameter Static

Load Rating UOM

RCJT 1 FFRCJT16 G1100KRRB 0.453" (11.5 mm) 3.906" (99.2 mm) 3/8" (10 mm) 0.031" (0.778 mm) S1100K 0.072" (1.839 mm) 3490 lb.f (15500 N) 0.437" (11.1 mm) T-40221
(T-21412P) 1.098" (27.9 mm) 0.941" (23.9 mm) 4.874" (123.8 mm) x 2.748" (69.8 mm) x 1.839" (46.7 mm) 1" (25.4 mm) 1750 lb.f 

(7800 N) Ea

RCJT 1 1/2 FFRCJT24 G1108KRRB 0.516" (13.1 mm) 5.654" (143.6 mm) 1/2" (12 mm) 0.038" (0.96 mm) S1108KT 0.092" (2.334 mm) 8130 lb.f (36200 N) 0.500" (12.70 mm) T-40224
(T-22529) 1.500" (38.10 mm) 2.291" (58.2 mm) 6.748" (171.4 mm) x 4.122" (104.7 mm) x 2.335" (59.3 mm) 1 1/2" (38.1 mm) 4460 lb.f 

(19800 N) Ea

RCJT 1 1/4 FFRCJT20 G1104KRRB 0.516" (13.1 mm) 5.126" (130.2 mm) 1/2" (12 mm) 0.033" (0.834 mm) S1104K(1) 0.083" (2.106 mm) 6400 lb.f (28500 N) 0.469" (11.9 mm) T-40223
(T-21414) 1.252" (31.8 mm) 2.110" (53.6 mm) 6.126" (155.6 mm) x 3.626" (92.1 mm) x 2.106" (53.5 mm) 1 1/4" (31.8 mm) 3440 lb.f 

(15300 N) Ea

RCJT 1 15/16 FFRCJT31 G1115KRRB 0.673" (17.1 mm) 6.189" (157.2 mm) 5/8" (16 mm) 0.044" (1.116 mm) S1115K 0.103" (2.615 mm) 8740 lb.f (38900 N) 0.500" (12.70 mm) T-40226
(T-21418) 1.689" (42.9 mm) 2.728" (69.3 mm) 7.437" (188.9 mm) x 4.563" (115.9 mm) x 2.614" (66.4 mm) 1 15/16" (49.2 mm) 5210 lb.f 

(23200 N) Ea

RCJT 1 3/16 FFRCJT19 G1103KRRB 0.453" (11.5 mm) 4.594" (116.7 mm) 3/8" (10 mm) 0.032" (0.803 mm) S1103K 0.078" (1.99 mm) 4850 lb.f (21600 N) 0.469" (11.9 mm) T-40222
(T-21548P) 1.177" (29.9 mm) 1.720" (43.7 mm) 5.563" (141.3 mm) x 3.126" (79.4 mm) x 1.988" (50.5 mm) 1 3/16" (30.2 mm) 2530 lb.f 

(11300 N) Ea

RCJT 1 7/16 FFRCJT23 G1107KRRB 0.516" (13.1 mm) 5.126" (130.2 mm) 1/2" (12 mm) 0.033" (0.834 mm) S1107K(1) 0.083" (2.106 mm) 6400 lb.f (28500 N) 0.469" (11.9 mm) T-40223
(T-21414) 1.252" (31.8 mm) 2.110" (53.6 mm) 6.126" (155.6 mm) x 3.626" (92.1 mm) x 2.106" (53.5 mm) 1 7/16"

(36.5 mm)
3440 lb.f 
(15300 N) Ea

RCJT 1/2 FFRCJT08 G1008KRRB 0.421" (10.7 mm) 3.000" (76.20 mm) 3/8" (10 mm) 0.027" (0.678 mm) S1008K 0.063" (1.599 mm) 2380 lb.f (10700 N) 0.406" (10.3 mm) T-40219 0.929" (23.6 mm) 1.106" (28.1 mm) 3.874" (98.4 mm) x 2.126" (54 mm) x 1.598" (40.6 mm) 1/2"
(12.7 mm) 1070 lb.f (4700 N) Ea

RCJT 2 FFRCJT32 G1200KRRB 0.673" (17.1 mm) 7.248" (184.1 mm) 5/8" (16 mm) 0.049" (1.242 mm) S1200K 0.116" (2.958 mm) 10800 lb.f (48100 N) 0.657" (16.7 mm) T-40227
(T-23788) 1.843" (46.8 mm) 2.980" (75.7 mm) 8.500" (215.9 mm) x 5.000" (127 mm) x 2.957" (75.1 mm) 2"

(50.8 mm)
6570 lb.f 
(29200 N) Ea

RCJT 3/4 FFRCJT12 G1012KRRB 0.421" (10.7 mm) 3.531" (89.7 mm) 3/8" (10 mm) 0.031" (0.777 mm) S1012K 0.072" (1.828 mm) 3190 lb.f (14200 N) 0.437" (11.1 mm) T-40220 1.094" (27.8 mm) 1.291" (32.8 mm) 4.406" (111.9 mm) x 2.382" (60.5 mm) x 1.827" (46.4 mm) 3/4
 (19.1 mm)

1460 lb.f 
(6500 N) Ea

RCJT 5/8 FFRCJT10 G1010KRRB 0.421" (10.7 mm) 3.000" (76.20 mm) 3/8" (10 mm) 0.027" (0.678 mm) S1010K 0.063" (1.599 mm) 2380 lb.f (10700 N) 0.406" (10.3 mm) T-40219 0.929" (23.6 mm) 1.106" (28.1 mm) 3.874" (98.4 mm) x 2.126" (54 mm) x 1.598" (40.6 mm) 5/8"
(15.9 mm) 1070 lb.f (4700 N) Ea

Fafnir® Two-Bolt Flanged Units Eccentric Locking Collar
Timken® ball bearing housed units feature a wide-inner-ring ball bearing for additional shaft support. Designed for mounting on straight shafts with a slip fit, these housed 
units are available in an extensive array of types and sizes to accommodate many industrial applications. When set screws are used, Timken suggests using Shaft Guarding 
Technology™, a stainless-steel, hardened band that is inserted in a groove on the inner ring. When the set screws are tightened, they press against the band, tightening the grip 
on the shaft. Unlike traditional set screws, which can dig into the shaft, there are no nicks, raised metal or permanent shaft damage. The stainless band resists the formation of 
corrosion on the shaft.  FAFNIR® TWO-BOLT FLANGED

UNITS ECCENTRIC LOCKING COLLAR

Power Transmission

Medium, Wide Type W300PP Series Ball Bearing
300 Series wide-type, rubber seal (W300PP) bearings are made with standard bores and outside diameters, but in width equal to the corresponding 
sizes of double-row bearings. 

• The W300PP (rubber seal) Series have the same bores and outside diameters as standard 300 Series ball bearings 
• Widths are equal to 5300 Series double-row ball bearings 
• Added width provides extra support on shafts and in housing and eliminates the need for locknut and lock washers on applications such as electric 

motors 
• Prepacked with the right amount of long-life, factory-filtered grease 
• These series incorporate the same advantages as the standard width Mechani-Seal and rubber seal bearings 
• Electric motor quality for applications where quietness is a requirement

 MEDIUM, WIDE TYPE
 W300PP SERIES

MFG# Sykes# Bore
Diameter

Dynamic
Load Rating

Fillet
Radius

Outside
Diameter

Static
Load Rating Width UOM

Seal/Shield Type: Contact Seal

W305PP FFW305PP 0.9843" (25 mm) 6000 lb. (26600 N) 0.039" (1.0 mm) 2.4409" (62 mm) 2750 lb. (12200 N) 1.000" (25.40 mm) Ea

Don’t see what you need?
We can find the bearing type and size you are looking for.

Call us or

at SykesSupply.com

Four-Bolt Flange Unit
Four-bolt normal duty flange bearings (a product within the mounted ball bearing unit or "housed bearing" family). Set screw locking. Wide inner 
ring. Cast iron. May be found in a variety of applications, including, but not limited to, agricultural, bakery, construction, forestry, marine and textile 
equipment. AISI 52100 steel.

 FOUR-BOLT FLANGE UNIT

MFG# Sykes# Bearing
Number

Bolt Hole
Center-to-Center

Bolt
Size

Foot
Height Housing Housing

Width
Lubrication
Fitting Tap

Shaft
Dia. UOM

UCF201-8 FFUCF201-8 UC201-8 2 1/2" 3/8" 15/32" F204 1.220" 1/4-28 UNF 1/2" Ea

UCF202-10 FFUCF202-10 UC202-10 2 1/2" 3/8" 15/32" F204 1.220" 1/4-28 UNF 5/8" Ea

UCF204-12 FFUCF204-12 UC204-12 2 1/2" 3/8" 15/32" F204 1.220" 1/4-28 UNF 3/4" Ea

UCF205-16 FFUCF205-16 UC205-16 2 3/4" 7/16" 9/16" F205 1.339" 1/4-28 UNF 1" Ea

UCF206-18 FFUCF206-18 UC206-18 3 1/4" 7/16" 9/16" F206 1.500" 1/8-27 NPT 1 1/8" Ea

UCF206-19 FFUCF206-19 UC206-19 3 1/4" 7/16" 9/16" F206 1.500" 1/8-27 NPT 1 3/16" Ea

UCF206-20 FFUCF206-20 UC206-20 3 1/4" 7/16" 9/16" F206 1.500" 1/8-27 NPT 1 1/4" Ea

UCF207-20 FFUCF207-20 UC207-20 3 5/8" 1/2" 5/8" F207 1.689" 1/8-27 NPT 1 1/4" Ea

UCF207-22 FFUCF207-22 UC207-22 3 5/8" 1/2" 5/8" F207 1.689" 1/8-27 NPT 1 3/8" Ea

UCF207-23 FFUCF207-23 UC207-23 3 5/8" 1/2" 5/8" F207 1.689" 1/8-27 NPT 1 7/16" Ea

UCF208-24 FFUCF208-24 UC208-24 4" 1/2" 5/8" F208 1.937" 1/8-27 NPT 1 1/2" Ea

UCF209-27 FFUCF209-27 UC209-27 4 1/8" 9/16" 23/32" F209 1.937" 1/8-27 NPT 1 11/16" Ea

UCF210-31 FFUCF210-31 UC210-31 4 3/8" 9/16" 23/32" F210 2.031" 1/8-27 NPT 1 15/16" Ea

UCF211-32 FFUCF211-32 UC211-32 5 1/8" 5/8" 25/32" F211 2.189" 1/8-27 NPT 2" Ea

UCF211-35 FFUCF211-35 UC211-35 5 1/8" 5/8" 25/32" F211 2.189" 1/8-27 NPT 2 3/16" Ea

UCF212-39 FFUCF212-39 UC212-39 5 5/8" 5/8" 25/32" F212 2.563" 1/8-27 NPT 2 7/16" Ea

• The cartridges are the same basic design as RCJ, TCJ, and LCJ types, except they have two bolt holes instead of four
• This series is primarily designed for applications where the mounting area is restricted
• The RCJT cartridge is equipped with G-KRRB (R-seal) wide-inner-ring ball bearings. The TCJT is equipped with G-KPPB (Tri-ply seal) wide-inner-

ring ball bearings. The LCJT is equipped with the G-KLLB (Mechani-Seal) wide-inner-ring ball bearings
• The units are factory pre-lubricated, but a grease fitting is provided for relubrication
• Safety end caps are available for selected sizes
• Series: industrial
• Shroud seal
• Ball bearing
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Power Transmission

Fafnir® Two-Bolt Flanged Units Setscrew Locking
Timken® ball bearing housed units feature a wide-inner-ring ball bearing for additional shaft support. Designed for mounting on straight shafts with a slip fit, these housed 
units are available in an extensive array of types and sizes to accommodate many industrial applications. When set screws are used, Timken suggests using Shaft Guarding 
Technology™, a stainless-steel, hardened band that is inserted in a groove on the inner ring. When the set screws are tightened, they press against the band, tightening 
the grip on the shaft. Unlike traditional set screws, which can dig into the shaft, there are no nicks, raised metal or permanent shaft damage. The stainless band resists the 
formation of corrosion on the shaft.

MFG# Sykes# Bearing
Number

Bolt
Hole Size

Bolt Hole
Spacing

Bolt
Size

Center of Bearing from
Housing End A2

Center of
Bearing from
Bearing End S

Dynamic
Load Rating Foot Height Housing Housing Width Inside Ring Width Inside Ring

Outside Dia. Overall Size Shaft
Diameter

Static
Load Rating UOM

SCJT 1 FFSCJT16 GYA100RRB 0.469" (11.9 mm) 3.891" (98.82 mm) 3/8"  (10 mm) 0.409" (10.4 mm) 0.409"
(10.4 mm) 3490 lb.f (15500 N) 0.437" (11.1 mm) T-40140 0.780" (19.8 mm) 1.110" (28.2 mm) 1.327" (33.7 mm) 4.874" (123.8 mm) x 2.752" (69.9 mm) x 1.173" (29.8 mm) 1" (25.4 mm) 1750 lb.f (7800 N) Ea

Fafnir® Four-Bolt Eccentric Locking Collar Flanged Unit
Timken® ball bearing housed units feature a wide-inner-ring ball bearing for additional shaft support. Designed for mounting on straight shafts with a slip fit, these housed units are 
available in an extensive array of types and sizes to accommodate many industrial applications. When set screws are used, Timken suggests using Shaft Guarding Technology™, a 
stainless-steel, hardened band that is inserted in a groove on the inner ring. When the set screws are tightened, they press against the band, tightening the grip on the shaft. Unlike 
traditional set screws, which can dig into the shaft, there are no nicks, raised metal or permanent shaft damage. The stainless band resists the formation of corrosion on the shaft.

MFG# Sykes# Bearing
Number

Bolt
Hole Size

Bolt Hole 
Spacing

Bolt
Size

Center of
Bearing from
Bearing End S

Center of
Bearing from
Housing End A2

Collar Collar
Width

Dynamic
Load Rating

Foot
Height Housing Housing

Width
Inside Ring
Outside Dia. Overall Size Shaft

Diameter
Shield Outer
Diameter

Static
Load Rating UOM

Seal Type: Shroud Seal

RCJ 1/2 FFRCJ08 G1008KRRB 0.394" 
(10 mm) 2.126" (54 mm) M10 0.677" (17.2 mm) 0.677" (17.2 mm) S1008K 35/64" 

(13.9 mm)
2380 lb.f 
(10700 N)

0.374"
(9.5 mm)

T-40278 
(T-16659)

0.929" 
(23.6 mm) 1.106" (28.1 mm) 3.000" (76.20 mm) x 3.000" (76.20 mm) x 1.598" (40.6 mm) 1/2" 2.063" (52.4 mm) 1070 lb.f (4700 N) Ea

RCJ 5/8 FFRCJ10 G1010KRRB 0.394" 
(10 mm) 2.126" (54 mm) M10 0.677" (17.2 mm) 0.677" (17.2 mm) S1010K 35/64" 

(13.9 mm)
2380 lb.f 
(10700 N)

0.374
 (9.5 mm)

T-40278 
(T-16659)

0.929" 
(23.6 mm) 1.106" (28.1 mm) 3.000" (76.20 mm) x 3.000" (76.20 mm) x 1.598" (40.6 mm) 5/8" 2.063" (52.4 mm) 1070 lb.f (4700 N) Ea

RCJ 3/4 FFRCJ12 G1012KRRB 0.394" 
(10 mm) 2.500" (63.50 mm) M10 0.780" (19.8 mm) 0.780" (19.8 mm) S1012K 41/64" 

(16.3 mm)
3190 lb.f 
(14200 N)

0.437"
(11.1 mm)

T-40267 
(T-16661)

1.094" 
(27.8 mm) 1.291" (32.8 mm) 3.374" (85.7 mm) x 3.374" (85.7 mm) x 1.827" (46.4 mm) 3/4" 2.374" (60.3 mm) 1460 lb.f (6500 N) Ea

RCJ 1 FFRCJ16 G1100KRRB 0.394" 
(10 mm) 2.748" (69.8 mm) M10 0.772" (19.6 mm) 0.772" (19.6 mm) S1100K 5/8" (15.9 

mm)
3490 lb.f 
(15500 N)

0.500"
(12.70 mm)

T-40262 
(T-16663)

1.098" 
(27.9 mm) 1.480" (37.6 mm) 3.748" (95.2 mm) x 3.748" (95.2 mm) x 1.835" (46.6 mm) 1" 2.563" (65.1 mm) 1750 lb.f (7800 N) Ea

RCJ 2 FFRCJ32 G1200KRRB 0.630" 
(16 mm) 5.126" (130.2 mm) M16 1.236" (31.4 mm) 1.236" (31.4 mm) SE20K 1 3/32" 

(27.8 mm)
10800 lb.f 
(48100 N)

0.657"
(16.7 mm)

T-40267 
(T-16661)

1.843" 
(46.8 mm) 2.980" (75.7 mm) 6.374" (161.9 mm) x 6.374" (161.9 mm) x 2.957" (75.1 mm) 2" 4.748" (120.6 mm) 6570 lb.f (29200 N) Ea

Seal Type: N/A

RCJ 1 3/16 FFRCJ19 G1103KRRB 29/64" 
(11.5 mm) 3 1/4" (82.6 mm) 3/8"

(10 mm) 1 3/16" (30.2 mm) N/A S1103K 11/16" 
(17.5 mm) N/A 17/32"

(13.5 mm)
T-40266 
(T-16664)

1.178" 
(29.9 mm) 1.730" (43.9 mm) 4 1/4" (107.9 mm) x 4 1/4" (107.9 mm) x 1.990" (50.5 mm) 1 3/16" 3" (76.2 mm) N/A Ea

RCJ 1 1/4 FFRCJ20 G1104KRRB 33/64" 
(13.1 mm) 3 5/8" (92.1 mm) 1/2"

\(12 mm) 1 9/32" (32.5 mm) N/A S1104K 3/4" (19.0 
mm) N/A 17/32"

(13.5 mm)
T-40253 
(T-16617)

1.254" 
(31.8 mm) 2.112" (53.6 mm) 4 5/8" (117.5 mm) x 4 5/8" (117.5 mm) x 2.106" (53.5 mm) 1 1/4" 3 1/2" (88.9 mm) N/A Ea

RCJ 1 3/8 FFRCJ22 G1106KRRB 33/64" 
(13.1 mm) 3 5/8" (92.1 mm) 1/2"

(12 mm) 1 9/32" (32.5 mm) N/A S1106K 3/4" (19.0 
mm) N/A 17/32"

(13.5 mm)
T-40253 
(T-16617)

1.254" 
(31.8 mm) 2.112" (53.6 mm) 4 5/8" (117.5 mm) x 4 5/8" (117.5 mm) x 2.106" (53.5 mm) 1 3/8" 3 1/2" (88.9 mm) N/A Ea

RCJ 1 7/16 FFRCJ23 G1107KRRB 33/64" 
(13.1 mm) 3 5/8" (92.1 mm) 1/2"

(12 mm) 1 9/32" (32.5 mm) N/A S1107K 3/4" (19.0 
mm) N/A 17/32"

(13.5 mm)
T-40253 
(T-16617)

1.254" 
(31.8 mm) 2.112" (53.6 mm) 4 5/8" (117.5 mm) x 4 5/8" (117.5 mm) x 2.106" (53.5 mm) 1 7/16" 3 1/2" (88.9 mm) N/A Ea

RCJ 1 1/2 FFRCJ24 G1108KRRB 33/64" 
(13.1 mm) 4" (101.6 mm) 1/2"

(12 mm) 1 3/8" (34.9 mm) N/A S1108K 13/16" 
(20.6 mm) N/A 9/16"

(14.3 mm)
T-40263 
(T-16666)

1.500" 
(38.1 mm) 2.292" (58.2 mm) 5 1/8" (130.2 mm) x 5 1/8" (130.2 mm) x 2.334" (59.3 mm) 1 1/2" 3 7/8" (98.4 mm) N/A Ea

RCJ 1 3/4 FFRCJ28 G1112KRRB 33/64" 
(13.1 mm) 4 1/8" (104.8 mm) 1/2"

(12 mm) 1 3/8" (34.9 mm) N/A S1112K 25/32" 
(19.8 mm) N/A 9/16"

(14.3 mm)
T-40264 
(T-16667)

1.531" 
(38.9 mm) 2.480" (63.0 mm) 5 3/8" (136.5 mm) x 5 3/8" (136.5 mm) x 2.334" (59.3 mm) 1 3/4" 4 1/8" (104.8 mm) N/A Ea

RCJ 1 15/16 FFRCJ31 G1115KRRB 43/64" 
(17.1 mm) 4 3/8" (111.1 mm) 5/8

(16 mm) 1 1/2" (38.1 mm) N/A S1115K 29/32" 
(23.0 mm) N/A 9/16"

(14.3 mm)
T-40265 
(T-16668)

1.688" 
(42.9 mm) 2.73"  (69.3 mm) 5 5/8" (142.9 mm) x 5 5/8" (142.9 mm) x 2.615" (66.4 mm) 1 15/16" 4 7/16" (112.7 mm) N/A Ea

RCJ 2 3/16 FFRCJ35 G1203KRRB 43/64" 
(17.1 mm) 5 1/8" (130.2 mm) 5/8"

(16 mm) 1 23/32" (43.7 mm) N/A S1203K 1 3/32" 
(27.8 mm) N/A 21/32"

(16.7 mm)
T-40268 
(T-16683)

1.844" 
(46.8 mm) 2.98" (75.7 mm) 6 3/8" (161.9 mm) x 6 3/8" (161.9 mm) x 2.958" (75.1 mm) 2 3/16" 4 3/4" (120.6 mm) N/A Ea

RCJ 2 1/4 FFRCJ36 G1204KRRB 43/64" 
(17.1 mm) 5 5/8" (142.9 mm) 5/8"

(16 mm) 1 27/32" (46.8 mm) N/A S1204K 1 1/4" (31.8 
mm) N/A 11/16"

(17.5 mm)
T-40269 
(T-17648)

1.937" 
(49.2 mm) 3.292" (83.6 mm) 6 7/8" (174.6 mm) x 6 7/8" (174.6 mm) x 3.214" (81.6 mm) 2 1/4" 5 3/8" (136.5 mm) N/A Ea

RCJ 2 7/16 FFRCJ39 G1207KRRB 43/64" 
(17.1 mm) 5 5/8" (142.9 mm) 5/8"

(16 mm) 1 27/32" (46.8 mm) N/A S1207K 1 1/4"
(31.8 mm) N/A 11/16"

(17.5 mm)
T-40269 
(T-17648)

1.937" 
(49.2 mm)

3.292"
(83.6 mm) 6 7/8" (174.6 mm) x 6 7/8" (174.6 mm) x 3.214" (81.6 mm) 2 7/16" 5 3/8" (136.5 mm) N/A Ea

 FAFNIR® TWO-BOLT FLANGED
UNITS SETSCREW LOCKING

• This series has the same construction and design as SCJ type, but is mounted with two bolts instead of four
• This series is assembled with GYA-RRB bearings with positive-contact, land-riding seals and set screw locking
• The units are factory pre-lubricated; a grease fitting is provided for relubrication
• Series: standard
• Narrow shroud seal
• Ball bearing

 FAFNIR® FOUR-BOLT ECCENTRIC
LOCKING COLLAR FLANGED UNIT

• Timken cartridges are used in applications where a minimum amount of machining is to be done
• Each unit comes assembled and ready for mounting, with bolts through the flange
• These are wide-inner-ring ball bearings, self-aligning B-types, which compensate for shaft misalignment
• The RCJ flange cartridge is equipped with G-KRRB (R-seal) wide-inner-ring ball bearings; the TCJ is equipped with G-KPPB (Tri-ply seal) wide-inner-

ring ball bearings; the LCJ is equipped with the G-KLLB (Mechani-Seal) wide-inner-ring ball bearings
• The TCJ flange cartridges are identical to RCJ units, except they use the tri-ply seal bearing; Tri-ply units offer the best protection in dirty environments
• The units are factory pre-lubricated, but a grease fitting is provided for relubrication if required; the units are supplied with self-locking collars
• Contact a Timken engineer to discuss highly corrosive applications (food processing, chemical exposure) where Timken thin-dense chrome-coated 
bearings can be used
• Safety end caps are available for selected sizes
• Series: industrial
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Power Transmission

G-KRR/G-KRRB Series Wide Inner Ring Ball Bearing - Relubricatable Types
The G-KRR-series wide-inner-ring ball bearings are the same as the RR series and have a provision for relubrication.

HVAC Rubber Cartridges Inner Ring Bearing
• This unit features a conductive rubber interliner to dissipate static charges
• The quiet RA-RRB extended inner-ring bearings are pre-lubricated and have positive-contact, land-riding seals with self-locking collars
• RABR units can be mounted in tri-arm brackets or pressed steel stampings
• Maximum suggested speed is 2400 RPM
• Suggested housing diameter: Nominal (D) -0.130 mm – 0.380 mm; -0.005 in. – 0.015 in.

MFG# Sykes# Bearing
Number

Center of
Bearing from
End S1

Center of
Bearing from
End T

Collar Housing
Width

Inner 
Ring Width

Inside Ring
Outside Dia. OD/ID Radial

Load Rating
Shaft
Dia. UOM

RABR 1 FFRABR16 RA100RRB 59/64"
(23.4 mm)

13/32"
(10.3 mm) S1100K 13/16" 

(20.6 mm)
1 7/32" 
(31.0 mm)

1 1/2"
(38.1 mm)

2.456" (62.38 mm)/1 
27/32" (46.8 mm)

300 lb. 
(1340 N) 1" Ea

 HVAC RUBBER CARTRIDGES
INNER RING BEARING

 RELUBRICATABLE LOCKING
COLLAR BALL BEARING

MFG# Sykes#
Ball Center
to Bore
End Width

Basic Outer
Ring Size

Center of
Bearing from
End S

Collar Collar End
to Bore Width

Collar
OD x W

Dynamic
Load Rating

Hole Center
to Ring Width

Inner
Ring Width

Outside
Diameter

Outside
Ring Width Overall Width Set

Screw Size
Shaft
Dia.

Shield Outer
Diameter

Shield to
Shield Width

Static
Load Rating

Sub
Series UOM

G1008KRRB FFG1008KRRB 0.921" (23.4 mm) 203 0.547" (13.9 mm) S1008K 5/32" (4.0 mm) 1.126" (28.6 mm) x
0.531" (13.5 mm)

2380 lb.f 
(10700 N) 0.107" (2.72 mm) 1.094" (27.78 mm) 1.575" 

(40.000 mm) 0.472" (12.000 mm) 1.469"
(37.3 mm) 1/4/2020 1/2"

(12.7 mm) 1.339" (34.01 mm) 0.652"
(16.56 mm)

1070 lb.f 
(4700 N) G1…KRRB Ea

G1010KRRB FFG1010KRRB 0.921" (23.4 mm) 203 0.547" (13.9 mm) S1010K 5/32" (4.0 mm) 1.126" (28.6 mm) x
0.531" (13.5 mm)

2380 lb.f 
(10700 N) 0.107" (2.72 mm) 1.094" (27.78 mm) 1.575" 

(40.000 mm) 0.472" (12.000 mm) 1.469"
(37.3 mm) 1/4/2020 5/8"

(15.9 mm) 1.339" (34.01 mm) 0.652"
(16.56 mm)

1070 lb.f 
(4700 N) G1…KRRB Ea

G1014KRRB FFG1014KRRB 1.059" (26.9 mm) 205 0.689" (17.5 mm) S1014K 5/32" (4.0 mm) 1.500" (38.1 mm) x
0.531" (13.5 mm)

3490 lb.f 
(15500 N) 0.152" (3.86 mm) 1.375" (34.92 mm) 2.047" 

(52.000 mm) 0.591" (15.000 mm) 1.748"
(44.4 mm) 1/4/2020 7/8"

(22.2 mm) 1.779" (45.19 mm) 0.656"
(16.66 mm)

1750 lb.f 
(7800 N) G1…KRRB Ea

G1100KRRB FFG1100KRRB 1.059" (26.9 mm) 205 0.689" (17.5 mm) S1100K 5/32" (4.0 mm) 1.500" (38.1 mm) x
0.531" (13.5 mm)

3490 lb.f 
(15500 N) 0.152" (3.86 mm) 1.375" (34.92 mm) 2.047" 

(52.000 mm) 0.591" (15.000 mm) 1.748"
(44.4 mm) 1/4/2020 1"

(25.4 mm) 1.779" (45.19 mm) 0.656"
(16.66 mm)

1750 lb.f 
(7800 N) G1…KRRB Ea

G1102KRRB FFG1102KRRB 1.185" (30.1 mm) 206 0.720" (18.3 mm) S1102K 5/32"
(4.0 mm)

1.736" (44.1 mm) x
0.626" (15.9 mm)

4850 lb.f 
(21600 N) 0.156" (3.96 mm) 1.437" (36.51 mm) 2.441" 

(62.000 mm) 0.709" (18.000 mm) 1.906"
(48.4 mm) 5/16/2018 1 1/8"

(28.6 mm) 2.068" (52.53 mm) 0.849"
(21.56 mm)

2530 lb.f 
(11300 N) G1…KRRB Ea

G1103KRRB FFG1103KRRB 1.185" (30.1 mm) 206 0.720" (18.3 mm) S1103K 5/32"
(4.0 mm)

1.736" (44.1 mm) x
0.626" (15.9 mm)

4850 lb.f 
(21600 N) 0.156" (3.96 mm) 1.437" (36.51 mm) 2.441" 

(62.000 mm) 0.709" (18.000 mm) 1.906"
(48.4 mm) 5/16/2018 1 3/16" 

(30.2 mm) 2.068" (52.53 mm) 0.849"
(21.56 mm)

2530 lb.f 
(11300 N) G1…KRRB Ea

G1104KRRB FFG1104KRRB 1.274" (32.35 mm) 207 0.742" (18.85 mm) S1104K 5/32"
(4.0 mm)

2.126" (54 mm) x
0.673" (17.1 mm)

6400 lb.f 
(28500 N) 0.145" (3.68 mm) 1.484" (37.7 mm) 2.835" 

(72.000 mm) 0.748" (19.000 mm) 2.016"
(51.2 mm) 5/16/2018 1 1/4"

(31.8 mm) 2.384" (60.55 mm) 0.856"
(21.74 mm)

3440 lb.f 
(15300 N) G1…KRRB Ea

G1106KRRB FFG1106KRRB 1.274" (32.35 mm) 207 0.742" (18.85 mm) S1106K 5/32"
(4.0 mm)

2.126" (54 mm) x
0.673" (17.1 mm)

6400 lb.f 
(28500 N) 0.145" (3.68 mm) 1.484" (37.7 mm) 2.835" 

(72.000 mm) 0.748" (19.000 mm) 2.016"
(51.2 mm) 3/8/2016 1 3/8"

(34.9 mm) 2.384" (60.55 mm) 0.856"
(21.74 mm)

3440 lb.f 
(15300 N) G1…KRRB Ea

G1107KRRB FFG1107KRRB 1.274" (32.35 mm) 207 0.742" (18.85 mm) S1107K 5/32"
(4.0 mm)

2.126" (54 mm) x
0.673" (17.1 mm)

6400 lb.f 
(28500 N) 0.145" (3.68 mm) 1.484" (37.7 mm) 2.835" 

(72.000 mm) 0.748" (19.000 mm) 2.016"
(51.2 mm) 3/8/2016 1 7/16"

(36.5 mm) 2.384" (60.55 mm) 0.856"
(21.74 mm)

3440 lb.f 
(15300 N) G1…KRRB Ea

G1108KRRB FFG1108KRRB 1.378" (35 mm) 208 0.843" (21.4 mm) S1108KT 3/16"
(4.8 mm)

2.374" (60.3 mm) x
0.720" (18.3 mm)

8130 lb.f 
(36200 N) 0.160" (4.06 mm) 1.687" (42.86 mm) 3.1500" 

(80.000 mm) 0.827" (21.000 mm) 2.220"
(56.4 mm) 3/8/2016 1 1/2"

(38.1 mm) 2.669" (67.79 mm) 0.923"
(23.44 mm)

4460 lb.f 
(19800 N) G1…KRRB Ea

G1111KRRB FFG1111KRRB 1.378" (35 mm) 209 0.843" (21.4 mm) S1111K 3/16" 
(4.8 mm)

2.500" (63.5 mm) x
0.720" (18.3 mm)

8160 lb.f 
(36300 N) 0.179" (4.55 mm) 1.687" (42.86 mm) 3.346" 

(85.000 mm) 0.866" (22.000 mm) 2.220"
(56.4 mm) 3/8/2016 1 11/16" 

(42.9 mm) 1.339" (34.01 mm) 0.652"
(16.56 mm)

4600 lb.f 
(20500 N) G1…KRRB Ea

G1112KRRB FFG1112KRRB 1.378" (35 mm) 209 0.843" (21.4 mm) S1112K 3/16"
(4.8 mm)

2.500" (63.5 mm) x
0.720" (18.3 mm)

8160 lb.f 
(36300 N) 0.179"  (4.55 mm) 1.687" (42.86 mm) 3.346" 

(85.000 mm) 0.866" (22.000 mm) 2.220"
(56.4 mm) 3/8/2016 1 3/4"

(44.5 mm) 1.339" (34.01 mm) 0.652"
(16.56 mm)

4600 lb.f 
(20500 N) G1…KRRB Ea

G1115KRRB FFG1115KRRB 1.500" (38.1 mm) 210 0.969" (24.6 mm) S1115K 3/16"
(4.8 mm)

2.752" (69.9 mm) x
0.720" (18.3 mm)

8740 lb.f 
(38900 N) 0.185" (4.7 mm) 1.937" (49.21 mm) 3.543" 

(90.000 mm) 0.866" (22.000 mm) 2.469"
(62.7 mm) 3/8/2016 1 15/16" 

(49.2 mm) 1.532" (38.91 mm) 0.681"
(17.3 mm)

5210 lb.f 
(23200 N) G1…KRRB Ea

G1200KRRB FFG1200KRRB 1.717" (43.6 mm) 211 1.094" (27.8 mm) S1200K 3/16"
(4.8 mm)

3.000" (76.2 mm) x
0.811" (20.6 mm)

10800 lb.f 
(48100 N) 0.197" (5 mm) 2.187" (55.56 mm) 3.937" 

(100.000 mm) 0.945" (24.000 mm) 2.811"
(71.4 mm) 7/16/2014 2"

(50.8 mm) 1.779" (45.19 mm) 0.656"
(16.66 mm)

6570 lb.f 
(29200 N) G1…KRRB Ea

G1203KRRB FFG1203KRRB 1.717" (43.6 mm) 211 1.094" (27.8 mm) S1203K 3/16"
(4.8 mm)

3.000" (76.2 mm) x
0.811" (20.6 mm)

10800 lb.f 
(48100 N) 0.197" (5 mm) 2.187" (55.56 mm) 3.937" 

(100.000 mm) 0.945" (24.000 mm) 2.811"
(71.4 mm) 7/16/2014 2 3/16"

(55.6 mm) 1.779" (45.19 mm) 0.656"
(16.66 mm)

6570 lb.f 
(29200 N) G1…KRRB Ea

G1215KRRB FFG1215KRRB 2.157" (54.8 mm) 215 1.469" (37.3 mm) S1215K 1/4"
(6.4 mm)

4.000" (101.6 mm) x
0.937" (23.8 mm)

15500 lb.f 
(68900 N) 0.219" (5.56 mm) 2.937" (74.61 mm) 5.118" 

(130.000 mm) 1.142" (29.000 mm) 3.626"
(92.1 mm) 1/2/2013 2 15/16" 

(74.6 mm) 2.669" (67.79 mm) 0.923"
(23.44 mm)

10100 lb.f 
(44800 N) G1…KRRB Ea

• These bearings are designed for extremely dirty or wet conditions
• Bearing includes R-seals with flared lips that firmly contact the ground O.D. of the inner ring; the inner ring provides a positive seal against dust, 

dirt and other contaminants, and effectively retains the lubricant
• G-KRR-series bearings are equipped with shroud-seals, providing extra effectiveness and protection
• Extra-wide design provides additional shaft support and extra-large grease capacity
• Suggested shaft tolerances:

1/2 in. – 1 15/16 in., nominal to -0.013 mm, -0.0005 in.;
2 in. – 2 15/16 in., nominal to -0.025 mm, -0.0010 in.

Low Base Pillow Block Unit
Normal duty, low base pillow block (or plummer block) is a pedestal used to provide support for a rotating shaft with the help of 
compatible bearings and various accessories. Cast iron housing. Set screw locking. Wide inner ring. AISI 52100 steel.

MFG# Sykes# Base to
Center Height

Bearing
Number

Bolt
Size

Bolt
Spacing

Foot
Height Housing Housing

Width
Lubrication
Fitting Tap

Shaft
Dia. UOM

UBLP201-8 FFUCLP201-8 1 1/16" UCW201-8 3/8" 3 1/4"-3 3/4" 1/2" LP203T 1.024" 1/4-28 UNF 1/2" Ea
UBLP202-10 FFUCLP202-10 1 1/16" UCW202-10 3/8" 3 1/4"-3 3/4" 1/2" LP203T 1.024" 1/4-28 UNF 5/8" Ea
UBLP204-12 FFUCLP204-12 1 1/4" UC204-12 3/8" 3 1/2"-4 1/4" 1/2" LP204T 1.220" 1/4-28 UNF 3/4" Ea
UBLP205-16 FFUCLP205-16 1 5/16" UC205-16 3/8" 3 3/4"-4 1/2" 5/8" LP205T 1.339" 1/4-28 UNF 1" Ea
UBLP206-18 FFUCLP206-18 1 9/16" UC206-18 1/2" 4 1/2"-5 1/4" 11/16" LP206T 1.500" 1/8-27 NPT 1 1/8" Ea
UBLP206-19 FFUCLP206-19 1 9/16" UC206-19 1/2" 4 1/2"-5 1/4" 11/16" LP206T 1.500" 1/8-27 NPT 1 3/16" Ea
UBLP206-20 FFUCLP206-20 1 9/16" UC206-20 1/2" 4 1/2"-5 1/4" 11/16" LP206T 1.500" 1/8-27 NPT 1 1/4" Ea
UBLP207-20 FFUCLP207-20 1 13/16" UC207-20 1/2" 5"-5 3/4" 3/4" LP207T 1.689" 1/8-27 NPT 1 1/4" Ea
UBLP207-22 FFUCLP207-22 1 13/16" UC207-22 1/2" 5"-5 3/4" 3/4" LP207T 1.689" 1/8-27 NPT 1 3/8" Ea
UBLP207-23 FFUCLP207-23 1 13/16" UC207-23 1/2" 5"-5 3/4" 3/4" LP207T 1.689" 1/8-27 NPT 1 7/16" Ea
UBLP208-24 FFUCLP208-24 1 15/16" UC208-24 1/2" 5 1/4"-6" 13/16" LP208T 1.937" 1/8-27 NPT 1 1/2" Ea
UBLP209-27 FFUCLP209-27 2 1/16" UC209-27 1/2" 5 1/2"-6 1/2" 13/16" LP209T 1.937" 1/8-27 NPT 1 11/16" Ea
UBLP210-31 FFUCLP210-31 2 3/16" UC210-31 1/2" 6"-7" 7/8" LP210T 2.031" 1/8-27 NPT 1 15/16" Ea
UBLP211-32 FFUCLP211-32 2 7/16" UC211-32 5/8" 6 5/8"-7 5/8" 1" LP211T 2.189" 1/8-27 NPT 2" Ea
UBLP211-35 FFUCLP211-35 2 7/16" UC211-35 5/8" 6 5/8"-7 5/8" 1" LP211T 2.189" 1/8-27 NPT 2 3/16" Ea
UBLP212-39 FFUCLP212-39 2 11/16" UC212-39 5/8" 7 1/8"-8 1/8" 1 1/8" LP212T 2.563" 1/8-27 NPT 2 7/16" Ea

 LOW BASE PILLOW BLOCK UNIT
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Rubber Cartridges RCSM Series
• RCSM are quiet, synthetic, conductive-rubber cylindrical cartridges designed for domestic heating, air conditioning, ventilating equipment 

and other applications that require noise-free operation
• All units are available with the RA-RRB extended inner-ring bearings with positive-contact, land-riding seals and a self-locking collar
• An initial supply of grease is provided in the one-piece, non-relubricatable cartridges
• The Timken-patented CR unit was designed to accommodate the wide tolerances of hot or cold rolled #10-gage (0.134"), 3 1/2". O.D., 

electric-resistance welded mechanical tubing, similar to what is found in post office conveyor systems

MFG# Sykes# Bearing
Number

Center of
Bearing from
End S1

Center of
Bearing from
End T

Collar Housing
Width

Inside Ring
Outside Dia. OD/ID

Radial
Load
Rating

Shaft
Dia. UOM

RCSM 1 FFRCSM16 RA100RR 59/64"
(23.4 mm)

1/2"
(12.7 mm) S1100K 1"

(25.4 mm)
1 1/2"
(38.1 mm) 2 17/32" (64.30 mm)/1 25/32" (45.2 mm) 300 lb. 

(1340 N) 1" Ea

RCSM 3/4 FFRCSM12 RA012RR 59/64"
(23.4 mm)

1/2"
(12.7 mm) S1012K 1" 

25.4 mm)
1 5/16"
(33.3 mm) 2 17/32" (64.30 mm)/1 9/16" (39.7 mm) 250 lb. 

(1120 N) 3/4" Ea

 RUBBER CARTRIDGES RCSM SERIES

Power Transmission

Pillow Block Unit
Normal duty pillow block (or plummer block) is a pedestal used to provide support for a rotating shaft with the help of compatible 
bearings and various accessories. Cast iron housing. Tapered adapter sleeve locking. Wide inner ring. AISI 52100 steel.  PILLOW BLOCK UNIT

MFG# Sykes#
Base to
Center
Height

Bearing
Number

Bolt
Size

Bolt
Spacing

Foot
Height Housing Housing

Width
Lubrication
Fitting Tap

Mounting 
Hole Size Overall Size Shaft

Dia. UOM

UKP211+HA2311 FFUKP31 2 1/2" UK211+HA2311 5/8" 6 3/8"-7 1/8" 7/8" P211T 2.323" 1/8-27 NPT 1" x 25/32" 8 5/8" x 2 3/8" x 4 31/32" 1 15/16" Ea

Standard Series RA-RR/RA-RRB Ball Bearing Housed Units - Non-Relubricatable Types
These bearings are an extended inner-ring type with a self-locking collar.

Two-Bolt Flange Unit
Normal duty 2-bolt flange bearing that has a combination of an oval cast iron 2-bolt housing in smaller bolt holes and a set screw insert bearing. 
Insert bearings are designed essentially the same as a deep groove ball bearings, except that the outer ring is spherical. This design allows the 
bearings to be easily mounted in a housing block and be self-aligning. Cast iron housing. Set screw locking. Wide inner ring. AISI 52100 steel.  TWO-BOLT FLANGE UNIT

MFG# Sykes# Bearing
Number

Bolt Hole
Center-to-
Center

Bolt
Size

Foot
Height Housing Housing

Width
Lubrication
Fitting Tap

Mounting
Hole Size

Overall
Size

Shaft
Dia. UOM

UCFT201-8 FFUCFT201-8 UCW201-8 3" 3/8" 7/16" FT203 1.024" 1/4-28 UNF 31/32" x 13/32" 3 29/32" x 2 7/32" x 1.302" 1/2" Ea
UCFT202-10 FFUCFT202-10 UCW202-10 3" 3/8" 7/16" FT203 1.024" 1/4-28 UNF 31/32" x 13/32" 3 29/32" x 2 7/32" x 1.302" 5/8" Ea
UCFT204-12 FFUCFT204-12 UC204-12 3 17/32" 3/8" 7/16" FT204 1.220" 1/4-28 UNF 31/32" x 13/32" 4 13/32" x 2 3/8" x 1.283" 3/4" Ea
UCFT205-16 FFUCFT205-16 UC205-16 3 57/64" 7/16" 17/32" FT205 1.339" 1/4-28 UNF 1 1/16" x 1/2" 4 7/8" x 2 3/4" x 1.401" 1" Ea
UCFT206-18 FFUCFT206-18 UC206-18 4 19/32" 7/16" 17/32" FT206 1.500" 1/8-27 NPT 1 3/16" x 1/2" 5 9/16" x 3 1/4" x 1.577" 1 1/8" Ea
UCFT206-19 FFUCFT206-19 UC206-19 4 19/32" 7/16" 17/32" FT206 1.500" 1/8-27 NPT 1 3/16" x 1/2" 5 9/16" x 3 1/4" x 1.577" 1 3/16" Ea
UCFT206-20 FFUCFT206-20 UC206-20 4 19/32" 7/16" 17/32" FT206 1.500" 1/8-27 NPT 1 3/16" x 1/2" 5 9/16" x 3 1/4" x 1.577" 1 1/4" Ea
UCFT207-20 FFUCFT207-20 UC207-20 5 1/8" 1/2" 9/16" FT207 1.689" 1/8-27 NPT 1 11/32" x 35/64" 6 1/8" x 3 3/4" x 1.750" 1 1/4" Ea
UCFT207-22 FFUCFT207-22 UC207-22 5 1/8" 1/2" 9/16" FT207 1.689" 1/8-27 NPT 1 11/32" x 35/64" 6 1/8" x 3 3/4" x 1.750" 1 3/8" Ea
UCFT207-23 FFUCFT207-23 UC207-23 5 1/8" 1/2" 9/16" FT207 1.689" 1/8-27 NPT 1 11/32" x 35/64" 6 1/8" x 3 3/4" x 1.750" 1 7/16" Ea
UCFT208-24 FFUCFT208-24 UC208-24 5 21/32" 1/2" 9/16" FT208 1.937" 1/8-27 NPT 1 1/2" x 35/64" 6 3/4" x 4 1/8" x 2.017" 1 1/2" Ea
UCFT209-27 FFUCFT209-27 UC209-27 5 27/32" 9/16" 9/16" FT209 1.937" 1/8-27 NPT 1 9/16" x 5/8" 7 1/16" x 4 3/8" x 2.048" 1 11/16" Ea
UCFT210-31 FFUCFT210-31 UC210-31 6 3/16" 9/16" 9/16" FT210 2.031" 1/8-27 NPT 1 9/16" x 5/8" 7 7/16" x 4 9/16" x 2.158" 1 15/16" Ea
UCFT211-32 FFUCFT211-32 UC211-32 6 3/16" 9/16" 9/16" FT210 2.031" 1/8-27 NPT 1 9/16" x 5/8" 7 7/16" x 4 9/16" x 2.158" 2" Ea
UCFT211-35 FFUCFT211-35 UC211-35 7 1/4" 5/8" 13/16" FT211 2.189" 1/8-27 NPT 1 3/4" x 21/32" 8 1/2" x 5 1/4" x 2.315" 2 3/16" Ea
UCFL212-39 FFUCFL212-39 UC212-39 7 61/64" 3/4" 25/32" FL212 2.563" 1/8-27 NPT 1 7/8" x 21/32" 9 13/16" x 5 1/2" x 2.705" 2 7/16" Ea

• Due to the positive contact, the land-riding R-seal provides improved protection against harmful contaminants and retains lubricant under 
severe operating conditions

• RA-RR series are factory pre-lubricated and have cylindrical outside diameters
• RA-RRB series have spherical outside diameters for use in housings with corresponding spherical inside surfaces to provide unrestricted initial alignment 
• Suggested shaft tolerances: 

1/2 in. – 1 15/16 in., nominal to -0.013 mm, -0.0005 in.; 
2 in. – 2 3/16 in., nominal to -0.025 mm, -0.0010 in.

 STANDARD SERIES RA-RR/RA-RRB

MFG# Sykes#
Ball Center
to Bore
End Width

Ball Center to
Collar Side
Bore End Width

Basic
Outer
Ring Size

Center of
Bearing from
End S

Collar Collar End
to Bore Width Collar OD x W Dynamic

Load Rating
Inner
Ring Width

Outside
Diameter

Outside
Ring Width

Overall
Width

Set
Screw Size

Shaft
Diameter

Static
Load
Rating

Sub
Series UOM

O.D. Type: Cylindrical

RA012RR FFRA012RR 0.926" (23.51 mm) 0.548" (13.92 mm) 204 0.295" (7.49 mm) S1012K 5/32" (4.0 mm) 1.311" (33.3 mm) x
0.531" (13.5 mm) 3190 lb.f (14200 N) 0.844" (21.44 mm) 1.850" (47.000 mm) 0.591" (15.000 mm) 1.220" 

(31 mm) 1/4/2020 3/4"
(19.1 mm)

1460 lb.f 
(6500 N) RA..RR Ea

RA100RR FFRA100RR 0.926" (23.51 mm) 0.548" (13.92 mm) 205 0.295" (7.49 mm) S1100K 5/32" (4.0 mm) 1.500" (38.1 mm) x
0.531" (13.5 mm) 3490 lb.f (15500 N) 0.844" (21.44 mm) 2.047" (52.000 mm) 0.591" (15.000 mm) 1.220" 

(31 mm) 1/4/2020 1"
(25.4 mm)

1750 lb.f 
(7800 N) RA..RR Ea

RA104RR FFRA104RR 1.157" (29.4 mm) 0.626" (15.9 mm) 207 0.374" (9.5 mm) S1104K 5/32" (4.0 mm) 2.126" (54 mm) x
0.673" (17.1 mm) 6400 lb.f (28500 N) 1.000" (25.4 mm) 2.835" (72.000 mm) 0.748" (19.000 mm) 1.531" 

(38.9 mm) 5/16/2018 1 1/4" (31.8 mm) 3440 lb.f 
(15300 N) RA..RR Ea

O.D. Type: Spherical

RA008RRB FFRA008RRB 0.870" (22.1 mm) 0.494" (12.55 mm) 203 0.256" (6.5 mm) S1008K 5/32" (4.0 mm) 1.126" (28.6 mm) x
0.531" (13.5 mm) 2380 lb.f (10700 N) 0.750" (19.05 mm) 1.575" (40.000 mm) 0.472" (12.000 mm) 1.126" 

(28.6 mm) 1/4/2020 1/2" 
12.7 mm)

1070 lb.f 
(4700 N) RA..RRB Ea

RA010RRB FFRA010RRB 0.870" (22.1 mm) 0.494" (12.55 mm) 203 0.256" (6.5 mm) S1010K 5/32" (4.0 mm) 1.126" (28.6 mm) x
0.531" (13.5 mm) 2380 lb.f (10700 N) 0.750" (19.05 mm) 1.575" (40.000 mm) 0.472" (12.000 mm) 1.126" 

(28.6 mm) 1/4/2020 5/8"
(15.9 mm)

1070 lb.f 
(4700 N) RA..RRB Ea

RA012RRB FFRA012RRB 0.926" (23.51 mm) 0.548" (13.92 mm) 204 0.295" (7.49 mm) S1012K 5/32" (4.0 mm) 1.311" (33.3 mm) x
0.531" (13.5 mm) 3190 lb.f (14200 N) 0.844" (21.44 mm) 1.850" (47.000 mm) 0.551" (14.000 mm) 1.220" 

(31 mm) 1/4/2020 3/4"
(19.1 mm)

1460 lb.f 
(6500 N) RA..RRB Ea

RA014RRB FFRA014RRB 0.926" (23.51 mm) 0.548" (13.92 mm) 205 0.295" (7.49 mm) S1014K 5/32" (4.0 mm) 1.500" (38.1 mm) x
0.531" (13.5 mm) 3490 lb.f (15500 N) 0.844" (21.44 mm) 2.047" (52.000 mm) 0.591" (15.000 mm) 1.220" 

(31 mm) 1/4/2020 7/8"
(22.2 mm)

1750 lb.f 
(7800 N) RA..RRB Ea

RA100RRB FFRA100RRB 0.926" (23.51 mm) 0.548" (13.92 mm) 205 0.295" (7.49 mm) S1100K 5/32" (4.0 mm) 1.500" (38.1 mm) x
0.531" (13.5 mm) 3490 lb.f (15500 N) 0.844" (21.44 mm) 2.047" (52.000 mm) 0.591" (15.000 mm) 1.220" 

(31 mm) 1/4/2020 1"
(25.4 mm)

1750 lb.f 
(7800 N) RA..RRB Ea

RA102RRB FFRA102RRB 1.052" (26.71 mm) 0.583" (14.81 mm) 206 0.354" (8.99 mm) S1102K 5/32" (4.0 mm) 1.736" (44.1 mm) x
0.626" (15.9 mm) 4850 lb.f (21600 N) 0.938" (23.83 mm) 2.441" (62.000 mm) 0.709" (18.000 mm) 1.406" 

(35.7 mm) 5/16/2018 1 1/8" (28.6 mm) 2530 lb.f 
(11300 N) RA..RRB Ea

RA103RRB FFRA103RRB 1.052" (26.71 mm) 0.583" (14.81 mm) 206 0.354" (8.99 mm) S1103K 5/32" (4.0 mm) 1.736" (44.1 mm) x
0.626" (15.9 mm) 4850 lb.f (21600 N) 0.938" (23.83 mm) 2.441" (62.000 mm) 0.709" (18.000 mm) 1.406" 

(35.7 mm) 5/16/2018 1 3/16" (30.2 mm) 2530 lb.f 
(11300 N) RA..RRB Ea

RA103RRB2 FFRA103RRB2 1.052" (26.71 mm) 0.583" (14.81 mm) 206 0.354" (8.99 mm) S1103K 5/32" (4.0 mm) 1.736" (44.1 mm) x
0.626" (15.9 mm) 4850 lb.f (21600 N) 0.938" (23.83 mm) 2.441" (62.000 mm) 0.709" (18.000 mm) 1.406" 

(35.7 mm) 5/16/2018 1 1/4" (31.8 mm) 2530 lb.f 
(11300 N) RA..RRB Ea

RA107RRB FFRA107RRB 1.157" (29.4 mm) 0.626" (15.9 mm) 207 0.374" (9.5 mm) S1107K 5/32" (4.0 mm) 2.126" (54 mm) x
0.673" (17.1 mm) 6400 lb.f (28500 N) 1.000" (25.4 mm) 2.835" (72.000 mm) 0.748" (19.000 mm) 1.531" 

(38.9 mm) 3/8/2016 1 7/16" (36.5 mm) 3440 lb.f 
(15300 N) RA..RRB Ea
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Fafnir® Eccentric Locking Collar Pillow Block Unit
Timken® ball bearing housed units feature a wide-inner-ring ball bearing for additional shaft support. Designed for mounting on straight shafts with a slip fit, these housed 
units are available in an extensive array of types and sizes to accommodate many industrial applications. When set screws are used, Timken suggests using Shaft Guarding 
Technology™, a stainless-steel, hardened band that is inserted in a groove on the inner ring. When the set screws are tightened, they press against the band, tightening 
the grip on the shaft. Unlike traditional set screws, which can dig into the shaft, there are no nicks, raised metal or permanent shaft damage. The stainless band resists the 
formation of corrosion on the shaft.

Power Transmission

PB/RPB Series Pressed-Steel Ball Bearing Housed Units
• The PB series provides the advantages of ball bearings at an economical price
• They are used for light-duty applications
• The PB series consists of a two-piece separable zinc-plated steel housing with a spherical bearing seat; this allows the spherically ground bearing to have initial self-

alignment in all directions
• The ball bearing is an RA-RRB extended inner-ring-type with positive-contact, land-riding seals and a self-locking collar
• The series incorporates an improved shroud-cap design and comes permanently pre-lubricated

MFG# Sykes# Description Housing
Width

Shaft
Diameter

Bearing 
umber

Base to 
enter Height

Foot
Height

Overall
Size

Bolt
Spacing Collar Inside Ring 

utside Diameter
Center of Bearing
from End S1

Center of Bearing
from End T

Radial
Load Rating Mounting Hole UOM

RPB 1 FFRPB16 Ball bearing 
housed unit 1.00" (25.40 mm) 1" RA100RRB 1 5/16" (33.34 mm) 0.145" (3.68 mm) 4 7/8" (123.8 mm) x 1 1/4"

(31.8 mm) x 2 5/8" (66.7 mm) 3" (76.2 mm)-4 1/8" (104.8 mm) S1100K 1 1/2" (38.1 mm) 0.923" (23.44 mm) 3/4" (19.0 mm) 1340 lb. (300 N) 13/32" (10.3 mm) Ea

 PB/RPB SERIES

• RPB has the same construction as the PB-type, but with a thick, electrically conductive rubber inner liner
• The bearings in the RPB unit are designated as RA-RRB FS450 and have a special ball and race finish for quiet operation
• The RABR unit consists of the bearing with the rubber interliner 
• Suggested shaft tolerances: nominal to -0.013 mm, -0.0005 in.

MFG# Sykes# Base to
Center Height

Bearing
Number

Bolt Hole 
Spacing Bolt L x W Bolt

Size
Center of
Bearing from
End S1

Center of
Bearing from
End T

Collar Dynamic
Load Rating

Foot
Height Housing Housing

Width Overall Size Ring Outside
Diameter

Shaft
Diameter

Static
Load
Rating

UOM

RAK 1 FFRAK16 1.313" (33.34 mm) G1100KRRB 4.126" (104.8 mm) 0.811" (20.6 mm) x
0.437" (11.1 mm)

3/8"
(10 mm) 0.685" (17.4mm) 0.736"

(18.7 mm) S1100K 3490 lb.f 
(15500 N) 11.9 mm M96833 1.748" (44.4 mm) 5.500" (139.70 mm) x 1.469" (37.3 mm) x 2.748" (69.8 mm) 1.835" (46.6 mm) 1"

(25.4 mm)
1750 lb.f 
(7800 N) Ea

RAK 1 1/2 FFRAK24 1.937" (49.21 mm) G1108KRRB 5.374" (136.5 mm) 1.031" (26.2 mm) x
0.563" (14.3 mm)

1/2"
(12 mm) 0.846" (21.5mm) 1.016"

(25.8 mm) S1108KT 8130 lb.f 
(36200 N) 19.1 mm M96842 2.220" (56.4 mm) 7.063" (179.4 mm) x 2.031" (51.60 mm) x 4.000" (101.60 mm) 2.354" (59.8 mm) 1 1/2"

(38.1 mm)
4460 lb.f 
(19800 N) Ea

RAK 1 1/4 FFRAK20 1.813" (46.04 mm) G1104KRRB 5.126" (130.2 mm) 0.969" (24.6 mm) x
0.563" (14.3 mm)

1/2"
(12 mm) 0.736" (18.7mm) 0.921"

(23.4 mm) S1104K 6400 lb.f 
(28500 N) 16.7 mm M96839 2.016" (51.2 mm) 6.563" (166.7 mm) x 1.843" (46.8 mm) x 3.689" (93.7 mm) 2.189" (55.6 mm) 1 1/4"

(31.8 mm)
3440 lb.f 
(15300 N) Ea

RAK 1 1/8 FFRAK18 1.5622" (36.68 mm) G1102KRRB 4.626" (117.5 mm) 0.937" (23.8 mm) x
0.563" (14.3 mm)

1/2"
(12 mm) 0.720" (18.3mm) 0.846"

(21.5 mm) S1102K 4850 lb.f 
(21600 N) 13.5 mm M96836 1.906" (48.4 mm) 6.189" (157.2 mm) x 1.689" (42.90 mm) x 3.217" (81.7 mm) 2.063" (52.4 mm) 1 1/8"

(28.6 mm)
2530 lb.f 
(11300 N) Ea

RAK 1 11/16 FFRAK27 2.063" (52.39 mm) G1111KRRB 5.88" (149.35 mm) 1.126" (28.6 mm) x
0.563" (14.3 mm)

1/2"
(12 mm) 0.846" (21.5mm) 1.031"

(26.2 mm) S1111K 8160 lb.f 
(36300 N) 17.5 mm M96844 2.220" (56.4 mm) 7.531" (191.3 mm) x 2.063" (52.4 mm) x 4.126" (104.8 mm) 2.512" (63.8 mm) 1 11/16"

(42.9 mm)
4600 lb.f 
(20500 N) Ea

RAK 1 15/16 FFRAK31 2.187" (55.56 mm) G1115KRRB 6.220" (158.00 mm) 1.000" (25.4 mm) x
0.720" (18.3 mm)

5/8"
(16 mm) 0.969" (24.6mm) 1.142"

(29.0 mm) S1115K 8740 lb.f 
(38900 N) 17.7 mm M96847 2.469" (62.7 mm) 7.874" (200.0 mm) x 2.280" (57.9 mm) x 4.437" (112.7 mm) 2.626" (66.7 mm) 1 15/16"

(49.2 mm)
5210 lb.f 
(23200 N) Ea

RAK 1 3/16 FFRAK19 1.444" (36.68 mm) G1103KRRB 4.626" (117.5 mm) 0.937" (23.8 mm) x
0.563" (14.3 mm)

1/2"
(12 mm) 0.720" (18.3mm) 0.846"

(21.5 mm) S1103K 4850 lb.f 
(21600 N) 13.5 mm M96836 1.906" (48.4 mm) 6.189" (157.2 mm) x 1.689" (42.90 mm) x 3.217" (81.7 mm) 2.063" (52.4 mm) 1 3/16"

(30.2 mm)
2530 lb.f 
(11300 N) Ea

RAK 1 3/4 FFRAK28 2.063" (52.39 mm) G1112KRRB 5.88" (149.35 mm) 1.126" (28.6 mm) x
0.563" (14.3 mm)

1/2"
(12 mm) 0.846" (21.5mm) 1.031"

(26.2 mm) S1112K 8160 lb.f 
(36300 N) 17.5 mm M96844 2.220" (56.4 mm) 7.531" (191.3 mm) x 2.063" (52.4 mm) x 4.126" (104.8 mm) 2.512" (63.8 mm) 1 3/4" 

(44.5 mm)
4600 lb.f 
(20500 N) Ea

RAK 1 3/8 FFRAK22 1.813" (46.04 mm) G1106KRRB 5.126" (130.2 mm) 0.969" (24.6 mm) x
0.563" (14.3 mm)

1/2"
(12 mm) 0.736" (18.7mm) 0.921"

(23.4 mm) S1106K 6400 lb.f 
(28500 N) 16.7 mm M96839 2.016" (51.2 mm) 6.563" (166.7 mm) x 1.843" (46.8 mm) x 3.689" (93.7 mm) 2.189" (55.6 mm) 1 3/8"

(34.9 mm)
3440 lb.f 
(15300 N) Ea

RAK 1 7/16 FFRAK23 1.813" (46.04 mm) G1107KRRB 5.126" (130.2 mm) 0.969" (24.6 mm) x
0.563" (14.3 mm)

1/2
 (12 mm) 0.736" (18.7mm) 0.921"

(23.4 mm) S1107K 6400 lb.f 
(28500 N) 16.7 mm M96839 2.016" (51.2 mm) 6.563" (166.7 mm) x 1.843" (46.8 mm) x 3.689" (93.7 mm) 2.189" (55.6 mm) 1 7/16"

(36.5 mm)
3440 lb.f 
(15300 N) Ea

RAK 1/2 FFRAK08 1.063" (26.99 mm) G1008KRRB 3.626" (92.1 mm) 0.874" (22.2 mm) x
0.437" (11.1 mm)

3/8"
(10 mm) 0.547" (13.9mm) 0.594"

(15.1 mm) S1008K 2380 lb.f 
(10700 N) 8.7 mm T-40238 

(T-30595) 1.469" (37.3 mm) 4.874" (123.8 mm) x 1.189" (30.2 mm) x 2.094" (53.2 mm) 1.626" (41.3 mm) 1/2"
(12.7 mm)

1070 lb.f 
(4700 N) Ea

RAK 2 FFRAK32 2.437" (61.91 mm) G1200KRRB 6.937" (176.2 mm) 1.157" (29.4 mm) x
0.720" (18.3 mm)

5/8"
(16 mm) 1.091" (27.7 mm) 1.189"

(30.2 mm) S1200K 10800 lb.f 
(48100 N) 19.0 mm T-40246 

(M96850) 2.811" (71.4 mm) 8.752" (222.3 mm) x 2.374" (60.3 mm) x 4.969" (126.2 mm) 2.917" (74.1 mm) 2"
(50.8 mm)

6570 lb.f 
(29200 N) Ea

RAK 2 11/16 FFRAK43 3.00" (76.2 mm) G1211KRRB 8.000" (203.2 mm) 1.374" (34.9 mm) x
0.811" (20.6 mm)

3/4"
(20 mm) 1.594" (40.5 mm) 1.437"

(36.5 mm) S1211KT 15500 lb.f 
(69000 N) 33.3 mm T-22503 3.374" (85.7 mm) 10.500" (266.7 mm) x 2.874" (73 mm) x 6.063" (154 mm) 3.5" (88.9 mm) 2 11/16"

(68.3 mm)
9890 lb.f 
(44000 N) Ea

RAK 2 15/16 FFRAK47 3.313" (84.14 mm) G1215KRRB 9.500" (241.3 mm) 1.157" (29.4 mm) x
0.874" (22.2 mm)

3/4"
(20 mm) 1.469" (37.3 mm) 1.626"

(41.3 mm) S1215K 15500 lb.f 
(68900 N) 38.1 mm T-20134 3.626" (92.1 mm) 12.000" (304.8 mm) x 3.252" (82.60 mm) x 6.437" (163.5 mm) 4.000" (101.6 mm) 2 15/16"

(74.6 mm)
10100 lb.f 
(44800 N) Ea

RAK 2 3/16 FFRAK35 2.437" (61.91 mm) G1203KRRB 6.937" (176.2 mm) 1.157" (29.4 mm) x
0.720" (18.3 mm)

5/8"
(16 mm) 1.091" (27.7 mm) 1.189"

(30.2 mm) S1203K 10800 lb.f 
(48100 N) 19.0 mm T-40246 

(M96850) 2.811" (71.4 mm) 8.752" (222.3 mm) x 2.374" (60.3 mm) x 4.969" (126.2 mm) 2.917" (74.1 mm) 2 3/16"
(55.6 mm)

6570 lb.f 
(29200 N) Ea

RAK 2 7/16 FFRAK39 2.687" (68.26 mm) G1207KRRB 7.406" (188.1 mm) 1.157" (29.4 mm) x
0.720" (18.3 mm)

5/8"
(16 mm) 1.220" (31 mm) 1.189"

(30.2 mm) S1207K 13100 lb.f 
(58200 N) 22.2 mm T-40247 

(M99647) 3.063" (77.8 mm) 9.437" (239.7 mm) x 2.374" (60.3 mm) x 5.406" (137.3 mm) 3.146" (79.9 mm) 2 7/16"
(61.9 mm)

8080 lb.f 
(35900 N) Ea

RAK 3/4 FFRAK12 1.250" (31.75 mm) G1012KRRB 3.780" (96.0 mm) 0.795" (20.2 mm) x
0.437" (11.1 mm)

3/8"
(10 mm) 0.673" (17.1 mm) 0.657"

(16.7 mm) S1012K 3190 lb.f 
(14200 N) 13.5 mm M96830 1.72" (43.7 mm) 5.000" (127.00 mm) x 1.311" (33.30 mm) x 2.531" (64.3 mm) 1.665" (42.3 mm) 3/4"

(19.1 mm)
1460 lb.f 
(6500 N) Ea

RAK 5/8 FFRAK10 1.063" (26.99 mm) G1010KRRB 3.626" (92.1 mm) 0.874" (22.2 mm) x
0.437" (11.1 mm)

3/8"
(10 mm) 0.547" (13.9 mm) 0.594"

(15.1 mm) S1010K 2380 lb.f 
(10700 N) 8.7 mm T-40238 

(T-30595) 1.469" (37.3 mm) 4.874" (123.8 mm) x 1.189" (30.2 mm) x 2.094" (53.2 mm) 1.626" (41.3 mm) 5/8"
(15.9 mm)

1070 lb.f 
(4700 N) Ea

• Heavier than our standard block with solid, flat feet for increased strength
• Compact, one-piece housing can be mounted in any position
• Pillow blocks self-align at mounting with the spherical outside diameter of the bearing fitting into the corresponding spherical housing seat
• Pre-lubricated and ready for immediate installation 
• Grease fitting for relubrication
• Self-locking collars supplied with all units
• RAK pillow block is equipped with G-KRRB (R-seal) wide-inner-ring ball bearings, the TAK with G-KPPB (Tri-ply seal) wide-inner-ring ball 

bearings and the LAK with the G-KLLB (Mechani-Seal) wide-inner-ring ball bearings
• Contact a Timken engineer to discuss highly corrosive applications (food processing, chemical exposure) where Timken thin-dense chrome-coated bearings can be utilized
• Series: industrial
• Shroud seal
• Ball bearing

 FAFNIR® ECCENTRIC LOCKING
COLLAR PILLOW BLOCK UNIT
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Power Transmission

TS - Tapered Single Roller Bearing
The most basic and most widely used type of tapered roller bearing. It consists of two main separable parts: the cone (inner ring) assembly and the cup (outer ring). 
Typically mounted in opposing pairs on a shaft. Stamped steel cage.

Single Cones Tapered Roller Bearing
The most basic and most widely used type of tapered roller bearing. It consists of two main separable parts: the cone (inner ring) assembly and the cup (outer ring). 
Typically mounted in opposing pairs on a shaft. Stamped steel cage.

MFG# Sykes# Series Bore
Dia.

Cone
Width

Cone
Backface

Cone Frontface
Backing Dia.

Cone Backface
Backing Dia.

Cage-Cone
Frontface Clearance

Cage-Cone
Backface Clearance

Heat
Generation Factor
(Roller-Raceway)

Heat
Generation Factor
(Rib-Roller End)

Effective
Center
Location

K
Factor

Geometry
Factor

Dynamic
Radial
Rating – C1

Dynamic
Radial
Rating – C90

Static
Radial
Rating – C0

Dynamic
Thrust
Rating – Ca90

UOM

07100 TM07100 07000 1.0000"
(25.400 mm)

0.5614" 
(14.260 mm)

0.04"
(1 mm)

1.16"
(29.5 mm)

1.2"
(30.5 mm)

0.08"
(2 mm) N/A 7.6 7.1 -0.11"

(-2.8 mm) 1.45 0.0509 6540 lb.f (29100 N) 1700 lb.f (7550 N) 6650 lb.f (29600 N) 1170 lb.f (5190 N) Ea

08125 TM08125 08000 1.2500"
(31.750 mm)

0.5937" 
(15.080 mm)

0.04"
(1 mm)

1.42"
(36 mm)

1.48"
(37.5 mm)

0.07"
(1.8 mm) 0.02" (0.5 mm) 10.7 10.6 -0.05"

(-1.3 mm) 1.23 0.0601 7130 lb.f (31700 N) 1850 lb.f (8220 N) 7880 lb.f (35000 N) 1500 lb.f (6670 N) Ea

09067 TM09067 09000 0.7500"
(19.050 mm)

0.7500" 
(19.050 mm)

0.050"
(1.300 mm)

0.94"
(24 mm)

1"
(25.5 mm)

0.08"
(2 mm) -0.01" (-0.3 mm) 8 4 -0.29"

(-7.4 mm) 2.2 0.0452 9630 lb.f (42800 N) 2500 lb.f (11100 N) 9100 lb.f (40500 N) 1140 lb.f (5050 N) Ea

09074 TM09074 09000 0.7500"
(19.050 mm)

0.8480" 
(21.539 mm)

0.06"
(1.5 mm)

0.94"
(24 mm)

1.02"
(26 mm)

0.06"
(1.5 mm) 0.07" (1.8 mm) N/A N/A -0.36"

(-9.1 mm) 2.2 0.0452 9630 lb.f (42800 N) 2500 lb.f (11100 N) 9100 lb.f (40500 N) 1140 lb.f (5050 N) Ea

13685 TM13685 13600 1.5"
(38.1 mm)

0.7500" 
(19.050 mm)

0.14"
(3.600 mm)

1.75"
(44.5 mm)

2.01"
(51 mm)

0.05"
(1.3 mm) 0.02" (0.5 mm) 20.7 10.9 -0.12"

(-3 mm) 1.45 0.0713 15100 lb.f (67200 N) 3920 lb.f (17400 N) 15300 lb.f (67900 N) 2700 lb.f (12000 N) Ea

13889 TM13889 13800 1.5"
(38.1 mm)

0.4688" 
(11.908 mm)

0.06"
(1.5 mm)

1.67"
(42.5 mm)

1.77"
(45 mm)

0.08"
(2 mm) -0.01" (-0.3 mm) 14.8 23.3 -0.03"

(-0.8 mm) 1.69 0.0601 6100 lb.f (27200 N) 1580 lb.f (7040 N) 7430 lb.f (33000 N) 938 lb.f (4170 N) Ea

14124 TM14124 14000 1.2500"
(31.750 mm)

0.7710" 
(19.583 mm)

0.03"
(0.800 mm)

1.54"
(39 mm)

1.56"
(39.5 mm)

0.07"
(1.8 mm) 0.02" (0.5 mm) 18 13.3 -0.17"

(-4.3 mm) 1.53 0.0668 12300 lb.f (54600 N) 3180 lb.f (14200 N) 13900 lb.f (61700 N) 2080 lb.f (9260 N) Ea

14137A TM14137A 14000 1.3750"
(34.925 mm)

0.7710" 
(19.583 mm)

0.06"
(1.5 mm)

1.63"
(41.5 mm)

1.71"
(43.5 mm)

0.07"
(1.8 mm) 0.02" (0.5 mm) 18 13.3 -0.17"

(-4.3 mm) 1.53 0.0668 12300 lb.f (54600 N) 3180 lb.f (14200 N) 13900 lb.f (61700 N) 2080 lb.f (9260 N) Ea

14138A TM14138A 14000 1.3750"
(34.925 mm)

0.7710" 
(19.583 mm)

0.14"
(3.600 mm)

1.63"
(41.5 mm)

1.89"
(48 mm)

0.07"
(1.8 mm) 0.02" (0.5 mm) 18 13.3 -0.17"

(-4.3 mm) 1.53 0.0668 12300 lb.f (54600 N) 3180 lb.f (14200 N) 13900 lb.f (61700 N) 2080 lb.f (9260 N) Ea

15101 TM15101 15000 1.0000"
(25.400 mm)

0.8125" 
(20.638 mm)

0.03"
(0.800 mm)

1.24"
(31.5 mm)

1.28"
(32.5 mm)

0.07"
(1.8 mm) 0.03" (0.8 mm) 14.6 7.58 -0.23"

(-5.8 mm) 1.67 0.0606 13500 lb.f (59900 N) 3490 lb.f (15500 N) 12100 lb.f (53900 N) 2090 lb.f (9310 N) Ea

15106 TM15106 15000 1.0625"
(26.988 mm)

0.8125" 
(20.638 mm)

0.03"
(0.800 mm)

1.3"
(33 mm)

1.32"
(33.5 mm)

0.07"
(1.8 mm)

0.03"
(0.8 mm) 14.6 7.58 -0.23"

(-5.8 mm) 1.67 0.0606 13500 lb.f (59900 N) 3490 lb.f (15500 N) 12100 lb.f (53900 N) 2090 lb.f (9310 N) Ea

15123 TM15123 15000 1.2500"
(31.750 mm)

0.7500" 
(19.050 mm)

0.14"
(3.600 mm)

1.52"
(38.5 mm)

1.79"
(45.5 mm)

0.1"
(2.5 mm)

-0.01"
(-0.3 mm) 14.6 10 -0.19"

(-4.8 mm) 1.67 0.0606 13500 lb.f (59900 N) 3490 lb.f (15500 N) 12100 lb.f (53900 N) 2090 lb.f (9310 N) Ea

15126 TM15126 15000 1.2500"
(31.750 mm)

0.8125" 
(20.638 mm)

0.03"
(0.800 mm)

1.5"
(38 mm)

1.52"
(38.5 mm)

0.07"
(1.8 mm)

0.03"
(0.8 mm) 14.6 7.58 -0.23"

(-5.8 mm) 1.67 0.0606 13500 lb.f (59900 N) 3490 lb.f (15500 N) 12100 lb.f (53900 N) 2090 lb.f (9310 N) Ea

25580 TM25580 25500 1.7500"
(44.450 mm)

1.0000" 
(25.400 mm)

0.14"
(3.600 mm)

1.97"
(50 mm)

2.24"
(57 mm)

0.06"
(1.5 mm)

0.01"
(0.3 mm) 35.2 14.3 -0.25"

(-6.4 mm) 1.74 0.0801 20300 lb.f (90500 N) 5270 lb.f (23500 N) 24900 lb.f (111000 N) 3020 lb.f (13500 N) Ea

25590 TM25590 25500 1.7960"
(45.618 mm)

1.0000" 
(25.400 mm)

0.14"
(3.600 mm)

2.01"
(51 mm)

2.28"
(58 mm)

0.06"
(1.5 mm)

0.01"
(0.3 mm) 35.2 14.3 -0.25"

(-6.4 mm) 1.74 0.0801 20300 lb.f (90500 N) 5270 lb.f (23500 N) 24900 lb.f (111000 N) 3020 lb.f (13500 N) Ea

25877 TM25877 N/A 1.3750"
(34.925 mm)

0.9688" 
(24.608 mm)

0.06"
(1.520 mm)

1.59"
(40.5 mm)

1.69"
(43 mm)

0.09" 
(2.3 mm)

0.02"
(0.5 mm) 26.4 10.9 -0.32"

(-8.1 mm) 2.01 0.0695 19100 lb.f (85100 N) 4960 lb.f (22100 N) 21900 lb.f (97400 N) 2460 lb.f (11000 N) Ea

2788 TM2788 2700 1.5"
(38.1 mm)

1.0100" 
(25.654 mm)

0.14"
(3.600 mm)

1.71"
(43.5 mm)

1.97"
(50 mm)

0.06"
(1.5 mm)

0.04"
(1 mm) 28.7 12.2 -0.32"

(-8.1 mm) 1.93 0.0725 19500 lb.f (86900 N) 5060 lb.f (22500 N) 23000 lb.f (102000 N) 2630 lb.f (11700 N) Ea

MFG# Sykes# Description Series Bore
Diameter

Cup Outer
Diameter

Cone
Width

Cone
Backface

Cup
Width

Cup 
Backface

Cone
Frontface
Backing Dia.

Cone
Backface
Backing Dia.

Cup
Frontface
Backing Dia.

Cup
Backface
Backing Dia.

Bearing
Width

Cage-Con
Frontface
Clearance

Cage-Cone
Backface
Clearance

Heat Generation
Factor
(Roller-Raceway)

Heat Generation
Factor 
Rib-Roller End)

Effective
Center
Location

UOM

4A – 6 TM4ASET TS Tapered 
roller bearing 5C 0.7500" 

(19.050 mm)
1.7500" 
(44.450 mm)

0.4688" 
(11.908 mm)

0.06"
(1.520 mm)

0.3750" 
(9.525 mm)

0.06"
(1.52 mm)

0.93"
(23.62 mm)

1"
(25.4 mm)

1.63"
(41.40 mm)

1.50"
(38.10 mm)

0.5000" 
(12.700 mm)

0.09"
(2.3 mm)

0.01"
(0.3 mm) 4.6 2.61 -0.07"

(-1.8 mm) Ea

LM104949 TMLM104949 TS Tapered 
roller bearing LM104900 2" (50.8 mm) 3.2500" 

(82.550 mm)
0.8750" 
(22.225 mm)

0.14"
(3.560 mm)

0.6500" 
(16.510 mm)

0.050" 
(1.27 mm)

2.2" 
55.88 mm)

2.48
 (62.99 mm)

3.11"
(78.00 mm)

2.95"
(74.93 mm)

0.8500" 
(21.590 mm)

0.1"
(2.5 mm)

0.03"
(0.8 mm) 38.8 19.3 -0.23"

(-5.8 mm) Ea

 TS - TAPERED SINGLE ROLLER BEARING

 SINGLE CONES TAPERED ROLLER BEARING
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MFG# Sykes# Series Bore
Dia.

Cone
Width

Cone
Backface

Cone Frontface
Backing Dia.

Cone Backface
Backing Dia.

Cage-Cone
Frontface Clearance

Cage-Cone
Backface Clearance

Heat
Generation Factor
(Roller-Raceway)

Heat
Generation Factor
(Rib-Roller End)

Effective
Center
Location

K
Factor

Geometry
Factor

Dynamic
Radial
Rating – C1

Dynamic
Radial
Rating – C90

Static
Radial
Rating – C0

Dynamic
Thrust
Rating – Ca90

UOM

368A TM368A 365 2"
(50.8 mm)

0.8750" 
(22.225 mm)

0.14"
(3.600 mm)

2.2"
(56 mm)

2.44"
(62 mm)

0.07" 
(1.8 mm) N/A 33.8 14 -0.17"

(-4.3 mm) 1.83 0.0773 22900 lb.f (102000 N) 5930 lb.f (26400 N) 21500 lb.f (95800 N) 3250 lb.f (14400 N) Ea

3780 TM3780 3700 2"
(50.8 mm)

1.1930" 
(30.302 mm)

0.14"
(3.600 mm)

2.28"
(58 mm)

2.52"
(64 mm)

0.06"
(1.5 mm)

0.06"
(1.5 mm) 49.9 14.5 -0.32"

(-8.1 mm) 1.73 0.0903 27500 lb.f (122000 N) 7120 lb.f (31700 N) 34300 lb.f (153000 N) 4120 lb.f (18300 N) Ea

387A TM387A 385 2.2500"
(57.150 mm)

0.8640" 
(21.946 mm)

0.14"
(3.600 mm)

2.48"
(63 mm)

2.76"
(70 mm)

0.11"
(2.8 mm)

0.03"
(0.8 mm) 42 15.7 -0.12"

(-3 mm) 1.65 0.0859 24200 lb.f (108000 N) 6280 lb.f (28000 N) 24100 lb.f (107000 N) 3810 lb.f (16900 N) Ea

3984 TM3984 3900 2.6250"
(66.675 mm)

1.1830" 
(30.048 mm)

0.14"
(3.600 mm)

2.91"
(74 mm)

3.15"
(80 mm)

0.08"
(2 mm)

0.06"
(1.5 mm) 75.2 21.3 -0.18"

(-4.6 mm) 1.45 0.109 31200 lb.f (139000 N) 8090 lb.f (36000 N) 43000 lb.f (191000 N) 5570 lb.f (24800 N) Ea

A4050 TMA4050 A4000 0.5000"
(12.700 mm)

0.4326" 
(10.988 mm)

0.050"
(1.300 mm)

0.67"
(17 mm)

0.73"
(18.5 mm)

0.07"
(1.8 mm) N/A 2.3 4.12 -0.1"

(-2.5 mm) 1.29 0.0355 2960 lb.f (13200 N) 767 lb.f (3410 N) 2580 lb.f (11500 N) 594 lb.f (2640 N) Ea

A4059 TMA4059 A4000 0.5901" 
(14.989 mm)

0.4326" 
(10.988 mm)

0.03"
(0.800 mm)

0.75"
(19 mm)

0.77"
(19.5 mm)

0.07"
(1.8 mm) N/A 2.3 4.12 -0.1"

(-2.5 mm) 1.29 0.0355 2960 lb.f (13200 N) 767 lb.f (3410 N) 2580 lb.f (11500 N) 594 lb.f (2640 N) Ea

A6075 TMA6075 A6000 0.7500" 
(19.050 mm)

0.4391" 
(11.153 mm)

0.04"
(1 mm)

0.91"
(23 mm)

0.94"
(24 mm)

0.09"
(2.3 mm)

0.01"
(0.3 mm) 2.9 5.64 -0.06"

(-1.5 mm) 1.11 0.0404 3020 lb.f (13400 N) 782 lb.f (3480 N) 2770 lb.f (12300 N) 705 lb.f (3140 N) Ea

HM212049 TMHM212049 N/A 2.6250" 
(66.675 mm)

1.5100" 
(38.354 mm)

0.14"
(3.560 mm)

2.97"
(75.5 mm)

3.23"
(82 mm)

0.15"
(3.8 mm)

0.07"
(1.8 mm) 92.2 18.1 -0.43"

(-10.9 mm) 1.73 0.0759 60000 lb.f (267000 N) 15600 lb.f (69200 N) 62700 lb.f (279000 N) 8990 lb.f (40000 N) Ea

JL69349 TMJL69349 L69300 1.4961" 
(38.000 mm)

0.6693" 
(17.000 mm) N/A 1.67"

(42.5 mm)
1.83"
(46.5 mm)

0.07"
(1.8 mm) N/A 18.4 13.6 -0.09"

(-2.3 mm) 1.4 0.0692 11500 lb.f (51000 N) 2970 lb.f (13200 N) 12400 lb.f (55000 N) 2120 lb.f (9410 N) Ea

JLM506849 TMJLM506849 LM506800 2.1654" 
(55.000 mm)

0.9055" 
(23.000 mm)

0.06"
(1.520 mm)

2.44"
(62 mm)

2.56"
(65 mm)

0.08"
(2 mm)

0.02"
(0.5 mm) 45.6 20.4 -0.11"

(-2.8 mm) 1.45 0.0925 24500 lb.f (109000 N) 6340 lb.f (28200 N) 27600 lb.f (123000 N) 4370 lb.f (19400 N) Ea

L21549 TML21549 N/A 0.6250" 
(15.875 mm)

0.4330" 
(10.998 mm)

0.050" 
(1.270 mm)

0.77"
(19.5 mm)

0.85"
(21.5 mm)

0.08"
(2 mm)

-0.03"
(-0.8 mm) 3 5.36 -0.13"

(-3.3 mm) 1.83 0.0348 3230 lb.f (14300 N) 836 lb.f (3720 N) 3130 lb.f (13900 N) 456 lb.f (2030 N) Ea

L44643 TML44643 N/A 1.0000" 
(25.400 mm)

0.5800" 
(14.732 mm)

0.050" 
(1.270 mm)

1.18"
(30 mm)

1.26"
(32 mm)

0.05"
(1.3 mm)

0.02"
(0.5 mm) 8.9 8.93 -0.13"

(-3.3 mm) 1.56 0.0526 8010 lb.f (35600 N) 2080 lb.f (9230 N) 7400 lb.f (32900 N) 1330 lb.f (5910 N) Ea

L44649 TML44649 N/A 1.0625" 
(26.988 mm)

0.5800" 
(14.732 mm)

0.14"
(3.560 mm)

1.22"
(31 mm)

1.48"
(37.5 mm)

0.05"
(1.3 mm)

0.02"
(0.5 mm) 8.9 8.93 -0.13"

(-3.3 mm) 1.56 0.0526 8010 lb.f (35600 N) 2080 lb.f (9230 N) 7400 lb.f (32900 N) 1330 lb.f (5910 N) Ea

L68149 TML68149 N/A 1.3775" 
(34.989 mm)

0.6600" 
(16.764 mm)

0.14"
(3.560 mm)

1.54"
(39 mm)

1.79"
(45.5 mm)

0.06"
(1.5 mm)

0.01"
(0.3 mm) 15.7 14.7 -0.1"

(-2.5 mm) 1.4 0.0657 10200 lb.f (45500 N) 2650 lb.f (11800 N) 11000 lb.f (48700 N) 1890 lb.f (8400 N) Ea

LM102949 TMLM102949 N/A 1.7812" 
(45.242 mm)

0.7800" 
(19.812 mm)

0.14"
(3.560 mm)

1.97"
(50 mm)

2.2"
(56 mm)

0.07"
(1.8 mm)

0.01"
(0.3 mm) 31.1 18.8 -0.18"

(-4.6 mm) 1.91 0.0744 16400 lb.f (72900 N) 4250 lb.f (18900 N) 18400 lb.f (81800 N) 2220 lb.f (9870 N) Ea

LM11749 TMLM11749 N/A 0.6875" 
(17.463 mm)

0.5750" 
(14.605 mm)

0.050" 
(1.270 mm)

0.87"
(22 mm)

0.94"
(24 mm)

0.05"
(1.3 mm) N/A 4.8 4.74 -0.2"

(-5.1 mm) 2.04 0.0392 6600 lb.f (29400 N) 1710 lb.f (7610 N) 5260 lb.f (23400 N) 838 lb.f (3730 N) Ea

LM11949 TMLM11949 N/A 0.7500" 
(19.050 mm)

0.6550" 
(16.637 mm)

0.050" 
(1.270 mm)

0.93"
(23.5 mm)

0.98"
(25 mm)

0.05"
(1.3 mm)

-0.01"
(-0.3 mm) 6.6 5.49 -0.22"

(-5.6 mm) 1.94 0.0441 8800 lb.f (39100 N) 2280 lb.f (10100 N) 7200 lb.f (32000 N) 1170 lb.f (5220 N) Ea

LM12749 TMLM12749 N/A 0.8656" 
(21.986 mm)

0.6550" 
(16.637 mm)

0.050" 
(1.270 mm)

1.02"
(26 mm)

1.08"
(27.5 mm)

0.04"
(1 mm)

0.01"
(0.3 mm) 8.2 6.98 -0.21"

(-5.3 mm) 1.91 0.048 8680 lb.f (38600 N) 2250 lb.f (10000 N) 7930 lb.f (35300 N) 1180 lb.f (5250 N) Ea

LM29749 TMLM29749 N/A 1.5" (38.1 mm) 0.7200" 
(18.288 mm)

0.09"
(2.290 mm)

1.67"
(42.5 mm)

1.83"
(46.5 mm)

0.07"
(1.8 mm)

0.01"
(0.3 mm) 20.4 15 -0.16" 

(-4.1 mm) 1.76 0.0666 10900 lb.f (48600 N) 2830 lb.f (12600 N) 13600 lb.f (60300 N) 1610 lb.f (7170 N) Ea

LM48548 TMLM48548 LM48500 1.3750" 
(34.925 mm)

0.7200" 
(18.288 mm)

0.14"
(3.600 mm)

1.63"
(41.5 mm)

1.89"
(48 mm)

0.08"
(2 mm)

0.01"
(0.3 mm) N/A N/A -0.15"

(-3.8 mm) 1.55 0.0666 14500 lb.f (64600 N) 3760 lb.f (16700 N) 14200 lb.f (63100 N) 2430 lb.f (10800 N) Ea

LM501349 TMLM501349 N/A 1.6250" 
(41.275 mm)

0.7800" 
(19.812 mm)

0.14"
(3.560 mm)

1.89"
(48 mm)

2.13"
(54 mm)

0.07"
(1.8 mm)

0.01" 
(0.3 mm) 23.3 13.3 -0.13"

(-3.3 mm) 1.46 0.0739 16800 lb.f (74800 N) 4360 lb.f (19400 N) 16700 lb.f (74200 N) 2980 lb.f (13300 N) Ea

LM603049 TMLM603049 N/A 1.7812" 
(45.242 mm)

0.7812" 
(19.842 mm)

0.14"
(3.560 mm)

2.05"
(52 mm)

2.28"
(58 mm)

0.08"
(2 mm)

0.03"
(0.8 mm) 26.4 14.4 -0.09"

(-2.3 mm) 1.37 0.0785 17200 lb.f (76300 N) 4450 lb.f (19800 N) 17500 lb.f (77900 N) 3250 lb.f (14500 N) Ea

LM67048 TMLM67048 LM67000 1.2500" 
(31.750 mm)

0.6600" 
(16.764 mm)

0.14"
(3.600 mm)

1.42"
(36 mm)

1.67"
(42.5 mm)

0.05"
(1.3 mm)

0.01"
(0.3 mm) 12.8 9.93 -0.12"

(-3 mm) 1.42 0.0612 10500 lb.f (46700 N) 2720 lb.f (12100 N) 10000 lb.f (44600 N) 1920 lb.f (8550 N) Ea

M12649 TMM12649 N/A 0.8437" 
(21.430 mm)

0.7200" 
(18.288 mm)

0.050" 
(1.270 mm)

1.08"
(27.5 mm)

1.16"
(29.5 mm)

0.07" 
(1.8 mm)

-0.01"
(-0.3 mm) 9.1 5.63 -0.25"

(-6.4 mm) 2.1 0.0479 11700 lb.f (52200 N) 3040 lb.f (13500 N) 9780 lb.f (43500 N) 1450 lb.f (6440 N) Ea

M86649 TMM86649 M86600 1.1875" 
(30.163 mm)

0.8438" 
(21.433 mm)

0.06"
(1.5 mm)

1.5"
(38 mm)

1.73"
(44 mm)

0.07"
(1.8 mm)

0.03"
(0.8 mm) 16.8 9.36 -0.13"

(-3.3 mm) 1.07 0.0736 13500 lb.f (60200 N) 3510 lb.f (15600 N) 16100 lb.f (71700 N) 3280 lb.f (14600 N) Ea

M88048 TMM88048 M88000 1.3125" 
(33.338 mm)

0.8750" 
(22.225 mm)

0.03"
(0.800 mm)

1.62"
(41.2 mm)

1.67"
(42.5 mm)

0.06"
(1.5 mm)

0.05"
(1.3 mm) N/A N/A -0.11"

(-2.8 mm) 1.07 0.0771 17100 lb.f (76300 N) 4450 lb.f (19800 N) 17400 lb.f (77400 N) 4160 lb.f (18500 N) Ea

Single Cones Tapered Roller Bearing, cont'd
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Power Transmission

Single Cups Tapered Roller Bearing
This is the most basic and most widely used type of tapered roller bearing. It consists of two main separable parts: the cone (inner ring) assembly and the cup (outer ring). 
It is typically mounted in opposing pairs on a shaft.

MFG# Sykes# Cup
Backface

Cup Backface
Backing Dia.

Cup Frontface
Backing Dia.

Cup Outer
Diameter

Cup
Width

Dynamic
Radial
Rating – C1

Dynamic
Radial
Rating – C90

Dynamic
Radial
Rating – Ca90

Geometry
Factor

Heat Generation
Factor (Rib-Roller End)

Heat Generation
Factor (Roller-Raceway)

ISO
Factor (Y)

ISO
Factor (e)

K
Factor Series

Static
Radial
Rating – C0

UOM

07196 TM07196 0.04"
(1.02 mm)

1.75"
(44.45 mm)

1.87"
(47.50 mm)

1.9687" 
(50.005 mm) 0.3750" (9.525 mm) 6540 lb.f (29100 N) 1700 lb.f (7550 N) 1170 lb.f (5190 N) 0.0509 7.07 7.6 1.49 0.4 1.45 07000 6650 lb.f (29600 N) Ea

07204 TM07204 0.050"
(1.27 mm)

1.77"
(44.96 mm)

1.91"
(48.51 mm)

2.0470" 
(51.994 mm) 0.5000" (12.700 mm) 6540 lb.f (29100 N) 1700 lb.f (7550 N) 1170 lb.f (5190 N) 0.0509 7.1 7.6 1.49 0.4 1.45 07000 6650 lb.f (29600 N) Ea

08231 TM08231 0.04"
(1.02 mm)

2.05"
(52.07 mm)

2.20"
(55.88 mm)

2.3125" 
(58.738 mm) 0.4219" (10.716 mm) 7130 lb.f (31700 N) 1850 lb.f (8220 N) 1500 lb.f (6670 N) 0.0601 10.6 10.7 1.27 0.47 1.23 08000 7880 lb.f (35000 N) Ea

09195 TM09195 0.050"
(1.27 mm)

1.65"
(41.91 mm)

1.79"
(44.50 mm)

1.9380" 
(49.225 mm) 0.5625" (14.288 mm) 9630 lb.f (42800 N) 2500 lb.f (11100 N) 1140 lb.f (5050 N) 0.0452 4.05 8 2.26 0.27 2.2 09000 9100 lb.f (40500 N) Ea

13621 TM13621 0.090"
(2.29 mm)

2.40"
(60.96 mm)

2.60"
(66.00 mm)

2.7170" 
(69.012 mm) 0.5938" (15.083 mm) 15100 lb.f (67200 N) 3920 lb.f (17400 N) 2700 lb.f (12000 N) 0.0713 N/A N/A 1.49 0.4 N/A 13600 15300 lb.f (67900 N) Ea

13836 TM13836 0.03"
(0.76 mm)

2.32"
(58.93 mm)

2.44"
(61.00 mm)

2.5625" 
(65.088 mm) 0.3750" (9.525 mm) 6100 lb.f (27200 N) 1580 lb.f (7040 N) 938 lb.f (4170 N) 0.0601 N/A N/A 1.73 0.35 N/A 13800 7430 lb.f (33000 N) Ea

14274 TM14274 0.130"
(3.3 mm)

2.32"
(58.93 mm)

2.52"
(63.00 mm)

2.7170" 
(69.012 mm) 0.6250" (15.875 mm) 12300 lb.f (54600 N) 3180 lb.f (14200 N) 2080 lb.f (9260 N) 0.0668 N/A N/A 1.57 0.38 N/A 14000 13900 lb.f (61700 N) Ea

14276 TM14276 0.050"
(1.27 mm)

2.36"
(59.94 mm)

2.52"
(63.00 mm)

2.7170" 
(69.012 mm) 0.6250" (15.875 mm) 12300 lb.f (54600 N) 3180 lb.f (14200 N) 2080 lb.f (9260 N) 0.0668 N/A N/A 1.57 0.38 N/A 14000 13900 lb.f (61700 N) Ea

15245 TM15245 0.050"
(1.27 mm)

2.17"
(55.12 mm)

2.30"
(58.42 mm)

2.4409" 
(61.999 mm) 0.5625" (14.288 mm) 13500 lb.f (59900 N) 3490 lb.f (15500 N) 2090 lb.f (9310 N) 0.0606 N/A N/A 1.71 0.35 N/A 15000 12100 lb.f (53900 N) Ea

15250 TM15250 0.050"
(1.27 mm)

2.20"
(55.88 mm)

2.34"
(59.44 mm)

2.5000" 
(63.500 mm) 0.6250" (15.875 mm) 13500 lb.f (59900 N) 3490 lb.f (15500 N) 2090 lb.f (9310 N) 0.0606 N/A N/A 1.71 0.35 N/A 15000 12100 lb.f (53900 N) Ea

25520 TM25520 0.03"
(0.76 mm)

2.91"
(73.91 mm)

3.05"
(77.00 mm)

3.2650" 
(82.931 mm) 0.7500" (19.050 mm) 20300 lb.f (90500 N) 5270 lb.f (23500 N) 3020 lb.f (13500 N) 0.0801 N/A N/A 1.79 0.33 N/A 25500 24900 lb.f (111000 N) Ea

2720 TM2720 0.130" 
(3.3 mm)

2.60"
(66.04 mm)

2.80"
(71.10 mm)

3"
(76.2 mm) 0.7500" (19.050 mm) 19500 lb.f (86900 N) 5060 lb.f (22500 N) 2630 lb.f (11700 N) 0.0725 N/A N/A 1.98 0.3 N/A 2700 23000 lb.f (102000 N) Ea

362A TM362A 0.050"
(1.27 mm)

3.19"
(81.03 mm)

3.34"
(84.10 mm)

3.5000" 
(88.900 mm) 0.6501" (16.513 mm) 22900 lb.f (102000 N) 5930 lb.f (26400 N) 3250 lb.f (14400 N) 0.0773 N/A N/A 1.88 0.32 N/A 365 21500 lb.f (95800 N) Ea

3720 TM3720 0.130"
(3.3 mm)

3.23"
(82.04 mm)

3.50"
(87.90 mm)

3.6718" 
(93.264 mm) 0.9375" (23.813 mm) 23400 lb.f (10400 N) 6070 lb.f (27000 N) 3520 lb.f (15700 N) 0.0903 N/A N/A 1.77 0.34 N/A 3700 22700 lb.f (101000 N) Ea

382A TM382A 0.03"
(0.76 mm)

3.50"
(88.90 mm)

3.66"
(92.96 mm)

3.8125" 
(96.838 mm) 0.6250" (15.875 mm) 24200 lb.f (108000 N) 6280 lb.f (28000 N) 3810 lb.f (16900 N) 0.0859 N/A N/A 1.69 0.35 N/A 385 24100 lb.f (107000 N) Ea

3920 TM3920 0.130"
(3.3 mm)

3.90"
(99.06 mm)

4.18"
(106.17 mm)

4.4375" 
(112.713 mm) 0.9375" (23.813 mm) 22200 lb.f (98900 N) 5760 lb.f (25600 N) 3970 lb.f (17600 N) 0.109 N/A N/A 1.49 0.4 N/A 3900 28100 lb.f (125000 N) Ea

A4138 TMA4138 0.050"
(1.27 mm)

1.14"
(28.96 mm)

1.28"
(32.51 mm)

1.3775" 
(34.989 mm) 0.3437" (8.730 mm) 2960 lb.f (13200 N) 767 lb.f (3410 N) 594 lb.f (2640 N) 0.0355 N/A N/A 1.32 0.45 N/A A4000 2580 lb.f (11500 N) Ea

A6157 TMA6157 0.050"
(1.27 mm)

1.34"
(34.04 mm)

1.48"
(37.59 mm)

1.5745" 
(39.992 mm) 0.3750" (9.525 mm) 3020 lb.f (13400 N) 782 lb.f (3480 N) 705 lb.f (3140 N) 0.0404 N/A N/A 1.14 0.53 N/A A6000 2770 lb.f (12300 N) Ea

HM212011 TMHM212011 0.130"
(3.3 mm)

4.25"
(107.95 mm)

4.60"
(116.10 mm)

4.8125" 
(122.238 mm) 1.1700" (29.718 mm) 60000 lb.f (267000 N) 15600 lb.f (69200 N) 8990 lb.f (40000 N) 0.0759 N/A N/A 1.78 0.34 N/A HM212000 62700 lb.f (279000 N) Ea

 SINGLE CUPS TAPERED ROLLER BEARING
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Power Transmission

MFG# Sykes# Cup
Backface

Cup Backface
Backing Dia.

Cup Frontface
Backing Dia.

Cup Outer
Diameter

Cup
Width

Dynamic
Radial
Rating – C1

Dynamic
Radial
Rating – C90

Dynamic
Radial
Rating – Ca90

Geometry
Factor

Heat Generation
Factor (Rib-Roller End)

Heat Generation
Factor (Roller-Raceway)

ISO
Factor (Y)

ISO
Factor (e)

K
Factor Series

Static
Radial
Rating – C0

UOM

JL69310 TMJL69310 0.050"
(1.27 mm)

2.20"
(55.88 mm)

2.40"
(60.96 mm)

2.4803" 
(63.000 mm) 0.5315" (13.500 mm) 11500 lb.f (51000 N) 2970 lb.f (13200 N) 2120 lb.f (9410 N) 0.0692 15 18.4 1.44 0.42 1.4 L69300 12400 lb.f (55000 N) Ea

JLM104910 TMJLM104910 0.02"
(0.51 mm)

2.99"
(75.95 mm)

3.11"
(78.00 mm)

3.2283" 
(82.000 mm) 0.6693" (17.000 mm) 21700 lb.f (96300 N) 5610 lb.f (25000 N) 2930 lb.f (13000 N) 0.0801 19.3 38.8 1.97 0.31 1.91 LM104900 23400 lb.f (104000 N) Ea

JLM506810 TMJLM506810 0.02"
(0.51 mm)

3.23"
(82.04 mm)

3.40"
(86.40 mm)

3.5433" 
(90.000 mm) 0.7283" (18.500 mm) 24500 lb.f (109000 N) 6340 lb.f (28200 N) 4370 lb.f (19400 N) 0.0925 20.4 45.6 1.49 0.4 1.45 LM506800 27600 lb.f (123000 N) Ea

L21511 TML21511 0.050"
(1.27 mm)

1.14"
(28.96 mm)

1.32"
(33.50 mm)

1.3775" 
(34.989 mm) 0.3430" (8.712 mm) 3230 lb.f (14300 N) 836 lb.f (3720 N) 456 lb.f (2030 N) 0.0348 N/A N/A 1.88 0.32 N/A L21500 3130 lb.f (13900 N) Ea

L44610 TML44610 0.050"
(1.27 mm)

1.75"
(44.45 mm)

1.87"
(47.50 mm)

1.9800" 
(50.292 mm) 0.4200" (10.668 mm) 8010 lb.f (35600 N) 2080 lb.f (9230 N) 1330 lb.f (5910 N) 0.0526 N/A N/A 1.6 0.37 N/A L44600 7400 lb.f (32900 N) Ea

L68110 TML68110 0.050"
(1.27 mm)

2.09"
(53.09 mm)

2.24"
(55.90 mm)

2.3280" 
(59.131 mm) 0.4700" (11.938 mm) 10200 lb.f (45500 N) 2650 lb.f (11800 N) 1890 lb.f (8400 N) 0.0657 N/A N/A 1.44 0.42 N/A L68100 11000 lb.f (48700 N) Ea

L68111 TML68111 0.050" 
(1.27 mm)

2.09"
(53.09 mm)

2.24"
(55.90 mm)

2.3612" 
(59.974 mm) 0.4700" (11.938 mm) 10200 lb.f (45500 N) 2650 lb.f (11800 N) 1890 lb.f (8400 N) 0.0657 N/A N/A 1.44 0.42 N/A L68100 11000 lb.f (48700 N) Ea

LM102910 TMLM102910 0.03"
(0.76 mm)

2.68"
(68.07 mm)

2.80"
(71.10 mm)

2.8910" 
(73.431 mm) 0.6200" (15.748 mm) 16400 lb.f (72900 N) 4250 lb.f (18900 N) 2220 lb.f (9870 N) 0.0744 N/A N/A 1.97 0.31 N/A LM102900 18400 lb.f (81800 N) Ea

LM104911 TMLM104911 0.050"
(1.27 mm)

2.95"
(74.93 mm)

3.11"
(78.00 mm)

3.2500" 
(82.550 mm) 0.6500" (16.510 mm) 21700 lb.f (96300 N) 5610 lb.f (25000 N) 2930 lb.f (13000 N) 0.0801 N/A N/A 1.97 0.31 N/A LM104900 23400 lb.f (104000 N) Ea

LM11710 TMLM11710 0.050"
(1.27 mm)

1.34"
(34.04 mm)

1.48"
(37.59 mm)

1.5700" 
(39.878 mm) 0.4200" (10.668 mm) 6600 lb.f (29400 N) 1710 lb.f (7610 N) 838 lb.f (3730 N) 0.0392 N/A N/A 2.1 0.29 N/A LM11700 5260 lb.f (23400 N) Ea

LM11910 TMLM11910 0.050"
(1.27 mm)

1.56"
(39.62 mm)

1.65"
(41.90 mm)

1.7810" 
(45.237 mm) 0.4750" (12.065 mm) 8800 lb.f (39100 N) 2280 lb.f (10100 N) 1170 lb.f (5190 N) 0.0441 N/A N/A 2 0.3 N/A LM11900 7200 lb.f (32000 N) Ea

LM12710 TMLM12710 0.050"
(1.27 mm)

1.56"
(39.62 mm)

1.67"
(42.40 mm)

1.7810" 
(45.237 mm) 0.4750" (12.065 mm) 8680 lb.f (38600 N) 2250 lb.f (10000 N) 1180 lb.f (5250 N) 0.048 N/A N/A 1.96 0.31 N/A LM12700 7930 lb.f (35300 N) Ea

LM12711 TMLM12711 0.050"
(1.27 mm)

1.57"
(39.88 mm)

1.69"
(42.93 mm)

1.8100" 
(45.974 mm) 0.4750" (12.065 mm) 8680 lb.f (38600 N) 2250 lb.f (10000 N) 1180 lb.f (5250 N) 0.048 N/A N/A 1.96 0.31 N/A LM12700 7930 lb.f (35300 N) Ea

LM29710 TMLM29710 0.050"
(1.27 mm)

2.32"
(58.93 mm)

2.46"
(62.00 mm)

2.5625" 
(65.088 mm) 0.5500" (13.970 mm) 10900 lb.f (48600 N) 2830 lb.f (12600 N) 1610 lb.f (7170 N) 0.0666 N/A N/A 1.8 0.33 N/A LM29700 13600 lb.f (60300 N) Ea

LM48510 TMLM48510 0.050"
(1.27 mm)

2.28"
(57.91 mm)

2.44"
(61.00 mm)

2.5625" 
(65.088 mm) 0.5500" (13.970 mm) 14500 lb.f (64600 N) 3760 lb.f (16700 N) 2430 lb.f (10800 N) 0.0666 N/A N/A 1.59 0.38 N/A LM48500 14200 lb.f (63100 N) Ea

LM501310 TMLM501310 0.03"
(0.76 mm)

2.64"
(67.06 mm)

2.80"
(71.10 mm)

2.8910" 
(73.431 mm) 0.5800" (14.732 mm) 16800 lb.f (74800 N) 4360 lb.f (19400 N) 2980 lb.f (13300 N) 0.0739 N/A N/A 1.5 0.4 N/A LM501300 16700 lb.f (74200 N) Ea

LM603011 TMLM603011 0.03"
(0.76 mm)

2.8"
(71.12 mm)

2.94"
(74.68 mm)

3.0625" 
(77.788 mm) 0.5937" (15.080 mm) 17200 lb.f (76300 N) 4450 lb.f (19800 N) 3250 lb.f (14400 N) 0.0785 N/A N/A 1.41 0.43 N/A LM603000 17500 lb.f (77900 N) Ea

LM67010 TMLM67010 0.050"
(1.27 mm)

2.05"
(52.07 mm)

2.24"
(55.90 mm)

2.3280" 
(59.131 mm) 0.4650" (11.811 mm) 10500 lb.f (46700 N) 2720 lb.f (12100 N) 1920 lb.f (8550 N) 0.062 N/A N/A 1.46 0.41 N/A LM67000 10000 lb.f (44600 N) Ea

M12610 TMM12610 0.050"
(1.27 mm)

1.73"
(43.94 mm)

1.83"
(46.48 mm)

1.9687" 
(50.005 mm) 0.5500" (13.970 mm) 11700 lb.f (52200 N) 3040 lb.f (13500 N) 1450 lb.f (6440 N) 0.0479 N/A N/A 2.16 0.28 N/A M12600 9780 lb.f (43500 N) Ea

M86610 TMM86610 0.06"
(1.52 mm)

2.13"
(54.10 mm)

2.40"
(60.96 mm)

2.5312" 
(64.292 mm) 0.6563" (16.670 mm) 13500 lb.f (60200 N) 3510 lb.f (15600 N) 3280 lb.f (14600 N) 0.0736 N/A N/A 1.1 0.55 N/A M86600 16100 lb.f (71700 N) Ea

M88010 TMM88010 0.06"
(1.52 mm)

2.28"
(57.91 mm)

2.60"
(66.00 mm)

2.6875" 
(68.263 mm) 0.6875" (17.463 mm) 17100 lb.f (76300 N) 4450 lb.f (19800 N) 4160 lb.f (18500 N) 0.0771 N/A N/A 1.1 0.55 N/A M88000 17400 lb.f (77400 N) Ea

Single Cups Tapered Roller Bearing, cont'd
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Power Transmission

Accu-Link® Adjustable Link V-Belt
Made of several links assembled together. Adjust length by modifying the number of links. Links are made with a polyurethane 
material, reinforced by a multilayer woven polyester fabric. State-of-the-art manufacturing produces a high-quality link design which 
yields superior performance. Accu-Link is precision ground for a smooth side edge and section, which leads to a smooth, silent, low 
vibrating belt.
• Assembled without tools and in a matter of seconds
• Adapt to any length; can be installed open and closed afterwards
• With one roll of Accu-Link it is possible to get any length of classical V-belts; with one roll per section, inventories will be much 

smaller, easier and less expensive to manage
• Power ratings similar to classical V-belts
• Can withstand salt, chemicals, oils and grease 
• Wide temperature range: -25° C/+80° C (-13° F/176° F)
• Suited for harsh environments where it can outlast standard rubber V-belts
• Independent link design means Accu-Link runs quieter and smoother than a classical V-belt
• Applications: marine industry; air handling; metal and wood working machines; poultry industry; agriculture; rolling conveyor; glass industry; tiles and marble conveyor

 ACCU-LINK® ADJUSTABLE LINK V-BELT

MFG# Sykes# Description Length Weight per Foot UOM

A-Link-5 BTAFPT Accu-Link V-belt 5' 0.06 lb. Ea
B-Link-6 BTBFPT Accu-Link V-belt 6' 0.09 lb. Ea

HPT Belt
Molded, shear resistance teeth designed to provide smooth positive engagement with gear belt pulleys. High tensile, specially treated cords 
to provide strength and additional flex life while providing resistance to elongation for the belt. Compression section bonds to belt cords for 
protections against dirt, grease, oil, ozone, and other environmental hazards. Dual timing belts can provide 100% load capacity form either side.  HPT BELT

MFG# Sykes# Description Material Outside
Diameter

Belt
Width

Number
of Teeth Pitch Belt

Section
Maximum
Operating
Temperature

UOM

B10408M50 BTB10408M50 B10408M50
8M Section HPT belt Neoprene 1040 mm 50 mm 130 8 mm 8M 180 °F (82.2 °C) Ea

Hi-Power® Double-V Belt
Designed with a unique recessed top and bottom to maintain sidewall contact, while remaining flexible for belt drive applications that require 
power transmission from both sides of the belt. Use for all industrial serpentine applications that require rotation reversal on some driven 
shafts. It uses flex-bonded tensile cords, which are highly resistant to flexing forces, and a protective Flex-Weave® cover. Ideal for “serpentine” 
drives (drives with counter rotating shafts) where power is transmitted from both the top and the bottom of the belts. Gates curves provide proper cord support and full 
contact with the sheave-groove for uniform loading, uniform wear, and increased belt life. Flex-Bonded cords are strongly bonded to the body of the belt resulting in equal 
load distribution and the absorption of bending stress without cord deterioration. Applications: all industrial serpentine applications requiring rotation reversal on some 
driven shafts. Recommended for Multi-Duty® sheaves.
• Composite, multi-purpose construction and resistance in tough operating environments, with a two-belt Dubl-V construction for added stability and durability on your 

serpentine drives with one or more reverse bends
• The Flex-Weave® cover is a patented construction for longer cover life, providing extended protection to the core of the belt from oil, dirt and heat
• Static conductive (ISO 1813) and can as such be used in the conditions described in the Directive 2014/34/EU- ATEX
• Match system: All sizes meet Gates UNISET tolerances, they can be installed without matching
• Meets RMA oil- and heat-resistant standards and static conductivity requirements
• Dubl-V belts are available in AA, BB, CC and DD cross sections
• Hi-Power® Dubl-V DD not included in UNISET tolerances
• Temperature Range: -30° C to +60° C (-22° F to +140° F)
• Lower transmission from both sides of the belt
• Suitable for dirty/dusty environments
• The Flex-bonded cords, supported by our patented, highly protective Flex-Weave® cover, work together to create a strong, durable double-v profile belt with an extreme 

resistance to damaging flexing forces
• False notch
• Gates proprietary compound material

 HI-POWER® DOUBLE-V BELT

MFG# Sykes# Description Angle Cross
Section

Effective
Length

Outside
Circumference Thickness Top

Width UOM

90520068 BTAA-68 AA-68 Hi-Power Double-V belt 36° AA 70.1" (1781 mm) 71.48" (1816 mm) 0.41" (10 mm) 0.51" (13 mm) Ea

90520090 BTAA-90 AA-90 Hi-Power Double-V belt 36° AA 92.1" (2339 mm) 93.48" (2374 mm) 0.41" (10 mm) 0.51" (13 mm) Ea

90530158 BTBB158 BB-158 Hi-Power Double-V belt 36° BB 160.9" (4087 mm) 162.67" (4132 mm) 0.53" (14 mm) 0.65" (16 mm) Ea
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PowerGrip® Timing Belt
Classical synchronous timing belts offer a maintenance-free, economical, and OE quality solution for your conventional timing 
drives such as chains and gears. Application range extends from minimum drives (computer printers) to heavy-duty machinery (oil 
pumps, etc.). Trapezoidal tooth profile makes this belt well suited for use in positioning applications. Fiberglass tensile cord provides high strength, excellent flex life and 
high resistance to elongation. Neoprene body provides protection against grime, grease, oil, moisture and other contaminants. Nylon tooth facing provides a durable wear 
surface for long service life. Recommended for PowerGrip Timing Pulleys.
• Manufactured with durable and reinforced rubber compounds (HSN) to provide wide ranging tolerance to temperature extremes
• Eliminates lubrication and re-tensioning to reduce maintenance and labor required on drives
• Precisely formed and accurately spaced elastomeric teeth ensure correct engagement with the pulley grooves
• Power transmission of up to 150 kW and speeds of up to 10,000 rpm
• Temperature Range: -30° C to +100° C (-22° F to +212° F)
• Wide range of load capacities and speed ratios
• Peripheral speed up to 80 m/s
• Positive slip-proof engagement
• Belts conform to ISO19347:2015
• Constant angular velocity
• Efficiencies up to 99%
• Available in MXL, XL, L, H, XH, XXH pitch

 POWERGRIP® TIMING BELT

MFG# Sykes# Description Sizes Number
of Teeth Pitch Pitch

Length UOM

92574100 BT507XH200 507XH200 PowerGrip timing belt 50.75" x 2" 58 0.875" 50.75" Ea
92572117 BT510L050 510L050 PowerGrip timing belt 51" x 0.5" 136 0.375" 51" Ea
92573410 BT540H200 540H200 PowerGrip timing belt 54" x 2" 108 0.5" 54" Ea
92573510 BT540H300 540H300 PowerGrip timing belt 54" x 3" 108 0.5" 54" Ea
92573211 BT570H100 570H100 PowerGrip timing belt 57" x 1" 114 0.5" 57" Ea
92573212 BT600H100 600H100 PowerGrip timing belt 60" x 1" 120 0.5" 60" Ea
92573213 BT630H100 630H100 PowerGrip timing belt 63" x 1" 126 0.5" 63" Ea
92573214 BT660H100 660H100 PowerGrip timing belt 66" x 1" 132 0.5" 66" Ea
92573314 BT660H150 660H150 PowerGrip timing belt 66" x 1.5" 132 0.5" 66" Ea
92573315 BT700H150 700H150 PowerGrip timing belt 70" x 1.5" 140 0.5" 70" Ea
92574103 BT700XH200 700XH200 PowerGrip timing belt 70" x 2" 80 0.875" 70" Ea
92573217 BT800H100 800H100 PowerGrip timing belt 80" x 1" 160 0.5" 80" Ea
92573218 BT850H100 850H100 PowerGrip timing belt 85" x 1" 170 0.5" 85" Ea

Tri-Power® V-Belt
Built for superior performance on heavy-duty drives of classical cross-section. Raw edge construction and special notch design 
makes the Tri-Power belt especially suited for drives requiring small diameter pulleys and back idlers. The patented ethylene EPDM compound construction allows the 
belt to resist cracking and handle extreme temperatures. Belt edge is machined for even sheave groove contact, resulting in smoother running, less slip and wear. Cross-
oriented, fiber-loaded rubber compound for flexibility and stability. Temperature Range: -50° C to +120° C (-58° F to +248° F).

• Flex-Bonded tensile cords are strongly forged to the body of the belt, resulting in equal load distribution with absorption of bending stress and separation without cord 
deterioration
• Notches molded into the belt during manufacturing increase flexibility, making this belt well suited for drives with smaller diameter sheaves
• Tri-Power belts are available in AX, BX, and CX sizes
• Featuring a composite, multi-purpose construction, Gates® heavy-duty Tri-Power® Belts resist oil, heat, contaminants, tensile and flexing forces, fatigue, and shock loads
• Proprietary EPDM belt material combats self-igniting, meaning belt won’t catch fire from heat build-up, even with severe slippage
• True notch
• Gates ethylene compound material

 TRI-POWER® V-BELT

MFG# Sykes# Description Angle Cross
Section

Effective
Length

Outside
Circumference Thickness Top

Width UOM

90122037 BTAX-37 AX-37 Tri-Power V-belt 38° AX 39.1" (993 mm) 39.29" (998 mm) 0.35" (9 mm) 0.48" (12 mm) Ea
90132033 BTBX-33 BX-33 Tri-Power V-belt 40° BX 36.09" (917 mm) 36.3" (922 mm) 0.44" (11 mm) 0.62" (16 mm) Ea
90132056 BTBX-56 BX-56 Tri-Power V-belt 40° BX 58.85" (1495 mm) 59.1" (1501 mm) 0.44" (11 mm) 0.62" (16 mm) Ea
90132058 BTBX-58 BX-58 Tri-Power V-belt 40° BX 60.85" (1546 mm) 61.09" (1552 mm) 0.44" (11 mm) 0.62" (16 mm) Ea
90132068 BTBX-68 BX-68 Tri-Power V-belt 40° BX 70.96" (1802 mm) 71.22" (1809 mm) 0.44" (11 mm) 0.62" (16 mm) Ea
90132095 BTBX-95 BX-95 Tri-Power V-belt 40° BX 97.92" (2487 mm) 98.22" (2495 mm) 0.44" (11 mm) 0.62" (16 mm) Ea

Power Transmission
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Power Transmission

3VX Super HC® V-Belt
High horsepower solution for power transmission applications constrained by drive weight or physical space. Provides a superior 
combination of flex and load-carrying capacity, transmitting up to 3x the horsepower versus comparably sized belts. Belts put more power where high speeds, high speed 
ratios or small pulley diameters are required, offering significant benefits over classical section V-belts. Highly recommended for use on all industrial heavy-duty, narrow 
section V-belt drives. With an increased transmission efficiency this belt allows for a more compact and highly economical drive design. Flex-bonded tensile cords are 
vulcanized as one solid unit making the belt highly resistant to tensile and flexing forces, fatigue and shock loads. Precision-ground straight sidewalls give a uniform 
wedging action and ensure the belt fits correctly in the pulley grooves. Molded notches reduce and evenly distribute thermal and bending stresses. Applications: all 
industrial applications, particularly where space, weight and horsepower capacity are critical. Recommended for Super HC® sheaves.

• Flex-Bonded Cords adhere strongly to the body of the belt, resulting in equal load distribution and absorption of bending stress without cord deterioration
• Machined belt edge provides maximum sheave groove contact for even wear and extended belt life
• Proprietary Flex-Weave® cover protects the belt’s interior from oil, contaminants, and heat
• Promotes smoother, quieter operation, with less slippage and belt wear
• Elastomeric compound protects the belt against heat, ozone and sunlight
• Even with severe slippage, the belt will not catch fire from heat build-up
• Improved belt life reducing expensive maintenance time
• Optimally constructed for small sheave diameter drives
• The molded notch pattern also reduces noise
• Patented Ethylene Material construction
• Temperature Range: -30° C to +60° C (-70° F to +250° F)
• More compact design compared to classical section V-belts
• Cost and space savings by reducing size of pulleys, bearings, guards and mounts
• Match system: all sizes meet Gates UNISET tolerances, they can be installed without matching
• Static conductive (ISO 1813) and can as such be used in the conditions described in the Directive 2014/34/EU- ATEX
• REACH and RoHS 2 compliant
• True notch
• Gates ethylene compound material
• 3VX Cross section

 3VX SUPER HC® V-BELT

MFG# Sykes# Description Angle Effective
Length

Outside
Circumference Thickness Top Width UOM

94120315 BT3V-315 3VX315 Super HC V-belt 44° 31.67" (804 mm) 32.1" (815 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94120335 BT3V-335 3VX335 Super HC V-belt 44° 33.69" (856 mm) 34.12" (867 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94120355 BT3V-355 3VX355 Super HC V-belt 44° 35.69" (906 mm) 36.12" (917 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94120375 BT3V-375 3VX375 Super HC V-belt 44° 37.69" (957 mm) 38.13" (969 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94120400 BT3V-400 3VX400 Super HC V-belt 44° 40.19" (1021 mm) 40.63" (1032 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94120425 BT3V-425 3VX425 Super HC V-belt 44° 42.69" (1084 mm) 43.14" (1096 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94120450 BT3V-450 3VX450 Super HC V-belt 44° 45.19" (1148 mm) 45.64" (1159 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94120475 BT3V-475 3VX475 Super HC V-belt 44° 47.68" (1211 mm) 48.14" (1223 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94120500 BT3V-500 3VX500 Super HC V-belt 44° 50.18" (1275 mm) 50.65" (1287 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94120530 BT3V-530 3VX530 Super HC V-belt 44° 53.18" (1351 mm) 53.66" (1363 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94120560 BT3V-560 3VX560 Super HC V-belt 44° 56.18" (1427 mm) 56.67" (1439 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94120600 BT3V-600 3VX600 Super HC V-belt 44° 60.18" (1529 mm) 60.68" (1541 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94120630 BT3V-630 3VX630 Super HC V-belt 44° 63.18" (1605 mm) 63.68" (1617 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94120670 BT3V-670 3VX670 Super HC V-belt 44° 67.19" (1707 mm) 67.7" (1720 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94120710 BT3V-710 3VX710 Super HC V-belt 44° 71.08" (1805 mm) 71.6" (1819 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94120750 BT3V-750 3VX750 Super HC V-belt 44° 75.06" (1906 mm) 75.59" (1920 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94120800 BT3V-800 3VX800 Super HC V-belt 44° 80.25" (2038 mm) 80.79" (2052 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94120850 BT3V-850 3VX850 Super HC V-belt 44° 85.18" (2164 mm) 85.74" (2178 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94120900 BT3V-900 3VX900 Super HC V-belt 44° 90.34" (2295 mm) 90.91" (2309 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94120950 BT3V-950 3VX950 Super HC V-belt 44° 95.22" (2419 mm) 95.8" (2433 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94121000 BT3V1000 3VX1000 Super HC V-belt 44° 99.96" (2539 mm) 100.55" (2554 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94121120 BT3V1120 3VX1120 Super HC V-belt 44° 111.98" (2844 mm) 112.59" (2860 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94121250 BT3V1250 3VX1250 Super HC V-belt 44° 124.99" (3175 mm) 125.64" (3191 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94121320 BT3V1320 3VX1320 Super HC V-belt 44° 131.81" (3348 mm) 132.48" (3365 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

94121400 BT3V1400 3VX1400 Super HC V-belt 44° 139.84" (3552 mm) 140.52" (3569 mm) 0.33" (8 mm) 0.38" (10 mm) Ea

5VX Super HC® V-Belt
High horsepower solution for power transmission applications constrained by drive weight or physical space. Provides a superior 
combination of flex and load-carrying capacity, transmitting up to 3x the horsepower versus comparably sized belts. Belts put more power where high speeds, high speed 
ratios or small pulley diameters are required, offering significant benefits over classical section V-belts. Highly recommended for use on all industrial heavy-duty, narrow 
section V-belt drives. With an increased transmission efficiency this belt allows for a more compact and highly economical drive design. Flex-bonded tensile cords are 
vulcanized as one solid unit making the belt highly resistant to tensile and flexing forces, fatigue and shock loads. Precision-ground straight sidewalls give a uniform 
wedging action and ensure the belt fits correctly in the pulley grooves. Molded notches reduce and evenly distribute thermal and bending stresses. Applications: all 
industrial applications, particularly where space, weight and horsepower capacity are critical. Recommended for Super HC® sheaves.

• Flex-Bonded Cords adhere strongly to the body of the belt, resulting in equal load distribution and absorption of bending stress without cord deterioration
• Machined belt edge provides maximum sheave groove contact for even wear and extended belt life
• Proprietary Flex-Weave® cover protects the belt’s interior from oil, contaminants, and heat
• Promotes smoother, quieter operation, with less slippage and belt wear
• Elastomeric compound protects the belt against heat, ozone and sunlight
• Even with severe slippage, the belt will not catch fire from heat build-up
• Improved belt life reducing expensive maintenance time
• Optimally constructed for small sheave diameter drives
• Molded notch pattern also reduces noise
• Patented Ethylene Material construction
• Temperature Range: -30° C to +60° C (-70° F to +250° F)
• More compact design compared to classical section V-belts
• Cost and space savings by reducing size of pulleys, bearings, guards and mounts
• Match system: all sizes meet Gates UNISET tolerances, they can be installed without matching
• Static conductive (ISO 1813) and can as such be used in the conditions described in the Directive 2014/34/EU- ATEX
• REACH and RoHS 2 compliant
• Gates® Super HC® Molded Notch Belts are constructed from a patented ethylene material that provides high temperature tolerance and exceptional strength. This enables 

our belts to deliver more horsepower, up to three times more, in less space, making them extremely versatile for a variety of manufacturing and field power transmission 
applications

• True notch
• Gates ethylene compound material
• 5VX Cross section

 5VX SUPER HC® V-BELT

MFG# Sykes# Description Angle Effective Length Outside 
ircumference Thickness Top Width UOM

94140550 BT5V-550 5VX-550 Super HC V-belt 41° 54.98" (1396 mm) 55.34" (1406 mm) 0.53" (13 mm) 0.59" (15 mm) Ea

94140710 BT5V-710 5VX-710 Super HC V-belt 41° 71" (1803 mm) 71.38" (1813 mm) 0.53" (13 mm) 0.59" (15 mm) Ea

94140750 BT5V-750 5VX-750 Super HC V-belt 41° 75" (1905 mm) 75.39" (1915 mm) 0.53" (13 mm) 0.59" (15 mm) Ea

94140800 BT5V-800 5VX-800 Super HC V-belt 41° 80.05" (2033 mm) 80.44" (2043 mm) 0.53" (13 mm) 0.59" (15 mm) Ea

94140850 BT5V-850 5VX-850 Super HC V-belt 41° 85.05" (2160 mm) 85.45" (2170 mm) 0.53" (13 mm) 0.59" (15 mm) Ea

94140900 BT5V-900 5VX-900 Super HC V-belt 41° 90" (2286 mm) 90.41" (2296 mm) 0.53" (13 mm) 0.59" (15 mm) Ea

94140950 BT5V-950 5VX-950 Super HC V-belt 41° 95.01" (2413 mm) 95.42" (2424 mm) 0.53" (13 mm) 0.59" (15 mm) Ea

94140960 BT5V-960 5VX-960 Super HC V-belt 41° 96.03" (2439 mm) 96.44" (2450 mm) 0.53" (13 mm) 0.59" (15 mm) Ea

94141000 BT5V1000 5VX-1000 Super HC V-belt 41° 100.05" (2541 mm) 100.47" (2552 mm) 0.53" (13 mm) 0.59" (15 mm) Ea

94141060 BT5V1060 5VX-1060 Super HC V-belt 41° 106.05" (2694 mm) 106.48" (2705 mm) 0.53" (13 mm) 0.59" (15 mm) Ea

94141120 BT5V1120 5VX-1120 Super HC V-belt 41° 112.05" (2846 mm) 112.49" (2857 mm) 0.53" (13 mm) 0.59" (15 mm) Ea

94141180 BT5V1180 5VX-1180 Super HC V-belt 41° 118.05" (2998 mm) 118.5" (3010 mm) 0.53" (13 mm) 0.59" (15 mm) Ea

94141250 BT5V1250 5VX-1250 Super HC V-belt 41° 125.05" (3176 mm) 125.51" (3188 mm) 0.53" (13 mm) 0.59" (15 mm) Ea

94141320 BT5V1320 5VX-1320 Super HC V-belt 41° 132.24" (3359 mm) 132.71" (3371 mm) 0.53" (13 mm) 0.59" (15 mm) Ea

94141400 BT5V1400 5VX-1400 Super HC V-belt 41° 140.26" (3563 mm) 140.74" (3575 mm) 0.53" (13 mm) 0.59" (15 mm) Ea
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Power Transmission

Hi-Power® V-Belt
The wrapped classical section Hi-Power® V-belt has a long reputation for reliability on agricultural and industrial applications. The 
arched top provides superior strength to prevent “dishing” and distortion of the tensile section. The cords are properly aligned, 
each of them carrying its full share of the load. Arched top, concave sidewalls and rounded corners provide uniform tensile loading 
and uniform pulley sidewall contact for excellent belt service life and reduced pulley wear. The vulcanized Flex-bonded tensile 
cords provide superior resistance to tensile and flexing forces, fatigue and shock loads. The Flex Weave oil- and heat-resistant 
cover protects the belt core from the toughest environments. Applications: all industrial applications, including v-flat drives. 
Recommended for Multi-Duty® sheaves.
• Featuring a composite, multi-purpose construction, Gates® Hi-Power® II Belts resist oil, heat, ozone, sunlight, weather, and aging
• Flex-Bonded Cords are strongly bound to the body of the belt, resulting in equal load distribution and absorption of bending stress without cord deterioration
• Gates® Curves provide proper cord support and full contact with the sheave-groove for uniform loading, uniform wear, and increased belt life
• The Flex-Weave® Cover is constructed for longer cover life, providing extended protection to the core of the belt from oil, dirt, and heat
• Static conductive (ISO 1813) and can as such be used in the conditions described in the Directive 2014/34/EU- ATEX
• Belt Edge is machined for even sheave groove contact, resulting in smoother running and less slip and wear
• Match system: All sizes meet Gates UNISET tolerances, they can be installed without matching
• Meets RMA oil- and heat-resistant standards and static conductivity requirements
• High-quality rubber compound protects the belt against heat, ozone and sunlight
• The belt will not catch fire from heat buildup, even with severe slippage
• Long belt life reducing replacement and maintenance costs
• Temperature Range: -30° C to +60° C (-22° F to +140° F)
• Excellent performance/cost ratio
• REACH and RoHS 2 compliant
• Gates® Flex-Weave® oil- and heat-resistant cover is designed with built-in static connectivity to protect your belt core from the toughest operating environments
• The proprietary, woven Flex-Weave® fabric increases the angle facing the direction of pull, developing even less stress for a given amount of bending
• False notch
• Gates proprietary compound material

 HI-POWER® V-BELT

MFG# Sykes# Description Angle Cross Section Effective Length Outside Circumference Thickness Top Width UOM
90022028 BTA-28 A-28 Hi-Power V-belt 37° A 29.96" (761 mm) 30.22" (768 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022029 BTA-29 A-29 Hi-Power V-belt 37° A 30.96" (786 mm) 31.22" (793 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022030 BTA-30 A-30 Hi-Power V-belt 37° A 31.95" (812 mm) 32.22" (818 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022031 BTA-31 A-31 Hi-Power V-belt 37° A 32.95" (837 mm) 33.22" (844 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022032 BTA-32 A-32 Hi-Power V-belt 37° A 33.94" (862 mm) 34.22" (869 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022033 BTA-33 A-33 Hi-Power V-belt 37° A 34.94" (887 mm) 35.22" (895 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022034 BTA-34 A-34 Hi-Power V-belt 37° A 35.94" (913 mm) 36.22" (920 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022035 BTA-35 A-35 Hi-Power V-belt 38° A 36.97" (939 mm) 37.22" (945 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022036 BTA-36 A-36 Hi-Power V-belt 38° A 37.97" (964 mm) 38.22" (971 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022037 BTA-37 A-37 Hi-Power V-belt 37° A 38.96" (990 mm) 39.22" (996 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022038 BTA-38 A-38 Hi-Power V-belt 38° A 40.1" (1019 mm) 40.22" (1022 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022039 BTA-39 A-39 Hi-Power V-belt 38° A 40.96" (1040 mm) 41.22" (1047 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022040 BTA-40 A-40 Hi-Power V-belt 38° A 41.95" (1066 mm) 42.22" (1072 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022041 BTA-41 A-41 Hi-Power V-belt 38° A 42.95" (1091 mm) 43.22" (1098 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022042 BTA-42 A-42 Hi-Power V-belt 38° A 44.1" (1120 mm) 44.22" (1123 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022043 BTA-43 A-43 Hi-Power V-belt 38° A 44.94" (1141 mm) 45.22" (1149 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022044 BTA-44 A-44 Hi-Power V-belt 38° A 45.94" (1167 mm) 46.22" (1174 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022045 BTA-45 A-45 Hi-Power V-belt 39° A 47.1" (1196 mm) 47.26" (1200 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022046 BTA-46 A-46 Hi-Power V-belt 38° A 47.93" (1217 mm) 48.22" (1225 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022047 BTA-47 A-47 Hi-Power V-belt 38° A 48.92" (1243 mm) 49.22" (1250 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022048 BTA-48 A-48 Hi-Power V-belt 39° A 49.92" (1268 mm) 50.22" (1276 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022049 BTA-49 A-49 Hi-Power V-belt 38° A 50.92" (1293 mm) 51.22" (1301 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022050 BTA-50 A-50 Hi-Power V-belt 38° A 51.91" (1319 mm) 52.22" (1326 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022051 BTA-51 A-51 Hi-Power V-belt 38° A 52.91" (1344 mm) 53.22" (1352 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022052 BTA-52 A-52 Hi-Power V-belt 38° A 53.9" (1369 mm) 54.22" (1377 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022053 BTA-53 A-53 Hi-Power V-belt 38° A 54.9" (1394 mm) 55.22" (1403 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022054 BTA-54 A-54 Hi-Power V-belt 38° A 55.9" (1420 mm) 56.22" (1428 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022055 BTA-55 A-55 Hi-Power V-belt 38° A 56.89" (1445 mm) 57.22" (1453 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022056 BTA-56 A-56 Hi-Power V-belt 38° A 57.89" (1470 mm) 58.22" (1479 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022057 BTA-57 A-57 Hi-Power V-belt 38° A 58.88" (1496 mm) 59.22" (1504 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022058 BTA-58 A-58 Hi-Power V-belt 39° A 59.88" (1521 mm) 60.22" (1530 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022059 BTA-59 A-59 Hi-Power V-belt 39° A 60.88" (1546 mm) 61.22" (1555 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022060 BTA-60 A-60 Hi-Power V-belt 39° A 61.87" (1571 mm) 62.22" (1580 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022061 BTA-61 A-61 Hi-Power V-belt 39° A 62.87" (1597 mm) 63.22" (1606 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022062 BTA-62 A-62 Hi-Power V-belt 39° A 63.86" (1622 mm) 64.22" (1631 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022063 BTA-63 A-63 Hi-Power V-belt 39° A 64.86" (1647 mm) 65.22" (1657 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022064 BTA-64 A-64 Hi-Power V-belt 39° A 65.86" (1673 mm) 66.22" (1682 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022065 BTA-65 A-65 Hi-Power V-belt 39° A 66.85" (1698 mm) 67.22" (1707 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022066 BTA-66 A-66 Hi-Power V-belt 39° A 67.9" (1725 mm) 68.22" (1733 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022067 BTA-67 A-67 Hi-Power V-belt 39° A 68.89" (1750 mm) 69.22" (1758 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022068 BTA-68 A-68 Hi-Power V-belt 39° A 69.89" (1775 mm) 70.22" (1784 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022069 BTA-69 A-69 Hi-Power V-belt 39° A 70.89" (1801 mm) 71.22" (1809 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022070 BTA-70 A-70 Hi-Power V-belt 39° A 71.88" (1826 mm) 72.22" (1834 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022071 BTA-71 A-71 Hi-Power V-belt 39° A 72.88" (1851 mm) 73.22" (1860 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022072 BTA-72 A-72 Hi-Power V-belt 39° A 73.87" (1876 mm) 74.22" (1885 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022073 BTA-73 A-73 Hi-Power V-belt 39° A 74.87" (1902 mm) 75.22" (1911 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022074 BTA-74 A-74 Hi-Power V-belt 39° A 75.87" (1927 mm) 76.22" (1936 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022075 BTA-75 A-75 Hi-Power V-belt 39° A 76.86" (1952 mm) 77.22" (1961 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022076 BTA-76 A-76 Hi-Power V-belt 39° A 77.86" (1978 mm) 78.22" (1987 mm) 0.34" (9 mm) 0.54" (14 mm) Ea

Hi-Power® V-Belt, cont'd
MFG# Sykes# Description Angle Cross Section Effective Length Outside Circumference Thickness Top Width UOM
90022077 BTA-77 A-77 Hi-Power V-belt 39° A 78.85" (2003 mm) 79.22" (2012 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022078 BTA-78 A-78 Hi-Power V-belt 39° A 79.85" (2028 mm) 80.22" (2038 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022079 BTA-79 A-79 Hi-Power V-belt 39° A 80.85" (2054 mm) 81.22" (2063 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022080 BTA-80 A-80 Hi-Power V-belt 39° A 81.84" (2079 mm) 82.22" (2088 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022081 BTA-81 A-81 Hi-Power V-belt 38° A 82.84" (2104 mm) 83.22" (2114 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022082 BTA-82 A-82 Hi-Power V-belt 39° A 83.83" (2129 mm) 84.22" (2139 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022083 BTA-83 A-83 Hi-Power V-belt 38° A 84.83" (2155 mm) 85.22" (2165 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022084 BTA-84 A-84 Hi-Power V-belt 39° A 85.83" (2180 mm) 86.22" (2190 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022085 BTA-85 A-85 Hi-Power V-belt 39° A 86.82" (2205 mm) 87.22" (2215 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022086 BTA-86 A-86 Hi-Power V-belt 39° A 87.82" (2231 mm) 88.22" (2241 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022087 BTA-87 A-87 Hi-Power V-belt 39° A 88.97" (2260 mm) 89.38" (2270 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022088 BTA-88 A-88 Hi-Power V-belt 39° A 89.81" (2281 mm) 90.22" (2292 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022089 BTA-89 A-89 Hi-Power V-belt 39° A 91.1" (2314 mm) 91.42" (2322 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022090 BTA-90 A-90 Hi-Power V-belt 39° A 91.8" (2332 mm) 92.22" (2342 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022091 BTA-91 A-91 Hi-Power V-belt 39° A 92.95" (2361 mm) 93.37" (2372 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022092 BTA-92 A-92 Hi-Power V-belt 38° A 93.79" (2382 mm) 94.22" (2393 mm) 0.34" (9 mm) 0.53" (14 mm) Ea
90022093 BTA-93 A-93 Hi-Power V-belt 39° A 94.79" (2408 mm) 95.22" (2419 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022094 BTA-94 A-94 Hi-Power V-belt 39° A 95.79" (2433 mm) 96.22" (2444 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022095 BTA-95 A-95 Hi-Power V-belt 39° A 96.78" (2458 mm) 97.22" (2469 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022096 BTA-96 A-96 Hi-Power V-belt 39° A 97.78" (2484 mm) 98.22" (2495 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022097 BTA-97 A-97 Hi-Power V-belt 39° A 98.77" (2509 mm) 99.22" (2520 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022098 BTA-98 A-98 Hi-Power V-belt 39° A 99.77" (2534 mm) 100.22" (2546 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022099 BTA-99 A-99 Hi-Power V-belt 40° A 101.19" (2570 mm) 101.35" (2574 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022100 BTA100 A-100 Hi-Power V-belt 39° A 101.76" (2585 mm) 102.22" (2596 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022101 BTA101 A-101 Hi-Power V-belt 39° A 103.19" (2621 mm) 103.22" (2622 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022103 BTA103 A103 Hi-Power V-belt 39° A 104.75" (2661 mm) 105.22" (2673 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022105 BTA105 A-105 Hi-Power V-belt 39° A 106.74" (2711 mm) 107.22" (2723 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022108 BTA108 A-108 Hi-Power V-belt 40° A 110.19" (2799 mm) 110.22" (2803 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022112 BTA112 A-112 Hi-Power V-belt 39° A 113.72" (2888 mm) 114.22" (2901 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022120 BTA120 A-120 Hi-Power V-belt 39° A 121.68" (3091 mm) 122.22" (3104 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022124 BTA124 A-124 Hi-Power V-belt 39° A 125.67" (3192 mm) 126.22" (3206 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90022128 BTA128 A-128 Hi-Power V-belt 39° A 129.65" (3293 mm) 130.22" (3308 mm) 0.34" (9 mm) 0.54" (14 mm) Ea
90032035 BTB-35 B-35 Hi-Power V-belt 37° B 37.77" (959 mm) 38.1" (968 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90032036 BTB-36 B-36 Hi-Power V-belt 37° B 38.76" (985 mm) 39.1" (993 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90032037 BTB-37 B-37 Hi-Power V-belt 37° B 39.76" (1010 mm) 40.1" (1019 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90032038 BTB-38 B-38 Hi-Power V-belt 37° B 40.76" (1035 mm) 41.1" (1044 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90032039 BTB-39 B-39 Hi-Power V-belt 37° B 41.75" (1060 mm) 42.1" (1069 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90032040 BTB-40 B-40 Hi-Power V-belt 37° B 42.75" (1086 mm) 43.1" (1095 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90032105 BTB105 B105 Hi-Power V-belt 39° B 107.64" (2734 mm) 108.1" (2746 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90032108 BTB108 B108 Hi-Power V-belt 39° B 110.63" (2810 mm) 111.1" (2822 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90032112 BTB112 B112 Hi-Power V-belt 39° B 114.62" (2911 mm) 115.1" (2924 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90032115 BTB115 B-115 Hi-Power V-belt 39° B 117.61" (2987 mm) 118.1" (3000 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90032116 BTB116 B116 Hi-Power V-belt 39° B 118.6" (3012 mm) 119.1" (3025 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90032120 BTB120 B120 Hi-Power V-belt 39° B 122.59" (3114 mm) 123.1" (3127 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90032124 BTB124 B124 Hi-Power V-belt 39° B 126.58" (3215 mm) 127.1" (3228 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90032128 BTB128 B128 Hi-Power V-belt 39° B 130.57" (3316 mm) 131.1" (3330 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90032130 BTB130 B130 Hi-Power V-belt 40° B 132.9" (3376 mm) 133.1" (3381 mm) 0.44" (11 mm) 0.69" (17 mm) Ea
90032133 BTB133 B133 Hi-Power V-belt 40° B 135.9" (3452 mm) 136.1" (3457 mm) 0.44" (11 mm) 0.69" (17 mm) Ea
90032136 BTB136 B136 Hi-Power V-belt 40° B 138.9" (3528 mm) 139.1" (3533 mm) 0.44" (11 mm) 0.69" (17 mm) Ea
90032140 BTB140 B140 Hi-Power V-belt 40° B 142.9" (3630 mm) 143.1" (3635 mm) 0.44" (11 mm) 0.69" (17 mm) Ea
90032144 BTB144 B144 Hi-Power V-belt 40° B 146.9" (3731 mm) 147.1" (3736 mm) 0.44" (11 mm) 0.69" (17 mm) Ea
90032148 BTB148 B148 Hi-Power V-belt 40° B 150.9" (3833 mm) 151.1" (3838 mm) 0.44" (11 mm) 0.69" (17 mm) Ea
90032154 BTB154 B154 Hi-Power V-belt 40° B 156.9" (3985 mm) 157.1" (3990 mm) 0.44" (11 mm) 0.69" (17 mm) Ea
90032158 BTB158 B158 Hi-Power V-belt 40° B 160.9" (4087 mm) 161.1" (4092 mm) 0.44" (11 mm) 0.69" (17 mm) Ea
90032162 BTB162 B162 Hi-Power V-belt 40° B 164.9" (4188 mm) 165.1" (4194 mm) 0.44" (11 mm) 0.69" (17 mm) Ea
90032180 BTB180 B180 Hi-Power V-belt 40° B 182.9" (4646 mm) 183.1" (4651 mm) 0.44" (11 mm) 0.69" (17 mm) Ea
90032195 BTB195 B195 Hi-Power V-belt 40° B 197.9" (5027 mm) 198.1" (5032 mm) 0.44" (11 mm) 0.69" (17 mm) Ea
90032210 BTB210 B210 Hi-Power V-belt 40° B 212.91" (5408 mm) 213.11" (5413 mm) 0.44" (11 mm) 0.69" (17 mm) Ea
90032228 BTB228 B228 Hi-Power V-belt 40° B 229.4" (5827 mm) 229.6" (5832 mm) 0.44" (11 mm) 0.69" (17 mm) Ea
90032270 BTB270 B270 Hi-Power V-belt 40° B 271.4" (6894 mm) 271" (6899 mm) 0.44" (11 mm) 0.69" (17 mm) Ea
90034041 BTB-41 B-41 Hi-Power V-belt 38° B 43.75" (1111 mm) 44.1" (1120 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034042 BTB-42 B-42 Hi-Power V-belt 37° B 44.75" (1137 mm) 45.1" (1146 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034043 BTB-43 B-43 Hi-Power V-belt 38° B 45.78" (1163 mm) 46.1" (1171 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034044 BTB-44 B-44 Hi-Power V-belt 38° B 46.78" (1188 mm) 47.1" (1196 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034045 BTB-45 B-45 Hi-Power V-belt 38° B 47.78" (1214 mm) 48.1" (1222 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034046 BTB-46 B-46 Hi-Power V-belt 37° B 48.77" (1239 mm) 49.1" (1247 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034047 BTB-47 B-47 Hi-Power V-belt 38° B 49.77" (1264 mm) 50.1" (1273 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034048 BTB-48 B-48 Hi-Power V-belt 38° B 50.77" (1290 mm) 51.1" (1298 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034049 BTB-49 B-49 Hi-Power V-belt 38° B 51.76" (1315 mm) 52.1" (1323 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034050 BTB-50 B-50 Hi-Power V-belt 38° B 52.76" (1340 mm) 53.1" (1349 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034051 BTB-51 B-51 Hi-Power V-belt 38° B 53.76" (1366 mm) 54.1" (1374 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034052 BTB-52 B-52 Hi-Power V-belt 38° B 54.76" (1391 mm) 55.1" (1400 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034053 BTB-53 B-53 Hi-Power V-belt 38° B 55.75" (1416 mm) 56.1" (1425 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
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Hi-Power® V-Belt, cont'd
MFG# Sykes# Description Angle Cross Section Effective Length Outside Circumference Thickness Top Width UOM
90034054 BTB-54 B-54 Hi-Power V-belt 38° B 56.75" (1441 mm) 57.1" (1450 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034055 BTB-55 B-55 Hi-Power V-belt 38° B 57.75" (1467 mm) 58.1" (1476 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034056 BTB-56 B-56 Hi-Power V-belt 38° B 58.74" (1492 mm) 59.1" (1501 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034057 BTB-57 B-57 Hi-Power V-belt 38° B 59.74" (1517 mm) 60.1" (1527 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034058 BTB-58 B-58 Hi-Power V-belt 38° B 60.74" (1543 mm) 61.1" (1552 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034059 BTB-59 B-59 Hi-Power V-belt 38° B 61.73" (1568 mm) 62.1" (1577 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034060 BTB-60 B-60 Hi-Power V-belt 38° B 62.73" (1593 mm) 63.1" (1603 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034061 BTB-61 B-61 Hi-Power V-belt 38° B 63.73" (1619 mm) 64.1" (1628 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034062 BTB-62 B-62 Hi-Power V-belt 38° B 64.73" (1644 mm) 65.1" (1654 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034063 BTB-63 B-63 Hi-Power V-belt 38° B 65.72" (1669 mm) 66.1" (1679 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034064 BTB-64 B-64 Hi-Power V-belt 38° B 66.72" (1695 mm) 67.1" (1704 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034065 BTB-65 B-65 Hi-Power V-belt 38° B 67.72" (1720 mm) 68.1" (1730 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034066 BTB-66 B-66 Hi-Power V-belt 38° B 68.71" (1745 mm) 69.1" (1755 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034067 BTB-67 B-67 Hi-Power V-belt 38° B 69.71" (1771 mm) 70.1" (1781 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034068 BTB-68 B-68 Hi-Power V-belt 38° B 70.71" (1796 mm) 71.1" (1806 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034069 BTB-69 B-69 Hi-Power V-belt 38° B 71.7" (1821 mm) 72.1" (1831 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034070 BTB-70 B-70 Hi-Power V-belt 38° B 72.7" (1847 mm) 73.1" (1857 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034071 BTB-71 B-71 Hi-Power V-belt 38° B 73.7" (1872 mm) 74.1" (1882 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034072 BTB-72 B-72 Hi-Power V-belt 38° B 74.7" (1897 mm) 75.1" (1908 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034073 BTB-73 B-73 Hi-Power V-belt 38° B 75.69" (1923 mm) 76.1" (1933 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034074 BTB-74 B-74 Hi-Power V-belt 38° B 76.69" (1948 mm) 77.1" (1958 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034075 BTB-75 B-75 Hi-Power V-belt 38° B 77.69" (1973 mm) 78.1" (1984 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034076 BTB-76 B-76 Hi-Power V-belt 38° B 78.68" (1998 mm) 79.1" (2009 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034077 BTB-77 B-77 Hi-Power V-belt 38° B 79.68" (2024 mm) 80.1" (2035 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034078 BTB-78 B-78 Hi-Power V-belt 39° B 80.72" (2050 mm) 81.1" (2060 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90034079 BTB-79 B-79 Hi-Power V-belt 39° B 81.71" (2075 mm) 82.1" (2085 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90034080 BTB-80 B-80 Hi-Power V-belt 39° B 82.71" (2101 mm) 83.1" (2111 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90034081 BTB-81 B-81 Hi-Power V-belt 39° B 83.71" (2126 mm) 84.1" (2136 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90034082 BTB-82 B-82 Hi-Power V-belt 39° B 84.71" (2152 mm) 85.1" (2162 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90034083 BTB-83 B-83 Hi-Power V-belt 39° B 85.7" (2177 mm) 86.1" (2187 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90034084 BTB-84 B-84 Hi-Power V-belt 39° B 86.7" (2202 mm) 87.1" (2212 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90034085 BTB-85 B-85 Hi-Power V-belt 39° B 87.7" (2228 mm) 88.1" (2238 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90034086 BTB-86 B-86 Hi-Power V-belt 39° B 88.69" (2253 mm) 89.1" (2263 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90034087 BTB-87 B-87 Hi-Power V-belt 38° B 89.69" (2278 mm) 90.1" (2289 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034088 BTB-88 B-88 Hi-Power V-belt 39° B 90.69" (2304 mm) 91.1" (2314 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90034089 BTB-89 B-89 Hi-Power V-belt 39° B 91.68" (2329 mm) 92.1" (2339 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90034090 BTB-90 B-90 Hi-Power V-belt 39° B 92.6" (2352 mm) 93.1" (2365 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90034091 BTB-91 B-91 Hi-Power V-belt 39° B 93.9" (2385 mm) 94.1" (2390 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90034092 BTB-92 B-92 Hi-Power V-belt 39° B 94.68" (2405 mm) 95.1" (2416 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90034093 BTB-93 B-93 Hi-Power V-belt 39° B 95.62" (2429 mm) 96.1" (2441 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90034094 BTB-94 B-94 Hi-Power V-belt 39° B 96.67" (2455 mm) 97.1" (2466 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90034095 BTB-95 B-95 Hi-Power V-belt 39° B 97.66" (2481 mm) 98.1" (2492 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90034097 BTB-97 B-97 Hi-Power V-belt 39° B 99.66" (2531 mm) 100.1" (2543 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90034098 BTB-98 B-98 Hi-Power V-belt 39° B 100.66" (2557 mm) 101.1" (2568 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90034099 BTB-99 B-99 Hi-Power V-belt 38° B 101.64" (2582 mm) 102.1" (2593 mm) 0.42" (11 mm) 0.68" (17 mm) Ea
90034100 BTB100 B100 Hi-Power V-belt 39° B 102.65" (2607 mm) 103.1" (2619 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90034101 BTB101 B101 Hi-Power V-belt 40° B 103.9" (2639 mm) 104.1" (2644 mm) 0.44" (11 mm) 0.69" (17 mm) Ea
90034103 BTB103 B103 Hi-Power V-belt 39° B 105.72" (2685 mm) 106.1" (2695 mm) 0.42" (11 mm) 0.69" (17 mm) Ea
90042051 BTC-51 C-51 Hi-Power V-belt 37° C 55.32" (1405 mm) 55.5" (1410 mm) 0.55" (14 mm) 0.92" (23 mm) Ea
90042055 BTC-55 C-55 Hi-Power V-belt 38° C 59.3" (1506 mm) 59.5" (1511 mm) 0.55" (14 mm) 0.92" (23 mm) Ea
90042060 BTC-60 C-60 Hi-Power V-belt 37° C 64.28" (1633 mm) 64.5" (1638 mm) 0.55" (14 mm) 0.92" (23 mm) Ea
90042068 BTC-68 C-68 Hi-Power V-belt 38° C 72.25" (1835 mm) 72.5" (1842 mm) 0.55" (14 mm) 0.92" (23 mm) Ea
90042075 BTC-75 C-75 Hi-Power V-belt 38° C 79.22" (2012 mm) 79.5" (2019 mm) 0.55" (14 mm) 0.92" (23 mm) Ea
90042078 BTC-78 C-78 Hi-Power V-belt 38° C 82.21" (2088 mm) 82.5" (2096 mm) 0.55" (14 mm) 0.92" (23 mm) Ea
90042085 BTC-85 C-85 Hi-Power V-belt 38° C 89.18" (2265 mm) 89.5" (2273 mm) 0.55" (14 mm) 0.92" (23 mm) Ea
90042090 BTC-90 C-90 Hi-Power V-belt 38° C 94.16" (2392 mm) 94.5" (2400 mm) 0.55" (14 mm) 0.92" (23 mm) Ea
90042096 BTC-96 C-96 Hi-Power V-belt 38° C 100.14" (2544 mm) 100.5" (2553 mm) 0.55" (14 mm) 0.92" (23 mm) Ea
90042105 BTC105 C-105 Hi-Power V-belt 38° C 109.1" (2771 mm) 109.5" (2781 mm) 0.55" (14 mm) 0.92" (23 mm) Ea
90042112 BTC112 C-112 Hi-Power V-belt 38° C 116.08" (2948 mm) 116.5" (2959 mm) 0.55" (14 mm) 0.92" (23 mm) Ea
90042115 BTC115 C-115 Hi-Power V-belt 39° C 119.06" (3024 mm) 119.5" (3035 mm) 0.55" (14 mm) 0.93" (24 mm) Ea
90042120 BTC120 C-120 Hi-Power V-belt 39° C 124.04" (3151 mm) 124.5" (3162 mm) 0.55" (14 mm) 0.93" (24 mm) Ea
90042128 BTC128 C-128 Hi-Power V-belt 40° C 132.18" (3357 mm) 132.39" (3363 mm) 0.56" (14 mm) 0.94" (24 mm) Ea
90042136 BTC136 C-136 Hi-Power V-belt 40° C 140.18" (3561 mm) 140.39" (3566 mm) 0.56" (14 mm) 0.94" (24 mm) Ea
90042144 BTC144 C-144 Hi-Power V-belt 40° C 148.18" (3764 mm) 148.39" (3769 mm) 0.56" (14 mm) 0.94" (24 mm) Ea
90042158 BTC158 C-158 Hi-Power V-belt 40° C 162.18" (4119 mm) 162.39" (4125 mm) 0.56" (14 mm) 0.94" (24 mm) Ea
90042162 BTC162 C-162 Hi-Power V-belt 40° C 166.18" (4221 mm) 166.39" (4226 mm) 0.56" (14 mm) 0.94" (24 mm) Ea
90042173 BTC173 C-173 Hi-Power V-belt 40° C 177.18" (4500 mm) 177.39" (4506 mm) 0.56" (14 mm) 0.94" (24 mm) Ea
90042180 BTC180 C-180 Hi-Power V-belt 40° C 184.18" (4678 mm) 184.39" (4684 mm) 0.56" (14 mm) 0.94" (24 mm) Ea
90042195 BTC195 C-195 Hi-Power V-belt 40° C 199.18" (5059 mm) 199.39" (5065 mm) 0.56" (14 mm) 0.94" (24 mm) Ea
90042210 BTC210 C-210 Hi-Power V-belt 40° C 214.18" (5440 mm) 214.39" (5446 mm) 0.56" (14 mm) 0.94" (24 mm) Ea

Truflex® V-Belt
Engineered with superior length stability for minimal take-up requirements, perfect for all industrial, light-duty applications, including fractional horsepower 
(FHP) motors and applications using backside idlers. Flex-bonded cords are strongly secured to the belt’s body for equal load distribution and absorption of 
bending stress without cord deterioration. Gates Curves provide proper cord support and full contact with the sheave-groove for uniform loading, uniform 
wear and increased belt life. The Flex-Weave® Cover is constructed for longer cover life, providing the belt’s core with extended protection from oil, dirt and 
heat. Provides flexibility, durability, and resistance to contaminants. Thin profile, designed for small-diameter sheaves and a lower cord positioning to improve 
belt performance on light-duty belt drives and in your backside idler applications. Suitable for all industrial light-duty applications, usually using fractional 
horsepower (FHP) motors. Recommended for light-duty sheaves-bored-to-size, light-duty sheaves-bushed, light-duty sheaves-variable pitch.

• Meets RMA oil- and heat-resistant standards and static conductivity requirements
• Note: Truflex belts are offered in cross sections 2L (0), 3L (1), 4L (2), 5L (3)
• Runs with smooth, quiet operation
• False notch
• Gates proprietary compound material

 TRUFLEX® V-BELT

MFG# Sykes# Description Angle Cross
Section

Effective
Length

Outside
Circumference Thickness Top

Width UOM

84001160 BT3L160 3L160 Truflex V-belt 36° 3L 15.68" (398 mm) 16" (406 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001170 BT3L170 3L170 Truflex V-belt 36° 3L 16.68" (424 mm) 17" (432 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001180 BT3L180 3L180 Truflex V-belt 37° 3L 17.68" (449 mm) 18" (457 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001190 BT3L190 3L190 Truflex V-belt 37° 3L 18.68" (474 mm) 19" (483 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001200 BT3L200 3L200 Truflex V-belt 37° 3L 19.68" (500 mm) 20" (508 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001210 BT3L210 3L210 Truflex V-belt 37° 3L 20.68" (525 mm) 21" (533 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001220 BT3L220 3L220 Truflex V-belt 37° 3L 21.68" (551 mm) 22" (559 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001230 BT3L230 3L230 Truflex V-belt 37° 3L 22.68" (576 mm) 23" (584 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001240 BT3L240 3L240 Truflex V-belt 37° 3L 23.68" (601 mm) 24" (610 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001250 BT3L250 3L250 Truflex V-belt 37° 3L 24.68" (627 mm) 25" (635 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001260 BT3L260 3L260 Truflex V-belt 37° 3L 25.68" (652 mm) 26" (660 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001270 BT3L270 3L270 Truflex V-belt 37° 3L 26.68" (678 mm) 27" (686 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001280 BT3L280 3L280 Truflex V-belt 37° 3L 27.68" (703 mm) 28" (711 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001290 BT3L290 3L290 Truflex V-belt 37° 3L 28.68" (728 mm) 29" (737 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001300 BT3L300 3L300 Truflex V-belt 37° 3L 29.68" (754 mm) 30" (762 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001310 BT3L310 3L310 Truflex V-belt 38° 3L 30.68" (779 mm) 31" (787 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001320 BT3L320 3L320 Truflex V-belt 38° 3L 31.68" (805 mm) 32" (813 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001330 BT3L330 3L330 Truflex V-belt 38° 3L 32.68" (830 mm) 33" (838 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001340 BT3L340 3L340 Truflex V-belt 38° 3L 33.68" (855 mm) 34" (864 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001350 BT3L350 3L350 Truflex V-belt 38° 3L 34.68" (881 mm) 35" (889 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001360 BT3L360 3L360 Truflex V-belt 38° 3L 35.68" (906 mm) 36" (914 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001370 BT3L370 3L370 Truflex V-belt 38° 3L 36.68" (932 mm) 37" (940 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001380 BT3L380 3L380 Truflex V-belt 38° 3L 37.68" (957 mm) 38" (965 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001390 BT3L390 3L390 Truflex V-belt 38° 3L 38.68" (982 mm) 39" (991 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001400 BT3L400 3L400 Truflex V-belt 38° 3L 39.68" (1008 mm) 40" (1016 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001410 BT3L410 3L410 Truflex V-belt 38° 3L 40.68" (1033 mm) 41" (1041 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001420 BT3L420 3L420 Truflex V-belt 38° 3L 41.68" (1064 mm) 42" (1067 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001430 BT3L430 3L430 Truflex V-belt 38° 3L 42.68" (1084 mm) 43" (1092 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001440 BT3L440 3L440 Truflex V-belt 38° 3L 43.68" (1109 mm) 44" (1118 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001450 BT3L450 3L450 Truflex V-belt 38° 3L 44.68" (1135 mm) 45" (1143 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001460 BT3L460 3L460 Truflex V-belt 38° 3L 45.68" (1160 mm) 46" (1168 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001470 BT3L470 3L470 Truflex V-belt 38° 3L 46.68" (1186 mm) 47" (1194 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001480 BT3L480 3L480 Truflex V-belt 38° 3L 47.68" (1211 mm) 48" (1219 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001490 BT3L490 3L490 Truflex V-belt 38° 3L 48.68" (1236 mm) 49" (1245 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001500 BT3L500 3L500 Truflex V-belt 38° 3L 49.68" (1262 mm) 50" (1270 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84001510 BT3L510 3L510 Truflex V-belt 38° 3L 50.68" (1287 mm) 51" (1295 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

84002170 BT4L170 4L170 Truflex V-belt 40° 4L 16.67" (423 mm) 17" (432 mm) 0.28" (7 mm) 0.56" (14 mm) Ea

84002180 BT4L180 4L180 Truflex V-belt 35° 4L 17.95" (456 mm) 18.05" (458 mm) 0.28" (7 mm) 0.51" (13 mm) Ea

84002190 BT4L190 4L190 Truflex V-belt 36° 4L 18.95" (481 mm) 19.05" (484 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002200 BT4L200 4L200 Truflex V-belt 38° 4L 19.95" (507 mm) 20.05" (509 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002210 BT4L210 4L210 Truflex V-belt 35° 4L 20.95" (532 mm) 21.05" (535 mm) 0.28" (7 mm) 0.51" (13 mm) Ea

84002220 BT4L220 4L220 Truflex V-belt 38° 4L 21.96" (558 mm) 22.05" (560 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002230 BT4L230 4L230 Truflex V-belt 36° 4L 22.95" (583 mm) 23.05" (585 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002240 BT4L240 4L240 Truflex V-belt 38° 4L 23.96" (609 mm) 24.05" (611 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002250 BT4L250 4L250 Truflex V-belt 36° 4L 24.96" (634 mm) 25.05" (636 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002260 BT4L260 4L260 Truflex V-belt 36° 4L 25.95" (659 mm) 26.05" (662 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002270 BT4L270 4L270 Truflex V-belt 36° 4L 26.95" (685 mm) 27.05" (687 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002280 BT4L280 4L280 Truflex V-belt 36° 4L 27.96" (710 mm) 28.05" (712 mm) 0.28" (7 mm) 0.52" (13 mm) Ea
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Power Transmission

Truflex® V-Belt, cont'd

PoweRated® V-Belt
Designed as an alternative to conventional light-duty belts with high-performance construction to deliver more horsepower, less 
stretch and provide longer service life. Suitable for outdoor power equipment, appliances, and industrial applications where Fractional 
Horsepower (FHP) belts are typically used. Recommended for heavy-duty drives and clutching applications. Meets the requirements of high power, clutching ability, heavy 
shock load absorption and back idler driven lawn and garden equipment. Meets RMA oil- and heat-resistant standards but not for static conductivity. Low cord positioning in 
thin profile gives extreme flexibility. Temperature Range: -30° C to +60° C (-22° F to +140° F). Applications: outdoor power equipment, appliances and industrial applications 
where FHP belts are typically used. Recommended for light-duty sheaves-bored-to-size, light-duty sheaves-bushed, light-duty sheaves-variable pitch.

• Designed with bareback construction for smooth clutching on shock loaded, backside-idler-driven equipment
• Aramid Tensile Cords combine limited stretch with extraordinary strength and durability
• Distinct green color bareback low friction wrapping provide smooth clutching operation
• Can be substituted for equivalent sizes of Gates® Truflex® V-Belts
• Fabric reinforcement on the bottom ensures high crack resistance if back idler is used
• OE-Equivalent for outdoor equipment
• False notch
• Gates neoprene compound material

 POWERATED® V-BELT

MFG# Sykes# Description Angle Cross
Section

Effective
Length

Outside
Circumference Thickness Top

Width UOM

84236722 BT3L220Kevlar 3L220 Belt Sleeved Kevlar 37° 3L 21.9" (556 mm) 22" (559 mm) 0.22" (6 mm) 0.41" (10 mm) Ea

MFG# Sykes# Description Angle Cross
Section

Effective
Length

Outside
Circumference Thickness Top

Width UOM

84002290 BT4L290 4L290 Truflex V-belt 36° 4L 28.95" (735 mm) 29.05" (738 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002350 BT4L350 4L350 Truflex V-belt 37° 4L 34.96" (888 mm) 35.05" (890 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002360 BT4L360 4L360 Truflex V-belt 37° 4L 35.96" (913 mm) 36.05" (916 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002370 BT4L370 4L370 Truflex V-belt 37° 4L 36.96" (939 mm) 37.05" (941 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002440 BT4L440 4L440 Truflex V-belt 37° 4L 43.96" (1117 mm) 44.05" (1119 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002250 BT4L250 4L250 Truflex V-belt 36° 4L 24.96" (634 mm) 25.05" (636 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002260 BT4L260 4L260 Truflex V-belt 36° 4L 25.95" (659 mm) 26.05" (662 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002270 BT4L270 4L270 Truflex V-belt 36° 4L 26.95" (685 mm) 27.05" (687 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002280 BT4L280 4L280 Truflex V-belt 36° 4L 27.96" (710 mm) 28.05" (712 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002290 BT4L290 4L290 Truflex V-belt 36° 4L 28.95" (735 mm) 29.05" (738 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002350 BT4L350 4L350 Truflex V-belt 37° 4L 34.96" (888 mm) 35.05" (890 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002360 BT4L360 4L360 Truflex V-belt 37° 4L 35.96" (913 mm) 36.05" (916 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002370 BT4L370 4L370 Truflex V-belt 37° 4L 36.96" (939 mm) 37.05" (941 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002440 BT4L440 4L440 Truflex V-belt 37° 4L 43.96" (1117 mm) 44.05" (1119 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002450 BT4L450 4L450 Truflex V-belt 37° 4L 44.96" (1142 mm) 45.05" (1144 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002500 BT4L500 4L500 Truflex V-belt 37° 4L 49.95" (1269 mm) 50.05" (1271 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84002520 BT4L520 4L520 Truflex V-belt 38° 4L 51.96" (1320 mm) 52.05" (1322 mm) 0.28" (7 mm) 0.52" (13 mm) Ea

84003230 BT5L230 5L230 Truflex V-belt 34° 5L 23.17" (589 mm) 23.05" (585 mm) 0.34" (9 mm) 0.65" (17 mm) Ea

84003240 BT5L240 5L240 Truflex V-belt 34° 5L 24.17" (614 mm) 24.05" (611 mm) 0.34" (9 mm) 0.65" (17 mm) Ea

84003250 BT5L250 5L250 Truflex V-belt 34° 5L 25.16" (639 mm) 25.05" (636 mm) 0.34" (9 mm) 0.65" (17 mm) Ea

84003260 BT5L260 5L260 Truflex V-belt 34° 5L 25.76" (654 mm) 26.05" (662 mm) 0.34" (9 mm) 0.65" (17 mm) Ea

84003270 BT5L270 5L270 Truflex V-belt 34° 5L 26.92" (684 mm) 27.05" (687 mm) 0.34" (9 mm) 0.65" (17 mm) Ea

84003280 BT5L280 5L280 Truflex V-belt 35° 5L 27.92" (709 mm) 28.05" (712 mm) 0.34" (9 mm) 0.65" (17 mm) Ea

84003290 BT5L290 5L290 Truflex V-belt 35° 5L 28.94" (735 mm) 29.05" (738 mm) 0.34" (9 mm) 0.66" (17 mm) Ea

84003300 BT5L300 5L300 Truflex V-belt 35° 5L 29.94" (760 mm) 30.05" (763 mm) 0.34" (9 mm) 0.66" (17 mm) Ea

84003310 BT5L310 5L310 Truflex V-belt 35° 5L 30.94" (786 mm) 31.05" (789 mm) 0.34" (9 mm) 0.66" (17 mm) Ea

84003320 BT5L320 5L320 Truflex V-belt 35° 5L 31.94" (811 mm) 32.05" (814 mm) 0.34" (9 mm) 0.66" (17 mm) Ea

84003330 BT5L330 5L330 Truflex V-belt 35° 5L 32.92" (836 mm) 33.05" (839 mm) 0.34" (9 mm) 0.66" (17 mm) Ea

84003340 BT5L340 5L340 Truflex V-belt 35° 5L 33.91" (861 mm) 34.05" (865 mm) 0.34" (9 mm) 0.66" (17 mm) Ea

84003350 BT5L350 5L350 Truflex V-belt 35° 5L 34.91" (887 mm) 35.05" (890 mm) 0.34" (9 mm) 0.66" (17 mm) Ea

84003360 BT5L360 5L360 Truflex V-belt 35° 5L 35.91" (912 mm) 36.05" (916 mm) 0.34" (9 mm) 0.66" (17 mm) Ea

84003370 BT5L370 5L370 Truflex V-belt 35° 5L 36.92" (938 mm) 37.05" (941 mm) 0.34" (9 mm) 0.66" (17 mm) Ea

84003420 BT5L420 5L420 Truflex V-belt 36° 5L 41.95" (1066 mm) 42.05" (1068 mm) 0.34" (9 mm) 0.66" (17 mm) Ea

Precision Roller Chain and Links
Our precision roller chain excels in applications that require high dynamic loading and increased wear life.
Available in:
• Single and multi-wide strands
• Riveted or Cotter style
• All chains are available in 10 foot lengths, boxed
• Select chain sizes are available in 50 or 100 foot reels
• Cut-to-length chains are available as special orders
Features:
• Wide waist design on 60H and larger chains for those chains utilized in limited life applications
• Chain sizes 80 and larger are ballized after heat treatment for improved fatigue strength
• Solid bushings for improved wear life; solid rollers for smooth interaction with sprockets
• All Drives® chain exceeds the 30% of tensile strength specified in ANSI B29.1; this allows for minimum to no initial elongation of the chains
• Chains are provided with a hot dip lubrication for improved wear life
Connecting Links: 
• Standard connecting links are used when roller chain is operating under normal conditions
• For severe applications, press fit connecting links are suggested
• Spring-clip style connecting links are used for sizes 60H and smaller; Sizes 80 – 180H use a special hardened hook cotter
• Coated T-pins are used on 200, 264 and 240 
• Offset links are used when the chain length is an odd number of pitches; however, their fatigue strength is lower than standard chain links. Using offsets should be 

avoided when possible.

MFG# Sykes# Description Length Sizes UOM

Roller Chain

DRV-35-1R-10FT BN035R 35-1R Roller Chain 10' 3/8" Ea
DRV-40-1R-10FT BN040R 40-1R Roller Chain 10' 1/2" Ea
DRV-41-1R-10FT BN041R 41-1R Roller Chain 10' 1/2" Ea
DRV-50-1R-10FT BN050R 50-1R Roller Chain 10' 5/8" Ea
DRV-60-1R-10FT BN060R 60-1R Roller Chain 10' 3/4" Ea
DRV-80-1R-10FT BN080R 80-1R Roller Chain 10' 1" Ea
Heavy Roller Chain

DRV-60H-1R-10FT BN060HR 60H-1R Heavy Roller Chain 10' 3/4" Ea
DRV-80H-1R-10FT BN080HR 80H-1R Heavy Roller Chain 10' 1" Ea
Riveted Roller Chain

DRV-40-2R-10FT BND402R 40-2R Riveted Roller Chain 10' 1/2" Ea
DRV-50-2R-10FT BND502R 50-2R Riveted Roller Chain 10' 5/8" Ea
DRV-60-2R-10FT BND602R 60-2R Riveted Roller Chain 10' 3/4" Ea
DRV-100-1R-10FT BN100R 100-1R Riveted Roller Chain 10' 1 1/4" Ea
DRV-120-1R-10FT BN120R 120-1R Riveted Roller Chain 10' 1 1/2" Ea
Cotter Pin Roller Chain

DRV-80-2C-10FT BND802CP 80-2C Cotter Pin Roller Chain 10' 1" Ea
DRV-100-2C-10FT BND1002CP 100-2C Cotter Pin Roller Chain 10' 1 1/4" Ea
Extended Pitch Chain

DRV-A2040-1R-10FT BN2040R A2040-1R Extended Pitch Chain 10' 1" Ea
DRV-A2050-1R-10FT BN2050R A2050-1R Extended Pitch Chain 10' 1 1/4" Ea
Offset Links

DRV-35-1 DOFF LINK BNOL035 35-1 Offset Link N/A 3/8" Ea
DRV-40-1 DOFF LINK BNOL040 40-1 Offset Link N/A 1/2" Ea
DRV-40-2 DOFF LINK BNOLD402 40-2 Offset Link N/A 1/2" Ea
DRV-41-1 DOFF LINK BNOL041 41-1 Offset Link N/A 1/2" Ea
DRV-50-1 DOFF LINK BNOL050 50-1 Offset Link N/A 5/8" Ea
DRV-50-2 DOFF LINK BNOLD502 50-2 Offset Link N/A 5/8" Ea
DRV-60-1 DOFF LINK BNOL060 60-1 Offset Link N/A 3/4" Ea
DRV-60-2 DOFF LINK BNOLD602 60-2 Offset Link N/A 3/4" Ea
DRV-80-1 DOFF LINK BNOL080 80-1 Offset Link N/A 1" Ea
DRV-80-2 DOFF LINK BNOLD802 80-2 Offset Link N/A 1" Ea
DRV-100-1 DOFF LINK BNOL100 100-1 Offset Link N/A 1 1/4" Ea
DRV-100-2 DOFF LINK BNOLD1002 100-2 Offset Link N/A 1 1/4" Ea
DRV-120-1 DOFF LINK BNOL120 120-1 Offset Link N/A 1 1/2" Ea

 PRECISION ROLLER CHAIN
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Power Transmission

ANSI Standard Roller Chain
All PEER roller chains incorporate solid rollers, enhancing rotation on the bushing while reducing impact loads on the sprocket tooth during operation. All chain 
components are heat treated to achieve maximum strength and greater wear resistance. All PEER roller chain is pre-loaded during the manufacturing process to minimize 
initial elongation. Hot dipped lubrication ensures 100% lubrication of all chain components to extend wear life and reduce maintenance costs.

 ANSI STANDARD ROLLER CHAIN

MFG# Sykes# Description
Average
Tensile
Strength

Average
Weight
Per Foot

Overall Width
(Calculated F + G) Pin Dia. Pitch Plate H x

Thickness Roller W x Dia. UOM

25R PC025R 25R ANSI Standard roller chain 1036 lb. 0.087 lb./ft 0.339" 0.091" 0.25" 0.228" x 0.03" 0.125" x 0.13" Ea

35R PC035R 35R ANSI Standard roller chain 2469 lb. 0.215 lb./ft 0.509" 0.142" 0.375" 0.356" x 0.05" 0.188" x 0.174" Ea

40R PC040R 40R ANSI Standard roller chain 4188 lb. 0.417 lb./ft 0.73" 0.157" 0.5" 0.475" x 0.048" 0.312" x 0.312" Ea

41R PC041R 41R ANSI Standard roller chain 2866 lb. 0.276 lb./ft 0.597" 0.142" 0.5" 0.39" x 0.05" 0.306" x 0.25" Ea

50R PC050R 50R ANSI Standard roller chain 6834 lb. 0.679 lb./ft 0.888" 0.2" 0.625" 0.594" x 0.07" 0.4" x 0.375" Ea

60R PC060R 60R ANSI Standard roller chain 9259 lb. 0.974 lb./ft 1.102" 0.235" 0.75" 0.712" x 0.094" 0.5" x 0.469" Ea

80R PC080R 80R ANSI Standard roller chain 17636 lb. 1.714 lb./ft 1.453" 0.313" 1" 0.95" x 0.125" 0.625" x 0.625" Ea

EZ BREAKER® Chain Tool
EZ BREAKER is a compact, easy-to-use tool for cutting roller chain.
• Will cut ANSI roller chain sizes 35 through 100H, 40-2 through 80-2, 2040 through 2060H, and 550 through 557
• No more grinding off pin heads, no more hammers and punches
• Uses powerful cam action to push both chain pins through the link plates with an easy pull of the handle
• Has interchangeable die sets that make it easy to switch from one size chain to another

 EZ BREAKER® CHAIN TOOL

MFG# Sykes# Description Chain no. UOM
1254 BNCT060 EZ BREAKER chain tool 35 to 50 Ea
40952 BNCT100 EZ BREAKER chain tool 60 to 100 Ea
1254-TIP BNTT060 EZ BREAKER chain tool tip 35 to 50 Ea
40952-TIP BNTT100 EZ BREAKER chain tool tip 60 to 100 Ea

Precision Roller Chain and Links, cont'd
MFG# Sykes# Description Length Sizes UOM

Cotter Pin Connecting Links

DRV-80-1 SH CO LINK BNCL080 80-1 Cotter Pin Connecting Link N/A 1" Ea
DRV-80-2 SC CO LINK BNCLD802 80-2 Cotter Pin Connecting Link N/A 1" Ea
DRV-100-1 SH CO LINK BNCL100 100-1 Cotter Pin Connecting Link N/A 1 1/4" Ea
DRV-100-2 SH CO LINK BNCLD1002 100-2 Cotter Pin Connecting Link N/A 1 1/4" Ea
DRV-120-1 SH CO LINK BNCL120 120-1 Cotter Pin Connecting Link N/A 1 1/2" Ea
DRV-140-1 SH CO LINK BNCL140 140-1 Cotter Pin Connecting Link N/A 1 3/4" Ea
Spring Clip Connecting Links

DRV-35-1 SC CO LINK BNCL035 35-1 Spring Clip Connecting Link N/A 3/8" Ea
DRV-40-1 SC CO LINK BNCL040 40-1 Spring Clip Connecting Link N/A 1/2" Ea
DRV-40-2 SC CO LINK BNCLD402 40-2 Spring Clip Connecting Link N/A 1/2" Ea
DRV-41-1 SC CO LINK BNCL041 41-1 Spring Clip Connecting Link N/A 1/2" Ea
DRV-50-1 SC CO LINK BNCL050 50-1 Spring Clip Connecting Link N/A 5/8" Ea
DRV-50-2 SC CO LINK BNCLD502 50-2 Spring Clip Connecting Link N/A 5/8" Ea
DRV-60-1 SC CO LINK BNCL060 60-1 Spring Clip Connecting Link N/A 3/4" Ea
DRV-60-2 SC CO LINK BNCLD602 60-2 Spring Clip Connecting Link N/A 3/4" Ea
Spring Pin Connecting Links

DRV-A2040-1 SC CO LINK BNCL2040 A2040-1 Spring Pin Connecting Link N/A 1" Ea
DRV-A2050-1 SC CO LINK BNCL2050 A2050-1 Spring Pin Connecting Link N/A 1 1/4" Ea
DRV-A2060-1 SC CO LINK BNCL2060 A2060-1 Connecting Link N/A 1 1/2" Ea
Heavy Offset Links

DRV-60H-1 DOFF LINK BNOL060H 60H-1 Heavy Offset Link N/A 3/4" Ea
DRV-80H-1 DOFF LINK BNOL080H 80H-1 Heavy Offset Link N/A 1" Ea
Heavy Connecting Links

DRV-60H-1 SC CO LINK BNCL060H 60H-1 Heavy Connecting Link N/A 3/4" Ea
DRV-80H-1 SC CO LINK BNCL080H 80H-1 Heavy Connecting Link N/A 1" Ea

40BS Series Sprocket
These finished bore sprockets are shaft ready and 
come complete with keyways and setscrews. The 
keyways are on center line of the tooth. Bored-to-size 
sprockets with 1/2" bores and smaller are stocked with 
(2) setscrews only. Manufactured of high carbon steel. 
Precise machining and process ensure consistent 
finish and high quality. Sprocket tooth width 0.284". 
Overall length 0.8750". Tolerance meets or exceeds 
ANSI standards.

 40BS SERIES

MFG# Sykes# Bore
Dia.

Hub
Dia.

No. of
Teeth

Outer
Dia.

Pitch
Dia. Weight UOM

40BS10 1/2 BN401008 0.5" 1 1/4" 10 1.8390" 1.6180" 0.25 lb. Ea

40BS10 3/4 BN401012 0.75" 1 1/4" 10 1.8390" 1.6180" 0.20 lb. Ea

40BS10 5/8 BN401010 0.625" 1 1/4" 10 1.8390" 1.6180" 0.20 lb. Ea

40BS11 1/2 BN401108 0.5" 1 3/8" 11 2.0030" 1.7747" 0.30 lb. Ea

40BS11 3/4 BN401112 0.75" 1 3/8" 11 2.0030" 1.7747" 0.25 lb. Ea

40BS11 5/8 BN401110 0.625" 1 3/8" 11 2.0030" 1.7747" 0.30 lb. Ea

40BS12 1 BN401216 1" 1 9/16" 12 2.1660" 1.9319" 0.30 lb. Ea

40BS12 1/2 BN401208 0.5" 1 9/16" 12 2.1660" 1.9319" 0.40 lb. Ea

40BS12 3/4 BN401212 0.75" 1 9/16" 12 2.1660" 1.9319" 0.35 lb. Ea

40BS12 5/8 BN401210 0.625" 1 9/16" 12 2.1660" 1.9319" 0.40 lb. Ea

40BS13 1 BN401316 1" 1 9/16" 13 2.3290" 2.0893" 0.35 lb. Ea

40BS13 1/2 BN401308 0.5" 1 9/16" 13 2.3290" 2.0893" 0.45 lb. Ea

40BS13 3/4 BN401312 0.75" 1 9/16" 13 2.3290" 2.0893" 0.40 lb. Ea

40BS13 5/8 BN401310 0.625" 1 9/16" 13 2.3290" 2.0893" 0.40 lb. Ea

40BS14 1 BN401416 1" 1 11/16" 14 2.4910" 2.2470" 0.40 lb. Ea

40BS14 1/2 BN401408 0.5" 1 11/16" 14 2.4910" 2.2470" N/A Ea

40BS14 3/4 BN401412 0.75" 1 11/16" 14 2.4910" 2.2470" 0.50 lb. Ea

40BS14 5/8 BN401410 0.625" 1 11/16" 14 2.4910" 2.2470" 0.50 lb. Ea

40BS16 1 BN401616 1" 2" 16 2.8140" 2.5629" 0.60 lb. Ea

40BS16 3/4 BN401612 0.75" 2" 16 2.8140" 2.5629" 0.70 lb. Ea

40BS18 3/4 BN401812 0.75" 2 5/16" 18 3.1360" 2.8794" 1.05 lb. Ea

40BS18 1 BN401816 1" 2 5/16" 18 3.1360" 2.8794" 1.05 lb. Ea

40B Series Sprocket
B Style sprockets are flat sprockets with a hub extension 
on one side. These plain bore sprockets can easily be 
bored to a metric or standard size to fit your application. 
Sprocket tooth width 0.284".

 40B SERIES

MFG# Sykes# Bore
Dia.

Hub
Dia.

No. of
Teeth

Outer
Dia.

Overall
Length

Pitch
Dia. Weight UOM

40B13 BN40B13 1/2" to 
1 1/16" 1 9/16" 13 2.330" 7/8" 2.089" 0.50 lb. Ea

40B15 BN40B15 1/2" to 
1 1/4" 1 13/16" 15 2.650" 7/8" 2.405" 0.70 lb. Ea

40B16 BN40B16 5/8" to 
1 3/8" 2" 16 2.810" 7/8" 2.563" 0.79 lb. Ea

40B17 BN40B17 5/8" to 
1 7/16" 2 1/8" 17 2.980" 1" 2.721" 1.04 lb. Ea

40JA Series Sprocket
Sprockets available in various materials, designs and 
specifications, ensuring compatibility in a wide variety of 
applications. Economical cast iron; durable and versatile 
steel and stainless steel; plastic sprockets are USDA and 
FDA compliant. Sprockets can have a QD feature. Quick-
disconnect promotes more convenient assembling and 
disassembling, and a more precise fit because it has a split 
design.

• 1 1/4" Maximum bore diameter
• Sprocket tooth width: 0.284"
• Overall length: 1 1/8"
• Sprocket hub diameter: 2 1/16"
• Use with JA bushing
• Sprocket bolt thread length: 5/8"
• Hub length of sprocket: 23/32"
• Bushing length of sprocket: 11/32"

MFG# Sykes# No. of
Teeth

Outer
Dia.

Pitch
Dia.

Weight with
Hub/Rim Only UOM

40JA15 BN40JA15 15 2.650" 2.405" 1.24 lb./0.34 lb. Ea
40JA16 BN40JA16 16 2.810" 2.563" 1.30 lb./0.40 lb. Ea
40JA17 BN40JA17 17 2.980" 2.721" 1.38 lb./0.48 lb. Ea
40JA18 BN40JA18 18 3.140" 2.879" 1.44 lb./0.54 lb. Ea
40JA19 BN40JA19 19 3.300" 3.038" 1.50 lb./0.60 lb. Ea

 40JA SERIES

40SDS Series Sprocket
Sprockets available in various materials, designs and 
specifications, ensuring compatibility in a wide variety 
of applications. Economical cast iron; durable and 
versatile steel and stainless steel; plastic sprockets are 
USDA and FDA compliant. Sprockets can have a QD 
feature. Quick-disconnect promotes more convenient 
assembling and disassembling, and a more precise fit 
because it has a split design.

• 2" Maximum bore diameter
• Sprocket tooth width: 0.284"
• Overall length: 1 1/2"
• Sprocket hub diameter: 3 3/16"
• Use with SDS bushing
• Sprocket bolt thread length: 3/4"
• Hub length: 1 1/32"
• Bushing length: 15/32"

MFG# Sykes# No. of
Teeth

Outer
Dia.

Pitch
Dia.

Weight with
Hub/Rim Only UOM

40SDS36 BN40SDS36 36 6.020" 5.737" 3.20 lb./2.20 lb. Ea
40SDS40 BN40SDS40 40 6.650" 6.373" 3.72 lb./2.72 lb. Ea

 40SDS SERIES

35B Series Sprocket
Has recessed groove in hub for chain clearance. B Style 
sprockets are flat sprockets with a hub extension on one 
side. These plain bore sprockets can easily be bored to a 
metric or standard size to fit your application. Sprocket 
tooth width 0.168".

MFG# Sykes# Bore
Dia.

Hub
Dia.

No. of
Teeth

Outer
Dia.

Overal
 Length

Pitch
Dia. Weight UOM

35B09 BN35B09 3/8" 0.844" 9 1.260" 3/4" 1.097" 0.10 lb. Ea

35B11 BN35B11 3/8" to 
9/16" 1 1/16"* 11 1.500" 3/4" 1.331" 0.17 lb. Ea

35B26 BN35B26 1/2" to 
1 3/8" 2" 26 3.310" 7/8" 3.111" 0.90 lb. Ea

35B30 BN35B30 1/2" to 
1 3/8" 2" 30 3.790" 7/8" 3.588" 1.02 lb. Ea

 35B SERIES
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40SH Series Sprocket
Sprockets available in various materials, 
designs and specifications, ensuring 
compatibility in a wide variety of applications. 
Economical cast iron; durable and versatile 
steel and stainless steel; plastic sprockets 
are USDA and FDA compliant. Can have a QD 
feature. Quick-disconnect promotes more 
convenient assembling and disassembling, and 
a more precise fit because it has a split design.

• 1 5/8" Maximum bore diameter
• Sprocket tooth width: 0.284"
• Overall length: 1 7/16"
• Use with SH bushing
• Sprocket bolt thread length: 13/16"
• Sprocket hub length: 31/32"
• Sprocket bushing length: 17/32"

MFG# Sykes# Hub
Dia.

No. of
Teeth

Outer
Dia.

Pitch
Dia.

Weight with
Hub/Rim Only UOM

40SH20 BN40SH20 1.76" 20 3.460" 3.196" 1.76 lb./0.76 lb. Ea
40SH21 BN40SH21 1.84" 21 3.620" 3.355" 1.84 lb./0.84 lb. Ea
40SH22 BN40SH22 1.92" 22 3.780" 3.513" 1.92 lb./0.92 lb. Ea
40SH23 BN40SH23 2.14" 23 3.940" 3.672" 2.14 lb./1.14 lb. Ea
40SH24 BN40SH24 2.22" 24 4.100" 3.831" 2.22 lb./1.22 lb. Ea
40SH25 BN40SH25 2.30" 25 4.260" 3.989" 2.30 lb./1.30 lb. Ea
40SH26 BN40SH26 2.44" 26 4.420" 4.148" 2.44 lb./1.44 lb. Ea
40SH27 BN40SH27 2.46" 27 4.580" 4.307" 2.46 lb./1.46 lb. Ea
40SH28 BN40SH28 2.54" 28 4.740" 4.466" 2.54 lb./1.54 lb. Ea
40SH30 BN40SH30 2.72" 30 5.060" 4.783" 2.72 lb./1.72 lb. Ea
40SH32 BN40SH32 2.90" 32 5.380" 5.101" 2.90 lb./1.90 lb. Ea
40SH35 BN40SH35 3.22" 35 5.860" 5.578" 3.22 lb./2.22 lb. Ea

 40SH SERIES

50B Series Sprocket
Finished bore sprockets are shaft ready and come 
complete with keyways and setscrews. Keyways are on 
center line of the tooth. Bored to size sprockets with 
1/2" bores and smaller are stocked with (2) setscrews 
only. Tolerance meets or exceeds ANSI standards. 
Manufactured of high carbon steel. Precise machining 
and process ensure consistent finish and high quality. 

• B Style sprockets are flat sprockets with a hub extension 
on one side 
• These plain bore sprockets can easily be bored to a metric or standard size to fit 

your application 
• Quick alterations that can be made include keyways, set screws and hardened teeth
• Tolerances meet or exceed ANSI standards 
• Manufactured of high carbon steel 
• Precise machining and processes ensure consistent finish and high quality 
• Bores are concentric to pitch line, minimizing run out

 50B SERIES

MFG# Sykes# Bore
Dia.

Hub
Dia.

No. of
Teeth

Outer
Dia.

Overall
Length

Pitch
Dia.

Tooth
Width Weight UOM

50B17 BN50B17 0.625" 2.6250" 17 3.718" 1" 3.4014" 0.343" 1.77 lb. Ea

50BS Series Sprocket
Finished bore sprockets are shaft ready and come 
complete with keyways and setscrews. Keyways are on 
center line of the tooth. Bored to size sprockets with 
1/2" bores and smaller are stocked with (2) setscrews 
only. Tolerance meets or exceeds ANSI standards. 
Manufactured of high carbon steel. Precise machining 
and process ensure consistent finish and high quality. 
Sprocket tooth width 0.343". Overall length 1".

 50BS SERIES

MFG# Sykes# Bore
Dia.

Hub
Dia.

No. of
Teeth

Outer
Dia.

Pitch
Dia. Weight UOM

50BS10 1 BN501016 1" 1 9/16" 10 2.2990" 2.0225" 0.35 lb. Ea
50BS10 3/4 BN501012 0.75" 1 9/16" 10 2.2990" 2.0225" 0.40 lb. Ea
50BS10 5/8 BN501010 0.625" 1 9/16" 10 2.2990" 2.0225" 0.45 lb. Ea
50BS11 1 BN501116 1" 1 3/4" 11 2.5040" 2.2184" 0.73 lb. Ea
50BS11 3/4 BN501112 0.75" 1 3/4" 11 2.5040" 2.2184" 1.004 lb. Ea
50BS11 5/8 BN501110 0.625" 1 3/4" 11 2.5040" 2.2184" 1.03 lb. Ea

50JA Series Sprocket
Sprockets available in various materials, designs and 
specifications, ensuring compatibility in a wide variety of 
applications. Economical cast iron; durable and versatile 
steel and stainless steel; plastic sprockets are USDA and 
FDA compliant. Sprockets can have a QD feature. Quick-
disconnect promotes more convenient assembling and 
disassembling, and a more precise fit because it has a 
split design.

• 1 1/4" Maximum bore diameter
• Sprocket tooth width: 0.343"
• Overall length: 1 1/8"
• Sprocket hub diameter: 2 1/16"
• Use with JA bushing
• Sprocket bolt thread length: 5/8"
• Sprocket hub length: 21/32"
• Sprocket bushing length: 9/32"

MFG# Sykes# No. of
Teeth

Outer
Dia.

Pitch
Dia.

Weight with
Hub/Rim Only UOM

50JA12 BN50JA12 12 2.710" 2.415" 1.24 lb./0.34 lb. Ea
50JA13 BN50JA13 13 2.910" 2.612" 1.30 lb./0.40 lb. Ea
50JA14 BN50JA14 14 3.110" 2.803" 1.45 lb./0.52 lb. Ea
50JA15 BN50JA15 15 3.320" 3.006" 1.50 lb./0.60 lb. Ea
50JA16 BN50JA16 16 3.520" 3.204" 1.58 lb./0.68 lb. Ea

 50JA SERIES

50Q Series Sprocket
External key for higher torque capacity, aligns bolt 
holes. Double split barrel improves clamping. Solid 
flange for true concentricity, easy installation. Longer 
barrel provides better support on the shaft. 

• External key for higher torque capacity, aligns bolt holes 
• Double split barrel improves clamping 
• Solid flange for true concentricity, easy installation 
• Longer barrel provides better support on the shaft 
• H: Designates hardened teeth sprocket

 50Q SERIES

MFG# Sykes# Bore
Dia.

Hub
Dia.

No. of
Teeth

Outer
Dia.

Overall
Length

Pitch
Dia.

Tooth
Width UOM

50Q48 BN50Q48 3/4" to
2 11/16" 4 1/8" 48 9.91" 2.5" 9.556" 0.343" Ea

50SDS Series Sprocket
Sprockets available in various materials, designs and 
specifications, ensuring compatibility in a wide variety 
of applications. Economical cast iron; durable and 
versatile steel and stainless steel; plastic sprockets are 
USDA and FDA compliant. Sprockets can have a QD 
feature. Quick-disconnect promotes more convenient 
assembling and disassembling, and a more precise fit 
because it has a split design.

• 2" Maximum bore diameter
• Sprocket tooth width: 0.343"
• Overall length: 1 1/2"
• Sprocket hub diameter: 3 3/16"
• Use with SDS bushing
• Sprocket bolt thread length: 3/4"
• Sprocket hub length: 31/32"
• Sprocket bushing length: 13/32"

 50SDS SERIES

MFG# Sykes# No. of
Teeth

Outer
Dia.

Pitch
Dia.

Weight with
Hub/Rim Only UOM

50SDS20 BN50SDS20 20 4.320" 3.995" 2.20 lb./1.20 lb. Ea
50SDS21 BN50SDS21 21 4.520" 4.194" 2.32 lb./1.32 lb. Ea
50SDS22 BN50SDS22 22 4.720" 4.392" 2.48 lb./1.42 lb. Ea
50SDS23 BN50SDS23 23 4.920" 4.590" 2.58 lb./1.58 lb. Ea
50SDS24 BN50SDS24 24 5.120" 4.788" 2.70 lb./1.70 lb. Ea
50SDS25 BN50SDS25 25 5.320" 4.987" 2.86 lb./1.86 lb. Ea
50SDS26 BN50SDS26 26 5.520" 5.185" 3.00 lb./2.00 lb. Ea
50SDS27 BN50SDS27 27 5.720" 5.384" 3.12 lb./2.12 lb. Ea
50SDS28 BN50SDS28 28 5.920" 5.582" 3.32 lb./2.32 lb. Ea
50SDS30 BN50SDS30 30 6.320" 5.979" 3.64 lb./2.64 lb. Ea
50SDS32 BN50SDS32 32 6.720" 6.376" 3.98 lb./2.98 lb. Ea
50SDS35 BN50SDS35 35 7.320" 6.972" 4.62 lb./3.62 lb. Ea
50SDS36 BN50SDS36 36 7.520" 7.171" 4.64 lb./3.64 lb. Ea
50SDS40 BN50SDS40 40 8.320" 7.966" 5.74 lb./4.74 lb. Ea

50SH Series Sprocket
Sprockets available in various materials, designs and 
specifications, ensuring compatibility in a wide variety 
of applications. Economical cast iron; durable and 
versatile steel and stainless steel; plastic sprockets are 
USDA and FDA compliant. Sprockets can have a QD 
feature. Quick-disconnect promotes more convenient 
assembling and disassembling, and a more precise fit 
because it has a split design.

• 1 5/8" Maximum bore diameter
• Sprocket tooth width: 0.343"
• Overall length: 1 7/16"
• Sprocket hub diameter: 2 11/16"
• Use with SH bushing
• Sprocket bolt thread length: 13/16"
• Sprocket hub length: 29/32"
• Sprocket bushing length: 15/32"

 50SH SERIES

MFG# Sykes# No. of
Teeth

Outer
Dia.

Pitch
Dia.

Weight with
Hub/Rim Only UOM

50SH17 BN50SH17 17 3.720" 3.401" 1.84 lb./0.84 lb. Ea
50SH18 BN50SH18 18 3.920" 3.599" 2.04 lb./1.04 lb. Ea
50SH19 BN50SH19 19 4.120" 3.797" 2.24 lb./1.24 lb. Ea

60H Series Sprocket
Sprockets available in various materials, designs and 
specifications, ensuring compatibility in a wide variety 
of applications. Economical cast iron; durable and 
versatile steel and stainless steel; plastic sprockets are 
USDA and FDA compliant. Sprockets can have a QD 
feature. Quick-disconnect promotes more convenient 
assembling and disassembling, and a more precise fit 
because it has a split design. 

• External key for higher torque capacity, aligns bolt holes 
• Double split barrel improves clamping 
• Solid flange for true concentricity, easy installation 
• Longer barrel provides better support on the shaft 
• H: Designates hardened teeth sprocket

 60H SERIES

MFG# Sykes#
Bore
Dia.
(Max)

Bushing Hub
Dia.

No. of
Teeth

Outer
Dia.

Overall
Length

Pitch
Dia.

Tooth
Width UOM

60H11 BN60H11 3/8" to
1 1/2" H 2 1/2" 11 2.96" 1.250" 2.662" 0.459" Ea

60JA Series Sprocket
Sprockets available in various materials, designs and 
specifications, ensuring compatibility in a wide variety of 
applications. Economical cast iron; durable and versatile 
steel and stainless steel; plastic sprockets are USDA and 
FDA compliant. Sprockets can have a QD feature. Quick-
disconnect promotes more convenient assembling and 
disassembling, and a more precise fit because it has a split 
design.

• 1 1/4" Maximum bore diameter
• Sprocket tooth width: 0.459"
• Overall length: 1 1/8"
• Sprocket hub diameter: 2 1/16"
• Use with JA bushing
• Sprocket bolt thread length: 5/8"
• Sprocket hub length: 35/64"
• Sprocket bushing length: 11/64"

MFG# Sykes# No. of
Teeth

Outer
Dia. Pitch Dia. Weight UOM

60JA11 BN60JA11 11 3.000" 2.662" 1.36 lb./0.46 lb. Ea
60JA12 BN60JA12 12 3.250" 2.898" 1.50 lb./0.60 lb. Ea
60JA13 BN60JA13 13 3.490" 3.134" 1.66 lb./0.76 lb. Ea

 60JA SERIES

60SH Series Sprocket
Sprockets available in various materials, designs and 
specifications, ensuring compatibility in a wide variety 
of applications. Economical cast iron; durable and 
versatile steel and stainless steel; plastic sprockets are 
USDA and FDA compliant. Sprockets can have a QD 
feature. Quick-disconnect promotes more convenient 
assembling and disassembling, and a more precise fit 
because it has a split design.

• 1 5/8" Maximum bore diameter
• Sprocket tooth width: 0.459"
• Overall length: 1 7/16"
• Sprocket hub diameter: 2 11/16"
• Use with SH bushing
• Sprocket bolt thread length: 13/16"
• Sprocket hub length: 51/64"
• Sprocket bushing length: 23/64"

MFG# Sykes# No. of
Teeth

Outer
Dia.

Pitch
Dia.

Weight with
Hub/Rim Only UOM

60SH14 BN60SH14 14 3.740" 3.371" 1.88 lb./0.88 lb. Ea
60SH15 BN60SH15 15 3.980" 3.607" 2.08 lb./1.08 lb. Ea
60SH16 BN60SH16 16 4.220" 3.844" 2.26 lb./1/26 lb. Ea

 60SH SERIES
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Power Transmission

60SDS Series Sprocket
Sprockets available in various materials, designs 
and specifications, ensuring compatibility in a 
wide variety of applications. Economical cast iron; 
durable and versatile steel and stainless steel; 
plastic sprockets are USDA and FDA compliant. 
Sprockets can have a QD feature. Quick-disconnect 
promotes more convenient assembling and 
disassembling, and a more precise fit because it has 
a split design.

• 2” Maximum bore diameter
• Sprocket tooth width: 0.459”
• Overall length: 1 1/2”
• Sprocket hub diameter: 3 3/16”
• Use with SDS bushing
• Sprocket bolt thread length: 3/4”
• Sprocket hub length: 55/64”
• Sprocket bushing length: 19/64”

MFG# Sykes# No. of
Teeth

Outer
Dia.

Pitch
Dia.

Weight with
Hub/Rim Only UOM

60SDS17 BN60SDS17 17 4.460” 4.082” 2.38 lb./1.38 lb. Ea
60SDS18 BN60SDS18 18 4.700” 4.319” 2.56 lb./1.56 lb. Ea
60SDS19 BN60SDS19 19 4.950” 4.557” 2.76 lb./1.76 lb. Ea
60SDS20 BN60SDS20 20 5.190” 4.794” 3.00 lb./2.00 lb. Ea
60SDS22 BN60SDS22 22 5.670” 5.270” 3.44 lb./2.44 lb. Ea
60SDS23 BN60SDS23 23 5.910” 5.508” 3.70 lb./2.70 lb. Ea
60SDS24 BN60SDS24 24 6.150” 5.746” 3.94 lb./2.94 lb. Ea
60SDS25 BN60SDS25 25 6.390” 5.984” 4.24 lb./3.24 lb. Ea

 60SDS SERIES

60SK Series Sprocket
Sprockets available in various materials, designs 
and specifications, ensuring compatibility in a 
wide variety of applications. Economical cast iron; 
durable and versatile steel and stainless steel; plastic 
sprockets are USDA and FDA compliant. Sprockets 
can have a QD feature. Quick-disconnect promotes 
more convenient assembling and disassembling, and 
a more precise fit because it has a split design.

• 2 5/8" Maximum bore diameter
• Sprocket tooth width: 0.459"
• Overall length: 2 1/8"
• Sprocket hub diameter: 3 7/8"
• Use with SK bushing
• Sprocket bolt thread length: 1 1/4"
• Sprocket hub length: 1 27/64"
• Sprocket bushing length: 51/64"

 60SK SERIES

MFG# Sykes# No. of
Teeth

Outer
Dia.

Pitch
Dia.

Weight with
Hub/Rim Only UOM

60SK26 BN60SK26 26 6.630" 6.222" 6.18 lb./4.18 lb. Ea
60SK27 BN60SK27 27 6.870" 6.460" 6.52 lb./4.52 lb. Ea
60SK28 BN60SK28 28 7.110" 6.699" 6.72 lb./4.72 lb. Ea
60SK30 BN60SK30 30 7.590" 7.175" 7.34 lb./5.34 lb. Ea
60SK32 BN60SK32 32 8.070" 7.652" 8.10 lb./6.10 lb. Ea
60SK35 BN60SK35 35 8.780" 8.367" 9.42 lb./7.42 lb. Ea
60SK36 BN60SK36 36 9.020" 8.605" 9.70 lb./7.70 lb. Ea
60SK40 BN60SK40 40 9.980" 9.559" 11.56 lb./9.56 lb. Ea

80SDS Series Sprocket
Sprockets available in various materials, designs 
and specifications, ensuring compatibility in a 
wide variety of applications. Economical cast iron; 
durable and versatile steel and stainless steel; plastic 
sprockets are USDA and FDA compliant. Sprockets 
can have a QD feature. Quick-disconnect promotes 
more convenient assembling and disassembling, and 
a more precise fit because it has a split design. 

• 2" Maximum bore diameter 
• Sprocket tooth width: 0.575" 
• Overall length: 1 1/2" 
• Sprocket hub diameter: 3 3/16" 
• Use with SDS bushing 
• Sprocket bolt thread length: 3/4" 
• Sprocket hub length: 47/64" 
• Sprocket bushing length: 11/64"

 80SDS SERIES

MFG# Sykes# No. of
Teeth

Outer
Dia.

Pitch
Dia.

Weight with
Hub/Rim Only UOM

80SDS13 BN80SDS13 13 4.660" 4.179" 2.50 lb./1.50 lb. Ea
80SDS14 BN80SDS14 14 4.980" 4.494" 2.80 lb./1.80 lb./ Ea

80SF Series Sprocket
Sprockets available in various materials, designs and 
specifications, ensuring compatibility in a wide variety of 
applications. Economical cast iron; durable and versatile 
steel and stainless steel; plastic sprockets are USDA and FDA 
compliant. Sprockets can have a QD feature. Quick-disconnect 
promotes more convenient assembling and disassembling, and 
a more precise fit because it has a split design.

• 2 15/16" Maximum bore diameter
• Sprocket tooth width: 0.575"
• Overall length: 2 1/4"
• Sprocket hub diameter: 4 5/8"
• Use with SF bushing
• Sprocket bolt thread length: 1 1/4"
• Sprocket hub length: 1 27/64"
• Sprocket bushing length: 21/32"

 80SF SERIES

MFG# Sykes# No. of
Teeth

Outer
Dia.

Pitch
Dia.

Weight with
Hub/Rim Only UOM

80SF20 BN80SF20 20 6.910" 6.392" 4.5 lb./2.5 lb. Ea
80SF21 BN80SF21 21 7.240" 6.710" 5.1 lb./3.1 lb. Ea
80SF22 BN80SF22 22 7.560" 7.027" 5.5 lb./3.5 lb. Ea
80SF23 BN80SF23 23 7.880" 7.344" 5.9 lb./3.9 lb. Ea
80SF24 BN80SF24 24 8.200" 7.661" 6.4 lb./4.4 lb. Ea
80SF25 BN80SF25 25 8.520" 7.979" 8.3 lb./5.3 lb. Ea
80SF26 BN80SF26 26 8.840" 8.296" 8.7 lb./5.7 lb. Ea
80SF27 BN80SF27 27 9.160" 8.614" 9.3 lb./6.3 lb. Ea
80SF28 BN80SF28 28 9.480" 8.931" 9.8 lb./6.8 lb. Ea
80SF30 BN80SF30 30 10.110" 9.567" 10.5 lb./7.5 lb. Ea
80SF32 BN80SF32 32 10.750" 10.202" 11.0 lb./8.0 lb. Ea
80SF34 BN80SF34 34 11.390" 10.838" 12.4 lb./9.4 lb. Ea
80SF36 BN80SF36 36 12.030" 11.474" 14.3 lb./11.3 lb. Ea
80SF40 BN80SF40 40 13.310" 12.746" 16.0 lb./13.0 lb. Ea

80SH Series Sprocket
Sprockets available in various materials, designs and 
specifications, ensuring compatibility in a wide variety 
of applications. Economical cast iron; durable and 
versatile steel and stainless steel; plastic sprockets are 
USDA and FDA compliant. Sprockets can have a QD 
feature. Quick-disconnect promotes more convenient 
assembling and disassembling, and a more precise fit 
because it has a split design.

• 1 5/8” Maximum bore diameter
• Sprocket tooth width: 0.575”
• Overall length: 1 7/16”
• Sprocket hub diameter: 2 11/16”
• Use with SH bushing
• Sprocket bolt thread length: 13/16”
• Sprocket hub length: 21/32”
• Sprocket bushing length: 15/64”

 80SH SERIES

MFG# Sykes# No. of
Teeth

Outer
Dia.

Pitch
Dia.

Weight with
Hub/Rim Only UOM

80SH11 BN80SH11 11 4.010” 3.550” 2.0 lb./1.0 lb. Ea
80SH12 BN80SH12 12 4.330” 3.864” 2.4 lb./1.4 lb. Ea

80SK Series Sprocket
Sprockets available in various materials, designs and 
specifications, ensuring compatibility in a wide variety 
of applications. Economical cast iron; durable and 
versatile steel and stainless steel; plastic sprockets are 
USDA and FDA compliant. Sprockets can have a QD 
feature. Quick-disconnect promotes more convenient 
assembling and disassembling, and a more precise fit 
because it has a split design.

• 2 5/8” Maximum bore diameter
• Sprocket tooth width: 0.575”
• Overall length: 2 1/8”
• Sprocket hub diameter: 3 7/8”
• Use with SK bushing
• Sprocket bolt thread length: 1 1/4”
• Sprocket hub length: 1 19/64”
• Sprocket bushing length: 21/32”

 80SK SERIES

MFG# Sykes# No. of
Teeth

Outer
Dia.

Pitch
Dia.

Weight with
Hub/Rim Only UOM

80SK15 BN80SK15 15 5.300” 4.810” 4.5 lb./2.5 lb. Ea
80SK16 BN80SK16 16 5.630” 5.126” 5.1 lb./3.1 lb. Ea
80SK17 BN80SK17 17 5.950” 5.442” 5.5 lb./3.5 lb. Ea
80SK18 BN80SK18 18 6.270” 5.759” 5.9 lb./3.9 lb. Ea
80SK19 BN80SK19 19 6.590” 6.076” 6.4 lb./4.4 lb. Ea

H40H Series Sprocket
External key for higher torque capacity. Aligns bolt holes. 
Double split barrel improves clamping. Solid flange for true 
concentricity, easy installation. Longer barrel provides better 
support on the shaft. H: designates hardened teeth sprocket.

MFG# Sykes# Bore
Dia. (Max) Bushing Hub

Dia.
No. of
Teeth

Outer
Dia.

Overall
Length

Pitch
Dia.

Tooth
Width UOM

H40H17 BN40H17 3/8” to 1 1/2” H 2 1/2” 17 2.96” 1.250” 2.721” 0.284” Ea

 H40H SERIES

H40P Series Sprocket
External key for higher torque capacity. Aligns bolt holes. 
Double split barrel improves clamping. Solid flange for true 
concentricity, easy installation. Longer barrel provides better 
support on the shaft.
• 1/2” to 1 3/4” Maximum bore diameter
• Sprocket tooth width: 0.284”
• Overall length: 1.9375”
• Sprocket hub diameter: 3”
• Use with P1 bushing

MFG# Sykes# Outer
Dia.

No. of
Teeth

Pitch
Dia. UOM

H40P20 BN40P20 3.45” 20 3.196” Ea

H40P22 BN40P22 3 3/4” 22 3.513” Ea

H40P30 BN40P30 5.06” 30 4.783” Ea

 H40P SERIES

H50H Series Sprocket
External key for higher torque capacity. Aligns bolt 
holes. Double split barrel improves clamping. Solid 
flange for true concentricity, easy installation. 
Longer barrel provides better support on the shaft. 
• 3/8” to 1 1/2” Maximum bore diameter 
• Sprocket tooth width: 0.343” 
• Overall length: 1.250” 
• Sprocket hub diameter: 2 1/2” 
• Use with H bushing

 H50H SERIES

MFG# Sykes# No. of Teeth Outer Dia. Pitch Dia. UOM

H50H13 BN50H13 13 2.91” 2.612” Ea

H50H14 BN50H14 14 3.11” 2.809” Ea

H50H15 BN50H15 15 3.32” 3.006” Ea

H50H16 BN50H16 16 3.52” 3.204” Ea

H50P Series Sprocket
External key for higher torque capacity. Aligns bolt 
holes. Double split barrel improves clamping. Solid 
flange for true concentricity, easy installation. 
Longer barrel provides better support on the shaft. 
• 1/2” to 1 3/4” Maximum bore diameter 
• Sprocket tooth width: 0.343” 
• Overall length: 1.9375” 
• Sprocket hub diameter: 3” 
• Use with P1 bushing

 H50P SERIES

MFG# Sykes# No. of Teeth Outer Dia. Pitch Dia. UOM

H50P18 BN50P18 18 3.92” 3.599” Ea

H50P21 BN50P21 21 4.52” 4.194” Ea

H50P22 BN50P22 22 4.7” 4.392” Ea

H50Q Series Sprocket
External key for higher torque capacity. Aligns bolt 
holes. Double split barrel improves clamping. Solid 
flange for true concentricity, easy installation. Longer 
barrel provides better support on the shaft. 

• External key for higher torque capacity, aligns bolt holes 
• Double split barrel improves clamping 
• Solid flange for true concentricity, easy installation 
• Longer barrel provides better support on the shaft 
• H: Designates hardened teeth sprocket

 H50Q SERIES

MFG# Sykes#
Bore
Dia
(Max)

Bushing Hub
Dia.

No. of
Teeth

Outer
Dia.

Overall
Length

Pitch
Dia.

Tooth
Width UOM

H50Q28 BN50Q28 3/4" to
2 11/16" Q1 4 1/8" 28 5.92" 2.5000" 5.582" 0.343" Ea
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Power Transmission

H60P Series Sprocket
Split taper keyway can prevent sprocket slippage, 
especially during applications where the workload is 
higher. Split-taper bushings provide more clamping 
force for bores that only utilize keyways. 

• 1/2” to 1 3/4” Maximum bore diameter 
• Sprocket tooth width: 0.459” 
• Overall length: 1.9375” 
• Sprocket hub diameter: 3” 
• Use with P1 bushing

MFG# Sykes# No. of Teeth Outer Dia. Pitch Dia. UOM
H60P15 BN60P15 15 3.98” 3.607” Ea
H60P18 BN60P18 18 4.7” 4.319” Ea
H60P19 BN60P19 19 4.95” 4.557” Ea

 H60P SERIES

HB40 Series Idler Sprocket
Idlers are part of sprockets designed to freely spin on bearings 
in order to help control slack in the running chain. Note 
that when using sprockets, idlers do not affect the power 
transmission ratio. Instead, the gear ratio is only dependent 
on the teeth number in the driven and driving shafts. Whether 
smaller or larger, the idler helps to maintain surface speed. 
Designed using high strength materials such as carbon 
steel and cast iron. Polyamide idlers also available for use 
depending on application.

 HB40 SERIES

MFG# Sykes# Bore
Dia.

No. of
Teeth

Outer
Dia.

Overall
Length

Tooth
Width UOM

HB40A17 x 5/8 BNHB40A1710 0.6350” 17 2.9600” 0.7200” 0.284” Ea

HB50 Series Idler Sprocket
Idlers are part of sprockets designed to freely spin on bearings in 
order to help control slack in the running chain. Note that when 
using sprockets, idlers do not affect the power transmission ratio. 
Instead, the gear ratio is only dependent on the teeth number in 
the driven and driving shafts. Whether smaller or larger, the idler 
helps to maintain surface speed. Designed using high strength 
materials such as carbon steel and cast iron. Polyamide idlers 
also available for use depending on application.  HB50 SERIES

MFG# Sykes# Bore
Dia.

No. of
Teeth

Outer
Dia.

Overall
Length

Tooth
Width UOM

HB50A15 x 5/8 BNHB50A1510 0.6350” 15 3.32” 0.7200” 0.343” Ea

HB60 Series Idler Sprocket
Idlers are part of sprockets designed to freely spin on bearings in 
order to help control slack in the running chain. Note that when 
using sprockets, idlers do not affect the power transmission 
ratio. Instead, the gear ratio is only dependent on the teeth 
number in the driven and driving shafts. Whether smaller or 
larger, the idler helps to maintain surface speed. Designed 
using high strength materials such as carbon steel and cast 
iron. Polyamide idlers also available for use depending on 
application.

MFG# Sykes# Bore
Dia.

No. of
Teeth

Outer
Dia.

Overall
Length

Tooth
Width UOM

HB60A13 x 5/8 BNHB60A1310 0.6350” 13 3.4900” 0.7200” 0.459” Ea

 HB60 SERIES

MFG# Sykes# Bearing
Type

No. of
Teeth

Outer
Diameter

Shaft
Length UOM

HN50B17 BNHN50B17 Needle 17 3.7200” 2.125" Ea

HN50 Series Idler Sprocket
Sprocket idler with hardened teeth. For use with drive 
tighteners. Cast iron. All Browning stockidlers furnished 
with needle bearings have retainers that insure minimum 
internal friction and wear by separating the needle rollers.

 HN50 SERIES

MFG# Sykes# Bearing
Type

No. of
Teeth

Outer
Diameter

Shaft
Length UOM

HN60B17 BNHN60B17 Needle 17 4.4600” 2.125" Ea

HN60 Series Idler Sprocket
Sprocket idler with hardened teeth. For use with drive 
tighteners. Cast iron. All Browning stock idlers furnished 
with needle bearings have retainers that insure minimum 
internal friction and wear by separating the needle rollers.

 HN60 SERIES

HN40 Series Idler Sprocket
Sprocket idler with hardened teeth. For use with drive 
tighteners. Cast iron. All Browning idlers furnished with 
needle bearings have retainers that insure minimum internal 
friction needle rollers.

 HN40 SERIES

MFG# Sykes# Bearing
Type

No. of
Teeth

Outer
Diameter

Shaft
Length UOM

HN40B19 BNHN40B19 Needle 19 3.2800” 2.125" Ea

The
Sykes Difference:
Dependable products, 
top-notch service, and a 
convenient, cost-effective 
partnership that helps 
your business thrive.

H-Bushing
Solid flange and double split barrel assures better 
concentricity to the shaft. 3/4" Per foot taper on barrel 
- self-locking taper provides the highest degree of 
mechanical locking. 

• Flange thickness: 1/4" 
• Overall length: 1 1/4" 
• Bushing taper length: 1" 
• Bushing taper outer diameter: 1 5/8" 
• Bushing flange outer diameter: 2 1/2" 
• Bolt size required for bushing: 2" 
• Use bushings with cap screw: Grade 5, Size 2, 1/4" x 3/4"

 H-BUSHING

MFG# Sykes# Bore Diameter Keyseat UOM
Hex1 1/16 BNH17 1 1/16" 1/4" x 1/8" Ea
Hex1 1/2 BNH24 1 1/2" 3/8" x 1/16" Ea
Hex1 1/4 BNH20 1 1/4" 1/4" x 1/8" Ea
Hex1 1/8 BNH18 1 1/8" 1/4" x 1/8" Ea
Hex1 3/16 BNH19 1 3/16" 1/4" x 1/8" Ea
Hex1 3/8 BNH22 1 3/8" 5/16" x 1/16" Ea
Hex1 7/16 BNH23 1 7/16" 3/8" x 1/16" Ea
Hex1/2 BNH08 1/2" 1/8" x 1/16" Ea
Hex1 BNH16 1" 1/4" x 1/8" Ea
Hex15/16 BNH15 15/16" 1/4" x 1/8" Ea
Hex3/4 BNH12 3/4" 3/16" x 3/32" Ea
Hex5/8 BNH10 5/8" 3/16" x 3/32" Ea
Hex7/8 BNH14 7/8" 3/16" x 3/32" Ea

JA-Bushing
Reverse mounting ability allows for mounting 
on either side of the product to allow for a more 
flush view of the product face. 3/4" Per foot taper 
on barrel - self-locking taper provides the highest 
degree of mechanical locking.

• Flange thickness: 5/16"
• Overall length: 1"
• Bushing taper length: 11/16"
• Bushing taper outer diameter: 1.375"
• Bushing flange outer diameter: 2"
• Bolt size required for bushing: 1.665"
• Use bushings with cap screw: Grade 5, Size 3, 10" x 1"

 JA-BUSHING

MFG# Sykes# Bore Diameter Keyseat UOM
JA1 1/4 BNJA20 1 1/4" No Key Ea
JA1 1/8 BNJA18 1 1/8" 1/4" x 1/16" Ea
JA1 3/16 BNJA19 1 3/16" 1/4" x 1/16" Ea
JA1/2 BNJA08 1/2" 1/8" x 1/16" Ea
JA1 BNJA16 1" 1/4" x 1/8" Ea
JA3/4 BNJA12 3/4" 3/6" x 3/32" Ea
JA5/8 BNJA10 5/8" 3/6" x 3/32" Ea
JA7/8 BNJA14 7/8" 3/6" x 3/32" Ea

P1 Split Taper Bushing
P1 Bushings are used in an extensively wide range 
of applications. Solid flange and double split barrel 
- assures better concentricity to the shaft. Key to 
key drive - with keys on both the shaft and product 
to provide the strongest possible drive. 3/4" per 
foot taper on barrel - self-locking taper provides 
the highest degree of mechanical locking product 
to product. Overall length 1.9375". Bushing flange 
outer diameter 3". Use bushings with cap screw 
Grade 5 size 5/16" x 1". Lifetime warranty.

 P1 SPLIT TAPER BUSHING

MFG# Sykes# Bore Diameter Keyseat UOM
P1 1 1/2 BNP124 1.5" 3/8" x 3/16" Ea
P1 1 1/4 BNP120 1.25" 1/4" x 1/8" Ea
P1 1 1/8 BNP118 1.125" 1/4" x 1/8" Ea
P1 1 5/16 BNP121 1.3125" 5/16" x 5/32" Ea
P1 1 3/16 BNP119 1.1875" 1/4" x 1/8" Ea
P1 1 3/4 BNP128 1.75" 3/8" x 3/16" Ea
P1 1 3/8 BNP122 1.375" 3/8" x 3/16" Ea
P1 1 5/8 BNP126 1.625" 3/8" x 3/16" Ea
P1 1 7/16 BNP123 1.4375" 3/8" x 3/16" Ea
P1 1 BNP116 1" 1/4" x 1/8" Ea
P1 3/4 BNP112 0.75" 3/16" x 3/32" Ea
P1 5/8 BNP110 0.625" 3/16" x 3/32" Ea
P1 7/8 BNP114 0.875" 3/16" x 3/32" Ea
P1 15/16 BNP115 15/16" 3/16" x 3/32" Ea

Q1 Split Taper Bushing
Q1 Bushings are used in an extensively wide range 
of applications. Solid flange and double split barrel 
- assures better concentricity to the shaft. Key to 
key drive - with keys on both the shaft and product 
to provide the strongest possible drive. 3/4" per 
foot taper on barrel - self-locking taper provides the 
highest degree of mechanical locking product to 
product. Overall length 2.5". Bushing flange outer 
diameter 4.125". Use bushings with cap screw Grade 5 
size 3/8" x 1 1/4". Lifetime warranty.

MFG# Sykes# Bore Diameter Keyseat UOM
Q1 1 1/2 BNQ124 1.5" 3/8" x 3/16" Ea
Q1 1 1/4 BNQ120 1.25" 1/4" x 1/8" Ea
Q1 1 1/8 BNQ118 1.125" 1/4" x 1/8" Ea
Q1 1 11/16 BNQ127 1.6875" 3/8" x 3/16" Ea
Q1 1 15/16 BNQ131 1.9375" 1/2" x 1/4" Ea
Q1 1 3/16 BNQ119 1.1875" 1/4" x 1/8" Ea
Q1 1 3/4 BNQ128 1.75" 3/8" x 3/16" Ea
Q1 1 3/8 BNQ122 1.375" 3/8" x 3/16" Ea
Q1 1 5/8 BNQ126 1.625" 3/8" x 3/16" Ea
Q1 1 7/16 BNQ123 1.4375" 3/8" x 3/16" Ea
Q1 1 7/8 BNQ130 1.875" 1/2" x 1/4" Ea
Q1 1 BNQ116 1" 1/4" x 1/8" Ea
Q1 2 1/4 BNQ136 2.25" 1/2" x 1/4" Ea
Q1 2 3/16 BNQ135 2.1875" 1/2" x 1/4" Ea
Q1 2 3/8 BNQ138 2.375" 5/8" x 5/16" Ea
Q1 2 7/16 BNQ139 2.4375" 5/8" x 5/16" Ea
Q1 2 BNQ132 2" 1/2" x 1/4" Ea
Q1 3/4 BNQ112 0.75" 3/16" x 3/32" Ea
Q1 7/8 BNQ114 0.875" 3/16" x 3/32" Ea

 Q1 SPLIT TAPER BUSHING

Don't see it?
We can find it. It's what we do.

Call, come in, or

at SykesSupply.com
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Power Transmission

SDS-Bushing
Reverse mounting ability allows for mounting 
on either side of the product to allow for a more 
flush view of the product face. 3/4" Per foot taper 
on barrel - self-locking taper provides the highest 
degree of mechanical locking.

• Flange thickness: 7/16"
• Overall length: 1 5/16"
• Bushing taper length: 7/8"
• Bushing taper outer diameter: 2.187"
• Bushing flange outer diameter: 3 1/8"
• Bolt size required for bushing: 2 11/16"
• Use bushings with cap screw: Grade 5, Size 3, 1/4" x 1 3/8"

MFG# Sykes# Bore Diameter Keyseat UOM
SDS 1 1/2 BNSDS24 1 1/2" 3/8" x 3/16" Ea
SDS 1 1/4 BNSDS20 1 1/4" 1/4" x 1/8" Ea
SDS 1 1/8 BNSDS18 1 1/8" 1/4" x 1/8" Ea
SDS 1 11/16 BNSDS27 1 11/16" 3/8" x 3/16" Ea
SDS 1 15/16 BNSDS31 1 15/16" 1/2" x 1/16" Ea
SDS 1 3/16 BNSDS19 1 3/16" 1/4" x 1/8" Ea
SDS 1 3/4 BNSDS28 1 3/4" 3/8" x 1/8" Ea
SDS 1 3/8 BNSDS22 1 3/8" 5/16" x 5/32" Ea
SDS 1 5/8 BNSDS26 1 5/8" 3/8" x 3/16" Ea
SDS 1 7/16 BNSDS23 1 7/16" 3/8" x 3/16" Ea
SDS 1 7/8 BNSDS30 1 7/8" 1/2" x 1/16" Ea
SDS 1/2 BNSDS08 1/2" 1/8" x 1/16" Ea
SDS 1 BNSDS16 1" 1/4" x 1/8" Ea
SDS 2 BNSDS32 2" No Key Ea
SDS 3/4 BNSDS12 3/4" 3/16" x 3/32" Ea
SDS 5/8 BNSDS10 5/8" 3/16" x 3/32" Ea
SDS 7/8 BNSDS14 7/8" 3/16" x 3/32" Ea

 SDS-BUSHING

SF-Bushing
Quick, detachable, flanged bushings are designed for 
conventional mounting or reverse mounting. 

• Flange thickness 5/8" 
• Overall length 2 1/16" 
• Bushing taper length 1 7/16" 
• Bushing taper outer diameter 3.125" 
• Bushing flange outer diameter 4 5/8" 
• Bolt size required for bushing 3 7/8" 
• Use bushings with cap screw Grade 5 size 3 3/8" x 2"

 SF-BUSHING

MFG# Sykes# Bore Diameter Keyseat UOM
SF 1 1/2 BNSF24 1 1/2" 3/8" x 3/16" Ea
SF 1 1/4 BNSF20 1 1/4" 1/4" x 1/8" Ea
SF 1 1/8 BNSF18 1 1/8" 1/4" x 1/8" Ea
SF 1 11/16 BNSF27 1 11/16" 3/8" x 3/16" Ea
SF 1 15/16 BNSF31 1 15/16" 3/8" x 3/16" Ea
SF 1 3/16 BNSF19 1 3/16" 1/4" x 1/8" Ea
SF 1 3/4 BNSF28 1 3/4" 3/8" x 3/16" Ea
SF 1 3/8 BNSF22 1 3/8" 5/16" x 5/32" Ea
SF 1 5/8 BNSF26 1 5/8" 3/8" x 3/16" Ea
SF 1 7/16 BNSF23 1 7/16" 3/8" x 3/16" Ea
SF 1 7/8 BNSF30 1 7/8" 1/2" x 1/4" Ea
SF 1/2 BNSF08 1/2" 1/8" x 1/16" Ea
SF 1 BNSF16 1" 1/4" x 1/8" Ea
SF 2 15/16 BNSF47 2 15/16" No Key Ea
SF 2 7/16 BNSF39 2 7/16" 5/8" x 3/16" Ea
SF 2 BNSF32 2" 1/2" x 1/4" Ea
SF 3/4 BNSF12 3/4" 3/16" x 3/32" Ea
SF 5/8 BNSF10 5/8" 3/16" x 3/32" Ea
SF 7/8 BNSF14 7/8" 3/16" x 3/32" Ea
SF 2 3/16 BNSF35 2.1875" 1/2" x 1/4" Ea

SH-Bushing
Quick, detachable, flanged bushings are designed for 
conventional mounting or reverse mounting. 

• Flange thickness 7/16" 
• Overall length 1 5/16" 
• Bushing taper length 7/8" 
• Bushing taper outer diameter 1.871" 
• Bushing flange outer diameter 2 11/16" 
• Bolt size required for bushing 2 1/4" 
• Use bushings with cap screw Grade 5 size 3 1/4" x 1 3/8"

 SH-BUSHING

MFG# Sykes# Bore Diameter Keyseat UOM
SH 1 1/2 BNSH24 1 1/2" 3/8" x 1/16" Ea
SH 1 1/4 BNSH20 1 1/4" 1/4" x 1/8" Ea
SH 1 1/8 BNSH18 1 1/8" 1/4" x 1/8" Ea
SH 1 11/16 BNSH27 1 11/16" No Key Ea
SH 1 3/16 BNSH19 1 3/16" 1/4" x 1/8" Ea
SH 1 3/8 BNSH22 1 3/8" 5/16" x 5/32" Ea
SH 1 5/8 BNSH26 1 5/8" 3/8" x 1/16" Ea
SH 1 7/16 BNSH23 1 7/16" 3/8" x 1/16" Ea
SH 1/2 BNSH08 1/2" 1/8" x 1/16" Ea
SH 1 BNSH16 1" 1/4" x 1/8" Ea
SH 3/4 BNSH12 3/4" 3/16" x 3/32" Ea
SH 5/8 BNSH10 5/8" 3/16" x 3/32" Ea
SH 7/8 BNSH14 7/8" 3/16" x 3/32" Ea

SK-Bushing
SK Bushings are used in an extensively wide range of 
applications. 

• Flange thickness 9/16" 
• Overall length 1 15/16" 
• Bushing taper length 1 3/8" 
• Bushing taper outer diameter 2.812" 
• Bushing flange outer diameter 3 7/8" 
• Bolt size required for bushing 3 5/16" 
• Use bushings with cap screw Grade 5 size 3 5/16" x 2"

MFG# Sykes# Bore Diameter Keyseat UOM
SK 1 1/2 BNSK24 1 1/2" 3/8" x 3/16" Ea
SK 1 1/4 BNSK20 1 1/4" 1/4" x 1/8" Ea
SK 1 1/8 BNSK18 1 1/8" 1/4" x 1/8" Ea
SK 1 11/16 BNSK27 1 11/16" 3/8" x 3/16" Ea
SK 1 15/16 BNSK31 1 15/16" 1/2" x 1/4" Ea
SK 1 3/16 BNSK19 1 3/16" 1/4" x 1/8" Ea
SK 1 3/4 BNSK28 1 3/4" 3/8" x 3/16" Ea
SK 1 3/8 BNSK22 1 3/8" 5/16" x 5/32" Ea
SK 1 5/8 BNSK26 1 5/8" 3/8" x 3/16" Ea
SK 1 7/16 BNSK23 1 7/16" 3/8" x 3/16" Ea
SK 1 7/8 BNSK30 1 7/8" 1/2" x 1/4" Ea
SK 1/2 BNSK08 1/2" 1/8" x 1/16" Ea
SK 1 BNSK16 1" 1/4" x 1/8" Ea
SK 2 7/16 BNSK39 2 7/16" 5/8" x 1/16" Ea
SK 2 BNSK32 2" 1/2" x 1/4" Ea
SK 3/4 BNSK12 3/4" 3/16" x 3/32" Ea
SK 5/8 BNSK10 5/8" 3/16" x 3/32" Ea
SK 7/8 BNSK14 7/8" 3/16" x 3/32" Ea
SK 2 3/16 BNSK35 2 3/16" 1/2" x 1/4" Ea

 SK-BUSHING

2TB Sheave
A sheave or pulley wheel is a grooved wheel often used for 
holding a belt, wire rope, or rope and incorporated into a 
pulley. The sheave spins on an axle or bearing inside the frame 
of the pulley. This allows the wire or rope to move freely, 
minimizing friction and wear on the cable. 
• 2 Grooves; 1-16 grooves available
• For A, B type belts 
• Made of cast iron 
• Sheave outer length 1.9375" 
• Sheave face width 1.7500
Keyseat: 
• 1/4" x 1/8" (15/16" to 1 1/4" Bore) 
• 1/8" x 1/16" (1/2" to 9/16" Bore) 
• 3/16" x 3/32" (5/8" to 7/8" Bore) 
• 3/8" x 3/16" (1 7/16" to 1 3/4" Bore) 
• 5/16" x 5/32" (1 5/16" to 1 3/8" Bore) 2TB70X2TB-70
Sheave keyseat:
• 1/2" x 1/4" (1 13/16" to 2 1/4" Bore) 
• 1/4" x 1/8" (15/16" to 1 1/4" Bore) 
• 3/16" x 3/32" (5/8" to 7/8" Bore) 
• 3/8" x 3/16" (1 7/16" to 1 3/4" Bore) 
• 5/16" x 5/32" (1 5/16" to 1 3/8" Bore) 
• 5/8" x 5/16" (2 5/16" to 2 11/16" Bore)

 2TB

MFG# Sykes# Outer
Dia.

Overall
Width

Pitch
Dia. (A)

Pitch
Dia.(B) UOM

2TB-34 BN2TB34 3.75" 3 1/16" 3" 3.4" Ea
2TB-36 BN2TB36 3.95" 3 1/16" 3.2" 3.6" Ea
2TB-40 BN2TB40 4.35" 2 5/8" 3.6" 4" Ea
2TB-46 BN2TB46 4.95" 2 3/16" 4.2" 4.6" Ea
2TB-58 BN2TB58 6.15" 2 3/16" 5.4" 5.8" Ea
2TB-64 BN2TB64 6.75" 2 3/16" 6" 6.4" Ea
2TB-70 BN2TB70 7.35" 2 25/32" 6.6" 7" Ea

BS 28 Sheave
FHP Sheaves (fractional horsepower) are light duty 
sheaves that utilize “H” bushings or have a finished bore. 
Manufactured from class 30 gray iron (30, 000 tensile 
strength) and can have a maximum speed of 6500 FPM. All 
sheaves are statically balanced. Dynamic balancing should 
be considered for any sheaves exceeding 5000 FPM, or if they 
will be used on equipment where vibration is a problem. 
Fractional horsepower sheaves come in both single or 
double groove designs, and all have precision machined 
grooves.

 BS 28 SHEAVE

MFG# Sykes# Description Overall Length UOM
BS28x1 BNBS2816 BS 28 Sheave 1 3/16" Ea

Groove Finished Bore Pitch Sheave
One groove; both one and two groove sheaves available in 1.6" 
to 8.5", covering up to 25 horsepower. Made of cast iron. Uses 
3L, 4L or A,5L or B types of belts. Turns open (3L) for minimum 
pitch diameter 4. Turns open (A or 4L) for minimum pitch 
diameter 5.

MFG# Sykes# Bore
Dia.

Outer
Dia.

Turns Open (B or 5L)
(for Min PD) UOM

1VL40x1/2 BN1VL4008 0.5" 3.75" 6 Ea
1VL40x5/8 BN1VL4010 0.625" 3.75" 1 Ea
1VL44x5/8 BN1VL4410 0.625" 4.15" 1 Ea
1VM50x3/4 BN1VM5012 0.75" 4.75" 6 Ea
1VM50x5/8 BN1VM5010 0.625" 4.75" 6 Ea
1VM50x7/8 BN1VM5014 0.875" 4.75" 6 Ea

 GROOVE FINISHED
 BORE PITCH SHEAVE

One Groove Flip Bushed Sheave
Finished bore sheaves in both A and B combination (A/B) configuration. One groove; 2 and 3 grooves are also available to meet any fractional 
horsepower requirement. Combination groove sheaves permit the running of A, 4L, B and 5L belts. 0.375” Minimum bore diameter. Made of cast iron.

MFG# Sykes# Outer Dia. Belt Section Pitch Dia.(A) Pitch Dia.(B) Outside Length Datum Dia. (A) Datum  Dia. (B) Pitch Dia. (3L) UOM
AK32H BNAK32H 3.25" 4L or A 3L 3.2" N/A 1.8125" 3" N/A 2.66" Ea

AK34H BNAK34H 3.45" 4L or A 3L 3.4" N/A 1.5" 3.2" N/A 2.86" Ea

AK44H BNAK44H 4.25" 4L or A 3L 4.2" N/A 1.5" 4" N/A 3.66" Ea

AK51H BNAK51H 4.95" 4L or A 3L 4.9" N/A 1.5" 4.7" N/A 4.36" Ea

AK59H BNAK59H 5.75" 4L or A 3L 5.7" N/A 1.5" 5.5" N/A 5.16" Ea

AK69H BNAK69H 6.75" 4L or A 3L 6.7" N/A 1.5" 6.5" N/A 6.16" Ea

AK71H BNAK71H 6.95" 4L or A 3L 6.9" N/A 1.5" 6.7" N/A 6.36" Ea

AK74H BNAK74H 7.25" 4L or A 3L 7.2" N/A 1.5" 7" N/A 6.66" Ea

BK110H BNBK110H 10.75" 4L or A 5L or B 10.2" 10.7" 1.5625" 10" 10.4" N/A Ea

BK30H BNBK30H 3.15" 4L or A 5L or B 2.6" 3.1" 1.9375" 2.4" 2.8" N/A Ea

BK34H BNBK34H 3.55" 4L or A 5L or B 3" 3.5" 1.9375" 2.8" 3.2" N/A Ea

BK36H BNBK36H 3.75" 4L or A 5L or B 3.2" 3.7" 1.5" 3" 3.4" N/A Ea

BK40H BNBK40H 3.95" 4L or A 5L or B 3.4" 3.9" 1.5" 3.2" 3.6" N/A Ea

BK45H BNBK45H 4.25" 4L or A 5L or B 3.7" 4.2" 1.5" 3.5" 3.9" N/A Ea

BK55H BNBK55H 5.25" 4L or A 5L or B 4.7" 5.2" 1.5" 4.5" 4.9" N/A Ea

BK57H BNBK57H 5.45" 4L or A 5L or B 4.9" 5.4" 1.5" 4.7" 5.1" N/A Ea

BK60H BNBK60H 5.75" 4L or A 5L or B 5.2" 5.7" 1.5" 5" 5.4" N/A Ea

BK65H BNBK65H 6.25" 4L or A 5L or B 5.7" 6.2" 1.5" 5.5" 5.9" N/A Ea

BK85H BNBK85H 8.25" 4L or A 5L or B 7.7" 8.2" 1.5625" 7.5" 7.9" N/A Ea

 ONE GROOVE
FLIP BUSHED SHEAVE
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Power Transmission

Groove Flip Finished Bore Sheave
Finished bore sheaves In both A and B combination (A/B) 
configuration. 1 Groove; 1, 2 and 3 grooves are available to 
meet any fractional horsepower requirement. Combination 
groove sheaves permit the running of A, 4L, B and 5L belts. 
Made of cast iron.

MFG# Sykes# Belt
Section

Bore
Dia. Datum (3L) Outer

Dia.
Pitch
Dia. (A) UOM

AK17x1/2 BNAK1708 3L,A 0.5" 1.16" 1.75" 1.7" Ea
AK17x5/8 BNAK1710 3L,A 0.625" 1.16" 1.75" 1.7" Ea
AK20x3/4 BNAK2012 3L,A 0.75" 1.46" 2" 2" Ea
AK20x5/8 BNAK2010 3L,A 0.625" 1.46" 2" 2" Ea
AK22x1/2 BNAK2208 3L,A 0.5" 1.66" 2.2" 2.2" Ea
AK22X3/4 BNAK2212 3L,A 0.75" 1.66" 2.2" 2.2" Ea
AK22x5/8 BNAK2210 3L,A 0.625" 1.66" 2.2" 2.2" Ea
AK25x1/2 BNAK2508 3L,A 0.5" 1.96" 2.5" 2.5" Ea
AK25x1 BNAK2516 4L or A,3L 1" N/A 2.5" 2.3" Ea
AK25x3/4 BNAK2512 3L,A 0.75" 1.96" 2.5" 2.5" Ea
AK25x5/8 BNAK2510 3L,A 0.625" 1.96" 2.5" 2.5" Ea
AK25x7/8 BNAK2514 4L or A,3L 0.875" N/A 2.5" 2.3" Ea
AK28X1/2 BNAK2808 3L,A 0.5" 2.26" 2.8" 2.8" Ea
AK28X1 BNAK2816 A or 3L,4L 1" N/A 2.8" 2.6" Ea
AK28X3/4 BNAK2812 3L,A 0.75" 2.26" 2.8" 2.8" Ea
AK28X5/8 BNAK2810 3L,A 0.625" 2.26" 2.8" 2.8" Ea
AK28X7/8 BNAK2814 4L or A,3L 0.875" N/A 2.8" 2.6" Ea
AK30x1/2 BNAK3008 3L,A 0.5" 2.46" 3.05" 3" Ea
AK30x1 BNAK3016 4L or A,3L 1" N/A 3.05" 2.8" Ea
AK30x3/4 BNAK3012 3L,A 0.75" 2.46" 3.05" 3" Ea
AK30x5/8 BNAK3010 3L,A 0.625" 2.46" 3.05" 3" Ea
AK30x7/8 BNAK3014 3L,A 0.875" 2.46" 3.05" 3" Ea
AK32x1/2 BNAK3208 3L,A 0.5" 2.66" 3.25" 3.2" Ea
AK32X5/8 BNAK3210 3L,A 0.625" 2.66" 3.25" 3.2" Ea
AK32x7/8 BNAK3214 3L,A 0.875" 2.66" 3.25" 3.2" Ea
AK34x1/2 BNAK3408 3L,A 0.5" 2.86" 3.45" 3.4" Ea
AK34x5/8 BNAK3410 3L,A 0.625" 2.86" 3.45" 3.4" Ea
Ak34x1 BNAK3416 4L or A,3L 1" N/A 3.45" 3.2" Ea
Ak34x3/4 BNAK3412 3L,A 0.75" 2.86" 3.45" 3.4" Ea
Ak34x7/8 BNAK3414 3L,A 0.875" 2.86" 3.45" 3.4" Ea
AK39x3/4 BNAK3912 3L,A 0.75" 3.16" 3.75" 3.7" Ea
AK39x5/8 BNAK3910 3L,A 0.625" 3.16" 3.75" 3.7" Ea
AK41X1 BNAK4116 3L,A 1" 3.36" 3.95" 3.9" Ea
AK41X5/8 BNAK4110 3L,A 0.625" 3.36" 3.95" 3.9" Ea
AK41X7/8 BNAK4114 3L,A 0.875" 3.36" 3.95" 3.9" Ea
AK44X5/8 BNAK4410 3L,A 0.625" 3.66" 4.25" 4.2" Ea
AK49X5/8 BNAK4910 3L,A 0.625" 4.16" 4.75" 4.7" Ea
AK51x1/2 BNAK5108 3L,A 0.5" 4.36" 4.95" 4.9" Ea
AK51X1 BNAK5116 3L,A 1" 4.36" 4.95" 4.9" Ea
AK51X3/4 BNAK5112 3L,A 0.75" 4.36" 4.95" 4.9" Ea
AK51X5/8 BNAK5110 3L,A 0.625" 4.36" 4.95" 4.9" Ea
AK54x5/8 BNAK5410 3L,A 0.625" 4.66" 5.25" 5.2" Ea
AK56X3/4 BNAK5612 3L,A 0.75" 4.86" 5.45" 5.4" Ea
AK61X5/8 BNAK6110 3L,A 0.625" 5.36" 5.95" 5.9" Ea
AK64x1 BNAK6416 3L,A 1" 5.66" 6.25" 6.2" Ea
AK64X5/8 BNAK6410 3L,A 0.625" 5.66" 6.25" 6.2" Ea
AK74X3/4 BNAK7412 3L,A 0.75" 6.66" 7.25" 7.2" Ea
AK84X3/4 BNAK8412 3L,A 0.75" 7.66" 8.25" 8.2" Ea

 GROOVE FLIP FINISHED
 BORE PITCH SHEAVE

Q-D® Sheaves for “A” and “B” Belts
Combination groove - all B sheaves permit the running of A and 
B belts to be run in them, thus providing a variety of different 
pitch diameters and horse powers. Close grain cast iron allows 
machining sheaves to the closest tolerances possible. 

* Suffix on Type indicates: 1 = Solid Construction; 2 = Web 
Construction. 3 = Arm Construction.

MFG# Sykes# Description UOM
1 Groove, Face Width = 7/8”

1B34SH BN1B34SH Solid construction Ea
1B36SH BN1B36SH Solid construction Ea
1B38SH BN1B38SH Solid construction Ea
1B40SH BN1B40SH Solid construction Ea
1B42SH BN1B42SH Solid construction Ea
1B44SH BN1B44SH Solid construction Ea
1B46SDS BN1B46SDS Solid construction Ea
1B48SDS BN1B48SDS Solid construction Ea
1B50SDS BN1B50SDS Solid construction Ea
1B52SDS BN1B52SDS Solid construction Ea
1B54SDS BN1B54SDS Solid construction Ea
1B56SDS BN1B56SDS Solid construction Ea
1B58SDS BN1B58SDS Web construction Ea
1B60SDS BN1B60SDS Web construction Ea
1B64SDS BN1B64SDS Web construction Ea
1B68SDS BN1B68SDS Arm construction Ea
1 Groove, Face Width = 1”

1B74SDS BN1B74SDS Arm construction Ea
1B80SDS BN1B80SDS Arm construction Ea
1B86SDS BN1B86SDS Arm construction Ea
2 Grooves, Face Width = 1 3/4”

2B34SH BN2B34SH Solid construction Ea
2B36SH BN2B36SH Solid construction Ea
2B38SH BN2B38SH Solid construction Ea
2B40SH BN2B40SH Solid construction Ea
2B42SH BN2B42SH Solid construction Ea
2B44SH BN2B44SH Solid construction Ea
2B46SDS BN2B46SDS Solid construction Ea
2B48SDS BN2B48SDS Solid construction Ea
2B50SDS BN2B50SDS Solid construction Ea
2B52SDS BN2B52SDS Solid construction Ea
2B54SDS BN2B54SDS Solid construction Ea
2B80SK BN2B80SK Arm construction Ea
2B86SK BN2B86SK Arm construction Ea
2B70SK BN2B70SK Solid construction Ea
2B56SDS BN2B56SDS Web construction Ea
2B58SDS BN2B58SDS Web construction Ea
2B60SDS BN2B60SDS Web construction Ea
2B64SDS BN2B64SDS Web construction Ea
2B68SDS BN2B68SDS Arm construction Ea

Groove FHP Finished Bore Sheave
Finished bore sheaves offered in both A and B combination 
(A/B) configuration. 1 Groove; 2 and 3 grooves are also 
available to meet any fractional horsepower requirement. 
Made of cast iron.

 GROOVE FHP
FINISHED BORE SHEAVE

MFG# Sykes# Belt
Section

Bore
Dia.

Outer
Dia.

Pitch
Dia. (A)

Pitch
Dia. (B) UOM

AK20x1/2 BNAK2008 3L,A 0.5" 2.4" 1.9" 2.4" Ea
BK40X5/8 BNBK4010 A,B 0.625" 3.95" 3.4" 3.9" Ea
BK52X3/4 BNBK5212 A,B 0.75" 4.95" 4.4" 4.9" Ea

 Q-D® SHEAVES FOR
“A” AND “B” BELTS

H and HS Sleeves
Lovejoy offers flexible sleeves for S-Flex Endurance couplings in three designs: one-piece solid, one-piece split, and two-piece with retaining ring. 
The one-piece split design provides solutions for applications with unique requirements where small shaft separations inhibit the installation 
of a one-piece solid sleeve. Pre-molded teeth along the diameter of the sleeve engage with teeth of the coupling flanges. No clamps or screws 
are needed to connect the flanges with the flexible sleeve which securely lock together under torque for smooth transmission of power. Torque 
is transmitted through shear loading of the sleeve. All three sleeve materials are highly elastic which permits the S-Flex coupling to protect connected equipment from 
harmful shock loading, vibration, and shaft misalignment. H, HS Sleeve Types: These sleeves feature a two-piece design with retaining ring. The E Type is molded in EPDM 
rubber and the N Type is molded in Neoprene. The two- piece design is ideal for applications where there is difficulty in separating the shafts of the driver and driven.

• Hytrel is a polyester elastomer designed for high torque and high temperature applications and offers excellent resistance to chemical and oil conditions; color is orange
• Operating Hytrel within a high service factor application is not recommended
• H and HS Type sleeves are designed for high torque applications, transmitting about 4 times as much power as an equivalent EPDM or Neoprene sleeve
• Hytrel sleeves can be used only with S or SC flanges and can not be used with J or B flanges
• Hytrel sleeves should not be used as direct replacements for EPDM or Neoprene applications
• Coupling sleeve type connection
• 0.25° Angular misalignment
• 0.035” Maximum parallel misalignment
• 7° Maximum torsional wind-up angle
• 0.125” Axial misalignment
• Operating temperature range: -65 to 250° F (-54 to 121° C)

 H SLEEVE

MFG# Sykes# Description Bore
Size

Coupling
Size

Cubic
inches Max. Speed Nominal

Torque
Outside
Dia. Sizes UOM

68514436848 LJ7H H Sleeve 0.625"- 1.625" 7H 18.83560 5250 rpm 2875 in.lb. 
(324.83 N-m)

4.340" 
(110.24 mm) 1.000" (25.40 mm) x 2.190" (55.63 mm) Ea

Two Groove Flip Bushed Sheave
Bushed sheaves in both A and B combination (A/B) configuration. 1, 2 and 3 
Grooves are available to meet any fractional horsepower requirement. 

 TWO GROOVE
FLIP BUSHED SHEAVE

MFG# Sykes# Belt Section Datum Dia.(A) Datum Dia.(B) Outer Dia. Outside Length Pitch Dia. (A) Pitch Dia.(3L) Pitch Dia. (B) UOM

2AK30H BN2AK30H 4L or A 3L 2.8" N/A 3.05" 2.4375" 3" 2.46" N/A Ea

2AK32H BN2AK32H 4L or A 3L 3" N/A 3.25" 2.4375" 3.2" 2.66" N/A Ea

2AK34H BN2AK34H 4L or A 3L 3.2" N/A 3.45" 2" 3.4" 2.86" N/A Ea

2AK39H BN2AK39H 4L or A 3L 3.5" N/A 3.75" 2" 3.7" 3.16" N/A Ea

2AK44H BN2AK44H 4L or A 3L 4" N/A 4.25" 1.5" 4.2" 3.66" N/A Ea

2AK51H BN2AK51H 4L or A 3L 4.7" N/A 4.95" 1.5" 4.9" 4.36" N/A Ea

2AK74H BN2AK74H 4L or A 3L 7" N/A 7.25" 1.5" 7.2" 6.66" N/A Ea

2AK84H BN2AK84H 4L or A 3L 8" N/A 8.25" 1.5" 8.2" 7.66" N/A Ea

2BK32H BN2BK32H 4L or A 5L or B 2.6" 3" 3.35" 2.8125" 2.8" N/A 3.3" Ea

2BK34H BN2BK34H 4L or A 5L or B 2.8" 3.2" 3.55" 2.8125" 3" N/A 3.5" Ea

2BK40H BN2BK40H 4L or A 5L or B 3.2" 3.6" 3.95" 2.375" 3.4" N/A 3.9" Ea

2BK47H BN2BK47H 4L or A 5L or B 3.7" 4.1" 4.45" 1.75" 3.9" N/A 4.4" Ea

2BK52H BN2BK52H 4L or A 5L or B 4.2" 4.6" 4.95" 1.75" 4.4" N/A 4.9" Ea

2BK55H BN2BK55H 4L or A 5L or B 4.5" 4.9" 5.25" 1.75" 4.7" N/A 5.2" Ea

• 0.375" Minimum bore diameter 
• 2 Grooves 
• Made of cast iron
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Power Transmission

Other                            products are available upon request.

L Type Hub Coupling
Standard L Type coupling hub materials are either sintered iron (L035-L190) or cast iron (L225-L276). The L Type coupling consists of two standard L Type hubs and one 
spider. Unless stated otherwise, hub torque and horsepower ratings assume a SOX (NBR) rubber spider is being used. Jaw coupling hubs are standard with one set screw 
for two set screws see RRS and RRC sections.

 L TYPE HUB COUPLING

• Fail-safe  will still perform if elastomer fails
• No metal-to-metal contact
• Resistant to oil, dirt, sand, moisture and grease
• More than 850,000 combinations of bore sizes
• Nitrile Butadiene (Buna N) Rubber is a flexible elastomer material that is oil resistant, resembles natural rubber in resilience and 

elasticity and operates effectively in temperature range of -40° to 212° F (-40° to 100° C). Good resistance to oil. Standard elastomer. 
(Also applies to SXB Cushions.)

• 3 Jaws coupling; 1 hub
• Metallic color
• SOX (NBR) Rubber Elastomeric Member

MFG# Sykes# Bore 
Size

Coupling
Size Cubic inches Hub Length

Jaw End
to Screw
Center

Jaw
Spacing

Keyway
Size (W x D)

Length
thru Bore

Max.
Speed

Nominal
Torque Outside Diameter Overall

Length
Rated HP
@ 100 rpm

Rated HP
@ 1200 rpm

Rated HP
@ 1800 rpm

Rated HP
@ 3600 rpm

Thread
Size UOM

68514410685 BNL07508 1/2" L075 4.04250 cu.in 1.32" (33.53 mm) 0.31" (7.87 mm) 0.5"  (12.7 mm) 1/8" x 1/16" 0.82" (20.83 mm) 11000 rpm 90 in.lb. 1.75" (44.45 mm) 2.130" (54.10 mm) 0.14 hp 1.68 hp 2.57 hp 5.04 hp 1/4/2020 Ea

68514410688 BNL07510 5/8" L075 4.04250 cu.in 1.32" (33.53 mm) 0.31" (7.87 mm) 0.5" (12.7 mm) 3/16" x 3/32" 0.82" (20.83 mm) 11000 rpm 90 in.lb. 1.75" (44.45 mm) 2.130" (54.10 mm) 0.14 hp 1.68 hp 2.57 hp 5.04 hp 1/4/2020 Ea

68514410690 BNL07512 3/4" L075 4.04250 cu.in 1.32" (33.53 mm) 0.31" (7.87 mm) 0.5" (12.7 mm) 3/16" x 3/32" 0.82" (20.83 mm) 11000 rpm 90 in.lb. 1.75" (44.45 mm) 2.130" (54.10 mm) 0.14 hp 1.68 hp 2.57 hp 5.04 hp 1/4/2020 Ea

68514410692 BNL07514 7/8" L075 4.04250 cu.in 1.32" (33.53 mm) 0.31"  (7.87 mm) 0.5" (12.7 mm) 3/16" x 3/32" 0.82"  (20.83 mm) 11000 rpm 90 in.lb. 1.75" (44.45 mm) 2.130" (54.10 mm) 0.14 hp 1.68 hp 2.57 hp 5.04 hp 1/4/2020 Ea

68514411085 BNL09510 5/8" L095 6.76719 cu.in 1.52" (38.61 mm) 0.440" (11.18 mm) 0.52" (13.21 mm) 3/16" x 3/32" 1" (25.4 mm) 9000 rpm 194 in.lb. 2.11" (53.59 mm) 2.510" (63.75 mm) 0.31 hp 3.72 hp 5.50 hp 11.16 hp 5/16/2018 Ea

68514411087 BNL09512 3/4" L095 6.76719 cu.in 1.52" (38.61 mm) 0.440" (11.18 mm) 0.52" (13.21 mm) 3/16" x 3/32" 1" (25.4 mm) 9000 rpm 194 in.lb. 2.11" (53.59 mm) 2.510" (63.75 mm) 0.31 hp 3.72 hp 5.50 hp 11.16 hp 5/16/2018 Ea

68514411089 BNL09514 7/8" L095 6.76719 cu.in 1.52" (38.61 mm) 0.440" (11.18 mm) 0.52" (13.21 mm) 3/16" x 3/32" 1" (25.4 mm) 9000 rpm 194 in.lb. 2.11" (53.59 mm) 2.510" (63.75 mm) 0.31 hp 3.72 hp 5.50 hp 11.16 hp 5/16/2018 Ea

68514411091 BNL09516 1" L095 6.76719 cu.in 1.52" (38.61 mm) 0.440" (11.18 mm) 0.52" (13.21 mm) 1/4" x 1/8" 1" (25.4 mm) 9000 rpm 194 in.lb. 2.11" (53.59 mm) 2.510" (63.75 mm) 0.31 hp 3.72 hp 5.50 hp 11.16 hp 5/16/2018 Ea

68514411093 BNL09518 1 1/8" L095 6.76719 cu.in 1.52" (38.61 mm) 0.440" (11.18 mm) 0.52" (13.21 mm) 1/4" x 1/8" 1" (25.4 mm) 9000 rpm 194 in.lb. 2.11" (53.59 mm) 2.510" (63.75 mm) 0.31 hp 3.72 hp 5.50 hp 11.16 hp 5/16/2018 Ea

68514411512 BNL10012 3/4" L100 13.48384 cu.in 2.09" (53.09 mm) 0.440" (11.18 mm) 0.71" (18.03 mm) 3/16" x 3/32" 1.38" (35.05 mm) 7000 rpm 417 in.lb. 2.54" (64.52 mm) 3.480" (88.39 mm) 0.66 hp 7.92 hp 11.90 hp 23.76 hp 5/16/2018 Ea

68514411514 BNL10014 7/8" L100 13.48384 cu.in 2.09" (53.09 mm) 0.440" (11.18 mm) 0.71" (18.03 mm) 3/16" x 3/32" 1.38" (35.05 mm) 7000 rpm 417 in.lb. 2.54" (64.52 mm) 3.480" (88.39 mm) 0.66 hp 7.92 hp 11.90 hp 23.76 hp 5/16/2018 Ea

68514411516 BNL10016 1" L100 13.48384 cu.in 2.09" (53.09 mm) 0.440" (11.18 mm) 0.71" (18.03 mm) 1/4" x 1/8" 1.38" (35.05 mm) 7000 rpm 417 in.lb. 2.54" (64.52 mm) 3.480" (88.39 mm) 0.66 hp 7.92 hp 11.90 hp 23.76 hp 5/16/2018 Ea

68514411518 BNL10018 1 1/8" L100 13.48384 cu.in 2.09" (53.09 mm) 0.440" (11.18 mm) 0.71" (18.03 mm) 1/4" x 1/8" 1.38" (35.05 mm) 7000 rpm 417 in.lb. 2.54" (64.52 mm) 3.480" (88.39 mm) 0.66 hp 7.92 hp 11.90 hp 23.76 hp 5/16/2018 Ea

68514411520 BNL10020 1 1/4" L100 13.48384 cu.in 2.09" (53.09 mm) 0.440" (11.18 mm) 0.71" (18.03 mm) 1/4" x 1/8" 1.38" (35.05 mm) 7000 rpm 417 in.lb. 2.54" (64.52 mm) 3.480" (88.39 mm) 0.66 hp 7.92 hp 11.90 hp 23.76 hp 5/16/2018 Ea

68514411522 BNL10022 1 3/8" L100 13.48384 cu.in 2.09" (53.09 mm) 0.440" (11.18 mm) 0.71" (18.03 mm) 5/16" x 5/32" 1.38" (35.05 mm) 7000 rpm 417 in.lb. 2.54" (64.52 mm) 3.480" (88.39 mm) 0.66 hp 7.92 hp 11.90 hp 23.76 hp 5/16/2018 Ea

68514411747 BNL11024 1 1/2" L110 28.21734 cu.in 2.56" (65.02 mm) 0.750" (19.05 mm) 0.88" (22.35 mm) 3/8" x 3/16" 1.68" (42.67 mm) 5000 rpm 792 in.lb. 3.32" (84.33 mm) 4.220" (107.19 mm) 1.26 hp 15.12 hp 23.00 hp 45.36 hp 3/8/2016 Ea

68514426088 BNL09508 1/2" L095 6.76719 cu.in 1.52" (38.61 mm) 0.440" (11.18 mm) 0.52" (13.21 mm) 1/8" x 1/16" 1" (25.4 mm) 9000 rpm 194 in.lb. 2.11" (53.59 mm) 2.510" (63.75 mm) 0.31 hp 3.72 hp 5.50 hp 11.16 hp 5/16/2018 Ea

Call us or

at SykesSupply.com
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JE/JE1/JES/JES1 and JN/JNS Sleeves
Lovejoy offers flexible sleeves for S-Flex Endurance couplings in three designs: one-piece solid, one-piece split and two-piece with retaining ring. The 
one-piece split design provides solutions for applications with unique requirements where small shaft separations inhibit the installation of a one-
piece solid sleeve. Pre-molded teeth along the diameter of the sleeve engage with teeth of the coupling flanges. No clamps or screws are needed 
to connect the flanges with the flexible sleeve which securely lock together under torque for smooth transmission of power. Torque is transmitted 
through shear loading of the sleeve. All three sleeve materials are highly elastic which permits the S-Flex coupling to protect connected equipment from harmful shock 
loading, vibration and shaft misalignment. JE, JN, JES, JNS Sleeve Types: These sleeves feature a one-piece design molded in EPDM and Neoprene rubber. In the case of 
JES and JNS Types, the one-piece design is split to provide for ease of installation and removal.

• S-Flex Endurance couplings are supplied with EPDM flexible sleeves
• EPDM has good resistance to commonly used chemicals and is generally not affected by dirt or moisture; color is black
• Neoprene provides very good performance characteristics for most applications and offers a very good resistance to chemical and oil conditions; color is black with a 

green dot
• Coupling sleeve type connection
• 1° Angular misalignment
• 0.062” Maximum parallel misalignment
• 15° Maximum torsional wind-up angle
• 0.125” Axial misalignment
• Operating temperature range: -30 to 375° F (-34 to 135° C)

 JE SLEEVE

MFG# Sykes# Sizes Max.
Speed

Outside
Dia.

Coupling
Size

Nominal
Torque Bore Size Cubic

inches UOM

68514435350 LJ5JE 0.750" (19.05 mm) x 1.560" (39.62 mm) 7600 rpm 2.940" (74.68 mm) 5JE 312 in.lb. 
(35.26 N-m) 0.500"-1.188" 6.48270 Ea

68514435359 LJ4JE 0.630" (16.00 mm) x 1.250" (31.75 mm) 7600 rpm 2.310" (58.67 mm) 4JE 156 in.lb. 
(17.63 N-m) 0.500"-1.000" 3.36174 Ea

68514435569 LJ6JE 0.880" (22.35 mm) x 1.880" (47.75 mm) 6000 rpm 3.75" (95.25 mm) 6JE 585 in.lb. 
(66.09 N-m) 0.625"-1.438" 12.37500 Ea

68514435570 LJ7JE 1.000" (25.40 mm) x 2.190" (55.63 mm) 5250 rpm 4.340" (110.24 mm) 7JE 940 in.lb. 
(106.20 N-m) 0.625"-1.625" 18.83560 Ea

68514435572 LJ8JE 1.130" (28.70 mm) x 2.500" (63.50 mm) 4500 rpm 5.060" (128.52 mm) 8JE 1475 in.lb. 
(166.66 N-m) 0.750"-1.938" 28.93207 Ea

68514436704 LJ7JES 1.000" (25.40 mm) x 2.190" (55.63 mm) 5250 rpm 4.340" (110.24 mm) 7JES 940 in.lb. 
(106.20 N-m) 0.625"-1.625" 18.83560 Ea

Adjusting Drive Tightener
Single adjusting drive tightener; tightener shaft must be 
ordered separately. No shaft required when used with Idler 
Bushing. Malleable iron.

 ADJUSTING DRIVE TIGHTENER

MFG# Sykes# Description UOM
ATQ BNATQ Adjusting drive tightener Ea

N-2 Tightener Shaft
Drive tightener shaft. 1” Diameter, 2.125” shaft length, 3.375” 
overall length, weighs 0.75 lbs. Packaged size: 3.56” L x 3.56” 
W x 1.44” H.

MFG# Sykes# Description UOM
N-2 BNN2 N-2 Tightener Shaft Ea

 BNN2

Chain Puller
Roller chain installation tool.

 BNCP035

MFG# Sykes# Description Chain Size Weight UOM
35-60 BNCP035 Chain puller 35 to 60 0.38 lb. Ea
80-240 BNCP080 Chain puller 80 to 240 2.16 lb. Ea

Roller Chain Parts
Roller chain parts.

 ROLLER CHAIN PARTS

MFG# Sykes# Description UOM
/25 BNOL025 25 Offset link Ea
347 BNCL025 25 Spring clip connecting link Ea

Power Transmission Safety Supplies

Shop and Order Online with a 
Personalized Customer Portal!

Visit SykesSupply.com

Contract Pricing

PO Checkout

Order History

Over 100K Items

Quick Lists

Punchout Capability
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Safety Supplies

MFG# Sykes# Description Sizes UOM

J2109 GL7100 Brown jersey gloves L Pr         

Brown Jersey Gloves
Standard weight 100% cotton brown jersey gloves with 
clute cut and knit wrist. Ideal for general-duty and light 
abrasion applications. Men’s size.  GL7100

Double Layer Hot Mill Gloves
Special double layer palm gloves with 2" band top cuff, 
knuckle straps, red thread stitching, first finger full cotton 
and canvas back.

MFG# Sykes# Description Sizes UOM

H524BT GLH524BT Double layer hot mill gloves L Pr

 GLH524BT

Premium Grade Goatskin Driver Gloves
All-leather top grain goatskin driver glove with keystone 
thumb, leather hem and elastic back. Natural lanolin 
soothes hands.

MFG# Sykes# Description Sizes UOM

8464LH-M GL8464LHM Premium grade goatskin driver gloves M Pr

8464LH-L GL8464LHL Premium grade goatskin driver gloves L Pr

8464LH-XL GL8464LHexL Premium grade goatskin driver gloves XL Pr

 GL8464LH

Regular Shoulder Leather Gloves
Features a 2 1/2" rubberized safety cuff and Gunn pattern. 
Specify size when ordering.

MFG# Sykes# Description Sizes UOM

1160 GL1200 Regular shoulder leather gloves S-XL Pr

 GL1200

3M™ E-A-R™ Classic™ Plus Earplugs
Made with Thermal-Reactive™ foam. Features moisture 
and flame-resistant design. Classic™ Plus earplugs are 
slightly longer than regular size. Test compatible with 
3M™ E-A-Rfit™ Validation System.

 MMM-1105

Double Leather Palm Work Gloves
Made from cowhide leather with double palm and 2 1/2" 
rubberized safety cuff.  GL1211

MFG# Sykes# Description Sizes UOM

1270 GL1211 Double leather palm work gloves L Pr

These hearing protectors help reduce exposure to hazardous noise and other loud sounds. Misuse or failure to wear hearing protectors at all times that you are exposed to noise may result in hearing loss or injury. For 
proper use, see supervisor, User Instructions, or call 3M in U.S.A. at 1-800-243-4630. In Canada, call Technical Service at 1-800-267-4414. If there is any drainage from your ear or you have an ear infection, consult with 
your physician before wearing ear plugs. Failure to do so may result in hearing loss or injury.

WARNING

Pigskin Drivers Gloves
Regular grade pigskin drivers with Gunn cut, shirred elastic 
back and straight thumb. Unlined. Ideal for construction, 
agriculture, transportation and electrical contractors.  GL3401

Smooth, dirt resistant surface provides better 
hygiene. Earplugs are easy to roll down for 
quick and easy fitting. Tapered design fits 
comfortably in ear canals.

Soft polyurethane foam is hypoallergenic. Can 
be combined with earmuffs. Test compatible 
with 3M™ E-A-Rfit™ Validation System. Corded 
plugs are not for use in the 3M™ Foam Earplug 
Dispenser. NRR 29. CSA Class AL.

 MMM-1100

3M™ Foam Earplugs 1100 and 1110

 MMM-1110

Cotton Brown Jersey Gloves with Dots
Breathable and absorbent. Clute cut with knit wrist. Regular 
or mini dot pattern. For comfort and breathablity in general 
purpose applications. Similar styles and multiple sizes are 
available - call for availability.

 GL7810L

MFG# Sykes# Description Sizes UOM

7810 GL7810L Cotton jersey gloves, Clute cut w/ mini dots L Pr

MFG# Sykes# Description Sizes UOM

6460-S GL3401S Pigskin drivers gloves S Pr

6460-M GL3401M Pigskin drivers gloves M Pr

6460-L GL3401L Pigskin drivers gloves L Pr

6460-XL GL3401XL Pigskin drivers gloves XL Pr

MFG# Sykes# Description NRR UOM

311-1105 MMM-1105 Classic Plus, corded, poly bag 33 200 Pr/Bx

MFG# Sykes# Description NRR UOM

1100 MMM-1100 Foam Earplugs 1100, uncorded 29 200 Pr/Bx

1110 MMM-1110 Foam Earplugs 1110, corded 29 100 Pr/Bx

Laminated Steel Pin Tumbler Padlocks
Commercial-grade padlock features superior protection 
from drilling and prying. Laminated steel body for 
superior strength. Hardened steel shackle for superior 
cut resistance. Dual ball bearing locking for maximum pry 
resistance. 4-Pin cylinder helps prevent picking. Available 
non-rekeyable or keyed-alike.

MFG# Sykes# Description UOM

1 MA1 1 3/4" Wide laminated steel pin tumbler padlock Ea

1KA MA1KA 1 3/4" Wide laminated steel pin 
tumbler padlock, keyed alike Ea

1LJ MA1LJ 1 3/4" Wide laminated steel pin tumbler 
padlock w/ 2 1/2" shackle Ea

3 MA3 1 9/16" Wide laminated steel pin tumbler padlock Ea

3KA MA3KA 1 9/16" Wide laminated steel pin 
tumbler padlock, keyed alike Ea

3KAG MA3KAG 1 9/16" Wide laminated steel pin 
tumbler padlock, G Series Ea

3LF MA3LF 1 9/16" Wide laminated steel pin 
tumbler padlock w/ 1 1/2" shackle Ea

3KALHRED MA3KALHRED 1 9/16" Wide laminated steel pin tumbler 
padlock w/ 2" shackle, keyed-alike Ea

5 MA5 2" Wide laminated steel pin tumbler padlock Ea

7 MA7 1 1/8" Wide laminated steel pin tumbler padlock Ea

 MA1

Laminated Steel Warded Padlocks
Laminated steel body for superior strength. Steel shackle 
provides strong cut resistance. Single locking lever. 
Warded locking mechanism minimizes jamming from dirt 
and grime. Duplicate keys not available. 

Keyed alike: order multiple locks to open with the same key.

MFG# Sykes# Description UOM
10 MA10 1" Wide laminated steel warded padlock Ea
105 MA105 1 1/8" Wide laminated steel warded padlock Ea

500KABRK MA500KABRK 1 3/4" Wide laminated steel warded padlock, 
breakaway shackle, keyed-alike Ea

 MA500KABRK

Zenex™ Thermoplastic 
Safety Padlocks
Designed exclusively for lockout/
tagout applications. Features 1/4" 
dia. metal shackle. The Zenex 
thermoplastic lock body provides 
durability while still being lightweight. 
Padlock features a reserved-for-safety, 
key retaining cylinder to ensure padlock is not accidentally left unlocked. Each 
padlock has a keyed-alike or keyed-different, 6-pin cylinder to reduce risk of 
key duplication within key system. Cylinder features over 40,000 key changes. 
Includes (1) key to comply with the "one employee, one lock, one key" industry 
guideline. Available in red, yellow, green, blue, orange, black, teal and purple; and 
keyed-alike or keyed-different.

MFG# Sykes# Description Color UOM

410RED MA410-7 Keyed-different, 1 3/4" tall body, 
1 1/2" shackle clearance Red Ea

410GRN MA410-8 Keyed-different, 1 3/4" tall body, 
1 1/2" shackle clearance Green Ea

 ZENEX PADLOCKS

Safety Lockout Hasps
Ideal for lockout by multiple workers at each lockout 
point, the hasp keeps equipment inoperative while 
repairs or adjustments are made. Cannot be removed 
until last worker’s padlock is removed. Made of durable 
steel with vinyl-coated handle and accommodates up to 
(6) padlocks at one time. 1 3/4" x 4 1/2".

MFG# Sykes# Description UOM
420 MA420 Lockout hasp w/ 1" dia. jaws Ea

 MA420

Brass Padlocks
Brass body provides resistance to the elements. 
Hardened steel shackle for superior cut resistance. 

Resettable combination: Set-your-own 4-digit 
combination for convenience and security; reset to 
any of 10,000 personalized combinations.

Non-rekeyable: 5-pin tumbler cylinder provides 
pick resistance.

MFG# Sykes# Description UOM
175 MA175 2" Wide brass padlock, resettable combo Ea
4150 MA4150 1 7/8" Wide brass padlock, non-rekeyable Ea

 MA175

MA4150
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Safety Supplies

Conqueror® Protective 
Eyewear
Cost-effective eye protection in a sleek, 
sporty style. Features durable polycarbonate wraparound lens, soft, comfortable 
nosepiece and ergonomic, contoured temple tips. Adjustable length retainer 
included with each pair. Independently, third-party tested and certified by UL® to 
meet ANSI Z87.1+ and CSA Z94.3. Other colors available.

MFG# Sykes# Description Frame Lens UOM

28CM5M GW28CM5M Conqueror Camo Bronze mirror Ea

 GW28CM5M

Luminary® Safety Glasses
Ultra-lightweight design weighs just four-fifths 
of an ounce, making it easy to wear all day, 
every day. Elastic temples help relieve pressure 
behind the ears and provide superior comfort. "Fingertip" nosepiece reduces 
slippage, so glasses stay on securely. Independently, third-party tested and 
certified by UL® to meet ANSI Z87.1 and CSA Z94.3. Other colors available.

MFG# Sykes# Description Frame Lens UOM

19GB80 GW19GB80 Luminary Black Clear Ea

 GW19GB80

Scorpion® Safety Glasses
Contemporary, lightweight design 
offers high-quality protection. Features 
4-point ratchet, adjustable-length temples and fingertip nosepiece that 
conforms to a variety of facial shapes. Frame support behind lens supplies added 
durability, and scratch- and impact-resistant hardcoated lens provides 99.9% UV 
protection. Bonus "Scorpion’s Tail" retainer promotes long life and prevents loss. 
Independently, third-party tested and certified by UL® to meet ANSI Z87.1+ and 
CSA Z94.3. Other colors available.

MFG# Sykes# Description Frame Lens UOM

16GB80 GW16GB80 Scorpion Black Clear Ea

16GB83 GW16GB83 Scorpion Black Gray Ea

16GB0M GW16GBOM Scorpion Black Clear I/O mirror Ea

 GW16GBOM

StarLite® MAG Safety Glasses
Super lightweight, high-impact eye 
protection with bifocal lens. Universal style 
that is popular with men and women. Dual 9.75 base curvatures provides a wide, 
ample view of the workplace. Deep, universal-fit temples provide side protection 
equal to that of eyewear with large side shields. Independently, third-party tested 
and certified by UL® to meet ANSI Z87.1 and CSA Z94.3. Other colors available.

MFG# Sykes# Description Frame Lens Diopter UOM

46MC15 GW46MC15 StarLite MAG Clear Clear 1.5 Ea

46MC20 GW46MC20 StarLite MAG Clear Clear 2 Ea

46MC25 GW46MC25 StarLite MAG Clear Clear 2.5 Ea

46MM15 GW46MM15 StarLite MAG Clear Clear, I/O mirror, +1.5 1.5 Ea

46MM20 GW46MM20 StarLite MAG Clear Clear, I/O mirror, +2.0 2 Ea

 GW46MC

Strobe™ Safety Glasses
Large, integrated side shields provide all-
around protection. Rugged yet lightweight, 
with adjustable temples for maximum comfort. 
Available in black, blue and the patriotic "freedom" frame patterns. Lens offers 
99.99% UV protection. Meets the ANSI Z87.1+ and CSA Z94.3 standards. Other 
colors available.

MFG# Sykes# Description Frame Lens UOM

49GB80 GW49GB80 Strobe Black Clear Ea

 GW49GB80

4x4® Safety Glasses
Full-frame eyewear weighs just 1 oz. for 
lightweight, comfortable protection. 
Wraparound frame supports dual 
polycarbonate lenses that feature an anti-scratch coating. Also features soft inset 
nosepiece for secure fit and flexible temple tips. Independently, third-party tested 
and certified by UL® to meet ANSI Z87.1 and CSA Z94.3. Other colors available.

MFG# Sykes# Description Frame Lens UOM

41GB80 GW41GB80 4x4 Black Clear Ea

41GB9M GW41GB9M 4x4 Black Blue mirror Ea

 GW41GB80

These respirators help protect against certain airborne contaminants. Before use, the wearer must read and understand the User Instructions provided as a part of the product packaging. A written respiratory 
protection program must be implemented meeting all the requirements of OSHA 1910.134 including training, fit testing and medical evaluation. In Canada, CSA standards Z94.4 requirements must be met and/
or requirements of the applicable jurisdiction, as appropriate. Misuse may result in sickness or death. For proper use, see packaging instructions, supervisor, or call 3M PSD Technical Service in USA at 1-800-243-
4630 and in Canada at 1-800-267-4414.

WARNING

StarLite® Safety Glasses
Industry-leading design in the original 
StarLite. Scratch-resistant, hardcoated 100% 
polycarbonate lenses with dual 9.75 base curve enhance the wearer’s range of 
visibility and block 99.9% of UV light. Features full brow protection and deep, 
universal-fit temples. Available in StarLite SM (10% smaller) and StarLite Foam 
(foam-lined) versions. Independently, third-party tested and certified by UL® to 
meet ANSI Z87.1+. Other colors available.

MFG# Sykes# Description Frame Lens UOM

460M GW460M StarLite Clear Clear I/O mirror Ea

4680 GW4680 StarLite Clear Clear Ea

469M GW469M StarLite Gray Blue mirror Ea

 GW469M3M™ Disposable Particulate Respirators
NIOSH approved for at least 95 percent filtration efficiency 
against certain non-oil-based particles; P95 masks also 
approved for certain oil-based particles. Advanced electrostatic media is designed for 
ease of breathing.
8271: Braided headbands, M-noseclip and 3M™ Cool Flow™ Exhalation Valve.
8210: Emergency Use Authorization for Healthcare Professionals. Two-strap design with 
welded dual point attachment, cushioning nose foam and lightweight construction.

MFG# Sykes# Description UOM

8271 MMM-8271 P95 Disposable respiration w/ 3M™ Cool 
Flow Valve™, foam faceseal & M-noseclip 10/Bx

8210 MMM-8210 N95 Disposable respiration w/ 
welded strap attachment 20/Bx

 MMM-8210

Varsity® Safety Glasses
Extremely lightweight, weighing less than one 
ounce. "V"-shaped temple design for a unique 
look. Soft, adjustable nosepiece reduces 
slippage and fits a wide range of faces. Independently certified by Underwriters 
Laboratories to meet the ANSI Z87.1+ and CSA Z94.3 standards. Meets ballistic 
impact resistance requirements for eyewear in US Military Performance 
Specification MIL PRF-32432 (GL). Other colors available.

MFG# Sykes# Description Frame Lens UOM
2780 GW2780 Varsity Clear Clear Ea
2783 GW2783 Varsity Gray Gray Ea

 GW2780

StarLite® SQUARED Safety 
Glasses
Squared design offers fashionable fit for both 
men and women. Lightweight eyewear weighs less than 1 oz. Soft, pliable temples 
provide comfort, and fingertip nosepiece minimizes slippage. Scratch-resistant, 
hardcoated 100% polycarbonate lens for long life. Independently, third-party tested 
and certified by UL® to meet ANSI Z87.1+ and CSA Z94.3. Other colors available.

MFG# Sykes# Description Frame Lens UOM
440M GW440M StarLite SQUARED Clear Clear, I/O mirror Ea
4480 GW4480 StarLite SQUARED Clear Clear Ea
449M GW449M StarLite SQUARED Gray Blue mirror Ea

 GW449M

Technician™ Impact Goggles
Polycarbonate lens protects against dust and 
flying debris, and large design permits wear with 
prescription glasses. Around-the-lens ventilation 
combined with perforations/cap vents minimize fogging. Features vinyl mask, 
flexible facial flange and universal nosebridge. Provides 99.9% UV protection. 
Independently, third-party tested and certified by UL® to meet ANSI Z87.1. Other 
vent options available.

MFG# Sykes# Description Frame Lens UOM
32021 GW32021 Impact goggles w/ perforated vents Clear Clear Ea

 GW32021

Utility™ Visitor Spectacles
Multipurpose spectacle can be used as visitor 
eyewear, but is tough enough to use as standard 
protective eyewear. Made of durable and impact-
resistant, 100% polycarbonate. Features contoured browguard, universal bridge 
and wide lens for panoramic view. Vented sideshields minimize lens fogging. 
Meets ANSI Z87.1+ High Impact standard. Certified to the requirements of the CSA 
Z94.3 standard. Also available in gray.

MFG# Sykes# Description UOM
5880 GW5880 Visitor spectacles, clear Ea

 GW5880

Venom® Face Protection
Contoured visor design creates a more complete seal 
to block debris. Contemporary headgear design offers 
lightweight construction with soft brow pad and nape 
strap for comfort. Three-part adjustment system provides 
custom fit, and tension adjustment ensures that visor will 
stay in place when raised. Measures: 9" x 15 1/2" x .060". 
Independently tested and certified by UL® to meet ANSI 
Z87.1 and CSA Z94.3 standards. Other configurations available.

MFG# Sykes# Description UOM
679 GW679 Venom Combo-Pak w/ 677 headgear & 675 visor Ea

 GW679

Type II AccuFlow™ Safety Cans
Offer additional convenience with 2 openings; top opening 
with lift lever for easy filling, second opening equipped 
with flexible metal hose for targeted pouring. Hose also 
provides a safe bonding path to the receiving vessel. 
Manifold automatically vents to provide fast, precise, glug-
free pouring. Long-lasting, stainless steel flame arrester 
dissipates heat to prevent flashback ignition. Gasketed, 
self-closing leak-tight lid automatically vents to guard against pressure buildup at 
elevated temperatures. Warning label with extra large ID zone for identifying contents, 
department location, or individual user name. Heavy-duty, lead-free coated steel with 
reinforcing ribs and tough powder-coat paint finish for durability. Ten-year warranty. 
Meets OSHA and NFPA. FM approved, UL®/ULC® listed, CARB compliant and TÜV 
certified.

MFG# Sykes# Description Color Sizes UOM

7225120 JR7225120 2 1/2-Gal. AccuFlow™ 
safety can w/ 5/8" hose Red 11 3/4" dia. x 12" H Ea

7250130 JR10821 5-Gal. AccuFlow™ 
safety can w/ 1" hose Red 11 3/4" dia. x 17 1/2" H Ea

7250230 JR7250230 5-Gal. AccuFlow™ 
safety can w/ 1" hose Yellow 11 3/4" dia. x 17 1/2" H Ea

 TYPE II ACCUFLOW™ SAFETY CANS

Type I Steel Safety Cans
Fully compliant safety can with ergonomically counter-
balanced design for easy pouring with rounded, swinging 
comfort handle. Protection features include a long-lasting, 
stainless steel flame arrester that dissipates heat to prevent 
flashback ignition and leak-proof, positive pressure-relief 
cap that automatically vents to guard against rupture or 
explosion. Large ID zone provided for identifying content 
mixtures and/or department location, work shift, crew or individual user. Heavy-
duty, 24-gauge galvanized steel body and handle with powder-coat paint finish. 
Available in four colors for easy identification of flammables, diesel, kerosene, and 
oil. Ten-year warranty. Meets OSHA and NFPA. FM approved, UL®/ULC® listed, CARB 
compliant and TÜV certified.

MFG# Sykes# Description Color Sizes UOM
7110100 JR7110100 1-Gal. safety can Red 9 1/2" dia. x 11" H Ea
7120100 JR10501 2-Gal. safety can Red 9 1/2" dia. x 13 3/4" H Ea
7150100 JR10801 5-Gal. safety can Red 11 3/4" dia. x 16 7/8" H Ea

11202Y JR11200 Poly funnel for Type I 
steel cans, 1-gal. & above Yellow 1/2" dia. x 11 1/4" L Ea

 TYPE I STEEL SAFETY CANS
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Test Instruments / Tools

 1000 COMMERCIAL GAUGE

1005 Commercial Pressure Gauge
Customizable for new applications. Easy readability. 
Long lasting. Typical uses: pumps and compressors, filter 
regulators, fluid power equipment, medical equipment, pool 
and spa filters, hydraulics and pneumatics, OEM equipment, 
beverage dispensing equipment, industrial machinery.
Features:
• PowerFlex™ movement provides superior resistance to shock, 

vibration and pulsation
• TrueZero™ reduces reading errors by using "zero-box" instead of conventional pins
• FlutterGuard™ (option) reduces movement wear and pointer flutter
• Customized dial printing
• Heat-resistant push-in polycarbonate window
Please visit SykesSupply.com for full instrument specifications

 1005 COMMERCIAL PRESSURE GAUGE

MFG# Sykes# Description UOM
100000790 GA146011 1 1/2" Pressure gauge 0-30 1/8" CBM Ea
100002780 GA46644 2" Pressure gauge 0-30 1/4" LM Ea
100002620 GA47490 2" Pressure gauge 0-30 1/8" LM Ea
100003000 GA50653 2" Pressure gauge 0-30 1/8" CBM Ea
100003160 GA49488 2" Pressure gauge 0-30 1/4" CBM Ea
100002790 GA45764 2" Pressure gauge 0-60 1/4" LM Ea
100002800 GA45330 2" Pressure gauge 0-100 1/4" LM Ea
100003020 GA46776 2" Pressure gauge 0-100 1/8" CBM Ea
100003180 GA46777 2" Pressure gauge 0-100 1/4" CBM Ea
100002820 GA47101 2" Pressure gauge 0-200 1/4" LM Ea
100003200 GAJ2054 2" Pressure gauge 0-200 1/4" CBM Ea
100002830 GA46778 2" Pressure gauge 0-300 1/4" LM Ea
100005140 GA47102 2 1/2" Pressure gauge 0-15 1/4" LM Ea
100005070 GA47104 2 1/2" Vacuum gauge 0-30 HG 1/4" LM Ea
100005120 GA47411 2 1/2" Combination gauge 0-30-150 Ea
100005150 GA47738 2 1/2" Pressure gauge 0-30 1/4" LM Ea
100005160 GA47495 2 1/2" Pressure gauge 0-60 1/4" LM Ea
100005170 GA45331 2 1/2" Pressure gauge 0-100 1/4" LM Ea
100005180 GA48365 2 1/2" Pressure gauge 0-160 1/4" LM Ea
100005190 GA46913 2 1/2" Pressure gauge 0-200 1/4" LM Ea
100005210 GA49611 2 1/2" Pressure gauge 0-400 1/4" LM Ea
100005230 GA47496 2 1/2" Pressure gauge 0-1000 1/4" LM Ea
100008550 GA5504 3 1/2" Pressure gauge 0-30 1/4" LM Ea
100008560 GA5506 3 1/2" Pressure gauge 0-60 1/4" LM Ea
100008570 GA5508 3 1/2" Pressure gauge 0-100 1/4" LM Ea
100008580 GA5510 3 1/2" Pressure gauge 0-160 1/4" LM Ea
100008590 GA5512 3 1/2" Pressure gauge 0-200 1/4" LM Ea
100008600 GA5514 3 1/2" Pressure gauge 0-300 1/4" LM Ea
100008610 GA5515 3 1/2" Pressure gauge 0-400 1/4" LM Ea

1008A/AL Pressure Gauge
Rugged construction suited for harsh environmental 
conditions. Mounting kits allow for easy transition to a 
panel mount gauge. Two-year warranty on liquid filled 
gauges. Can be customized for a variety of applications. 
Typical uses: pumps and compressors, hydraulics and 
pneumatics, OEM equipment, pressure washers/sprayers 
and irrigation equipment.
Features:
• PowerFlex™ movement
• Meets ASME B40.100 specifications
• TrueZero™ a unique safety feature
• Availble dry, liquid-fill or field-fillable versions
• Custom dials available
• Ventable fill plugs

Please visit SykesSupply.com for full instrument specifications

MFG# Sykes# Description UOM
700000023 GA153249 2 1/2" Liquid filled gauge 0-100 1/4" LM Ea
700000241 GA153251 2 1/2" Liquid filled gauge 0-200 1/4" LM Ea
700000411 GA153253 2 1/2" Liquid filled gauge 0-400 1/4" LM Ea
700000406 GA153256 2 1/2" Liquid filled gauge 0-1000 1/4" LM Ea
700000263 GA153259 2 1/2" Liquid filled gauge 0-3000 1/4" LM Ea
700000203 GA153261 2 1/2" Liquid filled gauge 0-5000 1/4" LM Ea

 1008A/AL PRESSURE GAUGE

1490 Low Pressure Diaphragm Gauge
Case won’t rust or dent. Sensitive diaphragm capsule 
to measure low pressure and vacuum. Case is suitable 
for intermittent or continuous services on natural 
gas. Typical uses: vacuum pumps, air compressors, 
filters, gas measurement (burners and leak detectors), 
vacuum ovens, specialized OEM equipment and suction 
regulators and respirators.
Features:
• FlutterGuard™ option to reduce movement wear and eliminate pointer flutter
• Pointer adjustment screw
• Polycarbonate removable window
• Glass-filled polysulfone case material
• Custom dials
Please visit SykesSupply.com for full instrument specifications

 GA28202711

MFG# Sykes# Description UOM
100093600 GA28202711 2 1/2" Low pressure gauge 60 oz. Ea

Bourdon Tube Pressure Gauge Stainless 
Steel Construction Model 21X.53
Applications:
• Intended for adverse service conditions where 

pulsating or vibration exists (with liquid filling)
• Hydraulics and compressors
• Suitable for gaseous or liquid media that will not 
obstruct the pressure system
Special Features:
• Vibration and shock-resistant (with liquid filling)
• Stainless steel case
• Pressure ranges up to 15,000 psi

Please visit SykesSupply.com for full instrument specifications

 GA153263

MFG# Sykes# Description UOM

120096050 GA153263 2 1/2" Liquid-filled gauge 0-10000 1/4" LM Ea

1000 Commercial Gauge
True Zero™ reduces the potential risk of installing a damaged 
gauge on your equipment. Easy readability. Custom dials 
available. Typical uses: general industrial applications, 
applications requiring large dial sizes for easy readability, 
pressure measurement, pumps and compressors, machinery 
and metal working, and OEM equipment.
Features:
• PowerFlex™ movement provides superior resistance to shock, vibration and pulsation
• TrueZero™ reduces reading errors by using a "zero zone" instead of conventional 

dial pins
• FlutterGuard™ (option) reduces movement wear and pointer flutter
• Available through 6,000 psi
Please visit SykesSupply.com for full instrument specifications 
MFG# Sykes# Description UOM
100008990 GA5554 4 1/2" Pressure gauge 0-100 1/4" LM Ea
100009010 GA5561 4 1/2" Pressure gauge 0-200 1/4" LM Ea

Bolt Cutters
Center cut hardened alloy steel jaws are 
designed and manufactured to ensure the 
longest possible blade life. One-step internal 
cam mechanism provides the quickest 
and simplest way to keep the cutting 
blades precisely aligned. Handles and grips designed to allow greater mechanical 
advantage for crisp, controlled cutting.

MFG# Sykes# Description UOM
14213 RD14213 14"  Bolt cutter Ea
14218 RD14218 18"  Bolt cutter Ea
14223 RD14223 24"  Bolt cutter Ea
14228 RD14228 30"  Bolt cutter Ea
14233 RD14233 38"  Bolt cutter Ea

 BOLT CUTTERS

Steel Strap Cutter
Shear-cut blades give clean, smooth, easy 
cuts. Features lower jaw that slides under tightest strapping or staples, and 
spring-action handles with Plastisol grips that open jaws automatically before 
and after each cut. Workhead has black oxide, rust-resistant finish.

MFG# Sykes# Description Sizes UOM
0990T CP0990T Steel strap cutter 9" Ea

 CP0990T

Tinner Snips
Precision-ground edges on the blades ensure a tight 
grip on each cut for superior cutting quality. Hot drop-
forged steel blades provide maximum strength and 
long life. Durable spring washer holds blades tightly 
against each other when cutting. Handles are encased 
in Plastisol for better comfort and reduced hand fatigue during cutting. Pro-Touch™ 
Grips provide superior comfort, resists twisting. Cutting capacity: Cold-Roll Steel 26 
ga / Stainless Steel 28 ga.

 VG23007

MFG# Sykes# Description Sizes Length
of Cut

Cutting
Capacity UOM

23007 VG23007
Tinner Snips - Ducktail 
Blade cuts straight 
and tight curves

7" 
(175mm)

2" 
(51 mm)

Cold-Roll Steel 
26 ga / Stainless 
Steel 28 ga

Ea

Straight Pattern Snips
Blades of finest quality steel hot drop-forged 
for sharp edge and long life. Cuts straight 
and wide curves (when trimming light gauge 
stock). Features individually hand-edged blades for maximum cutting efficiency, 
rust-resistant blades and cushion handle for comfort and better grip. For plumbing, 
heating, air conditioning and roofing trades.

MFG# Sykes# Description Sizes UOM
A13N CPA-13 Straight pattern snips 7" Ea

 CPA-13

Folding Utility Knife
Features quick-change button, extended thumb 
ledge, anchored belt clip and wire stripper notch.

MFG# Sykes# Description UOM
2089100 VG2089100 Folding utility knife Ea

 VG2089100

No. 82 Utility Knife
Lutz heavy-duty retractable utility knives are designed to be reliable. Die cast from 
zinc for optimum strength and durability, they are built to last a lifetime. The Lutz 
#82 knife is a heavy-duty, industrial quality retractable utility knife. The specially 
built zinc retractor allows for smooth operation in three cutting positions. It fits in 
your hand comfortably and provides you with a safer, more reliable tool. It has 3 
heavy duty replacement blades stored inside the knife. Available in green, yellow, 
red, orange, black and blue.

MFG# Sykes# Description UOM
38200 MF82 #82 Utility knife w/ (3) blades Ea

 MF82

Large Hook Blades
Large hook blades.

MFG# Sykes# Description UOM
31392 MFL92HL Large hook blades Ea

 MFL92HL

Utility Knife Blades
For cutting drywall, fiberglass, wood, 
plastic or cardboard. Heavy-duty .025 gauge blade.

MFG# Sykes# Description UOM
30092 MFL92 Utility knife blades Ea

 MFL92

6"  Classic 99® Retractable 
Utility Knife
Retractable utility knife features:

• Patented interlocking nose to hold blade securely 
• Three-position, retractable blade 
• Blade storage in handle

MFG# Sykes# Description UOM
10-099 SN10099 Classic 99 retractable utility knife, 6" Ea

 SN10099
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Tools

Knife Replacement Blades
A variety of steel blades to fit many Stanley® 
knives and many applications.

MFG# Sykes# Description UOM
11-515 SN11515 1 1/2"  Single-edge razor blades 100/Pk
11-988 SN11988 2 3/16"  Carton round-point utility blade 100/Pk
11-921A SN11921A 2 7/16"  1992® Heavy-duty utility blades w/ dispenser 100/Pk

 KNIFE REPLACEMENT BLADES

Double-Faced Sledge Hammer 
with Hickory Handle
Forged carbon steel, 8-lb. head with polished ends. Overstrike protection to help 
prevent damage. 36” Hickory handle. Shipped assembled.

MFG# Sykes# Description UOM

302443 DB302443 8-lb. Double-faced sledge hammer 
w/ 36" hickory handle Ea

302452 DB302452 10-lb. Double-faced sledge hammer 
w/ 36" hickory handle Ea

373664 DB373664 12-lb. Double-faced sledge hammer 
w/ 36" hickory handle Ea

 DB302443

Standard Power Drive® Dead 
Blow Hammers
Soft faced dead blow hammers. Non-marring Smart Hammer® technology, 
protects surface being struck. Shot-loaded composite interior cavities fully 
encased in a tough polymer outer jacket. Free flowing inner shot concentrates 
striking power and increases driving force. Black, polymer over composite 
hammer head. Fiberglass handle with non-slip grip.

MFG# Sykes# Description UOM
10009 DB008 8 oz. Dead blow hammer, 11"  handle Ea
10010 DB1 14 oz. Dead blow hammer, 12 1/2"  handle Ea
10020 DB2 2 lb. Dead blow hammer, 13 3/4"  handle Ea
10030 DB3 3 lb. Dead blow hammer, 14 1/2"  handle Ea
10040 DB4 4 lb. Dead blow hammer, 15 1/2"  handle Ea

 POWER DRIVE® STANDARD
DEADBLOW HAMMER

Commercial Ball Pein Hammers
Polished face, bevel and pein. Clear rust-resistant 
powder coat over entire ball pein head; other surfaces finished in rust-resistant blue 
powder coat finish. Compression wedged hickory handle. Made in USA.

MFG# Sykes# Description UOM
15130 VAS504 4 oz. Commercial ball pein hammer, 10 3/4"  OAL Ea
15330 VAS308 8 oz. Commercial ball pein hammer, 11 3/4"  OAL Ea
15430 VAS2012 12 oz. Commercial ball pein hammer, 12 5/8"  OAL Ea
15530 VAS016 16 oz. Commercial ball pein hammer, 13 7/8"  OAL Ea
15630 VAS120 20 oz, Commercial ball pein hammer, 14 3/4"  OAL Ea
15730 VAS224 24 oz. Commercial ball pein hammer, 15"  OAL Ea
15830 VAS432 32 oz. Commercial ball pein hammer, 15 1/8"  OAL Ea
15930 VAS640 40 oz. Commercial ball pein hammer, 15 1/4"  OAL Ea
16030 VAS848 48 oz. Commercial ball pein hammer, 15 3/8"  OAL Ea

 VAS308

Fiberglass Nail Hammer
Polished striking head, sides and claw. Round neck 
and face. Hollow core fiberglass handle absorbs 
shock, provides superb balance. Non-slip cushioned PVC grip is molded to handle. 
Rust-resistant powder coat finish. Made in USA.

 VAFS16

MFG# Sykes# Description UOM
11410 VAFS16 16 oz. Fiberglass nail hammer, 13 1/4"  OAL Ea

Hand Drilling Hammer with 
Hickory Handle
For striking star drills, cold chisels, brick chisels 
and punches. Broad, polished striking faces with generous bevels. Rust-resistant 
powder coat finish on smooth ground sides. Select, hickory handle. Made in USA.

MFG# Sykes# Description UOM
19110 VAHD3 3 lb. Hand drilling hammer w/ hickory handle, 10 3/8" OAL Ea

 VAHD3

Modified Octagon Nail Hammer
Polished striking head, sides and claw. Round neck 
and face. Top quality, modified octagon hickory handles, triple wedged for “Sure-
Lock™” handle tightness. Rust-resistant powder coat finish. Made in USA.

 VATC16

MFG# Sykes# Description UOM

11403 VATC16 16 oz. Modified octagon nail hammer, 13 1/8"OAL Ea

Supersteel Blacksmith Hammer
Polished striking face and ends of pein are 
generously beveled to minimize chipping. Rust-resistant, powder coat finish. 
American hickory handle, “Sure-Lock™” wedged in tapered eye. Made in USA.

 VAS32

MFG# Sykes# Description UOM
17030 VAS32 32 oz. Blacksmith hammer, 14 1/2"  OAL Ea

17130 VAS40 40 oz. Blacksmith hammer, 14 3/4" OAL Ea

17230 VAS48 48 oz. Blacksmith hammer, 14 5/8" OAL Ea

Chrome Finish Adjustable 
Wrenches
Made of heat-treated alloy steel. Features polished head, easily adjustable knurl 
and tension spring for jaw stabilization. Tapered handle has satin finish for better 
2-hand grip and less weight.

 CPAC115

MFG# Sykes# Description Sizes UOM

AC14 CPAC14 Chrome finish adjustable 
wrench, 1/2" jaw capacity 4" Ea

AC16 CPAC16 Chrome finish adjustable 
wrench, 15/16" jaw capacity 6" Ea

AC18 CPAC18 Chrome finish adjustable 
wrench, 1 1/8" jaw capacity 8" Ea

AC110 CPAC110 Chrome finish adjustable 
wrench, 1 5/16" jaw capacity 10" Ea

AC112 CPAC112 Chrome finish adjustable 
wrench, 1 1/2" jaw capacity 12" Ea

AC115 CPAC115 Chrome finish adjustable 
wrench, 1 11/16" jaw capacity 15" Ea

AC118 CPAC118 Chrome finish adjustable 
wrench, 2 1/16" jaw capacity 18" Ea

AC124 CPAC124 Chrome finish adjustable 
wrench, 2 7/16" jaw capacity 24" Ea

Nut Drivers
High torque with 3-sided Code Blue® grips. Nutdrivers have full hollow shafts and 
laser etched steel caps for easy identification.

MFG# Sykes# Description Sizes UOM
N516CB CH05 Nut Driver 5/16" Ea
N380CB CH06 Nut Driver 3/8" Ea
N716CB CH07 Nut Driver 7/16" Ea
N120CB CH08 Nut Driver 1/2" Ea

CH06

Fractional Nutsetters
Standard 6-pt. design for use with sheet metal screws and 
other hexagonal head fasteners.

MFG# Sykes# Description Sizes UOM
94212 VG94212 Magnetic Nutsetter 1/4" x 1 7/8" Ea
94232 VG94232 Magnetic Nutsetter 5/16" x 1 7/8" Ea
94252 VG94252 Magnetic Nutsetter 3/8" x 1 7/8" Ea
94312 VG94312 Magnetic Nutsetter 1/4" x 2 9/16" Ea
94332 VG94332 Magnetic Nutsetter 5/16" x 2 9/16" Ea
94352 VG94352 Magnetic Nutsetter 3/8" x 2 9/16" Ea
94372 VG94372 Magnetic Nutsetter 7/16" x 2 9/16" Ea
94416 VG94416 Magnetic Nutsetter 1/4" x 6" Ea
94436 VG94436 Magnetic Nutsetter 5/16" x 6" Ea

 VG94372

1/4" Hex Shank Bit Holders
Designed for insert bits only. Can be used with socket 
wrench or socket adapter. Available with and without 
C-ring. Available with and without magnet.  1/4” HEX SHANK BIT HOLDER

MFG# Sykes# Description Magnetic Overall
Length Packaging UOM

93712 VG93712 Standard with C-Ring Yes 2 1/4" Bulk Ea
93718 VG93718 Standard with C-Ring Yes 3" Bulk Ea

Hex Head Power Bits
Used commonly in furniture assembly, bicycle maintenance, and 
manufacturing equipment.

MFG# Sykes# Description Overall
Length

Point
Size UOM

93415 VG93415 Hex Head Power Bits 1 15/16" 5/32" Ea

 VG93415

Slotted Power Bits
Used for common round, oval, and flat head fasteners. 
Designed for use in power drill chuck and chuck adapter.

MFG# Sykes# Description Overall
Length

Point
Size

Shank
Dia. UOM

93111 VG93111 Slotted Power Bit 1 15/16" 8/10 1/4" Ea

 VG93111

Square Recess Power Bits
Used in high torque power tools. Designed for use in power drill 
chuck and chuck adapter.

MFG# Sykes# Description Overall
Length

Point
Size

Shank
Dia. UOM

93205 VG93205 Square Recess 
Power Bits, bulk 2" #2 SQ 1/4" Ea

93213 VG93213 Square Recess 
Power Bits, bulk 2 3/4" #2 SQ 1/4" Ea

 SQUARE RECESS
POWER BITS

SHOCKWAVE™ Square Hex Impact Socket Adapters
Our SHOCKWAVE™ Square Hex Impact Socket Adapter transform 
impact socket wrenches into impact drivers with square hex bits for 
every application. The Impact Duty™ MILWAUKEE® socket adapters 
are made from a proprietary steel, heat treated to control hardness 
and provide durability with up to 30X life. The socket adapter has a 
heavy-duty construction for fastening capabilities in all impacts, built 
to withstand frequent use and save you the expense of having to buy 
a separate drill driver. Milwaukee hex to square socket adapters are engineered for 
maximum durability and long-lasting use. This impact socket adapter is designed 
for use on drive impact wrenches and holds hex shank accessories.
Features:
• Forged with proprietary steel and heat-treat process for maximum strength and 

durability
• Heavy-duty construction for fastening capabilities in all impacts
• SHOCKWAVE™ Impact Duty™ socket adapters are engineered for utmost durability 

and long-lasting use
• Up to 30X life
• Holds 1/4" Hex Shank Accessories
• Designed for use on 3/8" Drive Impact Wrenches
• Includes: one 3/8 in. square by 1/4 in. hex shockwave impact adapter

MFG# Sykes# Length Input Drive Output Drive UOM
48-32-5030 VG93758 1 7/8" 1/4" Hex 1/4" Square Ea
48-32-5031 VG93783 1 7/8" 1/4" Hex 3/8" Square Ea

 SQUARE HEX
IMPACT SOCKET
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Phillips Head Insert Bits
Compact and versatile. Made of high grade S2 steel.

MFG# Sykes# Description Overall
Length

Shan
Dia. UOM

92047 VG92047 Phillips Drywall Insert Bits, bulk 1" 1/4" Ea
92011 VG92011 Phillips Insert Bits, bulk 1" 1/4" Ea

 PHILLIPS® HEAD INSERT BIT

Phillips Head Power Bits
Used in high torque power tools. Designed for use in power drill 
chuck and chuck adapter.

MFG# Sykes# Description Overall Length UOM
93003 VG93003 P1 Phillips Power Bits, bulk 2" Ea
93017 VG93017 P1 Phillips Power Bits, bulk 2 3/4" Ea
93007 VG93007 P2 Phillips Power Bits, bulk 2" Ea
93019 VG93019 P2 Phillips Power Bits, bulk 2 3/4" Ea
93025 VG93025 P2 Phillips Power Bits, bulk 3 1/2" Ea
93067 VG93067 P2 Phillips Power Bits, bulk 6" Ea
93011 VG93011 P3 Phillips Power Bits, bulk 1 15/16" Ea
93049 VG93049 P3 Phillips Power Bits, bulk 3" Ea

 PHILLIPS HEAD POWER BITS

Square Recess Insert Bit - 1-Pc. Design
Milled one-piece construction.

MFG# Sykes# Description Overall
Length

Point
Size

Shank
Dia. UOM

92205 VG92205 Square Recess Insert Bit 1" #2 1/4" Ea

 VG92205

TORX® Insert Bits
Common in automotive and computer industries. Ideal for high 
torque applications.

 TORX® INSERT BITS

MFG# Sykes# Description Overall Length UOM
92306 VG92306 T6 TORX® Insert Bits, bulk 1" Ea
92309 VG92309 T7 TORX® Insert Bits, bulk 1" Ea
92312 VG92312 T8 TORX® Insert Bits, bulk 1" Ea
92315 VG92315 T9 TORX® Insert Bits, bulk 1" Ea
92318 VG92318 T10 TORX® Insert Bits, bulk 1" Ea
92321 VG92321 T15 TORX® Insert Bits, bulk 1" Ea
92324 VG92324 T20 TORX® Insert Bits, bulk 1" Ea
92327 VG92327 T25 TORX® Insert Bits, bulk 1" Ea
92330 VG92330 T27 TORX® Insert Bits, bulk 1" Ea
92333 VG92333 T30 TORX® Insert Bits, bulk 1" Ea
92336 VG92336 T40 TORX® Insert Bits, bulk 1" Ea

S555Z-7 Jewelers Screwdriver Set
For watch and clockmakers, jewelers, opticians, 
toolmakers and others who will find that the 
screwdriver is especially adaptable for fine, delicate 
work. The swivel knobs are concave to fit the finger 
and are hexagonal in shape to prevent rolling. The 
screwdriver is available individually or in sets. Blades 
vary in width from .025-.100"  (0.6-2.5 mm). There is also a blade available for 0 
Phillips head screws. Overall length of screwdriver is approximately 3 3/4"  (95 
mm). SET of 7: Nos. 555AA/A/B/C/D/E/F (.025" /0.6 mm, .040" /1 mm, .055" /1.4 
mm, .070" /1.8 mm, .080" /2 mm, .100" /2.5 mm,#0 Phillips) with case. Overall 
length of screwdriver is approximately 3 3/4"  (95 mm).

Features:
• Made for relatively small and very delicate work
• Bodies are made from knurled, nickel-plated steel
• Replaceable blades, made from the best quality steel, properly tempered and 
nickel-plated
• A slight turn of the knurled chucks locks the blade in place
• Blades can be reversed into the screwdriver body for safety

MFG# Sykes# Description UOM
52566 STS555Z-7 Jewelers screwdriver set Set

 STS555Z-7

2-in-One Screwdriver
With ergonomic handles and high-strength, heat treated bits, the Lutz Multi-Bit 
Screwdriver Collection is a perfect addition to any toolbox. 2-in-One Pocket Screw 
Driver is a perfect take-a-long driver for quick uses. The pocket clip allows you to 
keep this portable drive secure on a belt or pocket. 2-in-One Driver offers #1 x #2 
Phillips Replacement Bit. Available in high-visibility red, yellow, orange, green and 
blue.

MFG# Sykes# Description UOM
24003 MF24002 2-in-One screwdriver Ea

 MF24002

6-in-One Screwdriver
With ergonomic handles and high-strength, heat treated bits, the Lutz Mult-Bit 
Screwdriver Collection is a perfect addition to any toolbox. Available in a variety 
of colors, the Lutz 6-in-One Screwdriver is a long-lasting, quality product. All 
Lutz Bits are long-lasting, made of chrome vanadium 6150 steel alloy and are 
heat treated to a Rockwell of 58 to 60. In addition, they are sprayed with an oil 
mist to avoid rust. Also available in a 6-in-ONE Cushion Grip. 6-in-One Drivers are 
available in: high-visibility red, yellow, orange, blue and green.

6-in-One Driver offers:
• 1/4"  Slotted Bit
• 3/16"  Slotted Bit
• #1 Phillips
• #2 Phillips
• 5/16"  Nut Driver
• Cushion Grip

 MF26001

MFG# Sykes# Description Color UOM
24007 MF24006 6-in-One screwdriver Red Ea
26001 MF26001 6-in-One screwdriver Lime Ea

HANSON® 10-piece Spiral Screw 
Extractor and Drill Bit Set
10-Piece set in metal index. Includes spiral screw extractors 
EX-1 (52401), EX-2 (52402), EX-3 (52403), EX-4 (52404), and 
EX-5 (52405). Includes drill bits 5/64"  (30505ZR), 7/64"  
(30507), 5/32"  (30510), 1/4"  (30516) and 19/64"  (30519).

MFG# Sykes# Description UOM
11119 VG11119 10-Pc. spiral screw extractor & drill bit set Set

 VG11119

5-Piece Professional Pliers Set with 
Tool Roll
The most popular CHANNELLOCK® pliers in one set with 
a tool roll. Includes: 10"  straight jaw tongue and groove 
pliers (#430), 9.5"  straight jaw tongue and groove pliers 
(#420), 7"  XLT™ diagonal lap joint cutting pliers (#337), 
8"  long nose pliers (#3017), and 6.5"  slip joint pliers (#526).

MFG# Sykes# Description UOM
TOOL ROLL-3 CHTR-3 5-Pc. Professional pliers set w/ tool roll Set

 CHTR-3

5-Piece Universal Retaining Ring Tip Kit
5-Pc. Universal retaining ring tip kit.
• 926T includes: .023 copper, .036 black, .036 black 90°, .047 silver 

and .047 silver 90°.
• 927T includes: .039 black, .039 black 90°, .047 silver, .047 silver 

90° and .074 copper.  CH926T

MFG# Sykes# Description UOM
926T CH926T 5-Pc. Universal retaining ring tip kit Kit
927T CH927T 5-Pc. Universal retaining ring tip kit Kit

7" Lap Joint Diagonal Cutting Pliers
Knife and anvil style cutting edge ensures perfect mating and superior 
cutting edge life. Constructed with high-carbon C1080 steel and electronic 
coating for ultimate rust prevention. 
• Lap joint diagonal
• CHANNELLOCK BLUE® grips for comfort
• Made in USA

 CH337

MFG# Sykes# Description UOM
337 CH337 7" Lap joint diagonal cutting pliers Ea

Convertible Retaining Ring Pliers
Solid construction and unmatched reliability. CHANNELLOCK® 
Retaining Ring pliers have the kind of accuracy and engineering 
that’ll keep them in your toolbox for years to come. Product not 
manufactured in an ISO 9001:2008 certified quality system.

• 926 Specifications: External: 1/8"  to 1" , Internal: 1/4"  to 1" . 
Includes tips: .023, .036, .047 straight and .036, .047 90°. 
• 927 Specifications: External: 1/4"  to 2" , Internal: 3/8"  to 2" . Includes tips: .039, 
.047, .074 straight and .039, .047 90 degree.

 CH926

MFG# Sykes# Description Jaw
Length

Overall
Length UOM

926 CH926 6.5"  Convertible retaining ring pliers 1.31" 
(33.27 mm)

6.25" 
(158.75 mm) Ea

927 CH927 8"  Convertible retaining ring pliers 1.6" 
(40.64 mm)

8" 
(203.2 mm) Ea

Curved Diagonal Cutting Pliers
High leverage, curved diagonal cutting pliers with knife and anvil heat-
treated cutting edges that ensure perfect mating and superior cutting edge 
with longer life. High-carbon C1080 steel for superior performance on the 
job and electronic coating for ultimate rust prevention. CHANNELLOCK 
BLUE® grips for comfort.

 CH447

MFG# Sykes# Description Sizes UOM
447 CH447 Diagonal Cutting pliers 7.75" Ea

Duck Bill Long Reach Pliers
No job is out of reach with CHANNELLOCK® Long Reach pliers. Each is 
specifically designed for those hard-to-get-to jobs. Made in the USA.

 CH718

MFG# Sykes# Description Jaw
Length

Overall
Length UOM

718 CH718 8” Duck bill long reach pliers 1.18" 
(29.97 mm)

7.88" 
(200.15 mm) Ea

Lineman’s Pliers
High-carbon C1080 steel for superior performance on the job and electronic 
coating for ultimate rust prevention. Knife and anvil laser heat-treated 
cutting edges ensure perfect mating and superior cutting edge with longer 
life. 

• CHANNELLOCK BLUE® grips for comfort and firm grip 
• Aggressive crosshatched tooth pattern provides maximum grip
• Larger, stockier beveled nose with useful crushing area
• Cuts ASCR
• Made in the USA

 CH369

MFG# Sykes# Description Sizes UOM
369 CH369 Lineman’s Pliers w/ high leverage cutting 9" Ea

Long Nose Pliers with Cutter
CHANNELLOCK® Long Nose Pliers are engineered to operate in tight spaces. 
A crosshatched teeth pattern provides reliable grip in either direction, 
while a narrow nose profile provides extra precision. Made in the USA.

MFG# Sykes# Description Jaw
Length

Overall
Length UOM

317 BULK CH317 8" Side cutting long nose 
pliers w/ cutter, bulk pack

2.36"
(59.94 mm)

8"
(203.2 mm) Ea

 CH317
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Slip Joint Pliers
High-carbon C1080 steel for superior performance on the 
job and electronic coating for ultimate rust prevention. Wire 
cutting shears features PermaLock® fastener to eliminate nut 
and bolt failure and CHANNELLOCK BLUE® grips for comfort.

MFG# Sykes# Description Sizes UOM
524 CH524 Slip joint pliers w/ shear 4 1/2" Ea
526 CH526 Slip joint pliers w/ shear 6 1/2" Ea

 CH526

Tongue and Groove Pliers
Built to last with PermaLock® fastener to eliminate nut and bolt 
failure, patented reinforcing edge to minimize stress breakage 
and right angle, laser heat-treated teeth to provide a better, 
longer lasting grip. NUTBUSTER® has parrot nose design that is 
ideal for round surfaces.

 CH420

MFG# Sykes# Description Sizes UOM
420 BULK CH420 Straight jaw, 1 1/2" jaw capacity, bulk pack 9 1/2" Ea
422 CH422 V-jaw, 1 1/2" jaw capacity 9 1/2" Ea
424 BULK CH424 Straight jaw, 1/2" jaw capacity, bulk pack 4 1/2" Ea
426 BULK CH426 Straight jaw, 7/8" jaw capacity, bulk pack 6 1/2" Ea
430 BULK CH430 Straight jaw, 2" jaw capacity, bulk pack 10" Ea
440 CH440 Straight jaw, 2 1/4" jaw capacity 12" Ea
442 CH442 V-jaw, 2 1/4" jaw capacity 12" Ea
460 CH460 Straight jaw, 4 1/4" jaw capacity 16 1/2" Ea
480 CH480 BIGAZZ® straight jaw, 5 1/2" jaw capacity 20 1/4" Ea

XLT™ Diagonal Lap Joint Cutting Pliers
The unique XLT™ design provides legendary strength in a streamlined 
design with a powerful cutting edge. These pliers were designed with 
precision and space limitations in mind. Code Blue® handles (on some 
models) provide durability and comfort. Made in the USA.

MFG# Sykes# Description Jaw
Length

Overall
Length UOM

338 CH338 8" XLT™ Diagonal lap 
joint cutting pliers

0.86"
(21.84 mm)

8.29"
(210.57 mm) Ea

 CH338

XLT™ Long Nose Pliers with Cutter
Crosshatch jaws provide maximum grip and pipe grip design 
accommodates many shapes. Laser heat-treated cutting edges last 
longer and easily cut hard and soft wire. Features Xtreme Leverage 
Technology (XLT) for considerably less force required to cut than 
traditional high leverage designs. Streamlined design is sleeker and 
lighter for easier handling.

MFG# Sykes# Description Sizes UOM
326 CH326 XLT long nose pliers w/ cutter 6" Ea

 CH326

5WR® VISE-GRIP® Locking Multi-Pliers 
with Wire Cutter
Feature a fold-out stainless steel serrated knife blade 
and a fold-out screwdriver including a 1/4” bit holder 
with 6-8 slotted and #2 Phillips® bits. The four-tools-
in-one design allows users to carry fewer tools on the job. Curved jaw with a 
built-in wire cutter for a variety of applications and material shapes. Curved jaw 
puts tremendous pressure on four points of any style nut or bolt head, making it 
perfect for any application that requires maximum torque. Classic guarded trigger 
release designed to provide maximum locking force. Constructed of high-grade, 
heat-treated alloy steel. Turn screw to adjust pressure and fit work. One-handed, 
triggerless release is easier to open than traditional locking pliers. IRWIN Lifetime 
Guarantee.

MFG# Sykes# Description Sizes UOM

1923454 VG5WRM 1 1/8"/29 mm Curved jaw 
capacity, w/ wire cutter 5" Ea

 VG5WRM

6LN® VISE-GRIP® Locking Multi-Pliers
Feature a fold-out stainless steel serrated knife blade and 
a fold-out screwdriver including a 1/4” bit holder with 6-8 
slotted and #2 Phillips® bits. Long, straight nose ideal for 
precision work and hobbies. Ideal for tightening, clamping, 
twisting and turning. Constructed of high-grade, heat-
treated alloy steel. Turn screw to adjust pressure and fit work. Grip materials 
from any angle. One-handed, triggerless release is easier to open than traditional 
locking pliers. The four-tools-in-one design allows users to to carry fewer tools on 
the job. IRWIN Lifetime Guarantee.

MFG# Sykes# Description Sizes UOM
1923455 VG6LNM 6LN Long nose, 2" jaw capacity 6" Ea

 VG6LNM

Original™ Curved Jaw Locking Pliers
Self-energizing lower jaw provides 3X more gripping power than 
traditional locking pliers, with no slipping or stripping and provides 
maximum torque without requiring heavy input pressure. Jaw mechanism 
naturally grips tighter as more torque is applied to the tool. 

• Classic trigger release provides maximum locking force
• Curved jaw puts tremendous pressure on four points of any style nut or 

bolt head
• Constructed of high-grade heat-treated alloy steel for maximum toughness and 

durability
• Hardened teeth designed to grip from any angle
• Hex key adjusting screw tightens to adjust pressure and draw materials together 

and provides a controlled release
• Backed by the IRWIN VISE-GRIP Lifetime Guarantee

 VG7CR

MFG# Sykes# Description Color Sizes UOM

4935576 VG10CR 10CR Original curved jaw locking 
pliers w/ 1 7/8"/48 mm jaw capacity Blue 10" Ea

4935578 VG7CR 7CR Original curved jaw locking pliers 
w/ 1 1/2"/38 mm jaw capacity Blue 7" Ea

Original™ Long Nose Locking Pliers with 
Wire Cutter
Long, straight nose provides easy access in narrow, hard-to-
reach places. Constructed of high-grade heat-treated alloy 
steel for maximum toughness and durability. Hardened 
teeth are designed to grip from any angle. Ideal for precision 
work and hobbies, includes convenient wire cutter. Also used for tightening, 
clamping, twisting and turning. Turn screw to adjust pressure and fit work. Stays 
adjusted for repetitive use. 2” Jaw capacity.

 VG6LN

MFG# Sykes# Description Sizes UOM
1402L3 VG6LN 6LN 2"/51 mm Jaw capacity 6" Ea
1502L3 VG9LN 9LN 2 3/4"/70 mm Jaw capacity 9" Ea
1602L3 VG4LN 4LN 1 5/8"/41 mm Jaw capacity 4" Ea

VISE-GRIP Locking Pliers
Constructed of high-grade heat-treated alloy steel for maximum toughness and 
durability. Features hardened teeth designed to grip from any angle and hex key 
adjusting screw that tightens to adjust pressure and provides a controlled release. 
Fast Release™ pliers offer non-slip ProTouch™ grips and 1-hand triggerless release 
that is 2 times easier to open than traditional locking pliers.

MFG# Sykes# Description Sizes UOM

302L3 VG7R Straight jaw locking pliers, 1 5/16" 
jaw capacity, Model 7R 7" Ea

102L3 VG10R Straight jaw locking pliers, 1 3/4" 
jaw capacity, Model 10R 10" Ea

902L3 VG5WR Curved jaw locking pliers w/ wire cutter, 
1 1/8" jaw capacity, Model 5WR 5" Ea

702L3 VG7WR Curved jaw locking pliers w/ wire cutter, 
1 1/2" jaw capacity, Model 7WR 7" Ea

502L3 VG10WR Curved jaw locking pliers w/ wire cutter, 
1 7/8" jaw capacity, Model 10WR 10" Ea

 VG10R

VISE-GRIP® Locking C-Clamps
Constructed of high-grade heat-treated alloy steel for maximum 
toughness and durability. Features classic trigger release designed 
to provide maximum locking force, wide-opening jaws to provide 
greater versatility in clamping various shapes, and turn screw to 
adjust pressure and fit work. Optional swivel pads hold tapered 
work, awkward fabricating jobs and delicate projects without 
damaging work surface.

MFG# Sykes# Description Sizes UOM
Original™

19 VG11R 11R Original locking 
clamp, 4" jaw capacity 11" Ea

21 VG18R 18R® Original locking 
clamp, 8" jaw capacity 18" Ea

Original™ Handle

165 VG4SP 4SP™ Locking clamp w/ swivel 
pads, 1 5/8" jaw capacity 4" Ea

18 VG6SP 6SP™ Locking clamp w/ swivel 
pads, 2 1/8" jaw capacity 6" Ea

20 VG11SP 11SP® Locking clamp w/ 
swivel pads, 4" jaw capacity 11" Ea

 VG11R

VISE-GRIP Locking Specialty Tools
Constructed of high-grade heat-treated alloy steel for 
maximum toughness and durability. Features classic 
trigger release designed to provide maximum locking 
force and turn screw to adjust pressure and fit work.

MFG# Sykes# Description Sizes UOM
23 VG8R Model 8R locking sheet metal tool 8" Ea
25ZR VG9R Model 9R locking welding clamp 9" Ea
27ZR VG20R Model 20R locking chain clamp 9" Ea

 VG8R

Replacement Parts
Exclusive parts for Vise-Grip locking tools including 
springs, adjusting screws, chains and pads.

MFG# Sykes# Description UOM

4022 VG22 Replacement spring for 7R, 7WR, 
7CR, 9LN, 8R, 9R, RR, & 7LW Ea

4052 VG52 Replacement spring for 5WR, 6LN & 6R Ea

40151 VG40151 2-Pair small replacement pads for 4SP 2 Pr/Bg

 VG40151

Rolling Head Pry Bar
The rolling head pry bar is used to lift heavy objects with a 90° angled chisel. 
The rolling head provides extra leverage and aids in tight spaces. Many sizes are 
available for additional applications. A black oxide finish has been applied to 
protect from rust. Made in the USA.

MFG# Sykes# Description UOM
40101 MH482 16" Rolling head pry bar Ea
40102 MH483 18" Rolling head pry bar Ea

 MH482

Bastard Cut Knife Files
Files are triangular in shape with double cut on sides and single cut on sharp 
edge. Supplied with safe backs. Used primarily by tool and die makers with work 
having acute angles.

MFG# Sykes# Description Sizes UOM
06869N CP06898 Bastard cut knife file 8" Ea

 CP06898

Bastard Cut Mill Files
Files are rectangular in cross section and taper slightly toward point in width. Single 
cut on sides and edges. Used for sharpening mill or circular saws, draw-filing and 
finishing metals. Optional round edge is used where rounding gullets are preferred.

 CP08243

MFG# Sykes# Description Sizes UOM
08243N CP08243 Bastard cut mill file 4" Ea
08354N CP08354 Bastard cut mill file 6" Ea
08497N CP08497 Bastard cut mill file 8" Ea
08642N CP08642 Bastard cut mill file 10" Ea
08737N CP08737 Bastard cut mill file 12" Ea
08832N CP08832 Bastard cut mill file 14" Ea
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Bastard Cut Round Files
Files are round in shape and taper slightly toward point in width. Feature single 
cut and safe point on round edges. Primarily used to file circular openings or 
concave surfaces.

MFG# Sykes# Description Sizes UOM
11526N CP11526 Bastard cut round file 4" Ea
11716N CP11716 Bastard cut round file 6" Ea
11904N CP11904 Bastard cut round file 8" Ea
12019N CP12019 Bastard cut round file 10" Ea
12134N CP12134 Bastard cut round file 12" Ea

 CP11904

MFG# Sykes# Description Sizes UOM
12790N CP12790 Bastard cut square file 4" Ea
12967N CP12967 Bastard cut square file 6" Ea
13081N CP13081 Bastard cut square file 8" Ea
13196N CP13196 Bastard cut square file 10" Ea

Bastard Cut Square Files
Files are square in shape, are double cut and taper slightly toward point in width. 
Larger sizes frequently preferred to corresponding flat files. Used on slots, keyways 
and general surface filing.

 CP12967

Double Extra Slim Taper Files
Single cut files are triangular in shape and taper slightly toward point in width. 
Edges set and cut for filing gullets between 60° angle saw teeth. When filing 
handsaws, it is important to select the right file.

MFG# Sykes# Description Sizes UOM
15024N CP15024 Double extra slim taper file 6" Ea
15087N CP15087 Double extra slim taper file 8" Ea

 CP15024

Extra Slim Taper Files
Single cut files are triangular in shape and taper slightly toward point in width. 
Edges set and cut for filing gullets between 60° angle saw teeth. When filing 
handsaws, it is important to select the right file.

MFG# Sykes# Description Sizes UOM
14729N CP14729 Extra slim taper file 8" Ea
14547N CP14547 Extra slim taper file 4" Ea
14599N CP14599 Extra slim taper file 5" Ea
14665N CP14665 Extra slim taper file 6" Ea

 CP14665

Flat Bastard Cut Files
Files are rectangular in cross section and taper slightly toward point in width. Double 
cut on sides and single cut on edges. Used by machinists, machinery builders, ship 
and engine builders, repairmen and others who require rapid removal of metal.

MFG# Sykes# Description Sizes UOM
03863N CP03863 Flat bastard cut file 14" Ea
01387N CP03367 Flat bastard cut file 4" Ea
03467N CP03467 Flat bastard cut file 6" Ea
03566N CP03566 Flat bastard cut file 8" Ea
03665N CP03665 Flat bastard cut file 10" Ea
03764N CP03764 Flat bastard cut file 12" Ea

 CP03367

Flat Smooth Cut Files
Files are rectangular in cross section and taper slightly toward point in width. 
Double cut on sides and single cut on edges. Used by machinists, machinery 
builders, ship and engine builders, repairmen and others who require rapid removal 
of metal.

 CP03434

MFG# Sykes# Description Sizes UOM
03434N CP03434 Flat smooth cut file 4" Ea
03533N CP03533 Flat smooth cut file 6" Ea
03632N CP03632 Flat smooth cut file 8" Ea
03731N CP03731 Flat smooth cut file 10" Ea
03830N CP03830 Flat smooth cut file 12" Ea
03929N CP03929 Flat smooth cut file 14" Ea

Half Round Bastard Cut Files
Files are round on one side and flat on opposite side. Both sides are double cut 
unless otherwise specified. Used on concave, convex and flat surfaces.

MFG# Sykes# Description Sizes UOM
04695N CP04695N Half round bastard cut file 4" Ea
04795N CP04795 Half round bastard cut file 6" Ea
04896N CP04896 Half round bastard cut file 8" Ea
04995N CP04995 Half round bastard cut file 10" Ea
05094N CP05094 Half round bastard cut file 12" Ea

 CP04695N

Half Round Smooth Cut Files
Files are round on one side and flat on opposite side. Both sides are double cut. 
Used on concave, convex and flat surfaces.
MFG# Sykes# Description Sizes UOM
04960NN CP04960 Half round smooth cut file 8" Ea

 CP04960

Rectangular Double Cut Hand Bastard File
The Crescent Nicholson rectangular double-cut hand files provide efficient material 
removal for professionals or serious hobbyists. This files are double-cut for rapid 
removal, presenting a rough surface to more easily file wood or soft metals. One edge 
is a blunt safety edge to protect a surface or your hands during use.

Features:
• American pattern hand file, bastard cut for medium-duty material removal
• Rectangular shape for efficient filing across a large surface
• Double-cut abrasive surfaces perfect for widening holes or smoothing a plane
• 1 safe edge to protect finished surfaces or your hands during use
• Coarseness matches flat files of the same length

MFG# Sykes# Description Sizes UOM
05968N CP05968 10" Rectangular double cut hand bastard file 10" Ea

 CP05968

Smooth Cut Mill Files
Files are rectangular in cross section and taper slightly toward point in width. 
Single cut on sides and edges. Used for sharpening mill or circular saws, draw-filing 
and finishing metals.

MFG# Sykes# Description Sizes UOM
08416N CP08416 Smooth cut mill file 6" Ea
08560N CP08560 Smooth cut mill file 8" Ea
08704N CP08704 Smooth cut mill file 10" Ea
08799N CP08799 Smooth cut mill file 12" Ea

 CP08416

MFG# Sykes# Description Sizes UOM
11592N CP11592 Smooth cut round file 4" Ea
11781N CP11781 Smooth cut round file 6" Ea
11969N CP11969 Smooth cut round file 8" Ea
12084N CP12084 Smooth cut round file 10" Ea

Smooth Cut Round Files
Files are round in shape and taper slightly toward point in width. Feature single 
cut and safe point on round edges. Primarily used to file circular openings or 
concave surfaces.

 CP11592

Diamond Needle Files
Features nickel alloy matrix, single layer of abrasive, exposed particles. Tough, 
durable bond, economical, and aggressive cutting action. Indispensable aid for 
the tool room. An all-purpose hand-held tool, useful for deburring, notching, 
dressing, and honing hard, brittle materials.

 DIAMOND NEEDLE FILE

MFG# Sykes# Description Diamond
Length Dimensions Grit Overall

Length Shape UOM

66260391729 NT1571 Diamond 
needle file 2 3/4" .055 x .190 100 5 3/4"

(with handle) Flat Ea

66260391730 NT1572 Diamond 
needle file 2 3/4" .075 x .210 100 5 3/4"

(with handle)
Half
Round Ea

66260391731 NT1573 Diamond 
needle file 2 3/4" .145 x .145 100 5 3/4"

(with handle) Triangle Ea

66260391732 NT1574 Diamond 
needle file 2 3/4" .100 x .100 100 5 3/4"

(with handle) Square Ea

66260391733 NT1575 Diamond 
needle file 2 3/4" .120 dia. 100 5 3/4"

(with handle) Round Ea

18 Automatic Center Punches
Automatic center punch with adjustable stroke features a lightweight, knurled 
steel handle for a positive grip and easy handling. Made in USA. 

Features:
• Rugged automatic punches with all-steel handles and parts
• Internal mechanism automatically strikes a blow when downward pressure 

is applied
• Spring tension, which regulates the blow, is constant so marks made by the point 

are uniform in depth and size for each setting
• The point can be easily removed for regrinding or replacement
• Adjustable knurled cap regulates the force of the blow

MFG# Sykes# Description UOM
50120 ST18A 18A Automatic center punch, 9/16" Ea
56757 ST18C 18C Automatic center punch, 11/16" Ea

 ST18A

248 Steel Drive Pin Punches
Intended for machine shop and motor service work, extra long in size, 
measuring 200 mm (8”), with 114 mm (4 1/2”) bodies and 89 mm (3 1/2”) 
drive pin section. 200 mm (8”) length, 3 mm (1/8”) diameter. Made in USA. 

Features:
• Knurled Grip for secure holding
• Designed to withstand hard use
• For machine shop and motor service work
• Hardened and Tempered
• Punch diameter clearly marked on the head
• Diameter of punches is slightly less than listed
• Extra-long drive pin punches, measuring 8" (200 mm) - The bodies are 4 1/2" (115 

mm) and the drive pin sections are 3 1/2" (90 mm) long

MFG# Sykes# Description UOM
51181 ST248A 248A Drive pin punch, 1/8" Ea
51182 ST248B 248B Drive pin punch, 3/16" Ea
51183 ST248C 248C Drive pin punch, 1/4" Ea
51184 ST248D 248D Drive pin punch, 5/16" Ea
51185 ST248E 248E Drive pin punch, 3/8" Ea

 ST248A

Long Angle Lathe File
Files are rectangular in shape with safe edges to protect shoulder or dog. Rapid, 
free cutting single cut files are designed for lathe filing. Cut faster than regular mill 
files and leave smoother finish.

MFG# Sykes# Description Sizes UOM
07688N CP07688 Long angle lathe file 12" Ea

 CP07688
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Tools

264 Steel Center Punch with Square Shank
Square knurled grip and will not roll when laid down. They are hardened and 
properly tempered. The tips are accurately centered and ground at the proper 
angle to give maximum service. 

Features:
• Accurately centered tips for accuracy
• Knurled grip for secure holding
• Will not roll when laid down
• The points are ground at the proper angle to give maximum service
• Hardened and tempered
• Made of specially selected steel

 ST264B

MFG# Sykes# Description UOM
51279 ST264B 264B Center punch, 5/64" Ea
51280 ST264C 264C Center punch, 3/32" Ea
51281 ST264D 264D Center punch, 1/8" Ea
51283 ST264F 264F Center punch, 3/16" Ea
51284 ST264G 264G Center punch, 1/4" Ea

565 Steel Drive Pin Punches
Well proportioned, hardened, properly tempered, nicely finished, and have 
a knurled finger grip. Each punch has the size stamped on the head. 100 mm 
(4") Length. Made in USA. 

Features:
• Knurled grip for secure holding
• Hardened and Tempered
• Punch diameter clearly marked on the head

 ST565A

MFG# Sykes# Description UOM
52578 ST565A 565A Drive pin punch, 1/16" Ea
52579 ST565B 565B Drive pin punch, 3/32" Ea
52580 ST565C 565C Drive pin punch, 1/8" Ea
52581 ST565D 565D Drive pin punch, 5/32" Ea
52582 ST565E 565E Drive pin punch, 3/16" Ea

S248PC Steel Drive Pin Punch Set
Set of 5 punches, one each of 248A/B/C/D/E punches in a vinyl case. 
0-8"/0-200 mm length; 1/8"/3 mm, 3/16"/5 mm, 1/4"/6 mm, 5/16"/8 
mm, 3/8"/9.5 mm punch diameter. Made in USA. 

Features:
• Knurled grip for secure holding
• Designed to withstand hard use
• For machine shop and motor service work
• Hardened and tempered
• Punch diameter clearly marked on the head
• Diameter of punches is slightly less than listed
• Extra-long drive pin punches, measuring 8" (200 mm) - The bodies are 4 1/2" (115 

mm) and the drive pin sections are 3 1/2" (90 mm) long
• Protective vinyl case

 STS248PC

MFG# Sykes# Description UOM
51186 STS248PC Steel drive pin punch set Set

S264WB Center Punch with Square Shank Set
Features a square knurled grip and will not roll when laid down. 
It is hardened and properly tempered. The tips are accurately 
centered and ground at the proper angle to give maximum 
service. Set, one each of 264A/B/C/D/E/F/G in round plastic box.

Features:
• Accurately centered tips for accuracy
• Knurled grip for secure holding
• Will not roll when laid down
• The points are ground at the proper angle to give maximum service
• Hardened and tempered
• Made of specially selected steel
• Round red plastic box

MFG# Sykes# Description UOM
51285 STS264WB Center punch set Set

 STS264WB

S565WB Steel Drive Pin Punch Set
Well proportioned, hardened, properly tempered, nicely 
finished, and have a knurled finger grip. Each punch has the size 
stamped on the head. Set of 8: 565A/B/C/D/E/F/G/H in round 
wooden box. Made in USA. 

Features:
• Knurled grip for secure holding
• Round red plastic box
• Hardened and tempered
• Punch diameter clearly marked on the head
• Sizes Included: 1/16", 3/32", 1/8", 5/32", 3/16", 7/32", 1/4", 5/16"

MFG# Sykes# Description UOM
52586 STS565WB Steel drive pin punch set Set

 STS565WB

4-Piece Pro Line-Up Punch Kit
Line-up punches are used to align the holes through which rivets, 
pins, or bolts will be inserted, but not for driving the hardware. Sizes 
vary for the optimal alignment. A black oxide finish is available for 
rust protection. Made in the USA.

Includes:
• (1) 22003 Aligning punch 1/4" x 12"
• (1) 22010 Aligning punch 1/8" 3 mm x 8"
• (1) 22011 Aligning punch 5/32" 4 mm x 9"
• (1) 22012 Aligning punch 3/16" x 10"

 MH125K

MFG# Sykes# Description UOM
62235 MH125K 4-Pc. Pro line-up punch kit Kit

6-Piece Pro Pin Punch Kit
Includes:
• (1) 21001 Pin punch 3/32" x 7/8" x 4 1/2"
• (1) 21002 Pin punch 1/8" x 1" x 4 3/4"
• (1) 21003 Pin punch 5/32" x 1" x 5"
• (1) 21004 Pin punch 3/16" x 1 1/4" x 5 1/4"
• (1) 21005 Pin punch 1/4" x 1 1/4" x 5 3/4"
• (1) 21019 Pin punch 5/16" x 1 1/4" x 6"

MFG# Sykes# Description UOM
62075 MH4102K 6-Pc. Pro pin punch kit Kit

 MH4102K

6-Piece Pro Punch Kit
Includes:
• (1) 20001 Solid punch 1/8" x 5"
• (1) 20002 Solid punch 3/16" x 5"
• (1) 21004 Pin punch 3/16" x 1 1/4" x 5 1/4"
• (1) 21005 Pin punch 1/4" x 1 1/4" x 5 3/4"
• (1) 23002 Prick punch 5/32" 4 mm x 5"
• (1) 24001 Center punch 5/32" 4 mm x 4 1/4"

MFG# Sykes# Description UOM
62030 MH4106K 6-Pc. Pro punch kit Kit

 MH4106K

Center Punches
Used for piercing or marking for starting drills in metal 
and other materials. Hex style. Unlimited lifetime warranty.

MFG# Sykes# Description Sizes UOM
24000 MH415-4 3/32" Center punch 4" Ea
24002 MH415-6 3/16" Center punch 5" Ea
24003 MH416-8 5/16" Center punch 6" Ea

 MH415-4

Cold Chisels
Used to shape and cut cold metal only. Cutting-edge angle 
designed to provide greater strength. Black oxide finish 
helps rust prevention. Not intended to be used on masonry 
materials. Made in the USA.

MFG# Sykes# Description Sizes UOM
10220 MH70-16 1" Cold chisel 8" Ea
10200 MH70-4 1/4" Cold chisel 5" Ea
10201 MH70-5 5/16" Cold chisel 5" Ea
10202 MH70-6 3/8" Cold chisel 5 1/2" Ea
10205 MH70-8 1/2" Cold chisel 5" Ea
10209 MH70-10 5/8" Cold chisel 6 1/2" Ea
10212 MH70-12 3/4" Cold chisel 7" Ea
10213 MH110-1212 3/4" Cold chisel 12" Ea
10215 MH110-1218 3/4" Cold chisel 18" Ea

 MH70-4

Line-Up Punch
Line-up punches are used to align the holes through which rivets, pins, or bolts 
will be inserted, but not for driving the hardware. Sizes vary for the optimal 
alignment. A black oxide finish is available for rust protection. Made in the USA.

 MH458

MFG# Sykes# Description Sizes UOM
22003 MH458 1/4" Line-up punch 12" Ea
22005 MH460 1/4" Line-up punch 15" Ea
22025 MH467 7/32" Line-up punch 10" Ea

Pin Punch
Made for tight tolerances, constant use, and unique applications. Features extra 
machining for tighter tolerances and premium finishes for additional protection.

MFG# Sykes# Description Sizes UOM
21001 MH413-3 3/32" Pin punch 4 1/2" Ea
21002 MH413-4 1/8" Pin punch 4 3/4" Ea
21004 MH413-6 3/16" Pin punch 5 1/4" Ea

 MH413-6

Solid Punch
Solid punches are used for loosening seized or tight pins or keys, or knocking out 
rivets. Many sizes are available to match different sized keys and pins. Used in 
conjunction with pin punches. Punches are covered with a black oxide finish to 
protect from rusting. Made in the USA.

MFG# Sykes# Description Sizes UOM
20001 MH400-2 1/8" Solid punch 5" Ea

 MH400-2

Punch and Chisel Sets
Multiple punch and chisel sets for various jobs.
• 60560: 6-Piece set contains (1) each of the following:
#10200 Cold chisel 1/4"-6 mm x 5"
#10201 Cold chisel 5/16"-8 mm x 5"
#10202MAY Cold chisel 3/8"-10 mm x 5 1/2"
#10205 Cold chisel 1/2"-13 mm x 6"
#10209 Cold chisel 5/8"-16 mm x 6 1/2"
#10212 Cold chisel 3/4"-19 mm x 7"

• 61005: 6-Piece set contains (1) each of the following:
#10205 Cold chisel 1/2"-13 mm x 12"
#10209 Cold chisel 5/8"-16 mm x 6 1/2"
#20002 Solid punch 3/16" x 5"
#21002 Punch pin 1/8" x 4 3/4"
#21004 Pin punch 3/16" x 5 1/4"
#24002 Center punch 3/16"-5 mm x 5"

• 61044: 14-Piece set contains (1) each of the following:
#10200 Cold chisel 1/4"-6 mm x 5"
#10202MAY Cold chisel 3/8"-10 mm x 5 1/2"
#10205 Cold chisel 1/2"-13 mm x 6"
#10209 Cold chisel 5/8"-16 mm x 6 1/2"
#10212 Cold chisel 3/4"-19 mm x 7"
#20001 Solid punch 1/8" x 5"
#20002 Solid punch 3/16" x 5"
#21001 Pin punch 3/32" x 7/8" x 4 1/2"
#21002 Pin punch 1/8" x 1" x 4 3/4"
#21003 Pin punch 5/32" x 1" x 5"
#21004 Pin punch 3/16" x 1 1/4" x 5 1/4"
#21005 Pin punch 1/4" x 1 1/4" x 5 3/4"
#22010 Punch aligning 1/8"-3 mm x 8"
#24002 Center punch 3/16"-5 mm x 5"

 MH7014K

MFG# Sykes# Description UOM
60560 MH7001K 6-Pc. Punch & chisel set Set
61005 MH751K 6-Pc. Punch & chisel set Set
61044 MH7014K 14-Pc. Punch & chisel set Set
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Tools

120A-6 Stainless Steel Dial Slide 
Caliper
American made dial calipers used by mechanics and toolmakers everywhere. 
Features include direct reading, ease-of-handling, reliability and accuracy making 
these one of the handiest measuring tools available. This caliper features white 
dial, 0-6" range and .001" graduations. 6", white dial, fitted plastic case.

Features:
• Only American made dial caliper
• Direct reading, reliable and accurate
• Sharp, clear dial graduations
• Sharp, black graduations on the satin finished bar
• Knife-edge contacts for both inside and outside measurements
• One hand use with the thumb-operated, fine adjustment roll
• Lock screw for dial bezel and Lock screw for holding sliding jaw in position
• Hardened stainless steel bar, measuring surfaces, rack, gears and depth rod
• Positive, split-gear anti-backlash control
• Covered rack depth rod

 ST120A-6

MFG# Sykes# Description UOM
64514 ST120A-6 120A-6 Stainless steel dial slide caliper Ea

827 Edge Finders
Locates work surfaces easily, quickly and 
accurately. Can accurately locate flat, straight edges, shoulders, grooves, round 
work, studs, dowels or center points and scribed lines. Body and contacts are made 
of tool steel, hardened, ground and lapped to close tolerances for diameter and 
concentricity. Contact dia. .200".

 ST827A

MFG# Sykes# Description UOM
53062 ST827A 827A Edge finder, single end, body dia. .375" Ea
53063 ST827B 827B Edge finder, double end, body dia. .500" Ea

Magnetic Base Indicator Holder - Complete Set
For use with all Starrett® Test, Back-Plunger, AGD, Dial and 
Miniature-Dial Indicators. Also accommodates similar indicators 
of other manufacturers. Includes magnetic base with all 
attachments: upright base post, (2) snugs, rod and indicator 
attachment.

MFG# Sykes# Description UOM
52743 ST657AA Magnetic base indicator holder, complete set Ea

 ST657AA

Machinists Levels with 
Ground and Graduated Vial
Base of level features an involute groove 
running the length of the base, which provides a reliable seat for round work. Vials 
are adjustable to a positive setting and are housed in satin finished brass tube with 
friction-fit closing cover to prevent breakage. Main level vial has graduations that are 
approximately 80-90 seconds or .005" per foot (0.42 mm per m).

MFG# Sykes# Description Sizes UOM
50441 ST98-6 Machinists level w/ ground & graduated vial 6" Ea

 ST98-6

110 Gauge Holder for Small Steel Rules
Starrett 4" gauge holder provides good reach and balance and features steel 
rules. Two slots are provided so the rules can be held at 30° or 45°, either 
square in a slot or tipped to one side. Gage holder only (for Nos. 167/423 
steel rules).

MFG# Sykes# Description UOM
50475 ST110 110 Gauge holder for small steel rules Ea

 ST110

C604RE-6 Spring-Tempered Steel 
Rule with Inch Graduations
6” Spring-tempered steel rule with inch graduations features a satin chrome 
finish. Graduations at 8ths, 16ths, quick-reading 32nds, 64ths.

MFG# Sykes# Description UOM

52660 STC604RE-6 C604RE-6 Spring-tempered steel 
rule w/ inch graduations Ea

 STC604RE-6

9-12-4R 12" Combination Set with 
Square, Center and Non-reversible 
Protractor Head and Blade
Includes a reversible lock bolt, scriber, spirit level in 
both square head and protractor head, direct reading double 180° protractor scale, 
and hardened steel, photo-engraved blade. The combination set with square also 
includes a cast iron head with black wrinkle finish. 12", 4R Grad, regular blade.

Features:
• Reversible lock bolts, scriber, spirit level in both square head and protractor head
• Direct reading double 180° protractor scale
• Non-reversable protractor head
• Hardened steel, machine divided blade
• Regular finish blade
• Cast iron heads with black wrinkle finish

MFG# Sykes# Description UOM
50042 ST9-12-4R 9-12-4R 12" Combination set Set

ST9-12-4R

AM-2 Angle Meter
Provides large readable scale for accurate readings from 0° 
to 90° in any quadrant. Integral magnetic base frees hands 
when used on ferrous surfaces. Meter measures any angle for 
pitch or slope and provides handy rise, run, angle and pitch 
information on back of the tool

Features:
• Magnetic base frees hands when used on ferrous surfaces
• Measures any angle for pitch or slope
• Handy rise, run, angle and pitch information on back of the tool
• 0° to 90°

 STAM-2

MFG# Sykes# Description UOM
36080 STAM-2 AM-2 Angle meter Ea

Magnetic Torpedo Level
Light and compact, ideal for general use and work 
in tight places. Cast aluminum profile. Glow in the 
dark vial frames for dark areas. Tubular vials, 180° - 45° - 90°. Three strong rare 
earth magnets. V-grooved edge to balance level on pipe. Large top-read level vial. 
Accuracy: 1.0 mm/m.

MFG# Sykes# Description UOM
20233 RD20233 9" Torpedo level Ea

 RD20233

Professional I-Beam Levels
Durable and accurate. Heavy-duty aluminum construction provides rigidity and 
accuracy of 0.0015 in./in. With 360° vials, pipe groove for use on rounded surfaces 
and shock-absorbing end caps for heavy-duty use, this tool is built for accuracy, 
ease of use and durability.

MFG# Sykes# Description UOM
42-240 SN42240 24" Professional I-beam level Ea
42-480 SN42480 48" Professional I-beam level Ea

 SN42240

Combination Square with 
Square Head
Features a reversible lock bolt, scriber, spirit 
level, and hardened steel, photo-engraved blade with regular finish. This product 
also includes a cast iron head with black wrinkle finish. 4R Grad, regular blade. 
Made in USA. 

Features:
• Reversible lock bolt, scriber, spirit level
• Hardened steel, machine divided blade
• Regular finish blade
• Cast iron heads with black wrinkle finish

MFG# Sykes# Description UOM
50051 ST11H-6-4R 11H-6-4R 6" Combination square w/ square head Ea
50055 ST11H-12-4R 11H-12-4R 12" Combination square w/ square head Ea

 ST11H-12-4R

Squares
Feature embossed graduations for easy reading and 
clear treatment to resist rust. English carpenter’s 
square is made of high-quality hardened steel with 
reverse reading scale for efficient measuring. Combination square features hard 
chrome blade and built-in scriber with easy-to-read vial for surface marking.

MFG# Sykes# Description UOM
45-500 SN45500 24" Steel carpenter’s square Ea
46-222 SN46222 12" Combination square Ea

 SN46222

Mezurall® Power Return Tape Measures
Made with a chrome-plated case and yellow clad blade 
(economy tape measure has a black plastic case). Features 
power retraction operation and belt clip. Engineer’s blades graduate from feet to 
10ths and 100ths of feet.

 CPY8212

MFG# Sykes# Description Sizes UOM

Y8212 CPY8212 Economy power return 
tape measure 1/2" x 12' Ea

W9210ME CPW9210ME Power return tape measure 1/2" x 10' (3 m) Ea

W9212 CPW9212 Power return tape measure 1/2" x 12' Ea

P2000 Series Tape Measures
Lightweight, high strength chrome-finished case and 
bright yellow blade with clear, easy-to-read numbers. 
Features toggle lock that is positioned for convenient 
operation, cushioned blade return and removable belt 
clip. Engineer’s blades graduate from feet to 10ths and 100ths of feet.

 CP2125

MFG# Sykes# Description Sizes UOM

P2316N CP2316 P2000 tape measure, A2 blade 3/4" x 16' Ea

P2125N CP2125 P2000 tape measure, A5 blade 1" x 25' Ea

P2335MEN CP2335ME P2000 tape measure, SAE 
& metric, A12 blade

3/4" (19 mm) 
x 16' (5 m) Ea

12' LEVERLOCK® Tape Measure
Features a push-release self-lock mechanism for controlling 
blade retraction, a write-on label, non-marring frictionless 
base that helps protect work surface, and easy inside/outside 
measurements. 1.5*x Stronger anti-glare blade.

MFG# Sykes# Description UOM
STHT30810 SN30810 12' LEVERLOCK tape measure Ea

 SN30810

PowerLock® Tape Measures with 
BladeArmor™
Features 8' blade standout. BladeArmor™ coating on the first 3" 
maximizes durability of the blade. Mylar® polyester film extends 
life of entire blade. Secure blade lock won’t creep during measurements. Three-
rivet, corrosion-resistant Tru-zero end hook for accurate measurements.

MFG# Sykes# Description UOM
33-516 SN33516 16' PowerLock tape measure w/ BladeArmor Ea
33-525 SN33525 25' PowerLock tape measure w/ BladeArmor Ea

 SN33516

PowerLock® Tape Rules
Choice of die-cast-metal or high-impact, chrome plated ABS 
case. Both are durable and are job site tough.
• Mylar® polyester film helps extend life of entire blade 
• Secure blade lock won’t creep during measurements 
• 16" and 19.2" stud center markings simplify framing jobs 
• Corrosion-resistant Tru-Zero™ end hook for accurate measurements 
• Mylar® is a registered trademark of DuPont Teijin Films

MFG# Sykes# Description UOM
33-835 SN33835 1" x 35' PowerLock tape rule w/ 7’ blade standout Ea

 SN33835
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Tools

Screw Pitch Gages
Includes a substantial steel case with a number of 
folding leaves at both ends. Made in USA.
473 Features 30 leaves, 6 to 60 TPI range, with 
positive stop and 11 1/2 and 27 Pipe thread pitches. 
474 Features 28 leaves, 4 to 80 TPI range, with locking device and 11 1/2 and 27 
pipe thread pitches.
156M Features 28 leaves, 0.25-2.50 mm TPI range, with locking device and 60° 
threads.

MFG# Sykes# Description Thread
Pitch TPI Leaves UOM

52485 ST473 473 Screw 
pitch gage

11 1/2 & 27 
Thread Pitches Jun-60 30 Ea

52486 ST474 474 Screw 
pitch gage

11 1/2 & 27 
Thread Pitches Apr-80 28 Ea

50589 ST156M 156M Screw 
pitch gage 60° Threads 0.25-2.50 mm 28 Ea

 ST156M

173MA Metric Thickness Gage
Used in automotive, aviation, diesel and farm 
equipment manufacture and service and also in jig, 
fixture, gage and experimental work. These gages are Especially useful in adjusting 
tappets, spark plugs, distributor points, checking bearing clearances and gear play, 
fitting pistons, rings and pins and gaging narrow slots. Made in a wide range of 
types and sizes, each having from 6 up to 26 leaves ranging in thickness from .0015-
.200" and 0.03-5mm thick straight or tapered. 13 Straight Leaves, 12.7 x 77 mm, mm 
reading, 0.03-0.50 mm range.

Features:
• Leaves made of finest tempered-steel, carefully finished to correct thickness, 

individually tested and marked with thickness
• Locking device on most gages - permits securely locking one or more leaves in position
• Leaves easily removed or replaced
• Rugged, substantial steel case protects leaves
• Straight Leaves
• Leaves made of finest tempered-steel
• Locking device on most gages permits securely locking one or more leaves in position

 ST173MA

MFG# Sykes# Description UOM

57086 ST173MA 13 Straight leaves, 12.7 x 77 mm, mm 
reading, 0.03-0.50 mm range Ea

English Thickness Gage
Used in automotive, aviation, diesel and farm equipment 
manufacture, service, jig, fixture, gage and experimental 
work. Useful in adjusting tappets, spark plugs, distributor 
points, checking bearing clearances and gear play, fitting 
pistons, rings and pins and gaging narrow slots. Made from tempered steel with 
locking device on most gages. Features (8) tapered leaves, 1/2"-1/4" x 6" size and 
rugged, steel case to protect leaves.

Specifications: 
• Range (in): .002"-.015" 
• Leaves: .002, .003, .004, .005, .006, .008, .010, .015

 ST172A

MFG# Sykes# Description UOM
50649 ST172A 172A English thickness gage Ea
52464 ST467 467 English thickness gage Ea

Universal Back Plunger Dial Indicators
Accurate and reliable with smooth operation. Simple to operate and 
rugged, with few moving parts. Features 3 contact points.

MFG# Sykes# Description UOM
50699 ST196B1 Dial indicator w/ adapter only Ea

 ST196B1

Scribers
Model 70A: Steel handle, knurled, and nickel plated. Hexagon-shaped head 
prevents rolling. Features steel, properly hardened and finely tapered 2 3/8" 
scriber point.

Model 67A: Steel handle and knurled grip. Features (3) points (1 straight, 1 short 
bent, 1 long bent). Points screw into the handle and fit either end.

 ST70B

MFG# Sykes# Description Length Diameter UOM
50323 ST70A 70A Pocket scriber 2 3/8" 1/4" Ea
50324 ST70B 70B Pocket scriber 2 7/8" 3/8" Ea

162 Pin Vise
Feature small handles that allow you to rapidly rotate between thumb and finger 
when filing small work. 0-1mm(0-.040") Range work. Made in USA. 

Features:
• Handles reduced in size so that they can be rapidly rotated between thumb and 

finger when filing small work.
• Special tapered collet, providing maximum clamping surface
• Smaller body diameter than the chuck to allow fast opening and closing and rapid 

rotation when used on small work
• Available individually or as a complete set in a convenient case

MFG# Sykes# Description UOM
50599 ST162A 162A Pin vise, 0-.040" (0-1 mm) range Ea
50600 ST162B 162B Pin vise, .030-.062" (0.8-1.6 mm) range Ea

 ST162A

Chain Wrenches
A double jaw gives fast, ratchet-like action in 
either direction. Heavy-duty model has replaceable alloy steel jaws.

 CHAIN WRENCH

MFG# Sykes# Description UOM

31310 RD31310 Model C-12 light-duty chain 
wrench, 2" pipe capacity Ea

31315 RD31315 Model C-14 heavy-duty chain 
wrench, 2" pipe capacity Ea

31320 RD31320 Model C-18 heavy-duty chain 
wrench, 2 1/2" pipe capacity Ea

31325 RD31325 Model C-24 heavy-duty chain 
wrench, 3" pipe capacity Ea

Aluminum Straight Pipe Wrenches
Provide professional strength in lightweight 
aluminum. Offers the same durability and ease-of-
use found in all RIDGID heavy-duty wrenches.

MFG# Sykes# Description Sizes UOM

31090 RD31090 Aluminum straight pipe wrench, 
1 1/2" pipe capacity 10" Ea

31095 RD31095 Aluminum straight pipe 
wrench, 2" pipe capacity 14" Ea

31100 RD31100 Aluminum straight pipe wrench, 
2 1/2" pipe capacity 18" Ea

31105 RD31105 Aluminum straight pipe 
wrench, 3" pipe capacity 24" Ea

31110 RD31110 Aluminum straight pipe 
wrench, 5" pipe capacity 36" Ea

31115 RD31115 Aluminum straight pipe 
wrench, 6" pipe capacity 48" Ea

 RD31090

Heavy-Duty Straight Pipe Wrenches
Designed with a sturdy, ductile-iron housing and an 
I-beam handle with a full floating forged hook jaw, 
featuring self-cleaning threads with replaceable hook 
and heel jaws. Complies with federal specifications GGG-W65IE, Type II, Class A.

MFG# Sykes# Description Sizes UOM

31005 RD31005 Heavy-duty straight pipe 
wrench, 1" pipe capacity 8" Ea

31010 RD31010 Heavy-duty straight pipe 
wrench, 1 1/2" pipe capacity 10" Ea

31015 RD31015 Heavy-duty straight pipe 
wrench, 2" pipe capacity 12" Ea

31020 RD31020 Heavy-duty straight pipe 
wrench, 2" pipe capacity 14" Ea

31025 RD31025 Heavy-duty straight pipe 
wrench,  2 1/2" pipe capacity 18" Ea

31030 RD31030 Heavy-duty straight pipe 
wrench, 3" pipe capacity 24" Ea

31035 RD31035 Heavy-duty straight pipe 
wrench, 5" pipe capacity 36" Ea

 HEAVY-DUTY STRAIGHT
PIPE WRENCH

Model 2 Strap Wrench
Strap wrenches are best for any polished pipe. Strong, woven nylon strap gives tight 
grip. 11 3/4" Wrench with 30" strap, 2" pipe capacity.

MFG# Sykes# Description UOM
31345 RD31345 Model 2 strap wrench Ea

 RD31345

Model 2A Heavy-Duty Pipe Cutter
Fast, clean pipe cutting. Extra-long shank protects 
adjustment threads, while an extra-large handle is 
provided for quick, easy adjustment. Can be converted 
to a 3-wheel cutter by replacing rollers with cutter wheel. 
Can be ordered as a 3-wheel model for use in areas 
where a complete turn is not possible.

MFG# Sykes# Description UOM
32820 RD32820 Model 2A heavy-duty pipe cutter, 1/8"-2" pipe capacity Ea

 RD32820

400 Series Instrument Benders
Designed for bending annealed copper, steel and stainless 
with a wall thickness less than or equal to 0.06” (1.5 mm) to 
a maximum of 180°. Offset cushion grip handles for comfort 
when forming 180° bends. A 90° start angle and unique 
oil-absorbing shoe minimize bending effort while forming 
accurate bends. Inch and metric sizes.

MFG# Sykes# Description UOM

36122 RD36122 Model 404 lever bender, 1/4" tube 
capacity, 5/8" bend radius Ea

36097 RD36097 Model 406 lever bender, 3/8" tube 
capacity, 15/16" bend radius Ea

36132 RD36132 Model 408 lever bender, 1/2" tube 
capacity, 1 1/2" bend radius Ea

 400 SERIES
INSTRUMENT BENDER

Close Quarters Tubing Cutters
Specifically designed for use in restricted spaces on 
small diameter, hard and soft copper, aluminum, brass 
and plastic tubing. Strong, lightweight slide and wheel 
housing and large knurled feed screw knob give easy 
control of cutting pressure for clean cuts. Rollers include grooves for close-to-flare 
cuts on model 101.

MFG# Sykes# Description UOM

40617 RD40617 Model 101 close quarters tubing 
cutter, 1/4"-1 1/8" capacity Ea

32975 RD32975 Model 103 close quarters tubing 
cutter, 1/8"-5/8" capacity Ea

 RD32975

Model 150 Constant Swing Tubing Cutters
Features an enclosed feed screw to eliminate clogging and 
jamming, grooved rollers for close-to-flare cuts, and a fold-
away reamer. X-CEL® Knob cuts tubing more quickly and 
easily with larger, more ergonomic design. X-CEL Wheel Pin 
changes cutter wheel quickly using a new ball detent design- no tool needed, no 
lost clips. Spare cutter wheel included in the knob. Made from high-strength zinc 
alloy. Cuts copper, brass, and aluminum tubing and thin-wall conduit.

 RD31622

MFG# Sykes# Description UOM

31622 RD31622 Model 150 constant swing tubing 
cutter, 1/8"-1 1/8" capacity Ea

Model 205 Enclosed Feed Tubing Cutters
Features an enclosed feed screw to eliminate clogging and 
jamming. X-CEL® Knob cuts tubing more quickly and easily 
with a larger, more ergonomic design. X-CEL Wheel Pin 
changes cutter wheel quickly using a new ball detent design- 
no tool needed, no lost clips. Grooved rollers for close-to-flare cuts. Spare cutter 
wheel included in the knob. Fold-away reamer. Made from high-strength zinc alloy. 
Cuts hard/soft copper, aluminum, brass and multilayer tubes.

MFG# Sykes# Description UOM

33055 RD33055 Model 205 ratcheting enclosed feed 
tubing cutter, 1/4"-2 3/8" capacity Ea

 RD33055
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Tools

Screw Feed Tubing Cutters
Clean, square cuts are easily made on copper, brass, 
aluminum and thin-wall steel. X-CEL® Knob cuts tubing more 
quickly and easily with a larger, more ergonomic design. 
Models 10, 15 and 20 feature a convenient fold-away reamer.

MFG# Sykes# Description UOM
32910 RD32910 Model 10 tubing & conduit cutter, 1/8"-1" capacity Ea
32920 RD32920 Model 15 tubing & conduit cutter, 3/16"-1 1/8" Ea
32930 RD32930 Model 20 tubing & conduit cutter, 5/8"-2 1/8" capacity Ea
32940 RD32940 Model 30 tubing & conduit cutter, 1"-3 1/8" capacity Ea

 RD32910

Tubing Cutter Replacement Wheels
Replacement wheels for tubing cutters.

MFG# Sykes# Description UOM
33165 RD33165 Model E-1240, for heavy wall PVC, ABS 12/Pk
33175 RD33175 Model E-2191, for steel tubing 6/Pk
33185 RD33185 Model E-3469, for aluminum & copper 12/Pk

 RD33165

Heavy-Duty Pipe Cutter Replacement 
Wheels
Precision-machined from high-grade steel, and engineered for 
long life and maximum cutting accuracy.

MFG# Sykes# Description UOM
33105 RD33105 Model F-3 cutter wheels 12/Pk
44185 RD44185 Model E-1032 cutter wheels 6/Pk
33145 RD33145 Model F-367 cutter wheels Ea

 HEAVY-DUTY PIPE CUTTER
REPLACEMENT WHEEL

Model 883 Pipe Extractor Set
Model 883 pipe extractor set for schedule 40, 1/8"-1" pipe size, includes 
Models 80-85 inclusive. Pipe extractors make easy work of removing 
broken threaded ends of pipe, pipe plugs and fittings. Each is plainly 
marked showing drill size used when solid ends of plugs and fittings must 
be drilled to receive extractor.

MFG# Sykes# Description UOM
35685 RD35685 Model 883 pipe extractor set Ea

 RD35685

Model 460-6 Portable TRISTAND® Vise
Pipe vise features integral folding legs for easy transport and 
setup, tool hangers and a base which overhangs the front 
legs for clear tool swing. Model 460-6 has an optimized base 
layout to maximize working area, convenient lug to clamp 
the weld ground, rugged leg chain for the tough demands 
and a durable tool tray.

MFG# Sykes# Description UOM

36273 RD36273 Portable TRISTAND chain vise, 
1/8"-6" pipe capacity Ea

 RD36273

Pipe Dies - Models OO-R, 11-R, 12-R, O-R
Pipe dies, models OO-R, 11-R, 12-R, O-R.

MFG# Sykes# Description UOM
37860 RD37860 NPT, high-speed RH, 1/4"-18" Ea
37870 RD37870 NPT, high-speed RH, 1/2"-14" Ea
37875 RD37875 NPT, high-speed RH, 3/4"-14" Ea
37880 RD37880 NPT, high-speed RH, 1"-11 1/2" Ea
37895 RD37895 NPT, high-speed RH, 2"-11 1/2" Ea

 RD37860

Pipe Dies for Machine Die Heads
Pipe dies for use in Universal Die Heads (Models 504A, 711, 
713, 811A, 815A, 816, 817 and 842).

MFG# Sykes# Description UOM

47745 RD47745 Pipe die for universal die heads, 
alloy RH, 1/2"-3/4"-14 Ea

47750 RD47750 Pipe die for universal die heads, 
alloy RH, 1"-2"-11 1/2 Ea

47790 RD47790 Pipe die for universal die heads, H.S. 
for stainless steel RH, 1"-2"-11 1/2 Ea

 PIPE DIE FOR MACHINE DIE HEADS

Manual Threader Pipe and Bolt Dies
Manual threader pipe and bolt dies.

 MANUAL THREADER PIPE AND BOLT DIE

MFG# Sykes# Description UOM
37810 RD37810 1/8"-27 NPT Pipe die, alloy RH Ea
37855 RD37855 1/8"-27 NPT Pipe die, high-speed RH Ea
37865 RD37865 3/8"-18 NPT Pipe die, high-speed RH Ea
37885 RD37885 1 1/4"-11 1/2 NPT Pipe die, high-speed RH Ea
37890 RD37890 1 1/2"-11 1/2 NPT Pipe die, high-speed RH Ea

Die Heads - Models OO-R, 12-R, 11-R and 
OO-RB
Die heads, models OO-R, 12-R, 11-R and OO-RB.

MFG# Sykes# Description UOM
36890 RD36890 Model OO-R, NPT alloy RH, 1/2" pipe size Ea
36895 RD36895 Model OO-R, NPT alloy RH, 3/4" pipe size Ea
36900 RD36900 Model OO-R, NPT alloy RH, 1" pipe size Ea
37480 RD37480 Model 12-R, NPT high-speed RH, 1/2" pipe size Ea
37490 RD37490 Model 12-R, NPT high-speed RH, 1" pipe size Ea
37505 RD37505 Model 12-R, NPT high-speed RH, 2" pipe size Ea

 DIE HEAD

Hand Threader Die Heads
Always use genuine RIDGID® Cutter Wheels. These wheels are 
precision-machined from high-grade steel and are engineered 
for long life and maximum cutting accuracy.

MFG# Sykes# Description UOM
36880 RD36880 Model OOR 1/4" NPT die head, alloy RH Ea
37485 RD37485 Model 12-R 3/4" NPT die head, high-speed RH Ea
37495 RD37495 Model 12-R 1 1/4" NPT die head, high-speed RH Ea
37500 RD37500 Model 12-R 1 1/2" NPT die head, high-speed RH Ea

 HAND THREADER DIE HEAD

Manual Ratchet Threaders
All matched threader/sets include die heads, 
ratchet assembly, ratchet handle, and alloy dies. 
All threader sets use same 12-R dies in die head. 
• Exposed ratchet threader sets:

Model OO-R: Capacity 1/8"-1" without carrying case.
Model 12-R: Capacity 1/8"-2" with carrying case. 

• Ratchet and handle only:
Ratchet knob indicates forward and reverse. Die heads snap in from both sides 
and lock in place.

MFG# Sykes# Description UOM

36375 RD36375 Model OO-R exposed ratchet 
threader set, NPT, w/out case Ea

38540 RD38540 Model OO-RB/OO-R ratchet & handle only Ea

30118 RD30118 Model 12-R ratchet & handle only Ea

 MANUAL RATCHET THREADER

Model 700 Handheld Power Drive 
Threading Machine
Heavy-duty handheld Power Drive. Designed for 
RIDGID® No. 12-R die heads; other RIDGID die heads 
(OO-R, OO-RB, 11-R) using adapters; also used with 258/258XL pipe cutters. 
Specifications:
• Capacity: 1/8"-2" Pipe (6-50 mm); 1/4 "-1" (8-25 mm) Bolt (using OO-RB Die 

Heads)
• Weight: 25 lbs. (11 kg) Power Drive Only
• Length: 28 1/4" (71.7 cm)
• Switch: Double-throw reversible
• Gear Head: Spur gear reduction face gear drive; spring-loaded adapter pawls; 

hardened steel spindle gear
• Body: Cast aluminum

 RD41935

MFG# Sykes# Description UOM

41935 RD41935 Model 700 handheld Power Drive 
threading machine, 26-30 RPM, 115 V Ea

42620 RD42620 Square drive adapter, 15/16” Ea

Precision Ratcheting Flare Tool
Flares steel, stainless steel, hard copper and brass tubing 
- through a wall thickness of 0.035" (0.9 mm). Easy-to-use. 
Ratcheting handle reduces effort required especially in 
confined areas. Durable, eccentrically mounting, hardened 
steel flaring cone. Handle clutch releases when flare is complete to iron and smooth 
flare. Produces 45° flare in sizes from 1/8"- 3/4". 

• Model 458R
• Type: 45° SAE Flares 
• Sizes: 1/8, 3/16, 1/4, 5/16, 3/8, 1/2, 5/8, 3/4

 RD83037

MFG# Sykes# Description UOM
83037 RD83037 Precision ratcheting flare tool Ea

Thread Cutting Oil
RIDGID® thread cutting oils are free of chlorine and other halogens, 
PCBs and heavy metals. Cools threads and pipe during operation. 
Speeds metal removal. Improves thread quality. Reduces threading 
torque. Complete material safety data sheet available.

MFG# Sykes# Description UOM
70835 RD70835 Nu-Clear oil, 1-gal. Ea
70830 RD70830 Dark oil, 1-gal. Ea
41600 RD41600 Dark oil, 5-gal. Ea

 RD70830

8.5" Wire Stripper
Makes accurate and easy cuts. Made in USA. 
• Overall length: 8.25" (209.55 mm)
• Jaw length: 1.68" (42.67 mm)
• Joint thickness: 0.34" (8.64 mm)
• Cutting edge: 0.49" (12.45 mm)
• Handle span: 2.18" (55.37 mm)
• Joint width: 1.48" (37.59 mm)
• Weight: 0.48 lbs. (217.72 g)

MFG# Sykes# Description UOM
908 CH908 8.5" Wire stripper Ea

 CH908

Cutting Pliers
Heavy-duty construction for durability, with comfortable blue handle grips. The fence 
tool does what is needed for fence installation and maintenance.

• 909:
Overall length: 9.5" (241.3 mm)
Jaw length: 1.16" (29.46 mm)
Joint thickness: 0.48" (12.19 mm)
Cutting edge: 0.43" (10.92 mm)
Handle span: 1.89" (48.01 mm)
Joint width: 1.32" (33.53 mm)
Weight: 0.94 lbs. (426.38 g)

• 911:
Overall length: 9.5" (241.3 mm)
Jaw length: 1.4" (35.56 mm)
Joint thickness: 0.51" (12.95 mm)
Cutting edge: 1.4" (35.56 mm)
Handle span: 1.89" (48.01 mm)
Joint width: 1.61" (40.89 mm)
Weight: 0.9 lbs. (408.23 g)

 CH909

 CH911

MFG# Sykes# Description UOM
909 CH909 9 1/2" Crimping pliers Ea
911 CH911 9 1/2" Cable cutting pliers Ea

QD® Contact Cleaner
Suitable for cleaning sensitive electronics and electrical equipment 
without leaving a residue. Evaporates quickly, leaves no residue and 
is safe to use on all plastics. Use where lower flashpoint cleaners are 
acceptable. NSF P1 Registered for use in meat and poultry processing. 
Product is labeled extremely flammable. 16 oz. aerosol; 11 wt. oz.

MFG# Sykes# Description UOM
1003406 CRC03130 QD® Contact Cleaner Ea

 CRC03130
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Butane Fuel
Premium butane fuel for Portasol® and Pyropen® irons. 2.1 oz.

 CPWB1

MFG# Sykes# Description UOM
WB1 CPWB1 Butane fuel Ea

Loctite® 3463 Magic Metal Steel Stick
Versatile, dual component, easy to use, steel-filled epoxy repair putty. It is 
applied like a putty and when cured it exhibits high compressive strength 
and good adhesion to most surfaces. Stops leaks in pipes and tanks, fills 
oversized bolt holes, smooths welds, and repairs non-structural defects in 
castings or holes in tanks. Typically used in applications with an operating 
temperature range of -30° C to 121° C. 4 oz.

MFG# Sykes# Description UOM
209681 PR98853 Magic metal steel stick Ea

 PR98853

SK1 Key Caddy
Retractable key caddy returns keys and other articles 
automatically and features a heavy-duty die-cast 
case, 21" stainless steel chain, and a large key ring.

 STSK1

MFG# Sykes# Description UOM
63135 STSK1 Key caddy Ea

Frontier™ 300 Air and Multi-Purpose Hoses
An economical air and water hose, Frontier is for a wide range of industrial, 
construction and agricultural applications. Available in 200, 250, and 300 PSI 
working pressures.

Specifications:
• Construction Tube: EPDM synthetic rubber, ARPM class C (limited oil resistance)
• Cover: red, yellow, or green EPDM synthetic rubber
• Reinforcement: spiral synthetic yarn, 2" is braided
• Coupling: *refer to the Continental ContiTech Industrial Hose Assembly Manual for 

crimp specifications. *(Ready 2 Go logo)- Coupled assemblies available.
• Non stock/sizes: for special production run minimum requirements, see Appendix D
• Temperature Range: -40° F to 210° F (-40° C to 99° C)
• Order Codes: 

- 569-516 (Yellow)
- 569-557 (Red)
- 569-560 (Green)
- 569-559 (Black)
- 569-562 (Blue)

 FRONTIER™ 300 AIR AND MULTI-PURPOSE HOSES

MFG# Sykes# Color Inner
Dia. Length Outer

Dia. Weight Working
Pressure UOM

20026960 HO044 Red 1/4"
(6.4 mm) 500' 0.53"

(13.5 mm)
0.10 lbs./ft. 
(0.15 kg/m)

300 psi 
(2.07 MPa) Ft.

20026971 HO064 Red 3/8"
(9.53 mm) 500' 0.70"

(17.8 mm)
0.17 lbs./ft. 
(0.25 kg/m)

300 psi 
(2.07 MPa) Ft.

20026980 HO084 Red 1/2"
(12.7 mm) 500' 0.84"

(21.3 mm)
0.22 lbs./ft. 
(0.33 kg/m)

300 psi 
(2.07 MPa) Ft.

20026985 HO124 Red 3/4"
(19.1 mm) 500' 1.15"

(29.2 mm)
0.37 lbs./ft. 
(0.55 kg/m)

300 psi 
(2.07 MPa) Ft.

Frontier™ 200 Air and Multi-Purpose Hoses
Frontier is an economical air and water hose for a wide range of industrial, 
construction and agricultural applications. Available in 200, 250, and 300 PSI 
working pressures.

Specifications:
• Construction tube: EPDM synthetic rubber, ARPM Class C (limited oil resistance)
• Cover: EPDM synthetic rubber, ARPM Class C (limited oil resistance)
• Reinforcement: spiral synthetic yarn, 2” size is braided
• Coupling: *refer to the Continental ContiTech Industrial Hose Assembly Manual for 

crimp specifications
• Temperature range: -40° F to 210° F (-40° C to 99° C)
• Order codes: 

- 536-035 (2” black)
- 536-040 (2” red)
- 569-009 (black)
- 569-011 (red)
- 569-038 (yellow)
- 569-547 (blue)

 FRONTIER™ 200 AIR AND MULTI-PURPOSE HOSES

MFG# Sykes# Color Inner
Dia. Length Outer

Dia. Weight Working
Pressure UOM

20025735 HO042 Red 1/4"
(6.4 mm) 500' 0.50"

(12.7 mm)
0.09 lbs./ft. 
(0.13 kg/m)

200 psi
(1.38 MPa) Ft.

20025750 HO062 Red 3/8"
(9.53 mm) 500' 0.67"

(17.0 mm)
0.15 lbs./ft. 
(0.22 kg/m)

200 psi
(1.38 MPa) Ft.

20025773 HO082 Red 1/2"
(12.7 mm) 500' 0.81"

(20.6 mm)
0.20 lbs./ft. 
(0.30 kg/m)

200 psi 
(1.38 MPa) Ft.

20025966 HO164 Red 1"
(25.4 mm) 450' 1.44"

(36.8 mm)
0.54 lbs./ft. 
(0.80 kg/m)

200 psi 
(1.38 MPa) Ft.

• Packaging: maximum 3 pieces; 50’ increments
- 1 1/4” - 400’ reels
- 3/16” to 3/4” - 500’ reels
- 1” - 450’ reels
- 1 1/2” - 300’ reels
- 2” - 200’ cartons

• Packaging: maximum 3 pieces, 50' increments
- 3/16"–3/4" - 500' reels 
- 1" - 450' reels 
- 1 1/4" - 400' reels 
- 1 1/2" - 300' reels 
- 2" - 200' cartons 

 - Coupled assemblies available in 1/4", 3/8", 1/2", and 3/4" in red

Tubing Cutter
Coilhose Pneumatics’ Tubing Cutters are constructed 
of plastic and provide an accurate and repeatable cut. 
The design of this tubing cutter enables a clean cut 
that allows tubing to be installed into push to connect 
fittings, eliminating the need to dress or de-burr the tubing. Provides a clean, 
square cut without deformation. Durable construction. Easy blade replacement. 
Cuts 1/8” through 3/4” OD tubing.

 HCPXC058

MFG# Sykes# Description Color UOM

PXC058 HCPXC058 Tubing cutter Black Ea

Tools / Tubing, Hose, & Fittings

Hy-Gear® 67-1 and 67-5 Clamps
Suitable for most common household, industrial, and 
automotive applications. The bands have clean punched 
rectangular perforations that hold strong and connect easily. 
Made in USA. 

• Ideal-Tridon 67-5: 305 stainless 5/16" hex head, 201 stainless 
UPC shield and 1/2" band width

• Ideal-Tridon 67-1: 410 stainless 5/16" hex head, 201 stainless housing and 1/2" 
band width

• Full product range is available to order

Polyethylene (PE) Tubing
Polyethylene is one of the most popular choices 
for low pressure tubing due to its resistance to 
most chemicals and solvents, good flexibility 
and economical cost. Our polyethylene tubing 
is extruded from high quality resin to close 
tolerances. Compatible with Coilock Push-to-
Connect and Poly-Tube Fittings.

Features:
• Linear low-density polyethylene (LLDPE)
• Temperature range: -40° F to 150° F
• Superior stress and light resistance

MFG# Sykes# Color Length Tube
OD

Tube
ID

Wall
Thickness

Working
Pressure
@ 75° F

UOM

PE0417-100K PE0417-100K Black 100' 1/4" .170" .040" 200 PSI Ft.

PE0417-100B PE0417-100B Blue 100' 1/4" .170" .040" 200 PSI Ft.

PE064-100B PE064-100B Blue 100' 3/8" .25" .062" 190 PSI Ft.

PE0417-100G PE0417-100G Green 100' 1/4" .170" .040" 200 PSI Ft.

PE0417-100R PE0417-100R Red 100' 1/4" .170" .040" 200 PSI Ft.

PE064-100R PE064-100R Red 100' 3/8" .25" .062" 190 PSI Ft.

PE0417-100Y PE0417-100Y Yellow 100' 1/4" .170" .040" 200 PSI Ft.

PE0417-100N PE0417-100N Natural 100' 1/4" .170" .040" 200 PSI Ft.

PE064-100N PE064-100N Natural 100' 3/8" .25" .062" 190 PSI Ft.

PE086-100N PE086-100N Natural 100' 1/2" .375" .062" 135 PSI Ft.

PE0610-100N PE0610-100N Natural 100' 6 mm 4 mm 1 mm 175 PSI Ft.

PE0810-100N PE0810-100N Natural 100' 8 mm 6 mm 1 mm 140 PSI Ft.

PE086-250N PE086-250N Natural 250' 1/2" .375" .062" 135 PSI Ft.

PE064-500N PE064-500N Natural 500' 3/8" .25" .062" 190 PSI Ft.

PE0417-500N PE0417-500N Natural 500' 1/4" .170" .040" 200 PSI Ft.

PE0417-1000N PE0417-1000N Natural 1000' 1/4" .170" .040" 200 PSI Ft.

 POLYETHYLENE (PE) TUBING

Micro-Gear® 62P Clamps
Micro-Gear clamps are tiny, tough and precision-engineered 
to use in small hose applications including emission control, 
fuel lines and vacuum hoses. Slim, 5/16” bands and low-profile 
housings allow installation in confined areas. Made in USA. 
• Ideal-Tridon 62P: Plated carbon steel 1/4” hex head, 301 

stainless housing and 5/16” band width.
• Full product range is available to order

MFG# Sykes# Description Clamp
Size

Clamp
Min.

Clamp
Max. UOM

6204 IL6204 Ideal-Tridon 62P 04 5/16"
(8 mm)

5/8"
(16 mm) Ea

6206 IL6206 Ideal-Tridon 62P 06 5/16"
(8 mm)

7/8"
(22 mm) Ea

Hy-Gear® 64-0 Clamps
9/16” Hy-Gear® clamps have a wide range of applications, from 
simple home and auto repair to heavy industrial. The bands 
have clean punched rectangular perforations that hold strong 
and connect easily. Made in USA. 
• Ideal-Tridon 64-0: 401 stainless 3/8” hex head, 201 stainless 

housing and 9/16” band width
• Full product range is available to order

MFG# Sykes# Description Clamp
Max.

Clamp
Min.

Clamp
Size UOM

64160 IL6416 Ideal-Tridon 64-0 1 1/2" 
(38 mm)

11/16" 
(18 mm) 16 Ea

64640 IL6464 Ideal-Tridon 64-0 4 1/2" 
(114 mm)

2 1/2" 
(64 mm) 64 Ea

 MICRO-GEAR® CLAMPS

 1/2” HY-GEAR® CLAMPS

 9/16” HY-GEAR® CLAMPS

MFG# Sykes# Description Clamp Min. Clamp Size UOM

Ideal-Tridon 67-5

6716-5 IL6716 Ideal-Tridon 67-5 11/16" (18 mm) 16 Ea

6720-5 IL6720 Ideal-Tridon 67-5 3/4" (19 mm) 20 Ea

6728-5 IL6728 Ideal-Tridon 67-5 1 1/4" (32 mm) 28 Ea

6732-5 IL6732 Ideal-Tridon 67-5 1 1/2" (38 mm) 32 Ea

6752-5 IL6752 Ideal-Tridon 67-5 1 3/4" (45 mm) 52 Ea

6772-5 IL6772 Ideal-Tridon 67-5 3" (76 mm) 72 Ea

Ideal-Tridon 67-1

6706-1 IL6706 Ideal-Tridon 67-1 3/8" (10 mm) 6 Ea

6708-1 IL6708 Ideal-Tridon 67-1 7/16" (11 mm) 8 Ea

6710-1 IL6710 Ideal-Tridon 67-1 1/2" (13 mm) 10 Ea

6712-1 IL6712 Ideal-Tridon 67-1 1/2" (13 mm) 12 Ea

6716-1 IL6716B Ideal-Tridon 67-1 11/16" (18 mm) 16 Ea

6724-1 IL6724 Ideal-Tridon 67-1 1" (25 mm) 24 Ea

6736-1 IL6736 Ideal-Tridon 67-1 3/4" (19 mm) 36 Ea

6740-1 IL6740 Ideal-Tridon 67-1 1" (25 mm) 40 Ea

6744-1 IL6744 Ideal-Tridon 67-1 1 1/4" (32 mm) 44 Ea

6764-1 IL6764 Ideal-Tridon 67-1 2 1/2" (64 mm) 64 Ea

6788-1 IL6788 Ideal-Tridon 67-1 4" (102 mm) 88 Ea

6796-1 IL6796 Ideal-Tridon 67-1 4 1/2" (114 mm) 96 Ea

6799-1 IL67104 Ideal-Tridon 67-1 5" (127 mm) 104 Ea
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Barricade tapes .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 17
Batteries .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 21
Belt dressing  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 66
Belt hinged fasteners  .  .  .  .  .  .  .  .  .  . 73

Belts  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 106-114
adjustable .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 106
HPT .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 106
timing  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 107
V-belts  .  .  .  .  .  .  .  .  .  .  .  .  .  . 106-114

Bench wheels  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 14
Benchstand belts  .  .  .  .  .  .  .  .  .  . 12-13
Bit holders  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 139
Bits  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 45, 139-141

drill  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 141
hex head  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 137
holders  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 139
insert .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 140
Phillips head  .  .  .  .  .  .  .  .  .  .  .  .  . 140
power  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 139-140
sets  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 141
slotted  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 139
square recess  .  .  .  .  .  .  .  . 139-140
square tool .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 45

Blow guns  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 74
Bolt cutters  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 137
Bolt dies .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 152
Bolt fastening systems .  .  .  .  .  .  .  .  . 73
Bottom hand taps  .  .  .  .  .  .  .  .  . 51-52
Bourdon tubes  .  .  .  .  .  .  .  .  .  .  .  .  .  . 136
Box bases  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 72
Brake parts cleaner  .  .  .  .  .  .  .  .  .  .  . 23
Brushes  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 14-15, 60
Bug sprays  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .60
Bur sets  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 25
Burs  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 25
Bushings  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 123-124
Butane fuel  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 154

C
Cable ties .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 63
Calipers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 148
Caulk guns  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 17
Caution tapes  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 16
Center wheels .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 12
Chains  .  .  .  .  .  . 73, 115-116, 130, 150

accessories  .  .  .  .  .  .  .  .  .  .  .  .  .  . 116
ANSI  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 116
breaker tools  .  .  .  .  .  .  .  .  .  .  .  .  . 116
coils  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 73
high test  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 73
links .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 115-116
pullers .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 130
rollers  .  .  .  .  .  .  .  .  .  .  . 115-116, 130
tools  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 130
wrenches  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 150

Chisels  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 147
Chop saw wheels  .  .  .  .  .  .  .  .  .  .  .  .  . 52
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left-hand  .  .  .  .  .  .  .  .  .  .  .  .  .  . 36, 41
machine length .  .  .  .  .  .  .  .  . 31, 35
masonry  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .42, 44
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Drill index  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 31, 41
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Dust & lint remover  .  .  .  .  .  .  .  .  .  .  . 23

Dust filter  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 23

E
Earplugs  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 132
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Electrical tape  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 17

Electrical tools  .  .  .  .  .  .  .  .  .  .  .  .  .  . 153
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threading  .  .  .  .  .  .  .  .  .  .  .  .  .  .63-65
ties  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 63

Fiber discs  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 10-11

File belts .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 12

Files  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 143-145

bastard cut .  .  .  .  .  .  .  .  .  .  . 143-144
double cut  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 145
flat  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 144
half round  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 144
knife  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 143
lathe  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 145
long angle  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 145
mill  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 143, 145
needle .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 145
rectangular  .  .  .  .  .  .  .  .  .  .  .  .  .  . 145

round  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 144-145
slim  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 144
smooth .  .  .  .  .  .  .  .  .  .  .  .  .  . 144-145
square .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 144
taper  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 144

Filters  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 23, 75-77

accessories  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 77
dust .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 23
filter/regulators  .  .  .  .  .  .  .  .  . 75-76
particulate  .  .  .  .  .  .  .  .  .  .  .  .  . 75-76

Flammable storage  .  .  .  .  .  .  .  .  .  . 135

Flange units .  .  .  .  .  .  .  .  .  .  .  .88-91, 95

four-bolt  .  .  .  .  .  .  .  .  .  .  .  .  .  .89-91
locking collar .  .  .  .  .  .  .  .  .  .  .88-91
setscrew locking .  .  .  .  .  .  .  .90-91
two-bolt .  .  .  .  .  .  .  .  .  .  .  .88-91, 95

Flap discs & wheels  .  .  .  .  .  .  .  .  . 9-10

Flare tools  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 153

Floor tape  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 16

Fluorescent paints  .  .  .  .  .  .  .  .  .  .  .  . 62

Foot chucks  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 74

Fuel line clamps  .  .  .  .  .  .  .  .  .  .  .  .  . 155

G
Gages  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 74, 150

Gasket makers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 21

Gasket removers  .  .  .  .  .  .  .  .  .  .  .  .  . 23

Gasket sealants .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 20

Gauge holders  .  .  .  .  .  .  .  .  .  .  .  .  .  . 148
Gauges .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 136

bourdon tube  .  .  .  .  .  .  .  .  .  .  .  . 136
commercial  .  .  .  .  .  .  .  .  .  .  .  .  .  . 136
diaphragm  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 136
pressure  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 136

Glass cleaner .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 23
Gloves  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 132

drivers .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 132
hot mill  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 132
jersey  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 132
leather  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 132
work  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 132

Glue  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 15
Goggles  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 135
Greases  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .67-69

food grade  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .68
high pressure .  .  .  .  .  .  .  .  .  .  .  .  .  . 67
high temperature  .  .  .  .  .  .  .  .  .  . 67
lithium  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 67
multi-purpose  .  .  .  .  .  .  .  .  .  .67, 69

Grinding wheels  .  .  .  .  .  .  .  .  .  .  .  .  .  . 12
Grout  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .60

H
Hammers .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 138
Hand protection  .  .  .  .  .  .  .  .  .  .  .  .  . 132
Hand soaps  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 24
Hasps  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 133
Head protection  .  .  .  .  .  .  .  .  . 134-135
Hearing protection .  .  .  .  .  .  .  .  .  .  . 132
Heat-resistant paint  .  .  .  .  .  .  .  .  .  .  . 61
High test chain  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 73
Hole saws  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 41-43
Hook blades  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 137
Hooks .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 72-73
Hose clamps  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 155
Hoses & fittings .  .  .  .  .  .  .  .  .  .  .  .  .  . 154
Hydraulic jacks  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 74
Hydraulic sealants  .  .  .  .  .  .  .  .  .  .  .  . 20

I
Indicators .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 150
Insecticides  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .60
Inserts  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .63-64
Instrument benders  .  .  .  .  .  .  .  .  .  . 151

J
Jacks  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 74

K
Key caddy  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 154
Knives & blades .  .  .  .  .  .  .  .  .  . 137-138
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L
Lacing  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 72
Ladders  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 74
Layout fluid  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 59
Levels  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 148-149
Line tapes  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 17
Lockout/tagout .  .  .  .  .  .  .  .  .  .  .  .  .  . 133
Locks  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 133
Lubricants  .  .  .  .  .  .  .  .  .66-70, 75, 153

aerosol  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .69-70
air tools  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 75
anti-seize  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .68
belt dressing  .  .  .  .  .  .  .  .  .  .  .  .  .  . 66
bulk  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 69
cable .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .68
chain .  .  .  .  .  .  .  .  .  .  .  .  .  . 66, 68-69
coating  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 67
corrosion-inhibitor .  .  .  .  .  .  .  .  . 66
cutting oil .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 66
dry lube  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 70
dry moly  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 66
expansion foam  .  .  .  .  .  .  .  .  .  .  . 67
extreme duty  .  .  .  .  .  .  .  .  .  .  .  .  .  . 66
foaming  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 69
food grade  .  .  .  .  .  .  .  .  .  .  .  . 66, 68
grease .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .67-69
multi-purpose  .  .  .  .  .  . 66, 69-70
oil  .  .  .  .  .  .  .  .  .  .  .  .  .69-70, 75, 153
penetrating oil or solvent 66-68
rust remover  .  .  .  .  .  .  .  .  .  .  .  .  .  . 70
silicone  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 66, 68
slip gear oil  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 67
soluble oil  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 67
synthetic  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 69
thread cutting  .  .  .  .  .  .  .  .  .  .  .  .  . 66
tools  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 75
wire rope  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 66

Lubricators  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 76-77

M
Markers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 62
Marking paint  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 61
Masking tape .  .  .  .  .  .  .  .  .  .  .  .  .  . 17-18
Material handling  .  .  .  .  .  .  .  .  .  . 72-74

bases .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 72
boxes  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 72
chains  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 73
fasteners .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 73
hooks  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 72-73
jacks  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 74
lacing  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 72
ladders  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 74
racks  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 72
systems  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 73

Measuring tools  .  .  .  .  .  .  .  .  . 148-150
angle meters  .  .  .  .  .  .  .  .  .  .  .  .  . 148
calipers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 148
edge finders .  .  .  .  .  .  .  .  .  .  .  .  .  . 148
gages  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 150
gauge holders  .  .  .  .  .  .  .  .  .  .  .  . 148
indicators  .  .  .  .  .  .  .  .  .  .  .  .148, 150
levels .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 148-149
protractors .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 148
scribers .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 150
squares .  .  .  .  .  .  .  .  .  .  .  .  .  . 148-149
steel rules .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 148
tape measures .  .  .  .  .  .  .  .  .  .  .  . 149

Mills  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 44-48, 59
ball nose end .  .  .  .  .  .  .  .  .  .  .  .  .  . 45
carbide end  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 59
cobalt end  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .44
HSS  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .45-48
miniature end  .  .  .  .  .  .  .  .  .  .  .  .  .48
square end .  .  .  .  .  .  .  .  .  .  .  . 46-48

N
Non-woven hand pads  .  .  .  .  .  .  .  . 14
Nut drivers .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 139
Nutsetters  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 139
Nylon coils & fittings  .  .  .  .  .  .  .  .  .  . 75

O
Oils  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .69-70, 75, 153

air tool  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 75
compressor  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 75
cutting  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 66
multi-purpose  .  .  .  .  .  .  .  .  .  .  .  .  . 70
penetrating  .  .  .  .  .  .  .  .  .  .  . 66-68
slip gear  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 67
soluble  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 67
synthetic  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 69
thread cutting  .  .  .  .  .  .  .  .  .  .  .  . 153

P
Packaging tape  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 18
Paints  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 61-62

enamel  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 61-62
fluorescent  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 62
heat-resistant  .  .  .  .  .  .  .  .  .  .  .  .  . 61
markers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 62
marking  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 61
primer .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 62
spray  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 61-62
stripper  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 62
traffic  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 61
trim  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 62

Painters tape  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 17

Paper towels  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 24
Pillow block units  .  .  . 93-94, 96-97
Pin vises  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 150
Pipe cutters & dies  .  .  .  .  .  .  .  .  .  .  . 151
Pipe extractors  .  .  .  .  .  .  .  .  .  .  .  .  .  . 152
Pipe sealants  .  .  .  .  .  .  .  .  .  .  .  .  .  . 15, 20
Pipe wrenches  .  .  .  .  .  .  .  .  .  .  .  .  .  . 150
Pitch gages  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 150
Pliers .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 141-143, 153

c-clamps  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 143
curved jaw  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 142
cutting  .  .  .  .  .  .  .  .  .  . 141-143, 153
diagonal cutting  .  .  .  .  .  . 141-142
lap joint  .  .  .  .  .  .  .  .  .  .  .  .  . 141-142
lineman's  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 141
locking  .  .  .  .  .  .  .  .  .  .  .  .  .  . 142-143
long nose .  .  .  .  .  .  .  .  .  .  .  . 141-143
long reach  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 141
multi-pliers  .  .  .  .  .  .  .  .  .  .  .  .  .  . 142
replacement parts  .  .  .  .  .  .  .  . 143
retaining ring  .  .  .  .  .  .  .  .  .  .  .  .  . 141
sets  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 141
slip joint  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 142
specialty  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 143
tongue and groove .  .  .  .  .  .  .  . 142

Plumbing tools  .  .  .  .  .  .  .  .  .  . 150-153
Pneumatics  .  .  .  .  .  .  .  .  .  .  .  .20, 74-77

accessories  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 77
blow guns  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 74
chucks  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 74
coils  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 75
filters .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 75-77
fittings .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 75
gages  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 74
lubricants  .  .  .  .  .  .  .  .  .  .  .  .  .  . 75-77
oils  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 75
regulators .  .  .  .  .  .  .  .  .  .  .  .  .  . 75-77
sealants  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 20

Power bits  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 139
Power transmission  .  . 78, 83-86, 88-130

Pressure gauges  .  .  .  .  .  .  .  .  .  . 74, 136
Primers .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 62
Protractors  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 148
Pry bars  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 143
Punches .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 145-147

center  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 145-147
line-up  .  .  .  .  .  .  .  .  .  .  .  .  .  . 146-147
pin  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 145-147
sets  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 146-147
solid  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 147
steel drive .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 146

Product Index

R
Racks & bases  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 72
Reamers .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .48
Regulators & accessories  .  .  . 75, 77
Removers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .23, 62

gaskets  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 23
paint  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 62
stripper  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 62

Repair putty .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 154
Respirators  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 134
Retaining compounds  .  .  .  .  .  .  .  .  . 21
Retaining rings  .  .  .  .  .  .  .  .  .  .  .  .  .  . 141
Roller chains  .  .  .  .  .  .  .  . 115-116, 130
Rolls  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 24, 61

paper towels  .  .  .  .  .  .  .  .  .  .  .  .  .  . 24
sorbent .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 61

RTV .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 16
Rust remover  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 70

S
Safety cans  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 135
Safety glasses  .  .  .  .  .  .  .  .  .  .  . 134-135
Safety supplies  .  .  .  .  .  .  .  .  .  . 132-135

chemical storage  .  .  .  .  .  .  .  .  . 135
earplugs  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 132
eye protection .  .  .  .  .  .  .  . 134-135
face protection  .  .  .  .  .  .  .  .  .  .  . 135
flammable storage  .  .  .  .  .  .  .  . 135
gloves  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 132
head gear .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 135
lockout/tagout  .  .  .  .  .  .  .  .  .  .  . 133
locks  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 133
respirators  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 134

Sandpaper  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 14
Saw blades  .  .  .  .  .  .  .  .  .  .  . 49-50, 52

bandsaw .  .  .  .  .  .  .  .  .  .  .  .  .  .  .49, 52
bi-metal  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .49-50
carbon steel .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 50
frames  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 50
hack saw  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 50
hand  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 50
HSS  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .49-50

Screw extractors .  .  .  .  .  .  .  .  .  . 45, 141
Screwdrivers  .  .  .  .  .  .  .  .  .  .  .  . 139-140
Scribers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 150
Sealants  .  .  .  .  .  .  .  .  .  .  .  . 15-16, 19-21

gasket  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 20-21
hydraulic  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 20
pipe .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 15, 20
pneumatic  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 20
RTV  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 16
silicone  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 16
thread  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 19-21

Sheaves  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 125-127
Silicone  .  .  .  .  .  .  .  .  .  .  .  .  .  . 16, 66, 68
Sledge hammers .  .  .  .  .  .  .  .  .  .  .  .  . 138
Sleeves  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 127, 130
Snips .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 137
Socket adapters  .  .  .  .  .  .  .  .  .  .  .  .  . 139
Solvents  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 67
Sorbents  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .60-61

clay  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .60-61
oil-only .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 61
pads  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 61
rolls  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 61
socks .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 61
universal  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 61

Spray paint .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 61-62
Sprockets .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 117-122
Squares  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 148-149
Steel rules  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 148
Storage .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 72, 135

boxes  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 72
cans  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 135
chemicals .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 135
flammable  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 135
racks  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 72

Strap cutters  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 137
Strapping tape .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 18

T
Tap indexes  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 41
Tap sets  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 30
Tap wrenches  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 56
Tape dispensers  .  .  .  .  .  .  .  .  .  .  .  .  .  . 19
Tape measures  .  .  .  .  .  .  .  .  .  .  .  .  .  . 149
Tapes  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 16-19

barricade  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 17
caution  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 16
cloth  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 19
dispenser  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 19
duct  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 18
electrical  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 17
film  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 19
floor  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 16
line  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 17
masking  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 17
painters  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 17
paper  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 18
PVC .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 19
tissue  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 18
tread  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 16

Taps  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 51-58
hand  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .51-54, 58
HSS  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 53

pipe .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 52-53
plug .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .53-54
sets  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 57
spiral point  .  .  .  .  .  .  .  .  .  .  .  .  .55-56
taper  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .52-53, 58
wrench  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 56

Test instruments  .  .  .  .  .  .  .  .  .  .  .  .  . 136
Thickness gages  .  .  .  .  .  .  .  .  .  .  .  .  . 150
Thread cutting oils  .  .  .  .  .  .  .  .  .  .  . 153
Thread sealants .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 20
Threading  .  .  .  .  .  .  .  .  .  .  .  .63-65, 153

inserts  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .63-64
machines  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 153
repair kit  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 65

Threadlockers  .  .  .  .  .  .  .  .  .  .  .  .  . 19-21
Ties  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 63
Timing belts  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 107
Tinner snips .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 137
Tools .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 137-154

electrical  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 153
hand tools  .  .  .  .  .  .  .  .  .  .  . 137-147
hardware  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 154
measuring & layout  .  .  . 148-150
plumbing  .  .  .  .  .  .  .  .  .  .  .  . 150-153
welding & soldering  .  .  .  .  .  .  . 154

Towels  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 24
Traffic paint  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 61
Trim paint .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 62
Tubing  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 155
Tubing cutters .  .  .  .  .  .  . 151-152, 154

V
V-belts  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 106-114

adjustable .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 106
double-V  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 106
hi-power  .  .  .  .  .  .  .  .  .  .  .  . 110-112
tri-power  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 107

Vises  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 150, 152

W
Welding & soldering .  .  .  .  .  .  .  .  .  . 154
Wheel brushes  .  .  .  .  .  .  .  .  .  .  .  . 14-15
Wipes/wipers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 24
Wire strippers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 153
Wrenches  .  .  .  .  .  .  .56, 138, 150-151

adjustable .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 138
chain .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 150
pipe .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 151
tap .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 56
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Manufacturer Index

#
3M  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .17, 132, 134

A
Airmaster  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 60
AMI Bearings  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 89, 93-95

B
Bahco .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 41, 49-50
Bassett  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 25, 30, 59
Browning  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 122, 130

C
Campbell Chain & Fittings  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .73
Champion Cutting Tool .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 52
Channellock  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 139, 142, 153
Chicago-Latrobe  .  .  .  .  .  .  .  .  .  .  .  . 26-27, 30-36, 40-41, 45
Cle-Line  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 25, 27-31, 37-39
Cleveland .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 44-48
Coilhose Pneumatics .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 74-75, 154-155
Continental  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 154
CRC Industries  .  .  .  .  .  .  .  .  .  .  .  .  .  .16, 23, 60, 66-67, 75, 153
Crescent  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 138

D
Daughtridge Sales  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 74, 136
Durham Manufacturing .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .72
Dykem  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 59, 62

E
Energizer Industrial  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .21
E-Z LOK  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 63

F
Flexco .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 72-73
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Outstanding
Service

Quality 
Products

Product
Knowledge

Exceptional
Value

Personalized Solutions. Exceptional Value. 
That’s our promise. That’s our mission.

Material Handling 
Supplies Online

Safety Equipment 
Supplies Online

Since 1939, we have delivered the highest  
quality maintenance, repair and operation (MRO) 
supplies to our customers. We have maintained 
strong, long-lasting relationships with our  
customers and suppliers. 

Our business is founded on four pillars of success: 
Outstanding Service, Quality Products, Detailed 
Product Knowledge, and Exceptional Value.

This philosophy has helped us grow into a  
leading supplier of industrial supplies throughout 
North Carolina and beyond.

Satisfied customers have come to experience the  
“Sykes difference”, which offers not only depend-
able products and services, but also a convenient, 
cost-effective partnership that helps their  
business thrive.

At Sykes Supply, we listen to our customers and 
respond with programs to help you improve your 
bottom line. 

We are confident we can help you solve any MRO 
problem with personalized solutions specifically 
designed for your business.

• Bins & Boxes
• Cabinets
• Carts
• Chairs & Stools
• Containers
• Conveyors
• Cranes
• Crowd Control
• Decking
• Dock Equipment
• Dollies

• Drums & Equipment
• Forklift Equipment
• Guards
• Hand Trucks
• Hoists
• Hoppers
• Ladders
• Lifts
• Lockers
• Matting
• AND MORE!

• Cold Weather
• Confined Space
• Emergency
• Ergonomics
• Eye Protection
• Fall Protection
• First Aid
• Footwear
• Hand Protection
• Hearing Protection
• Heat Stress

• Hi-Vis
• Instrumentation
• Lighting
• Lockout/Tagout
• Protective Clothing
• Respiratory
• Showers & Eyewash
• Spill Control
• Water Safety
• Welding & FR Safety
• AND MORE!

Burlington (336) 227-2723  |  Asheboro (336) 629-9104  |  SykesSupply.com Burlington (336) 227-2723  |  Asheboro (336) 629-9104  |  SykesSupply.com

Burlington (336) 227-2723  |  Asheboro (336) 629-9104

SykesSupply.com

CALL US TODAY!

160



162

 Featured Brands

Shop and Order Online with a 
Personalized Customer Portal!

Visit SykesSupply.com

Contract Pricing

PO Checkout

Order History

Over 100K Items

Quick Lists

Punchout Capability


