Alr

General characteristics: A colorless, nonflammable and DOT class: 2.2 (Nonflammable Gas)
odorless gas. DOT label: Nonflammable Gas
Health hazards: Non hazardous at atmospheric Specific volume:  13.3 ft*/Ib. at 70°F
pressure. Specific gravity
Flammable limits: Not applicable (Air = 1): 1.0 at 70°F
Molecular weight: 28.98 Material
CGA valve outlet: 590/180 recommendation: Most common materials can be used.
CAS No. 132259-10-0
UN No. 1002
Product / Purity |Cylinder| SAP | Volume | Pressure Equipment Recommendation
Code Size SCF |@70°F psic | Ordering Information on Reference Page
Air <0.05 ppm CO| 049 11697 287 2400 Tp mainFain high purity quality at the point of use see
Scientific <0.1 ppm CO, high purity gas system page 139.
synthetic 5.5 <0.1 ppm NO,
<0.05 ppm THC
<2 ppm H,O
Air <0.1 ppm THC| BI2 6107 | 3445 2400
Ultra zero 049 6071 287 2400 Two stage high purity regulator, see page 148.
405400 044 6067 215 2000 Single stage high purity regulator, see page 146.
007 5997 g5 2000 Lecture bottle regulator, see page 162.
LBS — 2 1800
Air <0.5 ppm THC| 049 1321 D 2400
Zero chromatographic 044 1285 215 2000
400500 0o7 1245 33 2000 Single stage gas supply panel, see page 172
LBS — 2 1800 ’ ’
Air <1.0 ppm THC| BI12 1772 | 3445 2400
Zero 049 1726 287 2400
400400 044 1666 215 2000
007 1612 35 2000
LBS — 2 1800
Air <10ppm H,0 | 049 2232 287 2400
Dry 044 2192 213 2000 3500 psig CGA valve outlet 347
400600 007 1986 35 2000 6000 psig CGA valve outlet 702
LBS 2308 2 1800
Air 043 4445 323 3500
3500 PSIG
473900 High pressure regulator, see page 163.
Air 046 4477 509 6000
6000 PSIG
474000

Available in tube trailer quantities and 12 cylinder pallet banks.




