Ammonia .

General characteristics: A colorless, nonflammable and
liquefied gas with a strong smell.

CGA valve outlet:

705/110 Anhydrous
660 Electronic

Health hazards: Toxic. Highly irritating to the DOT class: 2.2 (Nonflammable Gas)
mucous membranes and eyes. DOT label: Nonflammable Gas
Contact with the skin causes Specific volume:  22.7 ft*/Ib. at 70°F
severe burns. Specific gravity:
TLV-TWA: 25 ppm (Air = 1): 0.597 at 70°F
(ACGIH 1996) Material
TLV-STEL: 35 ppm recommendation: Use iron and steel. Avoid copper, tin,
(ACGIH 1996) and zinc.
Flammable limits: 15-28% CAS No. 7664-41-7
Molecular weight: 17.03 UN No. 1005
Product / Purity |Cylinder | SAP | Volume | Pressure Equipment Recommendation
Code Size Lbs. |[@70°F psic | Ordering Information on Reference Page
. A To maintain high purity quality at the point of use see
Ammonia 99.999% 044 | 2314 50 114 high purity gas system page 139.
Electronic Liquid phase 005 2286 5 114
465100
Ammonia 99.99% 126 3578 150 114 . .
Anhydrous Liquid phase | 044 | 3451 50 114 i;“cilfr;ffteﬂ;f;‘;ﬁ;:g;ei;eﬁézt?gl‘see page 146.
401400 003 3372 3 114 ’ ’
002 3338 2 114
Ammonia ,99,'99% 126 A = Ll Single stage gas supply panel, see page 172.
Anhydrous Liquid phase
with diptube with diptube
401402




