Carbon Dioxide co

General characteristics: A colorless, nonflammable, DOT class: 2.2 (Nonflammable Gas)
liquefied and odorless gas. DOT label: Nonflammable Gas
Health hazards: In high concentrations can Specific volume: 8.74 ft3/1b. at 70°F
paralyze the respiratory center. Specific gravity
TLV-STEL: 30,000 ppm (Air = 1): 1.522 at 70°F
TLV-TWA: 5000 ppm Material
(ACGIH 1996) recommendation: Normal materials can be used for dry
Flammable limits: Nonflammable gas.
Molecular weight: 44.0 CAS No. 124-38-9
CGA valve outlet: 320/180 UN No. 1013
Product / Purity |Cylinder| SAP | Volume | Pressure Equipment Recommendation
Code Size Lbs. |e70°F psic Ordering Information on Reference Page
Carbon Dioxide 99.9995% | A3l 6563 40 g30 sk | Singlestage gas supply panel, see page 172.
Supercritical fluid* Liquid phase
(SFC)
407700
Carbon Dioxide 99.996% 044 1900 60 830 To maintain high purity quality at the point of use see
Research Liquid phase| 002 | 1866 | 0875 830 | highpurity gas system page 139.
454600 Two stage high purity regulator, see page 148.
Carbon Dioxide 99.99% 044 6255 60 830 Two stage high purity regulator, see page 148.
Coleman Liquid phase 016 6253 18 830 Single stage high purity regulator, see page 146.
405600 007 6251 5 830 Lecture bottle regulator, see page 162.
CO, heater, see page 233.
Carbon Dioxide 99.8% 044 4112 60 830 Lecture bottle control valve, see page 210.
Bone dry Liquid phase 016 4070 18 830
401700 LBS 4117 0.5 830

** All grades available with full length eductor tube.

#%% Can be supplied with 1500 psia helium headspace for higher pressure applications




