Ethylene c,

General characteristics:

a faint odor.

A colorless, flammable gas with

DOT class:
DOT label:

2.1 (Flammable Gas)
Flammable Gas

Health hazards: A simple asphyxiant. Specific volume:  13.8 ft¥/Ib. at 70°F
TLV-TWA: A simple asphyxiant. Specific gravity
(ACGIH 1996) (Air = 1); 0.978 at 32°F

Flammable limits: 2.7-36% Material

Molecular weight: 28.1 recommendation: Normal materials can be used.

CGA valve outlet: 350/180 CAS No. 74-85-1

UN No. 1962
Product / Purity |Cylinder | SAP | Volume| Pressure Equipment Recommendation
Code Size Lbs. | @70°F psic | Ordering Information on Reference Page
Ethylene 99.999% 044 4860 30 1200 Single stage gas supply panel, see page 172.
Scientific
402130
Ethylene 99.99% 044 3322 30 1200 To maintain high purity quality at the point of use see
Research 002 3294 0.5 1200 high purity gas system page 139.
470000 Two stage high purity regulator, see page 148.
Ethylene 99.5% 044 4754 30 1200 Single stage high purity regulator, see page 146.
C.P. 016 4700 11 1200 Lecture bottle regulator, see page 162.
402100 007 4696 4.5 1200 Lecture bottle control valve, see page 210.
LBS 4814 0.25 1000

Available in tube trailer quantities.




