Halocarbon 14

(Tetrafluoromethane) CF,

General characteristics: A colorless, nonflammable, and DOT class: 2.2 (Nonflammable Gas)
odorless gas. DOT label: Nonflammable Gas

Health hazards: A simple asphyxiant Specific volume:  4.39 ft¥/Ib. at 70°F

TLV-TWA: None established Specific gravity:

Flammable limits: Nonflammable (Air = 1): 3.038 at 70°F

Molecular weight: 88.0 Material

CGA valve outlet: 580 recommendation: Normal materials with the exceptions

of zinc and magnesium/aluminum
alloys can be used.
CAS No. 75-73-0
UN No. 1982
Product / Purity Cylinder | SAP | Volume | Pressure Equipment Recommendation
Code Size Lbs. ([@70°F psic | Ordering Information on Reference Page
To maintain high purity quality at the point of use see

Halocarbon 14 99.999% 044 6589 70 2000 high purity gas system page 139.
Electronic 016 6585 6 500 Two stage high purity regulator, see page 148.
407800 007 6583 2.3 500 Single stage high purity regulator, see page 146.
Halocarbon 14 99.99% 044 7107 70 2000 Two stage high purity regulator, see page 148.
C.p. 016 7097 6 500 Single stage high purity regulator, see page 146.
431300 007 7075 2.3 500




