Halocarbon 22

(Chlorodifluoromethane) CHCIF,

General characteristics: A colorless, nonflammable, DOT class: 2.2 (Nonflammable Gas)
liquefied, and odorless gas. DOT label: Nonflammable Gas
Decomposes at high temperatures Specific volume: 4.4 ft*/Ib. at 70°F
to toxic substances. Specific gravity:
Health hazards: Narcotic at high concentrations. (Air = 1): 3.08 at 70°F
TLV-TWA: 1000 ppm Material
(ACGIH 1996) recommendation: Steel, brass, copper, aluminum, and
Flammable limits: Nonflammable stainless steel. At high temperatures
Molecular weight: 86.5 some metals may act as catalysts for
CGA valve outlet: 660/180/!/4 inch flare thermal decomposition.
CAS No. 75-45-6
UN No. 1018
Product / Purity |Cylinder | SAP | Volume | Pressure Equipment Recommendation
Code Size Lbs. | @70°F psic | Ordering Information on Reference Page
Halocarbon 22 99.9% Buk | — | Bulk 121.4 Ef:gff ;;‘;;3;“;;gfyg‘;ﬂﬁypgg;”fg;t the point of use see
C.p. Liquid phase 761 7001 1750 121.4
423300 056 6997 125 1214 Single stage general purpose regulator,
DRD * | 7007 50 121.4 see page 155.
DRE * | 7011 30 121.4 Lecture bottle regulator, see page 162.
LBS * | 7015 0.75 1214 Lecture bottle control valve, see page 210.

* Nonreturnable container.




