Halocarbon 23

(Trifluoromethane) CHF,

General characteristics: A colorless, nonflammable, and DOT class: 2.2 (Nonflammable Gas)
liquefied gas. DOT label: Nonflammable Gas
Health hazards: Causes dizziness in high concen- Specific volume: 5.5 ft*/Ib. at 70°F
trations. Specific gravity:
TLV-TWA: None established (Air = 1): 2.430 at 70°F
Flammable limits: Nonflammable Material
Molecular weight: 70.01 recommendation: Normal materials can be used.
CGA valve outlet: 660/180 CAS No. 75-46-7
UN No. 1984
Product / Purity |Cylinder| SAP | Volume | Pressure Equipment Recommendation
Code Size Lbs. |@70°F psic | Ordering Information on Reference Page
Halocarbon 23 99.995% 044 6615 70 635 T.o mainFain high purity quality at the point of use see
Electronic Liquid phase | 016 | 6611 20 635 high purity gas system page 139.
407900 002 6607 3 635 Two stage high purity regulator, see page 148.
Halocarbon 23 99.0% 044 2380 70 635 Two stage general purpose regulator, see page 154.
C.p. Liquid phase 016 2378 20 635 Single stage general purpose regulator,
465500 LBS 2382 0.5 635 see page 155.
Lecture bottle regulator, see page 162.
Lecture bottle control valve, see page 210.




