Hydrogen Chloride wc

General characteristics: A colorless, nonflammable,

liquefied gas with a penetrating
odor. Fumes in moist air.

DOT class:
DOT label:
Specific volume:

2.3 (Poison Gas)
Poison Gas, Corrosive
10.6 ft3/1b. at 70°F

Corrosive in the presence of Specific gravity
moisture. (Air = 1): 1.268 at 68°F
Health hazards: Toxic. Attacks the mucous Material
membranes and the eyes. Causes recommendation: Dry gas: Stainless steel, mild steel. In
lung damage. the presence of moisture: silver,
TLV-CEILING: 5 ppm platinum and tantalum.
(ACGIH 1996) CAS No. 7647-01-0
Flammable limits: Nonflammable UN No. 1050
Molecular weight: 36.5
CGA valve outlet: 330/110
Product / Purity |Cylinder| SAP | Volume | Pressure Equipment Recommendation
Code Size Lbs. |[@70°F psic | Ordering Information on Reference Page
. T intai lity and safety at the point of
Hydrogen Chloride | 99.999% | o4 | 3452 | 60 613 | (o oic gas aystem page 130, Lo oL
Research Liquid phase 007 3446 8 613 e
470600 Two stage Monel regulator, see page 165.
Hydrogen Chloride | 99.995% 450 | 1819 | 600 613 | 1o ‘fai.mai“ gas tq“a“ty anfi;;fety at the point of use
Electronic Liquid phase | 044 1722 60 613 see toxic gas system page 157
403000 007 1726 8 613
Two stage stainless steel regulator, see page 148.
Hydrogen Chloride 99.0% 450 | 2066 | 600 613 Lecture bottle regulator, see page 161.
Technical Liquid phase 044 1924 60 613 Lecture bottle control valve, see page 210.
403100 007 1842 8 613 Manual control valve, see page 212.
LBS 2128 0.5 613

Available in tube trailer quantities.




