Hydrogen Sulfide H,S

General characteristics: A colorless, flammable, and liquefied Molecular weight:  34.1
gas with a detectable odor. CGA valve outlet:  330/110
Health hazards: Toxic. Causes headaches, discomfort, DOT class: 2.3 (Poison Gas)
diarrhea, and breathing paralysis. DOT label: Poison Gas, Flammable Gas
Warning: the sense of smell is Specific volume: 11.23 ft3/Ib. at 70°F
anesthetized quickly by hydrogen Specific gravity
sulfide. (Air = 1): 1.189 at 59°F
TLV-CEILING: 15 ppm Material
TLV-TWA: 10 ppm recommendation: Stainless steel and aluminum.
(ACGIH 1996) CAS No. 7783-06-4
Flammable limits: 4.3-45% UN No. 1053
Product / Purity | Cylinder | SAP | Volume | Pressure Equipment Recommendation
Code Size Lbs. |@70°F psic | Ordering Information on Reference Page
Hydrogen Sulfide 99.9% 082 14433 | 115 259 To maintain gas quality and safety at the point of use
Research Liquid phase 044 5923 60 252 see toxic gas system page 139.
405300 016 5903 20 252
LBS 5969 0.5 252
Hydrogen Sulfide 99.5% 082 14431 | 115 259 , ,
CP. Liquid phase 044 10251 60 252 Single stage stainless steel regulator,
405350 016 10079 | 20 D50 see page 146.
LBS 10141 0.5 252 Lecture bottle regulator, see page 161.
Lecture bottle control valve, see page 210.
Hydrogen Sulfide 99.0% 082 14434 | 115 259 Single stage gas supply panel, see page 172.
Technical Liquid phase 044 3488 60 252
470900 016 3486 20 252




