Isobutane .,

General characteristics: A colorless, flammable, and liquefied DOT class: 2.1 (Flammable Gas)
gas with a faint odor. DOT label: Flammable Gas
Health hazards: A simple asphyxiant. Specific volume: 6.5 ft3/lb. at 70°F
TLV-TWA: None established Specific gravity
Flammable limits: 1.8-8.5% (Air = 1): 2.01 at 70°F
Molecular weight: 58.1 Material
CGA valve outlet: 510/180 recommendation: Noncorrosive, most common materials can
be used.
CAS No. 75-28-5
UN No. 1969
Product / Purity |Cylinder| SAP | Volume | Pressure Equipment Recommendation
Code Size Lbs. |e@70°F psic | Ordering Information on Reference Page
Isobutane 99.99% 002 2838 0.875 31 Eo mainFain high purity qualit%/ at the point of use see
Research Liquid phase igh purity gas system page 139.
467100 Single stage high purity regulator, see page 146.
Manual control valve, see page 212.
Isobutane 99.5% 454 * | 5603 485 31
Instrument Liquid phase 110 5596 116 31
405000 044 5576 35 31
(;)16 5544 15 31 Single stage general purpose regulator,
007 5524 5 31 see page 155.
LBS 5630 0.375 31 Lecture bottle regulator, see page 162.
) Lecture bottle control valve, see page 210.
Isobutane 99.0% 454 % | 2898 485 31
C.p. Liquid phase 110 2882 116 3
467200 044 2877 35 31
016 2862 15 31
007 2857 5 31
LBS 2904 0.375 31

* Equipped with double valving to allow either liquid or gaseous withdrawal.




