Propane cp,

General characteristics: A colorless, flammable, liquefied DOT class: 2.1 (Flammable Gas)
and odorless gas. DOT label: Flammable Gas
Health hazards: A simple asphyxiant. Specific volume: 8.5 ft¥/Ib. at 70°F
TLV-TWA: A simple asphyxiant. Specific gravity
(ACGIH 1996) (Air = 1): 1.55 at 68°F
Flammable limits: 2.2-9.5% Material
Molecular weight: 44.10 recommendation: Normal materials can be used. Avoid
CGA valve outlet: 510/180 plastic and rubber for liquid.
CAS No. 74-98-6
UN No. 1978
Product / Purity |Cylinder | SAP | Volume | Pressure Equipment Recommendation
Code Size Lbs. |@70°F psic | Ordering Information on Reference Page
Propane* 99.99% 016 3840 13 109 Eo lIlnainilin high pturity qualilt%/()at the point of use see
Research Liquid phase | 002 | 3814 | 0.875 109 1811 Purtly gas syste page 155
472100
Propane* 99.5% 454 #* | 4758 420 109 Single stage high purity regulator, see page 146.
Instrument Liquid phase 110 4725 100 109 Lecture bottle regulator, see page 162.
404500 044 4665 35 109 Lecture bottle control valve, see page 210.
016 4614 13 109
007 4588 5 109
LBS 4820 0.30 109
Propane* 99.0% 454 *#*+ (1382 420 109 Single stage general purpose regulator,
C.p. Liquid phase 110 1325 100 109 see page 155.
432900 044 1323 35 109 Lecture bottle regulator, see page 162.
LBS 1444 0.30 109

*Available with eductor tube, except cylinder sizes 002 and LBS.
**Equipped with double valving to allow liquid or gaseous withdrawal.




