Sulfur Dioxide

SO,

General characteristics: A colorless, nonflammable, and DOT class: 2.3 (Poison Gas)
liquefied gas with a penetrating DOT label: Poison Gas
odor. Specific volume: 5.9 ft*/lb. at 70°F
Health hazards: Toxic. Irritates eyes and air Specific gravity
passages. (Air = 1): 2.262 at 70°F
TLV-STEL: 5 ppm Material
TLV-TWA: 2 ppm recommendation: Dry gas in not corrosive. Most
(ACGIH 1996) structural metals except zinc. Moist
Flammable limits: Nonflammable gas: Stainless steel.
Molecular weight: 64.1 CAS No. 7446-09-5
CGA valve outlet: 660/110 UN No. 1079
Product / Purity |Cylinder| SAP | Volume | Pressure Equipment Recommendation
Code Size Lbs. |e70°F psic| Ordering Information on Reference Page
Sulfur Dioxide 99.98% 761 15006 2000 34 To maintain gas quality anld;)afety at the point of use
Anhydrous Liquid phase | 054 | 4958 | 150 34 see loxic gas system page 1.59.
404600 016 4910 40 34 Single stage stainless steel regulator, see page 146.
007 4845 5 34 Lecture bottle regulator, see page 161.
LBS 5026 1 34 Lecture bottle control valve, see page 210.




