Sulfur Hexafluoride s,

General characteristics: A colorless, nonflammable,
liquefied, and odorless gas.

DOT class:
DOT label:

2.2 (Nonflammable Gas)
Nonflammable Gas

Health hazards: A simple asphyxiant. Specific volume: 2.5 ft¥/Ib. at 70°F
TLV-TWA: 1000 ppm Specific gravity
(ACGIH 1996) (Air = 1): 5.11 at 68°F

Flammable limits: Nonflammable Material

Molecular weight: 146.1 recommendation: Most common materials can be used.

CGA valve outlet: 590/180 CAS No. 2551-62-4

UN No. 1080
Product / Purity |Cylinder| SAP | Volume | Pressure Equipment Recommendation
Code Size Lbs. [@70°F psic | Ordering Information on Reference Page
Sulfur Hexafluoride | 99.999% | o044 [14589 | 115 320 E.O N high purity quali%‘“ the point of use see
Research Liquid phase | 016 | 14588 | 38 320 igh purily gas system page 1.5,
4047100
: Single stage high purity regulator, see page 146.
Sulfur Hexafluoride 99.99% 044 4108 115 320 Lecture bottle regulator, see page 162.
Instrument Liquid phase 016 4074 38 320 Manual control Valve7 see page 212.
472500 007 4044 10 320
Sulfur Hexafluoride 99.8% B12 5280 1560 320
C.P. Liquid phase 044 3152 115 320
404700 016 5112 38 320
007 5094 10 320
LBS 5333 0.50 320
Sulfur Hexafluoride 99.8% B2 | 13139 | 1560 320
Dielectric Grade Liquid phase 044 14410 115 320
404700 Meets D2472
ASTM




